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	Reason for change:
	When PDCCH monitoring adptation indication and BWP switching are indicated in the same DCI, a very power saving method is to apply the PDCCH monitoring adaptation on the new BWP once the BWP switching finishes. But current 38.213 does not  specify UE behavior for this case, detailed analysis can see in our companion contribution R1-2209251.


	
	

	Summary of change:
	Add a description of UE hehavior for the case when PDCCH monitoring adaptation and BWP switching indicated in the same DCI. UE will apply the PDCCH monitoring adaptation after BWP switching on the new BWP. 
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	The case that PDCCH monitoring adptation indication and BWP switching are indicated in the same DCI is not supported, and cost power waste at UE side
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A UE can be provided 
-	a group index for a respective Type3-PDCCH CSS set or USS set by searchSpaceGroupIdList for PDCCH monitoring on a serving cell,
-	a group index for a respective Type3-PDCCH CSS set or USS set by searchSpaceGroupIdList-r17 for PDCCH monitoring on an active DL BWP of a serving cell. 
*<omitted text>*
If the UE changes to a new active DL BWP of the serving cell by the expiration of bwp-InactivityTimer, the UE 
-	resumes PDCCH monitoring according to the search space sets on the new active BWP of the serving cell when UE is in a PDCCH skipping duration, if the UE is not provided searchSpaceGroupIdList-r17 on the new active DL BWP
-	monitors PDCCH according to search space sets with group index 0 on the new active BWP of the serving cell, if the UE is provided searchSpaceGroupIdList-r17.
If UE receives PDCCH monitoring adaptation indication and BWP switching indication in the same DCI, the PDCCH monitoring adaptation will be applied on the new BWP starting from the slot indicated by the slot offset value of the time domain resource assignment field in the DCI.
If a UE is provided group indexes for a Type3-PDCCH CSS set or a USS set by searchSpaceGroupIdList-r17 and a timer value by searchSpaceSwitchTimer-r17 for PDCCH monitoring an active DL BWP of on a serving cell and the timer is running, the UE
-	resets the timer after a slot of the active DL BWP of the serving cell if the UE detects a DCI format in a PDCCH reception in the slot for with CRC scrambled by C-RNTI/CS-RNTI/MCS-C-RNTI
-	otherwise, decrements the timer value by one after a slot of the active DL BWP of the serving cell
When the timer expires in a first slot, the UE monitors PDCCH on the serving cell according to search space sets with group index 0 starting in a second slot that
-	is not earlier than  symbols after the first slot when ,
-	is a first slot in a slot group of  slots that is not earlier than  symbols after the first slot when ,
-	is not earlier than a slot where a PDCCH skipping duration expires, if applicable
When a UE receives
-	a first PDCCH in a first slot that provides a DCI format with a PDCCH monitoring adaptation field having a first value indicating skipping PDCCH monitoring, or indicating start of PDCCH monitoring according to a search space sets with a first group index and stop of PDCCH monitoring according to search space sets with a second group index, for an active DL BWP and 
-	a second PDCCH that provides a DCI format with a PDCCH monitoring adaptation field having a second value indicating skipping PDCCH monitoring, or indicating start of PDCCH monitoring according to search space sets with a first group index and stop of PDCCH monitoring according to search space sets with a second group index different than the first group index, for the active DL BWP where the second PDCCH is received
-	in the first slot if the first value indicates skipping PDCCH monitoring 
-	before a slot that is at least  symbols after the first slot if the first value indicates start of PDCCH monitoring according to search space sets with a first group index
the UE does not expect the second value to be different than the first value.
A UE does not expect to receive in a second slot a PDCCH on an active DL BWP that provides a DCI format indicating skipping PDCCH monitoring, or start of PDCCH monitoring according to search space sets with group index 1 or 2 for the active DL BWP, if the second slot is not at least  symbols after a first slot where the timer expires.
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