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	Reason for change:
	As per agreement achieved in RAN1#107bis-e meeting, for inter-UE coordination scheme 2, the time gap between PSFCH carrying conflict indicator and SCI(s) scheduling conflicting TBs should be larger than or equal to sl-MinTimeGapPSFCH, either for Condition 2-A-1 or Condition 2-A-2.
Agreement:
· When PSFCH occasion is derived by a slot where expected/potential resource conflict occurs on PSSCH resource indicated by UE-B’s SCI, time gap between the PSFCH and SCI(s) scheduling conflicting TBs is larger than or equal to X value
· X = sl-MinTimeGapPSFCH
· UE does not transmit the conflict indicator or receive the conflict indicator if the timeline is not satisfied
The restriction on the time gap has been only captured for Condition 2-A-1 in TS 38.213 section 16.3.0, but is not captured for Condition 2-A-2 yet. 

	
	

	Summary of change:
	For the case that inter-UE coordination information transmission is triggerred by Condition 2-A-2 in scheme 2, clarify that the time gap between PSFCH carring conflict indicator and SCI scheduling conflicting TB should be larger than or equal to sl-MinTimeGapPSFCH

	
	

	Consequences if not approved:
	RAN1 agreement is not fully captured, where the restriction on time gap between PSFCH carrying conflict indicator and SCI scheduling confliting TB is missed for the case that inter-UE coordination information transmission is triggered by Condition 2-A-2 in scheme 2
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[bookmark: _Toc122000504]16.3.0	UE procedure for transmitting PSFCH with control information
<<< UNCHANGED PARTS OMITTED >>>
A first UE determines a second UE for providing the conflict information to in a PSFCH as follows
-	if the first UE is an intended receiver of the second UE for a reserved resource of a PSSCH transmission in a slot,
-	does not expect to perform reception on the sidelink due to half-duplex operation in the slot, 
-	the PSFCH occasion for resource conflict information of the second UE is valid,
-	the conflict information receiver flag in SCI format 1-A from the second UE is set to 1, if sl-IndicationUE-B = 'enabled', and
-	determines the SCI format 1-A is not received later than sl-MinTimeGapPSFCH before the PSFCH occasion for conflict information
-	determines to transmit to the second UE the PSFCH with the conflict information.
A first UE determines a UE for providing the conflict information to in a PSFCH as follows
-	if, for a resource pool, sl-TypeUE-A is not provided, the first UE has been indicated a first reserved resource and a second reserved resource as resources for PSSCH reception or, if for a resource pool sl-TypeUE-A is provided, has been indicated at least the first reserved resource or the second reserved resource for PSSCH reception,
-	detects a first SCI format 1-A that includes a first priority value, , and the first reserved resource for PSSCH transmission from a second UE,
-	detects a second SCI format 1-A that includes a second priority value, , and the second reserved resource for PSSCH transmission from a third UE, and
[bookmark: _Hlk88594368]-	determines that the first and second resources overlap in time and frequency
-	the PSFCH occasions for resource conflict information of the second UE and the third UE are valid
-	the conflict information receiver flag in SCI Format 1-A from the second UE and the third UE is set to 1, if sl-indicationUE-B = 'enabled' 
-	determines the first SCI format 1-A and the second SCI format 1-A are not received later than sl-MinTimeGapPSFCH before the PSFCH occasion for conflict information
-	determines to transmit to the second UE the PSFCH with the conflict information
-	determines to transmit to either the second UE or the third UE the PSFCH with the conflict information, if 
<<< UNCHANGED PARTS OMITTED >>>

