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Introduction
RAN1 has received an LS [1] from RAN2 with a determination on CAPC for SBCCH in SL-U as follows:
	Regarding the CAPC for SBCCH SDU transmitted in SL-SSB and for PSFCH, the following were agreed:

· The highest priority SL CAPC is used for SBCCH SDU transmission (if SL CAPC is applied to SBCCH SDU).
· For PSFCH, we leave it to RAN1 to decide the CAPC to use   



In this contribution, we provide related consideration from RAN 1’s perspective. 
Discussion

In meeting of RAN1 #110bis, how to set CAPC for S-SSB and PSFCH has been agreed as FFS [2]. From RAN 1’s perspective, this issue needs to be considered from multiple aspects. Regarding COT, the CAPC levels are closely related to COT duration. Whether additional S-SSB occasions introduced in R18 locate included in or excluded from resource pool (RP) will also impact the setting of CAPC for S-SSB. Since the distribution of S-SSB occasions in the time domain has not been determined yet, it’s too early to reach an agreement on the CAPC value(s) available for S-SSB now.

Proposed reply to RAN2: 
RAN1 suggests that the available CAPC level(s) for S-SSB is(are) to be re-determined after RAN1 reaches an agreement on how to set CAPC for S-SSB.
Conclusion
In this contribution, we discussed the LS from RAN 2 about the determination of CAPC for SBCCH in SL-U and suggested replies to the LS as below:
Proposed reply to RAN2’s LS: 
RAN1 suggests that the available CAPC level(s) for S-SSB is(are) to be re-determined after RAN1 reaches an agreement on how to set CAPC for S-SSB.
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