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	Reason for change:
	In RAN1#111, It is clarified that for the FDMed unicast PDSCH and group-common PDSCH capability of RRC_CONNECTED UE, the unicast PDSCH and group-common PDSCH can only be dynamically scheduled. The only remaining issue is whether the unicast/multicast SPS retransmission PDSCH is included in the dynamically scheduled PDSCH or not.

Agreement
It is clarified that for the FDMed unicast PDSCH and group-common PDSCH capability of RRC_CONNECTED UE, the unicast PDSCH and group-common PDSCH can only be dynamically scheduled. Further down-selection between the following:
· Opt 1: the unicast/multicast SPS retransmission PDSCH is included in the dynamically scheduled PDSCH for FDMed scheduling
· FFS: whether new UE capability is needed
· Opt 2: the unicast/multicast SPS retransmission PDSCH is NOT included in the dynamically scheduled PDSCH for FDMed scheduling
Considering the unicast/multicast SPS retransmission PDSCH is dynamically scheduled by DCI with CS-RNTI/G-CS-RNTI and the FDM multiplexing can gives gNB more scheduling flexibility, Opt 1 can be supported.
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5.1	UE procedure for receiving the physical downlink shared channel
========================= Unchanged parts =========================
The maximum number of PDSCHs scheduled per slot per component carrier with C-RNTI/CS-RNTI and G-RNTI/G-CS-RNTI/MCCH-RNTI that the UE shall be able to decode is the same as the indicated UE capability for the number of unicast PDSCHs per slot per component carrier. If the UE is capable of receiving FDMed unicast and multicast PDSCH per slot per carrier, the UE shall be able to decode a PDSCH scheduled with C-RNTI/CS-RNTI for retransmission and a PDSCH scheduled with G-RNTI for multicast/G-CS-RNTI for retransmission that partially or fully overlap in time in non-overlapping PRBs. If the UE is capable of receiving FDMed unicast and broadcast PDSCH per slot per carrier, the UE shall be able to decode a PDSCH scheduled with C-RNTI/CS-RNTI for retransmission and a PDSCH scheduled with G-RNTI for broadcast/MCCH-RNTI that partially or fully overlap in time in non-overlapping PRBs.
========================= Unchanged parts =========================

