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<Unchanged parts are omitted>
16.2.3	PSFCH
A UE with  scheduled PSFCH transmissions for HARQ-ACK information and conflict information, and capable of transmitting a maximum of  PSFCHs, determines a number  of simultaneous PSFCH transmissions and a power  for a PSFCH transmission , , on a resource pool in PSFCH transmission occasion  on active SL BWP  of carrier  as
-	if dl-P0-PSFCH is provided,
	 [dBm]
where
-	 is a value of dl-P0-PSFCH-r17, if using the parameter is supported by the UE and the parameter is provided;else dl-P0-PSFCH-r16 if provided. It's expected that the same Po value is used on all resource pool(s).
-	 is a value of dl-Alpha-PSFCH, if provided; else, . It is expected that the same alpha value is used on all resource pool(s).
-	 when the active SL BWP is on a serving cell , as described in clause 7.1.1 except that
-	the RS resource is the one the UE uses for determining a power of a PUSCH transmission scheduled by a DCI format 0_0 in serving cell  when the UE is configured to monitor PDCCH for detection of DCI format 0_0 in serving cell 
-	the RS resource is the one corresponding to the SS/PBCH block the UE uses to obtain MIB when the UE is not configured to monitor PDCCH for detection of DCI format 0_0 in serving cell 
< Unchanged parts are omitted >
-	else
 [dBm]
	where the UE autonomously determines  PSFCH transmissions with ascending order of corresponding priority field values as described in clause 16.2.4.2 over the PSFCH transmissions with HARQ-ACK information, if any, and then with ascending order of priority value over the PSFCH transmissions with conflict information, if any, such that  and where  is determined for the  PSFCH transmissions according to [8-1, TS 38.101-1].



