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	Corrections for Beam Failure Recovery related to unified TCI state framework 

	
	

	Source to WG:
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F  (correction)
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	Reason for change:
	In RAN1#107-e, it was agreed only for intra-cell beam management to support Rel-16 SCell BFR, but the spec doesn’t limit the scope of SCell BFR to intra cell beam management.
Agreement
On Rel-17 unified TCI framework, for intra-cell beam management, after X symbols from the UE receives the BFRR from NW, the UE assumes the same QCL parameter as the ones associated with the index q new for all PDSCH /PDCCH receptions in a CC, as well as other signals/channels configured to sharing the same indicated Rel-17 TCI state as PDSCH /PDCCH reception.
· The above applies to Rel-15 SpCell BFR , Rel-16 CBRA based SpCell BFR , and Rel-16 SCell BFR 
· Note: q new is a candidate beam identified by the UE in set q1. q1 is the set of candidate beams

Clarify that For SCell BFR, PDCCHs are monitored on the SCell(s).

	
	

	Summary of change:
	Add phrase “if SSB -MTC-AdditionalPCI is not provided” to limit the scope of SCell BFR to intra-cell beam management.
Add phrase “on the SCell (s) indicated by the MAC CE” to indicate that PDCCHs monitoring is on the SCell

	
	

	Consequences if not approved:
	Spec is not aligned with RAN1 agreements. Spec is ambiguos for the monitoring of PDCCHes in case of SCell BFR.
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*** Unchanged text is omitted ***
If a UE is provided dl-OrJoint-TCIStateList or TCI-UL-State indicating a unified TCI state, after 28 symbols from a last symbol of a PDCCH reception with a DCI format scheduling a PUSCH transmission with a same HARQ process number as for the transmission of the first PUSCH and having a toggled NDI field value, the UE
-	if SSB -MTC-AdditionalPCI is not provided, monitors PDCCH in all CORESETs, on the SCell (s) indicated by the MAC CE, and receives PDSCH and aperiodic CSI-RS resource in a CSI-RS resource set using the same antenna port quasi co-location parameters as the ones associated with the corresponding index , if any
-	transmits PUSCH, PUCCH and SRS that uses a same spatial domain filter with same indicated TCI state as for the PUSCH and PUCCH, using a same spatial domain filter as the one corresponding to , if any, and using the following parameters for determination of a corresponding power as described in clauses 7.1.1, 7.2.1, and 7.3.1
-	the RS index  for obtaining the downlink pathloss estimate
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