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<Unchanged parts are omitted>
For a PUCCH transmission with HARQ-ACK information, a UE determines a PUCCH resource after determining a set of PUCCH resources for [image: ] HARQ-ACK information bits, as described in clause 9.2.1. The PUCCH resource determination is based on a PUCCH resource indicator field [5, TS 38.212], if present, in a last DCI format, excluding the SPS activation DCI, among the DCI formats that have a value of a PDSCH-to-HARQ_feedback timing indicator field, if present, or a value of dl-DataToUL-ACK, or dl-DataToUL-ACK-r16, or dl-DataToUL-ACK-DCI-1-2, indicating a same slot for the PUCCH transmission, that the UE detects and for which the UE transmits corresponding HARQ-ACK information in the PUCCH where, for PUCCH resource determination, detected DCI formats are first indexed in an ascending order across serving cells indexes for a same PDCCH monitoring occasion and are then indexed in an ascending order across PDCCH monitoring occasion indexes. For indexing DCI formats within a serving cell for a same PDCCH monitoring occasion, if the UE is not provided coresetPoolIndex or is provided coresetPoolIndex with value 0 for one or more first CORESETs and is provided coresetPoolIndex with value 1 for one or more second CORESETs on an active DL BWP of a serving cell, and with ackNackFeedbackMode = joint for the active UL BWP, detected DCI formats from PDCCH receptions in the first CORESETs are indexed prior to detected DCI formats from PDCCH receptions in the second CORESETs.
[bookmark: OLE_LINK18][bookmark: OLE_LINK19][bookmark: OLE_LINK16][bookmark: OLE_LINK17]The PUCCH resource indicator field values map to values of a set of PUCCH resource indexes, as defined in Table 9.2.3-2 for a PUCCH resource indicator field of 3 bits, provided by resourceList for PUCCH resources from a set of PUCCH resources provided by PUCCH-ResourceSet with a maximum of eight PUCCH resources. If the PUCCH resource indicator field includes 1 bit or 2 bits, the values map to the first two values or the first four values, respectively, of Table 9.2.3-2. If the last DCI format does not include a PUCCH resource indicator field, the first value of Table 9.2.3-2 is used. 
For the first set of PUCCH resources and when the size [image: ] of resourceList is larger than eight, when a UE provides HARQ-ACK information in a PUCCH transmission in response to detecting a last DCI format in a PDCCH reception, excluding the SPS activation DCI, among DCI formats with a value of the PDSCH-to-HARQ_feedback timing indicator field, if present, or a value of dl-DataToUL-ACK, or dl-DataToUL-ACK-r16, or dl-DataToUL-ACK-DCI-1-2, indicating a same slot for the PUCCH transmission, the UE determines a PUCCH resource with index [image: ], [image: ], as
	[image: ]
where [image: ] is a number of CCEs in CORESET [image: ] of the PDCCH reception for the DCI format as described in clause 10.1, [image: ] is the index of a first CCE for the PDCCH reception, and  is a value of the PUCCH resource indicator field in the DCI format. If the DCI format does not include a PUCCH resource indicator field, .
Table 9.2.3-2: Mapping of PUCCH resource indication field values to a PUCCH resource in a PUCCH resource set with maximum 8 PUCCH resources
	PUCCH resource indicator 
	PUCCH resource

	1 bit
	2 bits
	3 bits
	

	'0'
	'00'
	'000'
	1st PUCCH resource provided by pucch-ResourceId obtained from the 1st value of resourceList

	'1'
	'01'
	'001'
	2nd PUCCH resource provided by pucch-ResourceId obtained from the 2nd value of resourceList

	
	'10'
	'010'
	3rd PUCCH resource provided by pucch-ResourceId obtained from the 3rd value of resourceList

	
	'11'
	'011'
	4th PUCCH resource provided by pucch-ResourceId obtained from the 4th value of resourceList

	
	
	'100'
	5th PUCCH resource provided by pucch-ResourceId obtained from the 5th value of resourceList

	
	
	'101'
	6th PUCCH resource provided by pucch-ResourceId obtained from the 6th value of resourceList

	
	
	'110'
	7th PUCCH resource provided by pucch-ResourceId obtained from the 7th value of resourceList

	
	
	'111'
	8th PUCCH resource provided by pucch-ResourceId obtained from the 8th value of resourceList


<Unchanged parts are omitted>

9.2.5.2	UE procedure for multiplexing HARQ-ACK/SR/CSI in a PUCCH
<Unchanged parts are omitted>
If a UE has HARQ-ACK, SR and wideband or sub-band CSI reports to transmit and the UE determines a PUCCH resource with PUCCH format 2, or the UE has HARQ-ACK, SR and wideband CSI reports [6, TS 38.214] to transmit and the UE determines a PUCCH resource with PUCCH format 3 or PUCCH format 4, where 
-	the UE determines the PUCCH resource using the PUCCH resource indicator field [5, TS 38.212] in a last of a number of DCI formats with a value of a PDSCH-to-HARQ_feedback timing indicator field, if present, or a value of dl-DataToUL-ACK, or dl-DataToUL-ACK-r16, or dl-DataToUL-ACK-DCI-1-2, indicating a same slot for the PUCCH transmission, or by a value provided by dl-DataToUL-ACK or dl-DataToUL-ACK-r16 or dl-DataToUL-ACK-DCI-1-2 if the PDSCH-to-HARQ_feedback timing indicator field is not present in the last DCI format, from a PUCCH resource set provided to the UE for HARQ-ACK transmission, and 
-	the UE determines the PUCCH resource set and the PUCCH resource as described in clause 9.2.1 and clause 9.2.3 for [image: ] UCI bits
and
-	if [image: ], the UE transmits the HARQ-ACK, SR, and CSI reports bits by selecting the minimum number [image: ] of the [image: ] PRBs satisfying [image: ] as described in clauses 9.2.3 and 9.2.5.1;
-	else, the UE selects [image: ] CSI report(s), from the [image: ] CSI reports, for transmission together with HARQ-ACK and SR in ascending priority value [6, TS 38.214], where  the value of [image: ] satisfies [image: ] and [image: ], where [image: ] is a number of CRC bits corresponding to [image: ] UCI bits, and [image: ] is a number of CRC bits corresponding to [image: ] UCI bits.
If a UE is provided a first interlace of  PRBs by interlace0 in InterlaceAllocation, the UE has HARQ-ACK, SR and wideband or sub-band CSI reports to transmit, and the UE determines a PUCCH resource with PUCCH format 2, or the UE has HARQ-ACK, SR and wideband CSI reports to transmit and the UE determines a PUCCH resource with PUCCH format 3, where 
-	the UE determines the PUCCH resource using the PUCCH resource indicator field in a last of a number of DCI formats with a value of a PDSCH-to-HARQ_feedback timing indicator field indicating a same slot for the PUCCH transmission, or a value provided by dl-DataToUL-ACK or dl-DataToUL-ACK-r16 or dl-DataToUL-ACK-DCI-1-2 if the PDSCH-to-HARQ_feedback timing indicator field is not present in a DCI format, from a PUCCH resource set provided to the UE for HARQ-ACK transmission, and 
-	the UE determines the PUCCH resource set and the PUCCH resource as described in clauses 9.2.1 and 9.2.3 for  UCI bits
and
-	if , the UE transmits the HARQ-ACK, SR, and CSI reports bits in a PUCCH over the first interlace
-	else, if the UE is provided a second interlace of  PRBs by interlace1 and if ,  the UE transmits the HARQ-ACK, SR, and CSI reports bits in a PUCCH over both the first and second interlaces
-	else, the procedure is same as the corresponding one when the UE is provided PUCCH-ResourceSet by replacing  with , or, if the UE is provided interlace1, by .
If a UE has HARQ-ACK, SR and sub-band CSI reports to transmit and the UE determines a PUCCH resource with PUCCH format 3 or PUCCH format 4, where 
-	the UE determines the PUCCH resource using the PUCCH resource indicator field [5, TS 38.212] in a last of a number of DCI formats with a value of a PDSCH-to-HARQ_feedback timing indicator field indicating a same slot for the PUCCH transmission, from a PUCCH resource set provided to the UE for HARQ-ACK transmission, and 
-	the UE determines the PUCCH resource set and the PUCCH resource as described in clause 9.2.1 and clause 9.2.3 for [image: ] UCI bits
and
-	if [image: ], the UE transmits the HARQ-ACK, SR and the [image: ] CSI report bits by selecting the minimum number [image: ] of PRBs from the [image: ] PRBs satisfying [image: ] as described in clauses 9.2.3 and 9.2.5.1
-	else, 
-	if for [image: ] Part 2 CSI report priority value(s), it is
[image: ] and 
[image: ], 
the UE selects the first [image: ] Part 2 CSI reports, according to respective priority value(s) [6, TS 38.214], for transmission together with the HARQ-ACK, SR and [image: ] Part 1 CSI reports , where [image: ] is the number of Part 1 CSI report bits for the [image: ] CSI report and [image: ] is the number of Part 2 CSI report bits for the [image: ] CSI report priority value, [image: ] is a number of CRC bits corresponding to [image: ], and [image: ] is a number of CRC bits corresponding to [image: ] 
-	else, the UE drops all Part 2 CSI reports and selects [image: ] Part 1 CSI report(s), from the [image: ] CSI reports in ascending priority value [6, TS 38.214], for transmission together with the HARQ-ACK and SR information bits where the value of [image: ] satisfies [image: ] and [image: ], where [image: ]is a number of CRC bits corresponding to [image: ] UCI bits, and [image: ] is a number of CRC bits corresponding to [image: ] UCI bits.
If a UE is provided a first interlace of  PRBs by interlace0 in InterlaceAllocation, the UE has HARQ-ACK, SR and sub-band CSI reports to transmit, and the UE determines a PUCCH resource with PUCCH format 3, where 
-	the UE determines the PUCCH resource using the PUCCH resource indicator field in a last of a number of DCI formats that have a value of a PDSCH-to-HARQ_feedback timing indicator field indicating a same slot for the PUCCH transmission, or a value provided by dl-DataToUL-ACK or dl-DataToUL-ACK-r16 or dl-DataToUL-ACK-DCI-1-2 if the PDSCH-to-HARQ_feedback timing indicator field is not present in the last DCI format, from a PUCCH resource set provided to the UE for HARQ-ACK transmission, and 
-	the UE determines the PUCCH resource set and the PUCCH resource as described in clauses 9.2.1 and 9.2.3 for  UCI bits
and
-	if , the UE transmits the HARQ-ACK, SR and the  CSI report bits in a PUCCH over the first interlace 
-	else if the UE is provided a second interlace of  PRBs by interlace1 and if , the UE transmits the HARQ-ACK, SR, and CSI reports bits in a PUCCH over both the first and second interlaces
-	else, the procedure is same as the corresponding one when the UE is provided PUCCH-ResourceSet by replacing  with , or, if the UE is provided interlace1, with .
Table 9.2.5.2-1: Code rate [image: ] corresponding to value of maxCodeRate
	[bookmark: MCCQCTEMPBM_00000085]maxCodeRate
	Code rate [image: ] 

	
	

	0
	0.08

	1
	0.15

	2
	0.25

	3
	0.35

	4
	0.45

	5
	0.60

	6
	0.80

	7
	Reserved
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