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	Reason for change:
	In current specification, if the UE is configured to monitor multicast DCI and is not provided type1-Codebook-GenerationMode = 'mode1', a set of row indexes R of table is provided by the union of row index of TDRA for unicast DCI formats and multicast DCI formats. However, if the UE is additionally provided fdmed-ReceptionMulticast, a set of row indexed R of table for multicast and for unicast should be provided independently by the union of row indexes of TDRA for respective DCI formats (as below agreement).
Agreement:
For Type-1 HARQ-ACK codebook construction for FDM-ed unicast and multicast with the same priority from the same TRP, support 
· Opt 4: HARQ-ACK bits for all the PDSCH occasions over all the slots for all serving cells for unicast, precede, HARQ-ACK bits for all the PDSCH occasions over all the slots for all serving cells for multicast. (This is similar to the joint Type-1 codebook for mTRP).
· FFS: If UE reports the capability of supporting the FDM-ed unicast and multicast in the same slot, UE can be indicated semi-statically to generate Type-1 HARQ-ACK codebook as FDM-ed manner (i.e., Opt 4).
· Otherwise, UE does not expect unicast and multicast are to be scheduled in FDM-ed. 
The current specification does not capture how to generate a set of row indexes R of TDRA tables if a UE is provided fdmed-ReceptionMulticast. 

	
	

	Summary of change:
	If a UE is provided fdmed-ReceptionMulticast, the procedure for a set of row indexes  of TDRA tables is updated as below.
· Adding ‘and is not provided fdmed-ReceptionMulticast’ to the first case of procedure b)
· [bookmark: _GoBack]A set of row indexes R for unicast is generated by the union of row indexes of time domain resource allocation tables for DCI format 1_0 and/or DCI format 1_1 and/or DCI format 1_2, by adding ‘if the UE is provided fdmed-ReceptionMulticast’ to the second case in procedure b)
· A set of row indexes R for multicast is generated by the union of row indexes of time domain resource allocation tables for multicast DCI formats, by adding ‘if the UE is provided fdmed-ReceptionMulticast’ to the third case in procedure b)

	
	

	Consequences if not approved:
	The feature of MBS is not complete if the UE is additionally provided fdmed-ReceptionMulticast.
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For a serving cell , an active DL BWP, and an active UL BWP, as described in clause 12, the UE determines a set of  occasions for candidate PDSCH receptions for which the UE can transmit corresponding HARQ-ACK information in a PUCCH in slot . If serving cell  is deactivated, the UE uses as the active DL BWP for determining the set of  occasions for candidate PDSCH receptions a DL BWP provided by firstActiveDownlinkBWP-Id. The determination is based:
a)	on a set of slot timing values  associated with the active UL BWP on the primary cell or, if the PUCCH transmission is indicated by a DCI format to be on the PUCCH-sSCell as described in clause 9A, on a set of slot timing values  associated with the active UL BWP on the PUCCH-sSCell
-	If the UE is configured to monitor PDCCH for DCI format 1_0 and is not configured to monitor PDCCH for either DCI format 1_1 or DCI format 1_2 for serving cell , or the active DL BWP for serving cell  is dormant BWP,  is provided by the slot timing values {1, 2, 3, 4, 5, 6, 7, 8} for SCS configuration of PUCCH transmission , {7, 8, 12, 16, 20, 24, 28, 32} for , and {13, 16, 24, 32, 40, 48, 56, 64} for 
-	If the UE is configured to monitor PDCCH for DCI format 1_1 and is not configured to monitor PDCCH for DCI format 1_2 for serving cell ,  is provided by dl-DataToUL-ACK or dl-DataToUL-ACK-r16 or dl-DataToUL-ACK-r17
-	If the UE is configured to monitor PDCCH for DCI format 1_2 and is not configured to monitor PDCCH for DCI format 1_1 for serving cell ,  is provided by dl-DataToUL-ACK-DCI-1-2 or dl-DataToUL-ACK-DCI-1-2-r17
-	If the UE is configured to monitor PDCCH for DCI format 1_1 and DCI format 1_2 for serving cell ,  is provided by the union of dl-DataToUL-ACK or dl-DataToUL-ACK-r16 or dl-DataToUL-ACK-r17 and dl-DataToUL-ACK-DCI-1-2 or dl-DataToUL-ACK-DCI-1-2-r17
-	If an inapplicable value in dl-DataToUL-ACK-r16 or dl-DataToUL-ACK-r17 is provided, the value is excluded from 
-	If the UE is configured to monitor PDCCH for multicast DCI formats for serving cell 
-	if the UE is provided fdmed-ReceptionMulticast,  for multicast is provided by the union of dl-DataToUL-ACK from pucch-ConfigMulticast1/pucch-ConfigurationListMulticast1 or pucch-ConfigMulticast2/pucch-ConfigurationListMulticast2 and dl-DataToUL-ACK-MulticastDCI-Format4-1
-	if the UE is not provided dl-DataToUL-ACK-ForDCI Format4-1,  is provided by the union of dl-DataToUL-ACK from pucch-ConfigurationListMulticast1 or pucch-ConfigurationListMulticast2 and the slot timing values {1, 2, 3, 4, 5, 6, 7, 8}
-	else if the UE is not provided type1-Codebook-GenerationMode = 'mode1',  is additionally provided by the union of dl-DataToUL-ACK from pucch-ConfigMulticast1/pucch-ConfigurationListMulticast1 or pucch-ConfigMulticast2/pucch-ConfigurationListMulticast2 and dl-DataToUL-ACK-MulticastDCI-Format4-1
-	if the UE is not provided dl-DataToUL-ACK-MulticastDCI-Format4-1,  is additionally provided by the union of dl-DataToUL-ACK from pucch-ConfigurationListMulticast1 or pucch-ConfigurationListMulticast2 and the slot timing values {1, 2, 3, 4, 5, 6, 7, 8} 
-	else if the UE is provided type1-Codebook-GenerationMode = 'mode1', the UE
-	determines a first  set as , where  is a set of slot timing values for the multicast DCI formats, a second  set as , and a third  set as 
b)	on a set of row indexes  of a table that is associated with the active DL BWP and defining respective sets of slot offsets , start and length indicators SLIV, and PDSCH mapping types for PDSCH reception as described in [6, TS 38.214], where the row indexes  of the table are provided by 
-	the union of row indexes of time domain resource allocation tables for DCI formats the UE is configured to monitor PDCCH for serving cell  if the UE is not configured to monitor PDCCH for multicast DCI formats for serving cell , or is not provided type1-Codebook-GenerationMode = 'mode1' and is not provided fdmed-ReceptionMulticast, or, if any, for the first  set
-	the union of row indexes of time domain resource allocation tables for DCI format 1_0 and/or DCI format 1_1 and/or DCI format 1_2 for serving cell  if the UE is provided fdmed-ReceptionMulticast, or, if any, for the second  set., if any
-	the union of row indexes of time domain resource allocation tables for multicast DCI formats the UE is configured to monitor PDCCH for serving cell  if the UE is provided fdmed-ReceptionMulticast a, or, if any, for the third  set., if any
-	if the UE is provided referenceOfSLIVDCI-1-2, for each row index with slot offset  and PDSCH mapping Type B in a set of row indexes of a table for DCI format 1_2 [6, TS 38.214], for any PDCCH monitoring occasion in any slot where the UE monitors PDCCH for DCI format 1_2 and with starting symbol , if  for normal cyclic prefix and   for extended cyclic prefix, add a new row index in the set of row indexes of the table by replacing the starting symbol  of the row index by 
c)	on the ratio  between the downlink SCS configuration  and the uplink SCS configuration  provided by subcarrierSpacing in BWP-Downlink and BWP-Uplink for the active DL BWP and the active UL BWP, respectively
d)	if provided, on tdd-UL-DL-ConfigurationCommon and tdd-UL-DL-ConfigurationDedicated as described in clause 11.1 
e)	if ca-SlotOffset is provided, on and  provided by ca-SlotOffset for serving cell , or on  and  provided by ca-SlotOffset for the primary cell, as described in [4, TS 38.211].
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