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[bookmark: _Toc28873139][bookmark: _Toc35593597][bookmark: _Toc44669005][bookmark: _Toc51607154][bookmark: _Toc121822650]4.1.4.2	Contention window adjustment procedures for DL transmissions by gNB
If a gNB transmits transmissions including PDSCH that are associated with channel access priority class  on a channel, the gNB maintains the contention window value  and adjusts  before step 1 of the procedure described in clause 4.1.1 for those transmissions using the following steps:
1)	For every priority class set .
2)	If HARQ-ACK feedback is available after the last update of  , go to step 3. Otherwise, if the gNB transmission after procedure described in clause 4.1.1 does not include a retransmission or iswould be transmitted within a duration  from the end of the reference duration corresponding to the earliest DL channel occupancy after the last update of , go to step 5; otherwise go to step 4.
3)	The HARQ-ACK feedback(s) corresponding to PDSCH(s) in the reference duration for the latest DL channel occupancy for which HARQ-ACK feedback is available is used as follows:
a.	If at least one HARQ-ACK feedback is 'ACK' for PDSCH(s) with transport block based feedback or at least 10% of HARQ-ACK feedbacks is 'ACK' for PDSCH CBGs transmitted at least partially on the channel with code block group based feedback, go to step 1; otherwise go to step 4.
4)	Increase  for every priority class  to the next higher allowed value.
5)	For every priority class , maintain  as it is; go to step 2.
The reference duration and duration   in the procedure above are defined as follows:
-	The reference duration corresponding to a channel occupancy initiated by the gNB including transmission of PDSCH(s) is defined in this clause as a duration starting from the beginning of the channel occupancy until the end of the first slot where at least one unicast PDSCH is transmitted over all the resources allocated for the PDSCH, or until the end of the first transmission burst by the gNB that contains unicast PDSCH(s) transmitted over all the resources allocated for the PDSCH, whichever occurs earlier. If the channel occupancy includes a unicast PDSCH, but it does not include any unicast PDSCH transmitted over all the resources allocated for that PDSCH, then, the duration of the first transmission burst by the gNB within the channel occupancy that contains unicast PDSCH(s) is the reference duration for CWS adjustment.
-	 where  is the duration of the transmission burst from start of the reference duration in   and   if the absence of any other technology sharing the channel cannot be guaranteed on a long-term basis (e.g. by level of regulation), and   otherwise.
If a gNB transmits transmissions using Type 1 channel access procedures associated with the channel access priority class  on a channel and the transmissions are not associated with explicit HARQ-ACK feedbacks by the corresponding UE(s), the gNB adjusts  before step 1 in the procedures described in clause 4.1.1, using the latest  used for any DL transmissions on the channel using Type 1 channel access procedures associated with the channel access priority class . If the corresponding channel access priority class   has not been used for any DL transmissions on the channel,  is used.
*** Unchanged text is omitted ***
[bookmark: _Toc28873164][bookmark: _Toc35593622][bookmark: _Toc44669030][bookmark: _Toc51607179][bookmark: _Toc121822675]4.2.2.2	Contention window adjustment procedures for UL transmissions scheduled/configured by gNB
[bookmark: _Hlk26519434][bookmark: _Hlk26519341]If a UE transmits transmissions using Type 1 channel access procedures that are associated with channel access priority class  on a channel, the UE maintains the contention window value  and adjusts  for those transmissions before step 1 of the procedure described in clause 4.2.1.1, using the following steps:
1)	For every priority class , set ;
2)	If HARQ-ACK feedback is available after the last update of ,  go to step 3. Otherwise, if the UE transmission after procedure described in clause 4.2.1.1 does not include a retransmission or iswould be transmitted within a duration  from the end of the reference duration corresponding to the earliest UL channel occupancy after the last update of , go to step 5; otherwise go to step 4.
3)	The HARQ-ACK feedback(s) corresponding to PUSCH(s) in the reference duration for the latest UL channel occupancy for which HARQ-ACK feedback is available is used as follows:
a.	If at least one HARQ-ACK feedback is 'ACK' for PUSCH(s) with transport block (TB) based feedback or at least 10% of HARQ-ACK feedbacks are 'ACK' for PUSCH CBGs transmitted at least partially on the channel with code block group (CBG) based feedback, go to step 1; otherwise go to step 4.
4)	Increase  for every priority class  to the next higher allowed value;
5)	For every priority class , maintain  as it is; go to step 2.
The HARQ-ACK feedback, reference duration and duration   in the procedure above are defined as the following:
-	For the purpose of contention window adjustment in this clause, HARQ-ACK feedback for PUSCH(s) transmissions are expected to be provided to UE(s) explicitly or implicitly where explicit HARQ-ACK is determined based on the valid HARQ-ACK feedback in a corresponding CG-DFI as described in clause 10.5 in [7], and implicit HARQ-ACK feedback is determined based on the indication for a new transmission or retransmission in the DCI scheduling PUSCH(s) as follows:
-	If a new transmission is indicated, 'ACK' is assumed for the transport blocks or code block groups in the corresponding PUSCH(s) for the TB-based and CBG-based transmission, respectively.
-	If a retransmission is indicated for TB-based transmissions, 'NACK' is assumed for the transport blocks in the corresponding PUSCH(s).
-	If a retransmission is indicated for CBG-based transmissions, if a bit value in the code block group transmission information (CBGTI) field is '0' or '1' as described in clause 5.1.7.2 in [8], 'ACK' or 'NACK' is assumed for the corresponding CBG in the corresponding PUSCH(s), respectively.
-	The reference duration corresponding to a channel occupancy initiated by the UE including transmission of PUSCH(s) is defined in this clause as a duration starting from the beginning of the channel occupancy until the end of the first slot where at least one PUSCH is transmitted over all the resources allocated for the PUSCH, or until the end of the first transmission burst by the UE that contains PUSCH(s) transmitted over all the resources allocated for the PUSCH, whichever occurs earlier. If the channel occupancy includes a PUSCH, but it does not include any PUSCH transmitted over all the resources allocated for that PUSCH, then, the duration of the first transmission burst by the UE within the channel occupancy that contains PUSCH(s) is the reference duration for CWS adjustment.
-	 where  is the duration of the transmission burst from start of the reference duration in  and  if the absence of any other technology sharing the channel cannot be guaranteed on a long-term basis (e.g. by level of regulation), and  otherwise.
If a UE transmits transmissions using Type 1 channel access procedures associated with the channel access priority class  on a channel and the transmissions are not associated with explicit or implicit HARQ-ACK feedbacks as described above in this clause, the UE adjusts  before step 1 in the procedures described in clause 4.2.1.1, using the latest  used for any UL transmissions on the channel using Type 1 channel access procedures associated with the channel access priority class . If the corresponding channel access priority class  has not been used for any UL transmission on the channel,  is used.

