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Introduction
Rel-18 WID on further NR coverage enhancements [1] describes the following objective for PRACH enhancements:
	· Specify following PRACH coverage enhancements (RAN1, RAN2)
· Multiple PRACH transmissions with same beams for 4-step RACH procedure
· Study, and if justified, specify PRACH transmissions with different beams for 4-step RACH procedure
· Note 1: The enhancements of PRACH are targeting for FR2, and can also apply to FR1 when applicable.
· Note 2: The enhancements of PRACH are targeting short PRACH formats, and can also apply to other formats when applicable.



In RAN1#112bis-e, the following agreements were made for PRACH coverage enhancements [2]:
	Agreement
Send LS to inform RAN2 about the 2 confirmed Working Assumptions, and details on how to realize PRACH resource partitioning is up to RAN2.

Conclusion
There is no consensus to support multiple PRACH transmissions within one RACH attempt located at same time instance in Rel-18.
Note: multiple PRACH transmissions within one RACH attempt located at same time instance includes multiple PRACH transmissions in FDMed ROs located at the same time instance and multiple PRACH transmissions with different preambles in the same RO.

Conclusion
There is no consensus to support utilizing different preambles during the multiple PRACH transmissions with the same Tx beam in one attempt.

Agreement
1. Multiple PRACH transmissions within one RACH attempt are only performed within one RO group.
0. The number of valid ROs in the RO group is equal to one of the configured number(s) of multiple PRACH transmissions.
0. Note1: If only one value is configured for multiple PRACH transmissions, then the number of valid ROs in the RO group is equal to this value.
0. Note2: If multiple values are configured for multiple PRACH transmissions, for each value, the number of valid ROs in the RO group is equal to the corresponding number of multiple PRACH transmissions.
0. Note 3: Valid RO(s) refers to what is defined in existing specification.

Agreement
[Draft] LS R1-2304070 is endorsed in principle by appending RAN1 agreement “Agreement
Send LS to inform RAN2 about the 2 confirmed Working Assumptions, and details on how to realize PRACH resource partitioning is up to RAN2”, as well as fixing the formulation of the LS.

Agreement
Final LS R1-2304141 is endorsed.

Agreement
The starting point of RAR window is after the last symbol of the last valid RO in the RO group corresponding to the multiple PRACH transmissions.
Note: Valid RO(s) refers to what is defined in existing specification, i.e., Section 8.1 in TS 38.213.
· Note: The last valid RO is irrespective of whether the PRACH transmission on the last valid RO in the RO group is dropped or not



In the contribution we discuss enhancements to support multiple PRACH transmission for 4-step RACH procedure including the cases for same beam transmisison and different beams transmission.

Discussion
RACH resources and SSB mapping for multiple PRACH transmissions
When RACH resources are assigned in time-domain in a TDM-like manner, two alternative options can be considered for the position of the RACH occasions used by UE performing multiple PRACH transmissions. 
· Option-1): One main approach could be utilizing the existing set of RACH occasions/slots for multiple PRACH transmissions. In this alternative, legacy pre-Rel-18 UEs and new Rel-18 UEs with repetitions share the same exact set of PRACH resources. All UEs with single PRACH transmission (i.e., no repetition case) can rely on the existing configuration for SSB index mapping to corresponding RACH occasions, while UEs with multiple PRACH transmissions in one repetition set can also follow the same configuration for the mapping relationship between SSB index and corresponding RACH occasions. One drawback would be potential delay burden for the user during the completion of one full PRACH repetition set, if the SSB and RACH occasion relationship is configured in a manner where same SSB index value corresponds to multiple RACH occasions. As shown in Figure 2 as an example, a user with SSB#0 as the strongest measured SSB would need to wait until the next PRACH association period to complete four repetitions that are distributed in time domain. In other words, the mapping association configured in the cell between SSB and RACH occasions may inadvertently impose a longer delay for users with multiple PRACH transmissions. 
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Figure 2 Using same existing RACH occasions for repetitions may incur delays

· Option-2): Another approach is introducing new RACH occasions/slots for UE with multiple PRACH transmissions. The legacy pre-Rel-18 UE and new Rel-18 UE with single PRACH transmission (i.e., no repetition case) can use the same RACH occasions as defined in earlier releases, while new Rel-18 UE with multiple PRACH transmissions uses the existing RACH occasions from earlier releases only for the initial PRACH transmission in a PRACH repetition set. The second, third, and more PRACH transmissions are performed using a new set of RACH occasions/slots. See Figure 3 for an illustration (i.e., with up to 3 repetitions in this example). From gNB perspective, the network would know in advance which transmission number in a PRACH repetition set would be expected for arrival on any given RACH slot index. If a UE performs two PRACH transmissions in its repetition set, only the first legacy RACH occasion (i.e., as illustrated by a black square in Figure 3) and the subsequent RACH occasion that follows the initial transmission occasion (i.e., as illustrated by one of the first green squares that follows immediately after the initial RACH occasion). 
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Figure 3 Introducing new RACH occasions for repetitions to improve user delay

The second approach (Option-2) comes with the benefit of completing the transmission of one full PRACH repetition set within one PRACH configuration period (i.e., a minimum of 10 ms or more depending on the cell configuration). For this advantage, we propose to consider Option-2 as the set of RACH occasions for multiple PRACH transmissions. 
We propose the following:
Proposal 1: Support Option-2 (i.e., introduce a new set of RACH occasions as an “RO group” for every configuration period to allow PRACH transmissions for the second, third and more PRACH repetitions without impacting legacy PRACH configuration settings).

One possible area of disadvantage with Option-2 is the reservation of additional uplink resources for RACH procedure. When resources are reserved for PRACH, network cannot assign them for other PUSCH transmissions, hence causing a reduction in system spectral efficiency. Therefore, optimization is needed for the configuration of the RACH occasion sets for PRACH repetitions. 
Observation 1: Reserved PRACH resources may not be assigned for other PUSCH transmissions by the network, which may cause a reduction in system spectral efficiency if it’s not optimized.
To improve system resource efficiency with Option-2, we consider a lean configuration where fewer RACH occasions are assigned after every repetition number in a PRACH transmission set. When the number of RACH occasions across the frequency-domain are reduced, the SSB mapping to each remaining RACH occasion is also adjusted. 
We consider four different cases for study, as illustrated in Figures 4, 5, 6, and 7.
· Example Scheme-1: 
Existing legacy RACH resources are used. Same resource pattern as described in Option-1 (Figure 2). For an illustration, see Figure 4 below.
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Figure 4 Scheme-1 where only legacy RACH resources are used for multiple transmissions
· Example Scheme-2: 
New set of RACH resources are introduced to allow multiple PRACH transmissions in a single configuration period. Same resource pattern as described in Option-2 (Figure 3). No optimization for the number of new RACH resources. For illustration, see Figure 5 below.
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Figure 5 Scheme-2 where legacy RACH resources are used for the 1st transmissions and subsequent resources are used for 2nd, 3rd, and 4th repetitions, respectively

· Example Scheme-3: 
Similar resource pattern as Scheme-2 (Figure 5) is used. However, RACH resources are halved after the 2nd repetition occasions to improve system spectral efficiency. For illustration, see Figure 6 below.
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Figure 6 Scheme-3 where new RACH resources for repetitions are reduced at the 3rd and 4th repetition occasions

· Example Scheme-4: 
Similar resource configuration as Scheme-3 (Figure 6) with further optimizations on the number of new RACH occasions. For an illustration, see Figure 7 below.
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Figure 7 Scheme-4 where new RACH resources for repetitions are reduced more and more at every repetition index (2nd, 3rd and 4th repetition occasions)

As observed from Figures 4,5,6,7 above, the mapping association between SSB index values and RACH occasions are adjusted when fewer PRACH resources are reserved after every repetition index. Now, we compare these four schemes by simulation to observe potential gain in system resource efficiency by reduced RACH resources vs. higher collision risk.
Our simulation simply evaluates a single cell with multiple users attempting PRACH. Each user determines its strongest SSB index and how many repetitions are needed to complete a successful PRACH transmission. Then, UE finds the next available RACH occasion (based on strongest SSB index) and selects one preamble to perform a single PRACH repetition transmission. Then, once all PRACH transmissions in a repetition set are successfully performed, the PRACH attempt is logged as successful. If there is a collision with another UE(s), the collision is logged and only one of the colliding UE’s transmission is logged as success. The rest of the colliding UEs’ transmissions are logged as one fail. Then, a UE with a fail flag must make another PRACH attempt using the same SSB index and repetition number until PRACH transmission is successful. Finally, after simulation runs for a sufficient time, we measure the resource efficiency by counting the number of successful PRACH transmissions minus the number of PRACH collisions. Then, the result is divided by the total number of PRACH resource occasions reserved by the network. The list of simulation parameters are available in the Appendix. 
The results of our simulation are presented in Figure 8. 
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Figure 8 Simulation results comparing resource utilization efficiency between Schemes 1,2,3,4
Interestingly, Scheme 1 performs better than Scheme-2 in terms of resource utilization efficiency as the additional new resource occasions in Scheme-2 causes low rate of RACH resource utilization. 
On the contrary, Scheme-3 and Scheme-4 outperform Scheme-1 in resource efficiency despite having more RACH resource reservations. This is due to the reduced rate of collisions among legacy users and users with PRACH repetitions. Based on the results, Scheme-3 and Scheme-4 seems to achieve a better trade-off between rate of collisions among users and the rate of resource utilization. 
Based on our discussion and simulation study, we propose to consider RACH resource optimizations for better system spectral efficiency. 
[bookmark: _Hlk115425967]Proposal 2: Consider optimizations (as described in Scheme-3 and Scheme-4) to improve the efficiency of system resource utilization by reducing the number of new RACH resources for PRACH repetitions.

RAR window and RA-RNTI
A single RAR window has been agreed for multiple PRACH transmissions. An open issue is regarding the RA-RNTI details. One approach is to use RA-RNTI for DCI detection and the RA-RNTI can be determined based on each RACH occasions used in a RO group. Another approach is to use a single RA-RNTI after the full set of PRACH transmissions is completed by the UE. In our view, a single RA-RNTI is a better approach and the RA-RNTI can be determined based on the last RACH occasion used by the UE. 
Proposal 3: Single RA-RNTI value is used to detect the DCI in the RAR window. RA-RNTI is based on the last RACH occasion used by the UE. 

Triggering mechanism for PRACH repetitions
If cell configuration allows multiple PRACH transmissions, the users in the cell should still be allowed to perform a single PRACH transmission, or multiple PRACH transmissions with a repetition number lower than the maximum number of allowed PRACH transmissions. 
Observation 2: In the same cell, some UEs in good coverage requires only a single PRACH transmission while other UEs with weaker coverage requires a varying number of multiple PRACH transmissions.

To realize such flexibility for different UEs, the cell configuration should provide a set of configuration options where some parameters (such as the time-frequency locations of RACH occasions, the set of preambles, etc.) are common among all RACH configurations while some other parameters (transmission number) are unique to each configuration. 
A simple approach can be to pre-configure via SIB a set of multiple PRACH configurations where each configuration is associated with a different number of PRACH transmissions (i.e., each configuration with a different coverage enhancement level) and with a corresponding pre-defined threshold in dB. Each UE can then determine its required coverage enhancements level via its own SSB measurements and compare the best measured value against the list of pre-defined threshold values at each coverage level. UE can select its corresponding coverage level, and once it’s selection, UE follows the RACH configuration setting that falls into the relevant SSB measurement value. 
We propose the following.
Proposal 4: Cell configuration includes a set of pre-defined threshold values for different coverage enhancement levels (e.g., a threshold value in dB) and a corresponding PRACH transmission number. UE compares its best measured SSB value against these pre-defined threshold values to determine the most suitable PRACH transmission number. 

Multiple PRACH transmissions using different beams
Transmission on different beams can provide additional PRACH coverage gain for some UE. However, such gain would in fact depend on whether the UE supports beamCorrespondence as a capability. If supported, such UE can also use its ability to determine uplink transmit beam based on the receive beam. The beamCorrespondence feature based on SSB is defined for FR2 bands in TS38.306 v17.2.0, as follows.
	beamCorrespondenceSSB-based-r16
Indicates whether the UE support for beam correspondence based on SSB has the ability to select its uplink beam based on measurement of SSB. If a UE supports beam correspondence based on SSB, then the network can expect the UE to also fulfil Rel-15 beam correspondence requirements.

If UE supports neither beamCorrespondenceSSB-based-r16
nor beamCorrespondenceCSI-RS-based-r16, gNB can expect the UE to fulfil beam correspondence based on Rel-15 beam correspondence requirements.
	Band
	No
	TDD only
	FR2 only



If a UE does not support this feature, the PRACH transmission attempt may happen as shown in Figure 9. As an example illustration in Figure 9, UE performs SSB measurements using a fixed UE receive beam (i.e., beam#2). The SSB#3 is determined to be the strongest measurement. UE then attempts its PRACH transmission using similar UE transmit beam (i.e., transmit beam#2). However, no RAR is received and PRACH attempt is concluded unsuccessful. UE then re-attempts PRACH transmission by trying a different transmit beam (i.e., beam#3) and with power ramp up. This time, RAR is received and PRACH attempt is successful. 
Although UE eventually manages to successfully transmit PRACH, it takes a second attempt (or more attempts) to try a different transmit beam. If multiple PRACH transmissions are supported by such UE, transmission on different beams will likely improve the chances of a successful PRACH attempt at the first trial. 
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Figure 9 UE without beamCorrespondence may take longer to make a successful PRACH transmission

However, as another example, let’s consider a UE with beamCorrespondence support, as shown in Figure 10. As an example illustration in Figure 10, UE takes SSB measurements using a fixed UE receive beam (i.e., receive beam#2). UE then determines one of the SSB as the strongest (i.e., SSB#3). Once the 3rd SSB is determined to be the best beam, UE can select its best uplink beam based on the strongest measured SSB beam. UE then switches to the best uplink beam (i.e., transmit beam#3 in this illustration) to perform its first PRACH transmission attempt. Since UE successfully selects the best uplink beam at first trial, the RAR is received and the first PRACH attempt is considered successful. Due to having beamCorrespondence feature support, UE is not required to perform another PRACH attempt. For such UE, it is not clear whether transmitting on different beams with PRACH repetitions would offer any gain. Since UE is already aware of its best uplink beam as soon as the best SSB is measured, UE would be better off transmitting the full PRACH repetition set using only its best uplink beam. 
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Figure 10 UE with beamCorrespondence can make a successful PRACH transmission with fewer attempts

According to the WID [1], multiple PRACH transmissions using different beams will be studied, and only if justified, it will be specified. Based on the discussion above, in our view the study for different beams case should be divided into two parts: A) for UEs without beamCorrespondence, and B) for UEs with beamCorrespondence. 
Potential gains for each case should be studied and discussed, If justified for one of these cases, different beams can be supported for multiple PRACH transmissions on that case alone. 
Based on our discussions, we have the following observations:
Observation 5: Depending on beamCorrespondence is supported by a UE, multiple PRACH transmissions using different beams may or may not offer any gains, compared to single-beam transmission option.
And we propose the following:
Proposal 5: Multiple PRACH transmissions using different beams should be studied for the two following cases separately: A) For UEs without beamCorrespondence feature support, and B) For UEs with beamCorrespondence feature support. 

There were discussions in the last RAN1-112bis-meeting on whether to support multiple PRACH transmissions with different beams in Rel-18. Since the more discussions on multiple PRACH using same beam transmission case are still needed in the next two RAN1 meetings, we prefer not to support multiple PRACH with different beam transmissions.

Proposal 6: Multiple PRACH transmissions with different Tx beams is NOT supported in Rel-18. 


Conclusions
We have the following observations:
Observation 1: Reserved PRACH resources may not be assigned for other PUSCH transmissions by the network, which may cause a reduction in system spectral efficiency if it’s not optimized.
Observation 2: In the same cell, some UEs in good coverage requires only a single PRACH transmission while other UEs with weaker coverage requires a varying number of multiple PRACH transmissions.
Observation 3: Depending on beamCorrespondence is supported by a UE, multiple PRACH transmissions using different beams may or may not offer any gains, compared to single-beam transmission option.

We have the following proposals:
Proposal 1: Support Option-2 (i.e., introduce a new set of RACH occasions as an “RO group” for every configuration period to allow PRACH transmissions for the second, third and more PRACH repetitions without impacting legacy PRACH configuration settings).
Proposal 2: Consider optimizations (as described in Scheme-3 and Scheme-4) to improve the efficiency of system resource utilization by reducing the number of new RACH resources for PRACH repetitions.
Proposal 3: Single RA-RNTI value is used to detect the DCI in the RAR window. RA-RNTI is based on the last RACH occasion used by the UE. 
Proposal 4: Cell configuration includes a set of pre-defined threshold values for different coverage enhancement levels (e.g., a threshold value in dB) and a corresponding PRACH transmission number. UE compares its best measured SSB value against these pre-defined threshold values to determine the most suitable PRACH transmission number. 
Proposal 5: Multiple PRACH transmissions using different beams should be studied for the two following cases separately: A) For UEs without beamCorrespondence feature support, and B) For UEs with beamCorrespondence feature support. 
Proposal 6: Multiple PRACH transmissions with different Tx beams is NOT supported in Rel-18. 
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Appendix
	Simulation Parameter
	Value

	Simulation time
	16000 slots

	Number of UEs 
	{5,10,15,20,15,30,35,40}

	Number of SSB per cell
	64

	PRACH configuration period
	10 ms

	PRACH association perioid
	160 ms

	SSB-per-RACHoccasion
	Four

	CB-preambles-Per-SSB
	4

	Maximum PRACH repetition number
	4

	PRACH repetition number per UE 
	Random with uniform distribution among {1,2,3,4}
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