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1. Overall Description:

RAN WG1 received an LS from RAN WG2 regarding SMTC configuration for LTM candidate cells in order to perform L1 measurements. RAN1 discussed the raised questions and would like to inform the following responses: 
Question: Does the UE need to know the SMTC of LTM candidate cells in order to perform L1 measurements (so that it needs to be included in the RS configuration)?  

	[RAN1 Response]: 

In RAN1 113 meeting, the following was agreed on the time information of SSB resources to perform L1 measurement on candidate cells: 

Agreement (RAN1 113 meeting)
· For the configuration of SSB based L1-RSRP measurement,
· periodicity of SSB, SSB position in burst are provided as time domain information for intra- and inter- frequency.

As a UE only performs the L1 measurment on a known candidate cell where the UE has performed L3 measurement and the informations including a periodicity and SSB position in burst are provided by ‘LTM-SSB-Config-r18’ through dedicated RRC signaling, there is no need to provide SMTC of LTM candidate cells for L1 measurement.  


2 Actions

To: RAN2 

ACTION: 
RAN1 kindly requests RAN2 to take the above information into consideration for their future work.
3. Dates of Next RAN WG1 Meetings:

TSG-RAN WG1 Meeting #116 
                          February 2024, Athens, Greece
TSG-RAN WG1 Meeting #116bis 
                          April 2024, China

