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	Reason for change:
	The following agreement was achieved in RAN1#105-e meeting.
Agreement:
· If a PDSCH among multiple PDSCHs that are scheduled by a single DCI is collided with uplink symbol(s) indicated by tdd-UL-DL-ConfigurationCommon or tdd-UL-DL-ConfigurationDedicated, the UE does not receive the PDSCH.
· FFS on how to handle HARQ-related issue for the PDSCH (e.g., HARQ process numbering)
· The UE does not expect to be scheduled with multiple PDSCHs by a single DCI, where every PDSCH is collided with uplink symbol(s) indicated by tdd-UL-DL-ConfigurationCommon or tdd-UL-DL-ConfigurationDedicated.
· If a PUSCH among multiple PUSCHs that are scheduled by a single DCI is collided with downlink symbol(s) indicated by tdd-UL-DL-ConfigurationCommon or tdd-UL-DL-ConfigurationDedicated, the UE does not transmit the PUSCH.
· FFS on how to handle HARQ-related issue for the PUSCH (e.g., HARQ process numbering)
· The UE does not expect to be scheduled with multiple PUSCHs by a single DCI, where every PUSCH is collided with downlink symbol(s) indicated by tdd-UL-DL-ConfigurationCommon or tdd-UL-DL-ConfigurationDedicated.

The first bullet in the above agreement is captured by the following text in clause 5.1 of TS38.214.
HARQ process ID is not incremented for PDSCH(s) not received if at least one of the symbols indicated by the indexed row of the used resource allocation table in the slot overlaps with a UL symbol indicated by tdd-UL-DL-ConfigurationCommon or tdd-UL-DL-ConfigurationDedicated if provided.
Besides, the third bullet in the above agreement is captured by the following text in clause 6.1 of TS38.214.
HARQ process ID is not incremented for PUSCH(s) not transmitted if at least one of the symbols indicated by the indexed row of the used resource allocation table in the slot overlaps with a DL symbol indicated by tdd-UL-DL-ConfigurationCommon or tdd-UL-DL-ConfigurationDedicated if provided, or a symbol of an SS/PBCH block with index provided by ssb-PositionsInBurst.
However, the second and the fourth bullets in the above agreement are not captured in the specification.

	
	

	Summary of change:
	Capture the second and the fourth bullets in the above agreement in TS38.214.

	
	

	Consequences if not approved:
	The specification is incomplete. In addition, the UE or the network may regard the case where each of multiple PDSCHs or PUSCHs scheduled by a single DCI format is invalid, as allowed. However, it is inconsistent with RAN1’s common understanding. Besides, this case may result in unspecified UE behaviour, in terms of HARQ process operation, HARQ-ACK reporting, etc.
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*** Unchanged text omitted ***
[bookmark: _Toc11352084][bookmark: _Toc20317974][bookmark: _Toc27299872][bookmark: _Toc29673137][bookmark: _Toc29673278][bookmark: _Toc29674271][bookmark: _Toc36645501][bookmark: _Toc45810546][bookmark: _Toc145348676]5.1.2.1	Resource allocation in time domain
[bookmark: _Toc29894846][bookmark: _Toc29899145][bookmark: _Toc29899563][bookmark: _Toc29917300][bookmark: _Toc36498174][bookmark: _Toc45699200][bookmark: _Toc114216073][bookmark: _Toc106629431]*** Unchanged text omitted ***
For pdsch-TimeDomainAllocationListForMultiPDSCH in pdsch-Config each PDSCH has a separate SLIV, mapping type and K0. The number of scheduled PDSCHs is signalled by the number of indicated SLIVs in the row of the pdsch-TimeDomainAllocationListForMultiPDSCH signalled in DCI format 1_1.
If a UE is configured with pdsch-TimeDomainAllocationListForMultiPDSCH in which one or more rows contain multiple SLIVs for PDSCH on a DL BWP of a serving cell, and the UE is indicated re-transmission of PDSCH corresponding to a DL SPS by DCI format 1_1, the UE does not expect that the number of indicated SLIVs in the row of the pdsch-TimeDomainAllocationListForMultiPDSCH by the DCI is more than one.
If a UE is configured with pdsch-TimeDomainAllocationListForMultiPDSCH in which one or more rows contain multiple SLIVs for PDSCH on a DL BWP of a serving cell, the UE does not expect to be scheduled with one or multiple PDSCH receptions by a single DCI format 1_1, where each PDSCH reception overlaps with a UL symbol indicated by tdd-UL-DL-ConfigurationCommon or tdd-UL-DL-ConfigurationDedicated if provided.
*** Unchanged text omitted ***
[bookmark: _Toc11352143][bookmark: _Toc20318033][bookmark: _Toc27299931][bookmark: _Toc29673204][bookmark: _Toc29673345][bookmark: _Toc29674338][bookmark: _Toc36645568][bookmark: _Toc45810613][bookmark: _Toc145348746][bookmark: _Toc136943280]6.1.2.1	Resource allocation in time domain
*** Unchanged text omitted ***
For pusch-TimeDomainAllocationListForMultiPUSCH in pusch-Config, if a row indicates resource allocation for two to eight contiguous PUSCHs and extendedK2 is not configured, K2 given by k2-r16 indicates the slot where UE shall transmit the first PUSCH of the multiple PUSCHs. Each PUSCH has a separate SLIV and mapping type. The number of scheduled PUSCHs is signalled by the number of indicated valid SLIVs in the row of the pusch-TimeDomainAllocationListForMultiPUSCH signalled in DCI format 0_1. 
For pusch-TimeDomainAllocationListForMultiPUSCH in pusch-Config, if a row indicates resource allocation of more than one PUSCH and extendedK2 is configured, each PUSCH has a separate SLIV, mapping type and K2 given by extendedK2. If a row indicates resource allocation of a single PUSCH, the PUSCH has a single SLIV, mapping type, and K2, where K2 is given by extendedK2, if configured, otherwise K2 is given by k2-r16. The number of scheduled PUSCHs is signalled by the number of indicated SLIVs in the row of the pusch-TimeDomainAllocationListForMultiPUSCH signalled in DCI format 0_1. 
If a UE is configured with extendedK2 in pusch-TimeDomainAllocationListForMultiPUSCH in which one or more rows contain multiple SLIVs for PUSCH on a UL BWP of a serving cell, and the UE is indicated re-transmission of PUSCH by DCI format 0_1, where the PUSCH is correspond to a configured grant Type 1 or Type 2, the UE does not expect that the number of indicated SLIVs in the row of the pusch-TimeDomainAllocationListForMultiPUSCH by the DCI is more than one.
If a UE is configured with pusch-TimeDomainAllocationListForMultiPUSCH in which one or more rows contain multiple SLIVs for PUSCH on a UL BWP of a serving cell, the UE does not expect to be scheduled with one or multiple PUSCH transmissions by a single DCI format 0_1, where each PUSCH transmission overlaps with a DL symbol indicated by tdd-UL-DL-ConfigurationCommon or tdd-UL-DL-ConfigurationDedicated if provided, or a symbol of an SS/PBCH block with index provided by ssb-PositionsInBurst.
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