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R1-2312283
RAN1 agreements for Rel-18 NR RedCap
Rapporteur (Ericsson)
8.4.1 UE complexity reduction

R1-2310820
Maintenance of R18 RedCap
FUTUREWEI

R1-2310857
Maintenance on Rel-18 RedCap
Huawei, HiSilicon

R1-2310992
Discussion on further UE complexity reduction
ZTE, Sanechips

R1-2311000
Maintenance on UE complexity reduction for eRedCap
Panasonic

R1-2311101
Remaining issues on further UE complexity reduction
vivo

R1-2311169
Remaining issues on enhanced support of RedCap devices
Spreadtrum Communications

R1-2311262
Further consideration on specification for Rel-18 RedCap
OPPO

R1-2311346
Remaining issues of Rel-18 RedCap
CATT

R1-2311406
Discussion on further complexity reduction for eRedCap UEs
xiaomi

R1-2311486
Maintenance on further complexity reduction for eRedCap
CMCC

R1-2311541
Maintenance on Rel-18 RedCap UE
NEC

R1-2311545
Remaining issues on UE complexity reduction for eRedCap UEs
China Telecom

R1-2311626
Maintenance on further UE complexity reduction for eRedCap
NTT DOCOMO, INC.

R1-2311688
Further RedCap UE complexity reduction
Apple

R1-2311746
Discussion on UE complexity reduction
DENSO CORPORATION

R1-2311749
Remaining issues on UE complexity reduction
Sharp

R1-2311786
Remaining Issues for eRedCap
Nokia, Nokia Shanghai Bell

R1-2311797
Remaining issues on UE complexity reduction
Transsion Holdings

R1-2311848
Remaining issues on further UE complexity reduction for eRedCap
Samsung

R1-2311894
Remaining issues of further UE complexity reduction for eRedCap
LG Electronics

R1-2311978
Maintenance on eRedCap UE complexity reduction
MediaTek Inc.

R1-2312040
UE complexity reduction for eRedCap
Qualcomm Incorporated

R1-2312126
On maintenance of further complexity reduction of NR UE
Nordic Semiconductor ASA

R1-2312167
Maintenance issues for Rel-18 eRedCap
Ericsson

R1-2312204
Maintenance issues for UE Redcap
Sony
R1-2312280
FL summary #1 on Rel-18 RedCap UE complexity reduction
Moderator (Ericsson)
Agreement
· If MsgA PRACH early indication for Rel-17 RedCap UEs is configured, a Rel-18 eRedCap UE shall share the MsgA PRACH that is configured for Rel-17 RedCap UEs if the Rel-18 eRedCap UE performs 2-step RACH.
· Send LS to RAN2 to inform about this agreement.
Conclusion

It is up to RAN2 to decide whether or not to change the current default values of the peak rate related UE capability parameters.
Send this conclusion in LS to RAN2.
R1-2312617
Draft LS on eRedCap agreements on early indication in MsgA PRACH and on peak rate related capability parameters
Ericsson

R1-2312618
LS on eRedCap agreements on early indication in MsgA PRACH and on peak rate related capability parameters
RAN1, Ericsson
Agreement
Draft LS in R1-2312617 is endorsed. Final LS is agreed in R1-2312618.
Agreement
Adopt the following TP for TS 38.213 clause 17.1A:

	A UE that indicated FG 48-2 does not expect to transmit a PUSCH over a bandwidth that is larger than 25 PRBs for 15 kHz SCS, or larger than 12 PRBs for 30 kHz SCS, per hop in a slot, where the PUSCH is scheduled by RAR UL grant or by a DCI scrambled by a TC-RNTI, or is configured for a Type-2 random access procedure.

	Reason for change: The formulation “A UE that indicated FG 48-2” may have ambiguous interpretation since the UE may not yet have indicated FG 48-2 when it transmits Msg3.

	Summary of change: Replace “A UE that indicated FG 48-2” with “A UE”.

	Consequences if not approved: Different interpretations of the current text may result in different implementations of the Msg3 PUSCH transmission for FG 48-2 UEs.


R1-2312281
FL summary #2 on Rel-18 RedCap UE complexity reduction
Moderator (Ericsson)
Agreement
TP #3 below is endorsed for TS 38.214 clause 5.1
	For a reduced capability UE that indicates supportOfRedCap-r18 but not indicating FG 48-2, if the UE is capable of receiving FDMed unicast and multicast/broadcast PDSCH per slot, the UE can decode the two PDSCHs, with the two PDSCHs partially or fully overlapping in time in non-overlapping PRBs, 
· if the total number of PRBs allocated is no more than 25 PRBs when configured with SCS µ = 0 or no more than 12 PRBs when configured with SCS µ = 1,
· otherwise the UE may skip decoding one of the two PDSCHs.


R1-2312282
FL summary #3 on Rel-18 RedCap UE complexity reduction
Moderator (Ericsson)

R1-2312283
FL summary #4 on Rel-18 RedCap UE complexity reduction
Moderator (Ericsson)

