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Introduction

This text correction clarifies the definition of Beta HS used in the TR and aligns the parameters used in parameter set 2 with that definition. It also corrects typos in the beta values.
9.5
Physical layer structures

9.5.1
Complexity evaluation

9.5.1.1
PAR analysis

The parameters and results for the analysed cases are shown below. The idea how the parameters are shown in the tables is that if the E-DCH and DCH are inserted to the same code channel/s, then the parameters are shown in the column of DPDCH (DPDCH meaning a generalized name for code channels carrying both E-DCH and DCH). If E-DCH are DCH are carried on separate code channels, then the parameters are given so that for code channels carrying E-DCH they are in the column of E-DPDCH. And the parameters for code channels carrying DCH are in the column of DPDCH.

The main parameters to be listed for each code channel are :

· Branch (Br) defines whether the code channel is on I or Q branch. 

· DPCCH, HS-DPCCH and E-DPCCH are only assumed to be carried on one physical code channel, so for these the Br defines the branch that they are carried on, either I -branch or Q- branch.

· For DPDCH and/or E-DPDCH this defines the branch for the first code channel for the physical channel type in question. Thus if Br is defined to be Br = I in the tables below, it means that DPDCH1 is on I branch , DPDCH2 is on Q branch, DPDCH3 is again on I branch etc. Thus the assumption is that every other additional code channel is on I branch , every other is on Q  branch.

· 8PSK is indicated with p8

· Power level of code channel/s relative to other code channels (β factor). In the tables, it is defined in the form of x / 15 as in current specifications, out of which only the value x is included in the tables. The same terminology is assumed to be used as in Rel5, i.e.

· For DPCCH and DPDCH(s), the β -factor is defined relative to each other. And since the code channel having higher amplitude is defined to have amplitude 1, the β -factor of either DPCCH or DPDCH is equal β =x/15 =15/15 =1. 

· For HS-DPCCH the β -factor is as defined in TS 25.214. Some of the PAR results presented here use β -factors that are not constrained to the set of β –factor defined in Release-5.

· For E-DPCCH the β -factor is as defined for the HS-DPCCH with no constraint on the set of delta values.
· For E-DPDCH the β -factor is defined relative to amplitude 1, since either DPCCH or DPDCH has the amplitude of 1. This ensures that there is enough dynamic range for defining β factors for DPDCH and DPCCH. 

· In the case of E-DCH transmitted using QPSK, it is assumed that the QPSK signal is constructed from two code channels, and that beta applies to each code channel for data. 

· For E-DCH transmitted using 8PSK, it is assumed that the modulation constellation points have the same energy as for the QPSK case (amplitude of the constellation point equals to (2 beta) , and therefore beta applies to each of the I and Q components for data.

· Spreading factor of each code channel  (SF). If this is greater than 4 in the tables, it means that no multicodes are used. If this is equal to 2 or 4, the number of multicodes could be derived from the data rate.

· Channelisation code (C). This defines explicitly what channelisation code was used, with the terminology of current specification.

The analysis is divided to different sections based on how many channel bits there are in total for both E-DCH and DCH. This is defined with the help of the number of channel bits fitting to certain number of BPSK code channels with SF=4. This allows to look at different data rate regions separately.

PAR results are given for a number of parameter sets. The rationale for these sets are described in table 9.5.1, including the assumption of the BLER level in the initial transmission for the data, at least if that is assumed to be differing between DPDCH and EDPDCH. The rationale is provided for the sole purpose of PAR evaluation under various scenarios and does not reflect any decision by RAN WG1 relative to the final channel configuration in support of enhanced uplink.

------------------------------- Next modified section ------------------------------------------------------
9.5.1.1.2
Total number of channel bits from both E-DCH and DCH that can be accommodated in two BPSK code channels with SF=4

Parameters and results:

Table 9.5.1.1.2: Cases 1-7

	Param
set
	Case
	DPCCH
	DPDCH
	E-DPDCH
	HS-DPCCH
	E-DPCCH
	99.9% PAR

 [dB]

	
	
	Br
	 c
	SF
	C
	Br
	 d
	SF
	C
	Br
	 eu 
	SF
	C
	Br
	 hs
	SF
	C
	Br
	T
	SF
	C
	

	1
	1
	Q
	15
	256
	0
	I
	6
	64
	8
	I+Q
	40
	4
	1
	Q
	5
	256
	32
	I
	5
	128
	1
	3.97

	1
	2
	Q
	15
	256
	0
	I+Q
	40
	4
	1
	
	
	
	
	Q
	7
	256
	32
	
	
	
	
	3.79

	2
	2
	Q
	7
	256
	0
	I+Q
	15
	4
	1
	
	
	
	
	
	
	
	
	
	
	
	
	4.00

	2
	2
	Q
	7
	256
	0
	I+Q
	15
	4
	1
	
	
	
	
	I
	7
	256
	1
	
	
	
	
	4.40

	2
	2
	Q
	7
	256
	0
	I+Q
	15
	4
	1
	
	
	
	
	I
	14
	256
	1
	
	
	
	
	4.75

	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	


------------------------------- Next modified section ------------------------------------------------------
9.5.1.1.4
Total number of channel bits from both E-DCH and DCH that can be accommodated in four BPSK code channels with SF=4

Parameters and results:

Table 9.5.1.1.4: Cases 1-7

	Param
set
	Case
	DPCCH
	DPDCH
	E-DPDCH
	HS-DPCCH
	E-DPCCH
	99.9% PAR

 [dB]

	
	
	Br
	 c
	SF
	C
	Br
	 d
	SF
	C
	Br
	 eu 
	SF
	C
	Br
	 hs
	SF
	C
	Br
	T
	SF
	C
	

	2
	2
	Q
	7
	256
	0
	I+Q
	15
	4
	1,3
	
	
	
	
	
	
	
	
	
	
	
	
	5.40

	2
	2
	Q
	7
	256
	0
	I+Q
	15
	4
	1,3
	
	
	
	
	I
	7
	256
	1
	
	
	
	
	5.65

	2
	2
	Q
	7
	256
	0
	I+Q
	15
	4
	1,3
	
	
	
	
	I
	14
	256
	1
	
	
	
	
	5.85

	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	


Table  9.5.1.1.4b: Case 8

	Case
	
	8
	8

	Parameter set
	2
	2

	99.9% PAR [dB]
	5.60
	6.25

	DPCCH
	Br
	Q
	Q

	
	 c
	15
	15

	
	SF
	256
	256

	
	C
	0
	0

	DPDCH
	Br
	I
	I

	
	 d
	15
	15

	
	SF
	64
	64

	
	C
	8
	8

	HS-DPCCH
	Br
	Q
	Q

	
	 hs
	15
	30

	
	SF
	256
	256

	
	C
	32
	32

	E-DPDCH
	Br
	I+Q
	I+Q

	
	 eu
	47
	47

	
	SF
	2
	2

	
	C
	1
	1

	E-DPCCH
	Br
	Q
	Q

	
	 T
	17
	30

	
	SF
	64
	64

	
	C
	2
	2

	E-DPCCH2

(request)
	Br
	I
	I

	
	 R
	17
	30

	
	SF
	64
	64

	
	C
	1
	1


------------------------------- Next modified section ------------------------------------------------------
9.5.1.1.6
Total number of channel bits from both E-DCH and DCH that can be accommodated in six BPSK code channels with SF=4

Parameters and results:

Table 9.5.1.1.6: Cases 1-7

	Param
set
	Case
	DPCCH
	DPDCH
	E-DPDCH
	HS-DPCCH
	E-DPCCH
	99.9% PAR

 [dB]

	
	
	Br
	 c
	SF
	C
	Br
	 d
	SF
	C
	Br
	 eu 
	SF
	C
	Br
	 hs
	SF
	C
	Br
	T
	SF
	C
	

	2
	2
	Q
	7
	256
	0
	I+Q
	15
	4
	1,3,2
	
	
	
	
	
	
	
	
	
	
	
	
	6.25

	2
	2
	Q
	7
	256
	0
	I+Q
	15
	4
	1,3,2
	
	
	
	
	I
	7
	256
	1
	
	
	
	
	6.40

	2
	2
	Q
	7
	256
	0
	I+Q
	15
	4
	1,3,2
	
	
	
	
	I
	14
	256
	1
	
	
	
	
	6.55
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