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3
Definitions and Abbreviations

3.1
Definitions

For the purposes of the present document, the following terms and definitions apply.

cell portion:  A geographical part of a cell for which a Node B measurement can be reported to the RNC. A cell portion is semi-static, and identical for both the UL and the DL. Within a cell, a cell portion is uniquely identified by a cell portion ID.

Note 1: a cell portion is not necessarily analogous to actual beams used for transmission and/or reception of e.g. a DPCH at the Node B.

Note 2: RNC may associate physical channels with cell portions.

3.2
Abbreviations
For the purposes of the present document, the following abbreviations apply:

BER
Bit Error Rate

BLER
Block Error Rate

Ec/No
Received energy per chip divided by the power density in the band

F-DPCH
Fractional Dedicated Physical Channel 

ISCP
Interference Signal Code Power 

RL
Radio Link

RSCP
Received Signal Code Power

RSSI
Received Signal Strength Indicator

SIR
Signal to Interference Ratio

4
Control of UE/UTRAN measurements

In this chapter the general measurement control concept of the higher layers is briefly described to provide an understanding on how L1 measurements are initiated and controlled by higher layers.

L1 provides with the measurement specifications a toolbox of measurement abilities for the UE and the UTRAN. These measurements can be differentiated in different reported measurement types: intra-frequency, inter-frequency, inter-system, traffic volume, quality and UE internal measurements (see [14]).

In the L1 measurement specifications the measurements, see chapter 5, are distinguished between measurements in the UE (the messages will be described in the RRC Protocol) and measurements in the UTRAN (the messages will be described in the NBAP and the Frame Protocol).

To initiate a specific measurement the UTRAN transmits a 'measurement control message' to the UE including a measurement ID and type, a command (setup, modify, release), the measurement objects and quantity, the reporting quantities, criteria (periodical/event-triggered) and mode (acknowledged/unacknowledged), see [14].

When the reporting criteria is fulfilled the UE shall answer with a 'measurement report message' to the UTRAN including the measurement ID and the results.

In idle mode the measurement control message is broadcast in a System Information.

Intra-frequency reporting events, traffic volume reporting events and UE internal measurement reporting events described in [14] define events which trigger the UE to send a report to the UTRAN. This defines a toolbox from which the UTRAN can choose the needed reporting events.

5.1.10
UE Rx-Tx time difference

	Definition
	The difference in time between the UE uplink DPCCH frame transmission and the first detected path (in time), of the downlink DPCH or F-DPCH frame from the measured radio link. Type 1 and Type 2 are defined. For Type 1, the reference Rx path shall be the first detected path (in time) amongst the paths (from the measured radio link) used in the demodulation process. For Type 2, the reference Rx path shall be the first detected path (in time) amongst all paths (from the measured radio link) detected by the UE. The reference path used for the measurement may therefore be different for Type 1 and Type 2. The reference point for the UE Rx-Tx time difference shall be the antenna connector of the UE. Measurement shall be made for each cell included in the active set.

	Applicable for
	CELL_DCH intra


5.2.8
Round trip time

	Definition
	Round trip time (RTT), is defined as 

RTT = TRX – TTX, where

TTX = The time of transmission of the beginning of a downlink DPCH or F-DPCH frame to a UE. The reference point for TTX shall be the Tx antenna connector.

TRX = The time of reception of the beginning (the first detected path, in time) of the corresponding uplink DPCCH frame from the UE. The reference point for TRX shall be the Rx antenna connector.

Measurement shall be possible on DPCH or F-DPCH for each RL transmitted from an UTRAN access point and DPDCH for each RL received in the same UTRAN access point.
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