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Decision
1. Proposal
R1-060410 [1] was presented at RAN1 #44 in Denver.
R1-060696 is an update of R1-060410 taking into account the received comments.
For decision:
It is proposed to include the text proposal of section 3 of this Tdoc into section 4.A of the TR 25.903.

2. References

[1]
R1-060410, "Text proposal to TR 25.903 to Continuous Connectivity summary tables", Siemens, RAN1 #44, Denver, USA, Feb. 2006

3. Text proposals

It is proposed to capture the following modifications in section 4.A of TR 25.903:

Note: In order to make the differences compared to R1-060410 visible different revision marks were used even on text which is not yet included in the TR.
The following 3 modifications were done:

1. ConCon initiation trigger for SIR_target reduction was updated.

2. Text regarding beta_hs boosting was generalized.

3. Column on key benefits was completely removed from the table.

4.A
Summary of technical concepts and possible combinations

4.A.1
Overview of the technical concepts

	section
	technical concept
	alternatives (if any)
	ConCon initiation
	ConCon termination
	
	comments

	
	
	
	trigger
	signalling
	UE action
	Node B action
	trigger
	signalling
	UE action
	Node B action
	
	

	4.1
	new DPCCH slot format
	-
	
	
	
	
	
	
	
	
	
	note 1

	4.2
	UL DPCCH gating
	-
	
	
	
	
	
	
	
	
	
	

	4.3.1.1
	SIR target reduction
	L1 signalling
	expiry of a timer which is started after MAC-e scheduler in Node B has noticed via scheduling information that MAC-e buffer in the UE is empty
	HS-SCCH signalling to UE (to inform UE about ConCon initiation and to trigger corresponding UE behaviour); signalling only in non-VoIP case)
	autonomous UL DPCCH power reduction; application of a power offset on HS-DPCCH and/or UL DPCCH in case of DL activity while UL is inactive is ffs
	UL DPCCH SIR_target reduction in serving Node B
	new data arriving in UE's MAC-e buffer
	specific E-DPCCH sequence from UE which is then confirmed by HS-SCCH from Node B (for VoIP signalling only needed after longer inactivity)
	autonomous UL DPCCH power increase back to normal; then no further beta_hs boost required; start of E-DPDCH transmission
	setting back of UL DPCCH SIR_target to normal in serving Node B
	
	

	4.3.1.2
	SIR target reduction
	L2 signalling
	
	
	
	
	
	
	
	
	
	

	4.3.1.3
	SIR target reduction
	rules
	
	
	
	
	
	
	
	
	
	

	4.4.1.1
	CQI off
	L1 signalling
	empty MAC-hs buffer in Node B for some time
	request from Node B to UE via HS-SCCH
	switching off CQI reporting (but storing reporting cycle)
	trigger UE to switch off CQI
	new data arriving in Node B's MAC-hs buffer
	request from Node B to UE via HS-SCCH
	restart CQI reporting with last reporting cycle
	trigger UE to switch on CQI (first DL transmission may use former CQI or small CQI)
	
	

	4.4.1.2
	CQI off
	L2 signalling
	
	
	
	
	
	
	
	
	
	

	4.4.1.3
	CQI reduction
	rules
	
	
	
	
	
	
	
	
	
	

	4.5
	DRX at UE
	-
	
	
	
	
	
	
	
	
	
	


note 1:
How dynamic the switching to a new DPCCH slot format should be is FFS. For example, the use of the new DPCCH slot format could be considered during at least some of the active periods.

4.A.2
Overview of possible combinations of technical concepts

	concepts ->

vs.

combinations
	new DPCCH slot format (4.1)
	UL DPCCH gating (4.2)
	SIR target reduction with L1 signalling (4.3.1.1)
	SIR target reduction with L2 signalling (4.3.1.2)
	SIR target reduction with rules (4.3.1.3)
	CQI off with L1 signalling (4.4.1.1)
	CQI off with L2 signalling (4.4.1.2)
	CQI reduction with rules (4.4.1.3)
	DRX at UE (4.5)
	comments

	1.
	
	
	X
	
	
	X
	
	
	
	consistent signalling approach

	2.
	
	
	
	
	
	
	
	
	
	

	3.
	
	
	
	
	
	
	
	
	
	

	4.
	
	
	
	
	
	
	
	
	
	

	5.
	
	
	
	
	
	
	
	
	
	

	6.
	
	
	
	
	
	
	
	
	
	

	7.
	
	
	
	
	
	
	
	
	
	

	8.
	
	
	
	
	
	
	
	
	
	


Note: The numbering of the combinations in the table does not include any priority information.
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