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1.
Introduction
This contribution discusses issues related to SRS bandwidth selection. The following 3GPP decisions are used as a starting point for these discussions:
· A narrowband and a wideband SRS BW are supported for a given operating bandwidth. Need for additional SRS bandwidth values for larger operating bandwidths are FFS
· SRS transmission should not puncture the PUCCH region (this may be the case also with persistent PUSCH).
2.
SRS Bandwidth, Requirements
As discussed in [1] efficient implementation of DFT-S-OFDM requires that the size of the DFT (i.e., number of allocated RBs x 12) is factorized into a small number of prime numbers. It has been agreed that DFT sizes are multiples of 2, 3 and 5 [2]. The supported bandwidth options are listed in Table 1 (column 1). 
With respect to the Sounding reference signal (SRS) it has been decided in RAN1 meeting #50 that RPF=2 is always used. It has also been decided that existing DM RS sequences should be reused with SRS. Taking into account these decisions we note that bandwidth allocations with odd number of RBs are not supported with SRS (due to the RPF=2). The supported bandwidth options are listed in Table 1. 
Table 1. Supported bandwidth options
[image: image1.emf]# of RBs Allowed SRS BW

1

2 Yes

3

4 Yes

5

6 Yes

8 Yes

9

10 Yes

12 Yes

15

16 Yes

18 Yes

20 Yes

24 Yes

25

27

30 Yes

32 Yes

36 Yes

40 Yes

45

48 Yes

50 Yes

54 Yes

60 Yes

64 Yes

72 Yes

75

80 Yes

81

90 Yes

96 Yes

100 Yes

108 Yes


As mentioned earlier, a narrowband and a wideband SRS BW must be supported for a given operating bandwidth. Different operation BWs of E-UTRA are listed in Table 2 [3]. When considering the wideband SRS, we note that the SRS bandwidth is upper-bounded with the number of RBs in the given channel bandwidth minus two RBs reserved always for PUCCH (SRS transmission should not puncture the PUCCH region). 
Table 2 Transmission bandwidth configuration NRB in E-UTRA channel bandwidths [3]

	Channel bandwidth BWChannel [MHz]
	1.4
	3 
	5
	10
	15
	20

	FDD mode
	6
	15 
	25
	50
	75
	100


3.
Minimum SRS Bandwidth

The possible values for the minimum SRS bandwidth are 2 RBs and 4 RBs, (see Table 1). We note that the minimum SRS bandwidth is basically defined by sounding error rather than the channel bandwidth.  In the APPENDIX we compare the sounding error between the sounding reference signals of 2RBs and 4RBs. 

Results show that even taking into account 3-dB higher power spectral density of 2 RB sounding signal, there are no major differences in sounding accuracy. This is due to the fact that with 4 RB signal wider processing gain can be used to compensate lower power spectral density.  Based on this analysis we propose that minimum SRS bandwidth should always be 4 RBs.
4.
How to support cyclic shifts with maximum separation? 

It has been decided that cyclic shift of the SRS sequence is indicated by 3 bits. Obviously, it is possible to indicate 8 different cyclic shift values using 3 bits. The question is that how to maximize the cyclic shift separation between the SRS resources?
SRS length depends on the SRS bandwidth, which is a multiple of number of RBs, consisting of 12 frequency pins. The sequence length is given as 12/RPF
 x number of RBs. Maximum separation between 8 cyclic shifts requires that the SRS sequence length is divisible by 8. This is the case when the SRS BW is a multiple of 4 RBs. 
Table 3 shows the possible SRS bandwidths, supporting 8 simultaneous resources with maximum cyclic shift separation.
Table 3. Supported bandwidth options, taking into account maximum cyclic shift separation
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The actual amount of cyclic shift in symbols is calculated as follows (frequency domain generation of the cyclic shifts)
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	Equation 1.


Where the possible cyclic shift values (cyclic_shift_value_SRS) are, 0, 1, … and 7.
5.
Proposed SRS Bandwidths

As mentioned earlier, there is an ongoing discussion about the need for multiple SRS bandwidth values for larger operation bandwidths. We note that with multiple SRS bandwidths, there are issues related to the efficient assignment of SRS signals. This is the case especially with frequency hopping SRS. [4] presents an efficient assignment scheme based on OVSF code assignment with a tree structure. We share view presented in [4] that compatibility with the OVSF-based code assignment should be taken into account when selecting the SRS bandwidths.
Figure 1 shows our SRS bandwidth proposal for different E-UTRA channel bandwidth options. In all cases the minimum SRS bandwidth is limited to be four RBs. 2-4 SRS bandwidth options are provided for channel bandwidths larger than 1.6 MHz.

Two alterative sets of SRS bandwidths are proposed for larger operation bandwidths (> 10 MHz) 

· One with smaller room for PUCCH and persistent PUSCH: maximum SRS bandwidth is 96% of the total BW
· Another with larger room for PUCCH and persistent PUSCH: maximum SRS bandwidth is about 80% of the total BW
The latter one is our preference.
Benefits of the proposed bandwidth selection are shown below:

· It provides always maximum cyclic shift separation between adjacent CS resources

· It supports code-tree based bandwidth assignment (signalling savings)
· The existing DM RS can always be used, no need for additional “sounding-only” reference signals

· It provides optimized estimation accuracy.
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Figure 1. Proposed SRS BWs
6.
Summary
This contribution discussed issues related to the SRS bandwidth selection. We also made a SRS bandwidth proposal for different E-UTRA channel bandwidth options. We noted that the following issues needs to be considered when deciding the SRS bandwidths:
· Sounding accuracy 

· Realization of SRS with the existing DM RS
· Support for maximum cyclic shift separation between 8 adjacent CS resources

· Compatibility with the code-tree based bandwidth assignment
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Figure 2. Expectation value of SINR estimator as function of input SINR, bandwidth of interest: 2RB (360 kHz), Sounding signal bandwidth: 2RBs and 4 RBs.
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Figure 3 Standard deviation of SNR estimator as function of input SINR.  Bandwidth of interested:  2RB (360 kHz), Sounding signal bandwidth 2 RBs and 4 RBs.
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