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6.2 Corrections for TS 36.212

CQI/PMI/RI and Uplink data multiplexing
R1-083556
On CQI/PMI, RI and Uplink data multiplexing
Samsung, CMCC, CATT

R1-083839
Draft CR 36.212 for avoiding error conditions in CQI/PMI/RI and Uplink data multiplexing
Motorola, Qualcomm
R1-083964
Finalizing the uplink control information multiplexing in PUSCH
LG Electronics, Alcatel-Lucent, Ericsson, Nokia, Nokia Siemens Networks, Panasonic
Conclusion: Keep current specification
RV definition for BCCH
R1-083699
RV bundling function on format 1C for SIB1 and SI-x 
Huawei
R1-083717
Implicit RV Determination for BCCH
Nokia Siemens Networks, Nokia
Draft LS in 4025 (NSN)

R1-083837
Implicit Redundancy Version mapping function for DCI 1C and CR
Motorola
Control information offset in PUSCH

R1-083640
Quantization error in control information offsets in PUSCH transmission
LGE
R1-083978
3739
36.212 CR0052 (Cat F, Rel-8): Corrections to control on PUSCH
Ericsson
R1-083969
Correction of offset signaling of uplink control information MCS
LGE, Ericsson

Revisit on Friday 
R1-083970
Correction of offset signaling of uplink control information MCS
LGE, Ericsson

    Agreed in principle, check the notation of parameter in tables in RAN2 spec Formal approval together with 3969
Alignment with RAN2

R1-083738
36.212 CR0051(Rel-8, F) Alignment with RAN2 decisions on dedicated RACH
Ericsson

TDD

R1-083740　Remaining issues on transmission of ACK/NAK on PUSCH for LTE TDD
Ericsson
Others
R1-083698
On Rank coding in PUCCH
Huawei

Miscellaneous corrections and clarifications
R1-083487
Correction to DCI format 1A
NEC Group
Agreed in principle, since this is the UE procedure, draft CR to 36.213 in 4003 (NEC)
R1-083505
36.212 CR0049 (Rel-8, F) Corrections to DCI formats 
Philips, NXP
R1-083946
3557
36.212 CR0050 (Rel-8, F) Clarification on 2-bit HARQ-ACK and 2-bit RI
Samsung
R1-083639
Draft CR for clarification on input bits of ACK/NACK and RI in TS36.212
LGE
R1-083638
Draft CR for unity of codeword indications in TS36.212
LGE

R1-083719
Draft CR 36.212: Miscellaneous Corrections 
Nokia Siemens Networks, Nokia


Prepare formal CR to 36.212 in 4004 (NSN), also prepare the CR to 36.213 to align the CW index in 36.212 in 4005 (NSN)

R1-083716
Draft CR 36.212: SRS symbol puncturing  
Nokia Siemens Networks, Nokia

Revised CR capturing the comment from Aris in 4006 (NSN)
R1-083793
Draft CR on fixing a typo regarding Section reference in Section 5.3.3.1.2
Qualcomm Europe

Prepare the CR with NSN CR in 4006
R1-083988
3794
Draft CR on completion of 36.212 CR47 (R1-083421) for "new" DCI Formats
Qualcomm Europe

Continue the offline, revisit on Friday
R1-083795
Draft CR on clarification of PDCCH parsing order
Qualcomm Europe

Revise the CR according to the comment from Tim and Bob on pudding etc. in 4007 (Qualcomm)
R1-083899
Editorial corrections to 36.212
NextWave Wireless, IPWireless
R1-083637
Further clarification on the transmit diversity mode in DCI format 2
LGE
R1-083796
Draft CR for DCI in support of DL data arrival 
Qualcomm Europe

R1-083818
Signalling of 8 Tx antennas at the eNB
Qualcomm Europe

R1-083586
Draft CR on Number of bits on BCH
NTT DOCOMO, Panasonic
