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7.1.6

Resource allocation 

The UE shall interpret the resource allocation field depending on the PDCCH DCI format detected.  A resource allocation field in each PDCCH includes two parts, a resource allocation header field and information consisting of the actual resource block assignment. PDCCH DCI formats 1, 2, 2A and 2B with type 0 and PDCCH DCI formats 1, 2, 2A and 2B with type 1 resource allocation have the same format and are distinguished from each other via the single bit resource allocation header field which exists depending on the downlink system bandwidth (section 5.3.3.1 of [4]), where type 0 is indicated by 0 value and type 1 is indicated otherwise. PDCCH with DCI format 1A, 1B, 1C and 1D have a type 2 resource allocation while PDCCH with DCI format 1, 2, 2A and 2B have type 0 or type 1 resource allocation. PDCCH DCI formats with a type 2 resource allocation do not have a resource allocation header field.


8.1
Resource Allocation for PDCCH DCI Format 0

The resource allocation information indicates to a scheduled UE a set of contiguously allocated virtual resource block indices denoted by 
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. A resource allocation field in the scheduling grant consists of a resource indication value (RIV) corresponding to a starting resource block (
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9
Physical downlink control channel procedures

9.1
UE procedure for determining physical downlink control channel assignment
A UE shall discard the PDCCH if consistent control information is not detected. 
9.1.1  
PDCCH Assignment Procedure

The control region consists of a set of CCEs, numbered from 0 to 
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 according to Section 6.8.1 in [3], where 
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 is the total number of CCEs in the control region of subframe 
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. The UE shall monitor a set of PDCCH candidates for control information in every non-DRX subframe, where monitoring implies attempting to decode each of the PDCCHs in the set according to all the monitored DCI formats. 

The set of PDCCH candidates to monitor are defined in terms of search spaces, where a search space 
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 is defined by a set of PDCCH candidates. The CCEs corresponding to PDCCH candidate m of the search space 
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 is defined below, 
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 is the number of PDCCH candidates to monitor in the given search space.

The UE shall monitor one common search space at each of the aggregation levels 4 and 8 and one UE-specific search space at each of the aggregation levels 1, 2, 4, 8. The common and UE-specific search spaces may overlap. 

The aggregation levels defining the search spaces are listed in Table 9.1.1-1. The DCI formats that the UE shall monitor depend on the configured transmission mode as defined in Section 7.1.

Table 9.1.1-1: PDCCH candidates monitored by a UE.

	Search space 
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	Number of PDCCH candidates 
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	Type
	Aggregation level 
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	Size [in CCEs]
	

	UE-specific
	1
	6
	6

	
	2
	12
	6

	
	4
	8
	2

	
	8
	16
	2

	Common
	4
	16
	4

	
	8
	16
	2


For the common search spaces, 
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is set to 0 for the two aggregation levels 
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For the UE-specific search space 
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 is the slot number within a radio frame. The RNTI value used for 
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 is defined in section 7.1 in downlink and section 8 in uplink.
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