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1 Introduction

In RAN1#63, RAN1 agreed the following [1]:
· CSI (CQI, PMI, RI) feedback based on interference measurement in restricted subsets of subframes is enabled through configured subsets of subframes indicated by a CSI measurement subframe configuration

· Subframe subsets are signalled by RRC (e.g. with bitmaps of size matching the size of almost blank subframe pattern)

· 0 or 2 subframe subsets can be configured per UE

· Baseline is that the UE only reports CSI for each configured subframe subset

· If no subframe subsets are configured, interference measurement in restricted subsets of subframes is not enabled. 

· The 2 subframe subsets may or may not be the complement of each other. 

· Signalling details are up to RAN2. 

· No mention of a complementary subset in RAN1 specifications:  whether to introduce this is subject to feedback from RAN4 after discussion in RAN4.

· For aperiodic CSI reporting

· Working assumption: For CSI reporting instance at subframe n, the UE shall report CSI feedback based on the subset containing the CQI reference resource

· As noted above, the case of the CQI reference resource not being contained in either of the configured subsets is FFS subject to feedback from RAN4 after discussion in RAN4

· For periodic CSI reporting

· Explicit RRC configuration links each CSI feedback report to a configured subset of subframes
In RAN1#63bis, it was further agreed that the eNB can configure either 1 or 2 sets of periodic reporting parameters (periodicity, offset), and that there is no specified collision handling method; avoidance of collisions is left to the eNB and the UE behaviour is undefined if a collision occurs.
In this contribution, we outline the remaining specification aspects that are required to complete this work.
2 Aperiodic CSI reporting
For aperiodic CSI reporting, the working assumption was made that for the CSI reporting instance at subframe n, the UE shall report CSI feedback based on the subset containing the CQI reference resource.  
However, the subframe n might be part of subset 1, subset 2, both subsets, or neither of subsets. 
Having considered the various alternatives that have been proposed, we now propose in the interests of simplicity that the UE reports aperiodic CSI for the subset for which a subframe has occurred most recently. If this subframe belongs to 2 subsets, then the UE reports only CSI for the first subset in the RRC configuration list. 

We propose suitable text for 36.213 below. 
-- Start Text Proposal for TS 36.213 --

· In the time domain, the CQI reference resource is defined by a single downlink subframe n-nCQI_ref,

· where for periodic CQI reporting nCQI_ref  is the smallest value greater than or equal to 4, such that it corresponds to a valid downlink subframe.

· where for aperiodic CQI reporting if the UE is not configured with resource-restricted CSI measurements, nCQI_ref  is such that the reference resource is in the same valid downlink subframe as the corresponding CQI request in an uplink DCI format.

· where for aperiodic CQI reporting if the UE is configured with resource-restricted CSI measurements, nCQI_ref  is such that the reference resource is in a subframe which is an element of one of the configured sets of subframes; if this subframe is an element of both of the configured sets of subframes, CQI is derived as if the subframe is an element of CCSI_0.

· where for aperiodic CQI reporting nCQI_ref  is equal to 4 and downlink subframe n-nCQI_ref corresponds to a valid downlink subframe, where downlink subframe n-nCQI_ref is received after the subframe with the corresponding CQI request in a Random Access Response Grant.

A downlink subframe shall be considered to be valid if:

· it is configured as a downlink subframe for that UE, and

· except for transmission mode 9, it is not an MBSFN subframe, and

· it does not contain a DwPTS field in case the length of DwPTS is  and less, and

· it does not fall within a configured measurement gap for that UE, and

· for periodic CQI reporting, it is an element of the set of subframes linked to the report.

If there is no valid downlink subframe for the CQI reference resource, CQI reporting is omitted in uplink subframe n.
-- End Text Proposal for TS 36.213 --

3 Conclusions
In this contribution, we have made the following proposal for the UE behaviour with aperiodic CSI reporting when restricted measurements are configured:

The UE reports aperiodic CSI for the subset for which a subframe has occurred most recently. If this subframe belongs to 2 subsets, then the UE reports only CSI for the first subset in the RRC configuration list. 

A suitable text proposal for TS36.213 is given above. 
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