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6.2.2 Remaining details for Enhanced Downlink Multiple Antenna Transmission
6.2.2.1 CSI RS
Collision handling

R1-110916
Applicability of muting to certain messages
Qualcomm Incorporated
R1-111158
Way Forward on CSI-RS Transmissions in MBMS Subframes
Huawei, HiSilicon, Qualcomm, Alcatel-Lucent, Alcatel-Lucent Shanghai Bell

R1-110770
UE beahviour around CSI-RS
Panasonic
Proposal (0770):

· A UE shall assume that CSI-RS does not overlap with PMCH when UE uses CSI-RS. 

· A UE shall assume that PMCH does not overlap with CSI-RS when UE receives PMCH.
Offline discussion possibly until Fri:
R1-110624
PDSCH and CSI-RS transmissions in MBSFN subframes in Rel-10
Huawei, HiSilicon
R1-110753
Discussion on collision avoidance between CSI-RS and PRS
Pantech
R1-110794
Remaining Issues of CSI-RS and Muting Configurations in MBSFN subframes
Alcatel-Lucent, Alcatel-Lucent Shanghai Bell
R1-110812
Remaining issues on CSI-RS
ZTE
R1-110713
Remaining issues on CSI-RS
CATT

R1-110812
Remaining issues on CSI-RS
ZTE

R1-110839
DCI format for 1Tx CSI-RS
Renesas Electronics Europe

R1-110849
Remaining Details on CSI-RS in LTE-A
LG Electronics

R1-110861
CSIRS configuration for supporting 4Tx MIMO UE in 8Tx network
NTT DOCOMO

R1-110903
Handling of SFBC splitting on CSI-RS subframes
Huawei, HiSilicon

6.2.2.2 Others

R1-110771
Clarification on PTI reporting

Panasonic Alcatel-Lucent, Samsung
Clarification:
· “the most recently transmitted PTI” would intend to cover in case where PUCCH report type 6 is dropped.
· “When PTI is not transmitted” is intended to refer to the case of PTI not being configured (e.g. because the number of antennas is less than 8), not the case of dynamic PTI dropping
R1-110736( R1111154
PDSCH transmission in MBSFN subframes
Samsung
R1-110818
PDSCH transmission in MBSFN subframe for LTE-A UE
ZTE

R1-110737
Reference Resource size for CQI calculation in LTE-A
Samsung, CHTTL

R1-110816
Periodic CSI report transmission on PUSCH
ZTE

R1-110817
Remaining issues on CQI reference resource
ZTE

R1-110904
Remaining Issues on CQI reference resource in Rel-10
Huawei, HiSilicon

R1-110905
Remaining issues non-PMI based feedback 
Huawei, HiSilicon

R1-110918
CSI measurement reference
Qualcomm Incorporated

R1-110919
Remaining details of feedback for TM9
Qualcomm Incorporated

R1-110976
Standardized UE-RS Based Open Loop SU-MIMO
Intel Corporation (UK) Ltd

R1-110698
Overhead considerations during CQI reporting
Texas Instruments

R1-110917
Impact of PRB bundling on TDD operation with asymmetric UE antenna configuration
Qualcomm Incorporated
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