3GPP TSG-RAN WG1 Meeting #65 
(
R1-111825
Barcelona, Spain, May 9th – 13th, 2011

	CR-Form-v9.8

	CHANGE REQUEST

	

	(

	TS36.211
	CR
	0158
	(

rev
	-
	(

Current version:
	10.1.0
	(


	

	For HELP on using this form look at the pop-up text over the (
 symbols. Comprehensive instructions on how to use this form can be found at http://www.3gpp.org/specs/CR.htm.

	


	Proposed change affects:
(

	UICC apps(

	
	ME
	X
	Radio Access Network
	X
	Core Network
	


	

	Title:
(

	PDSCH transmission in MBSFN subframes

	
	

	Source to WG:
(

	CATT, Panasonic

	Source to TSG:
(

	

	
	

	Work item code:
(

	LTE-eDL-MIMO
	
	Date: (

	09/05/2011

	
	
	
	
	

	Category:
(

	F
	
	Release: (

	Rel-10

	
	Use one of the following categories:
F  (correction)
A  (corresponds to a correction in an earlier release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)

Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	Use one of the following releases:
R99
(Release 1999)
Rel-4
(Release 4)
Rel-5
(Release 5)
Rel-6
(Release 6)
Rel-7
(Release 7)
Rel-8
(Release 8)
Rel-9
(Release 9)
Rel-10
(Release 10)
Rel-11
(Release 11)
Rel-12
(Release 12)

	
	

	Reason for change:
(

	TS36.211 shall only specify the PDSCH transmission behavior if PDSCH is transmitted in MBSFN subframes. The current TS36.211 specification involves UE behavior on PDSCH reception in MBSFN subframes, which shall be specified in TS36.213.

	
	

	Summary of change:
(

	Specified the PDSCH transmission behavior if the PDSCH is transmitted in MBSFN subframes in TS36.211.
Moved the UE behavior on PDSCH reception in MBSFN subframes into TS36.213, section 7.1. See a companion TS36.213 CR in R1-111834.

	
	

	Consequences if 
(

not approved:
	Unclear specification

	
	

	Clauses affected:
(

	6.4

	
	

	
	Y
	N
	
	

	Other specs
(

	X
	
	 Other core specifications
(

	TS36.213

	affected:
	
	X
	 Test specifications
	

	(show related CRs)
	
	X
	 O&M Specifications
	

	
	

	Other comments:
(

	


6.4
Physical downlink shared channel

The physical downlink shared channel shall be processed and mapped to resource elements as described in Section 6.3 with the following exceptions:

-
In resource blocks in which UE-specific reference signals are not transmitted, the PDSCH shall be transmitted on the same set of antenna ports as the PBCH, which is one of  
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-
In resource blocks in which UE-specific reference signals are transmitted, the PDSCH shall be transmitted on antenna port(s) 
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 is the number of layers used for transmission of the PDSCH.

-
If PDSCH is transmitted in MBSFN subframes not used for PMCH transmission, the PDSCH shall be transmitted on one or several of antenna port(s) 
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 is the number of layers used for transmission of the PDSCH.
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