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7.2
UE procedure for reporting Channel State Information (CSI)
The time and frequency resources that can be used by the UE to report CSI which consists of channel quality indicator (CQI), precoding matrix indicator (PMI), precoding type indicator (PTI), and/or rank indication (RI) are controlled by the eNB. For spatial multiplexing, as given in [3], the UE shall determine a RI corresponding to the number of useful transmission layers. For transmit diversity as given in [3], RI is equal to one.

A UE in transmission mode 8 or 9 is configured with or without PMI/RI reporting by the higher layer parameter pmi-RI-Report. 
A UE is configured with resource-restricted CSI measurements if the subframe sets 
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 and 
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 are configured by higher layers.
CSI reporting is periodic or aperiodic.

If the UE is configured with more than one serving cell, it transmits periodic CSI for all activated serving cells as configured by higher layers.
If a UE is not configured for simultaneous PUSCH and PUCCH transmission, it shall transmit periodic CSI reporting on PUCCH as defined hereafter in subframes with no PUSCH allocation.
If a UE is not configured for simultaneous PUSCH and PUCCH transmission, it shall transmit periodic CSI reporting on PUSCH of the serving cell with smallest ServCellIndex as defined hereafter in subframes with a PUSCH allocation, where the UE shall use the same PUCCH-based periodic CSI reporting format on PUSCH.
A UE shall transmit aperiodic CSI reporting on PUSCH if the conditions specified hereafter are met. For aperiodic CQI/PMI reporting, RI reporting is transmitted only if the configured CSI feedback type supports RI reporting.

The CSI transmissions on PUCCH and PUSCH for various scheduling modes are summarized in the following table:

Table 7.2-1: Physical Channels for Aperiodic or Periodic CSI reporting

	Scheduling Mode
	Periodic CSI reporting channels
	Aperiodic CSI reporting channel

	Frequency non-selective
	PUCCH
	

	Frequency selective
	PUCCH
	PUSCH


7.2.3
Channel quality indicator (CQI) definition

The CQI indices and their interpretations are given in Table 7.2.3-1.

Based on an unrestricted observation interval in time and frequency, the UE shall derive for each CQI value reported in uplink subframe n the highest CQI index between 1 and 15 in Table 7.2.3-1 which satisfies the following condition, or CQI index 0 if CQI index 1 does not satisfy the condition:

· A single PDSCH transport block with a combination of modulation scheme and transport block size corresponding to the CQI index, and occupying a group of downlink physical resource blocks termed the CSI reference resource, could be received with a transport block error probability not exceeding 0.1. 

If CSI subframe sets 
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 are configured by higher layers, each CSI reference resource belongs to either 
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 or 
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 but not to both. When CSI subframe sets 
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 are configured by higher layers a UE is not expected to receive a trigger for which the CSI reference resource is in subframe that does not belong to either subframe set.
For a UE in transmission mode 9 when parameter pmi-RI-Report is configured by higher layers, the UE shall derive the channel measurements for computing the CQI value reported in uplink subframe n based on only the Channel-State Information (CSI) reference signals defined in [3]. For a UE in transmission mode 9 when the parameter pmi-RI-Report is not configured by higher layers or in other transmission modes, the UE shall derive the channel measurements for computing CQI based on CRS.
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