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1 Discussion
During the WG1#74bis session, the following note was made by Chairman: 

R1-134812
Clarification of MBMS reception on secondary cell
AT&T, Ericsson, Alcatel-Lucent & Alcatel-Lucent Shanghai Bell
Further offline discussion is needed until Friday including following points – Mattias (Ericsson)
· Which Releases we should be taken care about it?

· Which subframes?

· Clarify the mechanism of SI change for Scell

· Clarify whether it is mandatory for UEs that is MBMS capable and CA capable to receive MBMS in Scell

Here below the resulting outcome of the offline discussion among interested companies are listed:

Which Releases?  
o   Rel.12 with magic sentence

Which subframes?  
o   UE need to monitor CSS in the subframes where the UE expects SI-RNTI, P-RNTI and M-RNTI related to the MBMS service, 
Clarify the mechanism of SI change for Scell  
o   Our understanding is that there are three ways to do this: either it can read SIB13 continuously, or monitor SIB1 for the valueTag changes or monitor paging P-RNTIs for SI modification indications. So P-RNTI need to be monitored in the latter case as well. However, in the current TP we don’t explicitly list the RNTIs.

Clarify whether it is mandatory for UEs that is MBMS capable and CA capable to receive MBMS in Scell
o   Since it is not directly related to this clarification, we leave this issue out of this discussion
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