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1 Introduction
One of the objectives of the Rel-12 work item on “Low cost & enhanced coverage MTC UE for LTE” [1] is to specify a new low complexity UE type supporting the following capabilities:

· Single receive antenna
· Downlink and uplink maximum TBS of 1000 bits
· Reduced downlink channel bandwidth of 1.4 MHz for data channel in baseband

We have provided input in [2] and [3] and this contribution presents our views on simultaneous reception of common messages and unicast data.

2 Discussion
Table 8.2-1 and Table 8.2-2 in TS 36.302 [4] specify the possible combinations of physical channels that can be received in parallel in the downlink in the same subframe by one UE. In one subframe, the UE shall be able to receive all TBs according to the indication on PDCCH.
From the tables it can be noted that a UE in RRC idle mode is required to be able to simultaneously receive BCH, DL-SCH scheduled with SI-RNTI and PCH (i.e. combination A + B + C) and that a UE in RRC connected mode is e.g. required to be able to simultaneously receive BCH, DL-SCH scheduled with SI-RNTI and another DL-SCH transmission (i.e. combination A + B + D).

The question is whether a low cost UE should also be required to handle these combinations and, if so, what this means for the TBS restriction.

Proposals:
· A low cost UE is required to be able to receive parallel transmissions of simultaneous physical channels similarly as other UEs, as specified in TS 36.302 [4].
3 Conclusions

Proposal:
· A low cost UE is required to be able to receive parallel transmissions of simultaneous physical channels similarly as other UEs, as specified in TS 36.302 [4].
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TS 36.302 Table 8.2-1: Downlink "Reception Types"

	"Reception Type"
	Physical Channel(s)
	Monitored
RNTI
	Associated
Transport Channel

	A
	PBCH
	N/A
	BCH

	B
	PDCCH+PDSCH
	SI-RNTI
	DL-SCH

	C
	PDCCH+PDSCH
	P-RNTI
	PCH

	D
	PDCCH+PDSCH
	RA-RNTI (Note 3)
	DL-SCH

	
	
	Temporary C-RNTI (Note 3) (Note 4)
	DL-SCH

	
	(PDCCH/EPDCCH) +PDSCH
	C-RNTI and Semi-Persistent Scheduling C-RNTI
	DL-SCH 

	D1
	(PDCCH/EPDCCH) +PDSCH

(Note 9)
	C-RNTI
	DL-SCH 

	E
	PDCCH/EPDCCH (Note 1)
	C-RNTI
	N/A

	F
	PDCCH
	Temporary C-RNTI (Note 5)
	UL-SCH

	
	PDCCH/EPDCCH
	C-RNTI and Semi-Persistent Scheduling C-RNTI
	UL-SCH

	F1
	PDCCH/EPDCCH

(Note 9)
	C-RNTI
	UL-SCH

	G
	PDCCH
	TPC-PUCCH-RNTI
	N/A

	H
	PDCCH
	TPC-PUSCH-RNTI
	N/A

	I
	PDCCH/EPDCCH
	Semi-Persistent Scheduling C-RNTI (Note 6)
	N/A

	J
	PDCCH/EPDCCH
	Semi-Persistent Scheduling C-RNTI (Note 7)
	N/A

	K
	PDCCH
	M-RNTI (Note 8)
	N/A

	L
	PMCH
	N/A (Note 8)
	MCH

	Note 1:
PDCCH or EPDCCH is used to convey PDCCH order for Random Access.

Note 2:
Void.

Note 3: 
RA-RNTI and Temporary C-RNTI are mutually exclusive and only applicable during Random Access procedure.

Note 4: 
Temporary C-RNTI is only applicable when no valid C-RNTI is available.
Note 5: 
Temporary C-RNTI is only applicable during contention-based Random Access procedure.

Note 6:
Semi-Persistent Scheduling C-RNTI is used for DL Semi-Persistent Scheduling release.

Note 7:
Semi-Persistent Scheduling C-RNTI is used for UL Semi-Persistent Scheduling release.

Note 8:
In MBSFN subframes only
Note 9:
DL-SCH reception corresponding to D1, and UL-SCH transmission corresponding to F1, are only applicable to SCells.


TS 36.302 Table 8.2-2: Downlink "Reception Type" Combinations
	Combination
	Mandatory/Optional
	Comment

	1xA + 1xB + 1xC
	Mandatory
	RRC_IDLE

	1xK + 1xL
	Mandatory for MBMS UEs
	RRC_IDLE

	1xA + 1xB + 1x(D or (1-m)xE or G or I) + (p-1-m)xD1 + mxE + 1x(F or H or J) + (q-1)xF1
	Mandatory. (NOTE 3)
	RRC_CONNECTED

	1xA + 1xB + 1x(D or (1-m)xE or G or I) + 1x(F or H or J) + 1xF+ (p-1-m)xD1 + mxE + 2x(q-1)xF1
	Mandatory for UEs supporting FS2. (NOTE 3) (NOTE 4)
	RRC_CONNECTED

(NOTE 1)

	((1x((1-m)xE or G or I) + 1xL) or 1xD) + 1x(F or H or J) + r xK + (p-1-m)xD1 + mxE + (q-1)xF1 + (r-1)xL
	Mandatory for MBMS UEs. (NOTE 3) (NOTE 4)
	RRC_CONNECTED
(NOTE 2)

	((1x((1-m)xE or G or I) +1xL) or 1xD) + 1x(F or H or J) + 1xF + r xK + (p-1-m)xD1 + mxE + 2x(q-1)xF1 + (r-1)xL
	Mandatory for MBMS UEs supporting FS2. (NOTE 3)
	RRC_CONNECTED

(NOTE 1)
(NOTE 2)

	1xA + 1xB + 1xC + 1x(D or (1-m)xE or G or I)+(p-1-m)xD1 + mxE + 1x(F or H or J)+(q-1)xF1
	Mandatory for ETWS and CMAS UEs

Optional for all other UEs.

(NOTE 3)
	RRC_CONNECTED


	1xA + 1xB + 1xC + 1x(D or (1-m)xE or G or I) + 1x(F or H or J) + 1xF + (p-1-m)xD1 + mxE + 2x(q-1)xF1
	Mandatory for ETWS and CMAS UEs supporting FS2

Optional for all other UEs.

(NOTE 3)
	RRC_CONNECTED

(NOTE 1)

	NOTE 1:
For TDD UL/DL configuration 0, two PDCCHs or EPDCCHs can be received in the same subframe for UL-SCH in two different uplink subframes.
NOTE 2:
The combination is the requirement when MBMS reception is on PCell and/or any other cell. r is the number of DL CCs on which the UE supports MBMS reception according to the MBMSInterestIndication.

NOTE:
p is the number of DL CCs supported by the UE. q is the number of UL CCs supported by the UE. q = p = 1 implies non-CA capable UE. m = 0 or 1 for UE supporting multiple TAGs, otherwise m=0.

NOTE:
The UE is only required to receive one PDSCH, pertaining to D or D1, per DL CC.

NOTE 3:
Combination involving EPDCCH is optional and required only for UE supporting EPDCCH.

NOTE 4:
It is not required to simultaneously receive EPDCCH and PMCH on the same cell.
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