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1. Overall Description:

In RAN1, the following proposal [1] to support 4TX switching SRS transmission in EBF/FD-MIMO Work Item is discussed.
· Periodic 4Tx switching SRS transmission

· When frequency hopping is disabled, the antenna index for SRS transmission
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· When the frequency hopping is enabled, the antenna index for SRS transmission, 

· The details of formulation is FFS

· Aperiodic 4Tx switching SRS transmission

· Detail is FFS 

· Some examples are given as follows:

· Alt.1:  Aperiodic SRS triggering per Tx antenna 

·  Alt.2: Multiple SRS transmissions with single aperiodic SRS triggering
During the discussion, the issue on the feasibility of introducing 4TX switching SRS transmission is raised, which requires RAN4’s view.  
2. Actions:

To RAN4:  
RAN1 respectfully asks RAN4 to give the view on the feasibility of introducing 4 TX switching SRS transmission, including for example impact on insertion loss and receiver sensitivity. As the support of 4TX SRS switching has impact on RRC signalling design, it is planned to discuss RAN4 feedback on this issue at early RAN1#83 meeting. It is appreciated that RAN4 can give the view on this issue before RAN1#83.
 3. Reference
[1]
R1-156299, WF on 4TX switching SRS transmission schemes, RAN1 #82bis, October 2015
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