Page 1



3GPP TSG-RAN Meeting #84bis 
R1-163522
Busan, Korea 11th - 15th April 2016
	CR-Form-v11.1

	CHANGE REQUEST

	

	
	36.211
	CR
	CRNum
	rev
	-
	Current version:
	13.1.0
	

	

	For HELP on using this form: comprehensive instructions can be found at 
http://www.3gpp.org/Change-Requests.

	


	Proposed change affects:
	UICC apps
	
	ME
	x
	Radio Access Network
	x
	Core Network
	


	

	Title:

	Clarification of CSI-RS on extended CP

	
	

	Source to WG:
	NEC, Samsung, CATT

	Source to TSG:
	RAN1

	
	

	Work item code:
	LTE_EBF_FDMIMO
	
	Date:
	2016-04-01

	
	
	
	
	

	Category:
	F
	
	Release:
	Rel-13

	
	Use one of the following categories:
F  (correction)
A  (mirror corresponding to a change in an earlier release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)

Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	Use one of the following releases:
Rel-8
(Release 8)
Rel-9
(Release 9)
Rel-10
(Release 10)
Rel-11
(Release 11)
Rel-12
(Release 12)
Rel-13
(Release 13)
Rel-14
(Release 14)

	
	

	Reason for change:
	In section 6.10.5 of the current 36.211, there is only description for
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 CSI-RS configurations for normal CP but not for extended CP.

	
	

	Summary of change:
	Include the description on each of 
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6.10.5
CSI reference signals

CSI reference signals are transmitted on one, two, four, eight, twelve, or sixteen antenna ports using 
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, respectively. 

For CSI reference signals using more than eight antenna ports, 
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 CSI-RS configurations in the same subframe, numbered from 0 to 
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, are aggregated to obtain 
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 antenna ports in total. Each CSI-RS configuration in such an aggregation corresponds to 
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 antenna ports and one of the configurations in Table 6.10.5.3-1 or 6.10.5.2-1 for normal cyclic prefix, and one of the configurations in Table 6.10.5.3-1 or 6.10.5.2-2 for extended cyclic prefix. The supported configurations of aggregated CSI-RS configurations are shown in Table 6.10.5-1. 
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