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1. Overall Description:

RAN1 has discussed MPDCCH configuration for BL/CE UEs and reached the following conclusions.
It should be possible to configure either

1. a single MPDCCH PRB set consisting of 2 PRBs, or

2. a single MPDCCH PRB set consisting of 4 PRBs, or

3. two MPDCCH PRB sets consisting of 2 and 4 PRBs, respectively.

In case #3 above, the two MPDCCH PRB sets can operate as a single MPDCCH PRB consisting of up to 6 PRBs which means that the two sets share so many properties that RAN1 considers that it might be more efficient from RRC signalling point of view to configure them using a single EPDCCH-SetConfig entity with numberPRB-Pairs-v1310 set to ‘n6’ instead of two separate entities. The second EPDCCH-SetConfig entity specified in TS 36.331 V13.1.0 would then not be used by BL/CE UEs in Rel-13.

However, for case #3 above, from RAN1 specification point of view it is necessary to know the PRB indices of the 2 PRBs and the 4 PRBs, respectively. RAN1 notes that if the resourceBlockAssignment-r11 can be used to point out the PRB indices of the 2 PRBs then it is trivial to deduce the PRB indicates of the other 4 PRBs in a 6-PRB narrowband for BL/CE UEs.
2. Actions:

To RAN2 group:
ACTION: 
RAN1 respectfully asks RAN2 to take the above information into account and make the appropriate updates of the parameter descriptions in the RRC specification.
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