3GPP TSG RAN WG1 Meeting #85

R1-165723
Nanjing, China 23rd - 27th May 2016
3GPP TSG-RAN WG2 #94
Tdoc R2-164359
Nanjing, China, 23–27 May 2015
Title:
LS to RAN1 on SPS
Response to:


Release:
Rel-14
Work Item:
LTE_SL_V2V-Core
Source:
RAN WG2
To:
RAN WG1
Cc:

Contact Person:


Name:
Jaewook Lee
Tel. Number:

E-mail Address:
jaewook.lee@lge.com
Attachments:
 
1. Overall Description: 
RAN2 would like to inform RAN1 that for UL SPS, the majority of companies agree that from a RAN2 point of view, it is not necessary to send an indication to the eNB that an SPS grant will not be used.  Therefore, the working assumption on “the UE can indicate to the eNB that it does not intend to transmit data before a transmission associated to an SPS configuration” is not needed.
RAN2 also reached the following agreements on UL/SL SPS in RAN2#94.
	UL SPS 

· For V2V WI and V2X, Multiple SPS configuration with different configuration parameters can be configured by eNB.   Which SPS configuration is being activated/deactivate can be signalled.  Details of control signalling are left to RAN1.  For V2V, it is FFS whether we allow multiple configurations to be active at the same time.  

· For V2X, we will capture the two options are possible, one active SPS at a time (as per LTE) and multiple SPS active at a time (SPS configuration and UE assistance information may be linked to one or more radio bearers).

· For V2V WI and V2X, UE assistance at least on periodicity and/or timing can be provided to eNB.  UE assistance can be configured by eNB.  UL SPS configuration is decided by eNB.  Triggering of UE assistance can be discussed as part of stage 3 discussions.  

· For V2X study item:

Capture the solution in the TR: the UE can inform the network when SPS resources are not used, e.g. on control signalling
· The TP will capture pros and cons of the identified solutions 

For V2V WI (PC5) and V2X (Uu) conclusion:

· From a RAN2 point of view, for UL SPS, it is not necessary to send an indication to the eNB that an SPS grant will not be used.  Therefore, the working assumption on “the UE can indicate to the eNB that it does not intend to transmit data before a transmission associated to an SPS configuration” is not needed.


2. Actions:

To RAN1 group.

ACTION: RAN2 kindly request RAN1 to take the above agreements into account.
3. Date of Next TSG-RAN2 Meetings:
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