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Proposal for PSBCH:
· For PSBCH DM RS symbol location, Option 3 (i.e., symbol #4, #6, #9 for normal CP) is supported.
· Working assumption: PSBCH content size is the same as Rel-12.
· Working assumption: V2V SLSS/PSBCH periodicity is 200 ms.
· If it is agreed that SLSS/PSBCH is used for the purpose of detecting LTE ITS transmissions, this working assumption needs to be revisited.

· Rel-13 D2D synchronization resource configuration principle is reused.
Proposal for priority:
· Working assumption:

· SCI explicitly includes priority information.

· FFS how this priority information is exactly transmitted in SCI.

· Priority information in a decoded SCI is used in resource (re)selection.

· Priority information in a decoded SCI is not used as a condition to trigger resource reselection 

· Priority information in a decoded SCI is not used as a condition to drop transmission.

· A measurement metric is specified to reflect the congestion level of a PC5 carrier, e.g., similarly to the channel busy ratio defined in ETSI. 
· This measurement is available to higher layers in the UE.

· FFS whether the measurement can be reported to eNB.

· FFS the details of the measurement and the UE behavior, for example:

· The principle to drop PC5 transmissions as a function of this measurement and priority is supported.

· The radio adjusts radio parameters (max tx power, nr of retx restriction, MCS range restriction, nr of PRBs restriction) as a function of priority and this measurement.

· Packets with different priorities are transmitted on the same resource pool
· Revoke the existing working assumption on the resource reselection triggering condition: UE detects resource allocation (including the indication of the intention of reusing the frequency resource as per the existing agreement) of another UE which potentially overlaps with its current resource allocation (including the indication of the intention of reusing the frequency resource as per the existing agreement) and the detected situation meets an FFS condition
· different conditions for different priorities are not precluded (if any relevant case happens in priority handling from RAN1 point of view).
· Note that applies to resource reselection triggering only.
Proposal for reselection triggering:
Send LS to RAN2 to ask them to define the following UE behavior for resource reselection triggering with the following additional agreements:
· eNB implicitly triggers reselection whenever the resource pool configuration is changed
· Dedicated signalling is used for RRC_Connected UEs and broadcast signalling is used for RRC_Idle UEs
· FFS whether some information needs to reported from UE to eNB
Proposal for eNB scheduling:
· Support cross carrier scheduling for sidelink SPS and dynamic scheduling for V2V with mode-1
· PC5-based V2V design will support the multiple-operator scenario but not be optimized for it.

· Details FFS, e.g.,
· How to handle timing difference between eNB timing and PC5 timing, when it exists
· PC5 resource partitioning among multiple operators
· Resource coordination across operators is out of 3GPP scope.
Proposal for SL timing:
· Rel-12 DFN definition is reused.
· When GNSS is the synchronization reference, DFN is derived from GNSS.
· Details are up to RAN2.
· For the other cases, DFN is derived according to Rel-12 behavior.
Proposal for SLSS ID:
Working assumption for the V2V PC5 SLSS: 

· At least one value is reserved for SLSS ID used for SLSS transmissions from UEs having GNSS as the synchronization reference.

· FFS whether multiple values need to be reserved.

· The reserved value(s) of the SLSS IDs is(are) pre-defined.
· If it is agreed that SLSS/PSBCH is used for the purpose of detecting LTE ITS transmissions, this working assumption needs to be revisited.

Proposal for sync priority:

· Companies are encouraged to consider whether having GNSS as the highest sync priority for OOC UEs have significant impact on in-coverage UE operations.

Proposal for V2V and D2D SLSS differentiation:
· SSSS for V2V uses sequences of subframe-5 SSS.
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