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7.2.1
Aperiodic CSI Reporting using PUSCH
< Unchanged parts are omitted >
If a UE is configured with higher layer parameter eMIMO-Type and eMIMO-Type2, and eMIMO-Type is set to ‘CLASS A’, and eMIMO-Type2 is set to ‘CLASS B’ with one CSI-RS resource configured, one of the following CSI reporting modes given in Table 7.2.1-1 is configured only for eMIMO-Type2 and for any CSI reporting mode in Table 7.2.1-1, 
-
the UE shall not transmit CQI and second precoding matrix indicator 
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 for eMIMO-Type;
-
the UE shall not transmit RI for eMIMO-Type except if the maximum number of supported layers for spatial multiplexing in DL by the UE is more than 2, then UE feeds back a 1-bit RI according to Table 7.2.1-1L;
-
the UE shall transmit wideband first PMI for eMIMO-Type.
If a UE is configured with higher layer parameter eMIMO-Type and eMIMO-Type2, and eMIMO-Type is set to ‘CLASS B’ with more than one CSI-RS resource configured, and eMIMO-Type2 is set to ‘CLASS B’ with one CSI-RS resource configured, one of the following CSI reporting modes given in Table 7.2.1-1 is configured only for eMIMO-Type2 and the UE shall not transmit CQI, PMI, RI for eMIMO-Type and the UE shall transmit CRI for eMIMO-Type for any CSI reporting mode in Table 7.2.1-1.
Table 7.2.1-1: CQI and PMI Feedback Types for PUSCH CSI reporting Modes

	
	
	PMI Feedback Type

	
	
	No PMI
	Single PMI
	Multiple PMI

	PUSCH CQI
Feedback Type
	Wideband

(wideband CQI)
	Mode 1-0
	Mode 1-1
	Mode 1-2

	
	UE Selected

(subband CQI)
	Mode 2-0
	
	Mode 2-2

	
	Higher Layer-configured
(subband CQI)
	Mode 3-0
	Mode 3-1
	Mode 3-2


Table 7.2.1-1L:  Mapping of RI field to RI
	Value of RI field
	RI

	0
	1

	1
	3


 < Unchanged parts are omitted >

7.2.2
Periodic CSI Reporting using PUCCH

A UE is semi-statically configured by higher layers to periodically feed back different CSI components (CQI, PMI, PTI, CRI, and/or RI) on the PUCCH using the reporting modes given in Table 7.2.2-1 and described below. A UE in transmission mode 10 can be configured by higher layers for multiple periodic CSI reports corresponding to one or more CSI processes per serving cell on PUCCH.  
A BL/CE UE configured with CEModeB is not expected to be configured with periodic CSI report.
If a UE is configured with higher layer parameter eMIMO-Type and eMIMO-Type2, and eMIMO-Type is set to ‘CLASS A’, and eMIMO-Type2 is set to ‘CLASS B’ with one CSI-RS resource configured, 

-
one of the following CSI reporting modes given in Table 7.2.2-1 is configured only for eMIMO-Type2 
-
the UE shall not transmit CQI, PTI, and second precoding matrix indicator 
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 for eMIMO-Type for any CSI reporting mode in Table 7.2.2-1
-
the UE shall not transmit RI for eMIMO-Type and for any CSI reporting mode in Table 7.2.2-1 except if the maximum number of supported layers for spatial multiplexing in DL supported by the UE is more than 2, then UE feeds back a 1-bit RI according to Table 7.2.1-1L
-
the UE shall report a type 2a report consisting of wideband first PMI if RI is not transmitted, otherwise type 5 report consisting of jointly coded RI and a wideband first PMI for eMIMO-Type for any CSI reporting mode in Table 7.2.2-1, as described below.
< Unchanged parts are omitted >
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