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	Agreement made in the 3GPP TSG-RAN1 #94Bis meeting in the 6.1.7 AI related to row 2-55 “SRS Tx switch” (R1-1812037)

	
	

	Summary of change:
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	Other comments:
	Isolated impact analysis: UEs compliant with version 15.3.0 of the specification cannot signal if any LTE band is impacted if there are LTE bands and NR bands 
which are switched together. Therefore, it is expected that these UEs would set the capability of SRS Tx switch to ‘not supported’ for these bands in the band combinations. The gNB can assume that UE indicating support of band pairs which containe LTE bands have had the changes proposed in this CR implemented ensuring backward compatibility and isolated impact.


6.2.1.2
UE sounding procedure for DL CSI acquisition
>>>> unchanged text omitted <<<<
For a UE configured with multiple component carriers, and for a first component carrier configured with UL in a first band and a second component carrier configured with UL in a second band that are signalled to switch together according to higher layer parameter ulSwitchTogether the UE is not expected to follow inconsistent transmissions related to antenna switching.
For a UE configured with EN-DC, and for a first component carrier configured with UL corresponding to in an E-UTRA band and a second component carrier configured with UL in a NR band that are signalled to switch together according to higher layer parameter ulSwitchTogether, the UE is not expected to follow inconsistent transmissions related to antenna switching in E-UTRA and NR.
>>>> unchanged text omitted <<<<
