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	There is an open issue on the QCL assumption for AP CSI-RS when scheduling offset is less than threshold and there is no simultaneous PDSCH. 


	
	

	Summary of change:
	[bookmark: _Hlk528918693]In case the scheduling delay is smaller than a threshold and if there is no PDSCH transmitted in the same OFDM symbol(s) as the CSI-RS, if UE is not configured a search space set configured with a CORESET in the same OFDM symbol(s) or if there is no SS/PBCH transmitted in the same OFDM symbol(s) as the CSI-RS, the UE derives QCL assumption for the AP CSI-RS from CORESET with lowest CORESET Id.
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[bookmark: _Toc517439466][bookmark: _Toc525748083][bookmark: _Toc528571688]5.2.1.5.1	Aperiodic CSI Reporting/Aperiodic CSI-RS
< Unchanged parts are omitted >
-	If the scheduling offset between the last symbol of the PDCCH carrying the triggering DCI and the first symbol of the aperiodic CSI-RS resources in a NZP-CSI-RS-ResourceSet configured without higher layer parameter trs-Info and without the higher layer parameter repetition is smaller than the UE reported threshold in FG 2-28 when the reported value is one of the values of {14, 28, 48}, 
-	if there is only PDSCH transmitted in the same symbols as the CSI-RS, and the scheduling offset for the PDSCH is larger than or equal to Threshold-Sched-Offset, the UE applies the QCL assumption for the aperiodic CSI-RS as the QCL assumption used for the DM-RS of the PDSCH.
-	if there is no PDSCH transmitted in the same OFDM symbol(s) as the CSI-RS and UE is not configured a search space set configured with a CORESET in the same OFDM symbol(s) and there is no SS/PBCH transmitted in the same OFDM symbol(s) as the CSI-RS, the UE applies QCL assumption for the aperiodic CSI-RS from CORESET with lowest CORESET Id.


