

	
3GPP TSG-RAN WG1 Meeting #95	R1-1814243
Spokane, WA, USA, November 12 - 16, 2018
	CR-Form-v11.3

	CHANGE REQUEST

	

	
	38.213
	CR
	DRAFT
	rev
	-
	Current version:
	15.3.0
	

	

	For HELP on using this form: comprehensive instructions can be found at 
http://www.3gpp.org/Change-Requests.

	



	Proposed change affects:
	UICC apps
	
	ME
	X
	Radio Access Network
	X
	Core Network
	



	

	Title:	
	[bookmark: _Hlk530116829]Draft CR on configuration of Type0-PDCCH CORESET and search space

	
	

	Source to WG:
	Nokia, Nokia Shanghai Bell

	Source to TSG:
	-

	
	

	Work item code:
	NR_newRAT-Core 
	
	Date:
	02.11.2018

	
	
	
	
	

	Category:
	F
	
	Release:
	Rel-15

	
	Use one of the following categories:
F  (correction)
A  (mirror corresponding to a change in an earlier release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)
Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	[bookmark: OLE_LINK1]Use one of the following releases:
Rel-8	(Release 8)
Rel-9	(Release 9)
Rel-10	(Release 10)
Rel-11	(Release 11)
Rel-12	(Release 12)
Rel-13	(Release 13)
Rel-14	(Release 14)
Rel-14	(Release 15)
Rel-14	(Release 16)

	
	

	Reason for change:
	Remove the restricition of Type0-PDCCH CORESET ID and Type0-CSS set search space configuration

	
	

	Summary of change:
	Remove the limitation on configuring the Type0-PDCCH CORESET ID and Type0-CSS set search space ID, according to the agreements made in RAN1#94bis, to allow SIB1 delivered on active BWP that does not overlap with the initial DL BWP or has different numberology than the initial DL BWP.



	
	

	Consequences if not approved:
	Inconsistency in the spesification in terms of Type0-PDCCH CORESET and search space configurations. 
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	Other comments:
	[bookmark: _Hlk530115071]Isolated impact analysis:
A gNB implementing the change cannot deliver SIB1 for UE not implementing the change when UE configured with an active BWP that does not overlap with the initial BWP in CONNECTED mode. This is non-critical as using this configuration is not required for the UE and the gNB to communicate normally.
If a UE implements the change and the gNB does not implement, it does not cause any issues, as the gNB would not configure the UE with an active BWP not overlapping with the initial BWP and deliver SIB1.
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[bookmark: _Toc517265072][bookmark: _Ref491466492][bookmark: _Ref491451763]10.1	UE procedure for determining physical downlink control channel assignment 
<omitted text >
For a DL BWP, ifIf a UE is not provided higher layer parameter searchSpace-SIB1 for Type0-PDCCH common search spaceCSS set by PDCCH-ConfigCommon, the UE does not monitor PDCCH candidates for a Type0-PDCCH CSS set on the DL BWPdetermines a control resource set and PDCCH monitoring occasions for Type0-PDCCH common search space set as described in Subclause 13. The Type0-PDCCH common search spaceCSS set is defined by the CCE aggregation levels and the number of PDCCH candidates per CCE aggregation level given in Table 10.1-1. If the active DL BWP and the initial DL BWP have same SCS and same CP length and the active DL BWP includes all RBs of the initial  DL BWP, or the active DL BWP is the initial DL BWP, tThe control resource setCORESET configured for Type0-PDCCH common search spaceCSS set has control resource setCORESET index 0 .and tThe Type0-PDCCH common search spaceCSS set has search space set index 0. 
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