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1. [bookmark: OLE_LINK1][bookmark: OLE_LINK2]Introduction 
This contribution is follow up summary to [1] after an online session on this topic.

2. Discussions
The following are proposals were made online:
Proposal 2: 
Select one of the following options in reducing the signaling bits of the neighbor cells’ RSS frequency location and RSS time offset:
· Option 1: Reduce the signalling resolution; and then UE searches for exact RSS location
· The reduced signalling resolution is FFS
· Option 2: Restrict the RSS locations by reducing the number of possible RSS locations
· The exact restriction method is FFS

Possible Agreement
On reducing the signaling bits of the neighbor cells’ RSS frequency location and RSS time offset: Restrict the RSS locations by reducing the number of possible RSS locations
· The neighbor cells’ RSS frequency locations are restricted to within a narrowband relative to the serving cell’s RSS frequency location

After further offline discussion with the companies proposing the reduced signaling method and the restriction method, it is concluded that it is beneficial that companies further consider these two options.  Hence the feature lead would like to propose the following:
Proposal
Consider until RAN1#97 the following options for reducing the signaling bits of the neighbor cells’ RSS frequency location and RSS time offset:
· Option 1: Reduce the signalling resolution; and then UE searches for exact RSS location
· The reduced signalling resolution is FFS
· Option 2: Restrict the RSS locations by reducing the number of possible RSS locations
· The exact restriction method is FFS


3. Conclusion
This document is a follow up summary to [1].  The following is proposed:
Proposal
Consider until RAN1#97 the following options for reducing the signaling bits of the neighbor cells’ RSS frequency location and RSS time offset:
· Option 1: Reduce the signalling resolution; and then UE searches for exact RSS location
· The reduced signalling resolution is FFS
· Option 2: Restrict the RSS locations by reducing the number of possible RSS locations
· The exact restriction method is FFS
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