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	Reason for change:
	Correction for the PHR specifications: Existing criterion to decide between actual or virtual PHR is only applicable to PUSCH and Aperiodic-SRS, but not to Periodic/Semi-persistent-SRS PHR. 

	
	

	Summary of change:
	Clarify that “higher layer signalling of configured grant” should change to “higher layer signalling of configured grant and periodic/semi-persistent sounding reference signal transmissions” so that P-SRS and SP-SRS are also covered by the specifications. 

	
	

	Consequences if not approved:
	Ambiguity in criterion to decide between actual or virtual Type-3 PHR for Periodic/Semi-persistent-SRS.

	
	

	Clauses affected:
	7.5

	
	

	
	Y
	N
	
	

	Other specs
	
	X
	 Other core specifications	
	TS/TR … CR …  

	affected:
	
	X
	 Test specifications
	TS/TR … CR …

	(show related CRs)
	
	X
	 O&M Specifications
	TS/TR … CR …

	
	

	Other comments:
	Impact analysis
Impacted functionality:
Type-3 Power headroom report 
Inter-operability: 
If UE does not implement this change but network does, UE may report a virtual Type-3 PHR instead of an actual Type-3 PHR. 
If UE implements this change but network does not, UE can report the appropriate actual or virtual PHR for Periodic/Semi-persistent-SRS.
This change may affect performance of power control but does not have inter-operability issue. 
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7.7	Power headroom report










The types of UE power headroom reports are the following. A Type 1 UE power headroom  that is valid for PUSCH transmission occasion  on active UL BWP  of carrier  of serving cell . A Type 3 UE power headroom that is valid for SRS transmission occasion  on active UL BWP  of carrier  of serving cell . 
[bookmark: _GoBack][bookmark: OLE_LINK31][bookmark: OLE_LINK5][bookmark: OLE_LINK29][bookmark: OLE_LINK30]A UE determines whether a power headroom report for an activated serving cell [11, TS 38.321] is based on an actual transmission or a reference format based on the higher layer signalling of configured grant and periodic/semi-persistent sounding reference signal transmissions and downlink control information the UE received until and including the PDCCH monitoring occasion where the UE detects the first DCI format 0_0 or DCI format 0_1 scheduling an initial transmission of a transport block since a power headroom report was triggered if the power headroom report is reported on a PUSCH triggered by the first DCI. Otherwise, a UE determines whether a power headroom report is based on an actual transmission or a reference format based on the higher layer signalling of configured grant and periodic/semi-persistent sounding reference signal transmissions and downlink control information the UE received until the first uplink symbol of a configured PUSCH transmission minus T'proc,2=Tproc,2 where Tproc,2 is determined according to [6, TS 38.214] assuming d2,1 = 1, d2,2=0, and with µDL corresponding to the subcarrier spacing of the active downlink BWP of the scheduling cell for a configured grant if the power headroom report is reported on the PUSCH using the configured grant.
If a UE 
-	is configured with two UL carriers for a serving cell, and 
-	determines a Type 1 power headroom report and a Type 3 power headroom report for the serving cell 
the UE
-	provides the Type 1 power headroom report if both the Type 1 and Type 3 power headroom reports are based on respective actual transmissions or on respective reference transmissions
-	provides the power headroom report that is based on a respective actual transmission if either the Type 1 report or the Type 3 report is based on a respective reference transmission
If a UE is configured with a SCG and if phr-ModeOtherCG for a CG indicates 'virtual' then, for power headroom reports transmitted on the CG, the UE computes PH assuming that the UE does not transmit PUSCH/PUCCH on any serving cell of the other CG.
If the UE is configured with a SCG, 
-	For computing power headroom for cells belonging to MCG, the term 'serving cell' in this subclause refers to serving cell belonging to the MCG.
-	For computing power headroom for cells belonging to SCG, the term 'serving cell' in this subclause refers to serving cell belonging to the SCG. The term 'primary cell' in this subclause refers to the PSCell of the SCG.
If the UE is configured with a PUCCH-SCell, 
-	For computing power headroom for cells belonging to primary PUCCH group, the term 'serving cell' in this subclause refers to serving cell belonging to the primary PUCCH group.
-	For computing power headroom for cells belonging to secondary PUCCH group, the term 'serving cell' in this subclause refers to serving cell belonging to the secondary PUCCH group. The term 'primary cell' in this subclause refers to the PUCCH-SCell of the secondary PUCCH group.
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