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1
Overall description
RAN2 has discussed using non-anchor carrier measurements for RRM and has made the following agreement: 
· If RAN4 confirms feasibility, and NRS is present in non-anchor carrier, RAN2 can make use of that for RRM measurements in non-anchor carrier.
RAN2 has following questions to ask RAN4 to make further progress: 

Q1:
Is it feasible to define a parameter similar to the existing nrs-PowerOffsetNonAnchor  (e.g. nrs-NRSRQOffsetNonAnchor) to translate NRSRQ measurements on a non-anchor paging carrier to the equivalent NRSRQ measurements for the anchor carrier? If the answer is yes, would this offset be carrier specific? Note, nrs-PowerOffsetNonAnchor is provided for each non-anchor carrier.
Q2:
Would RAN4 have any concern on allowing the UE to perform serving cell measurements always on the non-anchor paging carrier when NRS presence is enabled or should additional conditions be fulfilled e.g. UE is stationary? 

Q3: 
Assuming that the UE can perform serving cell measurements on the non-anchor paging carrier, can the serving cell measurement relaxation introduced in Rel-15 for WUS also be applied when the UE performs serving cell measurements on the non-anchor paging carrier when WUS is supported on the non-anchor paging carrier?

2
Actions
To 3GPP RAN4
ACTION: RAN2 respectfully asks RAN4 to provide answers to the above questions.
3
Dates of next TSG RAN WG2 meetings
TSG RAN WG2 Meeting #106
13 – 17 May 2019, USA

TSG RAN WG2 Meeting #107
26 – 20 Aug 2019, Czech Republic

