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1. Overall Description:
RAN1 would like to thank RAN4 for its LS R4-1910573 (R1-1909967) related to RSSI definition in NR-U.  

To align the configuration for RSSI measurement between network and UE, RAN1 had the following agreement in RAN1 #98bis [1]:
Agreement:
· The RSSI measurement timing configuration (RMTC) includes the following:
· Time-domain parameters: 
· Periodicity (e.g., 40/80/160/320/640 ms) 
· Measurement duration in terms of OFDM symbols with a configured reference subcarrier spacing
· Offset of RMTC measurement duration
· Frequency-domain parameters:
· Measurement bandwidth at least in units of LBT bandwidths
· FFS: Units other than LBT bandwidths
· Note: RAN4 can determine if the bandwidth used for the measurement within an LBT bandwidth can be less than the signaled measurement bandwidth. 
· Measurement ARFCN for inter-frequency measurements
· Configurable L3 filtering as in RSSI for LTE-LAA


2. Actions:
To RAN4:
ACTION: RAN1 respectfully asks RAN4 to take the above agreement into account.

3. Date of Next TSG-RAN WG1 Meetings:
TSG RAN WG1 Meeting#100		24 – 28 February 2020	 	Athens, Greece
TSG RAN WG1 Meeting#100bis		20 – 24 April 2020	 	Busan, South Korea
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