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1. Overall Description:
RAN1 would like to thank RAN3 for the LS regarding PRACH configuration conflict detection. 
[bookmark: _GoBack]Regarding RAN3 question whether the same principle should apply for PRACH configuration information exchange for NR, RAN1 consider that in addition to the frequency resource and preamble sequence generation information, time resource can also be exchanged and may be beneficial, due to the support of asynchronous DC and CA operation in NR.  
In addition, NR will support 2-step RACH operation in Rel-16 where PRACH and PUSCH will be transmitted together in TDM manner as MsgA. The PRACH resource of 2-step RACH and 4-step RACH can be shared or separated. If the 2-step RACH and 4-step RACH have separate PRACH configuration, there can be two sets of PRACH configuration parameters. Furthermore, for 2-step RACH, the conflict detection due to the introduction of MsgA PUSCH may also be considered, and if needed, the information of MsgA PUSCH can also be exchanged, which is up to RAN3 to further discuss.

2. Actions to RAN2:
ACTIONS:  
RAN1 respectfully asks RAN3 to take the above into account for the work on PRACH configuration conflict detection.

3. Dates of Upcoming TSG RAN WG1 Meetings:
TSG-RAN WG1 Meeting #100						24 – 28 February 2020		GR
TSG-RAN WG1 Meeting #100bis						20 – 24 April 2020			KR

