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Introduction
This contribution indicates some typo incorrect part in the specification. 
Discussion
In the section of bandwidth part operation, the typo of “bandwidth path indicator” is incorrect. It should be “bandwidth part indicator”. 

Text proposal
Text proposal for TS 38.213
[bookmark: _GoBack]Based on the above discussion, we make the following text proposal for Section 12 of TS 38.213.

/******************** Start of Text Proposal for Section 12 of TS 38.213*********************/
[bookmark: _Hlk498433213]12   Bandwidth part operation 

 ***************** Start of the changed part *****************

[bookmark: OLE_LINK1]If a bandwidth path part indicator field is configured in DCI format 1_1, the bandwidth path part indicator field value indicates the active DL BWP, from the configured DL BWP set, for DL receptions. If a bandwidth path part indicator field is configured in DCI format 0_1, the bandwidth path part indicator field value indicates the active UL BWP, from the configured UL BWP set, for UL transmissions. 
For the primary cell, a UE can be provided by higher layer parameter Default-DL-BWP a default DL BWP among the configured DL BWPs. If a UE is not provided a default DL BWP by higher layer parameter Default-DL-BWP, the default BWP is the initial active DL BWP. 

***************** End of the changed part *****************


/******************** End of Text Proposal for Section 12 of TS 38.213*********************/
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