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1. Overall Description:

RAN2 thanks RAN3 for the LS on question related to use of inter node RRC message container changes for coverage based paging carrier selection.
Following are the RAN2 agreements which address the questions raised from RAN3 related to coverage-based paging carrier selection.
· 
· A paging carrier group index, e.g., the index to one of the two lists which correspond to the 2 coverage levels in SIB, is provided to the UE in dedicated signalling (when UE is released to idle)
· It’s RAN2 assumption that the assigned information to UE in dedicated signaling also need to be delivered to core network and sent back to eNB in next paging.

· UEPagingCoverageInformation
 RRC container is used to deliver the assigned information to UE in dedicated signaling to core network and sent back to eNB. 
RAN2 
kindly ask RAN3 to consider the above agreements for further consideration for RAN3 specification changes.

2. Actions:

To RAN2 group:
ACTION: 
RAN2 kindly ask RAN3 to consider the above RAN2 agreements for RAN3 specification changes related to coverage-based paging carrier selection.
3. Date of Next TSG-RAN WG2 Meetings:

TSG-RAN WG2#118
16 May – 27 May  2022
E-meeting
�No need to any other group.


�RAN2-116e agreement on option 1C. This is included for the continuity of RAN2-117e agreements below.


�This agreement is superseded by a more specific agreement. Otherwise the changes to UEPagingCoverageInformation�-NB message in TS 36.331 may cause confusion in RAN3.


�should we clarify ‘UEPagingCoverageInformation�-NB’


�It would also be good to add a sentence to clarify that coverage based paging carrier is only used in the cell where UE was provided the paging carrier group index e,g, 


“RAN2 would also like to clarify that coverage based paging carrier is only applicable in the last used cell if paging carrier group index was provided to the UE in a release message.”


�propose to reword as follows (same in the Actions part)





RAN3 to consider take into account the above agreements for further consideration for RAN3 specification changes





