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9.2.1.14
HS-SICH reception quality

The measurement period shall be 200 ms

9.2.1.14.1
Range/mapping

The HS-SICH reception quality reporting range is from 0…20 reception indications.

The mappings of the measured quantities are defined in tables 9.44O, 9.44P and 9.44Q.

Table 9.44O

	Reported value
	Measured quantity value
	Unit

	FAILED_HS_SICH_00
	Failed HS-SICH receptions = 0
	-

	FAILED_HS_SICH_01
	Failed HS-SICH receptions = 1
	-

	FAILED_HS_SICH_02
	Failed HS-SICH receptions = 2
	-

	…
	…
	…

	FAILED_HS_SICH_17
	Failed HS-SICH receptions = 17
	-

	FAILED_HS_SICH_18
	Failed HS-SICH receptions = 18
	-

	FAILED_HS_SICH_19
	Failed HS-SICH receptions = 19
	-

	FAILED_HS_SICH_20
	Failed HS-SICH receptions = 20
	-


Table 9.44P

	Reported value
	Measured quantity value
	Unit

	MISSED_HS_SICH_00
	Missed HS-SICH receptions = 0
	-

	MISSED_HS_SICH_01
	Missed HS-SICH receptions = 1
	-

	MISSED_HS_SICH_02
	Missed HS-SICH receptions = 2
	-

	…
	…
	…

	MISSED_HS_SICH_17
	Missed HS-SICH receptions = 17
	-

	MISSED_HS_SICH_18
	Missed HS-SICH receptions = 18
	-

	MISSED_HS_SICH_19
	Missed HS-SICH receptions = 19
	-

	MISSED_HS_SICH_20
	Missed HS-SICH receptions = 20
	-


Table 9.44Q

	Reported value
	Measured quantity value
	Unit

	TOTAL_HS_SICH_00
	Expected HS-SICH transmissions = 0
	-

	TOTAL_HS_SICH_01
	Expected HS-SICH transmissions = 1
	-

	TOTAL_HS_SICH_02
	Expected HS-SICH transmissions = 2
	-

	…
	…
	…

	TOTAL_HS_SICH_17
	Expected HS-SICH transmissions = 17
	-

	TOTAL_HS_SICH_18
	Expected HS-SICH transmissions = 18
	-

	TOTAL_HS_SICH_19
	Expected HS-SICH transmissions = 19
	-

	TOTAL_HS_SICH_20
	Expected HS-SICH transmissions = 20
	-
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