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Introduction

Simulation results for HSDPA performance when Rx diversity is employed are presented.  The simulations are based on the assumptions that were agreed in RAN4#32 for Fixed Reference channel H-SET 6 (10 code UE capability) [1].  Results for both no transmit diversity and STTD is presented.  The results do not include any implementation margin.  

Results

Table 1: FRC H-Set 6

	Channel Propagation Conditions
	Modulation Scheme
	HS-PDSCH Ec/Ior 
	Ior/Ioc
	Throughput (kbits/sec)

	PA3
	QPSK
	-9 dB
	10 dB
	2174

	
	
	-12 dB
	10 dB
	1342

	
	16QAM
	-6 dB
	10 dB
	2764

	
	
	-9 dB
	10 dB
	1749


Table 2: FRC H-Set 6 with STTD

	Channel Propagation Conditions
	Modulation Scheme
	HS-PDSCH Ec/Ior 
	Ior/Ioc
	Throughput (kbits/sec)

	PA3
	QPSK
	-9 dB
	10 dB
	2253

	
	
	-12 dB
	10 dB
	1390

	
	16QAM
	-6 dB
	10 dB
	2741

	
	
	-9 dB
	10 dB
	1832


Conclusion

Performance results for both FRC H-SET 6 and FRC H-SET 6 STTD have been presented.  
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