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Annex F:
Status of all 3GPP CRs after TSG SA #23 Meeting

	TSG Doc
	SPEC
	CR
	rev
	Current
version
	Phase
	SUBJECT
	TSG status
	Cat
	New
version
	Specification Title
	WI
	WG
Resp

	SP-040056
	01.01
	020
	1
	8.11.1
	R99
	Corrections to list of specifications
	withdrawn
	F
	
	Technical Specifications and Technical Reports for a GERAN-based 3GPP system
	TEI
	SP

	SP-040221
	01.01
	020
	1
	8.11.1
	R99
	Corrections to list of specifications
	approved
	F
	8.12.0
	Technical Specifications and Technical Reports for a GERAN-based 3GPP system
	TEI
	SP

	NP-040044
	03.16
	A046
	2
	7.6.0
	R98
	Correction to SS data for LCS SS
	approved
	F
	7.7.0
	Subscriber Data Management
	LCS
	N4

	SP-040040
	03.71
	045
	-
	8.7.0
	R99
	Routing of Emergency Calls based on Geographical Coordinates
	approved
	B
	8.8.0
	Location Services (LCS); Functional description; Stage 2
	LCS
	S2

	NP-040044
	09.02
	A340
	2
	7.14.0
	R98
	Correction to Insert Subscriber Data message for LCS SS
	approved
	F
	7.15.0
	Mobile Application Part (MAP) Specification
	LCS
	N4

	TP-040029
	11.10-4
	A061
	-
	8.6.0
	R99
	Correction of image instance descriptor for colour icons
	approved
	F
	8.7.0
	Mobile Station (MS) conformance specification; Part 4: Subscriber Interface Module (SIM) application toolkit conformance specification
	TEI
	T3

	TP-040021
	11.10-4
	A062
	-
	8.6.0
	R99
	Essential correction on Terminal Profile for the BIP Inclusion of tests on Open Channel for GPRS, on the user confirmation
	approved
	F
	8.7.0
	Mobile Station (MS) conformance specification; Part 4: Subscriber Interface Module (SIM) application toolkit conformance specification
	TEI
	T3

	TP-040021
	11.10-4
	A063
	-
	8.6.0
	R99
	CR 11.10-4 Launch Browser test cases
	approved
	F
	8.7.0
	Mobile Station (MS) conformance specification; Part 4: Subscriber Interface Module (SIM) application toolkit conformance specification
	TEI
	T3

	TP-040021
	11.10-4
	A064
	-
	8.6.0
	R99
	CR 11.10-4 R99: Essential corrections
	approved
	F
	8.7.0
	Mobile Station (MS) conformance specification; Part 4: Subscriber Interface Module (SIM) application toolkit conformance specification
	TEI
	T3

	TP-040021
	11.10-4
	A065
	-
	8.6.0
	R99
	CR 11.10-4 R99: Essential correction of coding convention
	approved
	F
	8.7.0
	Mobile Station (MS) conformance specification; Part 4: Subscriber Interface Module (SIM) application toolkit conformance specification
	TEI
	T3

	TP-040029
	11.11
	A139
	-
	8.11.0
	R99
	Correction of image instance descriptor for colour icons
	approved
	F
	8.12.0
	Specification of the Subscriber Identity Module - Mobile Equipment (SIM-ME) Interface
	TEI
	T3

	TP-040022
	11.14
	A219
	-
	8.15.0
	R99
	Clarification of Alpha Identifier for BIP commands
	approved
	F
	8.16.0
	Specification of the SIM Application Toolkit (SAT) for the Subscriber Identity Module - Mobile Equipment (SIM-ME) interface
	TEI
	T3

	SP-040056
	21.101
	018
	1
	3.12.0
	R99
	Corrections to list of specifications
	withdrawn
	F
	
	Technical Specifications and Technical Reports for a UTRAN-based 3GPP system
	TEI
	SP

	SP-040221
	21.101
	018
	1
	3.12.0
	R99
	Corrections to list of specifications
	approved
	F
	3.13.0
	Technical Specifications and Technical Reports for a UTRAN-based 3GPP system
	TEI
	SP

	SP-040056
	21.101
	020
	1
	5.5.0
	Rel-5
	Corrections to list of specifications
	revised
	F
	
	Technical Specifications and Technical Reports for a UTRAN-based 3GPP system
	TEI-5
	SP

	SP-040221
	21.101
	020
	2
	5.5.0
	Rel-5
	Corrections to list of specifications
	approved
	F
	5.6.0
	Technical Specifications and Technical Reports for a UTRAN-based 3GPP system
	TEI-5
	SP

	TP-040023
	21.111
	010
	-
	5.1.0
	Rel-6
	Update with respect to the third form factor and removal of an unused reference
	approved
	C
	6.0.0
	USIM and IC card requirements
	TEI
	T3

	SP-040057
	21.801
	005
	-
	4.3.0
	Rel-4
	Make this TR "Release-independent"
	revised
	F
	
	Specification drafting rules
	TEI
	SP

	SP-040186
	21.801
	005
	1
	4.3.0
	Rel-4
	Make this TR "Release-independent"
	approved
	F
	4.4.0
	Specification drafting rules
	TEI
	SP

	SP-040057
	21.801
	006
	-
	5.0.2
	R99
	Create a Release 1999 version of the drafting rules
	revised
	F
	
	Specification drafting rules
	TEI
	SP

	SP-040186
	21.801
	006
	1
	5.0.2
	R99
	Create a Release 1999 version of the drafting rules
	approved
	A
	3.0.0
	Specification drafting rules
	TEI
	SP

	SP-040186
	21.801
	007
	-
	5.0.2
	Rel-5
	Make this TR "Release-independent"
	approved
	A
	5.1.0
	Specification drafting rules
	TEI
	SP

	SP-040087
	21.905
	055
	-
	6.5.0
	Rel-6
	Acronyms for the Flexible Layer One
	approved
	B
	6.6.0
	Vocabulary for 3GPP Specifications
	FLOGER
	S1

	SP-040107
	21.905
	056
	-
	6.5.0
	Rel-6
	Add Subscription Management (SuM) Definition and Abbreviation to SA1's 21.905 - Align with SA5's 32.140/1, 32.171/2/... & 3GPP Work Plan (WI Acronym)
	approved
	F
	6.6.0
	Vocabulary for 3GPP Specifications
	SuM
	S1

	SP-040088
	22.011
	054
	-
	6.2.0
	Rel-6
	Periodic network selection attempts enhancement
	approved
	C
	6.3.0
	Service accessibility
	TEI
	S1

	SP-040089
	22.011
	055
	-
	6.2.0
	Rel-6
	System selection among multiple I-WLANs
	withdrawn
	C
	
	Service accessibility
	WLAN
	S1

	SP-040089
	22.011
	056
	-
	6.2.0
	Rel-6
	Priority usage of UICC parameters for I-WLAN
	approved
	F
	6.3.0
	Service accessibility
	WLAN
	S1

	SP-040101
	22.011
	057
	-
	6.2.0
	Rel-6
	Extraction of redundant WLAN network selection information [– now in WLAN TS22.234]
	approved
	D
	6.3.0
	Service accessibility
	WLAN
	S1

	SP-040097
	22.030
	011
	-
	5.0.0
	Rel-7
	Add a MMI Service Code of UE
	approved
	B
	7.0.0
	Man-Machine Interface (MMI) of the User Equipment (UE)
	CS-VSS
	S1

	SP-040101
	22.041
	012
	-
	6.1.0
	Rel-6
	Extraction of redundant WLAN related ODB text – now in WLAN TS22.234
	approved
	D
	6.2.0
	Operator Determined Call Barring
	WLAN
	S1

	SP-040085
	22.071
	066
	-
	3.4.0
	R99
	Routing of Emergency Calls based on Geographic Coordinates
	approved
	F
	3.5.0
	Location Services (LCS); Stage 1
	LCS
	S1

	SP-040085
	22.071
	067
	-
	4.5.0
	Rel-4
	Routing of Emergency Calls based on Geographic Coordinates
	approved
	A
	4.6.0
	Location Services (LCS); Stage 1
	LCS
	S1

	SP-040085
	22.071
	068
	-
	5.3.0
	Rel-5
	Routing of Emergency Calls based on Geographic Coordinates
	approved
	A
	5.4.0
	Location Services (LCS); Stage 1
	LCS
	S1

	SP-040090
	22.071
	069
	-
	6.6.0
	Rel-6
	Inclusion of U-TDOA positioning method
	approved
	F
	6.7.0
	Location Services (LCS); Stage 1
	LCS
	S1

	SP-040098
	22.078
	168
	-
	6.3.0
	Rel-7
	CSE change basic service
	approved
	B
	7.0.0
	Customized Applications for Mobile network Enhanced Logic (CAMEL); Service description; Stage 1
	CAMEL4
	S1

	SP-040086
	22.078
	169
	-
	5.12.0
	Rel-5
	MoveLeg precondition alignment
	approved
	F
	5.13.0
	Customized Applications for Mobile network Enhanced Logic (CAMEL); Service description; Stage 1
	CAMEL4
	S1

	SP-040086
	22.078
	170
	-
	6.3.0
	Rel-6
	MoveLeg precondition alignment
	approved
	A
	6.4.0
	Customized Applications for Mobile network Enhanced Logic (CAMEL); Service description; Stage 1
	CAMEL4
	S1

	SP-040084
	22.101
	142
	-
	3.16.0
	R99
	Alignment to TS 31.102 on FDN/BDN unsupported terminal procedure.
	approved
	F
	3.17.0
	Service aspects; Service principles
	TEI
	S1

	SP-040084
	22.101
	143
	-
	4.9.0
	Rel-4
	Alignment to TS 31.102 on FDN/BDN unsupported terminal procedure.
	approved
	A
	4.10.0
	Service aspects; Service principles
	TEI
	S1

	SP-040084
	22.101
	144
	-
	5.12.0
	Rel-5
	Alignment to TS 31.102 on FDN/BDN unsupported terminal procedure.
	approved
	A
	5.13.0
	Service aspects; Service principles
	TEI
	S1

	SP-040084
	22.101
	145
	-
	6.6.0
	Rel-6
	Alignment to TS 31.102 on FDN/BDN unsupported terminal procedure.
	approved
	A
	6.7.0
	Service aspects; Service principles
	TEI
	S1

	SP-040091
	22.101
	146
	-
	6.6.0
	Rel-6
	Improvements to Circuit Switched Video and Voice Service procedures
	approved
	B
	6.7.0
	Service aspects; Service principles
	CS-VVS
	S1

	SP-040083
	22.101
	147
	-
	3.16.0
	R99
	Correction of emergency call set-up MMI requirements
	approved
	F
	3.17.0
	Service aspects; Service principles
	EMC1
	S1

	SP-040083
	22.101
	148
	-
	4.9.0
	Rel-4
	Correction of emergency call set-up MMI requirements
	approved
	A
	4.10.0
	Service aspects; Service principles
	EMC1
	S1

	SP-040083
	22.101
	149
	-
	5.12.0
	Rel-5
	Correction of emergency call set-up MMI requirements
	approved
	A
	5.13.0
	Service aspects; Service principles
	EMC1
	S1

	SP-040101
	22.101
	150
	-
	6.6.0
	Rel-6
	Extraction of redundant WLAN information – now in WLAN TS22.234
	approved
	D
	6.7.0
	Service aspects; Service principles
	WLAN
	S1

	SP-040101
	22.101
	151
	-
	6.6.0
	Rel-6
	Extraction of redundant WLAN related simultaneous connection information [ now in WLAN TS22.234]
	approved
	D
	6.7.0
	Service aspects; Service principles
	WLAN
	S1

	SP-040101
	22.115
	020
	-
	6.3.0
	Rel-6
	Extraction of redundant WLAN charging information – now in WLAN TS22.234
	approved
	D
	6.4.0
	Service Aspects Charging and billing
	WLAN
	S1

	SP-040092
	22.127
	070
	-
	6.4.0
	Rel-6
	High Availability requirement for OSA
	revised
	B
	
	Service Requirement for the Open Services Access (OSA); Stage 1
	OSA3
	S1

	SP-040199
	22.127
	070
	1
	6.4.0
	Rel-6
	High Availability requirement for OSA
	approved
	B
	6.5.0
	Service Requirement for the Open Services Access (OSA); Stage 1
	OSA3
	S1

	SP-040093
	22.140
	041
	-
	6.4.0
	Rel-6
	MMS targetting UE elements
	revised
	B
	
	Multimedia Messaging Service (MMS);  Stage 1
	MMS
	S1

	SP-040203
	22.140
	041
	1
	6.4.0
	Rel-6
	MMS targetting UE elements
	approved
	B
	6.5.0
	Multimedia Messaging Service (MMS);  Stage 1
	MMS
	S1

	SP-040093
	22.140
	042
	-
	6.4.0
	Rel-6
	Prepaid – lack of credit error in MMS
	approved
	C
	6.5.0
	Multimedia Messaging Service (MMS);  Stage 1
	MESS6
	S1

	SP-040093
	22.140
	043
	-
	6.4.0
	Rel-6
	Handling of private addressing schemes
	rejected
	B
	
	Multimedia Messaging Service (MMS);  Stage 1
	MMS6-SR
	S1

	SP-040094
	22.146
	042
	-
	6.3.0
	Rel-6
	Clarification on user requirements for notification of multicast sessions
	approved
	F
	6.4.0
	Multimedia Broadcast/Multicast Service (MBMS); Stage 1
	MBMS
	S1

	SP-040095
	22.240
	005
	-
	6.2.0
	Rel-6
	GUP UE Requirements
	approved
	F
	6.3.0
	Service requirements for 3GPP Generic User Profile (GUP); Stage 1
	GUP
	S1

	SP-040096
	22.246
	001
	-
	6.0.0
	Rel-6
	CR on advertising of capabilities required to receive a particular transmission
	revised
	B
	
	Multimedia Broadcast/Multicast Service (MBMS) user services; Stage 1
	MBMS
	S1

	SP-040204
	22.246
	001
	1
	6.0.0
	Rel-6
	CR on advertising of capabilities required to receive a particular transmission
	approved
	B
	6.1.0
	Multimedia Broadcast/Multicast Service (MBMS) user services; Stage 1
	MBMS
	S1

	SP-040096
	22.246
	002
	-
	6.0.0
	Rel-6
	Addition of “MBMS transport service” definition
	withdrawn
	F
	
	Multimedia Broadcast/Multicast Service (MBMS) user services; Stage 1
	MBMS
	S1

	SP-040204
	22.246
	002
	-
	6.0.0
	Rel-6
	Addition of “MBMS transport service” definition
	approved
	F
	6.1.0
	Multimedia Broadcast/Multicast Service (MBMS) user services; Stage 1
	MBMS
	S1

	SP-040096
	22.246
	003
	-
	6.0.0
	Rel-6
	Clarification on delivery verification for MBMS user services
	withdrawn
	F
	
	Multimedia Broadcast/Multicast Service (MBMS) user services; Stage 1
	MBMS
	S1

	SP-040204
	22.246
	003
	-
	6.0.0
	Rel-6
	Clarification on delivery verification for MBMS user services
	approved
	F
	6.1.0
	Multimedia Broadcast/Multicast Service (MBMS) user services; Stage 1
	MBMS
	S1

	SP-040096
	22.246
	004
	-
	6.0.0
	Rel-6
	Using a single MBMS transport service for multiple MBMS user services
	revised
	C
	
	Multimedia Broadcast/Multicast Service (MBMS) user services; Stage 1
	MBMS
	S1

	SP-040204
	22.246
	004
	1
	6.0.0
	Rel-6
	Using a single MBMS transport service for multiple MBMS user services
	approved
	C
	6.1.0
	Multimedia Broadcast/Multicast Service (MBMS) user services; Stage 1
	MBMS
	S1

	SP-040031
	23.002
	136
	-
	6.3.0
	Rel-6
	Gq clean-up
	approved
	F
	6.4.0
	Network architecture
	QoS1
	S2

	NP-040105
	23.003
	085
	-
	6.1.0
	Rel-6
	WLAN access parameters moved from TS 24.234 to TS 23.003
	withdrawn
	B
	
	Numbering, addressing and identification
	WLAN
	N4

	NP-040058
	23.003
	085
	1
	6.1.0
	Rel-6
	Addition of WLAN access identities
	approved
	B
	6.2.0
	Numbering, addressing and identification
	WLAN
	N4

	NP-040056
	23.003
	087
	-
	6.1.0
	Rel-6
	Introduction of Presence Stage 3 (Ph, Pc and Pg) to the MAP interface
	approved
	B
	6.2.0
	Numbering, addressing and identification
	PRESENC
	N4

	NP-040060
	23.007
	008
	3
	5.1.0
	Rel-6
	Change of Restart Counter definition for enhanced GTP
	approved
	C
	6.0.0
	Restoration procedures
	GTP enhancement
	N4

	NP-040120
	23.008
	129
	-
	6.0.0
	Rel-6
	Inclusion of Access_Restriction_Data parameter
	withdrawn
	B
	
	Organisation of subscriber data
	TEI-6
	N4

	NP-040097
	23.008
	129
	-
	6.0.0
	Rel-6
	Inclusion of Access_Restriction_Data parameter
	withdrawn
	B
	
	Organisation of subscriber data
	TEI-6
	N4

	NP-040149
	23.008
	129
	-
	6.0.0
	Rel-6
	Inclusion of Access_Restriction_Data parameter
	approved
	B
	6.1.0
	Organisation of subscriber data
	TEI-6
	N4

	NP-040103
	23.008
	130
	2
	6.0.0
	Rel-6
	Add IMEISV to 'data stored in the HLR' due to ADD function
	revised
	B
	
	Organisation of subscriber data
	TEI-6
	N4

	NP-040124
	23.008
	130
	3
	6.0.0
	Rel-6
	Add IMEISV to 'data stored in the HLR' due to ADD function
	rejected
	B
	
	Organisation of subscriber data
	TEI-6
	N4

	NP-040031
	23.009
	102
	2
	5.7.0
	Rel-5
	Renaming of the Available Codecs List to Iu Supported Codecs List
	approved
	F
	5.8.0
	Handover procedures
	TEI-5
	N1

	NP-040097
	23.012
	014
	1
	5.2.0
	Rel-6
	Include administrative restriction subscription parameter
	withdrawn
	B
	
	Location management procedures
	TEI-6
	N4

	NP-040120
	23.012
	014
	1
	5.2.0
	Rel-6
	Include administrative restriction subscription parameter
	withdrawn
	B
	
	Location management procedures
	TEI-6
	N4

	NP-040149
	23.012
	014
	1
	5.2.0
	Rel-6
	Include administrative restriction subscription parameter
	approved
	B
	6.0.0
	Location management procedures
	TEI-6
	N4

	NP-040100
	23.012
	015
	2
	5.2.0
	Rel-6
	Addition of ADD feature
	revised
	B
	
	Location management procedures
	TEI-6
	N4

	NP-040121
	23.012
	015
	3
	5.2.0
	Rel-6
	Addition of ADD feature
	revised
	B
	
	Location management procedures
	TEI-6
	N4

	NP-040140
	23.012
	015
	4
	5.2.0
	Rel-6
	Addition of ADD feature
	rejected
	B
	
	Location management procedures
	TEI-6
	N4

	NP-040044
	23.016
	031
	2
	3.9.0
	R99
	Correction to SS data for LCS SS
	approved
	A
	3.10.0
	Subscriber data management; Stage 2
	LCS
	N4

	NP-040044
	23.016
	032
	2
	4.3.0
	Rel-4
	Correction to SS data for LCS SS
	approved
	A
	4.4.0
	Subscriber data management; Stage 2
	LCS
	N4

	NP-040044
	23.016
	033
	2
	5.2.0
	Rel-5
	Correction to SS data for LCS SS
	approved
	A
	5.3.0
	Subscriber data management; Stage 2
	LCS
	N4

	NP-040044
	23.016
	034
	2
	6.0.0
	Rel-6
	Correction to SS data for LCS SS
	approved
	A
	6.1.0
	Subscriber data management; Stage 2
	LCS
	N4

	NP-040097
	23.016
	035
	-
	6.0.0
	Rel-6
	Include administrative restriction subscription parameter
	withdrawn
	B
	
	Subscriber data management; Stage 2
	TEI-6
	N4

	NP-040120
	23.016
	035
	-
	6.0.0
	Rel-6
	Include administrative restriction subscription parameter
	revised
	B
	
	Subscriber data management; Stage 2
	TEI-6
	N4

	NP-040149
	23.016
	035
	1
	6.0.0
	Rel-6
	Include administrative restriction subscription parameter
	approved
	B
	6.1.0
	Subscriber data management; Stage 2
	TEI-6
	N4

	NP-040051
	23.018
	134
	-
	5.8.0
	Rel-5
	Incorrect implementation of  CR 133
	revised
	F
	
	Basic Call Handling; Technical realization
	SCUDIF
	N4

	NP-040139
	23.018
	134
	1
	5.8.0
	Rel-5
	Incorrect implementation of  CR 133
	approved
	F
	5.9.0
	Basic Call Handling; Technical realization
	SCUDIF
	N4

	NP-040051
	23.018
	135
	-
	6.1.0
	Rel-6
	Incorrect implementation of  CR 133
	revised
	A
	
	Basic Call Handling; Technical realization
	SCUDIF
	N4

	NP-040139
	23.018
	135
	1
	6.1.0
	Rel-6
	Incorrect implementation of  CR 133
	approved
	A
	6.2.0
	Basic Call Handling; Technical realization
	SCUDIF
	N4

	NP-040049
	23.018
	136
	1
	5.8.0
	Rel-5
	Default Basic Service for gsmSCF-initiated calls
	approved
	F
	5.9.0
	Basic Call Handling; Technical realization
	CAMEL4
	N4

	NP-040049
	23.018
	137
	-
	6.1.0
	Rel-6
	Default Basic Service for gsmSCF-initiated calls
	approved
	A
	6.2.0
	Basic Call Handling; Technical realization
	CAMEL4
	N4

	TP-040049
	23.040
	069
	-
	5.6.1
	Rel-5
	Correction of error message for MAP_ForwardShortMessage
	approved
	F
	5.7.0
	Technical realization of Short Message Service (SMS)
	TEI-5
	T2

	TP-040049
	23.040
	070
	-
	6.2.0
	Rel-6
	Correction of error message for MAP_ForwardShortMessage
	approved
	A
	6.3.0
	Technical realization of Short Message Service (SMS)
	TEI-5
	T2

	TP-040049
	23.040
	071
	-
	6.2.0
	Rel-6
	Procedure for confirming the existence of an SMS interworking agreement
	revised
	C
	
	Technical realization of Short Message Service (SMS)
	TEI-6
	T2

	TP-040059
	23.040
	071
	1
	6.2.0
	Rel-6
	Procedure for confirming the existence of an SMS interworking agreement
	approved
	C
	6.3.0
	Technical realization of Short Message Service (SMS)
	TEI-6
	T2

	SP-040032
	23.060
	476
	2
	5.7.0
	Rel-5
	Correction on PDP context to SAPI mapping
	approved
	F
	5.8.0
	General Packet Radio Service (GPRS) Service description; Stage 2
	TEI-5
	S2

	SP-040032
	23.060
	477
	2
	6.3.0
	Rel-6
	Correction on PDP context to SAPI mapping
	approved
	A
	6.4.0
	General Packet Radio Service (GPRS) Service description; Stage 2
	TEI-6
	S2

	SP-040032
	23.060
	481
	4
	6.3.0
	Rel-6
	Provision of S-CDR information to the GGSN
	approved
	C
	6.4.0
	General Packet Radio Service (GPRS) Service description; Stage 2
	CH
	S2

	SP-040032
	23.060
	482
	-
	6.3.0
	Rel-6
	Deletion of informative Annex B Figures and C Tables
	approved
	D
	6.4.0
	General Packet Radio Service (GPRS) Service description; Stage 2
	TEI-6
	S2

	SP-040032
	23.060
	483
	2
	6.3.0
	Rel-6
	Partial roaming restrictions
	approved
	B
	6.4.0
	General Packet Radio Service (GPRS) Service description; Stage 2
	TEI-6
	S2

	SP-040032
	23.060
	487
	1
	6.3.0
	Rel-6
	SGSN QoS restriction during GGSN initiated PDP ctx modification procedure
	approved
	F
	6.4.0
	General Packet Radio Service (GPRS) Service description; Stage 2
	TEI-6
	S2

	SP-040032
	23.060
	488
	3
	6.3.0
	Rel-6
	Addition of IMEISV for Automatic Device Detection function
	approved
	B
	6.4.0
	General Packet Radio Service (GPRS) Service description; Stage 2
	TEI-6
	S2

	SP-040032
	23.060
	490
	1
	6.3.0
	Rel-6
	Correction to pre-defined PFI
	approved
	F
	6.4.0
	General Packet Radio Service (GPRS) Service description; Stage 2
	TEI-6
	S2

	SP-040032
	23.060
	491
	-
	5.7.0
	Rel-5
	Removal of preservation procedure for realtime bearers in A/Gb mode
	approved
	F
	5.8.0
	General Packet Radio Service (GPRS) Service description; Stage 2
	TEI-5
	S2

	NP-040137
	23.078
	648
	1
	5.6.0
	Rel-5
	Missing DisconnectLeg Result to the gsmSCF
	approved
	F
	5.7.0
	customized Applications for Mobile network Enhanced Logic (CAMEL); Stage 2
	CAMEL4
	N2

	NP-040092
	23.078
	648
	1
	5.6.0
	Rel-5
	Missing DisconnectLeg Result to the gsmSCF
	revised
	F
	
	customized Applications for Mobile network Enhanced Logic (CAMEL); Stage 2
	CAMEL4
	N2

	NP-040110
	23.078
	648
	1
	5.6.0
	Rel-5
	Missing DisconnectLeg Result to the gsmSCF
	revised
	F
	
	customized Applications for Mobile network Enhanced Logic (CAMEL); Stage 2
	CAMEL4
	N2

	NP-040137
	23.078
	649
	1
	6.0.0
	Rel-6
	Missing DisconnectLeg Result to the gsmSCF
	approved
	A
	6.1.0
	customized Applications for Mobile network Enhanced Logic (CAMEL); Stage 2
	CAMEL4
	N2

	NP-040092
	23.078
	649
	1
	6.0.0
	Rel-6
	Missing DisconnectLeg Result to the gsmSCF
	revised
	A
	
	customized Applications for Mobile network Enhanced Logic (CAMEL); Stage 2
	CAMEL4
	N2

	NP-040110
	23.078
	649
	1
	6.0.0
	Rel-6
	Missing DisconnectLeg Result to the gsmSCF
	revised
	A
	
	customized Applications for Mobile network Enhanced Logic (CAMEL); Stage 2
	CAMEL4
	N2

	NP-040137
	23.078
	651
	1
	6.0.0
	Rel-6
	Correction to DP description tables
	approved
	A
	6.1.0
	customized Applications for Mobile network Enhanced Logic (CAMEL); Stage 2
	CAMEL4
	N2

	NP-040092
	23.078
	651
	1
	6.0.0
	Rel-6
	Correction to DP description tables
	revised
	A
	
	customized Applications for Mobile network Enhanced Logic (CAMEL); Stage 2
	CAMEL4
	N2

	NP-040110
	23.078
	651
	1
	6.0.0
	Rel-6
	Correction to DP description tables
	revised
	A
	
	customized Applications for Mobile network Enhanced Logic (CAMEL); Stage 2
	CAMEL4
	N2

	NP-040094
	23.078
	652
	-
	6.0.0
	Rel-6
	EDS and DisconnectLeg interworking
	approved
	F
	6.1.0
	customized Applications for Mobile network Enhanced Logic (CAMEL); Stage 2
	EDCAMEL
	N2

	NP-040090
	23.078
	653
	-
	3.18.0
	R99
	DP Triggering without having armed the TDP
	approved
	F
	3.19.0
	customized Applications for Mobile network Enhanced Logic (CAMEL); Stage 2
	CAMEL3
	N2

	NP-040090
	23.078
	654
	-
	4.10.0
	Rel-4
	DP Triggering without having armed the TDP
	approved
	A
	4.11.0
	customized Applications for Mobile network Enhanced Logic (CAMEL); Stage 2
	CAMEL3
	N2

	NP-040090
	23.078
	655
	-
	5.6.0
	Rel-5
	DP Triggering without having armed the TDP
	approved
	A
	5.7.0
	customized Applications for Mobile network Enhanced Logic (CAMEL); Stage 2
	CAMEL4
	N2

	NP-040090
	23.078
	656
	-
	6.0.0
	Rel-6
	DP Triggering without having armed the TDP
	approved
	A
	6.1.0
	customized Applications for Mobile network Enhanced Logic (CAMEL); Stage 2
	CAMEL4
	N2

	NP-040094
	23.078
	657
	-
	6.0.0
	Rel-6
	No receipt of Int_DP_Analysed_Information in state Monitoring
	revised
	D
	
	customized Applications for Mobile network Enhanced Logic (CAMEL); Stage 2
	EDCAMEL
	N2

	NP-040145
	23.078
	657
	1
	6.0.0
	Rel-6
	No receipt of Int_DP_Analysed_Information in state Monitoring
	approved
	F
	6.1.0
	customized Applications for Mobile network Enhanced Logic (CAMEL); Stage 2
	EDCAMEL
	N2

	NP-040109
	23.078
	661
	1
	5.6.0
	Rel-5
	Correction to dialed services triggering for NP and NC calls
	withdrawn
	F
	
	customized Applications for Mobile network Enhanced Logic (CAMEL); Stage 2
	CAMEL4
	N2

	NP-040136
	23.078
	661
	1
	5.6.0
	Rel-5
	Correction to dialed services triggering for NP and NC calls
	approved
	F
	5.7.0
	customized Applications for Mobile network Enhanced Logic (CAMEL); Stage 2
	CAMEL4
	N2

	NP-040091
	23.078
	661
	1
	5.6.0
	Rel-5
	Correction to dialed services triggering for NP and NC calls
	revised
	F
	
	customized Applications for Mobile network Enhanced Logic (CAMEL); Stage 2
	CAMEL4
	N2

	NP-040137
	23.078
	662
	1
	5.6.0
	Rel-5
	Correction to DP description tables
	approved
	F
	5.7.0
	customized Applications for Mobile network Enhanced Logic (CAMEL); Stage 2
	CAMEL4
	N2

	NP-040110
	23.078
	662
	1
	5.6.0
	Rel-5
	Correction to DP description tables
	revised
	F
	
	customized Applications for Mobile network Enhanced Logic (CAMEL); Stage 2
	CAMEL4
	N2

	NP-040092
	23.078
	662
	1
	5.6.0
	Rel-5
	Correction to DP description tables
	revised
	F
	
	customized Applications for Mobile network Enhanced Logic (CAMEL); Stage 2
	CAMEL4
	N2

	NP-040109
	23.078
	663
	-
	5.6.0
	Rel-5
	Correction to No Answer handling (CAMEL_OCH_MSC2)
	withdrawn
	F
	
	customized Applications for Mobile network Enhanced Logic (CAMEL); Stage 2
	CAMEL4
	N2

	NP-040091
	23.078
	663
	-
	5.6.0
	Rel-5
	Correction to No Answer handling (CAMEL_OCH_MSC2)
	revised
	F
	
	customized Applications for Mobile network Enhanced Logic (CAMEL); Stage 2
	CAMEL4
	N2

	NP-040136
	23.078
	663
	-
	5.6.0
	Rel-5
	Correction to No Answer handling (CAMEL_OCH_MSC2)
	approved
	F
	5.7.0
	customized Applications for Mobile network Enhanced Logic (CAMEL); Stage 2
	CAMEL4
	N2

	NP-040136
	23.078
	666
	1
	5.6.0
	Rel-5
	Handling of DFCWA in ETC and CTR procedures
	approved
	F
	5.7.0
	customized Applications for Mobile network Enhanced Logic (CAMEL); Stage 2
	CAMEL4
	N2

	NP-040109
	23.078
	666
	1
	5.6.0
	Rel-5
	Handling of DFCWA in ETC and CTR procedures
	withdrawn
	F
	
	customized Applications for Mobile network Enhanced Logic (CAMEL); Stage 2
	CAMEL4
	N2

	NP-040091
	23.078
	666
	1
	5.6.0
	Rel-5
	Handling of DFCWA in ETC and CTR procedures
	revised
	F
	
	customized Applications for Mobile network Enhanced Logic (CAMEL); Stage 2
	CAMEL4
	N2

	NP-040092
	23.078
	667
	1
	5.6.0
	Rel-5
	Correction to CUG handling for NP calls
	revised
	F
	
	customized Applications for Mobile network Enhanced Logic (CAMEL); Stage 2
	CAMEL4
	N2

	NP-040137
	23.078
	667
	1
	5.6.0
	Rel-5
	Correction to CUG handling for NP calls
	approved
	F
	5.7.0
	customized Applications for Mobile network Enhanced Logic (CAMEL); Stage 2
	CAMEL4
	N2

	NP-040110
	23.078
	667
	1
	5.6.0
	Rel-5
	Correction to CUG handling for NP calls
	revised
	F
	
	customized Applications for Mobile network Enhanced Logic (CAMEL); Stage 2
	CAMEL4
	N2

	NP-040092
	23.078
	668
	1
	5.6.0
	Rel-5
	Correction to CAMEL_ICA_MSC (hanging connector)
	revised
	F
	
	customized Applications for Mobile network Enhanced Logic (CAMEL); Stage 2
	CAMEL4
	N2

	NP-040137
	23.078
	668
	1
	5.6.0
	Rel-5
	Correction to CAMEL_ICA_MSC (hanging connector)
	approved
	F
	5.7.0
	customized Applications for Mobile network Enhanced Logic (CAMEL); Stage 2
	CAMEL4
	N2

	NP-040110
	23.078
	668
	1
	5.6.0
	Rel-5
	Correction to CAMEL_ICA_MSC (hanging connector)
	revised
	F
	
	customized Applications for Mobile network Enhanced Logic (CAMEL); Stage 2
	CAMEL4
	N2

	NP-040110
	23.078
	669
	1
	5.6.0
	Rel-5
	Allowing Export_leg at DP Alerting and DP Answer
	revised
	F
	
	customized Applications for Mobile network Enhanced Logic (CAMEL); Stage 2
	CAMEL4
	N2

	NP-040092
	23.078
	669
	1
	5.6.0
	Rel-5
	Allowing Export_leg at DP Alerting and DP Answer
	revised
	F
	
	customized Applications for Mobile network Enhanced Logic (CAMEL); Stage 2
	CAMEL4
	N2

	NP-040137
	23.078
	669
	1
	5.6.0
	Rel-5
	Allowing Export_leg at DP Alerting and DP Answer
	approved
	F
	5.7.0
	customized Applications for Mobile network Enhanced Logic (CAMEL); Stage 2
	CAMEL4
	N2

	NP-040091
	23.078
	670
	-
	5.6.0
	Rel-5
	Correction to handling of DFC in CS_gsmSSF
	revised
	F
	
	customized Applications for Mobile network Enhanced Logic (CAMEL); Stage 2
	CAMEL4
	N2

	NP-040109
	23.078
	670
	-
	5.6.0
	Rel-5
	Correction to handling of DFC in CS_gsmSSF
	withdrawn
	F
	
	customized Applications for Mobile network Enhanced Logic (CAMEL); Stage 2
	CAMEL4
	N2

	NP-040136
	23.078
	670
	-
	5.6.0
	Rel-5
	Correction to handling of DFC in CS_gsmSSF
	approved
	F
	5.7.0
	customized Applications for Mobile network Enhanced Logic (CAMEL); Stage 2
	CAMEL4
	N2

	NP-040137
	23.078
	671
	2
	5.6.0
	Rel-5
	Correction to Request Report BCSM Event handling in CSA_gsmSSF
	approved
	F
	5.7.0
	customized Applications for Mobile network Enhanced Logic (CAMEL); Stage 2
	CAMEL4
	N2

	NP-040092
	23.078
	671
	2
	5.6.0
	Rel-5
	Correction to Request Report BCSM Event handling in CSA_gsmSSF
	revised
	F
	
	customized Applications for Mobile network Enhanced Logic (CAMEL); Stage 2
	CAMEL4
	N2

	NP-040110
	23.078
	671
	2
	5.6.0
	Rel-5
	Correction to Request Report BCSM Event handling in CSA_gsmSSF
	revised
	F
	
	customized Applications for Mobile network Enhanced Logic (CAMEL); Stage 2
	CAMEL4
	N2

	NP-040137
	23.078
	673
	2
	5.6.0
	Rel-5
	Correction to Split Leg handling in CSA_gsmSSF
	approved
	F
	5.7.0
	customized Applications for Mobile network Enhanced Logic (CAMEL); Stage 2
	CAMEL4
	N2

	NP-040092
	23.078
	673
	2
	5.6.0
	Rel-5
	Correction to Split Leg handling in CSA_gsmSSF
	revised
	F
	
	customized Applications for Mobile network Enhanced Logic (CAMEL); Stage 2
	CAMEL4
	N2

	NP-040110
	23.078
	673
	2
	5.6.0
	Rel-5
	Correction to Split Leg handling in CSA_gsmSSF
	revised
	F
	
	customized Applications for Mobile network Enhanced Logic (CAMEL); Stage 2
	CAMEL4
	N2

	NP-040091
	23.078
	674
	1
	5.6.0
	Rel-5
	Correction to both way through parameter for ETC and CTR
	revised
	F
	
	customized Applications for Mobile network Enhanced Logic (CAMEL); Stage 2
	CAMEL4
	N2

	NP-040109
	23.078
	674
	1
	5.6.0
	Rel-5
	Correction to both way through parameter for ETC and CTR
	withdrawn
	F
	
	customized Applications for Mobile network Enhanced Logic (CAMEL); Stage 2
	CAMEL4
	N2

	NP-040136
	23.078
	674
	1
	5.6.0
	Rel-5
	Correction to both way through parameter for ETC and CTR
	approved
	F
	5.7.0
	customized Applications for Mobile network Enhanced Logic (CAMEL); Stage 2
	CAMEL4
	N2

	NP-040137
	23.078
	675
	1
	5.6.0
	Rel-5
	Correction to CS ID in Prompt & Collect User Information
	approved
	F
	5.7.0
	customized Applications for Mobile network Enhanced Logic (CAMEL); Stage 2
	CAMEL4
	N2

	NP-040110
	23.078
	675
	1
	5.6.0
	Rel-5
	Correction to CS ID in Prompt & Collect User Information
	revised
	F
	
	customized Applications for Mobile network Enhanced Logic (CAMEL); Stage 2
	CAMEL4
	N2

	NP-040092
	23.078
	675
	1
	5.6.0
	Rel-5
	Correction to CS ID in Prompt & Collect User Information
	revised
	F
	
	customized Applications for Mobile network Enhanced Logic (CAMEL); Stage 2
	CAMEL4
	N2

	NP-040109
	23.078
	676
	1
	5.6.0
	Rel-5
	Correction to forwarded leg handling with Suppress O-CSI
	withdrawn
	F
	
	customized Applications for Mobile network Enhanced Logic (CAMEL); Stage 2
	CAMEL4
	N2

	NP-040136
	23.078
	676
	1
	5.6.0
	Rel-5
	Correction to forwarded leg handling with Suppress O-CSI
	approved
	F
	5.7.0
	customized Applications for Mobile network Enhanced Logic (CAMEL); Stage 2
	CAMEL4
	N2

	NP-040091
	23.078
	676
	1
	5.6.0
	Rel-5
	Correction to forwarded leg handling with Suppress O-CSI
	revised
	F
	
	customized Applications for Mobile network Enhanced Logic (CAMEL); Stage 2
	CAMEL4
	N2

	NP-040136
	23.078
	677
	1
	5.6.0
	Rel-5
	Correction to ORLCF handling for CAMEL calls in VMSC
	approved
	F
	5.7.0
	customized Applications for Mobile network Enhanced Logic (CAMEL); Stage 2
	CAMEL4
	N2

	NP-040109
	23.078
	677
	1
	5.6.0
	Rel-5
	Correction to ORLCF handling for CAMEL calls in VMSC
	withdrawn
	F
	
	customized Applications for Mobile network Enhanced Logic (CAMEL); Stage 2
	CAMEL4
	N2

	NP-040091
	23.078
	677
	1
	5.6.0
	Rel-5
	Correction to ORLCF handling for CAMEL calls in VMSC
	revised
	F
	
	customized Applications for Mobile network Enhanced Logic (CAMEL); Stage 2
	CAMEL4
	N2

	NP-040091
	23.078
	678
	-
	5.6.0
	Rel-5
	Correction to Information Location at DP O_Term_Seized
	revised
	F
	
	customized Applications for Mobile network Enhanced Logic (CAMEL); Stage 2
	CAMEL4
	N2

	NP-040109
	23.078
	678
	-
	5.6.0
	Rel-5
	Correction to Information Location at DP O_Term_Seized
	withdrawn
	F
	
	customized Applications for Mobile network Enhanced Logic (CAMEL); Stage 2
	CAMEL4
	N2

	NP-040136
	23.078
	678
	-
	5.6.0
	Rel-5
	Correction to Information Location at DP O_Term_Seized
	approved
	F
	5.7.0
	customized Applications for Mobile network Enhanced Logic (CAMEL); Stage 2
	CAMEL4
	N2

	NP-040137
	23.078
	679
	2
	5.6.0
	Rel-5
	Correction to Tssf timer at Apply Charging
	approved
	F
	5.7.0
	customized Applications for Mobile network Enhanced Logic (CAMEL); Stage 2
	CAMEL4
	N2

	NP-040092
	23.078
	679
	2
	5.6.0
	Rel-5
	Correction to Tssf timer at Apply Charging
	revised
	F
	
	customized Applications for Mobile network Enhanced Logic (CAMEL); Stage 2
	CAMEL4
	N2

	NP-040110
	23.078
	679
	2
	5.6.0
	Rel-5
	Correction to Tssf timer at Apply Charging
	revised
	F
	
	customized Applications for Mobile network Enhanced Logic (CAMEL); Stage 2
	CAMEL4
	N2

	NP-040092
	23.078
	680
	1
	5.6.0
	Rel-5
	Correction to SplitLeg preconditions
	revised
	F
	
	customized Applications for Mobile network Enhanced Logic (CAMEL); Stage 2
	CAMEL4
	N2

	NP-040137
	23.078
	680
	1
	5.6.0
	Rel-5
	Correction to SplitLeg preconditions
	approved
	F
	5.7.0
	customized Applications for Mobile network Enhanced Logic (CAMEL); Stage 2
	CAMEL4
	N2

	NP-040110
	23.078
	680
	1
	5.6.0
	Rel-5
	Correction to SplitLeg preconditions
	revised
	F
	
	customized Applications for Mobile network Enhanced Logic (CAMEL); Stage 2
	CAMEL4
	N2

	NP-040111
	23.078
	681
	2
	5.6.0
	Rel-5
	Correction to Disconnect Leg preconditions
	revised
	F
	
	customized Applications for Mobile network Enhanced Logic (CAMEL); Stage 2
	CAMEL4
	N2

	NP-040093
	23.078
	681
	2
	5.6.0
	Rel-5
	Correction to Disconnect Leg preconditions
	revised
	F
	
	customized Applications for Mobile network Enhanced Logic (CAMEL); Stage 2
	CAMEL4
	N2

	NP-040138
	23.078
	681
	2
	5.6.0
	Rel-5
	Correction to Disconnect Leg preconditions
	approved
	F
	5.7.0
	customized Applications for Mobile network Enhanced Logic (CAMEL); Stage 2
	CAMEL4
	N2

	NP-040093
	23.078
	682
	2
	6.0.0
	Rel-6
	Enhancement of Event Specific Information for DP ‘Change of Position’
	revised
	B
	
	customized Applications for Mobile network Enhanced Logic (CAMEL); Stage 2
	CAMEL4
	N2

	NP-040138
	23.078
	682
	2
	6.0.0
	Rel-6
	Enhancement of Event Specific Information for DP ‘Change of Position’
	approved
	B
	6.1.0
	customized Applications for Mobile network Enhanced Logic (CAMEL); Stage 2
	TEI-6
	N2

	NP-040111
	23.078
	682
	2
	6.0.0
	Rel-6
	Enhancement of Event Specific Information for DP ‘Change of Position’
	revised
	B
	
	customized Applications for Mobile network Enhanced Logic (CAMEL); Stage 2
	CAMEL4
	N2

	NP-040090
	23.078
	686
	1
	6.0.0
	Rel-6
	GPRS ODB reporting to CAMEL SCP
	revised
	F
	
	customized Applications for Mobile network Enhanced Logic (CAMEL); Stage 2
	CAMEL3
	N2

	NP-040131
	23.078
	686
	1
	6.0.0
	Rel-6
	GPRS ODB reporting to CAMEL SCP
	approved
	F
	6.1.0
	customized Applications for Mobile network Enhanced Logic (CAMEL); Stage 2
	TEI-6
	N2

	NP-040095
	23.078
	688
	2
	6.0.0
	Rel-6
	CAMEL4 SCUDIF notification during active call for prepay
	approved
	B
	6.1.0
	customized Applications for Mobile network Enhanced Logic (CAMEL); Stage 2
	SCCAMEL
	N2

	NP-040111
	23.078
	689
	1
	6.0.0
	Rel-6
	NoReply timer clarification for follow-on calls
	revised
	F
	
	customized Applications for Mobile network Enhanced Logic (CAMEL); Stage 2
	CAMEL4
	N2

	NP-040093
	23.078
	689
	1
	6.0.0
	Rel-6
	NoReply timer clarification for follow-on calls
	revised
	F
	
	customized Applications for Mobile network Enhanced Logic (CAMEL); Stage 2
	CAMEL4
	N2

	NP-040138
	23.078
	689
	1
	6.0.0
	Rel-6
	NoReply timer clarification for follow-on calls
	approved
	F
	6.1.0
	customized Applications for Mobile network Enhanced Logic (CAMEL); Stage 2
	TEI-6
	N2

	NP-040096
	23.078
	692
	4
	5.6.0
	Rel-5
	Adding the Layer Compatibility information elements over the gsmSSF – gsmSCF interface
	approved
	F
	5.7.0
	customized Applications for Mobile network Enhanced Logic (CAMEL); Stage 2
	CAMEL4
	N2

	NP-040096
	23.078
	693
	1
	6.0.0
	Rel-6
	Adding the Layer Compatibility information elements over the gsmSSF – gsmSCF interface
	approved
	A
	6.1.0
	customized Applications for Mobile network Enhanced Logic (CAMEL); Stage 2
	CAMEL4
	N2

	NP-040109
	23.078
	694
	-
	6.0.0
	Rel-6
	Correction to dialed services triggering for NP and NC calls
	withdrawn
	A
	
	customized Applications for Mobile network Enhanced Logic (CAMEL); Stage 2
	CAMEL4
	N2

	NP-040136
	23.078
	694
	-
	6.0.0
	Rel-6
	Correction to dialed services triggering for NP and NC calls
	approved
	A
	6.1.0
	customized Applications for Mobile network Enhanced Logic (CAMEL); Stage 2
	CAMEL4
	N2

	NP-040091
	23.078
	694
	-
	6.0.0
	Rel-6
	Correction to dialed services triggering for NP and NC calls
	revised
	A
	
	customized Applications for Mobile network Enhanced Logic (CAMEL); Stage 2
	CAMEL4
	N2

	NP-040136
	23.078
	695
	-
	6.0.0
	Rel-6
	Correction to No Answer handling (CAMEL_OCH_MSC2)
	approved
	A
	6.1.0
	customized Applications for Mobile network Enhanced Logic (CAMEL); Stage 2
	CAMEL4
	N2

	NP-040091
	23.078
	695
	-
	6.0.0
	Rel-6
	Correction to No Answer handling (CAMEL_OCH_MSC2)
	revised
	A
	
	customized Applications for Mobile network Enhanced Logic (CAMEL); Stage 2
	CAMEL4
	N2

	NP-040109
	23.078
	695
	-
	6.0.0
	Rel-6
	Correction to No Answer handling (CAMEL_OCH_MSC2)
	withdrawn
	A
	
	customized Applications for Mobile network Enhanced Logic (CAMEL); Stage 2
	CAMEL4
	N2

	NP-040136
	23.078
	696
	-
	6.0.0
	Rel-6
	Correction to handling of DFC in CS_gsmSSF
	approved
	A
	6.1.0
	customized Applications for Mobile network Enhanced Logic (CAMEL); Stage 2
	CAMEL4
	N2

	NP-040091
	23.078
	696
	-
	6.0.0
	Rel-6
	Correction to handling of DFC in CS_gsmSSF
	revised
	A
	
	customized Applications for Mobile network Enhanced Logic (CAMEL); Stage 2
	CAMEL4
	N2

	NP-040109
	23.078
	696
	-
	6.0.0
	Rel-6
	Correction to handling of DFC in CS_gsmSSF
	withdrawn
	A
	
	customized Applications for Mobile network Enhanced Logic (CAMEL); Stage 2
	CAMEL4
	N2

	NP-040091
	23.078
	697
	-
	6.0.0
	Rel-6
	Correction to both way through parameter for ETC and CTR
	revised
	A
	
	customized Applications for Mobile network Enhanced Logic (CAMEL); Stage 2
	CAMEL4
	N2

	NP-040109
	23.078
	697
	-
	6.0.0
	Rel-6
	Correction to both way through parameter for ETC and CTR
	withdrawn
	A
	
	customized Applications for Mobile network Enhanced Logic (CAMEL); Stage 2
	CAMEL4
	N2

	NP-040136
	23.078
	697
	-
	6.0.0
	Rel-6
	Correction to both way through parameter for ETC and CTR
	approved
	A
	6.1.0
	customized Applications for Mobile network Enhanced Logic (CAMEL); Stage 2
	CAMEL4
	N2

	NP-040109
	23.078
	698
	-
	6.0.0
	Rel-6
	Correction to forwarded leg handling with Suppress O-CSI
	withdrawn
	A
	
	customized Applications for Mobile network Enhanced Logic (CAMEL); Stage 2
	CAMEL4
	N2

	NP-040091
	23.078
	698
	-
	6.0.0
	Rel-6
	Correction to forwarded leg handling with Suppress O-CSI
	revised
	A
	
	customized Applications for Mobile network Enhanced Logic (CAMEL); Stage 2
	CAMEL4
	N2

	NP-040136
	23.078
	698
	-
	6.0.0
	Rel-6
	Correction to forwarded leg handling with Suppress O-CSI
	approved
	A
	6.1.0
	customized Applications for Mobile network Enhanced Logic (CAMEL); Stage 2
	CAMEL4
	N2

	NP-040091
	23.078
	699
	-
	6.0.0
	Rel-6
	Correction to ORLCF handling for CAMEL calls in VMSC
	revised
	A
	
	customized Applications for Mobile network Enhanced Logic (CAMEL); Stage 2
	CAMEL4
	N2

	NP-040136
	23.078
	699
	-
	6.0.0
	Rel-6
	Correction to ORLCF handling for CAMEL calls in VMSC
	approved
	A
	6.1.0
	customized Applications for Mobile network Enhanced Logic (CAMEL); Stage 2
	CAMEL4
	N2

	NP-040109
	23.078
	699
	-
	6.0.0
	Rel-6
	Correction to ORLCF handling for CAMEL calls in VMSC
	withdrawn
	A
	
	customized Applications for Mobile network Enhanced Logic (CAMEL); Stage 2
	CAMEL4
	N2

	NP-040136
	23.078
	700
	-
	6.0.0
	Rel-6
	Handling of DFCWA in ETC and CTR procedures
	approved
	A
	6.1.0
	customized Applications for Mobile network Enhanced Logic (CAMEL); Stage 2
	CAMEL4
	N2

	NP-040109
	23.078
	700
	-
	6.0.0
	Rel-6
	Handling of DFCWA in ETC and CTR procedures
	withdrawn
	A
	
	customized Applications for Mobile network Enhanced Logic (CAMEL); Stage 2
	CAMEL4
	N2

	NP-040091
	23.078
	700
	-
	6.0.0
	Rel-6
	Handling of DFCWA in ETC and CTR procedures
	revised
	A
	
	customized Applications for Mobile network Enhanced Logic (CAMEL); Stage 2
	CAMEL4
	N2

	NP-040110
	23.078
	701
	-
	6.0.0
	Rel-6
	Correction to CUG handling for NP calls
	revised
	A
	
	customized Applications for Mobile network Enhanced Logic (CAMEL); Stage 2
	CAMEL4
	N2

	NP-040092
	23.078
	701
	-
	6.0.0
	Rel-6
	Correction to CUG handling for NP calls
	revised
	A
	
	customized Applications for Mobile network Enhanced Logic (CAMEL); Stage 2
	CAMEL4
	N2

	NP-040137
	23.078
	701
	-
	6.0.0
	Rel-6
	Correction to CUG handling for NP calls
	approved
	A
	6.1.0
	customized Applications for Mobile network Enhanced Logic (CAMEL); Stage 2
	CAMEL4
	N2

	NP-040137
	23.078
	702
	-
	6.0.0
	Rel-6
	Correction to CAMEL_ICA_MSC (hanging connector)
	approved
	A
	6.1.0
	customized Applications for Mobile network Enhanced Logic (CAMEL); Stage 2
	CAMEL4
	N2

	NP-040110
	23.078
	702
	-
	6.0.0
	Rel-6
	Correction to CAMEL_ICA_MSC (hanging connector)
	revised
	A
	
	customized Applications for Mobile network Enhanced Logic (CAMEL); Stage 2
	CAMEL4
	N2

	NP-040092
	23.078
	702
	-
	6.0.0
	Rel-6
	Correction to CAMEL_ICA_MSC (hanging connector)
	revised
	A
	
	customized Applications for Mobile network Enhanced Logic (CAMEL); Stage 2
	CAMEL4
	N2

	NP-040092
	23.078
	703
	-
	6.0.0
	Rel-6
	Correction to Request Report BCSM Event handling in CSA_gsmSSF
	revised
	A
	
	customized Applications for Mobile network Enhanced Logic (CAMEL); Stage 2
	CAMEL4
	N2

	NP-040137
	23.078
	703
	-
	6.0.0
	Rel-6
	Correction to Request Report BCSM Event handling in CSA_gsmSSF
	approved
	A
	6.1.0
	customized Applications for Mobile network Enhanced Logic (CAMEL); Stage 2
	CAMEL4
	N2

	NP-040110
	23.078
	703
	-
	6.0.0
	Rel-6
	Correction to Request Report BCSM Event handling in CSA_gsmSSF
	revised
	A
	
	customized Applications for Mobile network Enhanced Logic (CAMEL); Stage 2
	CAMEL4
	N2

	NP-040137
	23.078
	704
	-
	6.0.0
	Rel-6
	Correction to Split Leg handling in CSA_gsmSSF
	approved
	A
	6.1.0
	customized Applications for Mobile network Enhanced Logic (CAMEL); Stage 2
	CAMEL4
	N2

	NP-040092
	23.078
	704
	-
	6.0.0
	Rel-6
	Correction to Split Leg handling in CSA_gsmSSF
	revised
	A
	
	customized Applications for Mobile network Enhanced Logic (CAMEL); Stage 2
	CAMEL4
	N2

	NP-040110
	23.078
	704
	-
	6.0.0
	Rel-6
	Correction to Split Leg handling in CSA_gsmSSF
	revised
	A
	
	customized Applications for Mobile network Enhanced Logic (CAMEL); Stage 2
	CAMEL4
	N2

	NP-040092
	23.078
	705
	-
	6.0.0
	Rel-6
	Correction to CS ID in Prompt & Collect User Information
	revised
	A
	
	customized Applications for Mobile network Enhanced Logic (CAMEL); Stage 2
	CAMEL4
	N2

	NP-040137
	23.078
	705
	-
	6.0.0
	Rel-6
	Correction to CS ID in Prompt & Collect User Information
	approved
	A
	6.1.0
	customized Applications for Mobile network Enhanced Logic (CAMEL); Stage 2
	CAMEL4
	N2

	NP-040110
	23.078
	705
	-
	6.0.0
	Rel-6
	Correction to CS ID in Prompt & Collect User Information
	revised
	A
	
	customized Applications for Mobile network Enhanced Logic (CAMEL); Stage 2
	CAMEL4
	N2

	NP-040092
	23.078
	706
	-
	6.0.0
	Rel-6
	Correction to SplitLeg preconditions
	revised
	A
	
	customized Applications for Mobile network Enhanced Logic (CAMEL); Stage 2
	CAMEL4
	N2

	NP-040137
	23.078
	706
	-
	6.0.0
	Rel-6
	Correction to SplitLeg preconditions
	approved
	A
	6.1.0
	customized Applications for Mobile network Enhanced Logic (CAMEL); Stage 2
	CAMEL4
	N2

	NP-040110
	23.078
	706
	-
	6.0.0
	Rel-6
	Correction to SplitLeg preconditions
	revised
	A
	
	customized Applications for Mobile network Enhanced Logic (CAMEL); Stage 2
	CAMEL4
	N2

	NP-040138
	23.078
	707
	-
	6.0.0
	Rel-6
	Correction to Disconnect Leg preconditions
	approved
	A
	6.1.0
	customized Applications for Mobile network Enhanced Logic (CAMEL); Stage 2
	CAMEL4
	N2

	NP-040093
	23.078
	707
	-
	6.0.0
	Rel-6
	Correction to Disconnect Leg preconditions
	revised
	A
	
	customized Applications for Mobile network Enhanced Logic (CAMEL); Stage 2
	CAMEL4
	N2

	NP-040111
	23.078
	707
	-
	6.0.0
	Rel-6
	Correction to Disconnect Leg preconditions
	revised
	A
	
	customized Applications for Mobile network Enhanced Logic (CAMEL); Stage 2
	CAMEL4
	N2

	NP-040136
	23.078
	708
	-
	6.0.0
	Rel-6
	Correction to Information Location at DP O_Term_Seized
	approved
	A
	6.1.0
	customized Applications for Mobile network Enhanced Logic (CAMEL); Stage 2
	CAMEL4
	N2

	NP-040109
	23.078
	708
	-
	6.0.0
	Rel-6
	Correction to Information Location at DP O_Term_Seized
	withdrawn
	A
	
	customized Applications for Mobile network Enhanced Logic (CAMEL); Stage 2
	CAMEL4
	N2

	NP-040091
	23.078
	708
	-
	6.0.0
	Rel-6
	Correction to Information Location at DP O_Term_Seized
	revised
	A
	
	customized Applications for Mobile network Enhanced Logic (CAMEL); Stage 2
	CAMEL4
	N2

	NP-040138
	23.078
	709
	-
	5.6.0
	Rel-5
	Starting of Timer Tccd after ACR on DP 'Change of Position'
	approved
	F
	5.7.0
	customized Applications for Mobile network Enhanced Logic (CAMEL); Stage 2
	CAMEL4
	N2

	NP-040093
	23.078
	709
	-
	5.6.0
	Rel-5
	Starting of Timer Tccd after ACR on DP 'Change of Position'
	revised
	F
	
	customized Applications for Mobile network Enhanced Logic (CAMEL); Stage 2
	CAMEL4
	N2

	NP-040111
	23.078
	709
	-
	5.6.0
	Rel-5
	Starting of Timer Tccd after ACR on DP 'Change of Position'
	revised
	F
	
	customized Applications for Mobile network Enhanced Logic (CAMEL); Stage 2
	CAMEL4
	N2

	NP-040138
	23.078
	710
	-
	6.0.0
	Rel-6
	Starting of Timer Tccd after ACR on DP 'Change of Position'
	approved
	A
	6.1.0
	customized Applications for Mobile network Enhanced Logic (CAMEL); Stage 2
	CAMEL4
	N2

	NP-040111
	23.078
	710
	-
	6.0.0
	Rel-6
	Starting of Timer Tccd after ACR on DP 'Change of Position'
	revised
	A
	
	customized Applications for Mobile network Enhanced Logic (CAMEL); Stage 2
	CAMEL4
	N2

	NP-040093
	23.078
	710
	-
	6.0.0
	Rel-6
	Starting of Timer Tccd after ACR on DP 'Change of Position'
	revised
	A
	
	customized Applications for Mobile network Enhanced Logic (CAMEL); Stage 2
	CAMEL4
	N2

	NP-040137
	23.078
	711
	-
	6.0.0
	Rel-6
	Correction to Tssf timer at Apply Charging
	approved
	A
	6.1.0
	customized Applications for Mobile network Enhanced Logic (CAMEL); Stage 2
	CAMEL4
	N2

	NP-040092
	23.078
	711
	-
	6.0.0
	Rel-6
	Correction to Tssf timer at Apply Charging
	revised
	A
	
	customized Applications for Mobile network Enhanced Logic (CAMEL); Stage 2
	CAMEL4
	N2

	NP-040110
	23.078
	711
	-
	6.0.0
	Rel-6
	Correction to Tssf timer at Apply Charging
	revised
	A
	
	customized Applications for Mobile network Enhanced Logic (CAMEL); Stage 2
	CAMEL4
	N2

	NP-040137
	23.078
	712
	-
	6.0.0
	Rel-6
	Allowing Export_leg at DP Alerting and DP Answer
	approved
	A
	6.1.0
	customized Applications for Mobile network Enhanced Logic (CAMEL); Stage 2
	CAMEL4
	N2

	NP-040092
	23.078
	712
	-
	6.0.0
	Rel-6
	Allowing Export_leg at DP Alerting and DP Answer
	revised
	A
	
	customized Applications for Mobile network Enhanced Logic (CAMEL); Stage 2
	CAMEL4
	N2

	NP-040110
	23.078
	712
	-
	6.0.0
	Rel-6
	Allowing Export_leg at DP Alerting and DP Answer
	revised
	A
	
	customized Applications for Mobile network Enhanced Logic (CAMEL); Stage 2
	CAMEL4
	N2

	SP-040033
	23.107
	148
	2
	5.11.0
	Rel-5
	Correction to the use of delivery order set to yes
	approved
	F
	5.12.0
	Quality of Service (QoS) concept and architecture
	TEI
	S2

	SP-040033
	23.107
	149
	2
	6.0.0
	Rel-6
	Correction to the use of delivery order set to yes
	approved
	A
	6.1.0
	Quality of Service (QoS) concept and architecture
	TEI
	S2

	SP-040033
	23.107
	150
	2
	6.0.0
	Rel-6
	ARP Clarification
	approved
	F
	6.1.0
	Quality of Service (QoS) concept and architecture
	QoS1
	S2

	SP-040033
	23.107
	151
	1
	6.0.0
	Rel-6
	Removal of reliability class 1
	approved
	F
	6.1.0
	Quality of Service (QoS) concept and architecture
	TEI-6
	S2

	NP-040037
	23.122
	067
	1
	5.3.0
	Rel-6
	Definition of MS idle mode
	approved
	F
	6.0.0
	Non-Access-Stratum functions related to Mobile Station (MS) in idle mode
	TEI-6
	N1

	NP-040037
	23.122
	068
	-
	5.3.0
	Rel-6
	Usage of HPLMNAcT by the UE
	approved
	F
	6.0.0
	Non-Access-Stratum functions related to Mobile Station (MS) in idle mode
	TEI-6
	N1

	TP-040050
	23.140
	149
	-
	6.4.0
	Rel-6
	On the handling of MM7 messages composed with different XML schema
	approved
	F
	6.5.0
	Multimedia Messaging Service (MMS); Functional description; Stage 2
	MMS6
	T2

	TP-040050
	23.140
	150
	-
	5.9.0
	Rel-5
	Correction of the MM7 Schema, change “TimeStamp” to “date”
	approved
	F
	5.10.0
	Multimedia Messaging Service (MMS); Functional description; Stage 2
	MESS5-MMS
	T2

	TP-040050
	23.140
	151
	-
	6.4.0
	Rel-6
	Correction of the MM7 Schema, change “TimeStamp” to “date”
	approved
	A
	6.5.0
	Multimedia Messaging Service (MMS); Functional description; Stage 2
	MMS6
	T2

	TP-040050
	23.140
	152
	-
	6.4.0
	Rel-6
	MM7 – Charged party, third party value
	approved
	F
	6.5.0
	Multimedia Messaging Service (MMS); Functional description; Stage 2
	MMS6
	T2

	TP-040050
	23.140
	153
	-
	6.4.0
	Rel-6
	MMS Online Charging
	approved
	B
	6.5.0
	Multimedia Messaging Service (MMS); Functional description; Stage 2
	MMS6
	T2

	TP-040050
	23.140
	154
	-
	6.4.0
	Rel-6
	Updates to Annex M (Delivery Report Generation)
	approved
	F
	6.5.0
	Multimedia Messaging Service (MMS); Functional description; Stage 2
	MMS6
	T2

	TP-040050
	23.140
	155
	-
	6.4.0
	Rel-6
	Content of RCPT in MM4
	approved
	F
	6.5.0
	Multimedia Messaging Service (MMS); Functional description; Stage 2
	MMS6
	T2

	TP-040050
	23.140
	156
	-
	6.4.0
	Rel-6
	Management of Hyperlinks in MMS
	approved
	B
	6.5.0
	Multimedia Messaging Service (MMS); Functional description; Stage 2
	MMS6
	T2

	TP-040050
	23.140
	157
	-
	6.4.0
	Rel-6
	Clarification on recipient list
	rejected
	F
	
	Multimedia Messaging Service (MMS); Functional description; Stage 2
	MMS6
	T2

	SP-040054
	23.141
	060
	-
	6.4.0
	Rel-6
	Support for Ut reference point
	approved
	F
	6.5.0
	Presence service; Architecture and functional description; Stage 2
	PRESNC
	S2

	SP-040054
	23.141
	060
	-
	6.4.0
	Rel-6
	Support for Ut reference point
	approved
	F
	6.5.0
	Presence service; Architecture and functional description; Stage 2
	PRESENC
	S2

	NP-040053
	23.153
	068
	5
	5.6.0
	Rel-5
	Codec Modification/ Mid-Call Codec Negotiation after Inter-MSC Relocation
	approved
	F
	5.7.0
	Out of Band Transcoder Control; Stage 2
	OoBTC
	N4

	NP-040053
	23.153
	069
	4
	5.6.0
	Rel-5
	Correction of Inter-MSC SRSN Relocation procedure
	approved
	F
	5.7.0
	Out of Band Transcoder Control; Stage 2
	OoBTC
	N4

	SP-040040
	23.171
	030
	-
	3.10.0
	R99
	Routing of Emergency Calls based on Geographical Coordinates
	approved
	B
	3.11.0
	Location Services (LCS); Functional description; Stage 2 (UMTS)
	LCS
	S2

	NP-040081
	23.172
	022
	2
	5.3.0
	Rel-5
	SCUDIF corrections for CAMEL interworking
	approved
	F
	5.4.0
	Technical realization of Circuit Switched (CS) multimedia service; UDI/RDI fallback and service modification; Stage 2
	SCUDIF
	N3

	NP-040081
	23.172
	023
	2
	5.3.0
	Rel-5
	SCUDIF corrections for user interaction
	approved
	F
	5.4.0
	Technical realization of Circuit Switched (CS) multimedia service; UDI/RDI fallback and service modification; Stage 2
	SCUDIF
	N3

	NP-040081
	23.172
	024
	2
	5.3.0
	Rel-5
	SCUDIF corrections for ISUP/BICC interworking
	approved
	F
	5.4.0
	Technical realization of Circuit Switched (CS) multimedia service; UDI/RDI fallback and service modification; Stage 2
	SCUDIF
	N3

	NP-040086
	23.172
	025
	2
	5.3.0
	Rel-6
	Network-Initiated Service Change for SCUDIF
	revised
	B
	
	Technical realization of Circuit Switched (CS) multimedia service; UDI/RDI fallback and service modification; Stage 2
	TEI
	N3

	NP-040147
	23.172
	025
	3
	5.3.0
	Rel-6
	Network-Initiated Service Change for SCUDIF
	approved
	B
	6.0.0
	Technical realization of Circuit Switched (CS) multimedia service; UDI/RDI fallback and service modification; Stage 2
	TEI-6
	N3

	SP-040034
	23.195
	008
	2
	5.2.0
	Rel-5
	Removal of text passages with unclear status
	approved
	F
	5.3.0
	Provision of User Equipment Specific Behaviour Information (UESBI) to network entities
	LATE_UE
	S2

	SP-040034
	23.195
	010
	-
	5.2.0
	Rel-5
	Alignment of text with figure
	approved
	F
	5.3.0
	Provision of User Equipment Specific Behaviour Information (UESBI) to network entities
	LATE_UE
	S2

	NP-040052
	23.205
	050
	1
	5.6.0
	Rel-5
	Renaming of the Available Codecs List to Iu Supported Codecs List
	approved
	F
	5.7.0
	Bearer-independent circuit-switched core network; Stage 2
	TEI-5
	N4

	SP-040035
	23.207
	068
	1
	6.1.1
	Rel-6
	Mapping amendment to PDF procedures
	approved
	B
	6.2.0
	End-to-end Quality of Service (QoS) concept and architecture
	QoS1
	S2

	SP-040035
	23.207
	069
	2
	6.1.1
	Rel-6
	Mapping amendment to AF procedures
	approved
	B
	6.2.0
	End-to-end Quality of Service (QoS) concept and architecture
	QoS1
	S2

	SP-040035
	23.207
	072
	1
	5.8.0
	Rel-5
	Update Authorization Procedure
	approved
	F
	5.9.0
	End-to-end Quality of Service (QoS) concept and architecture
	E2EQoS
	S2

	SP-040035
	23.207
	073
	1
	6.1.1
	Rel-6
	SBLP implications of bundling different IMS sessions to the same PDP Context
	approved
	B
	6.2.0
	End-to-end Quality of Service (QoS) concept and architecture
	QoS1, IMS2
	S2

	SP-040035
	23.207
	074
	1
	6.1.1
	Rel-6
	Update of Authorization on Gq
	approved
	B
	6.2.0
	End-to-end Quality of Service (QoS) concept and architecture
	QoS1
	S2

	SP-040035
	23.207
	075
	1
	6.1.1
	Rel-6
	Service information
	approved
	B
	6.2.0
	End-to-end Quality of Service (QoS) concept and architecture
	QoS1
	S2

	NP-040032
	23.218
	064
	1
	6.0.0
	Rel-6
	Dh Interface
	approved
	B
	6.1.0
	IP Multimedia (IM) session handling; IM call model; Stage 2
	IMS2
	N1

	NP-040032
	23.218
	066
	2
	6.0.0
	Rel-6
	Initiating Back to Back User Agent
	approved
	F
	6.1.0
	IP Multimedia (IM) session handling; IM call model; Stage 2
	IMS2
	N1

	SP-040036
	23.221
	044
	2
	6.1.0
	Rel-6
	Include administrative restriction subscription parameter
	approved
	B
	6.2.0
	Architectural requirements
	TEI-6
	S2

	SP-040036
	23.221
	045
	-
	5.8.0
	Rel-5
	Interaction between Shared Network in Connected mode, reject of Mobility Management procedures and Common Id
	approved
	F
	5.9.0
	Architectural requirements
	TEI
	S2

	SP-040036
	23.221
	046
	-
	6.1.0
	Rel-6
	Interaction between Shared Network in Connected mode, reject of Mobility Management procedures and Common Id
	approved
	A
	6.2.0
	Architectural requirements
	TEI
	S2

	SP-040037
	23.228
	381
	3
	6.4.1
	Rel-6
	Session based messaging: general principles
	approved
	B
	6.5.0
	IP Multimedia Subsystem (IMS); Stage 2
	IMS2
	S2

	SP-040037
	23.228
	382
	1
	6.4.1
	Rel-6
	Session based Messaging without preconditions
	approved
	B
	6.5.0
	IP Multimedia Subsystem (IMS); Stage 2
	IMS2
	S2

	SP-040037
	23.228
	384
	2
	6.4.1
	Rel-6
	Session based Messaging with AS intermediate node
	approved
	B
	6.5.0
	IP Multimedia Subsystem (IMS); Stage 2
	IMS2
	S2

	SP-040037
	23.228
	385
	2
	6.4.1
	Rel-6
	Session based messaging release procedure
	approved
	B
	6.5.0
	IP Multimedia Subsystem (IMS); Stage 2
	IMS2
	S2

	SP-040037
	23.228
	387
	2
	6.4.1
	Rel-6
	An optimisation in registration information flow for user not registered
	approved
	F
	6.5.0
	IP Multimedia Subsystem (IMS); Stage 2
	IMS2
	S2

	SP-040037
	23.228
	390
	1
	6.4.1
	Rel-6
	Registration and Public User Identity
	approved
	F
	6.5.0
	IP Multimedia Subsystem (IMS); Stage 2
	IMS2
	S2

	SP-040037
	23.228
	391
	5
	6.4.1
	Rel-6
	Record Route at S-CSCF
	approved
	B
	6.5.0
	IP Multimedia Subsystem (IMS); Stage 2
	IMS2
	S2

	SP-040037
	23.228
	393
	1
	6.4.1
	Rel-6
	Alignment of headings with drafting rules
	approved
	D
	6.5.0
	IP Multimedia Subsystem (IMS); Stage 2
	IMS2
	S2

	SP-040037
	23.228
	394
	2
	6.4.1
	Rel-6
	PSI clean-up
	approved
	F
	6.5.0
	IP Multimedia Subsystem (IMS); Stage 2
	IMS2
	S2

	SP-040037
	23.228
	395
	5
	6.4.1
	Rel-6
	Relation of IMS sessions and PDP Contexts
	approved
	B
	6.5.0
	IP Multimedia Subsystem (IMS); Stage 2
	IMS2
	S2

	SP-040037
	23.228
	396
	1
	6.4.1
	Rel-6
	Support for Caller preferences
	approved
	B
	6.5.0
	IP Multimedia Subsystem (IMS); Stage 2
	IMS2
	S2

	SP-040037
	23.228
	397
	3
	6.4.1
	Rel-6
	Message size limitations for Immediate messaging
	approved
	C
	6.5.0
	IP Multimedia Subsystem (IMS); Stage 2
	IMS2
	S2

	SP-040037
	23.228
	398
	4
	6.4.1
	Rel-6
	Session based messaging requirements and flows
	approved
	B
	6.5.0
	IP Multimedia Subsystem (IMS); Stage 2
	IMS2
	S2

	SP-040037
	23.228
	399
	1
	6.4.1
	Rel-6
	Reference to Local Services in Chapter 4.3.3.3a of 23.228
	approved
	D
	6.5.0
	IP Multimedia Subsystem (IMS); Stage 2
	IMS2
	S2

	SP-040037
	23.228
	403
	1
	6.4.1
	Rel-6
	Proposed clarifications to MRFC/MRFP
	approved
	C
	6.5.0
	IP Multimedia Subsystem (IMS); Stage 2
	IMS2
	S2

	SP-040037
	23.228
	404
	1
	6.4.1
	Rel-6
	Relationship between private user IDs and IMS subscription
	approved
	F
	6.5.0
	IP Multimedia Subsystem (IMS); Stage 2
	IMS2
	S2

	SP-040037
	23.228
	405
	1
	6.4.1
	Rel-6
	Resource reservation in IMS
	approved
	C
	6.5.0
	IP Multimedia Subsystem (IMS); Stage 2
	IMS2
	S2

	SP-040037
	23.228
	406
	1
	6.4.1
	Rel-6
	Architectural support for AS origination
	approved
	C
	6.5.0
	IP Multimedia Subsystem (IMS); Stage 2
	IMS2
	S2

	SP-040037
	23.228
	407
	2
	6.4.1
	Rel-6
	Clarification of forking capabilities
	approved
	C
	6.5.0
	IP Multimedia Subsystem (IMS); Stage 2
	IMS2
	S2

	SP-040037
	23.228
	408
	1
	6.4.1
	Rel-6
	PSIs for local services
	approved
	F
	6.5.0
	IP Multimedia Subsystem (IMS); Stage 2
	IMS2
	S2

	SP-040037
	23.228
	409
	2
	6.4.1
	Rel-6
	Group management clarification
	approved
	C
	6.5.0
	IP Multimedia Subsystem (IMS); Stage 2
	IMS2
	S2

	SP-040037
	23.228
	410
	-
	5.11.0
	Rel-5
	Relation of IMS sessions and PDP Contexts
	approved
	F
	5.12.0
	IP Multimedia Subsystem (IMS); Stage 2
	IMS-CCR
	S2

	SP-040038
	23.240
	006
	4
	6.2.0
	Rel-6
	Adding a listing function
	approved
	B
	6.3.0
	3GPP Generic User Profile (GUP) requirements; Architecture (Stage 2)
	GUP
	S2

	SP-040038
	23.240
	013
	2
	6.2.0
	Rel-6
	Rg reference point alignment with Liberty ID-WSF
	approved
	F
	6.3.0
	3GPP Generic User Profile (GUP) requirements; Architecture (Stage 2)
	GUP
	S2

	SP-040038
	23.240
	014
	-
	6.2.0
	Rel-6
	Generalizing the subscriber identity term to resource identity
	approved
	F
	6.3.0
	3GPP Generic User Profile (GUP) requirements; Architecture (Stage 2)
	GUP
	S2

	SP-040038
	23.240
	015
	1
	6.2.0
	Rel-6
	Authorization enhancements
	approved
	C
	6.3.0
	3GPP Generic User Profile (GUP) requirements; Architecture (Stage 2)
	GUP
	S2

	SP-040038
	23.240
	016
	-
	6.2.0
	Rel-6
	Authorization model alignment with GUP Information Model
	approved
	C
	6.3.0
	3GPP Generic User Profile (GUP) requirements; Architecture (Stage 2)
	GUP
	S2

	SP-040039
	23.246
	012
	4
	6.1.0
	Rel-6
	Paging Coordination
	approved
	C
	6.2.0
	Multimedia Broadcast/Multicast Service (MBMS); Architecture and functional description
	MBMS
	S2

	SP-040039
	23.246
	030
	2
	6.1.0
	Rel-6
	Clarification of MBMS Multicast Service Activation
	approved
	F
	6.2.0
	Multimedia Broadcast/Multicast Service (MBMS); Architecture and functional description
	MBMS
	S2

	SP-040039
	23.246
	031
	2
	6.1.0
	Rel-6
	Create MBMS Bearer Context in GGSN
	approved
	F
	6.2.0
	Multimedia Broadcast/Multicast Service (MBMS); Architecture and functional description
	MBMS
	S2

	SP-040039
	23.246
	036
	1
	6.1.0
	Rel-6
	TMGI distribution mechanism for Broadcast mode
	approved
	F
	6.2.0
	Multimedia Broadcast/Multicast Service (MBMS); Architecture and functional description
	MBMS
	S2

	SP-040039
	23.246
	038
	2
	6.1.0
	Rel-6
	Buffering of MBMS data at the RNC
	approved
	C
	6.2.0
	Multimedia Broadcast/Multicast Service (MBMS); Architecture and functional description
	MBMS
	S2

	SP-040039
	23.246
	039
	1
	6.1.0
	Rel-6
	Distribution of BM-SC functionality
	approved
	C
	6.2.0
	Multimedia Broadcast/Multicast Service (MBMS); Architecture and functional description
	MBMS
	S2

	SP-040039
	23.246
	040
	-
	6.1.0
	Rel-6
	MBMS Application Adjunct Server
	approved
	C
	6.2.0
	Multimedia Broadcast/Multicast Service (MBMS); Architecture and functional description
	MBMS
	S2

	SP-040039
	23.246
	041
	2
	6.1.0
	Rel-6
	MBMS TS scope
	approved
	F
	6.2.0
	Multimedia Broadcast/Multicast Service (MBMS); Architecture and functional description
	MBMS
	S2

	SP-040039
	23.246
	042
	3
	6.1.0
	Rel-6
	SGSN filtering of RAs to support RA-based optimization
	approved
	C
	6.2.0
	Multimedia Broadcast/Multicast Service (MBMS); Architecture and functional description
	MBMS
	S2

	SP-040039
	23.246
	043
	-
	6.1.0
	Rel-6
	Complete the MBMS Service Request Procedure
	approved
	F
	6.2.0
	Multimedia Broadcast/Multicast Service (MBMS); Architecture and functional description
	MBMS
	S2

	SP-040039
	23.246
	044
	1
	6.1.0
	Rel-6
	Correction on De-Registration Procedure
	approved
	F
	6.2.0
	Multimedia Broadcast/Multicast Service (MBMS); Architecture and functional description
	MBMS
	S2

	SP-040039
	23.246
	049
	-
	6.1.0
	Rel-6
	TMGI Definition and Objective
	approved
	C
	6.2.0
	Multimedia Broadcast/Multicast Service (MBMS); Architecture and functional description
	MBMS
	S2

	SP-040039
	23.246
	050
	1
	6.1.0
	Rel-6
	NSAPI in MBMS Multicast Service Activation
	approved
	F
	6.2.0
	Multimedia Broadcast/Multicast Service (MBMS); Architecture and functional description
	MBMS
	S2

	SP-040040
	23.271
	242
	2
	6.6.0
	Rel-6
	Roaming support for Area Event LDR
	approved
	B
	6.7.0
	Location Services (LCS); Functional description; Stage 2
	LCS2
	S2

	SP-040040
	23.271
	243
	1
	6.6.0
	Rel-6
	Clarification on the privacy check procedure in Rel-6, regarding the PLMN Operator service
	approved
	F
	6.7.0
	Location Services (LCS); Functional description; Stage 2
	LCS2
	S2

	SP-040040
	23.271
	244
	1
	6.6.0
	Rel-6
	Integration of IMS Users into the LCS Architecture
	approved
	B
	6.7.0
	Location Services (LCS); Functional description; Stage 2
	LCS2
	S2

	SP-040040
	23.271
	245
	-
	4.10.0
	Rel-4
	R4 Mirror CR: Routing of Emergency Calls based on Geographical Coordinates
	approved
	B
	4.11.0
	Location Services (LCS); Functional description; Stage 2
	LCS
	S2

	SP-040040
	23.271
	246
	-
	5.9.0
	Rel-5
	Routing of Emergency Calls based on Geographical Coordinates
	approved
	A
	5.10.0
	Location Services (LCS); Functional description; Stage 2
	LCS
	S2

	SP-040040
	23.271
	252
	1
	6.6.0
	Rel-6
	Introduction of LCS QoS Class and Enhencement of  MO-LR
	revised
	B
	
	Location Services (LCS); Functional description; Stage 2
	LCS2
	S2

	SP-040207
	23.271
	252
	7
	6.6.0
	Rel-6
	Introduction of LCS QoS Class and Enhencement of  MO-LR
	approved
	B
	6.7.0
	Location Services (LCS); Functional description; Stage 2
	LCS2
	S2

	NP-040038
	24.008
	831
	2
	6.3.0
	Rel-6
	Use of TMSI/IMSI in CM SERVICE REQUEST message in case of ergency call redirection and change of LAI
	approved
	C
	6.4.0
	Mobile radio interface Layer 3 specification; Core network protocols; Stage 3
	TEI-6
	N1

	NP-040038
	24.008
	832
	-
	6.3.0
	Rel-6
	Clarification on the meaning of MS network capability indicator bits
	approved
	F
	6.4.0
	Mobile radio interface Layer 3 specification; Core network protocols; Stage 3
	TEI-6
	N1

	NP-040025
	24.008
	833
	1
	3.17.0
	R99
	Conditions for PFI usage
	approved
	F
	3.18.0
	Mobile radio interface Layer 3 specification; Core network protocols; Stage 3
	TEI
	N1

	NP-040025
	24.008
	834
	1
	4.12.0
	Rel-4
	Conditions for PFI usage
	approved
	A
	4.13.0
	Mobile radio interface Layer 3 specification; Core network protocols; Stage 3
	TEI
	N1

	NP-040025
	24.008
	835
	1
	5.10.0
	Rel-5
	Conditions for PFI usage
	approved
	A
	5.11.0
	Mobile radio interface Layer 3 specification; Core network protocols; Stage 3
	TEI
	N1

	NP-040025
	24.008
	836
	1
	6.3.0
	Rel-6
	Conditions for PFI usage
	approved
	A
	6.4.0
	Mobile radio interface Layer 3 specification; Core network protocols; Stage 3
	TEI
	N1

	NP-040038
	24.008
	841
	2
	6.3.0
	Rel-6
	Added Session Management (SM) Cause Value for APN Type Conflict
	approved
	B
	6.4.0
	Mobile radio interface Layer 3 specification; Core network protocols; Stage 3
	TEI-6
	N1

	NP-040038
	24.008
	842
	-
	6.3.0
	Rel-6
	Correction of the condition for the tear down of PDP contexts
	approved
	F
	6.4.0
	Mobile radio interface Layer 3 specification; Core network protocols; Stage 3
	TEI-6
	N1

	NP-040038
	24.008
	844
	-
	6.3.0
	Rel-6
	Status of PFI value after PDP context modification 
	approved
	F
	6.4.0
	Mobile radio interface Layer 3 specification; Core network protocols; Stage 3
	TEI-6
	N1

	NP-040038
	24.008
	845
	1
	6.3.0
	Rel-6
	MS reaction upon RRC connection release with cause "Directed signalling connection re-establishment"
	approved
	F
	6.4.0
	Mobile radio interface Layer 3 specification; Core network protocols; Stage 3
	TEI-6
	N1

	NP-040030
	24.008
	846
	2
	5.10.0
	Rel-5
	Handling of key sets
	revised
	F
	
	Mobile radio interface Layer 3 specification; Core network protocols; Stage 3
	TEI-5
	N1

	NP-040099
	24.008
	846
	3
	5.10.0
	Rel-5
	Handling of key sets
	approved
	F
	5.11.0
	Mobile radio interface Layer 3 specification; Core network protocols; Stage 3
	TEI-5
	N1

	NP-040030
	24.008
	847
	2
	6.3.0
	Rel-6
	Handling of key sets
	approved
	A
	6.4.0
	Mobile radio interface Layer 3 specification; Core network protocols; Stage 3
	TEI-5
	N1

	NP-040038
	24.008
	849
	2
	6.3.0
	Rel-6
	Clarification of UE behaviour at network initiated GPRS Detach
	approved
	F
	6.4.0
	Mobile radio interface Layer 3 specification; Core network protocols; Stage 3
	TEI-6
	N1

	NP-040038
	24.008
	851
	-
	6.3.0
	Rel-6
	MS class behaviour in case of a network inititated detach with detach type "IMSI detach"
	approved
	F
	6.4.0
	Mobile radio interface Layer 3 specification; Core network protocols; Stage 3
	TEI-6
	N1

	NP-040059
	24.030
	015
	-
	6.0.0
	Rel-6
	Removal of R-GMLC Address
	approved
	F
	6.1.0
	Location Services (LCS); Supplementary service operations; Stage 3
	LCS2
	N4

	NP-040059
	24.030
	016
	-
	6.0.0
	Rel-6
	MO-LR Service Identity support in TS 24.030
	approved
	B
	6.1.0
	Location Services (LCS); Supplementary service operations; Stage 3
	LCS2
	N4

	NP-040059
	24.080
	033
	1
	6.0.0
	Rel-6
	MO-LR Service Identity support in TS 24.080
	approved
	B
	6.1.0
	Mobile radio Layer 3 supplementary service specification; Formats and coding
	LCS2
	N4

	NP-040059
	24.080
	034
	-
	6.0.0
	Rel-6
	Removal of R-GMLC Address
	approved
	F
	6.1.0
	Mobile radio Layer 3 supplementary service specification; Formats and coding
	LCS2
	N4

	NP-040026
	24.228
	127
	1
	5.7.0
	Rel-5
	P-Charging-Function-Addresses header
	rejected
	F
	
	Signalling flows for the IP multimedia call control based on Session Initiation Protocol (SIP) and Session Description Protocol (SDP); Stage 3
	IMS-CCR
	N1

	NP-040026
	24.228
	128
	-
	5.7.0
	Rel-5
	Editorial modification in notation conventions
	approved
	F
	5.8.0
	Signalling flows for the IP multimedia call control based on Session Initiation Protocol (SIP) and Session Description Protocol (SDP); Stage 3
	IMS-CCR
	N1

	NP-040027
	24.229
	367
	6
	5.7.0
	Rel-5
	Completion of major capabilities table in respect of privacy
	approved
	F
	5.8.0
	Internet Protocol (IP) multimedia call control protocol based on Session Initiation Protocol (SIP) and Session Description Protocol (SDP); Stage 3
	IMS-CCR
	N1

	NP-040027
	24.229
	488
	3
	6.1.0
	Rel-6
	Completion of major capabilities table in respect of privacy
	approved
	A
	6.2.0
	Internet Protocol (IP) multimedia call control protocol based on Session Initiation Protocol (SIP) and Session Description Protocol (SDP); Stage 3
	IMS-CCR
	N1

	NP-040027
	24.229
	498
	5
	5.7.0
	Rel-5
	P-CSCF integrity protection
	approved
	F
	5.8.0
	Internet Protocol (IP) multimedia call control protocol based on Session Initiation Protocol (SIP) and Session Description Protocol (SDP); Stage 3
	IMS-CCR
	N1

	NP-040027
	24.229
	499
	5
	6.1.0
	Rel-6
	P-CSCF integrity protection
	approved
	A
	6.2.0
	Internet Protocol (IP) multimedia call control protocol based on Session Initiation Protocol (SIP) and Session Description Protocol (SDP); Stage 3
	IMS-CCR
	N1

	NP-040032
	24.229
	578
	1
	6.1.0
	Rel-6
	UE requesting no-fork
	approved
	B
	6.2.0
	Internet Protocol (IP) multimedia call control protocol based on Session Initiation Protocol (SIP) and Session Description Protocol (SDP); Stage 3
	IMS2
	N1

	NP-040032
	24.229
	579
	1
	6.1.0
	Rel-6
	Inclusion of caller preferences into profile
	approved
	B
	6.2.0
	Internet Protocol (IP) multimedia call control protocol based on Session Initiation Protocol (SIP) and Session Description Protocol (SDP); Stage 3
	IMS2
	N1

	NP-040027
	24.229
	585
	1
	5.7.0
	Rel-5
	Network-initiated re-authentication
	approved
	F
	5.8.0
	Internet Protocol (IP) multimedia call control protocol based on Session Initiation Protocol (SIP) and Session Description Protocol (SDP); Stage 3
	IMS-CCR
	N1

	NP-040027
	24.229
	586
	1
	6.1.0
	Rel-6
	Network-initiated re-authentication
	approved
	A
	6.2.0
	Internet Protocol (IP) multimedia call control protocol based on Session Initiation Protocol (SIP) and Session Description Protocol (SDP); Stage 3
	IMS-CCR
	N1

	NP-040032
	24.229
	588
	1
	6.1.0
	Rel-6
	Re-authentication - Abnormal cases
	approved
	F
	6.2.0
	Internet Protocol (IP) multimedia call control protocol based on Session Initiation Protocol (SIP) and Session Description Protocol (SDP); Stage 3
	IMS2
	N1

	NP-040027
	24.229
	591
	1
	5.7.0
	Rel-5
	Itegrity protected - correction
	approved
	F
	5.8.0
	Internet Protocol (IP) multimedia call control protocol based on Session Initiation Protocol (SIP) and Session Description Protocol (SDP); Stage 3
	IMS-CCR
	N1

	NP-040027
	24.229
	592
	1
	6.1.0
	Rel-6
	Itegrity protected - correction
	approved
	A
	6.2.0
	Internet Protocol (IP) multimedia call control protocol based on Session Initiation Protocol (SIP) and Session Description Protocol (SDP); Stage 3
	IMS-CCR
	N1

	NP-040032
	24.229
	596
	1
	6.1.0
	Rel-6
	Sec-agree parameter in "Proxy-Require" header
	approved
	F
	6.2.0
	Internet Protocol (IP) multimedia call control protocol based on Session Initiation Protocol (SIP) and Session Description Protocol (SDP); Stage 3
	IMS2
	N1

	NP-040027
	24.229
	599
	2
	5.7.0
	Rel-5
	Record-Route in target refresh and subsequent request
	approved
	F
	5.8.0
	Internet Protocol (IP) multimedia call control protocol based on Session Initiation Protocol (SIP) and Session Description Protocol (SDP); Stage 3
	IMS-CCR
	N1

	NP-040027
	24.229
	600
	2
	6.1.0
	Rel-6
	Record-Route in target refresh and subsequent request
	approved
	A
	6.2.0
	Internet Protocol (IP) multimedia call control protocol based on Session Initiation Protocol (SIP) and Session Description Protocol (SDP); Stage 3
	IMS-CCR
	N1

	NP-040028
	24.229
	601
	1
	5.7.0
	Rel-5
	Missing statements regarding P-Charging-Function-Addresses
	rejected
	F
	
	Internet Protocol (IP) multimedia call control protocol based on Session Initiation Protocol (SIP) and Session Description Protocol (SDP); Stage 3
	IMS-CCR
	N1

	NP-040039
	24.229
	601
	2
	5.7.0
	Rel-5
	Missing statements regarding P-Charging-Function-Addresses
	rejected
	F
	
	Internet Protocol (IP) multimedia call control protocol based on Session Initiation Protocol (SIP) and Session Description Protocol (SDP); Stage 3
	IMS-CCR
	N1

	NP-040028
	24.229
	602
	1
	6.1.0
	Rel-6
	Missing statements regarding P-Charging-Function-Addresses
	rejected
	A
	
	Internet Protocol (IP) multimedia call control protocol based on Session Initiation Protocol (SIP) and Session Description Protocol (SDP); Stage 3
	IMS-CCR
	N1

	NP-040040
	24.229
	602
	2
	6.1.0
	Rel-6
	Missing statements regarding P-Charging-Function-Addresses
	rejected
	A
	
	Internet Protocol (IP) multimedia call control protocol based on Session Initiation Protocol (SIP) and Session Description Protocol (SDP); Stage 3
	IMS-CCR
	N1

	NP-040035
	24.229
	603
	-
	6.1.0
	Rel-6
	Cleanup for IP-CAN and GPRS
	approved
	D
	6.2.0
	Internet Protocol (IP) multimedia call control protocol based on Session Initiation Protocol (SIP) and Session Description Protocol (SDP); Stage 3
	IMSCOOP
	N1

	NP-040032
	24.229
	604
	-
	6.1.0
	Rel-6
	Forking in S-CSCF
	approved
	B
	6.2.0
	Internet Protocol (IP) multimedia call control protocol based on Session Initiation Protocol (SIP) and Session Description Protocol (SDP); Stage 3
	IMS2
	N1

	NP-040033
	24.229
	605
	2
	6.1.0
	Rel-6
	Determination of S-CSCF role
	revised
	B
	
	Internet Protocol (IP) multimedia call control protocol based on Session Initiation Protocol (SIP) and Session Description Protocol (SDP); Stage 3
	IMS2
	N1

	NP-040108
	24.229
	605
	3
	6.1.0
	Rel-6
	Determination of S-CSCF role
	approved
	B
	6.2.0
	Internet Protocol (IP) multimedia call control protocol based on Session Initiation Protocol (SIP) and Session Description Protocol (SDP); Stage 3
	IMS2
	N1

	NP-040029
	24.229
	607
	2
	5.7.0
	Rel-5
	Unprotected deregistration
	revised
	F
	
	Internet Protocol (IP) multimedia call control protocol based on Session Initiation Protocol (SIP) and Session Description Protocol (SDP); Stage 3
	IMS-CCR
	N1

	NP-040134
	24.229
	607
	3
	5.7.0
	Rel-5
	Unprotected deregistration
	approved
	F
	5.8.0
	Internet Protocol (IP) multimedia call control protocol based on Session Initiation Protocol (SIP) and Session Description Protocol (SDP); Stage 3
	IMS-CCR
	N1

	NP-040029
	24.229
	608
	2
	6.1.0
	Rel-6
	Unprotected deregistration
	revised
	A
	
	Internet Protocol (IP) multimedia call control protocol based on Session Initiation Protocol (SIP) and Session Description Protocol (SDP); Stage 3
	IMS-CCR
	N1

	NP-040134
	24.229
	608
	3
	6.1.0
	Rel-6
	Unprotected deregistration
	approved
	A
	6.2.0
	Internet Protocol (IP) multimedia call control protocol based on Session Initiation Protocol (SIP) and Session Description Protocol (SDP); Stage 3
	IMS-CCR
	N1

	NP-040029
	24.229
	609
	-
	5.7.0
	Rel-5
	Sending authentication challenge
	approved
	F
	5.8.0
	Internet Protocol (IP) multimedia call control protocol based on Session Initiation Protocol (SIP) and Session Description Protocol (SDP); Stage 3
	IMS-CCR
	N1

	NP-040029
	24.229
	610
	-
	6.1.0
	Rel-6
	Sending authentication challenge
	approved
	A
	6.2.0
	Internet Protocol (IP) multimedia call control protocol based on Session Initiation Protocol (SIP) and Session Description Protocol (SDP); Stage 3
	IMS-CCR
	N1

	NP-040033
	24.229
	613
	-
	6.1.0
	Rel-6
	Reference to PDF operation
	approved
	F
	6.2.0
	Internet Protocol (IP) multimedia call control protocol based on Session Initiation Protocol (SIP) and Session Description Protocol (SDP); Stage 3
	IMS2
	N1

	NP-040029
	24.229
	614
	1
	5.7.0
	Rel-5
	Support of MESSAGE (Profile Tables)
	approved
	F
	5.8.0
	Internet Protocol (IP) multimedia call control protocol based on Session Initiation Protocol (SIP) and Session Description Protocol (SDP); Stage 3
	IMS-CCR
	N1

	NP-040029
	24.229
	615
	1
	6.1.0
	Rel-6
	Support of MESSAGE (Profile Tables)
	approved
	A
	6.2.0
	Internet Protocol (IP) multimedia call control protocol based on Session Initiation Protocol (SIP) and Session Description Protocol (SDP); Stage 3
	IMS-CCR
	N1

	NP-040033
	24.229
	616
	2
	6.1.0
	Rel-6
	Introduction of PSI Routing to 24.229
	approved
	B
	6.2.0
	Internet Protocol (IP) multimedia call control protocol based on Session Initiation Protocol (SIP) and Session Description Protocol (SDP); Stage 3
	IMS2
	N1

	NP-040033
	24.229
	617
	1
	6.1.0
	Rel-6
	P-CSCF Re-selection
	approved
	B
	6.2.0
	Internet Protocol (IP) multimedia call control protocol based on Session Initiation Protocol (SIP) and Session Description Protocol (SDP); Stage 3
	IMS2
	N1

	NP-040033
	24.229
	618
	-
	6.1.0
	Rel-6
	I-CSCF does not re-select S-CSCF during re-registration
	approved
	B
	6.2.0
	Internet Protocol (IP) multimedia call control protocol based on Session Initiation Protocol (SIP) and Session Description Protocol (SDP); Stage 3
	IMS2
	N1

	NP-040033
	24.229
	620
	1
	6.1.0
	Rel-6
	Handling of media authorization token due to messaging
	approved
	B
	6.2.0
	Internet Protocol (IP) multimedia call control protocol based on Session Initiation Protocol (SIP) and Session Description Protocol (SDP); Stage 3
	IMS2
	N1

	RP-040039
	25.101
	324
	-
	6.3.0
	Rel-6
	Introduction of UMTS 1.7/2.1 GHz requirements
	approved
	B
	6.4.0
	User Equipment (UE) radio transmission and reception (FDD)
	RInImp-UMTS1721
	R4

	RP-040042
	25.101
	325
	-
	6.3.0
	Rel-6
	Additional spurious emission requirements for Bands II and V to protect 1.7/2.1 GHz
	approved
	F
	6.4.0
	User Equipment (UE) radio transmission and reception (FDD)
	TEI-6
	R4

	RP-040042
	25.101
	326
	-
	6.3.0
	Rel-6
	Additional spurious emission requirements for Band I to protect UMTS800
	approved
	F
	6.4.0
	User Equipment (UE) radio transmission and reception (FDD)
	TEI-6
	R4

	RP-040036
	25.101
	327
	-
	5.9.0
	Rel-5
	Clarification of frequency error observation period for PRACH preambles
	approved
	F
	5.10.0
	User Equipment (UE) radio transmission and reception (FDD)
	TEI-5
	R4

	RP-040036
	25.101
	328
	-
	6.3.0
	Rel-6
	Clarification of frequency error observation period for PRACH preambles
	approved
	A
	6.4.0
	User Equipment (UE) radio transmission and reception (FDD)
	TEI-5
	R4

	RP-040042
	25.101
	329
	1
	6.3.0
	Rel-6
	Clarification to Power on/off time mask diagram
	approved
	F
	6.4.0
	User Equipment (UE) radio transmission and reception (FDD)
	TEI-6
	R4

	RP-040043
	25.101
	331
	-
	6.3.0
	Rel-6
	Reduction of channel number for UMTS800(band VI)
	approved
	F
	6.4.0
	User Equipment (UE) radio transmission and reception (FDD)
	RInImp-UMTS800
	R4

	RP-040036
	25.101
	332
	-
	5.9.0
	Rel-5
	Correction of a typo in section 9.3.2.2. (CQI Testing for UE Capability Categories 11 and 12)
	approved
	F
	5.10.0
	User Equipment (UE) radio transmission and reception (FDD)
	HSDPA-RF
	R4

	RP-040036
	25.101
	333
	-
	5.9.0
	Rel-5
	Minimum requirements for UE ACS
	approved
	F
	5.10.0
	User Equipment (UE) radio transmission and reception (FDD)
	TEI-5
	R4

	RP-040036
	25.101
	334
	-
	6.3.0
	Rel-6
	Minimum requirements for UE ACS
	approved
	A
	6.4.0
	User Equipment (UE) radio transmission and reception (FDD)
	TEI-5
	R4

	RP-040044
	25.101
	335
	1
	3.16.0
	R99
	Minimum requirements for TPC combining in soft Handover
	approved
	F
	3.17.0
	User Equipment (UE) radio transmission and reception (FDD)
	TEI
	R4

	RP-040044
	25.101
	336
	1
	4.10.0
	Rel-4
	Minimum requirements for TPC combining in soft Handover
	approved
	A
	4.11.0
	User Equipment (UE) radio transmission and reception (FDD)
	TEI
	R4

	RP-040044
	25.101
	337
	1
	5.9.0
	Rel-5
	Minimum requirements for TPC combining in soft Handover
	approved
	A
	5.10.0
	User Equipment (UE) radio transmission and reception (FDD)
	TEI
	R4

	RP-040044
	25.101
	338
	1
	6.3.0
	Rel-6
	Minimum requirements for TPC combining in soft Handover
	approved
	A
	6.4.0
	User Equipment (UE) radio transmission and reception (FDD)
	TEI
	R4

	RP-040039
	25.104
	216
	1
	6.4.0
	Rel-6
	Introduction of UMTS 1.7/2.1 GHz requirements
	approved
	B
	6.5.0
	Base Station (BS) radio transmission and reception (FDD)
	RInImp-UMTS1721
	R4

	RP-040040
	25.104
	217
	-
	6.4.0
	Rel-6
	Co-existence with UTRA FDD in frequency band IV
	approved
	F
	6.5.0
	Base Station (BS) radio transmission and reception (FDD)
	TEI-6
	R4

	RP-040041
	25.104
	218
	-
	6.4.0
	Rel-6
	Performance requirements for HS-DPCCH signaling detection
	approved
	B
	6.5.0
	Base Station (BS) radio transmission and reception (FDD)
	HSDPA-RF
	R4

	RP-040040
	25.104
	219
	-
	6.4.0
	Rel-6
	Co-existence with UTRA FDD in frequency band VI
	approved
	F
	6.5.0
	Base Station (BS) radio transmission and reception (FDD)
	TEI-6
	R4

	RP-040043
	25.104
	221
	-
	6.4.0
	Rel-6
	Reduction of channel number for UMTS800(band VI)
	approved
	F
	6.5.0
	Base Station (BS) radio transmission and reception (FDD)
	RInImp-UMTS800
	R4

	RP-040035
	25.123
	334
	1
	4.11.0
	Rel-4
	Test case for SFN-SFN observed time difference type 2 for 1.28Mcps TDD
	approved
	F
	4.12.0
	Requirements for support of radio resource management  (TDD)
	LCRTDD-RF
	R4

	RP-040035
	25.123
	335
	1
	5.7.0
	Rel-5
	Test case for SFN-SFN observed time difference type 2 for 1.28Mcps TDD
	approved
	A
	5.8.0
	Requirements for support of radio resource management  (TDD)
	LCRTDD-RF
	R4

	RP-040035
	25.123
	336
	1
	6.0.0
	Rel-6
	Test case for SFN-SFN observed time difference type 2 for 1.28Mcps TDD
	approved
	A
	6.1.0
	Requirements for support of radio resource management  (TDD)
	LCRTDD-RF
	R4

	RP-040042
	25.123
	339
	1
	6.0.0
	Rel-6
	Some correction to GSM reselection in CELL_FACH for 1.28Mcps TDD
	approved
	F
	6.1.0
	Requirements for support of radio resource management  (TDD)
	LCRTDD-RF
	R4

	RP-040042
	25.133
	647
	1
	6.4.0
	Rel-6
	Clarify measurement control for FDD/FDD Inter-frequency Hard Handover test case
	approved
	F
	6.5.0
	Requirements for support of radio resource management  (FDD)
	TEI-6
	R4

	RP-040037
	25.133
	648
	1
	5.9.0
	Rel-5
	Test case for multipath fading intra-frequency cell identification
	approved
	F
	5.10.0
	Requirements for support of radio resource management  (FDD)
	TEI-5
	R4

	RP-040037
	25.133
	649
	1
	6.4.0
	Rel-6
	Test case for multipath fading intra-frequency cell identification
	approved
	A
	6.5.0
	Requirements for support of radio resource management  (FDD)
	TEI-5
	R4

	RP-040039
	25.133
	650
	1
	6.4.0
	Rel-6
	Introduction of band IV, V and VI requirements
	approved
	F
	6.5.0
	Requirements for support of radio resource management  (FDD)
	RInImp-UMTS850; UMTS800; UMTS1721
	R4

	RP-040034
	25.133
	651
	1
	3.16.0
	R99
	Inter system HO from UTRAN FDD to GSM
	approved
	F
	3.17.0
	Requirements for support of radio resource management  (FDD)
	TEI
	R4

	RP-040034
	25.133
	652
	1
	4.11.0
	Rel-4
	Inter system HO from UTRAN FDD to GSM
	approved
	A
	4.12.0
	Requirements for support of radio resource management  (FDD)
	TEI
	R4

	RP-040034
	25.133
	653
	1
	5.9.0
	Rel-5
	Inter system HO from UTRAN FDD to GSM
	approved
	A
	5.10.0
	Requirements for support of radio resource management  (FDD)
	TEI
	R4

	RP-040034
	25.133
	654
	1
	6.4.0
	Rel-6
	Inter system HO from UTRAN FDD to GSM
	approved
	A
	6.5.0
	Requirements for support of radio resource management  (FDD)
	TEI
	R4

	RP-040039
	25.141
	336
	1
	6.4.0
	Rel-6
	Introduction of UMTS 1.7/2.1 GHz requirements
	approved
	B
	6.5.0
	Base Station (BS) conformance testing (FDD)
	RInImp-UMTS1721
	R4

	RP-040040
	25.141
	337
	-
	6.4.0
	Rel-6
	Co-existence with UTRA FDD in frequency band IV
	approved
	F
	6.5.0
	Base Station (BS) conformance testing (FDD)
	TEI-6
	R4

	RP-040041
	25.141
	338
	1
	6.4.0
	Rel-6
	Performance requirements for HS-DPCCH signaling detection
	revised
	B
	
	Base Station (BS) conformance testing (FDD)
	HSDPA-RF
	R4

	RP-040045
	25.141
	338
	2
	6.4.0
	Rel-6
	Performance requirements for HS-DPCCH signaling detection
	approved
	B
	6.5.0
	Base Station (BS) conformance testing (FDD)
	HSDPA-RF
	R4

	RP-040040
	25.141
	339
	-
	6.4.0
	Rel-6
	Co-existence with UTRA FDD in frequency band VI
	approved
	F
	6.5.0
	Base Station (BS) conformance testing (FDD)
	TEI-6
	R4

	RP-040042
	25.141
	341
	-
	6.4.0
	Rel-6
	Introduction of DCH performance test requirements for BS without Rx diversity
	approved
	B
	6.5.0
	Base Station (BS) conformance testing (FDD)
	TEI-6
	R4

	RP-040043
	25.141
	342
	-
	6.4.0
	Rel-6
	Reduction of channel number for UMTS800(band VI)
	approved
	F
	6.5.0
	Base Station (BS) conformance testing (FDD)
	RInImp-UMTS800
	R4

	RP-040087
	25.211
	189
	-
	6.0.0
	Rel-6
	Re-Introduction of S-CPICH in combination with Closed Loop TxDiversity
	rejected
	B
	
	Physical channels and mapping of transport channels onto physical channels (FDD)
	TEI-6
	R1

	RP-040085
	25.212
	181
	3
	5.7.0
	Rel-5
	CCTrCH definition extension to HS-DSCH
	approved
	F
	5.8.0
	Multiplexing and channel coding (FDD)
	TEI-5
	R1

	RP-040085
	25.212
	187
	1
	6.0.0
	Rel-6
	CCTrCH definition extension to HS-DSCH
	approved
	A
	6.1.0
	Multiplexing and channel coding (FDD)
	TEI-5
	R1

	RP-040123
	25.214
	331
	11
	5.7.0
	Rel-5
	Clarification on reconfiguration of HSDPA
	rejected
	F
	
	Physical layer procedures (FDD)
	HSDPA-Phys
	R1

	RP-040086
	25.214
	340
	-
	5.7.0
	Rel-5
	Beta values for HS-DPCCH in compressed mode
	approved
	F
	5.8.0
	Physical layer procedures (FDD)
	HSDPA-Phys
	R1

	RP-040086
	25.214
	341
	-
	6.0.0
	Rel-6
	Beta values for HS-DPCCH in compressed mode
	approved
	A
	6.1.0
	Physical layer procedures (FDD)
	HSDPA-Phys
	R1

	RP-040123
	25.214
	342
	3
	6.0.0
	Rel-6
	Clarification on reconfiguration of HSDPA
	rejected
	A
	
	Physical layer procedures (FDD)
	HSDPA-Phys
	R1

	RP-040086
	25.214
	345
	1
	5.7.0
	Rel-5
	ACK/NACK repetition factor
	approved
	F
	5.8.0
	Physical layer procedures (FDD)
	HSDPA-Phys
	R1

	RP-040086
	25.214
	346
	1
	6.0.0
	Rel-6
	ACK/NACK repetition factor
	approved
	A
	6.1.0
	Physical layer procedures (FDD)
	HSDPA-Phys
	R1

	RP-040088
	25.225
	069
	1
	6.0.0
	Rel-6
	Interference measurement in UpPTS for 1.28Mcps TDD
	approved
	B
	6.1.0
	Physical layer; Measurements (TDD)
	TEI-6
	R1

	RP-040084
	25.225
	076
	1
	4.7.0
	Rel-4
	Clarification of TA definition for 1.28Mcps TDD
	approved
	F
	4.8.0
	Physical layer; Measurements (TDD)
	LCRTDDphys
	R1

	RP-040084
	25.225
	077
	1
	5.6.0
	Rel-5
	Clarification of TA definition for 1.28Mcps TDD
	approved
	A
	5.7.0
	Physical layer; Measurements (TDD)
	LCRTDDphys
	R1

	RP-040084
	25.225
	078
	1
	6.0.0
	Rel-6
	Clarification of TA definition for 1.28Mcps TDD
	approved
	A
	6.1.0
	Physical layer; Measurements (TDD)
	LCRTDDphys
	R1

	RP-040088
	25.302
	145
	-
	6.0.0
	Rel-6
	Interference measurement in UpPTS for 1.28Mcps TDD
	approved
	B
	6.1.0
	Services provided by the physical layer
	TEI-6
	R2

	RP-040094
	25.304
	108
	1
	3.13.0
	R99
	H criteria & High mobility reselection
	approved
	F
	3.14.0
	User Equipment (UE) procedures in idle mode and procedures for cell reselection in connected mode
	TEI
	R2

	RP-040094
	25.304
	109
	1
	4.7.0
	Rel-4
	H criteria & High mobility reselection
	approved
	A
	4.8.0
	User Equipment (UE) procedures in idle mode and procedures for cell reselection in connected mode
	TEI
	R2

	RP-040094
	25.304
	110
	1
	5.3.0
	Rel-5
	H criteria & High mobility reselection
	approved
	A
	5.4.0
	User Equipment (UE) procedures in idle mode and procedures for cell reselection in connected mode
	TEI
	R2

	RP-040094
	25.304
	111
	1
	6.0.0
	Rel-6
	H criteria & High mobility reselection
	approved
	A
	6.1.0
	User Equipment (UE) procedures in idle mode and procedures for cell reselection in connected mode
	TEI
	R2

	RP-040102
	25.306
	092
	-
	5.7.0
	Rel-5
	Simultaneous Reception of S-CCPCH and HS-DSCH
	approved
	F
	5.8.0
	UE Radio Access capabilities definition
	HSDPA-L23
	R2

	RP-040102
	25.306
	093
	-
	6.0.0
	Rel-6
	Simultaneous Reception of S-CCPCH and HS-DSCH
	approved
	A
	6.1.0
	UE Radio Access capabilities definition
	HSDPA-L23
	R2

	RP-040102
	25.306
	094
	-
	5.7.0
	Rel-5
	Correction to memory check in UE
	approved
	F
	5.8.0
	UE Radio Access capabilities definition
	HSDPA-L23
	R2

	RP-040102
	25.306
	095
	-
	6.0.0
	Rel-6
	Correction to memory check in UE
	approved
	A
	6.1.0
	UE Radio Access capabilities definition
	HSDPA-L23
	R2

	RP-040093
	25.307
	011
	-
	3.2.0
	R99
	Additional performance requirement for UMTS800
	approved
	F
	3.3.0
	Requirements on UEs supporting a release-independent frequency band
	Rinimp-UMTS800
	R2

	RP-040093
	25.307
	012
	-
	4.2.0
	Rel-4
	Additional performance requirement for UMTS800
	approved
	A
	4.3.0
	Requirements on UEs supporting a release-independent frequency band
	Rinimp-UMTS800
	R2

	RP-040093
	25.307
	013
	-
	5.1.0
	Rel-5
	Additional performance requirement for UMTS800
	approved
	A
	5.2.0
	Requirements on UEs supporting a release-independent frequency band
	Rinimp-UMTS800
	R2

	RP-040092
	25.307
	015
	1
	5.1.0
	Rel-5
	Frequency band alignment with 25.101
	approved
	A
	5.2.0
	Requirements on UEs supporting a release-independent frequency band
	Rinimp-UMTS1721, Rinimp-UMTS1800, Rinimp-UMTS1900
	R2

	RP-040092
	25.307
	016
	1
	6.0.0
	Rel-6
	Frequency band alignment with 25.101
	approved
	A
	6.1.0
	Requirements on UEs supporting a release-independent frequency band
	Rinimp-UMTS1721, Rinimp-UMTS1800, Rinimp-UMTS1900
	R2

	RP-040092
	25.307
	017
	-
	3.2.0
	R99
	Frequency band alignment with 25.101
	approved
	F
	3.3.0
	Requirements on UEs supporting a release-independent frequency band
	Rinimp-UMTS1721, Rinimp-UMTS1800, Rinimp-UMTS1900
	R2

	RP-040092
	25.307
	018
	-
	4.2.0
	Rel-4
	Frequency band alignment with 25.101
	approved
	A
	4.3.0
	Requirements on UEs supporting a release-independent frequency band
	Rinimp-UMTS1721, Rinimp-UMTS1800, Rinimp-UMTS1900
	R2

	RP-040090
	25.307
	020
	-
	3.2.0
	R99
	Introduction of UMTS1700/2100 (Band IV)
	approved
	F
	3.3.0
	Requirements on UEs supporting a release-independent frequency band
	Rinimp-UMTS1721
	R2

	RP-040090
	25.307
	021
	-
	4.2.0
	Rel-4
	Introduction of UMTS1700/2100 (Band IV)
	approved
	A
	4.3.0
	Requirements on UEs supporting a release-independent frequency band
	Rinimp-UMTS1721
	R2

	RP-040090
	25.307
	022
	-
	5.1.0
	Rel-5
	Introduction of UMTS1700/2100 (Band IV)
	approved
	A
	5.2.0
	Requirements on UEs supporting a release-independent frequency band
	Rinimp-UMTS1721
	R2

	RP-040090
	25.307
	023
	-
	6.0.0
	Rel-6
	Introduction of UMTS1700/2100 (Band IV)
	approved
	A
	6.1.0
	Requirements on UEs supporting a release-independent frequency band
	Rinimp-UMTS1721
	R2

	RP-040091
	25.307
	024
	-
	3.2.0
	R99
	Introduction of UMTS850 (Band V)
	approved
	F
	3.3.0
	Requirements on UEs supporting a release-independent frequency band
	Rinimp-UMTS850
	R2

	RP-040091
	25.307
	025
	-
	4.2.0
	Rel-4
	Introduction of UMTS850 (Band V)
	approved
	A
	4.3.0
	Requirements on UEs supporting a release-independent frequency band
	Rinimp-UMTS850
	R2

	RP-040091
	25.307
	026
	-
	5.1.0
	Rel-5
	Introduction of UMTS850 (Band V)
	approved
	A
	5.2.0
	Requirements on UEs supporting a release-independent frequency band
	Rinimp-UMTS850
	R2

	RP-040091
	25.307
	027
	-
	6.0.0
	Rel-6
	Introduction of UMTS850 (Band V)
	approved
	A
	6.1.0
	Requirements on UEs supporting a release-independent frequency band
	Rinimp-UMTS850
	R2

	RP-040103
	25.308
	007
	-
	5.4.0
	Rel-5
	Corrections to HS-DSCH cell change, applicability of HS-DSCH and Need for Re-ordering queue
	approved
	F
	5.5.0
	UTRA High Speed Downlink Packet Access (HSDPA); Overall description; Stage 2
	HSDPA-L23
	R2

	RP-040103
	25.308
	008
	-
	6.0.0
	Rel-6
	Corrections to HS-DSCH cell change, applicability of HS-DSCH and Need for Re-ordering queue
	approved
	A
	6.1.0
	UTRA High Speed Downlink Packet Access (HSDPA); Overall description; Stage 2
	HSDPA-L23
	R2

	RP-040104
	25.321
	185
	1
	5.7.0
	Rel-5
	UE handling of NDI and TBS for HSDPA
	approved
	F
	5.8.0
	Medium Access Control (MAC) protocol specification
	HSDPA_L23
	R2

	RP-040104
	25.321
	186
	1
	6.0.0
	Rel-6
	UE handling of NDI and TBS for HSDPA
	approved
	A
	6.1.0
	Medium Access Control (MAC) protocol specification
	HSDPA_L23
	R2

	RP-040104
	25.321
	187
	-
	5.7.0
	Rel-5
	HSDPA related corrections on MAC-hs reconfiguration
	approved
	F
	5.8.0
	Medium Access Control (MAC) protocol specification
	HSDPA_L23
	R2

	RP-040104
	25.321
	188
	-
	6.0.0
	Rel-6
	HSDPA related corrections on MAC-hs reconfiguration
	approved
	A
	6.1.0
	Medium Access Control (MAC) protocol specification
	HSDPA_L23
	R2

	RP-040104
	25.321
	189
	-
	5.7.0
	Rel-5
	Reconfiguration of soft memory buffer partitioning
	approved
	F
	5.8.0
	Medium Access Control (MAC) protocol specification
	HSDPA_L23
	R2

	RP-040104
	25.321
	190
	-
	6.0.0
	Rel-6
	Reconfiguration of soft memory buffer partitioning
	approved
	A
	6.1.0
	Medium Access Control (MAC) protocol specification
	HSDPA_L23
	R2

	RP-040095
	25.331
	2165
	2
	3.17.0
	R99
	Response on SRNS Relocation with Cell Update
	approved
	F
	3.18.0
	Radio Resource Control (RRC) protocol specification
	TEI
	R2

	RP-040095
	25.331
	2166
	2
	4.12.0
	Rel-4
	Response on SRNS Relocation with Cell Update
	approved
	A
	4.13.0
	Radio Resource Control (RRC) protocol specification
	TEI
	R2

	RP-040095
	25.331
	2167
	2
	5.7.1
	Rel-5
	Response on SRNS Relocation with Cell Update
	approved
	A
	5.8.0
	Radio Resource Control (RRC) protocol specification
	TEI
	R2

	RP-040095
	25.331
	2168
	2
	6.0.1
	Rel-6
	Response on SRNS Relocation with Cell Update
	approved
	A
	6.1.0
	Radio Resource Control (RRC) protocol specification
	TEI
	R2

	RP-040095
	25.331
	2169
	-
	3.17.0
	R99
	TPC Combination Index in SRNC relocation
	approved
	F
	3.18.0
	Radio Resource Control (RRC) protocol specification
	TEI
	R2

	RP-040095
	25.331
	2170
	-
	4.12.0
	Rel-4
	TPC Combination Index in SRNC relocation
	approved
	A
	4.13.0
	Radio Resource Control (RRC) protocol specification
	TEI
	R2

	RP-040095
	25.331
	2171
	-
	5.7.1
	Rel-5
	TPC Combination Index in SRNC relocation
	approved
	A
	5.8.0
	Radio Resource Control (RRC) protocol specification
	TEI
	R2

	RP-040095
	25.331
	2172
	-
	6.0.1
	Rel-6
	TPC Combination Index in SRNC relocation
	approved
	A
	6.1.0
	Radio Resource Control (RRC) protocol specification
	TEI
	R2

	RP-040107
	25.331
	2175
	1
	5.7.1
	Rel-5
	Correction to "Current TGPS Status Flag"
	approved
	F
	5.8.0
	Radio Resource Control (RRC) protocol specification
	TEI-5
	R2

	RP-040107
	25.331
	2176
	1
	6.0.1
	Rel-6
	Correction to "Current TGPS Status Flag"
	approved
	A
	6.1.0
	Radio Resource Control (RRC) protocol specification
	TEI-5
	R2

	RP-040095
	25.331
	2177
	1
	3.17.0
	R99
	Invalidation of START value in USIM/UE.
	approved
	F
	3.18.0
	Radio Resource Control (RRC) protocol specification
	TEI
	R2

	RP-040095
	25.331
	2178
	1
	4.12.0
	Rel-4
	Invalidation of START value in USIM/UE.
	approved
	A
	4.13.0
	Radio Resource Control (RRC) protocol specification
	TEI
	R2

	RP-040095
	25.331
	2179
	1
	5.7.1
	Rel-5
	Invalidation of START value in USIM/UE.
	approved
	A
	5.8.0
	Radio Resource Control (RRC) protocol specification
	TEI
	R2

	RP-040095
	25.331
	2180
	1
	6.0.1
	Rel-6
	Invalidation of START value in USIM/UE.
	approved
	A
	6.1.0
	Radio Resource Control (RRC) protocol specification
	TEI
	R2

	RP-040095
	25.331
	2181
	1
	3.17.0
	R99
	Uplink Integrity protection handling in case of N302 increment
	approved
	F
	3.18.0
	Radio Resource Control (RRC) protocol specification
	TEI
	R2

	RP-040095
	25.331
	2182
	1
	4.12.0
	Rel-4
	Uplink Integrity protection handling in case of N302 increment
	approved
	A
	4.13.0
	Radio Resource Control (RRC) protocol specification
	TEI
	R2

	RP-040095
	25.331
	2183
	1
	5.7.1
	Rel-5
	Uplink Integrity protection handling in case of N302 increment
	approved
	A
	5.8.0
	Radio Resource Control (RRC) protocol specification
	TEI
	R2

	RP-040095
	25.331
	2184
	1
	6.0.1
	Rel-6
	Uplink Integrity protection handling in case of N302 increment
	approved
	A
	6.1.0
	Radio Resource Control (RRC) protocol specification
	TEI
	R2

	RP-040095
	25.331
	2185
	1
	3.17.0
	R99
	Amount of reporting for UE-based and UE assisted A-GPS
	approved
	F
	3.18.0
	Radio Resource Control (RRC) protocol specification
	TEI
	R2

	RP-040095
	25.331
	2186
	1
	4.12.0
	Rel-4
	Amount of reporting for UE-based and UE assisted A-GPS
	approved
	A
	4.13.0
	Radio Resource Control (RRC) protocol specification
	TEI
	R2

	RP-040095
	25.331
	2187
	1
	5.7.1
	Rel-5
	Amount of reporting for UE-based and UE assisted A-GPS
	approved
	A
	5.8.0
	Radio Resource Control (RRC) protocol specification
	TEI
	R2

	RP-040095
	25.331
	2188
	1
	6.0.1
	Rel-6
	Amount of reporting for UE-based and UE assisted A-GPS
	approved
	A
	6.1.0
	Radio Resource Control (RRC) protocol specification
	TEI
	R2

	RP-040101
	25.331
	2189
	1
	4.12.0
	Rel-4
	Ensuring decoding possibility related to Introduction of new bands
	approved
	F
	4.13.0
	Radio Resource Control (RRC) protocol specification
	RinImp-UMTS800
	R2

	RP-040101
	25.331
	2190
	1
	5.7.1
	Rel-5
	Ensuring decoding possibility related to Introduction of new bands
	approved
	A
	5.8.0
	Radio Resource Control (RRC) protocol specification
	RinImp-UMTS800
	R2

	RP-040101
	25.331
	2191
	1
	6.0.1
	Rel-6
	Ensuring decoding possibility related to Introduction of new bands
	approved
	F
	6.1.0
	Radio Resource Control (RRC) protocol specification
	RinImp-UMTS800
	R2

	RP-040101
	25.331
	2195
	1
	4.12.0
	Rel-4
	Clarification to multimode indication
	approved
	F
	4.13.0
	Radio Resource Control (RRC) protocol specification
	TEI
	R2

	RP-040101
	25.331
	2196
	1
	5.7.1
	Rel-5
	Clarification to multimode indication
	approved
	A
	5.8.0
	Radio Resource Control (RRC) protocol specification
	TEI
	R2

	RP-040101
	25.331
	2197
	2
	6.0.1
	Rel-6
	Clarification to multimode indication
	approved
	A
	6.1.0
	Radio Resource Control (RRC) protocol specification
	TEI
	R2

	RP-040101
	25.331
	2198
	-
	4.12.0
	Rel-4
	Correction for 1.28 Mcps TDD Power Control
	approved
	F
	4.13.0
	Radio Resource Control (RRC) protocol specification
	LCRTDD_L23
	R2

	RP-040101
	25.331
	2199
	-
	5.7.1
	Rel-5
	Correction for 1.28 Mcps TDD Power Control
	approved
	A
	5.8.0
	Radio Resource Control (RRC) protocol specification
	LCRTDD_L23
	R2

	RP-040101
	25.331
	2200
	-
	6.0.1
	Rel-6
	Correction for 1.28 Mcps TDD Power Control
	approved
	A
	6.1.0
	Radio Resource Control (RRC) protocol specification
	LCRTDD_L23
	R2

	RP-040101
	25.331
	2201
	-
	4.12.0
	Rel-4
	Missing "pdcp-SN-info" in ASN.1 IE "RB-InformationReconfig-r4"
	approved
	F
	4.13.0
	Radio Resource Control (RRC) protocol specification
	TEI-4
	R2

	RP-040101
	25.331
	2202
	-
	5.7.1
	Rel-5
	Missing "pdcp-SN-info" in ASN.1 IE "RB-InformationReconfig-r4"
	approved
	A
	5.8.0
	Radio Resource Control (RRC) protocol specification
	TEI-4
	R2

	RP-040101
	25.331
	2203
	-
	6.0.1
	Rel-6
	Missing "pdcp-SN-info" in ASN.1 IE "RB-InformationReconfig-r4"
	approved
	A
	6.1.0
	Radio Resource Control (RRC) protocol specification
	TEI-4
	R2

	RP-040107
	25.331
	2206
	-
	5.7.1
	Rel-5
	Corrections to HS-SCCH info
	approved
	F
	5.8.0
	Radio Resource Control (RRC) protocol specification
	HSDPA-L23
	R2

	RP-040107
	25.331
	2207
	-
	6.0.1
	Rel-6
	Corrections to HS-SCCH info
	approved
	A
	6.1.0
	Radio Resource Control (RRC) protocol specification
	HSDPA-L23
	R2

	RP-040107
	25.331
	2208
	-
	5.7.1
	Rel-5
	Corrections to HS-PDSCH info
	approved
	F
	5.8.0
	Radio Resource Control (RRC) protocol specification
	HSDPA_L23
	R2

	RP-040107
	25.331
	2209
	-
	6.0.1
	Rel-6
	Corrections to HS-PDSCH info
	approved
	A
	6.1.0
	Radio Resource Control (RRC) protocol specification
	HSDPA_L23
	R2

	RP-040107
	25.331
	2212
	-
	5.7.1
	Rel-5
	Correction to activation time for HS-DSCH reconfiguration in TDD
	approved
	F
	5.8.0
	Radio Resource Control (RRC) protocol specification
	HSDPA_L23
	R2

	RP-040107
	25.331
	2213
	-
	6.0.1
	Rel-6
	Correction to activation time for HS-DSCH reconfiguration in TDD
	approved
	A
	6.1.0
	Radio Resource Control (RRC) protocol specification
	HSDPA_L23
	R2

	RP-040107
	25.331
	2214
	-
	3.17.0
	R99
	Connected mode handling IE 'CN domain system information' in SIB1
	approved
	F
	3.18.0
	Radio Resource Control (RRC) protocol specification
	TEI-5
	R2

	RP-040107
	25.331
	2215
	-
	4.12.0
	Rel-4
	Connected mode handling IE 'CN domain system information' in SIB1
	approved
	F
	4.13.0
	Radio Resource Control (RRC) protocol specification
	TEI-5
	R2

	RP-040107
	25.331
	2216
	2
	5.7.1
	Rel-5
	Connected mode handling IE 'CN domain system information' in SIB1
	revised
	F
	
	Radio Resource Control (RRC) protocol specification
	TEI-5
	R2

	RP-040131
	25.331
	2216
	3
	5.7.1
	Rel-5
	Connected mode handling IE 'CN domain system information' in SIB1
	approved
	F
	5.8.0
	Radio Resource Control (RRC) protocol specification
	TEI-5
	R2

	RP-040107
	25.331
	2217
	2
	6.0.1
	Rel-6
	Connected mode handling IE 'CN domain system information' in SIB1
	revised
	A
	
	Radio Resource Control (RRC) protocol specification
	TEI-5
	R2

	RP-040131
	25.331
	2217
	3
	6.0.1
	Rel-6
	Connected mode handling IE 'CN domain system information' in SIB1
	approved
	A
	6.1.0
	Radio Resource Control (RRC) protocol specification
	TEI-5
	R2

	RP-040096
	25.331
	2218
	-
	3.17.0
	R99
	Correction to event 6D
	approved
	F
	3.18.0
	Radio Resource Control (RRC) protocol specification
	TEI
	R2

	RP-040096
	25.331
	2219
	-
	4.12.0
	Rel-4
	Correction to event 6D
	approved
	A
	4.13.0
	Radio Resource Control (RRC) protocol specification
	TEI
	R2

	RP-040096
	25.331
	2220
	-
	5.7.1
	Rel-5
	Correction to event 6D
	approved
	A
	5.8.0
	Radio Resource Control (RRC) protocol specification
	TEI
	R2

	RP-040096
	25.331
	2221
	-
	6.0.1
	Rel-6
	Correction to event 6D
	approved
	A
	6.1.0
	Radio Resource Control (RRC) protocol specification
	TEI
	R2

	RP-040096
	25.331
	2222
	1
	3.17.0
	R99
	Correction to UE positioning reporting for GPS standalone operation mode
	approved
	F
	3.18.0
	Radio Resource Control (RRC) protocol specification
	TEI
	R2

	RP-040096
	25.331
	2223
	1
	4.12.0
	Rel-4
	Correction to UE positioning reporting for GPS standalone operation mode
	approved
	A
	4.13.0
	Radio Resource Control (RRC) protocol specification
	TEI
	R2

	RP-040096
	25.331
	2224
	1
	5.7.1
	Rel-5
	Correction to UE positioning reporting for GPS standalone operation mode
	approved
	A
	5.8.0
	Radio Resource Control (RRC) protocol specification
	TEI
	R2

	RP-040096
	25.331
	2225
	1
	6.0.1
	Rel-6
	Correction to UE positioning reporting for GPS standalone operation mode
	approved
	A
	6.1.0
	Radio Resource Control (RRC) protocol specification
	TEI
	R2

	RP-040092
	25.331
	2228
	-
	5.7.1
	Rel-5
	Frequency band alignment with 25.101
	approved
	F
	5.8.0
	Radio Resource Control (RRC) protocol specification
	Rinimp-UMTS1721, Rinimp-UMTS1900, Rinimp-UMTS1800
	R2

	RP-040092
	25.331
	2229
	-
	6.0.1
	Rel-6
	Frequency band alignment with 25.101
	approved
	F
	6.1.0
	Radio Resource Control (RRC) protocol specification
	Rinimp-UMTS1721, Rinimp-UMTS1900, Rinimp-UMTS1800, Rinimp-UMTS800
	R2

	RP-040096
	25.331
	2230
	1
	3.17.0
	R99
	Initialisation of virtual active set
	approved
	F
	3.18.0
	Radio Resource Control (RRC) protocol specification
	TEI
	R2

	RP-040096
	25.331
	2231
	1
	4.12.0
	Rel-4
	Initialisation of virtual active set
	approved
	A
	4.13.0
	Radio Resource Control (RRC) protocol specification
	TEI
	R2

	RP-040096
	25.331
	2232
	-
	3.17.0
	R99
	UTRAN setting of the activation time for TM bearers in Ciphering Mode info IE
	approved
	F
	3.18.0
	Radio Resource Control (RRC) protocol specification
	TEI
	R2

	RP-040096
	25.331
	2234
	-
	5.7.1
	Rel-5
	UTRAN setting of the activation time for TM bearers in Ciphering Mode info IE
	approved
	A
	5.8.0
	Radio Resource Control (RRC) protocol specification
	TEI
	R2

	RP-040096
	25.331
	2235
	-
	6.0.1
	Rel-6
	UTRAN setting of the activation time for TM bearers in Ciphering Mode info IE
	approved
	A
	6.1.0
	Radio Resource Control (RRC) protocol specification
	TEI
	R2

	RP-040096
	25.331
	2236
	-
	3.17.0
	R99
	Corrections to "Entered parameter"
	approved
	F
	3.18.0
	Radio Resource Control (RRC) protocol specification
	TEI
	R2

	RP-040096
	25.331
	2237
	-
	4.12.0
	Rel-4
	Corrections to "Entered parameter"
	approved
	A
	4.13.0
	Radio Resource Control (RRC) protocol specification
	TEI
	R2

	RP-040096
	25.331
	2238
	-
	5.7.1
	Rel-5
	Corrections to "Entered parameter"
	approved
	A
	5.8.0
	Radio Resource Control (RRC) protocol specification
	TEI
	R2

	RP-040096
	25.331
	2239
	-
	6.0.1
	Rel-6
	Corrections to "Entered parameter"
	approved
	A
	6.1.0
	Radio Resource Control (RRC) protocol specification
	TEI
	R2

	RP-040097
	25.331
	2240
	-
	3.17.0
	R99
	Corrections to TFC Subset Functionality
	approved
	F
	3.18.0
	Radio Resource Control (RRC) protocol specification
	TEI
	R2

	RP-040097
	25.331
	2241
	-
	4.12.0
	Rel-4
	Corrections to TFC Subset Functionality
	approved
	A
	4.13.0
	Radio Resource Control (RRC) protocol specification
	TEI
	R2

	RP-040097
	25.331
	2242
	-
	5.7.1
	Rel-5
	Corrections to TFC Subset Functionality
	approved
	A
	5.8.0
	Radio Resource Control (RRC) protocol specification
	TEI
	R2

	RP-040097
	25.331
	2243
	-
	6.0.1
	Rel-6
	Corrections to TFC Subset Functionality
	approved
	A
	6.1.0
	Radio Resource Control (RRC) protocol specification
	TEI
	R2

	RP-040097
	25.331
	2244
	1
	3.17.0
	R99
	Waiting for RLC-ACK on UMI
	approved
	F
	3.18.0
	Radio Resource Control (RRC) protocol specification
	TEI
	R2

	RP-040097
	25.331
	2245
	1
	4.12.0
	Rel-4
	Waiting for RLC-ACK on UMI
	approved
	A
	4.13.0
	Radio Resource Control (RRC) protocol specification
	TEI
	R2

	RP-040097
	25.331
	2246
	1
	5.7.1
	Rel-5
	Waiting for RLC-ACK on UMI
	approved
	A
	5.8.0
	Radio Resource Control (RRC) protocol specification
	TEI
	R2

	RP-040097
	25.331
	2247
	1
	6.0.1
	Rel-6
	Waiting for RLC-ACK on UMI
	approved
	A
	6.1.0
	Radio Resource Control (RRC) protocol specification
	TEI
	R2

	RP-040105
	25.331
	2248
	-
	5.7.1
	Rel-5
	Invalid Simultaneous Reconfiguration Criteria
	rejected
	F
	5.8.0
	Radio Resource Control (RRC) protocol specification
	TEI-5
	R2

	RP-040105
	25.331
	2249
	-
	6.0.1
	Rel-6
	Invalid Simultaneous Reconfiguration Criteria
	approved
	F
	6.1.0
	Radio Resource Control (RRC) protocol specification
	TEI-6
	R2

	RP-040101
	25.331
	2250
	1
	4.12.0
	Rel-4
	General correction and alignment of the ASN.1 and tabular
	approved
	F
	4.13.0
	Radio Resource Control (RRC) protocol specification
	TEI-4
	R2

	RP-040101
	25.331
	2251
	1
	5.7.1
	Rel-5
	General correction and alignment of the ASN.1 and tabular
	approved
	F
	5.8.0
	Radio Resource Control (RRC) protocol specification
	TEI-5
	R2

	RP-040101
	25.331
	2252
	1
	6.0.1
	Rel-6
	General correction and alignment of the ASN.1 and tabular
	approved
	A
	6.1.0
	Radio Resource Control (RRC) protocol specification
	TEI-5
	R2

	RP-040090
	25.331
	2253
	-
	6.0.1
	Rel-6
	Introduction of UMTS1700/2100 (Band IV)
	revised
	B
	
	Radio Resource Control (RRC) protocol specification
	RinImp-UMTS1721
	R2

	RP-040121
	25.331
	2253
	1
	6.0.1
	Rel-6
	Introduction of UMTS1700/2100 (Band IV)
	approved
	B
	6.1.0
	Radio Resource Control (RRC) protocol specification
	RinImp-UMTS1721
	R2

	RP-040091
	25.331
	2254
	-
	6.0.1
	Rel-6
	Introduction of UMTS850 (Band V)
	approved
	B
	6.1.0
	Radio Resource Control (RRC) protocol specification
	RinImp-UMTS850
	R2

	RP-040101
	25.331
	2255
	-
	4.12.0
	Rel-4
	Introduction of VLEC in every message branch
	approved
	F
	4.13.0
	Radio Resource Control (RRC) protocol specification
	TEI-4
	R2

	RP-040101
	25.331
	2256
	-
	5.7.1
	Rel-5
	Introduction of VLEC in every message branch
	approved
	F
	5.8.0
	Radio Resource Control (RRC) protocol specification
	TEI-5
	R2

	RP-040101
	25.331
	2257
	-
	6.0.1
	Rel-6
	Introduction of VLEC in every message branch
	approved
	A
	6.1.0
	Radio Resource Control (RRC) protocol specification
	TEI-5
	R2

	RP-040107
	25.331
	2258
	-
	5.7.1
	Rel-5
	Simultaneous Reception of S-CCPCH and HS-DSCH
	approved
	F
	5.8.0
	Radio Resource Control (RRC) protocol specification
	HSDPA-L23
	R2

	RP-040107
	25.331
	2259
	-
	6.0.1
	Rel-6
	Simultaneous Reception of S-CCPCH and HS-DSCH
	approved
	A
	6.1.0
	Radio Resource Control (RRC) protocol specification
	HSDPA-L23
	R2

	RP-040107
	25.331
	2260
	-
	5.7.1
	Rel-5
	Cell reselection between UTRAN and GERAN Iu mode
	approved
	F
	5.8.0
	Radio Resource Control (RRC) protocol specification
	GERUEV1-IuPS and GERUEV2-IuCS
	R2

	RP-040107
	25.331
	2261
	-
	6.0.1
	Rel-6
	Cell reselection between UTRAN and GERAN Iu mode
	approved
	A
	6.1.0
	Radio Resource Control (RRC) protocol specification
	GERUEV1-IuPS and GERUEV2-IuCS
	R2

	RP-040108
	25.331
	2262
	-
	5.7.1
	Rel-5
	HSDPA related corrections on buffer flushing on state transitions, RAT transitions, error cases, MAC-hs reconfiguration and readiness to receive HS-PDSCH
	approved
	F
	5.8.0
	Radio Resource Control (RRC) protocol specification
	HSDPA_L23
	R2

	RP-040108
	25.331
	2263
	-
	6.0.1
	Rel-6
	HSDPA related corrections on buffer flushing on state transitions, RAT transitions, error cases, MAC-hs reconfiguration and readiness to receive HS-PDSCH
	approved
	A
	6.1.0
	Radio Resource Control (RRC) protocol specification
	HSDPA_L23
	R2

	RP-040106
	25.331
	2264
	2
	5.7.1
	Rel-5
	Signalling of MAC-hs Reset
	approved
	F
	5.8.0
	Radio Resource Control (RRC) protocol specification
	HSDPA-L23
	R2

	RP-040106
	25.331
	2265
	2
	6.0.1
	Rel-6
	Signalling of MAC-hs Reset
	approved
	A
	6.1.0
	Radio Resource Control (RRC) protocol specification
	HSDPA-L23
	R2

	RP-040108
	25.331
	2266
	1
	5.7.1
	Rel-5
	Modification of Inter-frequency CELL_INFO_LIST
	revised
	F
	
	Radio Resource Control (RRC) protocol specification
	TEI-5
	R2

	RP-040131
	25.331
	2266
	2
	5.7.1
	Rel-5
	Modification of Inter-frequency CELL_INFO_LIST
	approved
	F
	5.8.0
	Radio Resource Control (RRC) protocol specification
	TEI-5
	R2

	RP-040108
	25.331
	2267
	1
	6.0.1
	Rel-6
	Modification of Inter-frequency CELL_INFO_LIST
	revised
	A
	
	Radio Resource Control (RRC) protocol specification
	TEI-5
	R2

	RP-040131
	25.331
	2267
	2
	6.0.1
	Rel-6
	Modification of Inter-frequency CELL_INFO_LIST
	approved
	A
	6.1.0
	Radio Resource Control (RRC) protocol specification
	TEI-5
	R2

	RP-040108
	25.331
	2268
	-
	5.7.1
	Rel-5
	[VAS] 1B-1C conflicts when 1A is not configured
	revised
	F
	
	Radio Resource Control (RRC) protocol specification
	TEI-5
	R2

	RP-040131
	25.331
	2268
	1
	5.7.1
	Rel-5
	[VAS] 1B-1C conflicts when 1A is not configured
	approved
	F
	5.8.0
	Radio Resource Control (RRC) protocol specification
	TEI-5
	R2

	RP-040108
	25.331
	2269
	-
	6.0.1
	Rel-6
	[VAS] 1B-1C conflicts when 1A is not configured
	revised
	A
	
	Radio Resource Control (RRC) protocol specification
	TEI-5
	R2

	RP-040131
	25.331
	2269
	1
	6.0.1
	Rel-6
	[VAS] 1B-1C conflicts when 1A is not configured
	approved
	A
	6.1.0
	Radio Resource Control (RRC) protocol specification
	TEI-5
	R2

	RP-040108
	25.331
	2270
	-
	5.7.1
	Rel-5
	Handling of wait time in RRC connection reject
	revised
	F
	
	Radio Resource Control (RRC) protocol specification
	TEI-5
	R2

	RP-040131
	25.331
	2270
	1
	5.7.1
	Rel-5
	Handling of wait time in RRC connection reject
	approved
	F
	5.8.0
	Radio Resource Control (RRC) protocol specification
	TEI-5
	R2

	RP-040108
	25.331
	2271
	-
	6.0.1
	Rel-6
	Handling of wait time in RRC connection reject
	revised
	A
	
	Radio Resource Control (RRC) protocol specification
	TEI-5
	R2

	RP-040131
	25.331
	2271
	1
	6.0.1
	Rel-6
	Handling of wait time in RRC connection reject
	approved
	A
	6.1.0
	Radio Resource Control (RRC) protocol specification
	TEI-5
	R2

	RP-040096
	25.331
	2272
	-
	4.12.0
	Rel-4
	UTRAN setting of the activation time for TM bearers in Ciphering Mode info IE
	approved
	A
	4.13.0
	Radio Resource Control (RRC) protocol specification
	TEI
	R2

	RP-040108
	25.331
	2273
	-
	5.7.1
	Rel-5
	Misalignments between R'99 and Rel-5 procedures
	approved
	F
	5.8.0
	Radio Resource Control (RRC) protocol specification
	TEI-5
	R2

	RP-040108
	25.331
	2274
	-
	6.0.1
	Rel-6
	Misalignments between R'99 and Rel-5 procedures
	approved
	A
	6.1.0
	Radio Resource Control (RRC) protocol specification
	TEI-5
	R2

	RP-040101
	25.331
	2275
	-
	4.12.0
	Rel-4
	Misalignments between R'99 and Rel-4 procedures
	approved
	F
	4.13.0
	Radio Resource Control (RRC) protocol specification
	TEI-4
	R2

	RP-040097
	25.331
	2278
	-
	3.17.0
	R99
	Issues related to Inter-RAT and Inter-frequency handovers
	approved
	F
	3.18.0
	Radio Resource Control (RRC) protocol specification
	TEI
	R2

	RP-040097
	25.331
	2279
	-
	4.12.0
	Rel-4
	Issues related to Inter-RAT and Inter-frequency handovers
	approved
	A
	4.13.0
	Radio Resource Control (RRC) protocol specification
	TEI
	R2

	RP-040097
	25.331
	2280
	-
	5.7.1
	Rel-5
	Issues related to Inter-RAT and Inter-frequency handovers
	approved
	A
	5.8.0
	Radio Resource Control (RRC) protocol specification
	TEI
	R2

	RP-040097
	25.331
	2281
	-
	6.0.1
	Rel-6
	Issues related to Inter-RAT and Inter-frequency handovers
	approved
	A
	6.1.0
	Radio Resource Control (RRC) protocol specification
	TEI
	R2

	RP-040097
	25.331
	2282
	-
	3.17.0
	R99
	Corrections to reconfiguration scenarios and ciphering of TM RBs
	approved
	F
	3.18.0
	Radio Resource Control (RRC) protocol specification
	TEI
	R2

	RP-040097
	25.331
	2283
	-
	4.12.0
	Rel-4
	Corrections to reconfiguration scenarios and ciphering of TM RBs
	approved
	A
	4.13.0
	Radio Resource Control (RRC) protocol specification
	TEI
	R2

	RP-040097
	25.331
	2284
	1
	5.7.1
	Rel-5
	Corrections to reconfiguration scenarios and ciphering of TM RBs
	approved
	F
	5.8.0
	Radio Resource Control (RRC) protocol specification
	TEI-5
	R2

	RP-040097
	25.331
	2285
	1
	6.0.1
	Rel-6
	Corrections to reconfiguration scenarios and ciphering of TM RBs
	approved
	A
	6.1.0
	Radio Resource Control (RRC) protocol specification
	TEI-5
	R2

	RP-040110
	25.331
	2286
	4
	6.0.1
	Rel-6
	Addition of “cell selection indication” for cell selection at release of RRC connection and RRC connection reject with re-direction
	approved
	C
	6.1.0
	Radio Resource Control (RRC) protocol specification
	TEI-6
	R2

	RP-040129
	25.331
	2287
	-
	6.0.1
	Rel-6
	HSDPA capability for multimode FDD-TDD terminals
	approved
	A
	6.1.0
	Radio Resource Control (RRC) protocol specification
	HSDPA_L23
	R2

	RP-040054
	25.401
	077
	2
	5.7.0
	Rel-5
	Introduction of ITU-T Q.2631.1 for interworking solution 3
	rejected
	F
	
	UTRAN overall description
	ETRAN-IPtrans
	R3

	RP-040054
	25.401
	078
	2
	6.2.0
	Rel-6
	Introduction of ITU-T Q.2631.1 for interworking solution 3
	rejected
	A
	
	UTRAN overall description
	ETRAN-IPtrans
	R3

	RP-040055
	25.401
	082
	1
	5.7.0
	Rel-5
	Completion of the Rel-5 IP transport WI by removing the 3rd IP-ATM interworking option
	rejected
	F
	
	UTRAN overall description
	ETRAN-Iptrans
	R3

	RP-040055
	25.401
	083
	1
	6.2.0
	Rel-6
	Completion of the Rel-5 IP transport WI by removing the 3rd IP-ATM interworking option
	rejected
	A
	
	UTRAN overall description
	ETRAN-Iptrans
	R3

	RP-040054
	25.410
	045
	2
	5.3.0
	Rel-5
	Introduction of ITU-T Q.2631.1 for interworking solution 3
	rejected
	F
	
	UTRAN Iu Interface: General Aspects and Principles
	ETRAN-IPtrans
	R3

	RP-040054
	25.410
	046
	2
	6.0.0
	Rel-6
	Introduction of ITU-T Q.2631.1 for interworking solution 3
	rejected
	A
	
	UTRAN Iu Interface: General Aspects and Principles
	ETRAN-IPtrans
	R3

	RP-040055
	25.410
	050
	1
	5.3.0
	Rel-5
	Completion of the Rel-5 IP transport WI by removing the 3rd IP-ATM interworking option
	rejected
	F
	
	UTRAN Iu Interface: General Aspects and Principles
	ETRAN-iptrans
	R3

	RP-040055
	25.410
	051
	1
	6.0.0
	Rel-6
	Completion of the Rel-5 IP transport WI by removing the 3rd IP-ATM interworking option
	rejected
	A
	
	UTRAN Iu Interface: General Aspects and Principles
	ETRAN-iptrans
	R3

	RP-040056
	25.411
	012
	3
	5.0.0
	Rel-5
	Emulated Layer 1 for Rel-5 ATM-IP interworking
	rejected
	F
	
	UTRAN Iu interface layer 1
	ETRAN-IPtrans
	R3

	RP-040056
	25.411
	013
	3
	6.0.0
	Rel-6
	Emulated Layer 1 for Rel-5 ATM-IP interworking
	rejected
	A
	
	UTRAN Iu interface layer 1
	ETRAN-IPtrans
	R3

	RP-040062
	25.413
	633
	-
	5.7.0
	Rel-5
	Correction of GERAN related Release 5 IEs
	approved
	F
	5.8.0
	UTRAN Iu interface Radio Access Network Application Part (RANAP) signalling
	TEI-5
	R3

	RP-040062
	25.413
	634
	-
	6.0.0
	Rel-6
	Correction of GERAN related Release 5 IEs
	approved
	A
	6.1.0
	UTRAN Iu interface Radio Access Network Application Part (RANAP) signalling
	TEI-5
	R3

	RP-040062
	25.413
	635
	1
	5.7.0
	Rel-5
	Causes used in RANAP
	approved
	F
	5.8.0
	UTRAN Iu interface Radio Access Network Application Part (RANAP) signalling
	TEI-5
	R3

	RP-040062
	25.413
	636
	1
	6.0.0
	Rel-6
	Causes used in RANAP
	approved
	A
	6.1.0
	UTRAN Iu interface Radio Access Network Application Part (RANAP) signalling
	TEI-5
	R3

	RP-040062
	25.413
	637
	-
	5.7.0
	Rel-5
	Inaccuracies in the specification of the Overload procedure
	approved
	F
	5.8.0
	UTRAN Iu interface Radio Access Network Application Part (RANAP) signalling
	TEI-5
	R3

	RP-040062
	25.413
	638
	-
	6.0.0
	Rel-6
	Inaccuracies in the specification of the Overload procedure
	approved
	A
	6.1.0
	UTRAN Iu interface Radio Access Network Application Part (RANAP) signalling
	TEI-5
	R3

	RP-040053
	25.413
	639
	-
	4.11.0
	Rel-4
	Alignment with 23.032 correction of Included Angle for Ellipsoid Arc
	approved
	F
	4.12.0
	UTRAN Iu interface Radio Access Network Application Part (RANAP) signalling
	TEI-4
	R3

	RP-040053
	25.413
	640
	-
	5.7.0
	Rel-5
	Alignment with 23.032 correction of Included Angle for Ellipsoid Arc
	approved
	A
	5.8.0
	UTRAN Iu interface Radio Access Network Application Part (RANAP) signalling
	TEI-4
	R3

	RP-040053
	25.413
	641
	-
	6.0.0
	Rel-6
	Alignment with 23.032 correction of Included Angle for Ellipsoid Arc
	approved
	A
	6.1.0
	UTRAN Iu interface Radio Access Network Application Part (RANAP) signalling
	TEI-4
	R3

	RP-040062
	25.413
	642
	1
	5.7.0
	Rel-5
	Clarification on Iu reset procedure
	approved
	F
	5.8.0
	UTRAN Iu interface Radio Access Network Application Part (RANAP) signalling
	TEI-5
	R3

	RP-040062
	25.413
	643
	1
	6.0.0
	Rel-6
	Clarification on Iu reset procedure
	approved
	A
	6.1.0
	UTRAN Iu interface Radio Access Network Application Part (RANAP) signalling
	TEI-5
	R3

	RP-040062
	25.413
	645
	2
	5.7.0
	Rel-5
	Integrity Status Correction
	approved
	F
	5.8.0
	UTRAN Iu interface Radio Access Network Application Part (RANAP) signalling
	TEI-5
	R3

	RP-040062
	25.413
	648
	1
	5.7.0
	Rel-5
	Coding of Discontinuous Transmission/No_Data mode
	approved
	F
	5.8.0
	UTRAN Iu interface Radio Access Network Application Part (RANAP) signalling
	TEI-5
	R3

	RP-040062
	25.413
	652
	-
	6.0.0
	Rel-6
	Integrity Status Correction
	approved
	A
	6.1.0
	UTRAN Iu interface Radio Access Network Application Part (RANAP) signalling
	TEI-5
	R3

	RP-040062
	25.413
	654
	-
	6.0.0
	Rel-6
	Coding of Discontinuous Transmission/No_Data mode
	approved
	A
	6.1.0
	UTRAN Iu interface Radio Access Network Application Part (RANAP) signalling
	TEI-5
	R3

	RP-040054
	25.414
	072
	2
	5.5.0
	Rel-5
	Introduction of ITU-T Q.2631.1 for interworking solution 3
	rejected
	F
	
	UTRAN Iu interface data transport & transport signalling
	ETRAN-IPtrans
	R3

	RP-040054
	25.414
	073
	2
	6.0.0
	Rel-6
	Introduction of ITU-T Q.2631.1 for interworking solution 3
	rejected
	A
	
	UTRAN Iu interface data transport & transport signalling
	ETRAN-IPtrans
	R3

	RP-040055
	25.414
	076
	1
	5.5.0
	Rel-5
	Completion of the Rel-5 IP transport WI by removing the 3rd IP-ATM interworking option
	rejected
	F
	
	UTRAN Iu interface data transport & transport signalling
	ETRAN-Iptrans
	R3

	RP-040055
	25.414
	077
	1
	6.0.0
	Rel-6
	Completion of the Rel-5 IP transport WI by removing the 3rd IP-ATM interworking option
	rejected
	A
	
	UTRAN Iu interface data transport & transport signalling
	ETRAN-Iptrans
	R3

	RP-040063
	25.419
	131
	1
	5.6.0
	Rel-5
	Correction to 25.419 for Broadcast Message Content IE
	approved
	F
	5.7.0
	UTRAN Iu-BC interface: Service Area Broadcast Protocol (SABP)
	TEI-5
	R3

	RP-040063
	25.419
	132
	1
	6.0.0
	Rel-6
	Correction to 25.419 for Broadcast Message Content IE
	approved
	A
	6.1.0
	UTRAN Iu-BC interface: Service Area Broadcast Protocol (SABP)
	TEI-5
	R3

	RP-040054
	25.420
	033
	2
	5.1.0
	Rel-5
	Introduction of ITU-T Q.2631.1 for interworking solution 3
	rejected
	F
	
	UTRAN Iur Interface: General Aspects and Principles
	ETRAN-IPtrans
	R3

	RP-040054
	25.420
	034
	2
	6.0.0
	Rel-6
	Introduction of ITU-T Q.2631.1 for interworking solution 3
	rejected
	A
	
	UTRAN Iur Interface: General Aspects and Principles
	ETRAN-IPtrans
	R3

	RP-040055
	25.420
	038
	1
	5.1.0
	Rel-5
	Completion of the Rel-5 IP transport WI by removing the 3rd IP-ATM interworking option
	rejected
	F
	
	UTRAN Iur Interface: General Aspects and Principles
	ETRAN-Iptrans
	R3

	RP-040055
	25.420
	039
	1
	6.0.0
	Rel-6
	Completion of the Rel-5 IP transport WI by removing the 3rd IP-ATM interworking option
	rejected
	A
	
	UTRAN Iur Interface: General Aspects and Principles
	ETRAN-Iptrans
	R3

	RP-040052
	25.423
	899
	-
	4.11.0
	Rel-4
	Correction of RL Congestion Indication
	approved
	F
	4.12.0
	UTRAN Iur interface Radio Network Subsystem Application Part (RNSAP) signalling
	TEI-4
	R3

	RP-040052
	25.423
	900
	-
	5.8.0
	Rel-5
	Correction of RL Congestion Indication
	approved
	A
	5.9.0
	UTRAN Iur interface Radio Network Subsystem Application Part (RNSAP) signalling
	TEI-4
	R3

	RP-040052
	25.423
	901
	-
	6.0.0
	Rel-6
	Correction of RL Congestion Indication
	approved
	A
	6.1.0
	UTRAN Iur interface Radio Network Subsystem Application Part (RNSAP) signalling
	TEI-4
	R3

	RP-040088
	25.423
	902
	-
	6.0.0
	Rel-6
	Interference measurement in UpPTS for 1.28Mcps TDD
	approved
	B
	6.1.0
	UTRAN Iur interface Radio Network Subsystem Application Part (RNSAP) signalling
	TEI-6
	R3

	RP-040074
	25.423
	903
	1
	6.0.0
	Rel-6
	Introduction of UE measurement forwarding over the Iur for TDD
	approved
	B
	6.1.0
	UTRAN Iur interface Radio Network Subsystem Application Part (RNSAP) signalling
	RANimp-RRMopt-UEMsD
	R3

	RP-040070
	25.423
	907
	-
	5.8.0
	Rel-5
	Ignore Criticality for RL Activation Command
	approved
	F
	5.9.0
	UTRAN Iur interface Radio Network Subsystem Application Part (RNSAP) signalling
	TEI-5
	R3

	RP-040070
	25.423
	908
	-
	6.0.0
	Rel-6
	Ignore Criticality for RL Activation Command
	approved
	A
	6.1.0
	UTRAN Iur interface Radio Network Subsystem Application Part (RNSAP) signalling
	TEI-5
	R3

	RP-040070
	25.423
	909
	-
	5.8.0
	Rel-5
	Ignore Criticality for RL Parameter Update
	approved
	F
	5.9.0
	UTRAN Iur interface Radio Network Subsystem Application Part (RNSAP) signalling
	TEI-5
	R3

	RP-040070
	25.423
	910
	-
	6.0.0
	Rel-6
	Ignore Criticality for RL Parameter Update
	approved
	A
	6.1.0
	UTRAN Iur interface Radio Network Subsystem Application Part (RNSAP) signalling
	TEI-5
	R3

	RP-040065
	25.423
	911
	1
	5.8.0
	Rel-5
	Corrections for HS-DSCH Configuration Signalling
	approved
	F
	5.9.0
	UTRAN Iur interface Radio Network Subsystem Application Part (RNSAP) signalling
	HSDPA-IubIur
	R3

	RP-040065
	25.423
	912
	-
	6.0.0
	Rel-6
	Corrections for HS-DSCH Configuration Signalling
	approved
	A
	6.1.0
	UTRAN Iur interface Radio Network Subsystem Application Part (RNSAP) signalling
	HSDPA-IubIur
	R3

	RP-040066
	25.423
	913
	1
	5.8.0
	Rel-5
	Priority Queue ID for HSDPA
	approved
	F
	5.9.0
	UTRAN Iur interface Radio Network Subsystem Application Part (RNSAP) signalling
	HSDPA-IubIur
	R3

	RP-040066
	25.423
	914
	1
	6.0.0
	Rel-6
	Priority Queue ID for HSDPA
	approved
	A
	6.1.0
	UTRAN Iur interface Radio Network Subsystem Application Part (RNSAP) signalling
	HSDPA-IubIur
	R3

	RP-040070
	25.423
	921
	-
	5.8.0
	Rel-5
	Correction of ASN.1 code
	approved
	F
	5.9.0
	UTRAN Iur interface Radio Network Subsystem Application Part (RNSAP) signalling
	HSDPA-IubIur
	R3

	RP-040070
	25.423
	922
	-
	6.0.0
	Rel-6
	Correction of ASN.1 code
	approved
	A
	6.1.0
	UTRAN Iur interface Radio Network Subsystem Application Part (RNSAP) signalling
	HSDPA-IubIur
	R3

	RP-040053
	25.423
	923
	-
	4.11.0
	Rel-4
	Alignment with 23.032 correction of Included Angle for Ellipsoid Arc
	approved
	F
	4.12.0
	UTRAN Iur interface Radio Network Subsystem Application Part (RNSAP) signalling
	TEI-4
	R3

	RP-040053
	25.423
	924
	-
	5.8.0
	Rel-5
	Alignment with 23.032 correction of Included Angle for Ellipsoid Arc
	approved
	A
	5.9.0
	UTRAN Iur interface Radio Network Subsystem Application Part (RNSAP) signalling
	TEI-4
	R3

	RP-040053
	25.423
	925
	-
	6.0.0
	Rel-6
	Alignment with 23.032 correction of Included Angle for Ellipsoid Arc
	approved
	A
	6.1.0
	UTRAN Iur interface Radio Network Subsystem Application Part (RNSAP) signalling
	TEI-4
	R3

	RP-040067
	25.423
	929
	-
	5.8.0
	Rel-5
	Correction related to HS-DSCH Information Response
	approved
	F
	5.9.0
	UTRAN Iur interface Radio Network Subsystem Application Part (RNSAP) signalling
	HSDPA-IubIur
	R3

	RP-040059
	25.423
	930
	-
	4.11.0
	Rel-4
	Correction to the threshold of Rx Timing Deviation LCR in tabular
	approved
	F
	4.12.0
	UTRAN Iur interface Radio Network Subsystem Application Part (RNSAP) signalling
	TEI-4
	R3

	RP-040059
	25.423
	931
	-
	5.8.0
	Rel-5
	Correction to the threshold of Rx Timing Deviation LCR in tabular
	approved
	A
	5.9.0
	UTRAN Iur interface Radio Network Subsystem Application Part (RNSAP) signalling
	TEI-4
	R3

	RP-040059
	25.423
	932
	-
	6.0.0
	Rel-6
	Correction to the threshold of Rx Timing Deviation LCR in tabular
	approved
	A
	6.1.0
	UTRAN Iur interface Radio Network Subsystem Application Part (RNSAP) signalling
	TEI-4
	R3

	RP-040068
	25.423
	933
	-
	5.8.0
	Rel-5
	Extension of the range of PCCPCH RSCP
	approved
	F
	5.9.0
	UTRAN Iur interface Radio Network Subsystem Application Part (RNSAP) signalling
	HSDPA-IubIur
	R3

	RP-040068
	25.423
	934
	-
	6.0.0
	Rel-6
	Extension of the range of PCCPCH RSCP
	approved
	A
	6.1.0
	UTRAN Iur interface Radio Network Subsystem Application Part (RNSAP) signalling
	HSDPA-IubIur
	R3

	RP-040069
	25.423
	935
	-
	5.8.0
	Rel-5
	Introduce the description of AOA measurement in the Allowed Combinations of Dedicated Measurement
	approved
	F
	5.9.0
	UTRAN Iur interface Radio Network Subsystem Application Part (RNSAP) signalling
	TEI-5
	R3

	RP-040069
	25.423
	936
	-
	6.0.0
	Rel-6
	Introduce the description of AOA measurement in the Allowed Combinations of Dedicated Measurement
	approved
	A
	6.1.0
	UTRAN Iur interface Radio Network Subsystem Application Part (RNSAP) signalling
	TEI-5
	R3

	RP-040067
	25.423
	939
	-
	6.0.0
	Rel-6
	Correction related to HS-DSCH Information Response
	approved
	A
	6.1.0
	UTRAN Iur interface Radio Network Subsystem Application Part (RNSAP) signalling
	HSDPA-IubIur
	R3

	RP-040070
	25.423
	941
	-
	5.8.0
	Rel-5
	Criticality Settings for HSDPA
	approved
	F
	5.9.0
	UTRAN Iur interface Radio Network Subsystem Application Part (RNSAP) signalling
	HSDPA-IubIur
	R3

	RP-040070
	25.423
	942
	-
	6.0.0
	Rel-6
	Criticality Settings for HSDPA
	approved
	A
	6.1.0
	UTRAN Iur interface Radio Network Subsystem Application Part (RNSAP) signalling
	HSDPA-IubIur
	R3

	RP-040070
	25.423
	943
	-
	5.8.0
	Rel-5
	GA Incompatibility issue
	approved
	F
	5.9.0
	UTRAN Iur interface Radio Network Subsystem Application Part (RNSAP) signalling
	TEI-5
	R3

	RP-040070
	25.423
	944
	-
	6.0.0
	Rel-6
	GA Incompatibility issue
	approved
	A
	6.1.0
	UTRAN Iur interface Radio Network Subsystem Application Part (RNSAP) signalling
	TEI-5
	R3

	RP-040064
	25.423
	948
	-
	5.8.0
	Rel-5
	Setting of TGPSI
	approved
	F
	5.9.0
	UTRAN Iur interface Radio Network Subsystem Application Part (RNSAP) signalling
	TEI-5
	R3

	RP-040064
	25.423
	949
	-
	6.0.0
	Rel-6
	Setting of TGPSI
	approved
	A
	6.1.0
	UTRAN Iur interface Radio Network Subsystem Application Part (RNSAP) signalling
	TEI-5
	R3

	RP-040057
	25.423
	950
	-
	5.8.0
	Rel-5
	DCH Information Response Issue
	approved
	F
	5.9.0
	UTRAN Iur interface Radio Network Subsystem Application Part (RNSAP) signalling
	TEI-5
	R3

	RP-040057
	25.423
	951
	-
	6.0.0
	Rel-6
	DCH Information Response Issue
	approved
	A
	6.1.0
	UTRAN Iur interface Radio Network Subsystem Application Part (RNSAP) signalling
	TEI-5
	R3

	RP-040061
	25.424
	027
	-
	5.3.0
	Rel-5
	Inclusion of HSDPA
	approved
	F
	5.4.0
	UTRAN Iur interface data transport & transport signalling for CCH data streams
	HSDPA-IubIur
	R3

	RP-040061
	25.424
	028
	-
	6.0.0
	Rel-6
	Inclusion of HSDPA
	approved
	A
	6.1.0
	UTRAN Iur interface data transport & transport signalling for CCH data streams
	HSDPA-IubIur
	R3

	RP-040073
	25.425
	068
	-
	5.6.0
	Rel-5
	Common Transport Channel Priority Indicator for HSDPA
	approved
	F
	5.7.0
	UTRAN Iur interface user plane protocols for CCH data streams
	HSDPA-IubIur
	R3

	RP-040073
	25.425
	069
	-
	6.0.0
	Rel-6
	Common Transport Channel Priority Indicator for HSDPA
	approved
	A
	6.1.0
	UTRAN Iur interface user plane protocols for CCH data streams
	HSDPA-IubIur
	R3

	RP-040054
	25.426
	033
	2
	5.3.0
	Rel-5
	Introduction of ITU-T Q.2631.1 for interworking solution 3
	rejected
	F
	
	UTRAN Iur and Iub interface data transport & transport signalling for DCH data streams
	ETRAN-IPtrans
	R3

	RP-040054
	25.426
	034
	2
	6.0.0
	Rel-6
	Introduction of ITU-T Q.2631.1 for interworking solution 3
	rejected
	A
	
	UTRAN Iur and Iub interface data transport & transport signalling for DCH data streams
	ETRAN-IPtrans
	R3

	RP-040060
	25.426
	035
	-
	5.3.0
	Rel-5
	Diffserv marking is configurable
	approved
	F
	5.4.0
	UTRAN Iur and Iub interface data transport & transport signalling for DCH data streams
	ETRAN-IPtrans
	R3

	RP-040060
	25.426
	036
	-
	6.0.0
	Rel-6
	Diffserv marking is configurable
	approved
	A
	6.1.0
	UTRAN Iur and Iub interface data transport & transport signalling for DCH data streams
	ETRAN-IPtrans
	R3

	RP-040055
	25.426
	039
	1
	5.3.0
	Rel-5
	Completion of the Rel-5 IP transport WI by removing the 3rd IP-ATM interworking option
	rejected
	F
	
	UTRAN Iur and Iub interface data transport & transport signalling for DCH data streams
	ETRAN-Iptrans
	R3

	RP-040055
	25.426
	040
	1
	6.0.0
	Rel-6
	Completion of the Rel-5 IP transport WI by removing the 3rd IP-ATM interworking option
	rejected
	A
	
	UTRAN Iur and Iub interface data transport & transport signalling for DCH data streams
	ETRAN-Iptrans
	R3

	RP-040054
	25.430
	043
	2
	5.2.0
	Rel-5
	Introduction of ITU-T Q.2631.1 for interworking solution 3
	rejected
	F
	
	UTRAN Iub Interface: General Aspects and Principles
	ETRAN-IPtrans
	R3

	RP-040054
	25.430
	044
	2
	6.0.0
	Rel-6
	Introduction of ITU-T Q.2631.1 for interworking solution 3
	rejected
	A
	
	UTRAN Iub Interface: General Aspects and Principles
	ETRAN-IPtrans
	R3

	RP-040055
	25.430
	047
	1
	5.2.0
	Rel-5
	Completion of the Rel-5 IP transport WI by removing the 3rd IP-ATM interworking option
	rejected
	F
	
	UTRAN Iub Interface: General Aspects and Principles
	ETRAN-Iptrans
	R3

	RP-040055
	25.430
	048
	1
	6.0.0
	Rel-6
	Completion of the Rel-5 IP transport WI by removing the 3rd IP-ATM interworking option
	rejected
	A
	
	UTRAN Iub Interface: General Aspects and Principles
	ETRAN-Iptrans
	R3

	RP-040088
	25.433
	952
	-
	6.0.0
	Rel-6
	Interference measurement in UpPTS for 1.28Mcps TDD
	approved
	B
	6.1.0
	UTRAN Iub interface NBAP signalling
	TEI-6
	R3

	RP-040071
	25.433
	953
	1
	5.7.0
	Rel-5
	Enabling of closed loop transmit diversity in TDD mode
	approved
	F
	5.8.0
	UTRAN Iub interface NBAP signalling
	TEI-5
	R3

	RP-040071
	25.433
	954
	1
	6.0.0
	Rel-6
	Enabling of closed loop transmit diversity in TDD mode
	approved
	A
	6.1.0
	UTRAN Iub interface NBAP signalling
	TEI-5
	R3

	RP-040071
	25.433
	955
	-
	5.7.0
	Rel-5
	Correction of Reconfiguration of Multiple Radio Links in TDD
	approved
	F
	5.8.0
	UTRAN Iub interface NBAP signalling
	TEI-5
	R3

	RP-040071
	25.433
	956
	-
	6.0.0
	Rel-6
	Correction of Reconfiguration of Multiple Radio Links in TDD
	approved
	A
	6.1.0
	UTRAN Iub interface NBAP signalling
	TEI-5
	R3

	RP-040065
	25.433
	959
	-
	5.7.0
	Rel-5
	Corrections for HS-DSCH Configuration Signalling
	approved
	F
	5.8.0
	UTRAN Iub interface NBAP signalling
	HSDPA-IubIur
	R3

	RP-040065
	25.433
	960
	-
	6.0.0
	Rel-6
	Corrections for HS-DSCH Configuration Signalling
	approved
	A
	6.1.0
	UTRAN Iub interface NBAP signalling
	HSDPA-IubIur
	R3

	RP-040066
	25.433
	961
	1
	5.7.0
	Rel-5
	Priority Queue ID for HSDPA
	approved
	F
	5.8.0
	UTRAN Iub interface NBAP signalling
	HSDPA-IubIur
	R3

	RP-040066
	25.433
	962
	1
	6.0.0
	Rel-6
	Priority Queue ID for HSDPA
	approved
	A
	6.1.0
	UTRAN Iub interface NBAP signalling
	HSDPA-IubIur
	R3

	RP-040071
	25.433
	967
	1
	5.7.0
	Rel-5
	Correction of the Dedicated Measurement Initiation procedure with “All NBCC”.
	approved
	F
	5.8.0
	UTRAN Iub interface NBAP signalling
	TEI-5
	R3

	RP-040071
	25.433
	968
	1
	6.0.0
	Rel-6
	Correction of the Dedicated Measurement Initiation procedure with “All NBCC”.
	approved
	A
	6.1.0
	UTRAN Iub interface NBAP signalling
	TEI-5
	R3

	RP-040058
	25.433
	970
	-
	4.11.0
	Rel-4
	NBAP ASN.1 Corrections for the CELL SYNCHRONISATION RECONFIGURATION REQUEST TDD message
	approved
	F
	4.12.0
	UTRAN Iub interface NBAP signalling
	TEI-4
	R3

	RP-040058
	25.433
	971
	1
	5.7.0
	Rel-5
	NBAP ASN.1 Corrections for the CELL SYNCHRONISATION RECONFIGURATION REQUEST TDD message
	approved
	A
	5.8.0
	UTRAN Iub interface NBAP signalling
	TEI-4
	R3

	RP-040058
	25.433
	972
	1
	6.0.0
	Rel-6
	NBAP ASN.1 Corrections for the CELL SYNCHRONISATION RECONFIGURATION REQUEST TDD message
	approved
	A
	6.1.0
	UTRAN Iub interface NBAP signalling
	TEI-4
	R3

	RP-040071
	25.433
	973
	-
	5.7.0
	Rel-5
	NBAP Corrections for TDD
	approved
	F
	5.8.0
	UTRAN Iub interface NBAP signalling
	TEI-5
	R3

	RP-040071
	25.433
	974
	-
	6.0.0
	Rel-6
	NBAP Corrections for TDD
	approved
	A
	6.1.0
	UTRAN Iub interface NBAP signalling
	TEI-5
	R3

	RP-040067
	25.433
	975
	-
	5.7.0
	Rel-5
	Correction related to HS-DSCH Information Response
	approved
	F
	5.8.0
	UTRAN Iub interface NBAP signalling
	HSDPA-IubIur
	R3

	RP-040059
	25.433
	976
	-
	4.11.0
	Rel-4
	Correction to the threshold of Rx Timing Deviation LCR in tabular
	approved
	F
	4.12.0
	UTRAN Iub interface NBAP signalling
	TEI-4
	R3

	RP-040068
	25.433
	977
	-
	5.7.0
	Rel-5
	Extension of the range of PCCPCH RSCP
	approved
	F
	5.8.0
	UTRAN Iub interface NBAP signalling
	HSDPA-IubIur
	R3

	RP-040068
	25.433
	978
	-
	6.0.0
	Rel-6
	Extension of the range of PCCPCH RSCP
	approved
	A
	6.1.0
	UTRAN Iub interface NBAP signalling
	HSDPA-IubIur
	R3

	RP-040069
	25.433
	979
	-
	5.7.0
	Rel-5
	Introduce the description of AOA measurement in the Allowed Combinations of Dedicated Measurement
	approved
	F
	5.8.0
	UTRAN Iub interface NBAP signalling
	TEI-5
	R3

	RP-040069
	25.433
	980
	-
	6.0.0
	Rel-6
	Introduce the description of AOA measurement in the Allowed Combinations of Dedicated Measurement
	approved
	A
	6.1.0
	UTRAN Iub interface NBAP signalling
	TEI-5
	R3

	RP-040067
	25.433
	983
	-
	6.0.0
	Rel-6
	Correction related to HS-DSCH Information Response
	approved
	A
	6.1.0
	UTRAN Iub interface NBAP signalling
	HSDPA-IubIur
	R3

	RP-040071
	25.433
	984
	-
	5.7.0
	Rel-5
	Correction to HS-SCCH Code Range
	approved
	F
	5.8.0
	UTRAN Iub interface NBAP signalling
	HSDPA-IubIur
	R3

	RP-040071
	25.433
	985
	-
	6.0.0
	Rel-6
	Correction to HS-SCCH Code Range
	approved
	A
	6.1.0
	UTRAN Iub interface NBAP signalling
	HSDPA-IubIur
	R3

	RP-040064
	25.433
	986
	-
	5.7.0
	Rel-5
	Setting of TGPSI
	approved
	F
	5.8.0
	UTRAN Iub interface NBAP signalling
	TEI-5
	R3

	RP-040064
	25.433
	987
	-
	6.0.0
	Rel-6
	Setting of TGPSI
	approved
	A
	6.1.0
	UTRAN Iub interface NBAP signalling
	TEI-5
	R3

	RP-040061
	25.434
	029
	-
	5.3.0
	Rel-5
	Inclusion of HSDPA
	approved
	F
	5.4.0
	UTRAN Iub interface data transport & transport signalling for CCH data streams
	HSDPA-IubIur
	R3

	RP-040061
	25.434
	030
	-
	6.0.0
	Rel-6
	Inclusion of HSDPA
	approved
	A
	6.1.0
	UTRAN Iub interface data transport & transport signalling for CCH data streams
	HSDPA-IubIur
	R3

	RP-040073
	25.435
	110
	-
	5.6.0
	Rel-5
	Common Transport Channel Priority Indicator for HSDPA
	approved
	F
	5.7.0
	UTRAN Iub interface user plane protocols for CCH data streams
	HSDPA-IubIur
	R3

	RP-040073
	25.435
	111
	-
	6.0.0
	Rel-6
	Common Transport Channel Priority Indicator for HSDPA
	approved
	A
	6.1.0
	UTRAN Iub interface user plane protocols for CCH data streams
	HSDPA-IubIur
	R3

	RP-040053
	25.453
	067
	-
	5.8.0
	Rel-5
	Alignment with 23.032 correction of Included Angle for Ellipsoid Arc
	approved
	F
	5.9.0
	UTRAN Iupc interface Positioning Calculation Application Part (PCAP) signalling
	TEI-4
	R3

	RP-040053
	25.453
	068
	-
	6.3.0
	Rel-6
	Alignment with 23.032 correction of Included Angle for Ellipsoid Arc
	approved
	A
	6.4.0
	UTRAN Iupc interface Positioning Calculation Application Part (PCAP) signalling
	TEI-4
	R3

	RP-040075
	25.453
	069
	-
	6.3.0
	Rel-6
	Initial UE Position IE only mandatory necessary for GPS
	approved
	F
	6.4.0
	UTRAN Iupc interface Positioning Calculation Application Part (PCAP) signalling
	TEI-6
	R3

	RP-040072
	25.453
	070
	1
	5.8.0
	Rel-5
	PCAP Review
	approved
	F
	5.9.0
	UTRAN Iupc interface Positioning Calculation Application Part (PCAP) signalling
	TEI-5
	R3

	RP-040072
	25.453
	071
	1
	6.3.0
	Rel-6
	PCAP Review
	approved
	A
	6.4.0
	UTRAN Iupc interface Positioning Calculation Application Part (PCAP) signalling
	TEI-5
	R3

	RP-040098
	25.921
	049
	-
	3.9.0
	R99
	Spare Extension in Data Frame
	approved
	F
	3.10.0
	Guidelines and principles for protocol description and error handling
	TEI
	R2

	RP-040098
	25.921
	050
	-
	4.6.0
	Rel-4
	Spare Extension in Data Frame
	approved
	A
	4.7.0
	Guidelines and principles for protocol description and error handling
	TEI
	R2

	RP-040098
	25.921
	051
	-
	5.3.0
	Rel-5
	Spare Extension in Data Frame
	approved
	A
	5.4.0
	Guidelines and principles for protocol description and error handling
	TEI
	R2

	RP-040098
	25.921
	052
	1
	3.9.0
	R99
	Guideline on release independent ASN.1 updates
	approved
	F
	3.10.0
	Guidelines and principles for protocol description and error handling
	TEI
	R2

	RP-040098
	25.921
	053
	2
	4.6.0
	Rel-4
	Guideline on release independent ASN.1 updates
	approved
	A
	4.7.0
	Guidelines and principles for protocol description and error handling
	TEI
	R2

	RP-040098
	25.921
	054
	2
	5.3.0
	Rel-5
	Guideline on release independent ASN.1 updates
	approved
	A
	5.4.0
	Guidelines and principles for protocol description and error handling
	TEI
	R2

	RP-040098
	25.921
	055
	-
	3.9.0
	R99
	Guideline on the use of variable length containers for late extensions
	approved
	F
	3.10.0
	Guidelines and principles for protocol description and error handling
	TEI
	R2

	RP-040098
	25.921
	056
	-
	4.6.0
	Rel-4
	Guideline on the use of variable length containers for late extensions
	approved
	A
	4.7.0
	Guidelines and principles for protocol description and error handling
	TEI
	R2

	RP-040098
	25.921
	057
	-
	5.3.0
	Rel-5
	Guideline on the use of variable length containers for late extensions
	approved
	A
	5.4.0
	Guidelines and principles for protocol description and error handling
	TEI
	R2

	RP-040098
	25.921
	058
	-
	3.9.0
	R99
	Guideline for the naming of extensions to the RRC ASN.1
	approved
	F
	3.10.0
	Guidelines and principles for protocol description and error handling
	TEI
	R2

	RP-040098
	25.921
	059
	-
	4.6.0
	Rel-4
	Guideline for the naming of extensions to the RRC ASN.1
	approved
	A
	4.7.0
	Guidelines and principles for protocol description and error handling
	TEI
	R2

	RP-040098
	25.921
	060
	-
	5.3.0
	Rel-5
	Guideline for the naming of extensions to the RRC ASN.1
	approved
	A
	5.4.0
	Guidelines and principles for protocol description and error handling
	TEI
	R2

	RP-040099
	25.922
	028
	-
	3.7.0
	R99
	Creation of "empty" pointer to the Rel-6 version to upgrade the TR as "release independent" status
	approved
	F
	3.8.0
	Radio Resource Management Strategies
	TEI
	R2

	RP-040099
	25.922
	029
	-
	4.2.0
	Rel-4
	Creation of "empty" pointer to the Rel-6 version to upgrade the TR as "release independent" status
	approved
	A
	4.3.0
	Radio Resource Management Strategies
	TEI
	R2

	RP-040099
	25.922
	030
	-
	5.2.0
	Rel-5
	Creation of "empty" pointer to the Rel-6 version to upgrade the TR as "release independent" status.
	approved
	A
	5.3.0
	Radio Resource Management Strategies
	TEI
	R2

	RP-040099
	25.922
	031
	-
	5.2.0
	Rel-6
	Corrections and alignment with core specifications. Upgrade to the "Release independent" status and creation of the Rel-6.
	approved
	F
	6.0.0
	Radio Resource Management Strategies
	TEI-6
	R2

	RP-040038
	25.942
	012
	-
	5.1.0
	Rel-5
	Correction of references to ITU recommendations
	approved
	F
	5.2.0
	RF system scenarios
	TEI-5
	R4

	RP-040038
	25.942
	013
	-
	6.1.0
	Rel-6
	Correction of references to ITU recommendations
	approved
	A
	6.2.0
	RF system scenarios
	TEI-5
	R4

	RP-040038
	25.945
	002
	-
	5.0.0
	Rel-5
	Correction of references to ITU recommendations
	approved
	F
	5.1.0
	RF requirements for low chip rate TDD option
	TEI-5
	R4

	RP-040100
	25.993
	019
	-
	6.4.0
	Rel-6
	Alignment with 34.108 for TDD
	approved
	F
	6.5.0
	Typical examples of Radio Access Bearers (RABs) and Radio Bearers (RBs) supported by Universal Terrestrial Radio Access (UTRA)
	TEI
	R2

	RP-040100
	25.993
	024
	-
	6.4.0
	Rel-6
	S-CCPCH combination for HS-DSCH channel type switching
	approved
	F
	6.5.0
	Typical examples of Radio Access Bearers (RABs) and Radio Bearers (RBs) supported by Universal Terrestrial Radio Access (UTRA)
	TEI
	R2

	RP-040109
	25.993
	025
	-
	6.4.0
	Rel-6
	DCH combination for HS-DSCH channel type switching
	approved
	F
	6.5.0
	Typical examples of Radio Access Bearers (RABs) and Radio Bearers (RBs) supported by Universal Terrestrial Radio Access (UTRA)
	TEI-5
	R2

	SP-040197
	26.073
	019
	-
	5.2.0
	Rel-5
	Correction of AMR DTX functionality
	approved
	F
	5.3.0
	AMR speech Codec; C-source code
	AMR
	S4

	SP-040078
	26.073
	019
	-
	5.2.0
	Rel-5
	Correction of AMR DTX functionality
	withdrawn
	F
	
	AMR speech Codec; C-source code
	AMR
	S4

	SP-040198
	26.104
	031
	-
	5.3.0
	Rel-5
	Correction of floating point AMR DTX functionality
	approved
	F
	5.4.0
	ANSI-C code for the floating-point Adaptive Multi-Rate (AMR) speech codec
	AMR
	S4

	SP-040079
	26.104
	031
	-
	5.3.0
	Rel-5
	Correction of floating point AMR DTX functionality
	withdrawn
	F
	
	ANSI-C code for the floating-point Adaptive Multi-Rate (AMR) speech codec
	AMR
	S4

	SP-040079
	26.104
	032
	-
	6.0.0
	Rel-6
	Correction of floating point AMR DTX functionality
	withdrawn
	A
	
	ANSI-C code for the floating-point Adaptive Multi-Rate (AMR) speech codec
	AMR
	S4

	SP-040198
	26.104
	032
	-
	6.0.0
	Rel-6
	Correction of floating point AMR DTX functionality
	approved
	A
	6.1.0
	ANSI-C code for the floating-point Adaptive Multi-Rate (AMR) speech codec
	AMR
	S4

	SP-040080
	26.937
	001
	2
	5.0.0
	Rel-6
	Rate Adaptation simulation results for PSS
	approved
	D
	6.0.0
	Transparent end-to-end packet switched streaming service (PSS); Real-time Transport Protocol (RTP) usage model
	PSSrel6
	S4

	NP-040053
	29.002
	667
	4
	5.8.0
	Rel-5
	Codec Modification/ Mid-Call Codec Negotiation after Inter-MSC Relocation
	approved
	F
	5.9.0
	Mobile Application Part (MAP) specification
	OoBTC
	N4

	NP-040053
	29.002
	668
	3
	6.4.0
	Rel-6
	Codec Modification/ Mid-Call Codec Negotiation after Inter-MSC Relocation
	approved
	A
	6.5.0
	Mobile Application Part (MAP) specification
	OoBTC
	N4

	NP-040053
	29.002
	669
	3
	5.8.0
	Rel-5
	Correction of Inter-MSC SRSN Relocation procedure
	approved
	F
	5.9.0
	Mobile Application Part (MAP) specification
	OoBTC
	N4

	NP-040053
	29.002
	670
	3
	6.4.0
	Rel-6
	Correction of Inter-MSC SRSN Relocation procedure
	approved
	A
	6.5.0
	Mobile Application Part (MAP) specification
	OoBTC
	N4

	NP-040056
	29.002
	701
	3
	6.4.0
	Rel-6
	Introduction of Presence Stage 3 (Ph, Pc and Pg) to the MAP interface
	approved
	B
	6.5.0
	Mobile Application Part (MAP) specification
	PRESENC
	N4

	NP-040044
	29.002
	705
	2
	3.18.0
	R99
	Correction to Insert Subscriber Data message for LCS SS
	approved
	A
	3.19.0
	Mobile Application Part (MAP) specification
	LCS
	N4

	NP-040044
	29.002
	706
	2
	4.13.0
	Rel-4
	Correction to Insert Subscriber Data message for LCS SS
	approved
	A
	4.14.0
	Mobile Application Part (MAP) specification
	LCS
	N4

	NP-040044
	29.002
	707
	2
	5.8.0
	Rel-5
	Correction to Insert Subscriber Data message for LCS SS
	approved
	A
	5.9.0
	Mobile Application Part (MAP) specification
	LCS
	N4

	NP-040044
	29.002
	708
	2
	6.4.0
	Rel-6
	Correction to Insert Subscriber Data message for LCS SS
	approved
	A
	6.5.0
	Mobile Application Part (MAP) specification
	LCS
	N4

	NP-040061
	29.002
	709
	1
	6.4.0
	Rel-6
	SCCP segmentation for Inter-PLMN MAP messages
	approved
	F
	6.5.0
	Mobile Application Part (MAP) specification
	TEI-6
	N4

	NP-040050
	29.002
	710
	2
	5.8.0
	Rel-5
	Inclusion of UTRAN Positioning Data parameter
	approved
	F
	5.9.0
	Mobile Application Part (MAP) specification
	LCS2
	N4

	NP-040050
	29.002
	711
	2
	6.4.0
	Rel-6
	Inclusion of UTRAN Positioning Data parameter
	approved
	A
	6.5.0
	Mobile Application Part (MAP) specification
	LCS2
	N4

	NP-040120
	29.002
	717
	1
	6.4.0
	Rel-6
	Include administrative restriction subscription parameter
	withdrawn
	B
	
	Mobile Application Part (MAP) specification
	TEI-6
	N4

	NP-040149
	29.002
	717
	1
	6.4.0
	Rel-6
	Include administrative restriction subscription parameter
	approved
	B
	6.5.0
	Mobile Application Part (MAP) specification
	TEI-6
	N4

	NP-040097
	29.002
	717
	1
	6.4.0
	Rel-6
	Include administrative restriction subscription parameter
	withdrawn
	B
	
	Mobile Application Part (MAP) specification
	TEI-6
	N4

	NP-040101
	29.002
	718
	2
	6.4.0
	Rel-6
	Addition of IMEISV to Update Location Procedure for ADD function
	revised
	B
	
	Mobile Application Part (MAP) specification
	TEI-6
	N4

	NP-040122
	29.002
	718
	3
	6.4.0
	Rel-6
	Addition of IMEISV to Update Location Procedure for ADD function
	rejected
	B
	
	Mobile Application Part (MAP) specification
	TEI-6
	N4

	NP-040051
	29.002
	719
	1
	5.8.0
	Rel-5
	Add new Unvailability cause for SCUDIF
	revised
	F
	
	Mobile Application Part (MAP) specification
	TEI-5
	N4

	NP-040139
	29.002
	719
	2
	5.8.0
	Rel-5
	Add new Unvailability cause for SCUDIF
	approved
	F
	5.9.0
	Mobile Application Part (MAP) specification
	SCUDIF
	N4

	NP-040051
	29.002
	720
	1
	6.4.0
	Rel-6
	Add new Unvailability cause for SCUDIF
	revised
	A
	
	Mobile Application Part (MAP) specification
	TEI-5
	N4

	NP-040139
	29.002
	720
	2
	6.4.0
	Rel-6
	Add new Unvailability cause for SCUDIF
	approved
	A
	6.5.0
	Mobile Application Part (MAP) specification
	SCUDIF
	N4

	NP-040061
	29.002
	721
	-
	6.4.0
	Rel-6
	CR implemented by fault
	approved
	F
	6.5.0
	Mobile Application Part (MAP) specification
	TEI-6
	N4

	NP-040059
	29.002
	724
	-
	6.4.0
	Rel-6
	Removal of R-GMLC Address
	approved
	F
	6.5.0
	Mobile Application Part (MAP) specification
	LCS2
	N4

	NP-040059
	29.002
	725
	1
	6.4.0
	Rel-6
	MO-LR Service Identity support in TS 29.002
	approved
	B
	6.5.0
	Mobile Application Part (MAP) specification
	LCS2
	N4

	NP-040070
	29.002
	726
	1
	6.4.0
	Rel-6
	CAMEL4 SCUDIF notification during active call for prepay
	approved
	B
	6.5.0
	Mobile Application Part (MAP) specification
	SCCAMEL
	N4

	NP-040082
	29.007
	096
	-
	5.8.0
	Rel-5
	Signalling of LLC and HLC
	approved
	F
	5.9.0
	General requirements on interworking between the Public Land Mobile Network (PLMN) and the Integrated Services Digital Network (ISDN) or Public Switched Telephone Network (PSTN)
	TEI-5
	N3

	NP-040045
	29.010
	097
	1
	3.11.0
	R99
	Correction of Inter System Handover cause mapping
	revised
	F
	
	Information Element Mapping between Mobile Station - Base Station System (MS - BSS) and Base Station System - Mobile-services Switching Centre (BSS - MCS) Signalling Procedures and the Mobile Application Part (MAP)
	Handover
	N4

	NP-040132
	29.010
	097
	1
	3.11.0
	R99
	Correction of Inter System Handover cause mapping
	approved
	F
	3.12.0
	Information Element Mapping between Mobile Station - Base Station System (MS - BSS) and Base Station System - Mobile-services Switching Centre (BSS - MCS) Signalling Procedures and the Mobile Application Part (MAP)
	Handover
	N4

	NP-040132
	29.010
	098
	1
	4.7.0
	Rel-4
	Correction of Inter System Handover cause mapping
	approved
	A
	4.8.0
	Information Element Mapping between Mobile Station - Base Station System (MS - BSS) and Base Station System - Mobile-services Switching Centre (BSS - MCS) Signalling Procedures and the Mobile Application Part (MAP)
	Handover
	N4

	NP-040045
	29.010
	098
	1
	4.7.0
	Rel-4
	Correction of Inter System Handover cause mapping
	revised
	A
	
	Information Element Mapping between Mobile Station - Base Station System (MS - BSS) and Base Station System - Mobile-services Switching Centre (BSS - MCS) Signalling Procedures and the Mobile Application Part (MAP)
	Handover
	N4

	NP-040132
	29.010
	099
	1
	5.5.0
	Rel-5
	Correction of Inter System Handover cause mapping
	approved
	A
	5.6.0
	Information Element Mapping between Mobile Station - Base Station System (MS - BSS) and Base Station System - Mobile-services Switching Centre (BSS - MCS) Signalling Procedures and the Mobile Application Part (MAP)
	Handover
	N4

	NP-040045
	29.010
	099
	1
	5.5.0
	Rel-5
	Correction of Inter System Handover cause mapping
	revised
	A
	
	Information Element Mapping between Mobile Station - Base Station System (MS - BSS) and Base Station System - Mobile-services Switching Centre (BSS - MCS) Signalling Procedures and the Mobile Application Part (MAP)
	Handover
	N4

	NP-040132
	29.010
	100
	1
	6.1.0
	Rel-6
	Correction of Inter System Handover cause mapping
	approved
	A
	6.2.0
	Information Element Mapping between Mobile Station - Base Station System (MS - BSS) and Base Station System - Mobile-services Switching Centre (BSS - MCS) Signalling Procedures and the Mobile Application Part (MAP)
	Handover
	N4

	NP-040045
	29.010
	100
	1
	6.1.0
	Rel-6
	Correction of Inter System Handover cause mapping
	revised
	A
	
	Information Element Mapping between Mobile Station - Base Station System (MS - BSS) and Base Station System - Mobile-services Switching Centre (BSS - MCS) Signalling Procedures and the Mobile Application Part (MAP)
	Handover
	N4

	NP-040120
	29.010
	101
	1
	6.1.0
	Rel-6
	Include administrative restriction subscription parameter
	withdrawn
	F
	
	Information Element Mapping between Mobile Station - Base Station System (MS - BSS) and Base Station System - Mobile-services Switching Centre (BSS - MCS) Signalling Procedures and the Mobile Application Part (MAP)
	TEI-6
	N4

	NP-040149
	29.010
	101
	1
	6.1.0
	Rel-6
	Include administrative restriction subscription parameter
	approved
	F
	6.2.0
	Information Element Mapping between Mobile Station - Base Station System (MS - BSS) and Base Station System - Mobile-services Switching Centre (BSS - MCS) Signalling Procedures and the Mobile Application Part (MAP)
	TEI-6
	N4

	NP-040097
	29.010
	101
	1
	6.1.0
	Rel-6
	Include administrative restriction subscription parameter
	withdrawn
	F
	
	Information Element Mapping between Mobile Station - Base Station System (MS - BSS) and Base Station System - Mobile-services Switching Centre (BSS - MCS) Signalling Procedures and the Mobile Application Part (MAP)
	TEI-6
	N4

	NP-040054
	29.010
	102
	2
	5.5.0
	Rel-5
	Change to cause code mappings
	approved
	F
	5.6.0
	Information Element Mapping between Mobile Station - Base Station System (MS - BSS) and Base Station System - Mobile-services Switching Centre (BSS - MCS) Signalling Procedures and the Mobile Application Part (MAP)
	Handover
	N4

	NP-040054
	29.010
	103
	2
	6.1.0
	Rel-6
	Change to cause code mappings for Service Based/Load based handover
	approved
	A
	6.2.0
	Information Element Mapping between Mobile Station - Base Station System (MS - BSS) and Base Station System - Mobile-services Switching Centre (BSS - MCS) Signalling Procedures and the Mobile Application Part (MAP)
	Handover
	N4

	NP-040123
	29.018
	041
	1
	5.5.0
	Rel-6
	Addition of IMEISV to Update Location Procedure for ADD function
	rejected
	B
	
	General Packet Radio Service (GPRS); Serving GPRS Support Node (SGSN) - Visitors Location Register (VLR); Gs interface layer 3 specification
	TEI-6
	N1

	NP-040102
	29.018
	xxx
	-
	5.5.0
	Rel-6
	Addition of IMEISV to Update Location Procedure for ADD function
	revised
	B
	
	General Packet Radio Service (GPRS); Serving GPRS Support Node (SGSN) - Visitors Location Register (VLR); Gs interface layer 3 specification
	TEI-6
	N1

	NP-040060
	29.060
	431
	3
	6.3.0
	Rel-6
	Enhancement of Recovery IE to reduce number of dangling PDP
	approved
	C
	6.4.0
	General Packet Radio Service (GPRS); GPRS Tunnelling Protocol (GTP) across the Gn and Gp interface
	GTP enhancement
	N4

	NP-040060
	29.060
	465
	3
	6.3.0
	Rel-6
	Controlling the creation of multiple, concurrent PDP Contexts
	approved
	B
	6.4.0
	General Packet Radio Service (GPRS); GPRS Tunnelling Protocol (GTP) across the Gn and Gp interface
	TEI-6
	N4

	NP-040057
	29.060
	480
	1
	6.3.0
	Rel-6
	Introduction of the MBMS Support Indication extension header
	approved
	B
	6.4.0
	General Packet Radio Service (GPRS); GPRS Tunnelling Protocol (GTP) across the Gn and Gp interface
	MBMS
	N4

	NP-040060
	29.060
	481
	2
	6.3.0
	Rel-6
	Clarification in the definition of the QoS Profile IE encoding
	approved
	D
	6.4.0
	General Packet Radio Service (GPRS); GPRS Tunnelling Protocol (GTP) across the Gn and Gp interface
	TEI-6
	N4

	NP-040069
	29.060
	482
	1
	6.3.0
	Rel-6
	PDCP and GTP-U sequence numbers received in the PDP Context information element inside SGSN Context Response message.
	approved
	A
	6.4.0
	General Packet Radio Service (GPRS); GPRS Tunnelling Protocol (GTP) across the Gn and Gp interface
	TEI
	N4

	NP-040060
	29.060
	483
	-
	6.3.0
	Rel-6
	Correction to length field of the Common Flags IE
	approved
	F
	6.4.0
	General Packet Radio Service (GPRS); GPRS Tunnelling Protocol (GTP) across the Gn and Gp interface
	TEI-6
	N4

	NP-040057
	29.060
	484
	-
	6.3.0
	Rel-6
	Change to the definition of GTP Tunnel for MBMS
	approved
	F
	6.4.0
	General Packet Radio Service (GPRS); GPRS Tunnelling Protocol (GTP) across the Gn and Gp interface
	MBMS
	N4

	NP-040057
	29.060
	485
	-
	6.3.0
	Rel-6
	Removal of the GGSN address for Control Plane in the Delete MBMS Context Request
	approved
	F
	6.4.0
	General Packet Radio Service (GPRS); GPRS Tunnelling Protocol (GTP) across the Gn and Gp interface
	MBMS
	N4

	NP-040104
	29.060
	488
	-
	6.3.0
	Rel-6
	Automatic Device Detection (ADD) support in Inter-SGSN Routing Area Update procedures
	revised
	F
	
	General Packet Radio Service (GPRS); GPRS Tunnelling Protocol (GTP) across the Gn and Gp interface
	TEI-6
	N4

	NP-040125
	29.060
	488
	1
	6.3.0
	Rel-6
	Automatic Device Detection (ADD) support in Inter-SGSN Routing Area Update procedures
	rejected
	F
	
	General Packet Radio Service (GPRS); GPRS Tunnelling Protocol (GTP) across the Gn and Gp interface
	TEI-6
	N4

	NP-040069
	29.060
	489
	1
	5.8.0
	Rel-5
	PDCP and GTP-U sequence numbers received in the PDP Context information element inside SGSN Context Response message.
	approved
	A
	5.9.0
	General Packet Radio Service (GPRS); GPRS Tunnelling Protocol (GTP) across the Gn and Gp interface
	TEI
	N4

	NP-040069
	29.060
	490
	-
	4.10.0
	Rel-4
	PDCP and GTP-U sequence numbers received in the PDP Context information element inside SGSN Context Response message.
	approved
	A
	4.11.0
	General Packet Radio Service (GPRS); GPRS Tunnelling Protocol (GTP) across the Gn and Gp interface
	TEI
	N4

	NP-040069
	29.060
	491
	-
	3.18.0
	R99
	PDCP and GTP-U sequence numbers received in the PDP Context information element inside SGSN Context Response message.
	approved
	F
	3.19.0
	General Packet Radio Service (GPRS); GPRS Tunnelling Protocol (GTP) across the Gn and Gp interface
	TEI
	N4

	NP-040085
	29.061
	103
	1
	5.8.0
	Rel-6
	IMEISV Passed on the Gi Interface
	revised
	B
	
	Interworking between the Public Land Mobile Network (PLMN) supporting packet based services and Packet Data Networks (PDN)
	TEI
	N3

	NP-040148
	29.061
	103
	2
	5.8.0
	Rel-6
	IMEISV Passed on the Gi Interface
	approved
	B
	6.0.0
	Interworking between the Public Land Mobile Network (PLMN) supporting packet based services and Packet Data Networks (PDN)
	TEI-6
	N3

	NP-040093
	29.078
	346
	1
	5.6.1
	Rel-5
	Correction to GPRS protocol definition
	revised
	F
	
	customized Applications for Mobile network Enhanced Logic (CAMEL); CAMEL Application Part (CAP) specification
	CAMEL4
	N2

	NP-040138
	29.078
	346
	1
	5.6.1
	Rel-5
	Correction to GPRS protocol definition
	approved
	F
	5.7.0
	customized Applications for Mobile network Enhanced Logic (CAMEL); CAMEL Application Part (CAP) specification
	CAMEL4
	N2

	NP-040111
	29.078
	346
	1
	5.6.1
	Rel-5
	Correction to GPRS protocol definition
	revised
	F
	
	customized Applications for Mobile network Enhanced Logic (CAMEL); CAMEL Application Part (CAP) specification
	CAMEL4
	N2

	NP-040109
	29.078
	347
	-
	5.6.1
	Rel-5
	Correction to temporary connection establishment
	revised
	F
	
	customized Applications for Mobile network Enhanced Logic (CAMEL); CAMEL Application Part (CAP) specification
	CAMEL4
	N2

	NP-040091
	29.078
	347
	-
	5.6.1
	Rel-5
	Correction to temporary connection establishment
	revised
	F
	
	customized Applications for Mobile network Enhanced Logic (CAMEL); CAMEL Application Part (CAP) specification
	CAMEL4
	N2

	NP-040136
	29.078
	347
	-
	5.6.1
	Rel-5
	Correction to temporary connection establishment
	approved
	F
	5.7.0
	customized Applications for Mobile network Enhanced Logic (CAMEL); CAMEL Application Part (CAP) specification
	CAMEL4
	N2

	NP-040092
	29.078
	348
	1
	5.6.1
	Rel-5
	Correction to SplitLeg and MoveLeg preconditions
	revised
	F
	
	customized Applications for Mobile network Enhanced Logic (CAMEL); CAMEL Application Part (CAP) specification
	CAMEL4
	N2

	NP-040137
	29.078
	348
	1
	5.6.1
	Rel-5
	Correction to SplitLeg and MoveLeg preconditions
	approved
	F
	5.7.0
	customized Applications for Mobile network Enhanced Logic (CAMEL); CAMEL Application Part (CAP) specification
	CAMEL4
	N2

	NP-040110
	29.078
	348
	1
	5.6.1
	Rel-5
	Correction to SplitLeg and MoveLeg preconditions
	revised
	F
	
	customized Applications for Mobile network Enhanced Logic (CAMEL); CAMEL Application Part (CAP) specification
	CAMEL4
	N2

	NP-040093
	29.078
	349
	1
	5.6.1
	Rel-5
	Correction to Disconnect Leg preconditions
	revised
	F
	
	customized Applications for Mobile network Enhanced Logic (CAMEL); CAMEL Application Part (CAP) specification
	CAMEL4
	N2

	NP-040111
	29.078
	349
	1
	5.6.1
	Rel-5
	Correction to Disconnect Leg preconditions
	revised
	F
	
	customized Applications for Mobile network Enhanced Logic (CAMEL); CAMEL Application Part (CAP) specification
	CAMEL4
	N2

	NP-040138
	29.078
	349
	1
	5.6.1
	Rel-5
	Correction to Disconnect Leg preconditions
	approved
	F
	5.7.0
	customized Applications for Mobile network Enhanced Logic (CAMEL); CAMEL Application Part (CAP) specification
	CAMEL4
	N2

	NP-040093
	29.078
	350
	2
	6.0.0
	Rel-6
	Enhancement of Event Specific Information for DP ‘Change of Position’
	revised
	B
	
	customized Applications for Mobile network Enhanced Logic (CAMEL); CAMEL Application Part (CAP) specification
	CAMEL4
	N2

	NP-040111
	29.078
	350
	2
	6.0.0
	Rel-6
	Enhancement of Event Specific Information for DP ‘Change of Position’
	revised
	B
	
	customized Applications for Mobile network Enhanced Logic (CAMEL); CAMEL Application Part (CAP) specification
	CAMEL4
	N2

	NP-040138
	29.078
	350
	2
	6.0.0
	Rel-6
	Enhancement of Event Specific Information for DP ‘Change of Position’
	approved
	B
	6.1.0
	customized Applications for Mobile network Enhanced Logic (CAMEL); CAMEL Application Part (CAP) specification
	TEI-6
	N2

	NP-040091
	29.078
	351
	1
	5.6.1
	Rel-5
	Correction to description of Service Interaction Indicators Two parameter
	revised
	F
	
	customized Applications for Mobile network Enhanced Logic (CAMEL); CAMEL Application Part (CAP) specification
	CAMEL4
	N2

	NP-040109
	29.078
	351
	1
	5.6.1
	Rel-5
	Correction to description of Service Interaction Indicators Two parameter
	withdrawn
	F
	
	customized Applications for Mobile network Enhanced Logic (CAMEL); CAMEL Application Part (CAP) specification
	CAMEL4
	N2

	NP-040136
	29.078
	351
	1
	5.6.1
	Rel-5
	Correction to description of Service Interaction Indicators Two parameter
	approved
	F
	5.7.0
	customized Applications for Mobile network Enhanced Logic (CAMEL); CAMEL Application Part (CAP) specification
	CAMEL4
	N2

	NP-040095
	29.078
	352
	1
	6.0.0
	Rel-6
	CAMEL4 SCUDIF notification during active call for prepay
	approved
	B
	6.1.0
	customized Applications for Mobile network Enhanced Logic (CAMEL); CAMEL Application Part (CAP) specification
	SCCAMEL
	N2

	NP-040096
	29.078
	355
	3
	5.6.1
	Rel-5
	Adding the Layer Compatibility information elements over the gsmSSF – gsmSCF interface
	approved
	F
	5.7.0
	customized Applications for Mobile network Enhanced Logic (CAMEL); CAMEL Application Part (CAP) specification
	CAMEL4
	N2

	NP-040096
	29.078
	356
	1
	6.0.0
	Rel-6
	Adding the Layer Compatibility information elements over the gsmSSF – gsmSCF interface
	approved
	A
	6.1.0
	customized Applications for Mobile network Enhanced Logic (CAMEL); CAMEL Application Part (CAP) specification
	CAMEL4
	N2

	NP-040136
	29.078
	360
	-
	6.0.0
	Rel-6
	Correction to description of Service Interaction Indicators Two parameter
	approved
	A
	6.1.0
	customized Applications for Mobile network Enhanced Logic (CAMEL); CAMEL Application Part (CAP) specification
	CAMEL4
	N2

	NP-040109
	29.078
	360
	-
	6.0.0
	Rel-6
	Correction to description of Service Interaction Indicators Two parameter
	withdrawn
	A
	
	customized Applications for Mobile network Enhanced Logic (CAMEL); CAMEL Application Part (CAP) specification
	CAMEL4
	N2

	NP-040091
	29.078
	360
	-
	6.0.0
	Rel-6
	Correction to description of Service Interaction Indicators Two parameter
	revised
	A
	
	customized Applications for Mobile network Enhanced Logic (CAMEL); CAMEL Application Part (CAP) specification
	CAMEL4
	N2

	NP-040109
	29.078
	361
	-
	6.0.0
	Rel-6
	Correction to temporary connection establishment
	withdrawn
	A
	
	customized Applications for Mobile network Enhanced Logic (CAMEL); CAMEL Application Part (CAP) specification
	CAMEL4
	N2

	NP-040091
	29.078
	361
	-
	6.0.0
	Rel-6
	Correction to temporary connection establishment
	revised
	A
	
	customized Applications for Mobile network Enhanced Logic (CAMEL); CAMEL Application Part (CAP) specification
	CAMEL4
	N2

	NP-040136
	29.078
	361
	-
	6.0.0
	Rel-6
	Correction to temporary connection establishment
	approved
	A
	6.1.0
	customized Applications for Mobile network Enhanced Logic (CAMEL); CAMEL Application Part (CAP) specification
	CAMEL4
	N2

	NP-040137
	29.078
	362
	-
	6.0.0
	Rel-6
	Correction to SplitLeg and MoveLeg preconditions
	approved
	A
	6.1.0
	customized Applications for Mobile network Enhanced Logic (CAMEL); CAMEL Application Part (CAP) specification
	CAMEL4
	N2

	NP-040110
	29.078
	362
	-
	6.0.0
	Rel-6
	Correction to SplitLeg and MoveLeg preconditions
	revised
	A
	
	customized Applications for Mobile network Enhanced Logic (CAMEL); CAMEL Application Part (CAP) specification
	CAMEL4
	N2

	NP-040092
	29.078
	362
	-
	6.0.0
	Rel-6
	Correction to SplitLeg and MoveLeg preconditions
	revised
	A
	
	customized Applications for Mobile network Enhanced Logic (CAMEL); CAMEL Application Part (CAP) specification
	CAMEL4
	N2

	NP-040138
	29.078
	363
	-
	6.0.0
	Rel-6
	Correction to Disconnect Leg preconditions
	approved
	A
	6.1.0
	customized Applications for Mobile network Enhanced Logic (CAMEL); CAMEL Application Part (CAP) specification
	CAMEL4
	N2

	NP-040093
	29.078
	363
	-
	6.0.0
	Rel-6
	Correction to Disconnect Leg preconditions
	revised
	A
	
	customized Applications for Mobile network Enhanced Logic (CAMEL); CAMEL Application Part (CAP) specification
	CAMEL4
	N2

	NP-040111
	29.078
	363
	-
	6.0.0
	Rel-6
	Correction to Disconnect Leg preconditions
	revised
	A
	
	customized Applications for Mobile network Enhanced Logic (CAMEL); CAMEL Application Part (CAP) specification
	CAMEL4
	N2

	NP-040093
	29.078
	364
	-
	6.0.0
	Rel-6
	Correction to GPRS protocol definition
	revised
	A
	
	customized Applications for Mobile network Enhanced Logic (CAMEL); CAMEL Application Part (CAP) specification
	CAMEL4
	N2

	NP-040111
	29.078
	364
	-
	6.0.0
	Rel-6
	Correction to GPRS protocol definition
	revised
	A
	
	customized Applications for Mobile network Enhanced Logic (CAMEL); CAMEL Application Part (CAP) specification
	CAMEL4
	N2

	NP-040138
	29.078
	364
	-
	6.0.0
	Rel-6
	Correction to GPRS protocol definition
	approved
	A
	6.1.0
	customized Applications for Mobile network Enhanced Logic (CAMEL); CAMEL Application Part (CAP) specification
	CAMEL4
	N2

	NP-040083
	29.163
	030
	2
	6.1.0
	Rel-6
	Reason Header
	approved
	F
	6.2.0
	Interworking between the IP Multimedia (IM) Core Network (CN) subsystem and Circuit Switched (CS) networks
	IMS-CCR-IWCS
	N3

	NP-040083
	29.163
	031
	2
	6.1.0
	Rel-6
	Informative annex for misalignments with Q.1912.5
	approved
	B
	6.2.0
	Interworking between the IP Multimedia (IM) Core Network (CN) subsystem and Circuit Switched (CS) networks
	IMS-CCR-IWCS
	N3

	NP-040083
	29.163
	032
	2
	6.1.0
	Rel-6
	Criteria for sending UPDATE in BICC
	approved
	F
	6.2.0
	Interworking between the IP Multimedia (IM) Core Network (CN) subsystem and Circuit Switched (CS) networks
	IMS-CCR-IWCS
	N3

	NP-040084
	29.163
	033
	2
	6.1.0
	Rel-6
	Impact of Forking on Mn procedures
	approved
	F
	6.2.0
	Interworking between the IP Multimedia (IM) Core Network (CN) subsystem and Circuit Switched (CS) networks
	IMS-CCR-IWCS
	N3

	NP-040083
	29.163
	034
	1
	6.1.0
	Rel-6
	Impact of Forking on Incoming call interworking
	approved
	F
	6.2.0
	Interworking between the IP Multimedia (IM) Core Network (CN) subsystem and Circuit Switched (CS) networks
	IMS-CCR-IWCS
	N3

	NP-040083
	29.163
	035
	2
	6.1.0
	Rel-6
	Impact of Forking on Outgoing call interworking
	approved
	F
	6.2.0
	Interworking between the IP Multimedia (IM) Core Network (CN) subsystem and Circuit Switched (CS) networks
	IMS-CCR-IWCS
	N3

	NP-040083
	29.163
	036
	1
	6.1.0
	Rel-6
	Impact of Forking on COLP supplementary service
	approved
	F
	6.2.0
	Interworking between the IP Multimedia (IM) Core Network (CN) subsystem and Circuit Switched (CS) networks
	IMS-CCR-IWCS
	N3

	NP-040080
	29.207
	113
	2
	5.6.0
	Rel-5
	Session modification when a biderctional media is done unidirectional
	approved
	F
	5.7.0
	Policy control over Go interface
	E2EQoS
	N3

	NP-040080
	29.207
	121
	1
	5.6.0
	Rel-5
	Mandatory traffic handling priority
	approved
	F
	5.7.0
	Policy control over Go interface
	E2EQoS
	N3

	NP-040080
	29.208
	056
	2
	5.6.0
	Rel-5
	Session modification when a biderctional media is done unidirectional
	approved
	F
	5.7.0
	End to end Quality of Service (QoS) signalling flows
	E2EQoS
	N3

	NP-040080
	29.208
	059
	-
	5.6.0
	Rel-5
	Mapping tables for streaming services
	approved
	F
	5.7.0
	End to end Quality of Service (QoS) signalling flows
	E2EQoS
	N3

	NP-040080
	29.208
	060
	1
	5.6.0
	Rel-5
	Traffic handling priority in the mapping tables
	approved
	F
	5.7.0
	End to end Quality of Service (QoS) signalling flows
	E2EQoS
	N3

	NP-040046
	29.228
	076
	1
	5.6.0
	Rel-5
	Clarification on S-CSCF-Name comparism
	approved
	F
	5.7.0
	IP Multimedia (IM) Subsystem Cx and Dx Interfaces; Signalling flows and message contents
	IMS-CCR
	N4

	NP-040046
	29.228
	077
	1
	6.1.0
	Rel-6
	Clarification on S-CSCF-Name comparism
	approved
	A
	6.2.0
	IP Multimedia (IM) Subsystem Cx and Dx Interfaces; Signalling flows and message contents
	IMS-CCR
	N4

	NP-040055
	29.228
	081
	-
	6.1.0
	Rel-6
	Error for missing identification in SAR command
	approved
	A
	6.2.0
	IP Multimedia (IM) Subsystem Cx and Dx Interfaces; Signalling flows and message contents
	TEI-5
	N4

	NP-040046
	29.228
	084
	1
	5.6.0
	Rel-5
	Conditions for inclusion of Public Identity in SAR
	approved
	F
	5.7.0
	IP Multimedia (IM) Subsystem Cx and Dx Interfaces; Signalling flows and message contents
	TEI-5
	N4

	NP-040046
	29.228
	085
	1
	6.1.0
	Rel-6
	Conditions for inclusion of Public Identity in SAR
	approved
	A
	6.2.0
	IP Multimedia (IM) Subsystem Cx and Dx Interfaces; Signalling flows and message contents
	TEI-5
	N4

	NP-040046
	29.228
	086
	1
	5.6.0
	Rel-5
	Correction to sending the Charging-Information AVP
	approved
	F
	5.7.0
	IP Multimedia (IM) Subsystem Cx and Dx Interfaces; Signalling flows and message contents
	IMS-CCR
	N4

	NP-040046
	29.228
	087
	1
	6.1.0
	Rel-6
	Correction to sending the Charging-Information AVP
	approved
	A
	6.2.0
	IP Multimedia (IM) Subsystem Cx and Dx Interfaces; Signalling flows and message contents
	IMS-CCR
	N4

	NP-040046
	29.228
	088
	-
	5.6.0
	Rel-5
	Correction to User-Authorization-Answer
	approved
	F
	5.7.0
	IP Multimedia (IM) Subsystem Cx and Dx Interfaces; Signalling flows and message contents
	IMS-CCR
	N4

	NP-040046
	29.228
	089
	-
	6.1.0
	Rel-6
	Correction to User-Authorization-Answer
	approved
	A
	6.2.0
	IP Multimedia (IM) Subsystem Cx and Dx Interfaces; Signalling flows and message contents
	IMS-CCR
	N4

	NP-040046
	29.228
	090
	-
	5.6.0
	Rel-5
	Default handling of error cases during IMS registration
	approved
	F
	5.7.0
	IP Multimedia (IM) Subsystem Cx and Dx Interfaces; Signalling flows and message contents
	IMS-CCR
	N4

	NP-040046
	29.228
	091
	-
	6.1.0
	Rel-6
	Default handling of error cases during IMS registration
	approved
	A
	6.2.0
	IP Multimedia (IM) Subsystem Cx and Dx Interfaces; Signalling flows and message contents
	IMS-CCR
	N4

	NP-040055
	29.229
	035
	-
	5.6.0
	Rel-6
	Error for missing identification in SAR command
	approved
	F
	6.0.0
	Cx and Dx interfaces based on the Diameter protocol; Protocol details
	TEI-6
	N4

	NP-040052
	29.232
	061
	-
	5.6.0
	Rel-5
	Addition of Package Id for CTM
	approved
	F
	5.7.0
	Media Gateway Controller (MGC) - Media Gateway (MGW) interface; Stage 3
	TEI-5
	N4

	NP-040055
	29.328
	036
	2
	6.0.0
	Rel-6
	Dh interface
	approved
	B
	6.1.0
	IP Multimedia Subsystem (IMS) Sh interface signalling flows and message contents
	IMS2-CCR
	N4

	NP-040055
	29.328
	043
	2
	6.0.0
	Rel-6
	Clarification of the AS Permissions List and its relevance to table 7.6.1
	approved
	F
	6.1.0
	IP Multimedia Subsystem (IMS) Sh interface signalling flows and message contents
	TEI-6
	N4

	NP-040047
	29.328
	044
	2
	5.6.0
	Rel-5
	Clarification of which Public Identities are downloaded
	revised
	F
	
	IP Multimedia Subsystem (IMS) Sh interface signalling flows and message contents
	TEI-5
	N4

	NP-040135
	29.328
	044
	3
	5.6.0
	Rel-5
	Clarification of which Public Identities are downloaded
	approved
	F
	5.7.0
	IP Multimedia Subsystem (IMS) Sh interface signalling flows and message contents
	IMS-CCR
	N4

	NP-040047
	29.328
	045
	2
	6.0.0
	Rel-6
	Clarification of which Public Identities are downloaded
	revised
	A
	
	IP Multimedia Subsystem (IMS) Sh interface signalling flows and message contents
	TEI-5
	N4

	NP-040135
	29.328
	045
	3
	6.0.0
	Rel-6
	Clarification of which Public Identities are downloaded
	approved
	A
	6.1.0
	IP Multimedia Subsystem (IMS) Sh interface signalling flows and message contents
	IMS-CCR
	N4

	NP-040047
	29.329
	031
	-
	5.4.1
	Rel-5
	Add MSISDN to set of Data that may be downloaded
	revised
	F
	
	Sh interface based on the Diameter protocol
	TEI-5
	N4

	NP-040135
	29.329
	031
	1
	5.4.1
	Rel-5
	Add MSISDN to set of Data that may be downloaded
	approved
	F
	5.5.0
	Sh interface based on the Diameter protocol
	IMS-CCR
	N4

	NP-040047
	29.329
	032
	2
	5.4.1
	Rel-6
	Introduction of ‘Identity-Set’ AVP
	revised
	C
	
	Sh interface based on the Diameter protocol
	TEI-6
	N4

	NP-040135
	29.329
	032
	3
	5.4.1
	Rel-6
	Introduction of ‘Identity-Set’ AVP
	approved
	C
	6.0.0
	Sh interface based on the Diameter protocol
	IMS-CCR
	N4

	TP-040024
	31.102
	200
	-
	3.15.0
	R99
	Correction of EFIAP coding
	approved
	F
	3.16.0
	Characteristics of the USIM application
	TEI
	T3

	TP-040024
	31.102
	201
	-
	4.11.0
	Rel-4
	Correction of EFIAP coding
	approved
	A
	4.12.0
	Characteristics of the USIM application
	TEI
	T3

	TP-040024
	31.102
	202
	-
	5.7.0
	Rel-5
	Correction of EFIAP coding
	approved
	A
	5.8.0
	Characteristics of the USIM application
	TEI
	T3

	TP-040024
	31.102
	203
	-
	6.4.0
	Rel-6
	Correction of EFIAP coding
	approved
	A
	6.5.0
	Characteristics of the USIM application
	TEI
	T3

	TP-040024
	31.102
	204
	-
	5.7.0
	Rel-5
	Correction to Annex G Phonebook Example
	approved
	F
	5.8.0
	Characteristics of the USIM application
	TEI
	T3

	TP-040024
	31.102
	205
	-
	6.4.0
	Rel-6
	Correction to Annex G Phonebook Example
	approved
	A
	6.5.0
	Characteristics of the USIM application
	TEI
	T3

	TP-040024
	31.102
	206
	-
	3.15.0
	R99
	CR 31.102 R99: introduction of a missing note regarding DTMF string
	approved
	F
	3.16.0
	Characteristics of the USIM application
	TEI
	T3

	TP-040024
	31.102
	207
	-
	4.11.0
	Rel-4
	Adding missing note about DTMF string
	approved
	A
	4.12.0
	Characteristics of the USIM application
	TEI
	T3

	TP-040024
	31.102
	208
	-
	5.7.0
	Rel-5
	Adding missing note about DTMF string
	approved
	A
	5.8.0
	Characteristics of the USIM application
	TEI
	T3

	TP-040024
	31.102
	209
	-
	6.4.0
	Rel-6
	Adding missing note about DTMF string
	approved
	A
	6.5.0
	Characteristics of the USIM application
	TEI
	T3

	TP-040024
	31.102
	210
	-
	6.4.0
	Rel-6
	CR 31.102 Rel-6: Support for transparency in images
	approved
	C
	6.5.0
	Characteristics of the USIM application
	TEI
	T3

	TP-040024
	31.102
	211
	-
	6.4.0
	Rel-6
	Correction of references
	approved
	F
	6.5.0
	Characteristics of the USIM application
	TEI
	T3

	TP-040024
	31.102
	212
	-
	3.15.0
	R99
	Correction of CHV1 to PIN
	approved
	F
	3.16.0
	Characteristics of the USIM application
	TEI
	T3

	TP-040024
	31.102
	213
	-
	4.11.0
	Rel-4
	Correction of CHV1 to PIN
	approved
	A
	4.12.0
	Characteristics of the USIM application
	TEI
	T3

	TP-040024
	31.102
	214
	-
	5.7.0
	Rel-5
	Correction of CHV1 to PIN
	approved
	A
	5.8.0
	Characteristics of the USIM application
	TEI
	T3

	TP-040029
	31.102
	215
	-
	3.15.0
	R99
	Correction of image instance descriptor for colour icons
	approved
	F
	3.16.0
	Characteristics of the USIM application
	TEI
	T3

	TP-040029
	31.102
	216
	-
	4.11.0
	Rel-4
	Correction of image instance descriptor for colour icons
	approved
	A
	4.12.0
	Characteristics of the USIM application
	TEI
	T3

	TP-040029
	31.102
	217
	-
	5.7.0
	Rel-5
	Correction of image instance descriptor for colour icons
	approved
	A
	5.8.0
	Characteristics of the USIM application
	TEI
	T3

	TP-040029
	31.102
	218
	-
	6.4.0
	Rel-6
	Correction of image instance descriptor for colour icons
	approved
	A
	6.5.0
	Characteristics of the USIM application
	TEI
	T3

	TP-040024
	31.102
	219
	-
	6.4.0
	Rel-6
	Moving EFSUME from the USIM specification to a SCP specification
	approved
	F
	6.5.0
	Characteristics of the USIM application
	TEI
	T3

	TP-040024
	31.102
	220
	-
	6.4.0
	Rel-6
	Essential corrections use of Byte 2 and Byte 3 in EF_AD
	approved
	F
	6.5.0
	Characteristics of the USIM application
	TEI
	T3

	TP-040024
	31.102
	221
	-
	6.4.0
	Rel-6
	Reservation of File IDs under ADFusim
	approved
	F
	6.5.0
	Characteristics of the USIM application
	TEI
	T3

	TP-040025
	31.103
	011
	-
	5.5.0
	Rel-5
	CR 31.103 Rel-5: Essential corrections to remove Session Keys
	approved
	F
	5.6.0
	Characteristics of the IP Multimedia Services Identity Module (ISIM) application
	TEI
	T3

	TP-040025
	31.103
	012
	-
	6.2.0
	Rel-6
	CR 31.103 Rel-6: Essential corrections to remove Session Keys
	approved
	A
	6.3.0
	Characteristics of the IP Multimedia Services Identity Module (ISIM) application
	TEI
	T3

	TP-040026
	31.111
	104
	-
	3.11.0
	R99
	Clarification of Alpha Identifier for BIP commands
	approved
	F
	3.12.0
	Universal Subscriber Identity Module Application Toolkit (USAT)
	TEI
	T3

	TP-040026
	31.111
	105
	-
	6.0.0
	Rel-6
	Terminal profile alignement with SCP 102 223 CAT specification
	approved
	F
	6.1.0
	Universal Subscriber Identity Module Application Toolkit (USAT)
	TEI
	T3

	TP-040026
	31.111
	106
	-
	6.0.0
	Rel-6
	Align the OPEN CHANNEL pro-active command and the TERMINAL RESPONSE associated with the specific 3G Quality Of Service (QOS) for packet data channel.
	approved
	C
	6.1.0
	Universal Subscriber Identity Module Application Toolkit (USAT)
	TEI
	T3

	TP-040027
	31.116
	004
	-
	6.3.0
	Rel-6
	Clarification on the usage of SIM Remote File Management commands
	approved
	C
	6.4.0
	Remote APDU Structure for (Universal) Subscriber Identity Module (U)SIM Toolkit applications
	TEI
	T3

	TP-040028
	31.121
	028
	-
	3.7.0
	R99
	CR 31.121 R99: Essential Corrections
	approved
	F
	3.8.0
	UICC-terminal interface; Universal Subscriber Identity Module (USIM) application test specification
	TEI
	T3

	TP-040028
	31.121
	029
	-
	4.6.0
	Rel-4
	CR 31.121 Rel-4: Essential Corrections
	approved
	F
	4.7.0
	UICC-terminal interface; Universal Subscriber Identity Module (USIM) application test specification
	TEI
	T3

	SP-040111
	32.102
	033
	-
	4.4.0
	Rel-4
	Correction of reference to invalid TS
	approved
	F
	4.5.0
	Telecommunication management; Architecture
	OAM-AR
	S5

	SP-040111
	32.102
	034
	-
	5.5.1
	Rel-5
	Correction of reference to invalid TS
	approved
	A
	5.6.0
	Telecommunication management; Architecture
	OAM-AR
	S5

	SP-040112
	32.102
	035
	-
	6.1.0
	Rel-6
	Deletion of clauses in 32.102 that have been moved to new Rel-6 TSs 32.150/1/2
	approved
	F
	6.2.0
	Telecommunication management; Architecture
	OAM-AR
	S5

	SP-040133
	32.104
	012
	-
	3.6.0
	R99
	Correction of XML Measurement Report File format example
	approved
	F
	3.7.0
	Telecommunication management; 3G Performance Management
	PM
	S5

	SP-040120
	32.111-2
	029
	-
	6.0.1
	Rel-6
	Addition of a method to abort an ongoing alarm alignment process in the asynchronous mode of the operation getAlarmList
	approved
	B
	6.1.0
	Telecommunication management; Fault Management; Part 2: Alarm Integration Reference Point (IRP): Information Service (IS)
	OAM-NIM
	S5

	SP-040120
	32.111-4
	026
	-
	6.0.1
	Rel-6
	Addition of a method to abort an ongoing alarm alignment process in the asynchronous mode of the operation getAlarmList
	approved
	B
	6.1.0
	Telecommunication management; Fault Management; Part 4: Alarm Integration Reference Point (IRP): Common Management Information Protocol (CMIP) Solution Set (SS)
	OAM-NIM
	S5

	SP-040108
	32.140
	002
	-
	6.1.0
	Rel-6
	Subscription Management TS-family (32.14x and 32.17x) title alignment ("SM" becomes "SuM" and delete "Services operations management")
	approved
	F
	6.2.0
	Telecommunication management; Subscription Management (SuM) requirements
	SuM
	S5

	SP-040110
	32.140
	003
	-
	6.1.0
	Rel-6
	Update the use cases in SuM
	approved
	F
	6.2.0
	Telecommunication management; Subscription Management (SuM) requirements
	SuM
	S5

	SP-040108
	32.141
	001
	-
	6.0.0
	Rel-6
	Subscription Management TS-family (32.14x and 32.17x) title alignment ("SM" becomes "SuM" and delete "Services operations management")
	approved
	F
	6.1.0
	Telecommunication management; Subscription Management (SuM) architecture
	SuM
	S5

	SP-040138
	32.200
	027
	-
	5.5.0
	Rel-5
	Fill-in the empty clauses with SA5-reviewed material from SA2's TR 23.815
	approved
	F
	5.6.0
	Telecommunication management; Charging management; Charging principles
	OAM-CH
	S5

	SP-040139
	32.205
	024
	-
	4.6.0
	Rel-4
	Correction to ASN.1 Charging Data Record (CDR) - Alignment with R99 32.005
	approved
	F
	4.7.0
	Telecommunication management; Charging management; Charging data description for the Circuit Switched (CS) domain
	OAM-CH
	S5

	SP-040139
	32.205
	025
	-
	5.5.0
	Rel-5
	Correction to ASN.1 Charging Data Record (CDR) - Alignment with R99 32.005
	approved
	A
	5.6.0
	Telecommunication management; Charging management; Charging data description for the Circuit Switched (CS) domain
	OAM-CH
	S5

	SP-040137
	32.215
	032
	-
	4.6.0
	Rel-4
	Correction on SGSN PLMN identifier in G-CDR
	approved
	F
	4.7.0
	Telecommunication management; Charging management; Charging data description for the Packet Switched (PS) domain
	OAM-CH
	S5

	SP-040143
	32.225
	023
	-
	5.4.0
	Rel-5
	Correction of AVP Codes and Diameter protocol specific details
	approved
	F
	5.5.0
	Telecommunication management; Charging management; Charging data description for the IP Multimedia Subsystem (IMS)
	OAM-CH
	S5

	SP-040143
	32.225
	024
	-
	5.4.0
	Rel-5
	Corrections on the Session Description Protocol (SDP) parameters
	approved
	F
	5.5.0
	Telecommunication management; Charging management; Charging data description for the IP Multimedia Subsystem (IMS)
	OAM-CH
	S5

	SP-040143
	32.225
	025
	-
	5.4.0
	Rel-5
	Correction of reference to diameter base protocol
	approved
	F
	5.5.0
	Telecommunication management; Charging management; Charging data description for the IP Multimedia Subsystem (IMS)
	OAM-CH
	S5

	SP-040118
	32.302
	005
	-
	5.1.0
	Rel-6
	Update Ntf IRP IS using new Template and UML Repertoire
	approved
	F
	6.0.0
	Telecommunication management; Configuration Management (CM); Notification Integration Reference Point (IRP): Information Service (IS)
	OAM-NIM
	S5

	SP-040121
	32.362
	001
	-
	6.0.0
	Rel-6
	Clarification on Entry Point (EP) Integration Reference Point (IRP) Information Service
	approved
	F
	6.1.0
	Telecommunication management; Entry Point (EP) Integration Reference Point (IRP):  Information Service (IS)
	OAM-NIM
	S5

	SP-040134
	32.403
	026
	-
	4.5.0
	Rel-4
	Correction of “Radio link addition” measurements
	approved
	F
	4.6.0
	Telecommunication management; Performance Management (PM); Performance measurements - UMTS and combined UMTS/GSM
	OAM-PM
	S5

	SP-040134
	32.403
	027
	-
	5.5.0
	Rel-5
	Correction of “Radio link addition” measurements
	approved
	A
	5.6.0
	Telecommunication management; Performance Management (PM); Performance measurements - UMTS and combined UMTS/GSM
	OAM-PM
	S5

	SP-040134
	32.403
	028
	-
	6.2.0
	Rel-6
	Correction of “Radio link addition” measurements
	approved
	A
	6.3.0
	Telecommunication management; Performance Management (PM); Performance measurements - UMTS and combined UMTS/GSM
	OAM-PM
	S5

	SP-040135
	32.403
	029
	-
	6.2.0
	Rel-6
	Add the measurements about Iu connection release
	approved
	B
	6.3.0
	Telecommunication management; Performance Management (PM); Performance measurements - UMTS and combined UMTS/GSM
	OAM-PM
	S5

	SP-040116
	32.421
	003
	-
	6.2.0
	Rel-6
	Correction in Trace high level architecture
	approved
	F
	6.3.0
	Telecommunication management; Subscriber and equipment trace; Trace concepts and requirements
	OAM-Trace
	S5

	SP-040119
	32.602
	006
	-
	4.2.0
	Rel-4
	Correction of System Context
	approved
	F
	4.3.0
	Telecommunication management; Configuration Management (CM); Basic CM Integration Reference Point (IRP): Information Service (SS)
	OAM-CM
	S5

	SP-040119
	32.602
	007
	-
	5.2.0
	Rel-5
	Correction of System Context
	approved
	A
	5.3.0
	Telecommunication management; Configuration Management (CM); Basic CM Integration Reference Point (IRP): Information Service (SS)
	OAM-CM
	S5

	SP-040119
	32.612
	009
	-
	4.5.0
	Rel-4
	Correction of System Context
	approved
	F
	4.6.0
	Telecommunication management; Configuration Management (CM); Bulk CM Integration Reference Point (IRP): Information Service (IS)
	OAM-CM
	S5

	SP-040119
	32.612
	010
	-
	5.2.0
	Rel-5
	Correction of System Context
	approved
	A
	5.3.0
	Telecommunication management; Configuration Management (CM); Bulk CM Integration Reference Point (IRP): Information Service (IS)
	OAM-CM
	S5

	SP-040131
	32.615
	013
	-
	5.3.0
	Rel-5
	Add the capability to contain instances of VsDataContainer to some MOs - Align with the IS 32.612
	approved
	F
	5.4.0
	Telecommunication management; Configuration Management (CM); Bulk CM Integration Reference Point (IRP): eXtensible Markup Language (XML) file format definition
	OAM-NIM
	S5

	SP-040128
	32.622
	013
	-
	5.2.0
	Rel-5
	Addition of missing attributes for the managementScope association
	approved
	F
	5.3.0
	Telecommunication management; Configuration Management (CM); Generic network resources Integration Reference Point (IRP): Network Resource Model (NRM)
	OAM-NIM
	S5

	SP-040128
	32.622
	014
	-
	6.0.0
	Rel-6
	Addition of missing attributes for the managementScope association
	approved
	A
	6.1.0
	Telecommunication management; Configuration Management (CM); Generic network resources Integration Reference Point (IRP): Network Resource Model (NRM)
	OAM-NIM
	S5

	SP-040128
	32.623
	008
	-
	5.1.0
	Rel-5
	Addition/correction of attributes for the managementScope association- Alignment with 32.622
	approved
	F
	5.2.0
	Telecommunication management; Configuration Management (CM); Generic network resources Integration Reference Point (IRP): Common Object Request Broker Architecture (CORBA) Solution Set (SS)
	OAM-NIM
	S5

	SP-040128
	32.623
	009
	-
	6.0.0
	Rel-6
	Addition/correction of attributes for the managementScope association - Alignment with 32.622
	approved
	A
	6.1.0
	Telecommunication management; Configuration Management (CM); Generic network resources Integration Reference Point (IRP): Common Object Request Broker Architecture (CORBA) Solution Set (SS)
	OAM-NIM
	S5

	SP-040130
	32.624
	013
	-
	5.2.0
	Rel-5
	Correction of OIDs and alignment of notification support with the IS 32.622
	approved
	F
	5.3.0
	Telecommunication management; Configuration Management (CM); Generic network resources: Integration Reference Point (IRP): Common Management Information Protocol (CMIP) Solution Set (SS)
	OAM-NIM
	S5

	SP-040131
	32.625
	004
	-
	5.1.2
	Rel-5
	Add the capability to contain instances of VsDataContainer to some MOs - Align with the IS 32.622
	approved
	F
	5.2.0
	Telecommunication management; Configuration Management (CM); Generic network resources Integration Reference Point (IRP): Bulk CM eXtensible Markup Language (XML) file format definition
	OAM-NIM
	S5

	SP-040131
	32.625
	005
	-
	6.0.0
	Rel-6
	Add the capability to contain instances of VsDataContainer to some MOs - Align with IS 32.622
	approved
	A
	6.1.0
	Telecommunication management; Configuration Management (CM); Generic network resources Integration Reference Point (IRP): Bulk CM eXtensible Markup Language (XML) file format definition
	OAM-NIM
	S5

	SP-040130
	32.634
	004
	-
	5.1.0
	Rel-5
	Removal of the attribute uraList from the MOC MscServerFunction – Alignment with the IS 32.632
	approved
	F
	5.2.0
	Telecommunication management; Configuration Management (CM); Core network resources Integration Reference Point (IRP): Common Management Information Protocol (CMIP) solution set
	OAM-NIM
	S5

	SP-040131
	32.635
	003
	-
	5.1.1
	Rel-5
	Add the capability to contain instances of VsDataContainer to some MOs - Align with the IS 32.632
	approved
	F
	5.2.0
	Telecommunication management; Configuration Management (CM); Core network resources Integration Reference Point (IRP): Bulk CM eXtensible Markup Language (XML) file format definition
	OAM-NIM
	S5

	SP-040129
	32.641
	002
	-
	5.0.0
	Rel-6
	Add enhancement for support of both FDD and TDD modes
	approved
	B
	6.0.0
	Telecommunication management; Configuration Management (CM); UTRAN network resources Integration Reference Point (IRP); Requirements
	OAM-NIM
	S5

	SP-040129
	32.642
	019
	-
	5.3.0
	Rel-6
	Addition of new attributes for support of both FDD and TDD modes
	approved
	B
	6.0.0
	Telecommunication management; Configuration Management (CM); UTRAN network resources Integration Reference Point (IRP): Network Resource Model (NRM)
	OAM-NIM
	S5

	SP-040129
	32.643
	007
	-
	5.2.0
	Rel-6
	Enhancement of CORBA SS for support of both FDD and TDD modes
	approved
	B
	6.0.0
	Telecommunication management; Configuration Management (CM); UTRAN network resources Integration Reference Point (IRP): Common Object Request Broker Architecture (CORBA) Solution Set (SS)
	OAM-NIM
	S5

	SP-040132
	32.644
	011
	-
	5.3.0
	Rel-5
	Correction of OIDs of the MOCs, packages and attributes affected by the change from ura to uraList
	approved
	F
	5.4.0
	Telecommunication management; Configuration Management (CM); UTRAN network resources Integration Reference Point (IRP): Common Management Information Protocol (CMIP) Solution Set (SS)
	OAM-NIM
	S5

	SP-040131
	32.645
	007
	-
	5.3.0
	Rel-5
	Add the capability to contain instances of VsDataContainer to some MOs - Align with the IS 32.642
	approved
	F
	5.4.0
	Telecommunication management; Configuration Management (CM); UTRAN network resources Integration Reference Point (IRP): Bulk CM eXtensible Markup Language (XML) file format definition
	OAM-NIM
	S5

	SP-040131
	32.655
	006
	-
	5.3.0
	Rel-5
	Add the capability to contain instances of VsDataContainer to some MOs - Align with the IS 32.652
	approved
	F
	5.4.0
	Telecommunication management; Configuration Management (CM); GERAN network resources Integration Reference Point (IRP): Bulk CM eXtensible Markup Language (XML) file format definition
	OAM-NIM
	S5

	SP-040119
	32.662
	004
	-
	5.1.0
	Rel-5
	Correction of System Context
	approved
	F
	5.2.0
	Telecommunication management; Configuration Management (CM); Kernel CM; Information service (IS)
	OAM-NIM
	S5

	SP-040119
	32.662
	005
	-
	6.1.0
	Rel-6
	Correction of System Context
	approved
	A
	6.2.0
	Telecommunication management; Configuration Management (CM); Kernel CM; Information service (IS)
	OAM-NIM
	S5

	SP-040155
	33.108
	034
	-
	6.4.0
	Rel-6
	Corrections to Tables 6.2, 6.7
	approved
	F
	6.5.0
	3G security; Handover interface for Lawful Interception (LI)
	SEC1-LI
	S3

	SP-040156
	33.108
	035
	-
	6.4.0
	Rel-6
	Corrections to Correlation Number
	approved
	D
	6.5.0
	3G security; Handover interface for Lawful Interception (LI)
	SEC1-LI
	S3

	SP-040157
	33.108
	036
	-
	6.4.0
	Rel-6
	Correction to Identifiers
	approved
	B
	6.5.0
	3G security; Handover interface for Lawful Interception (LI)
	SEC1-LI
	S3

	SP-040158
	33.108
	037
	-
	5.6.0
	Rel-5
	Correction on the description of “initiator” in “PDP Context Modification CONTINUE Record”
	approved
	F
	5.7.0
	3G security; Handover interface for Lawful Interception (LI)
	SEC1-LI
	S3

	SP-040158
	33.108
	038
	-
	6.4.0
	Rel-6
	Correction on the description of “initiator” in “PDP Context Modification CONTINUE Record”
	approved
	A
	6.5.0
	3G security; Handover interface for Lawful Interception (LI)
	SEC1-LI
	S3

	SP-040159
	33.108
	039
	-
	6.4.0
	Rel-6
	Editorial Corrections
	approved
	D
	6.5.0
	3G security; Handover interface for Lawful Interception (LI)
	SEC1-LI
	S3

	SP-040160
	33.108
	040
	-
	5.6.0
	Rel-5
	Implications of R5 onwards QoS parameters on ASN.1 module in 33.108. R5
	approved
	F
	5.7.0
	3G security; Handover interface for Lawful Interception (LI)
	SEC1-LI
	S3

	SP-040160
	33.108
	041
	-
	6.4.0
	Rel-6
	Implications of R5 onwards QoS parameters on ASN.1 module in 33.108. R6
	approved
	A
	6.5.0
	3G security; Handover interface for Lawful Interception (LI)
	SEC1-LI
	S3

	SP-040161
	33.108
	042
	-
	5.6.0
	Rel-5
	Syntax error in Annex B.4
	approved
	F
	5.7.0
	3G security; Handover interface for Lawful Interception (LI)
	SEC1-LI
	S3

	SP-040161
	33.108
	043
	-
	6.4.0
	Rel-6
	Syntax error in Annex B.4
	approved
	A
	6.5.0
	3G security; Handover interface for Lawful Interception (LI)
	SEC1-LI
	S3

	SP-040162
	33.108
	044
	-
	6.4.0
	Rel-6
	Clarification on the use of IRI-END record in PS interception
	approved
	F
	6.5.0
	3G security; Handover interface for Lawful Interception (LI)
	SEC1-LI
	S3

	SP-040153
	33.203
	064
	-
	6.1.0
	Rel-6
	Addition of AES transform
	approved
	B
	6.2.0
	3G security; Access security for IP-based services
	IMS-ASEC
	S3

	SP-040154
	33.203
	065
	-
	6.1.0
	Rel-6
	Deploying TLS (sips:) for interoperation between IMS and non-IMS network
	approved
	B
	6.2.0
	3G security; Access security for IP-based services
	IMS-ASEC
	S3

	SP-040153
	33.210
	015
	-
	6.3.0
	Rel-6
	Addition of AES transform
	approved
	B
	6.4.0
	3G security; Network Domain Security (NDS); IP network layer security
	SEC-NDS-IP
	S3

	TP-040037
	34.108
	284
	-
	4.9.0
	Rel-4
	New Radio Bearer Setup (FDD) message for RF (Revision of T1-040258)
	approved
	F
	4.10.0
	Common test environments for User Equipment (UE) conformance testing
	TEI
	T1

	TP-040037
	34.108
	285
	-
	4.9.0
	Rel-4
	Clarification of permitted separate RRC connections for sequential CS/PS registration at power-on
	Postponed
	F
	
	Common test environments for User Equipment (UE) conformance testing
	TEI
	T1

	TP-040037
	34.108
	286
	-
	3.14.0
	R99
	Corrections to default message contents of RRC Connection Setup message
	approved
	F
	3.15.0
	Common test environments for User Equipment (UE) conformance testing
	TEI
	T1

	TP-040037
	34.108
	287
	-
	4.9.0
	Rel-4
	Corrections to default message contents of RRC Connection Setup message
	approved
	A
	4.10.0
	Common test environments for User Equipment (UE) conformance testing
	TEI
	T1

	TP-040037
	34.108
	288
	-
	3.14.0
	R99
	Correction to Default parameters for Cells 1 to 8 in MultiPLMN cell environments – R99
	approved
	F
	3.15.0
	Common test environments for User Equipment (UE) conformance testing
	TEI
	T1

	TP-040037
	34.108
	289
	-
	4.9.0
	Rel-4
	Correction to Default parameters for Cells 1 to 8 in MultiPLMN cell environments – Rel-4
	approved
	A
	4.10.0
	Common test environments for User Equipment (UE) conformance testing
	TEI
	T1

	TP-040037
	34.108
	290
	-
	3.14.0
	R99
	Corrections to TDD HCR RABs
	approved
	F
	3.15.0
	Common test environments for User Equipment (UE) conformance testing
	TEI
	T1

	TP-040037
	34.108
	291
	-
	4.9.0
	Rel-4
	Corrections to TDD HCR RABs
	approved
	A
	4.10.0
	Common test environments for User Equipment (UE) conformance testing
	TEI
	T1

	TP-040037
	34.108
	292
	-
	4.10.0
	Rel-5
	New I/B UL:64 DL:768 kbps PS RAB misplaced
	approved
	F
	5.0.0
	Common test environments for User Equipment (UE) conformance testing
	TEI
	T1

	TP-040037
	34.108
	293
	-
	3.14.0
	R99
	DL physical channel configuration in Default message contents for RF
	approved
	F
	3.15.0
	Common test environments for User Equipment (UE) conformance testing
	TEI
	T1

	TP-040037
	34.108
	294
	-
	4.10.0
	Rel-5
	Generic setup procedure and default message contents for HSDPA (as of T1-040069rev1)
	approved
	F
	5.0.0
	Common test environments for User Equipment (UE) conformance testing
	TEI
	T1

	TP-040037
	34.108
	295
	-
	4.10.0
	Rel-5
	Baseline radio bearer combination for HSDPA support
	approved
	B
	5.0.0
	Common test environments for User Equipment (UE) conformance testing
	TEI
	T1

	TP-040037
	34.108
	296
	-
	4.9.0
	Rel-4
	LCR Corrections to TDD RABs merge of T1-040104 , T1-040201 and T1-040203
	approved
	F
	4.10.0
	Common test environments for User Equipment (UE) conformance testing
	TEI
	T1

	TP-040037
	34.108
	297
	-
	3.14.0
	R99
	Correction to handling of Entered Parameter IE in default contents for Initial Direct Transfer
	approved
	F
	3.15.0
	Common test environments for User Equipment (UE) conformance testing
	TEI
	T1

	TP-040037
	34.108
	298
	-
	4.9.0
	Rel-4
	Correction to handling of Entered Parameter IE in default contents for Initial Direct Transfer
	approved
	A
	4.10.0
	Common test environments for User Equipment (UE) conformance testing
	TEI
	T1

	TP-040037
	34.108
	299
	-
	3.14.0
	R99
	New Radio Bearer Setup (FDD) message for RF (Revision of T1-040257)
	approved
	F
	3.15.0
	Common test environments for User Equipment (UE) conformance testing
	TEI
	T1

	TP-040037
	34.108
	300
	-
	4.9.0
	Rel-4
	The diverse operation in TDD mode updating according to the core specification
	approved
	A
	4.10.0
	Common test environments for User Equipment (UE) conformance testing
	TEI
	T1

	TP-040037
	34.108
	301
	-
	3.14.0
	R99
	The diverse operation in TDD mode updating according to the core specification
	approved
	F
	3.15.0
	Common test environments for User Equipment (UE) conformance testing
	TEI
	T1

	TP-040037
	34.108
	302
	-
	4.9.0
	Rel-4
	correction of measurement control default message contents for TDD
	approved
	F
	4.10.0
	Common test environments for User Equipment (UE) conformance testing
	TEI
	T1

	TP-040037
	34.108
	303
	-
	4.9.0
	Rel-4
	correction of RADIO BEARER SETUP default message contents for 1.28 Mcps TDD
	approved
	F
	4.10.0
	Common test environments for User Equipment (UE) conformance testing
	TEI
	T1

	TP-040037
	34.108
	304
	-
	4.9.0
	Rel-4
	Correction of RADIO BEARER RELEASE default message contents for TDD: AM or UM (1.28 Mcps TDD)
	approved
	F
	4.10.0
	Common test environments for User Equipment (UE) conformance testing
	TEI
	T1

	TP-040037
	34.108
	305
	-
	4.9.0
	Rel-4
	Contents of RRC CONNECTION SETUP message: UM (Transition to CELL_DCH)   (1.28 Mcps TDD)
	approved
	F
	4.10.0
	Common test environments for User Equipment (UE) conformance testing
	TEI
	T1

	TP-040038
	34.121
	332
	-
	5.2.0
	Rel-5
	Introduction of Test Tolerance to Maximum Input Level test 6.3
	approved
	F
	5.3.0
	Terminal Conformance Specification, Radio Transmission and Reception (FDD)
	TEI
	T1

	TP-040038
	34.121
	333
	-
	5.2.0
	Rel-5
	CPICH_Ec/Io Inter frequency relative accuracy requirements for reported values.
	approved
	F
	5.3.0
	Terminal Conformance Specification, Radio Transmission and Reception (FDD)
	TEI
	T1

	TP-040038
	34.121
	334
	-
	5.2.0
	Rel-5
	Correction to the meassurement control message in 8.7.2.
	approved
	F
	5.3.0
	Terminal Conformance Specification, Radio Transmission and Reception (FDD)
	TEI
	T1

	TP-040038
	34.121
	335
	-
	5.2.0
	Rel-5
	Correction of the TGD value for single gap transmission gap pattern
	approved
	F
	5.3.0
	Terminal Conformance Specification, Radio Transmission and Reception (FDD)
	TEI
	T1

	TP-040038
	34.121
	336
	-
	5.2.0
	Rel-5
	Correction to the Measurement Control message in 8.7.6 UE Rx-Tx time difference
	approved
	F
	5.3.0
	Terminal Conformance Specification, Radio Transmission and Reception (FDD)
	TEI
	T1

	TP-040038
	34.121
	337
	-
	5.2.0
	Rel-5
	Introduction of correct reporting of GSM neighbours in AWGN propagation condition test case
	approved
	F
	5.3.0
	Terminal Conformance Specification, Radio Transmission and Reception (FDD)
	TEI
	T1

	TP-040038
	34.121
	338
	-
	5.2.0
	Rel-5
	Correction to 8.6.2.1 Correct reporting of neighbours in AWGN propagation condition
	approved
	F
	5.3.0
	Terminal Conformance Specification, Radio Transmission and Reception (FDD)
	TEI
	T1

	TP-040038
	34.121
	339
	-
	5.2.0
	Rel-5
	Correction to RRC connection control test 1 and 2
	approved
	F
	5.3.0
	Terminal Conformance Specification, Radio Transmission and Reception (FDD)
	TEI
	T1

	TP-040038
	34.121
	340
	-
	5.2.0
	Rel-5
	Correction of measurement control message in inter frequency measurement test cases.
	approved
	F
	5.3.0
	Terminal Conformance Specification, Radio Transmission and Reception (FDD)
	TEI
	T1

	TP-040038
	34.121
	341
	-
	5.2.0
	Rel-5
	Correction to W-CDMA modulated interferer definition
	approved
	F
	5.3.0
	Terminal Conformance Specification, Radio Transmission and Reception (FDD)
	TEI
	T1

	TP-040038
	34.121
	342
	-
	5.2.0
	Rel-5
	Removal of square brackets in Annex F.6
	approved
	F
	5.3.0
	Terminal Conformance Specification, Radio Transmission and Reception (FDD)
	TEI
	T1

	TP-040038
	34.121
	343
	-
	5.2.0
	Rel-5
	Excess test uncertainties
	approved
	F
	5.3.0
	Terminal Conformance Specification, Radio Transmission and Reception (FDD)
	TEI
	T1

	TP-040038
	34.121
	344
	-
	5.2.0
	Rel-5
	Define TBD message parameters for FDD/FDD Hard Handover test cases
	approved
	F
	5.3.0
	Terminal Conformance Specification, Radio Transmission and Reception (FDD)
	TEI
	T1

	TP-040038
	34.121
	345
	-
	5.2.0
	Rel-5
	Introduction of Test Tolerances to FDD/FDD Hard Handover to intra-frequency cell, test 8.3.2.1
	approved
	F
	5.3.0
	Terminal Conformance Specification, Radio Transmission and Reception (FDD)
	TEI
	T1

	TP-040038
	34.121
	346
	-
	5.2.0
	Rel-5
	Introduction of Test Tolerances to FDD/FDD Hard Handover to inter-frequency cell, test 8.3.2.2
	approved
	F
	5.3.0
	Terminal Conformance Specification, Radio Transmission and Reception (FDD)
	TEI
	T1

	TP-040038
	34.121
	347
	-
	5.2.0
	Rel-5
	Introduction of PRACH preamble tests
	approved
	B
	5.3.0
	Terminal Conformance Specification, Radio Transmission and Reception (FDD)
	TEI
	T1

	TP-040038
	34.121
	348
	-
	5.2.0
	Rel-5
	Correction of requirements of HSDPA CQI reporting in AWGN propagation conditions
	approved
	F
	5.3.0
	Terminal Conformance Specification, Radio Transmission and Reception (FDD)
	TEI
	T1

	TP-040038
	34.121
	349
	-
	5.2.0
	Rel-5
	Annex A for HSDPA
	approved
	F
	5.3.0
	Terminal Conformance Specification, Radio Transmission and Reception (FDD)
	TEI
	T1

	TP-040038
	34.121
	350
	-
	5.2.0
	Rel-5
	Annex F.1 for HSDPA
	approved
	F
	5.3.0
	Terminal Conformance Specification, Radio Transmission and Reception (FDD)
	TEI
	T1

	TP-040038
	34.121
	351
	-
	5.2.0
	Rel-5
	Correction of DL channelisation code value in DL radio resources
	approved
	F
	5.3.0
	Terminal Conformance Specification, Radio Transmission and Reception (FDD)
	TEI
	T1

	TP-040038
	34.121
	352
	-
	5.2.0
	Rel-5
	Correction to F.4.1
	approved
	F
	5.3.0
	Terminal Conformance Specification, Radio Transmission and Reception (FDD)
	TEI
	T1

	TP-040038
	34.121
	353
	-
	5.2.0
	Rel-5
	Links to Annex F.6.2 in RRM test cases
	approved
	F
	5.3.0
	Terminal Conformance Specification, Radio Transmission and Reception (FDD)
	TEI
	T1

	TP-040038
	34.121
	354
	-
	5.2.0
	Rel-5
	Clarify measurement control for FDD/FDD Inter-frequency Hard Handover test case
	approved
	F
	5.3.0
	Terminal Conformance Specification, Radio Transmission and Reception (FDD)
	TEI
	T1

	TP-040040
	34.123-1
	260
	-
	5.6.0
	Rel-5
	Correction to RLC test case 7.2.3.35
	approved
	F
	5.7.0
	User Equipment (UE) conformance specification; Part 1: Protocol conformance specification
	TEI
	T1

	TP-040040
	34.123-1
	646
	1
	5.6.0
	Rel-5
	Removal of package 1 RRC test case 8.2.5.1
	approved
	F
	5.7.0
	User Equipment (UE) conformance specification; Part 1: Protocol conformance specification
	TEI
	T1

	TP-040040
	34.123-1
	652
	2
	5.6.0
	Rel-5
	Corrections to prose for test case 7.1.1.1
	approved
	F
	5.7.0
	User Equipment (UE) conformance specification; Part 1: Protocol conformance specification
	TEI
	T1

	TP-040040
	34.123-1
	653
	1
	5.6.0
	Rel-5
	Corrections to prose for test cases 8.1.1.4, 8.1.1.5 and 8.1.1.6
	approved
	F
	5.7.0
	User Equipment (UE) conformance specification; Part 1: Protocol conformance specification
	TEI
	T1

	TP-040040
	34.123-1
	654
	1
	5.6.0
	Rel-5
	Clarification of Clause 8.3.1.1
	approved
	F
	5.7.0
	User Equipment (UE) conformance specification; Part 1: Protocol conformance specification
	TEI
	T1

	TP-040040
	34.123-1
	655
	1
	5.6.0
	Rel-5
	Corrections to prose for RRC test case 8.3.1.22
	approved
	F
	5.7.0
	User Equipment (UE) conformance specification; Part 1: Protocol conformance specification
	TEI
	T1

	TP-040040
	34.123-1
	656
	1
	5.6.0
	Rel-5
	Correction to prose for test case 8.3.2.7
	approved
	F
	5.7.0
	User Equipment (UE) conformance specification; Part 1: Protocol conformance specification
	TEI
	T1

	TP-040040
	34.123-1
	658
	-
	5.6.0
	Rel-5
	Correction to Multi PLMN MM test cases.
	approved
	F
	5.7.0
	User Equipment (UE) conformance specification; Part 1: Protocol conformance specification
	TEI
	T1

	TP-040040
	34.123-1
	659
	-
	5.6.0
	Rel-5
	Correction to Multi PLMN GMM test cases.
	approved
	F
	5.7.0
	User Equipment (UE) conformance specification; Part 1: Protocol conformance specification
	TEI
	T1

	TP-040040
	34.123-1
	661
	-
	5.6.0
	Rel-5
	Corrections to Package 1 RLC AM test cases to align with TTCN implementation and correct test case 7.2.3.33 (Revision of T1-040096)
	approved
	F
	5.7.0
	User Equipment (UE) conformance specification; Part 1: Protocol conformance specification
	TEI
	T1

	TP-040040
	34.123-1
	662
	-
	5.6.0
	Rel-5
	Corrections to TMSI Status usage in GMM test cases
	approved
	F
	5.7.0
	User Equipment (UE) conformance specification; Part 1: Protocol conformance specification
	TEI
	T1

	TP-040040
	34.123-1
	663
	-
	5.6.0
	Rel-5
	Correction to Package 2 Inter-system handover testcase 8.3.7.4
	approved
	F
	5.7.0
	User Equipment (UE) conformance specification; Part 1: Protocol conformance specification
	TEI
	T1

	TP-040040
	34.123-1
	664
	-
	5.6.0
	Rel-5
	Introduction of new test cases for lossless SRNS relocation in L2/PDCP, clause 7.3
	approved
	F
	5.7.0
	User Equipment (UE) conformance specification; Part 1: Protocol conformance specification
	TEI
	T1

	TP-040040
	34.123-1
	665
	-
	5.6.0
	Rel-5
	Clarification of initial condition for 8.1.1.1
	approved
	F
	5.7.0
	User Equipment (UE) conformance specification; Part 1: Protocol conformance specification
	TEI
	T1

	TP-040040
	34.123-1
	666
	-
	5.6.0
	Rel-5
	Correction to RLC test case 7.2.3.19
	approved
	F
	5.7.0
	User Equipment (UE) conformance specification; Part 1: Protocol conformance specification
	TEI
	T1

	TP-040040
	34.123-1
	667
	-
	5.6.0
	Rel-5
	New HSDPA radio bearer test cases
	approved
	B
	5.7.0
	User Equipment (UE) conformance specification; Part 1: Protocol conformance specification
	TEI
	T1

	TP-040040
	34.123-1
	668
	-
	5.6.0
	Rel-5
	Corrections to package 2 test RRC tc 8_2_2_23-unclassified test RRC tc 8_1_3_6-unclassified test RRC tc 8_1_6_4-unclassified test RRC tc 8_2_6_36
	approved
	D
	5.7.0
	User Equipment (UE) conformance specification; Part 1: Protocol conformance specification
	TEI
	T1

	TP-040040
	34.123-1
	669
	-
	5.6.0
	Rel-5
	Correction to Unclassified tests RRC tc 8_3_1_29
	approved
	F
	5.7.0
	User Equipment (UE) conformance specification; Part 1: Protocol conformance specification
	TEI
	T1

	TP-040040
	34.123-1
	669
	-
	5.6.0
	Rel-5
	CR to 34.123-1 REL-5; Correction to Unclassified tests RRC tc 8_3_1_29
	approved
	F
	5.7.0
	User Equipment (UE) conformance specification; Part 1: Protocol conformance specification
	TEI
	T1

	TP-040040
	34.123-1
	670
	-
	5.6.0
	Rel-5
	CR to 34.123-1 REL-5; Correction to Unclassified tests RRC tc 8_3_7_10
	approved
	F
	5.7.0
	User Equipment (UE) conformance specification; Part 1: Protocol conformance specification
	TEI
	T1

	TP-040040
	34.123-1
	670
	-
	5.6.0
	Rel-5
	Correction to Unclassified tests RRC tc 8_3_7_10
	approved
	F
	5.7.0
	User Equipment (UE) conformance specification; Part 1: Protocol conformance specification
	TEI
	T1

	TP-040040
	34.123-1
	671
	-
	5.6.0
	Rel-5
	Correction to Unclassified tests RRC tc 8_3_1_18
	approved
	F
	5.7.0
	User Equipment (UE) conformance specification; Part 1: Protocol conformance specification
	TEI
	T1

	TP-040040
	34.123-1
	672
	-
	5.6.0
	Rel-5
	Correction to package 4 RRC test case 8.3.2.2
	approved
	F
	5.7.0
	User Equipment (UE) conformance specification; Part 1: Protocol conformance specification
	TEI
	T1

	TP-040040
	34.123-1
	673
	-
	5.6.0
	Rel-5
	Correction of a test step number given in the Test Requirement for Package 1 test case 12.9.2
	approved
	F
	5.7.0
	User Equipment (UE) conformance specification; Part 1: Protocol conformance specification
	TEI
	T1

	TP-040040
	34.123-1
	674
	-
	5.6.0
	Rel-5
	Corrections to P3 Cell Selection (HCS) test cases.
	approved
	F
	5.7.0
	User Equipment (UE) conformance specification; Part 1: Protocol conformance specification
	TEI
	T1

	TP-040040
	34.123-1
	675
	-
	5.6.0
	Rel-5
	Corrections to P1 RRC test cases 8.3.1.1 and 8.3.1.3
	approved
	F
	5.7.0
	User Equipment (UE) conformance specification; Part 1: Protocol conformance specification
	TEI
	T1

	TP-040040
	34.123-1
	677
	-
	5.6.0
	Rel-5
	Corrections to P2 RRC test case 8.3.1.4
	approved
	F
	5.7.0
	User Equipment (UE) conformance specification; Part 1: Protocol conformance specification
	TEI
	T1

	TP-040040
	34.123-1
	678
	-
	5.6.0
	Rel-5
	Correction to P2  RRC test case 8.3.1.22
	approved
	F
	5.7.0
	User Equipment (UE) conformance specification; Part 1: Protocol conformance specification
	TEI
	T1

	TP-040040
	34.123-1
	679
	-
	5.6.0
	Rel-5
	Removal of low priority GMM test cases 12.4.1.1c and 12.4.2.3a
	approved
	F
	5.7.0
	User Equipment (UE) conformance specification; Part 1: Protocol conformance specification
	TEI
	T1

	TP-040040
	34.123-1
	680
	-
	5.6.0
	Rel-5
	Correction to 8.4.1.41 (P4)
	approved
	F
	5.7.0
	User Equipment (UE) conformance specification; Part 1: Protocol conformance specification
	TEI
	T1

	TP-040040
	34.123-1
	681
	-
	5.6.0
	Rel-5
	Correction to RRC P4 TC 8.4.1.41 due to RAN CR 2146.
	approved
	F
	5.7.0
	User Equipment (UE) conformance specification; Part 1: Protocol conformance specification
	TEI
	T1

	TP-040040
	34.123-1
	682
	-
	5.6.0
	Rel-5
	Correction to RRC P1 TC 8.1.1.7
	approved
	F
	5.7.0
	User Equipment (UE) conformance specification; Part 1: Protocol conformance specification
	TEI
	T1

	TP-040040
	34.123-1
	683
	-
	5.6.0
	Rel-5
	Correction to Package 2 idle mode test cases 6.2.2.2 and 6.2.2.3
	approved
	F
	5.7.0
	User Equipment (UE) conformance specification; Part 1: Protocol conformance specification
	TEI
	T1

	TP-040040
	34.123-1
	684
	-
	5.6.0
	Rel-5
	Correction to 7.2.3.21 (P1)
	approved
	F
	5.7.0
	User Equipment (UE) conformance specification; Part 1: Protocol conformance specification
	TEI
	T1

	TP-040040
	34.123-1
	685
	-
	5.6.0
	Rel-5
	Corrections to Package 2 MM Test Case 9.3.1
	approved
	F
	5.7.0
	User Equipment (UE) conformance specification; Part 1: Protocol conformance specification
	TEI
	T1

	TP-040040
	34.123-1
	686
	-
	5.6.0
	Rel-5
	Correction to Unclassified tests RRC test cases 8_2_6_6..
	approved
	F
	5.7.0
	User Equipment (UE) conformance specification; Part 1: Protocol conformance specification
	TEI
	T1

	TP-040040
	34.123-1
	687
	-
	5.6.0
	Rel-5
	Correction to low priority inter-RAT cell change order  test cases 8.3.11.4 & 8.3.11.6. Merge of T1-040081 and T1-040115.
	approved
	F
	5.7.0
	User Equipment (UE) conformance specification; Part 1: Protocol conformance specification
	TEI
	T1

	TP-040040
	34.123-1
	688
	-
	5.6.0
	Rel-5
	Future compatibility of RRC critical extension testing
	approved
	F
	5.7.0
	User Equipment (UE) conformance specification; Part 1: Protocol conformance specification
	TEI
	T1

	TP-040040
	34.123-1
	689
	-
	5.6.0
	Rel-5
	CR to 34.123-1 REL-5; Correction to Unclassified tests RRC tc 8_3_9_2
	approved
	F
	5.7.0
	User Equipment (UE) conformance specification; Part 1: Protocol conformance specification
	TEI
	T1

	TP-040040
	34.123-1
	689
	-
	5.6.0
	Rel-5
	Correction to Unclassified tests RRC tc 8_3_9_2
	approved
	F
	5.7.0
	User Equipment (UE) conformance specification; Part 1: Protocol conformance specification
	TEI
	T1

	TP-040040
	34.123-1
	690
	-
	5.6.0
	Rel-5
	CR to 34.123-1 REL-5; Correction to Unclassified tests RRC tc 8_3_9_4
	approved
	F
	5.7.0
	User Equipment (UE) conformance specification; Part 1: Protocol conformance specification
	TEI
	T1

	TP-040040
	34.123-1
	690
	-
	5.6.0
	Rel-5
	Correction to Unclassified tests RRC tc 8_3_9_4
	approved
	F
	5.7.0
	User Equipment (UE) conformance specification; Part 1: Protocol conformance specification
	TEI
	T1

	TP-040040
	34.123-1
	691
	-
	5.6.0
	Rel-5
	Correction to package 4 RRC test case 8.3.9.3
	approved
	F
	5.7.0
	User Equipment (UE) conformance specification; Part 1: Protocol conformance specification
	TEI
	T1

	TP-040040
	34.123-1
	692
	-
	5.6.0
	Rel-5
	Removal of 8.2.2.25 (P3) and correction to 8.2.2.10 (P2) for clarification
	approved
	F
	5.7.0
	User Equipment (UE) conformance specification; Part 1: Protocol conformance specification
	TEI
	T1

	TP-040040
	34.123-1
	693
	-
	5.6.0
	Rel-5
	Corrections of 8.2.1.26 (P4) (Revision of T1-040266)
	approved
	F
	5.7.0
	User Equipment (UE) conformance specification; Part 1: Protocol conformance specification
	TEI
	T1

	TP-040040
	34.123-1
	694
	-
	5.6.0
	Rel-5
	Correction to handling of EnteredParameter IE in package 1 test cases 8.1.1.1, 8.1.1.7, and 8.1.1.8; revision of T1-040060
	approved
	F
	5.7.0
	User Equipment (UE) conformance specification; Part 1: Protocol conformance specification
	TEI
	T1

	TP-040040
	34.123-1
	695
	-
	5.6.0
	Rel-5
	Corrections to TestCases 8.3.4.1 and 8.3.4.3
	approved
	F
	5.7.0
	User Equipment (UE) conformance specification; Part 1: Protocol conformance specification
	TEI
	T1

	TP-040040
	34.123-1
	696
	-
	5.6.0
	Rel-5
	Seamless SRNS relocation test cases for TS 34.123-1 v5.6.0 (Revision of T1-040129)
	approved
	F
	5.7.0
	User Equipment (UE) conformance specification; Part 1: Protocol conformance specification
	TEI
	T1

	TP-040040
	34.123-1
	697
	-
	5.6.0
	Rel-5
	Corrections to the Package 1 TestCase 8.1.2.2
	approved
	F
	5.7.0
	User Equipment (UE) conformance specification; Part 1: Protocol conformance specification
	TEI
	T1

	TP-040040
	34.123-1
	698
	-
	5.6.0
	Rel-5
	Correction to package 2 RRC test case 8.1.10.1
	approved
	F
	5.7.0
	User Equipment (UE) conformance specification; Part 1: Protocol conformance specification
	TEI
	T1

	TP-040040
	34.123-1
	699
	-
	5.6.0
	Rel-5
	Correction to P2 MAC test case 7.1.3.1
	approved
	F
	5.7.0
	User Equipment (UE) conformance specification; Part 1: Protocol conformance specification
	TEI
	T1

	TP-040040
	34.123-1
	700
	-
	5.6.0
	Rel-5
	Correction to GCF package 1 RLC testcases 7.2.3.26 and 7.2.3.27
	approved
	F
	5.7.0
	User Equipment (UE) conformance specification; Part 1: Protocol conformance specification
	TEI
	T1

	TP-040040
	34.123-1
	701
	-
	5.6.0
	Rel-5
	Correction to 8.4.1.30 (P3) – Revision of T1-040125
	approved
	F
	5.7.0
	User Equipment (UE) conformance specification; Part 1: Protocol conformance specification
	TEI
	T1

	TP-040040
	34.123-1
	702
	-
	5.6.0
	Rel-5
	Correction to 8.3.1.30 (Low priority) – Revision of T1-040128
	approved
	F
	5.7.0
	User Equipment (UE) conformance specification; Part 1: Protocol conformance specification
	TEI
	T1

	TP-040040
	34.123-1
	703
	-
	5.6.0
	Rel-5
	Correction to RRC low priority TC 8.2.6.29 revision of T1-040182.
	approved
	F
	5.7.0
	User Equipment (UE) conformance specification; Part 1: Protocol conformance specification
	TEI
	T1

	TP-040040
	34.123-1
	704
	-
	5.6.0
	Rel-5
	Correction to TestCase 8.1.2.3
	approved
	F
	5.7.0
	User Equipment (UE) conformance specification; Part 1: Protocol conformance specification
	TEI
	T1

	TP-040040
	34.123-1
	705
	-
	5.6.0
	Rel-5
	Corrections to TestCase 8.3.1.15
	approved
	F
	5.7.0
	User Equipment (UE) conformance specification; Part 1: Protocol conformance specification
	TEI
	T1

	TP-040040
	34.123-1
	706
	-
	5.6.0
	Rel-5
	Correction to TestCase 8.3.2.4
	approved
	F
	5.7.0
	User Equipment (UE) conformance specification; Part 1: Protocol conformance specification
	TEI
	T1

	TP-040040
	34.123-1
	707
	-
	5.6.0
	Rel-5
	Corrections to the testcase 8.2.2.35
	approved
	F
	5.7.0
	User Equipment (UE) conformance specification; Part 1: Protocol conformance specification
	TEI
	T1

	TP-040040
	34.123-1
	708
	-
	5.6.0
	Rel-5
	Corrections to the RRC Test cases 8.1.3.1, 8.1.3.2, 8.1.3.3, 8.1.3.4 & 8.1.3.5
	approved
	F
	5.7.0
	User Equipment (UE) conformance specification; Part 1: Protocol conformance specification
	TEI
	T1

	TP-040040
	34.123-1
	709
	-
	5.6.0
	Rel-5
	Correction to Package II MM test case 9.4.8
	approved
	F
	5.7.0
	User Equipment (UE) conformance specification; Part 1: Protocol conformance specification
	TEI
	T1

	TP-040040
	34.123-1
	710
	-
	5.6.0
	Rel-5
	Correction to handling of EnteredParameter IE in test cases 8.1.1.9, 8.3.1.5, and 8.3.1.6
	approved
	F
	5.7.0
	User Equipment (UE) conformance specification; Part 1: Protocol conformance specification
	TEI
	T1

	TP-040040
	34.123-1
	711
	-
	5.6.0
	Rel-5
	Modifications in clause 11.2
	approved
	F
	5.7.0
	User Equipment (UE) conformance specification; Part 1: Protocol conformance specification
	TEI
	T1

	TP-040040
	34.123-1
	712
	-
	5.6.0
	Rel-5
	Correction to RRC P4 TC 8.2.6.37
	approved
	F
	5.7.0
	User Equipment (UE) conformance specification; Part 1: Protocol conformance specification
	TEI
	T1

	TP-040040
	34.123-1
	713
	-
	5.6.0
	Rel-5
	Corrections to PDP context deactivation procedure test cases
	approved
	F
	5.7.0
	User Equipment (UE) conformance specification; Part 1: Protocol conformance specification
	TEI
	T1

	TP-040040
	34.123-1
	714
	-
	5.6.0
	Rel-5
	Modification to NAS TC 12.3.2.1 to prevent an optional ATTACH REQUEST during the RRC connection release procedure. (Revision of T1-040059 and T1-040235)
	approved
	F
	5.7.0
	User Equipment (UE) conformance specification; Part 1: Protocol conformance specification
	TEI
	T1

	TP-040040
	34.123-1
	715
	-
	5.6.0
	Rel-5
	Correction to GMM Package II test case 12.2.1.7
	approved
	F
	5.7.0
	User Equipment (UE) conformance specification; Part 1: Protocol conformance specification
	TEI
	T1

	TP-040040
	34.123-1
	716
	-
	5.6.0
	Rel-5
	Correction to package 4 test case 12.4.1.4b
	approved
	F
	5.7.0
	User Equipment (UE) conformance specification; Part 1: Protocol conformance specification
	TEI
	T1

	TP-040040
	34.123-1
	717
	-
	5.6.0
	Rel-5
	Correction to GMM test case 12.4.2.1
	approved
	F
	5.7.0
	User Equipment (UE) conformance specification; Part 1: Protocol conformance specification
	TEI
	T1

	TP-040040
	34.123-1
	718
	-
	5.6.0
	Rel-5
	Correction to GMM test case 12.9.4
	approved
	F
	5.7.0
	User Equipment (UE) conformance specification; Part 1: Protocol conformance specification
	TEI
	T1

	TP-040040
	34.123-1
	719
	-
	5.6.0
	Rel-5
	Correction to Package 1 GMM test case 12.3.1.2
	approved
	F
	5.7.0
	User Equipment (UE) conformance specification; Part 1: Protocol conformance specification
	TEI
	T1

	TP-040040
	34.123-1
	720
	-
	5.6.0
	Rel-5
	Correction to GMM test case 12.4.1.1a
	approved
	F
	5.7.0
	User Equipment (UE) conformance specification; Part 1: Protocol conformance specification
	TEI
	T1

	TP-040040
	34.123-1
	721
	-
	5.6.0
	Rel-5
	Correction to some of the GMM test cases to include CS registration
	approved
	F
	5.7.0
	User Equipment (UE) conformance specification; Part 1: Protocol conformance specification
	TEI
	T1

	TP-040040
	34.123-1
	722
	-
	5.6.0
	Rel-5
	Correction to some of the GMM test cases
	approved
	F
	5.7.0
	User Equipment (UE) conformance specification; Part 1: Protocol conformance specification
	TEI
	T1

	TP-040040
	34.123-1
	723
	-
	5.6.0
	Rel-5
	Corrections to add minimum set of TFCIs to RB test cases
	approved
	F
	5.7.0
	User Equipment (UE) conformance specification; Part 1: Protocol conformance specification
	TEI
	T1

	TP-040040
	34.123-1
	724
	-
	5.6.0
	Rel-5
	New HSDPA MAC test cases
	approved
	F
	5.7.0
	User Equipment (UE) conformance specification; Part 1: Protocol conformance specification
	TEI
	T1

	TP-040040
	34.123-1
	725
	-
	5.6.0
	Rel-5
	New HSDPA RRC test cases (as of T1-040072rev1)
	approved
	F
	5.7.0
	User Equipment (UE) conformance specification; Part 1: Protocol conformance specification
	TEI
	T1

	TP-040040
	34.123-1
	726
	-
	5.6.0
	Rel-5
	New SM test case for QoS extension for rates above 8640 kbps
	approved
	F
	5.7.0
	User Equipment (UE) conformance specification; Part 1: Protocol conformance specification
	TEI
	T1

	TP-040040
	34.123-1
	727
	-
	5.6.0
	Rel-5
	Splitting ISHO high data rate tests 8.3.7.2 and 8.3.7.3 (Revision of T1-040143 and T1-040357).
	approved
	F
	5.7.0
	User Equipment (UE) conformance specification; Part 1: Protocol conformance specification
	TEI
	T1

	TP-040040
	34.123-1
	728
	-
	5.6.0
	Rel-5
	New test case for approved I/B UL:64 DL:768 kbps PS RAB (TTI=20ms option) – Revision of T1-040108 and T1-040395
	approved
	F
	5.7.0
	User Equipment (UE) conformance specification; Part 1: Protocol conformance specification
	TEI
	T1

	TP-040040
	34.123-1
	729
	-
	5.6.0
	Rel-5
	Correction to package 2 GMM test case 12.6.1.2
	approved
	F
	5.7.0
	User Equipment (UE) conformance specification; Part 1: Protocol conformance specification
	TEI
	T1

	TP-040040
	34.123-1
	730
	-
	5.6.0
	Rel-5
	Correction to CC test case 10.1.2.4.11
	approved
	F
	5.7.0
	User Equipment (UE) conformance specification; Part 1: Protocol conformance specification
	TEI
	T1

	TP-040040
	34.123-1
	731
	-
	5.6.0
	Rel-5
	Add 1.28 Mcps TDD content in clause 8.2.4.29
	approved
	F
	5.7.0
	User Equipment (UE) conformance specification; Part 1: Protocol conformance specification
	TEI
	T1

	TP-040040
	34.123-1
	732
	-
	5.6.0
	Rel-5
	Add 1.28 Mcps TDD content of Physical channel reconfiguration test case
	approved
	F
	5.7.0
	User Equipment (UE) conformance specification; Part 1: Protocol conformance specification
	TEI
	T1

	TP-040040
	34.123-1
	733
	-
	5.6.0
	Rel-5
	Add 1.28 Mcps TDD content of Quality measurements clause 8.4.1.22
	approved
	F
	5.7.0
	User Equipment (UE) conformance specification; Part 1: Protocol conformance specification
	TEI
	T1

	TP-040040
	34.123-1
	734
	-
	5.6.0
	Rel-5
	Add 1.28 Mcps TDD content of Inter-frequency measurement for event 2A
	approved
	F
	5.7.0
	User Equipment (UE) conformance specification; Part 1: Protocol conformance specification
	TEI
	T1

	TP-040040
	34.123-1
	735
	-
	5.6.0
	Rel-5
	Add 1.28 Mcps TDD content for internal measurement for event 6A and 6B
	approved
	F
	5.7.0
	User Equipment (UE) conformance specification; Part 1: Protocol conformance specification
	TEI
	T1

	TP-040040
	34.123-1
	736
	-
	5.6.0
	Rel-5
	Add 1.28 Mcps TDD content for UE internal measurement t for event 6G
	approved
	F
	5.7.0
	User Equipment (UE) conformance specification; Part 1: Protocol conformance specification
	TEI
	T1

	TP-040040
	34.123-1
	737
	-
	5.6.0
	Rel-5
	Add 1.28 Mcps TDD content for UE internal measurement t for event 6F
	approved
	B
	5.7.0
	User Equipment (UE) conformance specification; Part 1: Protocol conformance specification
	TEI
	T1

	TP-040040
	34.123-1
	738
	-
	5.6.0
	Rel-5
	Add 1.28 Mcps TDD content for UE Traffic Volume measurement
	approved
	F
	5.7.0
	User Equipment (UE) conformance specification; Part 1: Protocol conformance specification
	TEI
	T1

	TP-040040
	34.123-1
	739
	-
	5.6.0
	Rel-5
	Add 1.28 Mcps TDD content for UE internal measurement, event 6c
	approved
	F
	5.7.0
	User Equipment (UE) conformance specification; Part 1: Protocol conformance specification
	TEI
	T1

	TP-040040
	34.123-1
	740
	-
	5.6.0
	Rel-5
	Add 1.28 Mcps TDD content for UE internal measurement, event 6d
	approved
	F
	5.7.0
	User Equipment (UE) conformance specification; Part 1: Protocol conformance specification
	TEI
	T1

	TP-040040
	34.123-1
	741
	-
	5.6.0
	Rel-5
	Add 1.28 Mcps TDD content for UE internal measurement, event 6e
	approved
	F
	5.7.0
	User Equipment (UE) conformance specification; Part 1: Protocol conformance specification
	TEI
	T1

	TP-040040
	34.123-1
	742
	-
	5.6.0
	Rel-5
	Add 1.28 Mcps TDD content for Intra-frequency measurement, event1H and 1I (TDD)
	approved
	F
	5.7.0
	User Equipment (UE) conformance specification; Part 1: Protocol conformance specification
	TEI
	T1

	TP-040040
	34.123-1
	743
	-
	5.6.0
	Rel-5
	Add 1.28 Mcps TDD content of  Intra-frequency measurement for transition from idle mode to CELL_DCH state (TDD)
	approved
	F
	5.7.0
	User Equipment (UE) conformance specification; Part 1: Protocol conformance specification
	TEI
	T1

	TP-040040
	34.123-1
	744
	-
	5.6.0
	Rel-5
	Add 1.28 Mcps TDD content of Intra-frequency measurement transition from idle mode to CELL_FACH state (TDD)
	approved
	F
	5.7.0
	User Equipment (UE) conformance specification; Part 1: Protocol conformance specification
	TEI
	T1

	TP-040040
	34.123-1
	745
	-
	5.6.0
	Rel-5
	Add 1.28 Mcps TDD content of Intra-frequency measurement transition from CELL_DCH to CELL_FACH state (TDD)
	approved
	F
	5.7.0
	User Equipment (UE) conformance specification; Part 1: Protocol conformance specification
	TEI
	T1

	TP-040040
	34.123-1
	746
	-
	5.6.0
	Rel-5
	Correction to package 3 test cases 16.1.2 and 16.2.2package 3 test cases 16.1.2and 16.2.2
	approved
	F
	5.7.0
	User Equipment (UE) conformance specification; Part 1: Protocol conformance specification
	TEI
	T1

	TP-040040
	34.123-1
	747
	-
	5.6.0
	Rel-5
	Correction to package 2 GMM test case 12.4.2.2 package 2 GMM test case 12.4.2.2
	approved
	F
	5.7.0
	User Equipment (UE) conformance specification; Part 1: Protocol conformance specification
	TEI
	T1

	TP-040040
	34.123-1
	748
	-
	5.6.0
	Rel-5
	Corrections to SM QoS negotiation test cases negotiation test cases
	approved
	F
	5.7.0
	User Equipment (UE) conformance specification; Part 1: Protocol conformance specification
	TEI
	T1

	TP-040040
	34.123-1
	749
	-
	5.6.0
	Rel-5
	Correct editorial  errors and  reference point for PRACH and UpPCH  for 1.28 Mcps TDD in section 7.1.2.4 of TS34.123-17.1.2.4: Correct for PRACH and UpPCH
	approved
	F
	5.7.0
	User Equipment (UE) conformance specification; Part 1: Protocol conformance specification
	TEI
	T1

	TP-040040
	34.123-1
	750
	-
	5.6.0
	Rel-5
	Add 1.28 Mcps TDD content of Inter-frequency measurement for event 2B and 2E
	approved
	F
	5.7.0
	User Equipment (UE) conformance specification; Part 1: Protocol conformance specification
	TEI
	T1

	TP-040040
	34.123-1
	751
	-
	5.6.0
	Rel-5
	Add 1.28 Mcps TDD content of Inter-frequency measurement for event 2D and 2F
	approved
	F
	5.7.0
	User Equipment (UE) conformance specification; Part 1: Protocol conformance specification
	TEI
	T1

	TP-040040
	34.123-1
	752
	-
	5.6.0
	Rel-5
	Adding of new test cases for events 1G for 1.28 Mcps TDD
	approved
	B
	5.7.0
	User Equipment (UE) conformance specification; Part 1: Protocol conformance specification
	TEI
	T1

	TP-040041
	34.123-2
	137
	-
	5.6.0
	Rel-5
	PICS parameter update according TTCN clarification
	approved
	F
	5.7.0
	User Equipment (UE) conformance specification; Part 2: Implementation conformance statement (ICS) specification
	TEI
	T1

	TP-040041
	34.123-2
	138
	-
	5.6.0
	Rel-5
	Removal of low priority GMM test cases 12.4.1.1c and 12.4.2.3a
	approved
	F
	5.7.0
	User Equipment (UE) conformance specification; Part 2: Implementation conformance statement (ICS) specification
	TEI
	T1

	TP-040041
	34.123-2
	139
	-
	5.6.0
	Rel-5
	Applicability of Package 1 SM test cases 11.3.1 and 11.3.2
	approved
	F
	5.7.0
	User Equipment (UE) conformance specification; Part 2: Implementation conformance statement (ICS) specification
	TEI
	T1

	TP-040041
	34.123-2
	140
	-
	5.6.0
	Rel-5
	Change of applicability for RLC P1 TC 7.2.3.13
	approved
	F
	5.7.0
	User Equipment (UE) conformance specification; Part 2: Implementation conformance statement (ICS) specification
	TEI
	T1

	TP-040041
	34.123-2
	141
	-
	5.6.0
	Rel-5
	Introduction and applicability conditions of new test cases for lossless SRNS relocation
	approved
	D
	5.7.0
	User Equipment (UE) conformance specification; Part 2: Implementation conformance statement (ICS) specification
	TEI
	T1

	TP-040041
	34.123-2
	142
	-
	5.6.0
	Rel-5
	Correction of Applicability for RRC TC 8.2.1.26. Revision of T1-040270.
	approved
	F
	5.7.0
	User Equipment (UE) conformance specification; Part 2: Implementation conformance statement (ICS) specification
	TEI
	T1

	TP-040041
	34.123-2
	143
	-
	5.6.0
	Rel-5
	New HSDPA test cases
	approved
	B
	5.7.0
	User Equipment (UE) conformance specification; Part 2: Implementation conformance statement (ICS) specification
	TEI
	T1

	TP-040041
	34.123-2
	144
	-
	5.6.0
	Rel-5
	Introduction of applicability for split Inter-System Handover Test Cases 8.3.7.2a and 8.3.7.3a
	approved
	F
	5.7.0
	User Equipment (UE) conformance specification; Part 2: Implementation conformance statement (ICS) specification
	TEI
	T1

	TP-040041
	34.123-2
	145
	-
	5.6.0
	Rel-5
	Section 4: Inclusion of a test case added to RRC physical channel reconfiguration test cases for TDD 1.28 Mcps
	approved
	F
	5.7.0
	User Equipment (UE) conformance specification; Part 2: Implementation conformance statement (ICS) specification
	TEI
	T1

	TP-040041
	34.123-2
	146
	-
	5.6.0
	Rel-5
	Inclusion of test for Events 6F for TDD 1.28 Mcps option in ICS part.
	approved
	F
	5.7.0
	User Equipment (UE) conformance specification; Part 2: Implementation conformance statement (ICS) specification
	TEI
	T1

	TP-040041
	34.123-2
	147
	-
	5.6.0
	Rel-5
	Inclusion of test for Events 1G for TDD 1.28 Mcps option in ICS part.
	approved
	F
	5.7.0
	User Equipment (UE) conformance specification; Part 2: Implementation conformance statement (ICS) specification
	TEI
	T1

	TP-040042
	34.123-3
	151
	-
	3.4.0
	R99
	GERAN ASP changes
	approved
	F
	3.5.0
	User Equipment (UE) conformance specification; Part 3: Abstract test suites (ATSs)
	TEI
	T1

	TP-040043
	34.123-3
	152
	-
	3.4.0
	R99
	Addition of NAS test case 9.1 to NAS ATS V3.4.0
	approved
	B
	3.5.0
	User Equipment (UE) conformance specification; Part 3: Abstract test suites (ATSs)
	N/A
	T1

	TP-040043
	34.123-3
	153
	-
	3.4.0
	R99
	Addition of NAS test case 9.2.2 to NAS ATS V3.4.0
	approved
	B
	3.5.0
	User Equipment (UE) conformance specification; Part 3: Abstract test suites (ATSs)
	N/A
	T1

	TP-040043
	34.123-3
	154
	-
	3.4.0
	R99
	Addition of NAS test case 9.4.1 to NAS ATS V3.4.0
	approved
	B
	3.5.0
	User Equipment (UE) conformance specification; Part 3: Abstract test suites (ATSs)
	N/A
	T1

	TP-040043
	34.123-3
	155
	-
	3.4.0
	R99
	Addition of NAS test case 9.4.2.1 to NAS ATS V3.4.0
	approved
	B
	3.5.0
	User Equipment (UE) conformance specification; Part 3: Abstract test suites (ATSs)
	N/A
	T1

	TP-040043
	34.123-3
	156
	-
	3.4.0
	R99
	Addition of NAS test case 9.4.2.4.1 to NAS ATS V3.4.0
	approved
	B
	3.5.0
	User Equipment (UE) conformance specification; Part 3: Abstract test suites (ATSs)
	N/A
	T1

	TP-040043
	34.123-3
	157
	-
	3.4.0
	R99
	Addition of NAS test case 9.4.4 to NAS ATS V3.4.0
	approved
	B
	3.5.0
	User Equipment (UE) conformance specification; Part 3: Abstract test suites (ATSs)
	N/A
	T1

	TP-040043
	34.123-3
	158
	-
	3.4.0
	R99
	Addition of NAS test case 9.4.5.3 to NAS ATS V3.4.0
	approved
	B
	3.5.0
	User Equipment (UE) conformance specification; Part 3: Abstract test suites (ATSs)
	N/A
	T1

	TP-040043
	34.123-3
	159
	-
	3.4.0
	R99
	Addition of RRC test case 8.3.7.1 to RRC ATS V3.4.0
	approved
	F
	3.5.0
	User Equipment (UE) conformance specification; Part 3: Abstract test suites (ATSs)
	N/A
	T1

	TP-040043
	34.123-3
	161
	-
	3.4.0
	R99
	Addition of RRC test case 8.3.7.4 to RRC ATS V3.4.0
	approved
	F
	3.5.0
	User Equipment (UE) conformance specification; Part 3: Abstract test suites (ATSs)
	N/A
	T1

	TP-040043
	34.123-3
	162
	-
	3.4.0
	R99
	Addition of NAS test case 12.2.1.7 to NAS ATS V3.4.0
	approved
	B
	3.5.0
	User Equipment (UE) conformance specification; Part 3: Abstract test suites (ATSs)
	N/A
	T1

	TP-040043
	34.123-3
	163
	-
	3.4.0
	R99
	Addition of RAB test case 14.2.27 to RAB ATS V3.4.0
	approved
	B
	3.5.0
	User Equipment (UE) conformance specification; Part 3: Abstract test suites (ATSs)
	N/A
	T1

	TP-040043
	34.123-3
	164
	1
	3.4.0
	R99
	Test Case tc_12_6_1_1
	approved
	F
	3.5.0
	User Equipment (UE) conformance specification; Part 3: Abstract test suites (ATSs)
	-
	T1

	TP-040043
	34.123-3
	165
	-
	3.4.0
	R99
	Test Case 8.2.4.3
	approved
	F
	3.5.0
	User Equipment (UE) conformance specification; Part 3: Abstract test suites (ATSs)
	-
	T1

	TP-040043
	34.123-3
	166
	-
	3.4.0
	R99
	Test Case 8.2.4.4
	approved
	F
	3.5.0
	User Equipment (UE) conformance specification; Part 3: Abstract test suites (ATSs)
	-
	T1

	TP-040043
	34.123-3
	168
	-
	3.4.0
	R99
	Addition of NAS test case 9.4.2.2.1 to NAS ATS V3.4.0
	approved
	B
	3.5.0
	User Equipment (UE) conformance specification; Part 3: Abstract test suites (ATSs)
	N/A
	T1

	TP-040043
	34.123-3
	169
	-
	3.4.0
	R99
	Addition of NAS test case 9.4.2.2.2 to NAS ATS V3.4.0
	approved
	B
	3.5.0
	User Equipment (UE) conformance specification; Part 3: Abstract test suites (ATSs)
	N/A
	T1

	TP-040043
	34.123-3
	170
	-
	3.4.0
	R99
	Addition of NAS test case 9.4.9 to NAS ATS V3.4.0
	approved
	B
	3.5.0
	User Equipment (UE) conformance specification; Part 3: Abstract test suites (ATSs)
	N/A
	T1

	TP-040043
	34.123-3
	171
	-
	3.4.0
	R99
	Addition of NAS test case 9.4.2.5 to NAS ATS V3.4.0
	approved
	B
	3.5.0
	User Equipment (UE) conformance specification; Part 3: Abstract test suites (ATSs)
	N/A
	T1

	TP-040043
	34.123-3
	172
	-
	3.4.0
	R99
	Correction to RRC Package 1 TC 8.2.1.8 and 8.2.1.9 for the mismatch between Radio Bearer setup and PDP context Activation Accept message
	approved
	F
	3.5.0
	User Equipment (UE) conformance specification; Part 3: Abstract test suites (ATSs)
	N/A
	T1

	TP-040043
	34.123-3
	173
	1
	3.4.0
	R99
	Incorrect Timer poll value used for SS RLC transmit entity in TCs 8.2.1.8,8.2.1.9 (Revision of T1-031782)
	approved
	F
	3.5.0
	User Equipment (UE) conformance specification; Part 3: Abstract test suites (ATSs)
	TEI
	T1

	TP-040043
	34.123-3
	174
	2
	3.4.0
	R99
	Correction of POLL bit checking in test case 7.2.3.13 (Revision of T1-031839)
	approved
	F
	3.5.0
	User Equipment (UE) conformance specification; Part 3: Abstract test suites (ATSs)
	TEI
	T1

	TP-040043
	34.123-3
	175
	1
	3.4.0
	R99
	Modification to Radio Bearer Release message in TCs 8.2.3.18 and 8.2.3.19. (Revision of T1-031843)
	approved
	F
	3.5.0
	User Equipment (UE) conformance specification; Part 3: Abstract test suites (ATSs)
	TEI
	T1

	TP-040043
	34.123-3
	176
	1
	3.4.0
	R99
	Maximum allowed UL TX power should not be present in TC 8.2.2.8, 8.2.2.9 and 8.2.2.23 (Revision of T1-031837)
	approved
	F
	3.5.0
	User Equipment (UE) conformance specification; Part 3: Abstract test suites (ATSs)
	TEI
	T1

	TP-040043
	34.123-3
	177
	-
	3.4.0
	R99
	New C-RNTI should not be present in TC 8.2.6.20
	approved
	F
	3.5.0
	User Equipment (UE) conformance specification; Part 3: Abstract test suites (ATSs)
	N/A
	T1

	TP-040043
	34.123-3
	178
	-
	3.4.0
	R99
	Unnecessary waiting time for (re)configuration in Test Case 8.2.2.23
	approved
	F
	3.5.0
	User Equipment (UE) conformance specification; Part 3: Abstract test suites (ATSs)
	N/A
	T1

	TP-040043
	34.123-3
	179
	-
	3.4.0
	R99
	Modification to validate TI Flag and TI Value in TCs 11.3.1 and 11.3.2.
	approved
	F
	3.5.0
	User Equipment (UE) conformance specification; Part 3: Abstract test suites (ATSs)
	N/A
	T1

	TP-040043
	34.123-3
	180
	-
	3.4.0
	R99
	Change U-RNTI and remove UTRAN DRX cycle length coefficient TC 8.3.3.1
	approved
	F
	3.5.0
	User Equipment (UE) conformance specification; Part 3: Abstract test suites (ATSs)
	N/A
	T1

	TP-040043
	34.123-3
	181
	-
	3.4.0
	R99
	Correction of STATUS PDU checking in TC 7.2.3.34
	approved
	F
	3.5.0
	User Equipment (UE) conformance specification; Part 3: Abstract test suites (ATSs)
	N/A
	T1

	TP-040043
	34.123-3
	182
	-
	3.4.0
	R99
	Correction of the number of negatively acknowledge PDUs in TC 7.2.3.16
	approved
	F
	3.5.0
	User Equipment (UE) conformance specification; Part 3: Abstract test suites (ATSs)
	N/A
	T1

	TP-040043
	34.123-3
	183
	-
	3.4.0
	R99
	Correction of sequence number checking and verdict assignments in TC 7.2.3.17
	approved
	F
	3.5.0
	User Equipment (UE) conformance specification; Part 3: Abstract test suites (ATSs)
	N/A
	T1

	TP-040043
	34.123-3
	184
	-
	3.4.0
	R99
	Poll Bit and STATUS PDU content checking in TC 7.2.3.14
	approved
	F
	3.5.0
	User Equipment (UE) conformance specification; Part 3: Abstract test suites (ATSs)
	N/A
	T1

	TP-040043
	34.123-3
	185
	-
	3.4.0
	R99
	Additional verdicts assigned in TC 7.2.3.20
	approved
	F
	3.5.0
	User Equipment (UE) conformance specification; Part 3: Abstract test suites (ATSs)
	N/A
	T1

	TP-040043
	34.123-3
	186
	-
	3.4.0
	R99
	SERVICE ACCEPT message NOT to be sent to UE in GMM Idle state in TCs 11.3.1 and 11.3.2.
	approved
	F
	3.5.0
	User Equipment (UE) conformance specification; Part 3: Abstract test suites (ATSs)
	NA
	T1

	TP-040043
	34.123-3
	187
	-
	3.4.0
	R99
	Change to performing Integrity Protection in TC 12.2.1.1
	approved
	F
	3.5.0
	User Equipment (UE) conformance specification; Part 3: Abstract test suites (ATSs)
	N/A
	T1

	TP-040043
	34.123-3
	188
	-
	3.4.0
	R99
	Correction of POLL bit checking in test case 7.2.3.18
	approved
	F
	3.5.0
	User Equipment (UE) conformance specification; Part 3: Abstract test suites (ATSs)
	N/A
	T1

	TP-040019
	34.123-3
	189
	-
	3.4.0
	R99
	Addition of RAB test case 14.2.29 to RAB ATS V3.4.0
	approved
	B
	3.5.0
	User Equipment (UE) conformance specification; Part 3: Abstract test suites (ATSs)
	N/A
	T1

	TP-040019
	34.123-3
	190
	-
	3.4.0
	R99
	Addition of RAB test case 14.2.31.1 to RAB ATS V3.4.0
	approved
	B
	3.5.0
	User Equipment (UE) conformance specification; Part 3: Abstract test suites (ATSs)
	N/A
	T1

	TP-040019
	34.123-3
	191
	-
	3.4.0
	R99
	Addition of RAB test case 14.2.32.1 to RAB ATS V3.4.0
	approved
	B
	3.5.0
	User Equipment (UE) conformance specification; Part 3: Abstract test suites (ATSs)
	N/A
	T1

	TP-040019
	34.123-3
	193
	-
	3.4.0
	R99
	Addition of RAB test case 14.4.3 to RAB ATS V3.4.0
	approved
	B
	3.5.0
	User Equipment (UE) conformance specification; Part 3: Abstract test suites (ATSs)
	N/A
	T1

	TP-040043
	34.123-3
	205
	-
	3.4.0
	R99
	Addition of RRC test case 8.3.2.1 to RRC ATS V3.4.0
	approved
	B
	3.5.0
	User Equipment (UE) conformance specification; Part 3: Abstract test suites (ATSs)
	N/A
	T1

	TP-040043
	34.123-3
	206
	-
	3.4.0
	R99
	Addition of RRC test case 8.3.2.4 to RRC ATS V3.4.0
	approved
	B
	3.5.0
	User Equipment (UE) conformance specification; Part 3: Abstract test suites (ATSs)
	N/A
	T1

	TP-040043
	34.123-3
	207
	-
	3.4.0
	R99
	Addition of RRC test case 8.3.2.7 to RRC ATS V3.4.0
	approved
	B
	3.5.0
	User Equipment (UE) conformance specification; Part 3: Abstract test suites (ATSs)
	N/A
	T1

	TP-040043
	34.123-3
	224
	-
	3.4.0
	R99
	Addition of RRC test case 8.3.1.31 to RRC ATS V3.4.0
	approved
	B
	3.5.0
	User Equipment (UE) conformance specification; Part 3: Abstract test suites (ATSs)
	N/A
	T1

	TP-040043
	34.123-3
	226
	-
	3.4.0
	R99
	Validation of TMSI Status in ATTACH REQUEST message for TC 12.3.1.5.
	approved
	F
	3.5.0
	User Equipment (UE) conformance specification; Part 3: Abstract test suites (ATSs)
	TEI
	T1

	TP-040043
	34.123-3
	227
	-
	3.4.0
	R99
	Validation of optional Old PTMSI Signature in ATTACH REQUEST message in TC 12.2.1.1
	approved
	F
	3.5.0
	User Equipment (UE) conformance specification; Part 3: Abstract test suites (ATSs)
	TEI
	T1

	TP-040043
	34.123-3
	230
	-
	3.4.0
	R99
	Validation of CS CKSN in PAGING RESPONSE in TC 9.2.1.
	approved
	F
	3.5.0
	User Equipment (UE) conformance specification; Part 3: Abstract test suites (ATSs)
	TEI
	T1

	TP-040043
	34.123-3
	232
	-
	3.4.0
	R99
	Addition of RRC test case 8.3.1.3 to RRC ATS V3.4.0
	approved
	B
	3.5.0
	User Equipment (UE) conformance specification; Part 3: Abstract test suites (ATSs)
	N/A
	T1

	TP-040044
	34.123-3
	254
	-
	3.4.0
	R99
	Updating Annex A
	approved
	F
	3.5.0
	User Equipment (UE) conformance specification; Part 3: Abstract test suites (ATSs)
	TEI
	T1

	RP-040038
	34.124
	015
	-
	5.3.0
	Rel-5
	Correction of references to ITU recommendations
	approved
	F
	5.4.0
	Electromagnetic compatibility (EMC) requirements for Mobile terminals and ancillary equipment
	TEI-5
	R4

	RP-040038
	34.926
	001
	-
	5.0.0
	Rel-5
	Correction of references to ITU recommendations
	approved
	F
	5.1.0
	Table of international EMC requirements
	TEI-5
	R4

	SP-040056
	41.101
	002
	-
	4.9.0
	Rel-4
	Corrections to list of specifications
	withdrawn
	F
	
	Technical Specifications and Technical Reports for a GERAN-based 3GPP system
	TEI-4
	SP

	SP-040221
	41.101
	002
	-
	4.9.0
	Rel-4
	Corrections to list of specifications
	approved
	F
	4.10.0
	Technical Specifications and Technical Reports for a GERAN-based 3GPP system
	TEI-4
	SP

	SP-040221
	41.101
	003
	-
	5.5.2
	Rel-5
	Corrections to list of specifications
	approved
	F
	5.6.0
	Technical Specifications and Technical Reports for a GERAN-based 3GPP system
	TEI-5
	SP

	SP-040056
	41.101
	003
	-
	5.5.2
	Rel-5
	Corrections to list of specifications
	withdrawn
	F
	
	Technical Specifications and Technical Reports for a GERAN-based 3GPP system
	TEI-5
	SP

	TP-040029
	51.011
	031
	-
	4.10.0
	Rel-4
	Correction of image instance descriptor for colour icons
	approved
	A
	4.11.0
	Specification of the Subscriber Identity Module - Mobile Equipment (SIM-ME) interface
	TEI
	T3
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