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Annex F:
Status of all 3GPP CRs after TSG SA #24 Meeting

	TSG Doc
	SPEC
	CR
	rev
	Current
version
	Phase
	SUBJECT
	TSG status
	Cat
	New
version
	Specification Title
	WI
	WG
Resp

	SP-040358
	01.01
	021
	-
	8.12.0
	R99
	Corrections to list of specifications
	approved
	F
	8.13.0
	Technical Specifications and Technical Reports for a GERAN-based 3GPP system
	TEI
	SP

	SP-040323
	03.71
	047
	-
	8.8.0
	R99
	Correction of GERAN location request procedure
	approved
	A
	8.9.0
	Location Services (LCS); Functional description; Stage 2
	LCS2
	S2

	SP-040469
	03.71
	048
	-
	7.10.0
	R98
	Correction of GERAN location request procedure
	approved
	F
	7.11.0
	Location Services (LCS); Functional description; Stage 2
	LCS2
	S2

	TP-040099
	11.10-4
	A066
	-
	8.7.0
	R99
	Essential corrections
	approved
	F
	8.8.0
	Mobile Station (MS) conformance specification; Part 4: Subscriber Interface Module (SIM) application toolkit conformance specification
	TEI
	T3

	TP-040099
	11.10-4
	A067
	-
	8.7.0
	R99
	Support of GSM 700, GSM 850 and PCS 1900
	approved
	F
	8.8.0
	Mobile Station (MS) conformance specification; Part 4: Subscriber Interface Module (SIM) application toolkit conformance specification
	TEI
	T3

	TP-040099
	11.10-4
	A068
	-
	8.7.0
	R99
	Corrections of applicability table
	approved
	F
	8.8.0
	Mobile Station (MS) conformance specification; Part 4: Subscriber Interface Module (SIM) application toolkit conformance specification
	TEI
	T3

	TP-040099
	11.10-4
	A069
	-
	8.7.0
	R99
	Essential corrections to Call Control test cases
	approved
	F
	8.8.0
	Mobile Station (MS) conformance specification; Part 4: Subscriber Interface Module (SIM) application toolkit conformance specification
	TEI
	T3

	TP-040099
	11.10-4
	A070
	-
	8.7.0
	R99
	Correction on allowing optional parameters in ENVELOPE(CALL CONTROL) command for call set-ups when testing Call Control procedures
	approved
	F
	8.8.0
	Mobile Station (MS) conformance specification; Part 4: Subscriber Interface Module (SIM) application toolkit conformance specification
	TEI
	T3

	TP-040099
	11.10-4
	A071
	-
	8.7.0
	R99
	Correction of Cell Broadcast message download test
	approved
	F
	8.8.0
	Mobile Station (MS) conformance specification; Part 4: Subscriber Interface Module (SIM) application toolkit conformance specification
	TEI
	T3

	SP-040358
	21.101
	021
	1
	5.6.0
	Rel-5
	Corrections to list of specifications
	approved
	F
	5.7.0
	Technical Specifications and Technical Reports for a UTRAN-based 3GPP system
	TEI5
	SP

	TP-040100
	21.111
	011
	-
	6.0.0
	Rel-6
	Release 6 alignment
	approved
	D
	6.1.0
	USIM and IC card requirements
	TEI
	T3

	SP-040310
	21.900
	020
	-
	6.1.1
	Rel-6
	Release planning
	approved
	F
	6.2.0
	Technical Specification Group working methods
	TEI
	SP

	SP-040472
	21.900
	021
	-
	6.1.1
	Rel-6
	Introduction of “Early Implementation” process
	rejected
	B
	
	Technical Specification Group working methods
	TEI6
	SP

	SP-040286
	21.905
	057
	-
	6.6.0
	Rel-6
	Inclusion of ANP abbreviation as requested by SA3
	approved
	F
	6.7.0
	Vocabulary for 3GPP Specifications
	Vocabulary
	S1

	SP-040286
	21.905
	058
	-
	6.6.0
	Rel-6
	Addition WLAN UE definition and classes of equipment and abbreviation
	revised
	F
	
	Vocabulary for 3GPP Specifications
	WLAN
	S1

	SP-040449
	21.905
	058
	1
	6.6.0
	Rel-6
	Addition WLAN UE definition and classes of equipment and abbreviation
	revised
	F
	
	Vocabulary for 3GPP Specifications
	WLAN
	S1

	SP-040476
	21.905
	058
	2
	6.6.0
	Rel-6
	Addition WLAN UE definition and classes of equipment and abbreviation
	approved
	F
	6.7.0
	Vocabulary for 3GPP Specifications
	WLAN
	S1

	SP-040283
	22.004
	010
	-
	4.2.0
	Rel-4
	Modification of table A1 required to remove wrong SS applicabilities to VG Services
	approved
	F
	4.3.0
	General on supplementary services
	TEI4
	S1

	SP-040283
	22.004
	011
	-
	5.0.0
	Rel-5
	Modification of table A1 required to remove wrong SS applicabilities to VG Services
	approved
	A
	5.1.0
	General on supplementary services
	TEI5
	S1

	SP-040287
	22.011
	058
	-
	6.3.0
	Rel-6
	Behaviour of Single Mode mobiles with regards to the use of access technology in the PLMN selector lists
	approved
	F
	6.4.0
	Service accessibility
	TEI6
	S1

	SP-040287
	22.011
	059
	-
	6.3.0
	Rel-6
	Identification of FDD and TDD in the PLMN selector lists
	rejected
	F
	
	Service accessibility
	TEI6
	S1

	SP-040287
	22.011
	060
	-
	6.3.0
	Rel-6
	Use of access technology in Periodic Network Selection attempts
	approved
	F
	6.4.0
	Service accessibility
	TEI6
	S1

	SP-040287
	22.011
	061
	-
	6.3.0
	Rel-6
	Clarification on the use of the RAT during network selection
	approved
	F
	6.4.0
	Service accessibility
	TEI6
	S1

	SP-040299
	22.011
	062
	-
	6.3.0
	Rel-7
	Multimode terminals with 3GPP capability
	approved
	F
	7.0.0
	Service accessibility
	TEI7
	S1

	SP-040298
	22.011
	063
	-
	6.3.0
	Rel-7
	Support of multiple HPLMN codes
	approved
	B
	7.0.0
	Service accessibility
	TEI7
	S1

	SP-040295
	22.011
	064
	-
	6.3.0
	Rel-6
	Priority usage of UICC parameters for I-WLAN
	approved
	F
	6.4.0
	Service accessibility
	WLAN-CR
	S1

	SP-040287
	22.011
	065
	-
	6.3.0
	Rel-6
	Mobile behaviour when performing Periodic Network Selection attempts in un-coordinated networks
	rejected
	F
	
	Service accessibility
	TEI6
	S1

	SP-040300
	22.071
	070
	-
	6.7.0
	Rel-7
	Accuracy of information Indication of capability
	approved
	C
	7.0.0
	Location Services (LCS); Stage 1
	LCS2; EMC1
	S1

	SP-040284
	22.078
	171
	-
	5.13.0
	Rel-5
	SCUDIF corrections for CAMEL interworking
	approved
	F
	5.14.0
	Customized Applications for Mobile network Enhanced Logic (CAMEL); Service description; Stage 1
	SCUDIF
	S1

	SP-040284
	22.078
	172
	-
	6.4.0
	Rel-6
	SCUDIF corrections for CAMEL interworking
	approved
	A
	6.5.0
	Customized Applications for Mobile network Enhanced Logic (CAMEL); Service description; Stage 1
	SCUDIF
	S1

	SP-040285
	22.078
	173
	-
	5.13.0
	Rel-5
	Correction to preconditions for connecting a held party to the group
	approved
	F
	5.14.0
	Customized Applications for Mobile network Enhanced Logic (CAMEL); Service description; Stage 1
	CAMEL4
	S1

	SP-040285
	22.078
	174
	-
	6.4.0
	Rel-6
	Correction to preconditions for connecting a held party to the group
	approved
	A
	6.5.0
	Customized Applications for Mobile network Enhanced Logic (CAMEL); Service description; Stage 1
	CAMEL4
	S1

	SP-040288
	22.101
	152
	-
	6.7.0
	Rel-6
	Correction of UICC related text.
	approved
	F
	6.8.0
	Service aspects; Service principles
	TEI
	S1

	SP-040301
	22.101
	153
	-
	6.7.0
	Rel-7
	Termination of location privacy override for emergency calls
	approved
	B
	7.0.0
	Service aspects; Service principles
	LCS2; EMC1
	S1

	SP-040292
	22.101
	154
	-
	6.7.0
	Rel-6
	Editorial Correction of R5 reference
	approved
	F
	6.8.0
	Service aspects; Service principles
	IMS2
	S1

	SP-040289
	22.127
	071
	-
	6.5.0
	Rel-6
	Correction of open ended OSA high abstraction requirement
	approved
	F
	6.6.0
	Service Requirement for the Open Services Access (OSA); Stage 1
	OSA3
	S1

	SP-040290
	22.140
	044
	-
	6.5.0
	Rel-6
	Support of MMS operator specific services
	revised
	B
	
	Multimedia Messaging Service (MMS); Stage 1
	MMS-6
	S1

	SP-040450
	22.140
	044
	1
	6.5.0
	Rel-6
	Support of MMS operator specific services
	approved
	B
	6.6.0
	Multimedia Messaging Service (MMS); Stage 1
	MMS-6
	S1

	SP-040290
	22.140
	045
	-
	6.5.0
	Rel-6
	Clarification on MMS client interaction with UICC
	approved
	F
	6.6.0
	Multimedia Messaging Service (MMS); Stage 1
	MMS-R6
	S1

	SP-040290
	22.140
	046
	-
	6.5.0
	Rel-6
	Update to scope and removal of VHE based requirement.
	approved
	F
	6.6.0
	Multimedia Messaging Service (MMS); Stage 1
	MMS6-SR
	S1

	SP-040291
	22.146
	043
	-
	6.4.0
	Rel-6
	Addition of a concept regarding UE joining time
	approved
	F
	6.5.0
	Multimedia Broadcast/Multicast Service (MBMS); Stage 1
	MBMS
	S1

	SP-040293
	22.228
	023
	-
	6.5.0
	Rel-6
	Deletion of duplicated scenarios of Annex A
	approved
	F
	6.6.0
	Service requirements for the Internet Protocol (IP) multimedia core network subsystem; Stage 1
	IMS
	S1

	SP-040292
	22.228
	024
	-
	6.5.0
	Rel-6
	Editorial Correction of R5 reference
	approved
	F
	6.6.0
	Service requirements for the Internet Protocol (IP) multimedia core network subsystem; Stage 1
	IMS2
	S1

	SP-040295
	22.234
	001
	-
	6.0.0
	Rel-6
	Priority usage of UICC parameters for I-WLAN
	approved
	F
	6.1.0
	Requirements on 3GPP system to Wireless Local Area Network (WLAN) interworking
	WLAN-CR
	S1

	SP-040294
	22.234
	002
	-
	6.0.0
	Rel-6
	Addition of a definition of 3GPP PS based services
	approved
	F
	6.1.0
	Requirements on 3GPP system to Wireless Local Area Network (WLAN) interworking
	WLAN
	S1

	SP-040294
	22.234
	003
	-
	6.0.0
	Rel-6
	TS 22.234 Addition of clause 4. General Description
	approved
	C
	6.1.0
	Requirements on 3GPP system to Wireless Local Area Network (WLAN) interworking
	WLAN
	S1

	SP-040294
	22.234
	004
	-
	6.0.0
	Rel-6
	Selection of a PLMN accessed via an I-WLAN
	revised
	B
	
	Requirements on 3GPP system to Wireless Local Area Network (WLAN) interworking
	WLAN
	S1

	SP-040475
	22.234
	004
	1
	6.0.0
	Rel-6
	Selection of a PLMN accessed via an I-WLAN
	approved
	B
	6.1.0
	Requirements on 3GPP system to Wireless Local Area Network (WLAN) interworking
	WLAN
	S1

	SP-040423
	22.234
	004
	1
	6.0.0
	Rel-6
	Selection of a PLMN accessed via an I-WLAN
	withdrawn
	B
	
	Requirements on 3GPP system to Wireless Local Area Network (WLAN) interworking
	WLAN
	S1

	SP-040296
	22.950
	007
	-
	6.2.0
	Rel-6
	Deletion of Annex C (Informative) from draft ITU-T Recommendation F.706
	approved
	F
	6.3.0
	Priority service feasibility study
	PRIOR
	S1

	SP-040296
	22.950
	008
	-
	6.2.0
	Rel-6
	Deletion of Annex B (Informative) from ITU-T Recommendation E.106
	approved
	F
	6.3.0
	Priority service feasibility study
	PRIOR
	S1

	SP-040297
	22.952
	001
	-
	6.0.0
	Rel-6
	TR 22.952 - Correction to Figure 5.7: Priority Service Mobile Originated – Queue Time-Out
	approved
	F
	6.1.0
	Priority service guide
	PRIOR
	S1

	SP-040297
	22.952
	002
	-
	6.0.0
	Rel-6
	TR 22.952 - Correction to Figure 5.8: Priority Service Call Termination – Radio Resources Unavailable and Queue Time-Out
	approved
	F
	6.1.0
	Priority service guide
	PRIOR
	S1

	SP-040297
	22.952
	003
	-
	6.0.0
	Rel-6
	Change of TS 08.08 reference to 48.008
	approved
	F
	6.1.0
	Priority service guide
	PRIOR
	S1

	SP-040312
	23.002
	138
	1
	6.4.0
	Rel-6
	Introduction of WLAN Interworking functional elements in 23.002
	approved
	F
	6.5.0
	Network architecture
	WLAN
	S2

	SP-040312
	23.002
	139
	-
	6.4.0
	Rel-6
	Introduction of WLAN Interworking reference points and configuration in 23.002
	approved
	F
	6.5.0
	Network architecture
	WLAN
	S2

	SP-040312
	23.002
	141
	2
	6.4.0
	Rel-6
	Configuration of Presence Service
	approved
	F
	6.5.0
	Network architecture
	PRESNC
	S2

	SP-040312
	23.002
	142
	1
	6.4.0
	Rel-6
	Correction on the scope of the Ut reference point
	approved
	F
	6.5.0
	Network architecture
	TEI
	S2

	SP-040312
	23.002
	143
	-
	6.4.0
	Rel-6
	Missing Lr reference point in 23.002
	approved
	F
	6.5.0
	Network architecture
	LCS2
	S2

	NP-040220
	23.003
	086
	4
	6.2.0
	Rel-6
	Clarification of uses of SIP URIs for Public User ID
	approved
	F
	6.3.0
	Numbering, addressing and identification
	IMS2-CCR
	N4

	NP-040221
	23.003
	088
	1
	6.2.0
	Rel-6
	Addition of TMGI
	withdrawn
	B
	
	Numbering, addressing and identification
	MBMS
	N4

	NP-040277
	23.003
	088
	1
	6.2.0
	Rel-6
	Addition of TMGI
	approved
	B
	6.3.0
	Numbering, addressing and identification
	MBMS
	N4

	NP-040227
	23.008
	130
	4
	6.1.0
	Rel-6
	Modification of IMEISV definition due to ADD function
	approved
	B
	6.2.0
	Organisation of subscriber data
	TEI6
	N4

	NP-040222
	23.008
	131
	1
	6.1.0
	Rel-6
	Active Location Retrieval for MT call handling
	withdrawn
	B
	
	Organisation of subscriber data
	TEI6
	N4

	NP-040284
	23.008
	131
	1
	6.1.0
	Rel-6
	Retrieval of Current Location during MT call handling
	rejected
	B
	
	Organisation of subscriber data
	TEI6
	N4

	NP-040278
	23.008
	131
	1
	6.1.0
	Rel-6
	Retrieval of Current Location during MT call handling
	withdrawn
	B
	
	Organisation of subscriber data
	TEI6
	N4

	RP-040252
	23.008
	131
	1
	6.1.0
	Rel-6
	Retrieval of Current Location during MT call handling
	approved
	B
	6.2.0
	Organisation of subscriber data
	TEI6
	N4

	NP-040227
	23.012
	015
	6
	6.0.0
	Rel-6
	Addition of ADD feature
	approved
	B
	6.1.0
	Location management procedures
	TEI6
	N4

	NP-040226
	23.015
	007
	2
	5.0.0
	Rel-6
	ODB Handling for existing PDP
	approved
	F
	6.0.0
	Technical realization of Operator Determined Barring (ODB)
	ODB
	N4

	TP-040094
	23.040
	072
	-
	6.3.0
	Rel-6
	Enhanced Voice Mail Information
	revised
	B
	
	Technical realization of Short Message Service (SMS)
	TEI6
	T2

	TP-040096
	23.040
	072
	1
	6.3.0
	Rel-6
	Enhanced Voice Mail Information
	approved
	B
	6.4.0
	Technical realization of Short Message Service (SMS)
	TEI6
	T2

	TP-040094
	23.040
	073
	-
	6.3.0
	Rel-6
	Optional IEI’s
	approved
	F
	6.4.0
	Technical realization of Short Message Service (SMS)
	TEI6
	T2

	SP-040313
	23.060
	493
	1
	6.4.0
	Rel-6
	Correction of Figure A.4: SDL Diagram 4
	approved
	F
	6.5.0
	General Packet Radio Service (GPRS); Service description; Stage 2
	TEI6
	S2

	SP-040313
	23.060
	494
	3
	6.4.0
	Rel-6
	Automatic Device Detection function and Gs interface
	approved
	F
	6.5.0
	General Packet Radio Service (GPRS); Service description; Stage 2
	TEI6
	S2

	NP-040208
	23.078
	659
	3
	6.1.0
	Rel-6
	Active Location Retrieval for MT call handling
	rejected
	B
	
	customized Applications for Mobile network Enhanced Logic (CAMEL); Stage 2
	CAMEL4
	N2

	NP-040209
	23.078
	685
	2
	6.1.0
	Rel-6
	IP version of GGSN address for CAMEL
	revised
	F
	
	customized Applications for Mobile network Enhanced Logic (CAMEL); Stage 2
	TEI6
	N2

	NP-040249
	23.078
	685
	3
	6.1.0
	Rel-6
	IP version of GGSN address for CAMEL
	approved
	F
	6.2.0
	customized Applications for Mobile network Enhanced Logic (CAMEL); Stage 2
	TEI6
	N2

	NP-040207
	23.078
	713
	2
	5.7.0
	Rel-5
	Correction to Tssf timer
	approved
	F
	5.8.0
	customized Applications for Mobile network Enhanced Logic (CAMEL); Stage 2
	CAMEL4
	N2

	NP-040207
	23.078
	714
	1
	5.7.0
	Rel-5
	Correction to Move Leg pre-condition
	approved
	F
	5.8.0
	customized Applications for Mobile network Enhanced Logic (CAMEL); Stage 2
	CAMEL4
	N2

	NP-040209
	23.078
	716
	3
	6.1.0
	Rel-6
	Enhancement to Connect To Resource
	withdrawn
	B
	
	customized Applications for Mobile network Enhanced Logic (CAMEL); Stage 2
	TEI6
	N2

	NP-040249
	23.078
	716
	3
	6.1.0
	Rel-6
	Enhancement to Connect To Resource
	approved
	B
	6.2.0
	customized Applications for Mobile network Enhanced Logic (CAMEL); Stage 2
	TEI6
	N2

	NP-040207
	23.078
	717
	-
	5.7.0
	Rel-5
	Correction to D-CSI suppression in Continue With Argument
	approved
	F
	5.8.0
	customized Applications for Mobile network Enhanced Logic (CAMEL); Stage 2
	CAMEL4
	N2

	NP-040207
	23.078
	718
	3
	5.7.0
	Rel-5
	Correction to InitialDP IF for NP leg
	approved
	F
	5.8.0
	customized Applications for Mobile network Enhanced Logic (CAMEL); Stage 2
	CAMEL4
	N2

	NP-040207
	23.078
	719
	1
	5.7.0
	Rel-5
	Correction to Entity Released for individual call party
	approved
	F
	5.8.0
	customized Applications for Mobile network Enhanced Logic (CAMEL); Stage 2
	CAMEL4
	N2

	NP-040207
	23.078
	720
	1
	5.7.0
	Rel-5
	Correction to User Interaction before Answer
	approved
	F
	5.8.0
	customized Applications for Mobile network Enhanced Logic (CAMEL); Stage 2
	CAMEL4
	N2

	NP-040207
	23.078
	721
	1
	6.1.0
	Rel-6
	Correction to Tssf timer
	approved
	A
	6.2.0
	customized Applications for Mobile network Enhanced Logic (CAMEL); Stage 2
	CAMEL4
	N2

	NP-040207
	23.078
	722
	-
	6.1.0
	Rel-6
	Correction to D-CSI suppression in Continue With Argument
	approved
	A
	6.2.0
	customized Applications for Mobile network Enhanced Logic (CAMEL); Stage 2
	CAMEL4
	N2

	NP-040209
	23.078
	723
	-
	6.1.0
	Rel-6
	Correction to CS_gsmSSF for call release
	withdrawn
	F
	
	customized Applications for Mobile network Enhanced Logic (CAMEL); Stage 2
	TEI6
	N2

	NP-040249
	23.078
	723
	-
	6.1.0
	Rel-6
	Correction to CS_gsmSSF for call release
	approved
	F
	6.2.0
	customized Applications for Mobile network Enhanced Logic (CAMEL); Stage 2
	TEI6
	N2

	NP-040209
	23.078
	724
	-
	6.1.0
	Rel-6
	Stopping charging timers after Cancel[All]
	withdrawn
	F
	
	customized Applications for Mobile network Enhanced Logic (CAMEL); Stage 2
	TEI6
	N2

	NP-040249
	23.078
	724
	-
	6.1.0
	Rel-6
	Stopping charging timers after Cancel[All]
	approved
	F
	6.2.0
	customized Applications for Mobile network Enhanced Logic (CAMEL); Stage 2
	TEI6
	N2

	NP-040207
	23.078
	725
	-
	6.1.0
	Rel-6
	Correction to Move Leg pre-condition
	approved
	A
	6.2.0
	customized Applications for Mobile network Enhanced Logic (CAMEL); Stage 2
	CAMEL4
	N2

	NP-040207
	23.078
	726
	-
	6.1.0
	Rel-6
	Correction to InitialDP IF for NP leg
	approved
	F
	6.2.0
	customized Applications for Mobile network Enhanced Logic (CAMEL); Stage 2
	CAMEL4
	N2

	NP-040207
	23.078
	727
	-
	6.1.0
	Rel-6
	Correction to User Interaction before Answer
	approved
	F
	6.2.0
	customized Applications for Mobile network Enhanced Logic (CAMEL); Stage 2
	CAMEL4
	N2

	NP-040207
	23.078
	728
	-
	6.1.0
	Rel-6
	Correction to Entity Released for individual call party
	approved
	A
	6.2.0
	customized Applications for Mobile network Enhanced Logic (CAMEL); Stage 2
	CAMEL4
	N2

	NP-040217
	23.079
	080
	-
	5.4.0
	Rel-5
	Enhancement to Route_Permitted procedure to handle Short/ Long FTNs
	approved
	F
	5.5.0
	Support of Optimal Routeing (SOR); Technical realization; Stage 2
	CAMEL4
	N4

	NP-040202
	23.122
	069
	5
	6.0.0
	Rel-6
	Clarification on the use of the RAT during background scanning.
	approved
	F
	6.1.0
	Non-Access-Stratum functions related to Mobile Station (MS) in idle mode
	TEI6
	N1

	NP-040202
	23.122
	071
	1
	6.0.0
	Rel-6
	Role of ePLMN list in manual PLMN selection mode
	approved
	F
	6.1.0
	Non-Access-Stratum functions related to Mobile Station (MS) in idle mode
	TEI6
	N1

	NP-040202
	23.122
	072
	1
	6.0.0
	Rel-6
	Roaming not allowed for GPRS update state
	approved
	F
	6.1.0
	Non-Access-Stratum functions related to Mobile Station (MS) in idle mode
	TEI6
	N1

	NP-040202
	23.122
	073
	-
	6.0.0
	Rel-6
	Data field -> data file
	approved
	D
	6.1.0
	Non-Access-Stratum functions related to Mobile Station (MS) in idle mode
	TEI6
	N1

	SP-040314
	23.125
	002
	1
	6.0.0
	Rel-6
	Introduction of charging rule identifier
	approved
	B
	6.1.0
	Overall high level functionality and architecture impacts of flow based charging; Stage 2
	CH
	S2

	SP-040314
	23.125
	003
	2
	6.0.0
	Rel-6
	Introdution of modify and add charging actions
	withdrawn
	B
	
	Overall high level functionality and architecture impacts of flow based charging; Stage 2
	CH
	S2

	SP-040314
	23.125
	004
	1
	6.0.0
	Rel-6
	Add some use cases to the Flow Based Charging
	approved
	B
	6.1.0
	Overall high level functionality and architecture impacts of flow based charging; Stage 2
	CH
	S2

	SP-040314
	23.125
	006
	2
	6.0.0
	Rel-6
	Time based charging tariffs
	approved
	B
	6.1.0
	Overall high level functionality and architecture impacts of flow based charging; Stage 2
	CH
	S2

	SP-040314
	23.125
	008
	2
	6.0.0
	Rel-6
	FBC and IMS
	approved
	B
	6.1.0
	Overall high level functionality and architecture impacts of flow based charging; Stage 2
	CH
	S2

	SP-040314
	23.125
	009
	-
	6.0.0
	Rel-6
	RAT Type as possible re-authorisation trigger
	approved
	F
	6.1.0
	Overall high level functionality and architecture impacts of flow based charging; Stage 2
	CH
	S2

	SP-040314
	23.125
	011
	1
	6.0.0
	Rel-6
	Ro reference removal
	approved
	F
	6.1.0
	Overall high level functionality and architecture impacts of flow based charging; Stage 2
	CH
	S2

	SP-040314
	23.125
	012
	2
	6.0.0
	Rel-6
	Bearer establishment, charging rules availability and credit control
	withdrawn
	F
	
	Overall high level functionality and architecture impacts of flow based charging; Stage 2
	CH
	S2

	SP-040314
	23.125
	013
	2
	6.0.0
	Rel-6
	Traffic flow at TPF
	approved
	C
	6.1.0
	Overall high level functionality and architecture impacts of flow based charging; Stage 2
	CH
	S2

	SP-040314
	23.125
	014
	2
	6.0.0
	Rel-6
	Bearer modification triggers
	withdrawn
	C
	
	Overall high level functionality and architecture impacts of flow based charging; Stage 2
	CH
	S2

	SP-040314
	23.125
	016
	1
	6.0.0
	Rel-6
	Time and volume allocation in online charging
	approved
	F
	6.1.0
	Overall high level functionality and architecture impacts of flow based charging; Stage 2
	CH
	S2

	SP-040314
	23.125
	018
	-
	6.0.0
	Rel-6
	General Corrections
	approved
	F
	6.1.0
	Overall high level functionality and architecture impacts of flow based charging; Stage 2
	CH
	S2

	SP-040314
	23.125
	019
	-
	6.0.0
	Rel-6
	Gx connection maintenance
	approved
	F
	6.1.0
	Overall high level functionality and architecture impacts of flow based charging; Stage 2
	CH
	S2

	SP-040314
	23.125
	020
	-
	6.0.0
	Rel-6
	Rx connection maintenance
	approved
	F
	6.1.0
	Overall high level functionality and architecture impacts of flow based charging; Stage 2
	CH
	S2

	SP-040314
	23.125
	021
	2
	6.0.0
	Rel-6
	FBC online charging
	approved
	C
	6.1.0
	Overall high level functionality and architecture impacts of flow based charging; Stage 2
	CH
	S2

	SP-040314
	23.125
	024
	1
	6.0.0
	Rel-6
	Message flow for input to provision of charging rules in Ry interface
	approved
	B
	6.1.0
	Overall high level functionality and architecture impacts of flow based charging; Stage 2
	CH
	S2

	SP-040314
	23.125
	025
	2
	6.0.0
	Rel-6
	Correction to the Termination Action
	approved
	F
	6.1.0
	Overall high level functionality and architecture impacts of flow based charging; Stage 2
	CH
	S2

	SP-040314
	23.125
	027
	1
	6.0.0
	Rel-6
	Clarification to the charging rule
	approved
	F
	6.1.0
	Overall high level functionality and architecture impacts of flow based charging; Stage 2
	CH
	S2

	SP-040314
	23.125
	028
	1
	6.0.0
	Rel-6
	Information to support charging rule selection
	approved
	B
	6.1.0
	Overall high level functionality and architecture impacts of flow based charging; Stage 2
	CH
	S2

	SP-040314
	23.125
	033
	1
	6.0.0
	Rel-6
	Re-authorization in case of charging rule change
	approved
	C
	6.1.0
	Overall high level functionality and architecture impacts of flow based charging; Stage 2
	CH
	S2

	SP-040314
	23.125
	035
	1
	6.0.0
	Rel-6
	Applying charging rules input from AF
	approved
	F
	6.1.0
	Overall high level functionality and architecture impacts of flow based charging; Stage 2
	CH
	S2

	SP-040314
	23.125
	036
	1
	6.0.0
	Rel-6
	Set of charging rules
	approved
	C
	6.1.0
	Overall high level functionality and architecture impacts of flow based charging; Stage 2
	CH
	S2

	SP-040314
	23.125
	037
	3
	6.0.0
	Rel-6
	Policy functions provided by FBC
	approved
	B
	6.1.0
	Overall high level functionality and architecture impacts of flow based charging; Stage 2
	CH
	S2

	SP-040314
	23.125
	043
	1
	6.0.0
	Rel-6
	TPF in the GGSN for WLAN access
	approved
	C
	6.1.0
	Overall high level functionality and architecture impacts of flow based charging; Stage 2
	CH
	S2

	SP-040314
	23.125
	045
	2
	6.0.0
	Rel-6
	FBC and GAA
	approved
	B
	6.1.0
	Overall high level functionality and architecture impacts of flow based charging; Stage 2
	CH
	S2

	SP-040314
	23.125
	046
	2
	6.0.0
	Rel-6
	Limitations of FBC for IMS
	approved
	B
	6.1.0
	Overall high level functionality and architecture impacts of flow based charging; Stage 2
	CH
	S2

	SP-040458
	23.125
	047
	-
	6.0.0
	Rel-6
	Combined CR for CR#3, CR#12, CR#14
	approved
	C
	6.1.0
	Overall high level functionality and architecture impacts of flow based charging; Stage 2
	CH
	S2

	SP-040315
	23.127
	047
	1
	6.0.0
	Rel-6
	Add descriptions of OSA high-level abstraction interfaces
	approved
	F
	6.1.0
	Virtual Home Environment (VHE) / Open Service Access (OSA)
	OSA3
	S2

	TP-040095
	23.140
	158
	-
	6.5.0
	Rel-6
	Addition of recipient list to MM4_Forward.RES
	approved
	B
	6.6.0
	Multimedia Messaging Service (MMS); Functional description; Stage 2
	MMS6
	T2

	TP-040095
	23.140
	159
	-
	6.5.0
	Rel-6
	Correcting “X-Mms-Read-Status” erroneous mapping on Annex I
	approved
	F
	6.6.0
	Multimedia Messaging Service (MMS); Functional description; Stage 2
	MMS6
	T2

	TP-040095
	23.140
	160
	-
	5.10.0
	Rel-5
	Changing erroneous OMA references from MMS1.1 to MMS1.2
	approved
	F
	5.11.0
	Multimedia Messaging Service (MMS); Functional description; Stage 2
	MESS5-MMS
	T2

	TP-040095
	23.140
	161
	-
	6.5.0
	Rel-6
	Changing erroneous OMA references from MMS1.1 to MMS1.2
	approved
	F
	6.6.0
	Multimedia Messaging Service (MMS); Functional description; Stage 2
	MMS6
	T2

	TP-040095
	23.140
	162
	-
	6.5.0
	Rel-6
	MM7 delivery conditions for MMS
	approved
	B
	6.6.0
	Multimedia Messaging Service (MMS); Functional description; Stage 2
	MMS6
	T2

	TP-040095
	23.140
	163
	-
	6.5.0
	Rel-6
	Size indication by MMS UA
	approved
	C
	6.6.0
	Multimedia Messaging Service (MMS); Functional description; Stage 2
	MMS6
	T2

	SP-040316
	23.141
	061
	3
	6.5.0
	Rel-6
	Move the annex B to the formal part of the TS for” 3GPP-WLAN IW supplier for PRESENCE information”
	approved
	B
	6.6.0
	Presence service; Architecture and functional description; Stage 2
	PRESNC
	S2

	SP-040316
	23.141
	063
	3
	6.5.0
	Rel-6
	3GPP-WLAN supplier for PRESENCE information
	approved
	B
	6.6.0
	Presence service; Architecture and functional description; Stage 2
	PRESNC
	S2

	SP-040316
	23.141
	064
	2
	6.5.0
	Rel-6
	Level of support in the Presence Network Agent
	approved
	F
	6.6.0
	Presence service; Architecture and functional description; Stage 2
	PRESNC
	S2

	SP-040316
	23.141
	065
	2
	6.5.0
	Rel-6
	Correction of Pl text referencing Le to reference LIF-MLP directly
	approved
	F
	6.6.0
	Presence service; Architecture and functional description; Stage 2
	PRESNC
	S2

	SP-040316
	23.141
	066
	1
	6.5.0
	Rel-6
	Removal of misleading example relating to Pi reference point
	approved
	F
	6.6.0
	Presence service; Architecture and functional description; Stage 2
	PRESNC
	S2

	NP-040276
	23.153
	070
	1
	4.9.0
	Rel-4
	Correction of Codec Negotiation and supported codec mode configurations
	approved
	F
	4.10.0
	Out of Band Transcoder Control; Stage 2
	OoBTC
	N4

	NP-040214
	23.153
	070
	1
	4.9.0
	Rel-4
	orrection of Codec Negotiation and supported codec mode configurations
	withdrawn
	F
	
	Out of Band Transcoder Control; Stage 2
	OoBTC
	N4

	NP-040276
	23.153
	071
	1
	5.7.0
	Rel-5
	Correction of Codec Negotiation and supported codec mode configurations
	approved
	A
	5.8.0
	Out of Band Transcoder Control; Stage 2
	OoBTC
	N4

	NP-040214
	23.153
	071
	1
	5.7.0
	Rel-5
	orrection of Codec Negotiation and supported codec mode configurations
	withdrawn
	A
	
	Out of Band Transcoder Control; Stage 2
	OoBTC
	N4

	NP-040219
	23.153
	072
	-
	5.7.0
	Rel-5
	Correction to section 6.5 on information flow after UMTS to GSM handover
	approved
	F
	5.8.0
	Out of Band Transcoder Control; Stage 2
	OoBTC
	N4

	SP-040317
	23.207
	077
	3
	6.2.0
	Rel-6
	Authorisation Reject Procedure by the PDF
	approved
	B
	6.3.0
	End-to-end Quality of Service (QoS) concept and architecture
	QoS1
	S2

	SP-040317
	23.207
	079
	1
	6.2.0
	Rel-6
	AF capabilities
	approved
	F
	6.3.0
	End-to-end Quality of Service (QoS) concept and architecture
	QoS1
	S2

	SP-040317
	23.207
	080
	2
	6.2.0
	Rel-6
	General corrections
	approved
	B
	6.3.0
	End-to-end Quality of Service (QoS) concept and architecture
	QoS1
	S2

	SP-040317
	23.207
	081
	1
	6.2.0
	Rel-6
	Intra-domain Gq for IMS
	approved
	F
	6.3.0
	End-to-end Quality of Service (QoS) concept and architecture
	QoS1
	S2

	SP-040317
	23.207
	083
	-
	6.2.0
	Rel-6
	Condition for update authorization procedure
	approved
	B
	6.3.0
	End-to-end Quality of Service (QoS) concept and architecture
	QoS1
	S2

	SP-040318
	23.221
	047
	2
	6.2.0
	Rel-6
	Handling of PDP Contexts
	approved
	F
	6.3.0
	Architectural requirements
	IMS2
	S2

	SP-040318
	23.221
	048
	1
	6.2.0
	Rel-6
	IPv4 based IMS
	approved
	C
	6.3.0
	Architectural requirements
	IPv4IMS
	S2

	SP-040318
	23.221
	049
	1
	5.9.0
	Rel-5
	IPv4 based IMS
	approved
	C
	5.10.0
	Architectural requirements
	IPv4IMS
	S2

	SP-040319
	23.228
	413
	2
	6.5.0
	Rel-6
	Session based messaging corrections to align with draft-ietf-simple-message-sessions-04
	approved
	C
	6.6.0
	IP Multimedia Subsystem (IMS); Stage 2
	IMS2
	S2

	SP-040319
	23.228
	418
	1
	6.5.0
	Rel-6
	IPv6-IPv4 interworking
	approved
	B
	6.6.0
	IP Multimedia Subsystem (IMS); Stage 2
	IMS2
	S2

	SP-040319
	23.228
	419
	2
	6.5.0
	Rel-6
	IPv4-IPv6 interworking flows
	approved
	C
	6.6.0
	IP Multimedia Subsystem (IMS); Stage 2
	IMS2
	S2

	SP-040319
	23.228
	420
	-
	6.5.0
	Rel-6
	SDP acronym
	approved
	D
	6.6.0
	IP Multimedia Subsystem (IMS); Stage 2
	IMS2
	S2

	SP-040319
	23.228
	421
	2
	6.5.0
	Rel-6
	Clarification of Message Charging Principles
	approved
	F
	6.6.0
	IP Multimedia Subsystem (IMS); Stage 2
	IMS2
	S2

	SP-040319
	23.228
	422
	4
	6.5.0
	Rel-6
	Service indication in Session Initiation
	approved
	B
	6.6.0
	IP Multimedia Subsystem (IMS); Stage 2
	IMS2
	S2

	SP-040319
	23.228
	424
	2
	6.5.0
	Rel-6
	Registration Requirement related to Application Server
	approved
	F
	6.6.0
	IP Multimedia Subsystem (IMS); Stage 2
	IMS2
	S2

	SP-040319
	23.228
	425
	4
	6.5.0
	Rel-6
	Registration Status Event Sub/Notification between Application Server and S-CSCF
	approved
	F
	6.6.0
	IP Multimedia Subsystem (IMS); Stage 2
	IMS2
	S2

	SP-040319
	23.228
	427
	1
	6.5.0
	Rel-6
	Definition of Private User Identity
	approved
	F
	6.6.0
	IP Multimedia Subsystem (IMS); Stage 2
	IMS2
	S2

	SP-040319
	23.228
	428
	2
	6.5.0
	Rel-6
	Clarification of IMS identity sharing
	approved
	F
	6.6.0
	IP Multimedia Subsystem (IMS); Stage 2
	IMS2
	S2

	SP-040319
	23.228
	430
	1
	6.5.0
	Rel-6
	Updates on the Gq interface in 23.228
	approved
	F
	6.6.0
	IP Multimedia Subsystem (IMS); Stage 2
	QoS1
	S2

	SP-040319
	23.228
	431
	-
	6.5.0
	Rel-6
	IMS procedures modification for token generation
	approved
	C
	6.6.0
	IP Multimedia Subsystem (IMS); Stage 2
	QoS1
	S2

	SP-040319
	23.228
	432
	2
	6.5.0
	Rel-6
	Release of Session based messaging session with intermediate node
	approved
	F
	6.6.0
	IP Multimedia Subsystem (IMS); Stage 2
	IMS2
	S2

	SP-040319
	23.228
	434
	1
	6.5.0
	Rel-6
	Information storage after registration
	approved
	F
	6.6.0
	IP Multimedia Subsystem (IMS); Stage 2
	IMS
	S2

	SP-040320
	23.234
	001
	2
	6.0.0
	Rel-6
	Update of disconnection procedures
	approved
	F
	6.1.0
	3GPP system to Wireles Local Area Network (WLAN) interworking; System description
	WLAN
	S2

	SP-040320
	23.234
	005
	1
	6.0.0
	Rel-6
	Correcting status of Annex D from Informative back to Normative
	approved
	F
	6.1.0
	3GPP system to Wireles Local Area Network (WLAN) interworking; System description
	WLAN
	S2

	SP-040320
	23.234
	012
	-
	6.0.0
	Rel-6
	Clarifications on the Wa reference point
	approved
	F
	6.1.0
	3GPP system to Wireles Local Area Network (WLAN) interworking; System description
	WLAN
	S2

	SP-040320
	23.234
	013
	1
	6.0.0
	Rel-6
	Corrections in the network selection clause
	approved
	F
	6.1.0
	3GPP system to Wireles Local Area Network (WLAN) interworking; System description
	WLAN
	S2

	SP-040320
	23.234
	018
	-
	6.0.0
	Rel-6
	Clarification of Wm reference point
	approved
	F
	6.1.0
	3GPP system to Wireles Local Area Network (WLAN) interworking; System description
	WLAN
	S2

	SP-040320
	23.234
	022
	2
	6.0.0
	Rel-6
	Routing Enforcement in WLAN AN
	approved
	F
	6.1.0
	3GPP system to Wireles Local Area Network (WLAN) interworking; System description
	WLAN
	S2

	SP-040320
	23.234
	027
	-
	6.0.0
	Rel-6
	Corrections of Wg definition and some obsolete texts
	approved
	F
	6.1.0
	3GPP system to Wireles Local Area Network (WLAN) interworking; System description
	WLAN
	S2

	SP-040320
	23.234
	029
	2
	6.0.0
	Rel-6
	Update on definition on WLAN UE
	approved
	F
	6.1.0
	3GPP system to Wireles Local Area Network (WLAN) interworking; System description
	WLAN
	S2

	SP-040320
	23.234
	030
	6
	6.0.0
	Rel-6
	Suggested changes to the new WLAN access terms
	approved
	F
	6.1.0
	3GPP system to Wireles Local Area Network (WLAN) interworking; System description
	WLAN
	S2

	SP-040320
	23.234
	031
	1
	6.0.0
	Rel-6
	Missing modifications to Annex D
	approved
	F
	6.1.0
	3GPP system to Wireles Local Area Network (WLAN) interworking; System description
	WLAN
	S2

	SP-040320
	23.234
	033
	3
	6.0.0
	Rel-6
	WLAN UE initiated disconnection procedures
	approved
	F
	6.1.0
	3GPP system to Wireles Local Area Network (WLAN) interworking; System description
	WLAN
	S2

	SP-040320
	23.234
	035
	2
	6.0.0
	Rel-6
	Clarification on WLAN access authentication and authorisation
	approved
	F
	6.1.0
	3GPP system to Wireles Local Area Network (WLAN) interworking; System description
	WLAN
	S2

	SP-040320
	23.234
	036
	-
	6.0.0
	Rel-6
	Reference to 23.825
	approved
	F
	6.1.0
	3GPP system to Wireles Local Area Network (WLAN) interworking; System description
	WLAN
	S2

	SP-040320
	23.234
	038
	2
	6.0.0
	Rel-6
	Considerations on the format of the IP address used for tunnel establishment
	approved
	F
	6.1.0
	3GPP system to Wireles Local Area Network (WLAN) interworking; System description
	WLAN
	S2

	SP-040320
	23.234
	041
	2
	6.0.0
	Rel-6
	Per-user charging in the VPLMN
	approved
	F
	6.1.0
	3GPP system to Wireles Local Area Network (WLAN) interworking; System description
	WLAN
	S2

	SP-040320
	23.234
	043
	2
	6.0.0
	Rel-6
	Roaming access to WLAN local services in Scenario 2
	revised
	C
	
	3GPP system to Wireles Local Area Network (WLAN) interworking; System description
	WLAN
	S2

	SP-040320
	23.234
	044
	1
	6.0.0
	Rel-6
	Correction of Wd reference point requirements
	approved
	F
	6.1.0
	3GPP system to Wireles Local Area Network (WLAN) interworking; System description
	WLAN
	S2

	SP-040320
	23.234
	045
	1
	6.0.0
	Rel-6
	Clarification of Wm reference point requirements
	approved
	F
	6.1.0
	3GPP system to Wireles Local Area Network (WLAN) interworking; System description
	WLAN
	S2

	SP-040320
	23.234
	047
	2
	6.0.0
	Rel-6
	Re-authentication
	approved
	F
	6.1.0
	3GPP system to Wireles Local Area Network (WLAN) interworking; System description
	WLAN
	S2

	SP-040320
	23.234
	048
	3
	6.0.0
	Rel-6
	Alignment with 3GPP IMS architecture: SLF usage in Wx to locate the HSS
	approved
	F
	6.1.0
	3GPP system to Wireles Local Area Network (WLAN) interworking; System description
	WLAN
	S2

	SP-040417
	23.234
	051
	3
	6.0.0
	Rel-6
	WLAN User Profile revision
	withdrawn
	F
	
	3GPP system to Wireles Local Area Network (WLAN) interworking; System description
	WLAN
	S2

	SP-040320
	23.234
	052
	2
	6.0.0
	Rel-6
	Removal of WLAN UE classes
	approved
	F
	6.1.0
	3GPP system to Wireles Local Area Network (WLAN) interworking; System description
	WLAN
	S2

	SP-040320
	23.234
	053
	1
	6.0.0
	Rel-6
	Combined CR on annex F
	revised
	F
	
	3GPP system to Wireles Local Area Network (WLAN) interworking; System description
	WLAN
	S2

	SP-040454
	23.234
	053
	2
	6.0.0
	Rel-6
	Merge of approved CR’s in TS 23.234, Annex F
	approved
	F
	6.1.0
	3GPP system to Wireles Local Area Network (WLAN) interworking; System description
	WLAN
	S2

	SP-040320
	23.234
	054
	1
	6.0.0
	Rel-6
	Combined CR to 23.234 Annex D (SMS over IP)
	approved
	F
	6.1.0
	3GPP system to Wireles Local Area Network (WLAN) interworking; System description
	WLAN
	S2

	SP-040321
	23.240
	017
	1
	6.3.0
	Rel-6
	GUP Server in Home operator network
	approved
	F
	6.4.0
	3GPP Generic User Profile (GUP) requirements; Architecture (Stage 2)
	GUP
	S2

	SP-040321
	23.240
	018
	1
	6.3.0
	Rel-6
	Rp Intra-operator interface
	approved
	F
	6.4.0
	3GPP Generic User Profile (GUP) requirements; Architecture (Stage 2)
	GUP
	S2

	SP-040321
	23.240
	019
	1
	6.3.0
	Rel-6
	GUP Authentication failure
	approved
	F
	6.4.0
	3GPP Generic User Profile (GUP) requirements; Architecture (Stage 2)
	GUP
	S2

	SP-040321
	23.240
	020
	-
	6.3.0
	Rel-6
	Removal of editor's note on existing profile components
	approved
	F
	6.4.0
	3GPP Generic User Profile (GUP) requirements; Architecture (Stage 2)
	GUP
	S2

	SP-040321
	23.240
	021
	1
	6.3.0
	Rel-6
	Addition of an example in Annex A
	approved
	F
	6.4.0
	3GPP Generic User Profile (GUP) requirements; Architecture (Stage 2)
	GUP
	S2

	SP-040321
	23.240
	022
	2
	6.3.0
	Rel-6
	Clarification of requirement for component location management
	approved
	B
	6.4.0
	3GPP Generic User Profile (GUP) requirements; Architecture (Stage 2)
	GUP
	S2

	TP-040093
	23.241
	001
	-
	6.0.0
	Rel-6
	Correction of naming of structural main parts
	approved
	F
	6.1.0
	3GPP Generic User Profile (GUP); Stage 2; Data Description Method (DDM)
	GUP
	T2

	SP-040322
	23.246
	051
	4
	6.2.0
	Rel-6
	Optimization of MBMS multicast service activation procedure
	approved
	F
	6.3.0
	Multimedia Broadcast/Multicast Service (MBMS); Architecture and functional description
	MBMS
	S2

	SP-040322
	23.246
	052
	1
	6.2.0
	Rel-6
	Correction of erroneous references
	approved
	D
	6.3.0
	Multimedia Broadcast/Multicast Service (MBMS); Architecture and functional description
	MBMS
	S2

	SP-040322
	23.246
	056
	1
	6.2.0
	Rel-6
	Session duration on Broadcast Session Start Procedure
	approved
	F
	6.3.0
	Multimedia Broadcast/Multicast Service (MBMS); Architecture and functional description
	MBMS
	S2

	SP-040322
	23.246
	057
	3
	6.2.0
	Rel-6
	Removing FFS from TS 23.246
	approved
	F
	6.3.0
	Multimedia Broadcast/Multicast Service (MBMS); Architecture and functional description
	MBMS
	S2

	SP-040322
	23.246
	058
	3
	6.2.0
	Rel-6
	Clarification on relationships between MBMS Session Stop & MBMS De-registration & MBMS De-activation
	approved
	D
	6.3.0
	Multimedia Broadcast/Multicast Service (MBMS); Architecture and functional description
	MBMS
	S2

	SP-040322
	23.246
	059
	1
	6.2.0
	Rel-6
	Remove some FFS on PMM-CONNECTED vs RRC-CONNECTED UEs
	approved
	F
	6.3.0
	Multimedia Broadcast/Multicast Service (MBMS); Architecture and functional description
	MBMS
	S2

	SP-040322
	23.246
	061
	2
	6.2.0
	Rel-6
	Correction on MBMS deregistration procedure
	approved
	F
	6.3.0
	Multimedia Broadcast/Multicast Service (MBMS); Architecture and functional description
	MBMS
	S2

	SP-040322
	23.246
	062
	3
	6.2.0
	Rel-6
	New addition to MBMS bearer context
	approved
	F
	6.3.0
	Multimedia Broadcast/Multicast Service (MBMS); Architecture and functional description
	MBMS
	S2

	SP-040322
	23.246
	066
	3
	6.2.0
	Rel-6
	CR for MBMS UE Context in 6.1
	approved
	F
	6.3.0
	Multimedia Broadcast/Multicast Service (MBMS); Architecture and functional description
	MBMS
	S2

	SP-040322
	23.246
	069
	1
	6.2.0
	Rel-6
	Removing Security requirements from 23.246
	approved
	F
	6.3.0
	Multimedia Broadcast/Multicast Service (MBMS); Architecture and functional description
	MBMS
	S2

	SP-040322
	23.246
	077
	2
	6.2.0
	Rel-6
	Proposed Flow Based Charging for MBMS
	approved
	F
	6.3.0
	Multimedia Broadcast/Multicast Service (MBMS); Architecture and functional description
	MBMS
	S2

	SP-040322
	23.246
	078
	1
	6.2.0
	Rel-6
	Notification of Incoming CS Domain Call/PS Data/Additional MBMS Call during An Ongoing MBMS Session for GERAN
	approved
	F
	6.3.0
	Multimedia Broadcast/Multicast Service (MBMS); Architecture and functional description
	MBMS
	S2

	SP-040322
	23.246
	083
	2
	6.2.0
	Rel-6
	Clarification of MBMS subscription
	approved
	F
	6.3.0
	Multimedia Broadcast/Multicast Service (MBMS); Architecture and functional description
	MBMS
	S2

	SP-040323
	23.271
	255
	3
	6.7.0
	Rel-6
	Delete the iterant section
	approved
	D
	6.8.0
	Location Services (LCS); Functional description; Stage 2
	LCS2
	S2

	SP-040323
	23.271
	257
	5
	6.7.0
	Rel-6
	Clarifications of section 10 “ Information storage“
	approved
	F
	6.8.0
	Location Services (LCS); Functional description; Stage 2
	LCS2
	S2

	SP-040323
	23.271
	260
	1
	6.7.0
	Rel-6
	Clarification of MLP and RLP usage in 23.271
	approved
	F
	6.8.0
	Location Services (LCS); Functional description; Stage 2
	LCS2
	S2

	SP-040323
	23.271
	266
	2
	6.7.0
	Rel-6
	Clarification to the privacy related action selection flow diagram for Rel-6
	approved
	F
	6.8.0
	Location Services (LCS); Functional description; Stage 2
	LCS2
	S2

	SP-040323
	23.271
	267
	-
	6.7.0
	Rel-6
	Additional explanation on the privacy check procedure in Rel-6, regarding the PLMN Operator service.
	approved
	F
	6.8.0
	Location Services (LCS); Functional description; Stage 2
	LCS2
	S2

	SP-040323
	23.271
	268
	1
	6.7.0
	Rel-6
	Clarifications regarding the information of V-GMLC address that is send from HLR/HSS to GMLC, during Common MT-LR procedure in CS and PS domain
	approved
	D
	6.8.0
	Location Services (LCS); Functional description; Stage 2
	LCS2
	S2

	SP-040323
	23.271
	269
	-
	6.7.0
	Rel-6
	Clarifications on the NI-LR and CS-MT-LR without HLR Query, for the SIM-less emergency call case.
	approved
	F
	6.8.0
	Location Services (LCS); Functional description; Stage 2
	LCS2
	S2

	SP-040323
	23.271
	271
	-
	6.7.0
	Rel-6
	Enhancement of MO-LR
	approved
	B
	6.8.0
	Location Services (LCS); Functional description; Stage 2
	LCS2
	S2

	SP-040323
	23.271
	273
	2
	6.7.0
	Rel-6
	E112 emergency call support
	approved
	F
	6.8.0
	Location Services (LCS); Functional description; Stage 2
	LCS2
	S2

	SP-040323
	23.271
	274
	1
	5.10.0
	Rel-5
	Clarifications regarding the non-dialable callback number in general and the NI-LR using Location Based Routing procedure, in Rel-.
	approved
	F
	5.11.0
	Location Services (LCS); Functional description; Stage 2
	LCS1
	S2

	SP-040324
	23.851
	001
	-
	6.0.0
	Rel-6
	Clarification of Gs usage
	approved
	F
	6.1.0
	Network sharing; Architecture and functional description
	NTShar
	S2

	SP-040324
	23.851
	005
	1
	6.0.0
	Rel-6
	Clarification of CN operator identity usage in MSC and SGSN
	approved
	F
	6.1.0
	Network sharing; Architecture and functional description
	NTShar
	S2

	SP-040324
	23.851
	006
	4
	6.0.0
	Rel-6
	Information flow of the CN centric redirection 
	approved
	F
	6.1.0
	Network sharing; Architecture and functional description
	NTShar
	S2

	SP-040324
	23.851
	011
	3
	6.0.0
	Rel-6
	Detailing RAN Centric redirection
	approved
	F
	6.1.0
	Network sharing; Architecture and functional description
	NTShar
	S2

	SP-040324
	23.851
	012
	3
	6.0.0
	Rel-6
	Connection-less interrogation as optimisation
	approved
	F
	6.1.0
	Network sharing; Architecture and functional description
	NTShar
	S2

	SP-040325
	23.976
	001
	1
	6.0.1
	Rel-6
	NRPCA with Dynamic IP Address Assignment conclusion
	revised
	F
	
	Push architecture
	PUSH
	S2

	SP-040446
	23.976
	001
	2
	6.0.1
	Rel-6
	NRPCA with Dynamic IP Address Assignment conclusion
	approved
	F
	6.1.0
	Push architecture
	PUSH
	S2

	NP-040185
	24.007
	060
	1
	3.9.0
	R99
	Corrections concerning the use of the LCS protocol
	approved
	F
	3.10.0
	Mobile radio interface signalling layer 3; General Aspects
	LCS
	N1

	NP-040185
	24.007
	061
	1
	4.2.0
	Rel-4
	Corrections concerning the use of the LCS protocol
	approved
	A
	4.3.0
	Mobile radio interface signalling layer 3; General Aspects
	LCS
	N1

	NP-040185
	24.007
	062
	1
	5.1.0
	Rel-5
	Corrections concerning the use of the LCS protocol
	approved
	A
	5.2.0
	Mobile radio interface signalling layer 3; General Aspects
	LCS
	N1

	NP-040185
	24.007
	063
	1
	6.0.0
	Rel-6
	Corrections concerning the use of the LCS protocol
	approved
	A
	6.1.0
	Mobile radio interface signalling layer 3; General Aspects
	LCS
	N1

	NP-040185
	24.008
	853
	1
	3.18.0
	R99
	Clarification of the use of service type 'Location services'
	approved
	F
	3.19.0
	Mobile radio interface Layer 3 specification; Core network protocols; Stage 3
	LCS
	N1

	NP-040185
	24.008
	854
	1
	4.13.0
	Rel-4
	Clarification of the use of service type 'Location services'
	approved
	A
	4.14.0
	Mobile radio interface Layer 3 specification; Core network protocols; Stage 3
	LCS
	N1

	NP-040185
	24.008
	855
	1
	5.11.0
	Rel-5
	Clarification of the use of service type 'Location services'
	approved
	A
	5.12.0
	Mobile radio interface Layer 3 specification; Core network protocols; Stage 3
	LCS
	N1

	NP-040185
	24.008
	856
	1
	6.4.0
	Rel-6
	Clarification of the use of service type 'Location services'
	approved
	A
	6.5.0
	Mobile radio interface Layer 3 specification; Core network protocols; Stage 3
	LCS
	N1

	NP-040186
	24.008
	857
	1
	3.18.0
	R99
	Correction of the network initiated in-call modification
	approved
	F
	3.19.0
	Mobile radio interface Layer 3 specification; Core network protocols; Stage 3
	TEI
	N1

	NP-040186
	24.008
	858
	1
	4.13.0
	Rel-4
	Correction of the network initiated in-call modification
	approved
	A
	4.14.0
	Mobile radio interface Layer 3 specification; Core network protocols; Stage 3
	TEI
	N1

	NP-040186
	24.008
	859
	1
	5.11.0
	Rel-5
	Correction of the network initiated in-call modification
	approved
	A
	5.12.0
	Mobile radio interface Layer 3 specification; Core network protocols; Stage 3
	TEI
	N1

	NP-040186
	24.008
	860
	1
	6.4.0
	Rel-6
	Correction of the network initiated in-call modification
	approved
	A
	6.5.0
	Mobile radio interface Layer 3 specification; Core network protocols; Stage 3
	TEI
	N1

	NP-040187
	24.008
	861
	1
	4.13.0
	Rel-4
	Suspension of CM layer services during GMM procedures
	approved
	F
	4.14.0
	Mobile radio interface Layer 3 specification; Core network protocols; Stage 3
	TEI4
	N1

	NP-040187
	24.008
	862
	1
	5.11.0
	Rel-5
	Suspension of CM layer services during GMM procedures
	approved
	A
	5.12.0
	Mobile radio interface Layer 3 specification; Core network protocols; Stage 3
	TEI4
	N1

	NP-040187
	24.008
	863
	1
	6.4.0
	Rel-6
	Suspension of CM layer services during GMM procedures
	approved
	A
	6.5.0
	Mobile radio interface Layer 3 specification; Core network protocols; Stage 3
	TEI4
	N1

	NP-040187
	24.008
	864
	1
	4.13.0
	Rel-4
	LCS VA capability in MS network capability IE for PS
	approved
	F
	4.14.0
	Mobile radio interface Layer 3 specification; Core network protocols; Stage 3
	TEI4
	N1

	NP-040187
	24.008
	865
	1
	5.11.0
	Rel-5
	LCS VA capability in MS network capability IE for PS
	approved
	A
	5.12.0
	Mobile radio interface Layer 3 specification; Core network protocols; Stage 3
	TEI4
	N1

	NP-040187
	24.008
	866
	1
	6.4.0
	Rel-6
	LCS VA capability in MS network capability IE for PS
	approved
	A
	6.5.0
	Mobile radio interface Layer 3 specification; Core network protocols; Stage 3
	TEI4
	N1

	NP-040190
	24.008
	868
	-
	5.11.0
	Rel-5
	GERAN Iu mode capability and future Iu mode-specific extensions
	approved
	F
	5.12.0
	Mobile radio interface Layer 3 specification; Core network protocols; Stage 3
	TEI5
	N1

	NP-040203
	24.008
	869
	1
	6.4.0
	Rel-6
	Introduction of Flexible Layer One Iu capability
	approved
	B
	6.5.0
	Mobile radio interface Layer 3 specification; Core network protocols; Stage 3
	TEI6
	N1

	NP-040187
	24.008
	870
	1
	4.13.0
	Rel-4
	Missing semicolon in the Mobile Station Classmark 3 IE
	approved
	F
	4.14.0
	Mobile radio interface Layer 3 specification; Core network protocols; Stage 3
	TEI4
	N1

	NP-040203
	24.008
	871
	2
	6.4.0
	Rel-6
	Identity request for identity that is not available
	approved
	F
	6.5.0
	Mobile radio interface Layer 3 specification; Core network protocols; Stage 3
	TEI6
	N1

	NP-040186
	24.008
	876
	2
	3.18.0
	R99
	Reference to 4.7.x.4
	approved
	F
	3.19.0
	Mobile radio interface Layer 3 specification; Core network protocols; Stage 3
	TEI
	N1

	NP-040186
	24.008
	877
	2
	4.13.0
	Rel-4
	Reference to 4.7.x.4
	approved
	A
	4.14.0
	Mobile radio interface Layer 3 specification; Core network protocols; Stage 3
	TEI
	N1

	NP-040186
	24.008
	878
	2
	5.11.0
	Rel-5
	Reference to 4.7.x.4
	approved
	A
	5.12.0
	Mobile radio interface Layer 3 specification; Core network protocols; Stage 3
	TEI
	N1

	NP-040186
	24.008
	879
	2
	6.4.0
	Rel-6
	Reference to 4.7.x.4
	approved
	A
	6.5.0
	Mobile radio interface Layer 3 specification; Core network protocols; Stage 3
	TEI
	N1

	NP-040190
	24.008
	880
	1
	5.11.0
	Rel-5
	Handling of key sets at inter-system change
	approved
	F
	5.12.0
	Mobile radio interface Layer 3 specification; Core network protocols; Stage 3
	TEI5
	N1

	NP-040190
	24.008
	881
	1
	6.4.0
	Rel-6
	Handling of key sets at inter-system change
	approved
	A
	6.5.0
	Mobile radio interface Layer 3 specification; Core network protocols; Stage 3
	TEI5
	N1

	NP-040203
	24.008
	882
	1
	6.4.0
	Rel-6
	Follow-on proceed for the PS domain
	rejected
	B
	
	Mobile radio interface Layer 3 specification; Core network protocols; Stage 3
	TEI6
	N1

	NP-040188
	24.228
	129
	-
	5.8.0
	Rel-5
	Removal of public user ID binding by P-CSCF
	approved
	F
	5.9.0
	Signalling flows for the IP multimedia call control based on Session Initiation Protocol (SIP) and Session Description Protocol (SDP); Stage 3
	IMS-CCR
	N1

	NP-040188
	24.228
	130
	1
	5.8.0
	Rel-5
	GPRS charging information in P-Charging-Vector header field
	approved
	F
	5.9.0
	Signalling flows for the IP multimedia call control based on Session Initiation Protocol (SIP) and Session Description Protocol (SDP); Stage 3
	IMS-CCR
	N1

	NP-040188
	24.228
	131
	-
	5.8.0
	Rel-5
	Revisions due to published version of draft-ietf-sipping-reg-event
	approved
	F
	5.9.0
	Signalling flows for the IP multimedia call control based on Session Initiation Protocol (SIP) and Session Description Protocol (SDP); Stage 3
	IMS-CCR
	N1

	NP-040188
	24.228
	132
	1
	5.8.0
	Rel-5
	Revision of IETF references to published versions
	approved
	F
	5.9.0
	Signalling flows for the IP multimedia call control based on Session Initiation Protocol (SIP) and Session Description Protocol (SDP); Stage 3
	IMS-CCR
	N1

	NP-040191
	24.229
	621
	2
	6.2.0
	Rel-6
	Forking requests terminating at the served user
	approved
	F
	6.3.0
	Internet Protocol (IP) multimedia call control protocol based on Session Initiation Protocol (SIP) and Session Description Protocol (SDP); Stage 3
	IMS2
	N1

	NP-040191
	24.229
	624
	1
	6.2.0
	Rel-6
	Abbreviations
	approved
	D
	6.3.0
	Internet Protocol (IP) multimedia call control protocol based on Session Initiation Protocol (SIP) and Session Description Protocol (SDP); Stage 3
	IMS2
	N1

	NP-040191
	24.229
	625
	5
	6.2.0
	Rel-6
	Removal of restriction for multiple SIP sessions on a single PDP context
	approved
	B
	6.3.0
	Internet Protocol (IP) multimedia call control protocol based on Session Initiation Protocol (SIP) and Session Description Protocol (SDP); Stage 3
	IMS2
	N1

	NP-040191
	24.229
	626
	3
	6.2.0
	Rel-6
	Record route in S-CSCF
	approved
	C
	6.3.0
	Internet Protocol (IP) multimedia call control protocol based on Session Initiation Protocol (SIP) and Session Description Protocol (SDP); Stage 3
	IMS2
	N1

	NP-040189
	24.229
	627
	3
	6.2.0
	Rel-6
	Correction of reception of media authorization token
	approved
	A
	6.3.0
	Internet Protocol (IP) multimedia call control protocol based on Session Initiation Protocol (SIP) and Session Description Protocol (SDP); Stage 3
	IMS-CCR
	N1

	NP-040191
	24.229
	628
	3
	6.2.0
	Rel-6
	Introduction of PSI Routing to 24.229
	approved
	F
	6.3.0
	Internet Protocol (IP) multimedia call control protocol based on Session Initiation Protocol (SIP) and Session Description Protocol (SDP); Stage 3
	IMS2
	N1

	NP-040198
	24.229
	629
	2
	6.2.0
	Rel-6
	Addition of PRESNC material
	approved
	B
	6.3.0
	Internet Protocol (IP) multimedia call control protocol based on Session Initiation Protocol (SIP) and Session Description Protocol (SDP); Stage 3
	PRESNC
	N1

	NP-040189
	24.229
	630
	1
	5.8.0
	Rel-5
	Missing statements regarding P-Charging-Function-Addresses header
	approved
	F
	5.9.0
	Internet Protocol (IP) multimedia call control protocol based on Session Initiation Protocol (SIP) and Session Description Protocol (SDP); Stage 3
	IMS-CCR
	N1

	NP-040189
	24.229
	631
	1
	6.2.0
	Rel-6
	Missing statements regarding P-Charging-Function-Addresses header
	approved
	A
	6.3.0
	Internet Protocol (IP) multimedia call control protocol based on Session Initiation Protocol (SIP) and Session Description Protocol (SDP); Stage 3
	IMS-CCR
	N1

	NP-040191
	24.229
	634
	1
	6.2.0
	Rel-6
	Multiple registrations
	approved
	F
	6.3.0
	Internet Protocol (IP) multimedia call control protocol based on Session Initiation Protocol (SIP) and Session Description Protocol (SDP); Stage 3
	IMS2
	N1

	NP-040192
	24.229
	635
	1
	6.2.0
	Rel-6
	Network-initiated deregistration
	approved
	F
	6.3.0
	Internet Protocol (IP) multimedia call control protocol based on Session Initiation Protocol (SIP) and Session Description Protocol (SDP); Stage 3
	IMS2
	N1

	NP-040192
	24.229
	636
	-
	6.2.0
	Rel-6
	Network-initiated re-authentication
	approved
	F
	6.3.0
	Internet Protocol (IP) multimedia call control protocol based on Session Initiation Protocol (SIP) and Session Description Protocol (SDP); Stage 3
	IMS2
	N1

	NP-040192
	24.229
	637
	1
	6.2.0
	Rel-6
	Mobile-initiated deregistration
	approved
	F
	6.3.0
	Internet Protocol (IP) multimedia call control protocol based on Session Initiation Protocol (SIP) and Session Description Protocol (SDP); Stage 3
	IMS2
	N1

	NP-040192
	24.229
	638
	1
	6.2.0
	Rel-6
	Notification about registration state
	approved
	F
	6.3.0
	Internet Protocol (IP) multimedia call control protocol based on Session Initiation Protocol (SIP) and Session Description Protocol (SDP); Stage 3
	IMS2
	N1

	NP-040189
	24.229
	641
	3
	5.8.0
	Rel-5
	Syntax of the extension to the P-Charging-Vector header field
	approved
	F
	5.9.0
	Internet Protocol (IP) multimedia call control protocol based on Session Initiation Protocol (SIP) and Session Description Protocol (SDP); Stage 3
	IMS-CCR
	N1

	NP-040189
	24.229
	642
	3
	6.2.0
	Rel-6
	Syntax of the extension to the P-Charging-Vector header field
	approved
	A
	6.3.0
	Internet Protocol (IP) multimedia call control protocol based on Session Initiation Protocol (SIP) and Session Description Protocol (SDP); Stage 3
	IMS-CCR
	N1

	NP-040192
	24.229
	643
	2
	6.2.0
	Rel-6
	Session Timer
	approved
	B
	6.3.0
	Internet Protocol (IP) multimedia call control protocol based on Session Initiation Protocol (SIP) and Session Description Protocol (SDP); Stage 3
	IMS2
	N1

	NP-040193
	24.229
	644
	3
	6.2.0
	Rel-6
	Session initiation without preconditions
	approved
	B
	6.3.0
	Internet Protocol (IP) multimedia call control protocol based on Session Initiation Protocol (SIP) and Session Description Protocol (SDP); Stage 3
	IMS2
	N1

	NP-040192
	24.229
	645
	1
	6.2.0
	Rel-6
	IMS Conferencing: Inclusion of Profile Tables to TS 24.229
	approved
	B
	6.3.0
	Internet Protocol (IP) multimedia call control protocol based on Session Initiation Protocol (SIP) and Session Description Protocol (SDP); Stage 3
	IMS2
	N1

	NP-040189
	24.229
	647
	1
	5.8.0
	Rel-5
	Correction of reception of media authorization token
	approved
	F
	5.9.0
	Internet Protocol (IP) multimedia call control protocol based on Session Initiation Protocol (SIP) and Session Description Protocol (SDP); Stage 3
	IMS-CCR
	N1

	NP-040189
	24.229
	648
	1
	5.8.0
	Rel-5
	Revisions due to published version of draft-ietf-sipping-reg-event
	approved
	F
	5.9.0
	Internet Protocol (IP) multimedia call control protocol based on Session Initiation Protocol (SIP) and Session Description Protocol (SDP); Stage 3
	IMS-CCR
	N1

	NP-040189
	24.229
	649
	1
	6.2.0
	Rel-6
	Revisions due to published version of draft-ietf-sipping-reg-event
	approved
	A
	6.3.0
	Internet Protocol (IP) multimedia call control protocol based on Session Initiation Protocol (SIP) and Session Description Protocol (SDP); Stage 3
	IMS-CCR
	N1

	NP-040198
	24.229
	652
	-
	6.2.0
	Rel-6
	Creation of separate event package table for UA role
	approved
	C
	6.3.0
	Internet Protocol (IP) multimedia call control protocol based on Session Initiation Protocol (SIP) and Session Description Protocol (SDP); Stage 3
	IMS2, PRESNC
	N1

	RP-040199
	25.101
	341
	-
	5.10.0
	Rel-5
	UE maximum output power with HS-DPCCH
	revised
	F
	
	User Equipment (UE) radio transmission and reception (FDD)
	HSDPA-RF
	R4

	RP-040251
	25.101
	341
	1
	5.10.0
	Rel-5
	UE maximum output power with HS-DPCCH
	approved
	F
	5.11.0
	User Equipment (UE) radio transmission and reception (FDD)
	HSDPA-RF
	R4

	RP-040199
	25.101
	342
	-
	6.4.0
	Rel-6
	UE maximum output power with HS-DPCCH
	revised
	A
	
	User Equipment (UE) radio transmission and reception (FDD)
	HSDPA-RF
	R4

	RP-040251
	25.101
	342
	1
	6.4.0
	Rel-6
	UE maximum output power with HS-DPCCH
	rejected
	A
	
	User Equipment (UE) radio transmission and reception (FDD)
	HSDPA-RF
	R4

	RP-040193
	25.101
	343
	1
	5.10.0
	Rel-5
	Correction of maximum allowed power and range in TFC selection with HS-DPCCH and other clarifications
	revised
	F
	
	User Equipment (UE) radio transmission and reception (FDD)
	TEI5
	R4

	RP-040251
	25.101
	343
	2
	5.10.0
	Rel-5
	Correction of maximum alloved power and range in TFC selection with HS-DPCCH and other clarifications
	approved
	F
	5.11.0
	User Equipment (UE) radio transmission and reception (FDD)
	HSDPA-RF
	R4

	RP-040193
	25.101
	344
	1
	6.4.0
	Rel-6
	Correction of maximum allowed power and range in TFC selection with HS-DPCCH and other clarifications
	revised
	F
	
	User Equipment (UE) radio transmission and reception (FDD)
	TEI6
	R4

	RP-040251
	25.101
	344
	2
	6.4.0
	Rel-6
	Correction of maximum alloved power and range in TFC selection with HS-DPCCH and other clarifications
	rejected
	F
	
	User Equipment (UE) radio transmission and reception (FDD)
	HSDPA-RF
	R4

	RP-040228
	25.104
	223
	2
	6.5.0
	Rel-6
	Redrafting of spurious emission tables for co-existence
	approved
	D
	6.6.0
	Base Station (BS) radio transmission and reception (FDD)
	TEI6
	R4

	RP-040228
	25.104
	224
	2
	6.5.0
	Rel-6
	Redrafting of blocking tables for co-location & Requirements for Medium Range BS and Local Area BS in case of co-location
	approved
	F
	6.6.0
	Base Station (BS) radio transmission and reception (FDD)
	TEI6
	R4

	RP-040228
	25.104
	225
	1
	6.5.0
	Rel-6
	DCH/RACH/CPCH performance requirement for BS without Rx diversity
	approved
	B
	6.6.0
	Base Station (BS) radio transmission and reception (FDD)
	TEI6
	R4

	RP-040228
	25.104
	226
	-
	6.5.0
	Rel-6
	Corrections on terminology
	approved
	F
	6.6.0
	Base Station (BS) radio transmission and reception (FDD)
	TEI6
	R4

	RP-040189
	25.105
	152
	-
	4.7.0
	Rel-4
	Clarification of measurement filter of spurious emission considering coexistence issue
	approved
	F
	4.8.0
	Base Station (BS) radio transmission and reception (TDD)
	TEI4
	R4

	RP-040189
	25.105
	153
	-
	5.5.0
	Rel-5
	Clarification of measurement filter of spurious emission considering coexistence issue
	approved
	A
	5.6.0
	Base Station (BS) radio transmission and reception (TDD)
	TEI4
	R4

	RP-040189
	25.105
	154
	-
	6.0.0
	Rel-6
	Clarification of measurement filter of spurious emission considering coexistence issue
	approved
	A
	6.1.0
	Base Station (BS) radio transmission and reception (TDD)
	TEI4
	R4

	RP-040191
	25.106
	030
	-
	4.7.0
	Rel-4
	Spurious emissions: Co-existence with services in adjacent frequency bands
	approved
	F
	4.8.0
	UTRA repeater radio transmission and reception
	RInImp-REP
	R4

	RP-040191
	25.106
	031
	-
	5.7.0
	Rel-5
	Spurious emissions: Co-existence with services in adjacent frequency bands
	approved
	A
	5.8.0
	UTRA repeater radio transmission and reception
	RInImp-REP
	R4

	RP-040191
	25.106
	032
	-
	6.0.0
	Rel-6
	Spurious emissions: Co-existence with services in adjacent frequency bands
	approved
	A
	6.1.0
	UTRA repeater radio transmission and reception
	RInImp-REP
	R4

	RP-040192
	25.106
	033
	1
	4.7.0
	Rel-4
	New Adjacent Channel Rejection Ratio for Repeaters
	approved
	F
	4.8.0
	UTRA repeater radio transmission and reception
	RInImp-REP
	R4

	RP-040192
	25.106
	034
	1
	5.7.0
	Rel-5
	New Adjacent Channel Rejection Ratio for Repeaters
	approved
	A
	5.8.0
	UTRA repeater radio transmission and reception
	RInImp-REP
	R4

	RP-040192
	25.106
	035
	1
	6.0.0
	Rel-6
	New Adjacent Channel Rejection Ratio for Repeaters
	approved
	A
	6.1.0
	UTRA repeater radio transmission and reception
	RInImp-REP
	R4

	RP-040190
	25.123
	340
	-
	4.12.0
	Rel-4
	Test case for SFN-SFN observed time difference type 2 for 3.84Mcps TDD
	approved
	F
	4.13.0
	Requirements for support of radio resource management (TDD)
	TEI4
	R4

	RP-040190
	25.123
	341
	-
	5.8.0
	Rel-5
	Test case for SFN-SFN observed time difference type 2 for 3.84Mcps TDD
	approved
	A
	5.9.0
	Requirements for support of radio resource management (TDD)
	TEI4
	R4

	RP-040190
	25.123
	342
	-
	6.1.0
	Rel-6
	Test case for SFN-SFN observed time difference type 2 for 3.84Mcps TDD
	approved
	A
	6.2.0
	Requirements for support of radio resource management (TDD)
	TEI4
	R4

	RP-040228
	25.123
	343
	-
	6.1.0
	Rel-6
	Correction to GSM reselection in CELL_FACH for 3.84Mcps TDD
	approved
	F
	6.2.0
	Requirements for support of radio resource management (TDD)
	TEI6
	R4

	RP-040226
	25.133
	655
	3
	3.17.0
	R99
	Change of test cases using event triggered reporting with event 1B
	approved
	F
	3.18.0
	Requirements for support of radio resource management (FDD)
	TEI
	R4

	RP-040228
	25.133
	659
	1
	6.5.0
	Rel-6
	Removal of the 5s limitation of the identification time in interfrequency handovers
	approved
	F
	6.6.0
	Requirements for support of radio resource management (FDD)
	TEI6
	R4

	RP-040194
	25.133
	660
	1
	5.10.0
	Rel-5
	Clarification of HS-DPCCH in Transport format combination selection requirements
	revised
	F
	
	Requirements for support of radio resource management (FDD)
	HSDPA-RF
	R4

	RP-040251
	25.133
	660
	2
	5.10.0
	Rel-5
	Clarification of HS-DPCCH in Transport format combination selection requirements
	approved
	F
	5.11.0
	Requirements for support of radio resource management (FDD)
	HSDPA-RF
	R4

	RP-040194
	25.133
	661
	1
	6.5.0
	Rel-6
	Clarification of HS-DPCCH in Transport format combination selection requirements
	revised
	A
	
	Requirements for support of radio resource management (FDD)
	HSDPA-RF
	R4

	RP-040251
	25.133
	661
	2
	6.5.0
	Rel-6
	Clarification of HS-DPCCH in Transport format combination selection requirements
	rejected
	A
	
	Requirements for support of radio resource management (FDD)
	HSDPA-RF
	R4

	RP-040194
	25.133
	662
	1
	5.10.0
	Rel-5
	Correction to UTRA Carrier RSSI measurement tables in test cases
	approved
	F
	5.11.0
	Requirements for support of radio resource management (FDD)
	TEI5
	R4

	RP-040194
	25.133
	663
	1
	6.5.0
	Rel-6
	Correction to UTRA Carrier RSSI measurement tables in test cases
	approved
	F
	6.6.0
	Requirements for support of radio resource management (FDD)
	TEI6
	R4

	RP-040194
	25.133
	664
	1
	5.10.0
	Rel-5
	Corrections to Io, Ioc and RSCP levels for testing different frequency bands 
	approved
	F
	5.11.0
	Requirements for support of radio resource management (FDD)
	TEI5
	R4

	RP-040194
	25.133
	665
	1
	6.5.0
	Rel-6
	Corrections to Io, Ioc and RSCP levels for testing different frequency bands
	approved
	F
	6.6.0
	Requirements for support of radio resource management (FDD)
	TEI6
	R4

	RP-040194
	25.133
	666
	1
	5.10.0
	Rel-5
	Removal of square brackets and other corrections to support T1
	approved
	F
	5.11.0
	Requirements for support of radio resource management (FDD)
	TEI5
	R4

	RP-040194
	25.133
	667
	1
	6.5.0
	Rel-6
	Removal of square brackets and other corrections to support T1
	approved
	A
	6.6.0
	Requirements for support of radio resource management (FDD)
	TEI5
	R4

	RP-040228
	25.133
	668
	1
	6.5.0
	Rel-6
	Clarification to BSIC verification
	approved
	F
	6.6.0
	Requirements for support of radio resource management (FDD)
	TEI6
	R4

	RP-040226
	25.133
	673
	-
	3.17.0
	R99
	Correction of erroneous implementation of CR#211
	approved
	F
	3.18.0
	Requirements for support of radio resource management (FDD)
	TEI
	R4

	RP-040248
	25.133
	674
	-
	5.10.0
	Rel-5
	Clarification of UE procedure in case of HHO failure
	revised
	F
	
	Requirements for support of radio resource management (FDD)
	TEI5
	R4

	RP-040254
	25.133
	674
	1
	5.10.0
	Rel-5
	Clarification of UE procedure in case of HHO failure
	approved
	F
	5.11.0
	Requirements for support of radio resource management (FDD)
	TEI5
	R4

	RP-040254
	25.133
	675
	-
	6.5.0
	Rel-6
	Clarification of UE procedure in case of HHO failure
	approved
	F
	6.6.0
	Requirements for support of radio resource management (FDD)
	TEI6
	R4

	RP-040228
	25.141
	343
	2
	6.5.0
	Rel-6
	Redrafting of spurious emission tables for co-existence
	approved
	D
	6.6.0
	Base Station (BS) conformance testing (FDD)
	TEI6
	R4

	RP-040228
	25.141
	344
	2
	6.5.0
	Rel-6
	Redrafting of blocking tables for co-location & Requirements for Medium Range BS and Local Area BS in case of co-location
	approved
	F
	6.6.0
	Base Station (BS) conformance testing (FDD)
	TEI6
	R4

	RP-040228
	25.141
	345
	-
	6.5.0
	Rel-6
	Spectrum mask test requirement for Band IV
	approved
	F
	6.6.0
	Base Station (BS) conformance testing (FDD)
	TEI6
	R4

	RP-040228
	25.141
	346
	-
	6.5.0
	Rel-6
	Correction of AWGN level for MR and LA BS classes receiver performance verification
	approved
	F
	6.6.0
	Base Station (BS) conformance testing (FDD)
	TEI6
	R4

	RP-040228
	25.141
	347
	1
	6.5.0
	Rel-6
	Introduction of DCH/RACH/CPCH performance test requirement for BS without Rx diversity
	approved
	B
	6.6.0
	Base Station (BS) conformance testing (FDD)
	TEI6
	R4

	RP-040197
	25.141
	348
	1
	6.5.0
	Rel-6
	Clarifications of test procedures for HS-DPCCH signaling detection requirements
	approved
	F
	6.6.0
	Base Station (BS) conformance testing (FDD)
	HSDPA-RF
	R4

	RP-040228
	25.141
	349
	1
	6.5.0
	Rel-6
	Corrections on terminology
	approved
	F
	6.6.0
	Base Station (BS) conformance testing (FDD)
	TEI6
	R4

	RP-040228
	25.141
	350
	-
	6.5.0
	Rel-6
	Correction of signal level for medium range and local are BS class verification of internal BLER calculation
	approved
	F
	6.6.0
	Base Station (BS) conformance testing (FDD)
	TEI6
	R4

	RP-040189
	25.142
	169
	1
	4.8.0
	Rel-4
	Clarification of measurement filter of spurious emission considering coexistence issue
	approved
	F
	4.9.0
	Base Station (BS) conformance testing (TDD)
	TEI4
	R4

	RP-040189
	25.142
	170
	1
	5.6.0
	Rel-5
	Clarification of measurement filter of spurious emission considering coexistence issue
	approved
	A
	5.7.0
	Base Station (BS) conformance testing (TDD)
	TEI4
	R4

	RP-040189
	25.142
	171
	1
	6.0.0
	Rel-6
	Clarification of measurement filter of spurious emission considering coexistence issue
	approved
	A
	6.1.0
	Base Station (BS) conformance testing (TDD)
	TEI4
	R4

	RP-040191
	25.143
	041
	-
	4.9.0
	Rel-4
	Spurious emissions: Co-existence with services in adjacent frequency bands
	approved
	F
	4.10.0
	UTRA repeater conformance testing
	RInImp-REP
	R4

	RP-040191
	25.143
	042
	-
	5.7.0
	Rel-5
	Spurious emissions: Co-existence with services in adjacent frequency bands
	approved
	A
	5.8.0
	UTRA repeater conformance testing
	RInImp-REP
	R4

	RP-040191
	25.143
	043
	-
	6.0.0
	Rel-6
	Spurious emissions: Co-existence with services in adjacent frequency bands
	approved
	A
	6.1.0
	UTRA repeater conformance testing
	RInImp-REP
	R4

	RP-040192
	25.143
	044
	1
	4.9.0
	Rel-4
	New Adjacent Channel Rejection Ratio for Repeaters
	approved
	F
	4.10.0
	UTRA repeater conformance testing
	RInImp-Rep
	R4

	RP-040192
	25.143
	045
	1
	5.7.0
	Rel-5
	New Adjacent Channel Rejection Ratio for Repeaters
	approved
	A
	5.8.0
	UTRA repeater conformance testing
	RInImp-Rep
	R4

	RP-040192
	25.143
	046
	1
	6.0.0
	Rel-6
	New Adjacent Channel Rejection Ratio for Repeaters
	approved
	A
	6.1.0
	UTRA repeater conformance testing
	RInImp-Rep
	R4

	RP-040231
	25.211
	189
	1
	6.0.0
	Rel-6
	Re-Introduction of S-CPICH in combination with Closed Loop TxDiversity
	approved
	B
	6.1.0
	Physical channels and mapping of transport channels onto physical channels (FDD)
	TEI6
	R1

	RP-040231
	25.211
	190
	-
	6.0.0
	Rel-6
	Clarification of NTFCI field of DL-DPCCH power preamble for CPCH
	approved
	F
	6.1.0
	Physical channels and mapping of transport channels onto physical channels (FDD)
	TEI6
	R1

	RP-040230
	25.212
	190
	1
	5.8.0
	Rel-5
	Clarification of Channelization Code-Set Mapping
	approved
	F
	5.9.0
	Multiplexing and channel coding (FDD)
	HSDPA-Phys
	R1

	RP-040230
	25.212
	191
	1
	6.1.0
	Rel-6
	Clarification of Channelization Code-Set Mapping
	approved
	A
	6.2.0
	Multiplexing and channel coding (FDD)
	HSDPA-Phys
	R1

	RP-040247
	25.214
	349
	2
	5.8.0
	Rel-5
	Clarification of UE procedure in case of HHO failure
	revised
	F
	
	Physical layer procedures (FDD)
	TEI5
	R1

	RP-040257
	25.214
	349
	3
	5.8.0
	Rel-5
	Clarification of UE procedure in case of HHO failure
	approved
	F
	5.9.0
	Physical layer procedures (FDD)
	TEI5
	R1

	RP-040247
	25.214
	350
	2
	6.1.0
	Rel-6
	Clarification of UE procedure in case of HHO failure
	revised
	A
	
	Physical layer procedures (FDD)
	TEI5
	R1

	RP-040257
	25.214
	350
	3
	6.1.0
	Rel-6
	Clarification of UE procedure in case of HHO failure
	approved
	A
	6.2.0
	Physical layer procedures (FDD)
	TEI5
	R1

	RP-040235
	25.221
	116
	1
	6.0.0
	Rel-6
	Addition of TSTD for S-CCPCH in 3.84Mcps TDD
	approved
	B
	6.1.0
	Physical channels and mapping of transport channels onto physical channels (TDD)
	TEI6
	R1

	RP-040235
	25.224
	131
	1
	6.0.0
	Rel-6
	Addition of TSTD for S-CCPCH in 3.84Mcps TDD
	approved
	B
	6.1.0
	Physical layer procedures (TDD)
	TEI6
	R1

	RP-040208
	25.304
	112
	1
	5.4.0
	Rel-5
	Correction to UE selection of reserved cells
	approved
	F
	5.5.0
	User Equipment (UE) procedures in idle mode and procedures for cell reselection in connected mode
	TEI5
	R2

	RP-040208
	25.304
	113
	1
	6.1.0
	Rel-6
	Correction to UE selection of reserved cells
	approved
	A
	6.2.0
	User Equipment (UE) procedures in idle mode and procedures for cell reselection in connected mode
	TEI5
	R2

	RP-040208
	25.304
	114
	3
	6.1.0
	Rel-6
	Selection of suitable cell
	approved
	A
	6.2.0
	User Equipment (UE) procedures in idle mode and procedures for cell reselection in connected mode
	TEI5
	R2

	RP-040208
	25.304
	115
	-
	5.4.0
	Rel-5
	Modification of the Sintersearch and SsearchRAT,m behaviour
	approved
	F
	5.5.0
	User Equipment (UE) procedures in idle mode and procedures for cell reselection in connected mode
	TEI5
	R2

	RP-040208
	25.304
	116
	-
	6.1.0
	Rel-6
	Modification of the Sintersearch and SsearchRAT,m behaviour
	approved
	A
	6.2.0
	User Equipment (UE) procedures in idle mode and procedures for cell reselection in connected mode
	TEI5
	R2

	RP-040208
	25.304
	117
	1
	5.4.0
	Rel-5
	Selection of suitable cell
	approved
	F
	5.5.0
	User Equipment (UE) procedures in idle mode and procedures for cell reselection in connected mode
	TEI5
	R2

	RP-040209
	25.305
	102
	-
	5.8.0
	Rel-5
	Corrections to time stamp in position information report and to SRNC relocation
	approved
	F
	5.9.0
	User Equipment (UE) positioning in Universal Terrestrial Radio Access Network (UTRAN); Stage 2
	TEI5
	R2

	RP-040209
	25.305
	103
	-
	6.0.0
	Rel-6
	Corrections to time stamp in position information report and to SRNC relocation
	approved
	A
	6.1.0
	User Equipment (UE) positioning in Universal Terrestrial Radio Access Network (UTRAN); Stage 2
	TEI5
	R2

	RP-040216
	25.305
	104
	-
	6.0.0
	Rel-6
	Indication of achieved accuracy in position estimate
	approved
	B
	6.1.0
	User Equipment (UE) positioning in Universal Terrestrial Radio Access Network (UTRAN); Stage 2
	LCS2-UEpos-enh
	R2

	RP-040223
	25.306
	096
	-
	6.1.0
	Rel-6
	Correction to memory handling in the UE
	approved
	F
	6.2.0
	UE Radio Access capabilities definition
	TEI6
	R2

	RP-040200
	25.321
	191
	-
	3.16.0
	R99
	Use of U-RNTI in downlink
	approved
	F
	3.17.0
	Medium Access Control (MAC) protocol specification
	TEI
	R2

	RP-040200
	25.321
	192
	-
	4.9.0
	Rel-4
	Use of U-RNTI in downlink
	approved
	A
	4.10.0
	Medium Access Control (MAC) protocol specification
	TEI
	R2

	RP-040200
	25.321
	193
	-
	5.8.0
	Rel-5
	Use of U-RNTI in downlink
	approved
	A
	5.9.0
	Medium Access Control (MAC) protocol specification
	TEI
	R2

	RP-040200
	25.321
	194
	-
	6.1.0
	Rel-6
	Use of U-RNTI in downlink
	approved
	A
	6.2.0
	Medium Access Control (MAC) protocol specification
	TEI
	R2

	RP-040234
	25.321
	195
	-
	5.8.0
	Rel-5
	State variables arithmetic comparison
	approved
	F
	5.9.0
	Medium Access Control (MAC) protocol specification
	TEI5
	R2

	RP-040234
	25.321
	196
	-
	6.1.0
	Rel-6
	State variables arithmetic comparison
	approved
	A
	6.2.0
	Medium Access Control (MAC) protocol specification
	TEI5
	R2

	RP-040201
	25.322
	253
	-
	3.17.0
	R99
	DL RLC Size handling
	approved
	F
	3.18.0
	Radio Link Control (RLC) protocol specification
	TEI
	R2

	RP-040201
	25.322
	254
	-
	4.11.0
	Rel-4
	DL RLC Size handling
	approved
	A
	4.12.0
	Radio Link Control (RLC) protocol specification
	TEI
	R2

	RP-040214
	25.322
	255
	-
	5.7.0
	Rel-5
	DL RLC Size handling
	withdrawn
	A
	
	Radio Link Control (RLC) protocol specification
	TEI
	R2

	RP-040214
	25.322
	256
	-
	6.0.0
	Rel-6
	DL RLC Size handling
	withdrawn
	A
	
	Radio Link Control (RLC) protocol specification
	TEI
	R2

	RP-040224
	25.322
	257
	-
	5.7.0
	Rel-5
	RLC size handling and RLC re-establishment
	approved
	F
	5.8.0
	Radio Link Control (RLC) protocol specification
	TEI5
	R2

	RP-040224
	25.322
	258
	-
	6.0.0
	Rel-6
	RLC size handling and RLC re-establishment
	approved
	A
	6.1.0
	Radio Link Control (RLC) protocol specification
	TEI5
	R2

	RP-040202
	25.324
	017
	-
	3.7.0
	R99
	Corrections to BMC Schedule message
	approved
	F
	3.8.0
	Broadcast/Multicast Control (BMC)
	TEI
	R2

	RP-040202
	25.324
	018
	-
	4.3.0
	Rel-4
	Corrections to BMC Schedule message
	approved
	A
	4.4.0
	Broadcast/Multicast Control (BMC)
	TEI
	R2

	RP-040202
	25.324
	019
	-
	5.3.0
	Rel-5
	Corrections to BMC Schedule message
	approved
	A
	5.4.0
	Broadcast/Multicast Control (BMC)
	TEI
	R2

	RP-040202
	25.324
	020
	-
	6.0.0
	Rel-6
	Corrections to BMC Schedule message
	approved
	A
	6.1.0
	Broadcast/Multicast Control (BMC)
	TEI
	R2

	RP-040203
	25.331
	2289
	-
	3.18.0
	R99
	Empty non-critical extensions
	approved
	F
	3.19.0
	Radio Resource Control (RRC) protocol specification
	TEI
	R2

	RP-040203
	25.331
	2290
	-
	4.13.0
	Rel-4
	Empty non-critical extensions
	approved
	A
	4.14.0
	Radio Resource Control (RRC) protocol specification
	TEI
	R2

	RP-040203
	25.331
	2291
	-
	5.8.0
	Rel-5
	Empty non-critical extensions
	approved
	A
	5.9.0
	Radio Resource Control (RRC) protocol specification
	TEI
	R2

	RP-040203
	25.331
	2292
	-
	6.1.0
	Rel-6
	Empty non-critical extensions
	approved
	A
	6.2.0
	Radio Resource Control (RRC) protocol specification
	TEI
	R2

	RP-040211
	25.331
	2293
	1
	5.8.0
	Rel-5
	Missing "v3g0" extension in the UE CAPABILITY INFORMATION
	approved
	F
	5.9.0
	Radio Resource Control (RRC) protocol specification
	TEI5
	R2

	RP-040211
	25.331
	2294
	1
	6.1.0
	Rel-6
	Missing "v3g0" extension in the UE CAPABILITY INFORMATION
	approved
	A
	6.2.0
	Radio Resource Control (RRC) protocol specification
	TEI5
	R2

	RP-040201
	25.331
	2295
	-
	3.18.0
	R99
	DL RLC Size handling
	approved
	F
	3.19.0
	Radio Resource Control (RRC) protocol specification
	TEI
	R2

	RP-040201
	25.331
	2296
	-
	4.13.0
	Rel-4
	DL RLC Size handling
	approved
	A
	4.14.0
	Radio Resource Control (RRC) protocol specification
	TEI
	R2

	RP-040214
	25.331
	2297
	2
	5.8.0
	Rel-5
	DL RLC Size handling
	withdrawn
	F
	
	Radio Resource Control (RRC) protocol specification
	TEI5
	R2

	RP-040214
	25.331
	2298
	2
	6.1.0
	Rel-6
	DL RLC Size handling
	withdrawn
	A
	
	Radio Resource Control (RRC) protocol specification
	TEI5
	R2

	RP-040203
	25.331
	2299
	-
	3.18.0
	R99
	RRC transaction identifier in the Handover from UTRAN message
	approved
	F
	3.19.0
	Radio Resource Control (RRC) protocol specification
	TEI
	R2

	RP-040203
	25.331
	2300
	-
	3.18.0
	R99
	Correction on System Information in TDD
	approved
	F
	3.19.0
	Radio Resource Control (RRC) protocol specification
	TEI
	R2

	RP-040203
	25.331
	2301
	-
	4.13.0
	Rel-4
	Correction on System Information in TDD
	approved
	A
	4.14.0
	Radio Resource Control (RRC) protocol specification
	TEI
	R2

	RP-040203
	25.331
	2302
	-
	5.8.0
	Rel-5
	Correction on System Information in TDD
	approved
	A
	5.9.0
	Radio Resource Control (RRC) protocol specification
	TEI
	R2

	RP-040203
	25.331
	2303
	-
	6.1.0
	Rel-6
	Correction on System Information in TDD
	approved
	A
	6.2.0
	Radio Resource Control (RRC) protocol specification
	TEI
	R2

	RP-040236
	25.331
	2304
	-
	5.8.0
	Rel-5
	Corrections to Cell Change Order from UTRAN procedure
	approved
	F
	5.9.0
	Radio Resource Control (RRC) protocol specification
	TEI5
	R2

	RP-040236
	25.331
	2305
	-
	6.1.0
	Rel-6
	Corrections to Cell Change Order from UTRAN procedure
	approved
	A
	6.2.0
	Radio Resource Control (RRC) protocol specification
	TEI5
	R2

	RP-040206
	25.331
	2306
	-
	4.13.0
	Rel-4
	Correction on SFN-SFN time difference misalignment in 1.28 Mcps TDD
	approved
	F
	4.14.0
	Radio Resource Control (RRC) protocol specification
	LCRTDD_L23
	R2

	RP-040206
	25.331
	2307
	-
	5.8.0
	Rel-5
	Correction on SFN-SFN time difference misalignment in 1.28 Mcps TDD
	approved
	A
	5.9.0
	Radio Resource Control (RRC) protocol specification
	LCRTDD_L23
	R2

	RP-040206
	25.331
	2308
	-
	6.1.0
	Rel-6
	Correction on SFN-SFN time difference misalignment in 1.28 Mcps TDD
	approved
	A
	6.2.0
	Radio Resource Control (RRC) protocol specification
	LCRTDD_L23
	R2

	RP-040207
	25.331
	2309
	-
	4.13.0
	Rel-4
	ASN.1 correction leftovers
	approved
	F
	4.14.0
	Radio Resource Control (RRC) protocol specification
	TEI4
	R2

	RP-040207
	25.331
	2310
	-
	5.8.0
	Rel-5
	ASN.1 correction leftovers
	approved
	F
	5.9.0
	Radio Resource Control (RRC) protocol specification
	TEI5
	R2

	RP-040207
	25.331
	2311
	-
	6.1.0
	Rel-6
	ASN.1 correction leftovers
	approved
	A
	6.2.0
	Radio Resource Control (RRC) protocol specification
	TEI5
	R2

	RP-040210
	25.331
	2312
	-
	5.8.0
	Rel-5
	Closing the REL-5 extensions in the ASN.1
	approved
	F
	5.9.0
	Radio Resource Control (RRC) protocol specification
	TEI5
	R2

	RP-040210
	25.331
	2313
	-
	6.1.0
	Rel-6
	Closing the REL-5 extensions in the ASN.1
	approved
	A
	6.2.0
	Radio Resource Control (RRC) protocol specification
	TEI5
	R2

	RP-040207
	25.331
	2315
	-
	5.8.0
	Rel-5
	Incorrect presence of UE-RadioAccessCapability extension in RRC CONNECTION SETUP COMPLETE
	approved
	F
	5.9.0
	Radio Resource Control (RRC) protocol specification
	TEI5
	R2

	RP-040207
	25.331
	2316
	-
	6.1.0
	Rel-6
	Incorrect presence of UE-RadioAccessCapability extension in RRC CONNECTION SETUP COMPLETE
	approved
	A
	6.2.0
	Radio Resource Control (RRC) protocol specification
	TEI5
	R2

	RP-040210
	25.331
	2317
	-
	5.8.0
	Rel-5
	Unnecessary MAC-d flow identity in the IE "DL-TrCH-Type-r5"
	approved
	F
	5.9.0
	Radio Resource Control (RRC) protocol specification
	HSDPA-L23
	R2

	RP-040210
	25.331
	2318
	-
	6.1.0
	Rel-6
	Unnecessary MAC-d flow identity in the IE "DL-TrCH-Type-r5"
	approved
	A
	6.2.0
	Radio Resource Control (RRC) protocol specification
	HSDPA-L23
	R2

	RP-040211
	25.331
	2319
	1
	5.8.0
	Rel-5
	UE capability enquiry for GERAN Iu mode
	approved
	F
	5.9.0
	Radio Resource Control (RRC) protocol specification
	TEI5
	R2

	RP-040211
	25.331
	2320
	1
	6.1.0
	Rel-6
	UE capability enquiry for GERAN Iu mode
	approved
	A
	6.2.0
	Radio Resource Control (RRC) protocol specification
	TEI5
	R2

	RP-040207
	25.331
	2321
	-
	4.13.0
	Rel-4
	Clean up of SRNS Relocation Info REL-4 version
	approved
	F
	4.14.0
	Radio Resource Control (RRC) protocol specification
	TEI4
	R2

	RP-040207
	25.331
	2322
	-
	5.8.0
	Rel-5
	Clean up of SRNS Relocation Info REL-5 version
	approved
	F
	5.9.0
	Radio Resource Control (RRC) protocol specification
	TEI5
	R2

	RP-040207
	25.331
	2323
	-
	6.1.0
	Rel-6
	Clean up of SRNS Relocation Info REL-5 version
	approved
	A
	6.2.0
	Radio Resource Control (RRC) protocol specification
	TEI5
	R2

	RP-040210
	25.331
	2324
	-
	5.8.0
	Rel-5
	Tabular correction for RADIO BEARER RELEASE message
	approved
	F
	5.9.0
	Radio Resource Control (RRC) protocol specification
	TEI5
	R2

	RP-040210
	25.331
	2325
	-
	6.1.0
	Rel-6
	Tabular correction for RADIO BEARER RELEASE message
	approved
	F
	6.2.0
	Radio Resource Control (RRC) protocol specification
	TEI5
	R2

	RP-040210
	25.331
	2326
	-
	5.8.0
	Rel-5
	Misalignments between R'99 and Rel-5 procedures
	approved
	F
	5.9.0
	Radio Resource Control (RRC) protocol specification
	TEI5
	R2

	RP-040210
	25.331
	2327
	-
	6.1.0
	Rel-6
	Misalignments between R'99 and Rel-5 procedures
	approved
	A
	6.2.0
	Radio Resource Control (RRC) protocol specification
	TEI5
	R2

	RP-040210
	25.331
	2328
	-
	5.8.0
	Rel-5
	Erroneous setting of Re-establish Indicator in case of SRNS relocation
	approved
	F
	5.9.0
	Radio Resource Control (RRC) protocol specification
	TEI5
	R2

	RP-040210
	25.331
	2329
	-
	6.1.0
	Rel-6
	Erroneous setting of Re-establish Indicator in case of SRNS relocation
	approved
	A
	6.2.0
	Radio Resource Control (RRC) protocol specification
	TEI5
	R2

	RP-040207
	25.331
	2330
	-
	4.13.0
	Rel-4
	Correction to IE “Cell Info”
	approved
	F
	4.14.0
	Radio Resource Control (RRC) protocol specification
	TEI4
	R2

	RP-040207
	25.331
	2331
	-
	5.8.0
	Rel-5
	Correction to IE “Cell Info”
	approved
	A
	5.9.0
	Radio Resource Control (RRC) protocol specification
	TEI4
	R2

	RP-040207
	25.331
	2332
	-
	6.1.0
	Rel-6
	Correction to IE “Cell Info”
	approved
	A
	6.2.0
	Radio Resource Control (RRC) protocol specification
	TEI4
	R2

	RP-040210
	25.331
	2333
	-
	5.8.0
	Rel-5
	Correction Concerning UE Positioning Measurement
	approved
	F
	5.9.0
	Radio Resource Control (RRC) protocol specification
	TEI5
	R2

	RP-040210
	25.331
	2334
	-
	6.1.0
	Rel-6
	Correction Concerning UE Positioning Measurement
	approved
	A
	6.2.0
	Radio Resource Control (RRC) protocol specification
	TEI5
	R2

	RP-040236
	25.331
	2335
	-
	5.8.0
	Rel-5
	Pending compressed mode reconfigurations
	approved
	F
	5.9.0
	Radio Resource Control (RRC) protocol specification
	TEI5
	R2

	RP-040236
	25.331
	2336
	-
	6.1.0
	Rel-6
	Pending compressed mode reconfigurations
	approved
	A
	6.2.0
	Radio Resource Control (RRC) protocol specification
	TEI5
	R2

	RP-040236
	25.331
	2337
	-
	5.8.0
	Rel-5
	Active compressed mode patterns with same measurement purpose
	approved
	F
	5.9.0
	Radio Resource Control (RRC) protocol specification
	TEI5
	R2

	RP-040236
	25.331
	2338
	-
	6.1.0
	Rel-6
	Active compressed mode patterns with same measurement purpose
	approved
	A
	6.2.0
	Radio Resource Control (RRC) protocol specification
	TEI5
	R2

	RP-040211
	25.331
	2339
	-
	5.8.0
	Rel-5
	Correction to Information Elements for UE Rx-Tx time difference
	approved
	F
	5.9.0
	Radio Resource Control (RRC) protocol specification
	TEI5
	R2

	RP-040211
	25.331
	2340
	-
	6.1.0
	Rel-6
	Correction to Information Elements for UE Rx-Tx time difference
	approved
	A
	6.2.0
	Radio Resource Control (RRC) protocol specification
	TEI5
	R2

	RP-040210
	25.331
	2341
	-
	5.8.0
	Rel-5
	Naming correction in the HS-DSCH IE Measurement Feedback Information
	approved
	F
	5.9.0
	Radio Resource Control (RRC) protocol specification
	HSDPA-L23
	R2

	RP-040210
	25.331
	2342
	-
	6.1.0
	Rel-6
	Naming correction in the HS-DSCH IE Measurement Feedback Information
	approved
	A
	6.2.0
	Radio Resource Control (RRC) protocol specification
	HSDPA-L23
	R2

	RP-040206
	25.331
	2343
	-
	4.13.0
	Rel-4
	Clarification about open loop power control in 1.28Mcps TDD
	approved
	F
	4.14.0
	Radio Resource Control (RRC) protocol specification
	LCRTDD_L23
	R2

	RP-040206
	25.331
	2344
	-
	5.8.0
	Rel-5
	Clarification about open loop power control in 1.28Mcps TDD
	approved
	A
	5.9.0
	Radio Resource Control (RRC) protocol specification
	LCRTDD_L23
	R2

	RP-040206
	25.331
	2345
	-
	6.1.0
	Rel-6
	Clarification about open loop power control in 1.28Mcps TDD
	approved
	A
	6.2.0
	Radio Resource Control (RRC) protocol specification
	LCRTDD_L23
	R2

	RP-040206
	25.331
	2346
	-
	4.13.0
	Rel-4
	Clarification about measurement control system information in TDD mode
	approved
	F
	4.14.0
	Radio Resource Control (RRC) protocol specification
	TEI4
	R2

	RP-040206
	25.331
	2347
	-
	5.8.0
	Rel-5
	Clarification about measurement control system information in TDD mode
	approved
	A
	5.9.0
	Radio Resource Control (RRC) protocol specification
	TEI4
	R2

	RP-040206
	25.331
	2348
	-
	6.1.0
	Rel-6
	Clarification about measurement control system information in TDD mode
	approved
	A
	6.2.0
	Radio Resource Control (RRC) protocol specification
	TEI4
	R2

	RP-040211
	25.331
	2349
	-
	5.8.0
	Rel-5
	Correction to timing-maintained hard handover regarding the UL transmission timing
	approved
	F
	5.9.0
	Radio Resource Control (RRC) protocol specification
	TEI5
	R2

	RP-040211
	25.331
	2350
	-
	6.1.0
	Rel-6
	Correction to timing-maintained hard handover regarding the UL transmission timing
	approved
	A
	6.2.0
	Radio Resource Control (RRC) protocol specification
	TEI5
	R2

	RP-040207
	25.331
	2352
	-
	4.13.0
	Rel-4
	Incorrect presence of UE-RadioAccessCapability extension in RRC CONNECTION SETUP COMPLETE
	approved
	F
	4.14.0
	Radio Resource Control (RRC) protocol specification
	TEI4
	R2

	RP-040236
	25.331
	2353
	3
	5.8.0
	Rel-5
	Selection of suitable cell
	approved
	F
	5.9.0
	Radio Resource Control (RRC) protocol specification
	TEI5
	R2

	RP-040236
	25.331
	2354
	2
	6.1.0
	Rel-6
	Selection of suitable cell
	approved
	A
	6.2.0
	Radio Resource Control (RRC) protocol specification
	TEI5
	R2

	RP-040236
	25.331
	2355
	-
	5.8.0
	Rel-5
	Check of the PLMN identity in the MIB when selecting a new cell
	approved
	F
	5.9.0
	Radio Resource Control (RRC) protocol specification
	TEI5
	R2

	RP-040236
	25.331
	2356
	-
	6.1.0
	Rel-6
	Check of the PLMN identity in the MIB when selecting a new cell
	approved
	A
	6.2.0
	Radio Resource Control (RRC) protocol specification
	TEI5
	R2

	RP-040211
	25.331
	2357
	-
	5.8.0
	Rel-5
	Compressed INTER RAT HANDOVER INFO message modifications/corrections
	approved
	F
	5.9.0
	Radio Resource Control (RRC) protocol specification
	TEI5
	R2

	RP-040211
	25.331
	2358
	-
	6.1.0
	Rel-6
	Compressed INTER RAT HANDOVER INFO message modifications/corrections
	approved
	A
	6.2.0
	Radio Resource Control (RRC) protocol specification
	TEI5
	R2

	RP-040215
	25.331
	2359
	-
	6.1.0
	Rel-6
	The ASN.1 definition of IE "SysInfoType5bis"
	approved
	F
	6.2.0
	Radio Resource Control (RRC) protocol specification
	TEI6
	R2

	RP-040224
	25.331
	2360
	-
	5.8.0
	Rel-5
	RLC size handling and re-establishment
	approved
	C
	5.9.0
	Radio Resource Control (RRC) protocol specification
	TEI5
	R2

	RP-040224
	25.331
	2361
	-
	6.1.0
	Rel-6
	RLC size handling and re-establishment
	approved
	C
	6.2.0
	Radio Resource Control (RRC) protocol specification
	TEI5
	R2

	RP-040212
	25.331
	2362
	-
	5.8.0
	Rel-5
	Restrict operation of the virtual active set
	approved
	F
	5.9.0
	Radio Resource Control (RRC) protocol specification
	TEI5
	R2

	RP-040212
	25.331
	2363
	-
	6.1.0
	Rel-6
	Restrict operation of the virtual active set
	approved
	A
	6.2.0
	Radio Resource Control (RRC) protocol specification
	TEI5
	R2

	RP-040213
	25.331
	2364
	-
	5.8.0
	Rel-5
	Usage of different RB mapping info
	approved
	F
	5.9.0
	Radio Resource Control (RRC) protocol specification
	TEI5
	R2

	RP-040213
	25.331
	2365
	-
	6.1.0
	Rel-6
	Usage of different RB mapping info
	approved
	A
	6.2.0
	Radio Resource Control (RRC) protocol specification
	TEI5
	R2

	RP-040249
	25.331
	2366
	-
	5.8.0
	Rel-5
	Clarification on UE procedure in case of HHO failure
	revised
	F
	
	Radio Resource Control (RRC) protocol specification
	TEI5
	R2

	RP-040256
	25.331
	2366
	1
	5.8.0
	Rel-5
	Clarification on UE procedure in case of HHO failure
	approved
	F
	5.9.0
	Radio Resource Control (RRC) protocol specification
	TEI5
	R2

	RP-040249
	25.331
	2367
	-
	6.1.0
	Rel-6
	Clarification on UE procedure in case of HHO failure
	revised
	A
	
	Radio Resource Control (RRC) protocol specification
	TEI5
	R2

	RP-040256
	25.331
	2367
	1
	6.1.0
	Rel-6
	Clarification on UE procedure in case of HHO failure
	approved
	A
	6.2.0
	Radio Resource Control (RRC) protocol specification
	TEI5
	R2

	RP-040217
	25.346
	001
	-
	6.0.0
	Rel-6
	Updates based on the MBMS ad-hoc, Budapest, 20-22 April 2004
	approved
	F
	6.1.0
	Introduction of Multimedia Broadcast/Multicast Service (MBMS) in the Radio Access Network (RAN); Stage 2
	MBMS-RAN
	R2

	RP-040217
	25.346
	002
	-
	6.0.0
	Rel-6
	Updates to TS25.346 from the RAN3#42 meeting in Montreal, Canada, 10-14 May 2004
	approved
	F
	6.1.0
	Introduction of Multimedia Broadcast/Multicast Service (MBMS) in the Radio Access Network (RAN); Stage 2
	MBMS-RAN
	R2

	RP-040182
	25.401
	084
	1
	6.2.0
	Rel-6
	Introduction of Iu and Iur support of Network Assisted Cell Change from UTRAN to GERAN
	approved
	B
	6.3.0
	UTRAN overall description
	RANimp-NACC
	R3

	RP-040254
	25.401
	085
	-
	5.7.0
	Rel-5
	Completion of the Rel-5 IP transport WI
	approved
	F
	5.8.0
	UTRAN overall description
	ETRAN-iptrans
	R3

	RP-040254
	25.401
	086
	-
	6.2.0
	Rel-6
	Completion of the Rel-5 IP transport WI
	approved
	A
	6.3.0
	UTRAN overall description
	ETRAN-iptrans
	R3

	RP-040182
	25.410
	052
	1
	6.0.0
	Rel-6
	Introduction of Iu support of Network Assisted Cell Change from UTRAN to GERAN
	approved
	B
	6.1.0
	UTRAN Iu Interface: General Aspects and Principles
	RANimp-NACC
	R3

	RP-040254
	25.410
	053
	-
	5.3.0
	Rel-5
	Completion of the Rel-5 IP transport WI
	approved
	F
	5.4.0
	UTRAN Iu Interface: General Aspects and Principles
	ETRAN-iptrans
	R3

	RP-040254
	25.410
	054
	-
	6.0.0
	Rel-6
	Completion of the Rel-5 IP transport WI
	approved
	A
	6.1.0
	UTRAN Iu Interface: General Aspects and Principles
	ETRAN-iptrans
	R3

	RP-040216
	25.413
	658
	-
	6.1.0
	Rel-6
	Introduction of an indication of achieved accuracy in Location Report procedure over Iu interface.
	approved
	B
	6.2.0
	UTRAN Iu interface Radio Access Network Application Part (RANAP) signalling
	LCS2-UEpos-enh
	R3

	RP-040174
	25.413
	661
	3
	5.8.0
	Rel-5
	Data Volume Reporting Correction
	approved
	F
	5.9.0
	UTRAN Iu interface Radio Access Network Application Part (RANAP) signalling
	TEI5
	R3

	RP-040174
	25.413
	662
	3
	6.1.0
	Rel-6
	Data Volume Reporting Correction
	approved
	A
	6.2.0
	UTRAN Iu interface Radio Access Network Application Part (RANAP) signalling
	TEI5
	R3

	RP-040174
	25.413
	666
	1
	5.8.0
	Rel-5
	SNA Coding Correction 
	approved
	F
	5.9.0
	UTRAN Iu interface Radio Access Network Application Part (RANAP) signalling
	TEI5
	R3

	RP-040174
	25.413
	667
	1
	6.1.0
	Rel-6
	SNA Coding correction 
	approved
	A
	6.2.0
	UTRAN Iu interface Radio Access Network Application Part (RANAP) signalling
	TEI5
	R3

	RP-040182
	25.413
	668
	2
	6.1.0
	Rel-6
	Introduction of RIM mechanisms for NACC over the Iu interface
	approved
	B
	6.2.0
	UTRAN Iu interface Radio Access Network Application Part (RANAP) signalling
	RANimp-NACC
	R3

	RP-040174
	25.413
	671
	-
	5.8.0
	Rel-5
	Correction of Transport Layer Address and Iu Transport Association handling in RAB Assignment
	approved
	F
	5.9.0
	UTRAN Iu interface Radio Access Network Application Part (RANAP) signalling
	TEI5
	R3

	RP-040174
	25.413
	672
	-
	6.1.0
	Rel-6
	Correction of Transport Layer Address and Iu Transport Association handling in RAB Assignment
	approved
	A
	6.2.0
	UTRAN Iu interface Radio Access Network Application Part (RANAP) signalling
	TEI5
	R3

	RP-040183
	25.413
	673
	1
	6.1.0
	Rel-6
	Management Based Activation in the UTRAN over the Iu
	approved
	B
	6.2.0
	UTRAN Iu interface Radio Access Network Application Part (RANAP) signalling
	OAM-Trace-RAN
	R3

	RP-040183
	25.413
	674
	1
	6.1.0
	Rel-6
	Enhancement of Trace handling during Relocation
	approved
	B
	6.2.0
	UTRAN Iu interface Radio Access Network Application Part (RANAP) signalling
	OAM-Trace-RAN
	R3

	RP-040183
	25.413
	675
	1
	6.1.0
	Rel-6
	Modification of CN Invoke Trace for Subscriber and Equipment Trace support over Iu
	approved
	B
	6.2.0
	UTRAN Iu interface Radio Access Network Application Part (RANAP) signalling
	OAM-Trace-RAN
	R3

	RP-040244
	25.414
	078
	-
	5.5.0
	Rel-5
	Completion of the Rel-5 IP Transport Option
	withdrawn
	F
	
	UTRAN Iu interface data transport & transport signalling
	ETRAN-iptrans
	R3

	RP-040244
	25.414
	079
	-
	6.0.0
	Rel-6
	Completion of the Rel-5 IP Transport Option
	withdrawn
	A
	
	UTRAN Iu interface data transport & transport signalling
	ETRAN-iptrans
	R3

	RP-040254
	25.414
	080
	-
	5.5.0
	Rel-5
	Completion of the Rel-5 IP transport WI
	approved
	F
	5.6.0
	UTRAN Iu interface data transport & transport signalling
	ETRAN-iptrans
	R3

	RP-040254
	25.414
	081
	-
	6.0.0
	Rel-6
	Completion of the Rel-5 IP transport WI
	approved
	A
	6.1.0
	UTRAN Iu interface data transport & transport signalling
	ETRAN-iptrans
	R3

	RP-040182
	25.420
	040
	-
	6.0.0
	Rel-6
	Inclusion of Information Transfer as an Iur function
	approved
	B
	6.1.0
	UTRAN Iur Interface: General Aspects and Principles
	RANimp-NACC
	R3

	RP-040183
	25.420
	041
	1
	6.0.0
	Rel-6
	Trace Parameter Propagation over the Iur
	approved
	B
	6.1.0
	UTRAN Iur Interface: General Aspects and Principles
	OAM-Trace-RAN
	R3

	RP-040254
	25.420
	042
	-
	5.1.0
	Rel-5
	Completion of the Rel-5 IP transport WI
	approved
	F
	5.2.0
	UTRAN Iur Interface: General Aspects and Principles
	ETRAN-iptrans
	R3

	RP-040254
	25.420
	043
	-
	6.0.0
	Rel-6
	Completion of the Rel-5 IP transport WI
	approved
	A
	6.1.0
	UTRAN Iur Interface: General Aspects and Principles
	ETRAN-iptrans
	R3

	RP-040175
	25.423
	954
	1
	5.9.0
	Rel-5
	Correction the presence of Traffic Class IE
	approved
	F
	5.10.0
	UTRAN Iur interface Radio Network Subsystem Application Part (RNSAP) signalling
	TEI5
	R3

	RP-040175
	25.423
	955
	1
	6.1.0
	Rel-6
	Correction the presence of Traffic Class IE
	approved
	A
	6.2.0
	UTRAN Iur interface Radio Network Subsystem Application Part (RNSAP) signalling
	TEI5
	R3

	RP-040175
	25.423
	956
	1
	5.9.0
	Rel-5
	Inclusion of scrambling code information in HS-DSCH FDD Information Response IE
	approved
	F
	5.10.0
	UTRAN Iur interface Radio Network Subsystem Application Part (RNSAP) signalling
	HSDPA-IubIur
	R3

	RP-040175
	25.423
	957
	1
	6.1.0
	Rel-6
	Inclusion of scrambling code information in HS-DSCH FDD Information Response IE
	approved
	A
	6.2.0
	UTRAN Iur interface Radio Network Subsystem Application Part (RNSAP) signalling
	HSDPA-IubIur
	R3

	RP-040178
	25.423
	960
	1
	5.9.0
	Rel-5
	Node B usage of the MAC-hs re-ordering buffer size
	approved
	F
	5.10.0
	UTRAN Iur interface Radio Network Subsystem Application Part (RNSAP) signalling
	HSDPA-IubIur
	R3

	RP-040178
	25.423
	961
	-
	6.1.0
	Rel-6
	Node B usage of the MAC-hs re-ordering buffer size
	approved
	A
	6.2.0
	UTRAN Iur interface Radio Network Subsystem Application Part (RNSAP) signalling
	HSDPA-IubIur
	R3

	RP-040180
	25.423
	962
	1
	5.9.0
	Rel-5
	Unsuccessful Operation of RL Setup Procedure for HSDPA
	approved
	F
	5.10.0
	UTRAN Iur interface Radio Network Subsystem Application Part (RNSAP) signalling
	HSDPA-IubIur
	R3

	RP-040180
	25.423
	963
	1
	6.1.0
	Rel-6
	Unsuccessful Operation of RL Setup Procedure for HSDPA
	approved
	A
	6.2.0
	UTRAN Iur interface Radio Network Subsystem Application Part (RNSAP) signalling
	HSDPA-IubIur
	R3

	RP-040184
	25.423
	966
	1
	6.1.0
	Rel-6
	Measurement Recovery Behavior for Common and Dedicated Measurement Procedures
	approved
	C
	6.2.0
	UTRAN Iur interface Radio Network Subsystem Application Part (RNSAP) signalling
	TEI6
	R3

	RP-040182
	25.423
	967
	3
	6.1.0
	Rel-6
	Introduction of support of NetworkAssisstedCellChange from UTRAN to GERAN
	approved
	B
	6.2.0
	UTRAN Iur interface Radio Network Subsystem Application Part (RNSAP) signalling
	RANimp-NACC
	R3

	RP-040179
	25.423
	968
	-
	5.9.0
	Rel-5
	Clarification on number of and capacity reporting of Priority Queues
	approved
	F
	5.10.0
	UTRAN Iur interface Radio Network Subsystem Application Part (RNSAP) signalling
	HSDPA-IubIur
	R3

	RP-040179
	25.423
	969
	-
	6.1.0
	Rel-6
	Clarification on number of and capacity reporting of Priority Queues
	approved
	A
	6.2.0
	UTRAN Iur interface Radio Network Subsystem Application Part (RNSAP) signalling
	HSDPA-IubIur
	R3

	RP-040184
	25.423
	972
	-
	6.1.0
	Rel-6
	Correction of HS-SICH reception quality
	approved
	F
	6.2.0
	UTRAN Iur interface Radio Network Subsystem Application Part (RNSAP) signalling
	TEI6
	R3

	RP-040181
	25.423
	975
	-
	5.9.0
	Rel-5
	Power Balancing Corrections
	approved
	F
	5.10.0
	UTRAN Iur interface Radio Network Subsystem Application Part (RNSAP) signalling
	TEI5
	R3

	RP-040181
	25.423
	976
	-
	6.1.0
	Rel-6
	Power Balancing Corrections
	approved
	A
	6.2.0
	UTRAN Iur interface Radio Network Subsystem Application Part (RNSAP) signalling
	TEI5
	R3

	RP-040175
	25.423
	977
	-
	5.9.0
	Rel-5
	HSDPA Corrections in RL Reconfiguration
	approved
	F
	5.10.0
	UTRAN Iur interface Radio Network Subsystem Application Part (RNSAP) signalling
	HSDPA-IubIur
	R3

	RP-040175
	25.423
	978
	-
	6.1.0
	Rel-6
	HSDPA Corrections in RL Reconfiguration
	approved
	A
	6.2.0
	UTRAN Iur interface Radio Network Subsystem Application Part (RNSAP) signalling
	HSDPA-IubIur
	R3

	RP-040183
	25.423
	979
	1
	6.1.0
	Rel-6
	Trace Parameter Propagation over the Iur
	approved
	B
	6.2.0
	UTRAN Iur interface Radio Network Subsystem Application Part (RNSAP) signalling
	OAM-Trace-RAN
	R3

	RP-040254
	25.426
	041
	-
	5.4.0
	Rel-5
	Completion of the Rel-5 IP transport WI
	approved
	F
	5.5.0
	UTRAN Iur and Iub interface data transport & transport signalling for DCH data streams
	ETRAN-iptrans
	R3

	RP-040254
	25.426
	042
	-
	6.1.0
	Rel-6
	Completion of the Rel-5 IP transport WI
	approved
	A
	6.2.0
	UTRAN Iur and Iub interface data transport & transport signalling for DCH data streams
	ETRAN-iptrans
	R3

	RP-040173
	25.430
	049
	-
	5.2.0
	Rel-5
	Clarification on Node B Communication Contexts
	approved
	F
	5.3.0
	UTRAN Iub Interface: General Aspects and Principles
	HSDPA-IubIur
	R3

	RP-040173
	25.430
	050
	-
	6.0.0
	Rel-6
	Clarification on Node B Communication Contexts
	approved
	A
	6.1.0
	UTRAN Iub Interface: General Aspects and Principles
	HSDPA-IubIur
	R3

	RP-040254
	25.430
	051
	-
	5.2.0
	Rel-5
	Completion of the Rel-5 IP transport WI
	approved
	F
	5.3.0
	UTRAN Iub Interface: General Aspects and Principles
	ETRAN-iptrans
	R3

	RP-040254
	25.430
	052
	-
	6.0.0
	Rel-6
	Completion of the Rel-5 IP transport WI
	approved
	A
	6.1.0
	UTRAN Iub Interface: General Aspects and Principles
	ETRAN-iptrans
	R3

	RP-040181
	25.433
	1008
	-
	5.8.0
	Rel-5
	Power Balancing Corrections
	approved
	F
	5.9.0
	UTRAN Iub interface NBAP signalling
	TEI5
	R3

	RP-040181
	25.433
	1009
	-
	6.1.0
	Rel-6
	Power Balancing Corrections
	approved
	A
	6.2.0
	UTRAN Iub interface NBAP signalling
	TEI5
	R3

	RP-040235
	25.433
	1010
	-
	6.1.0
	Rel-6
	Addition of TSTD for S-CCPCH in 3.84 Mcps TDD
	approved
	B
	6.2.0
	UTRAN Iub interface NBAP signalling
	TEI6
	R3

	RP-040176
	25.433
	990
	1
	5.8.0
	Rel-5
	Correction of PHYSICAL SHARED CHANNEL RECONFIGURATION message
	approved
	F
	5.9.0
	UTRAN Iub interface NBAP signalling
	HSDPA-IubIur
	R3

	RP-040176
	25.433
	991
	1
	6.1.0
	Rel-6
	Correction of PHYSICAL SHARED CHANNEL RECONFIGURATION message
	approved
	A
	6.2.0
	UTRAN Iub interface NBAP signalling
	HSDPA-IubIur
	R3

	RP-040178
	25.433
	992
	-
	5.8.0
	Rel-5
	Node B usage of the MAC-hs re-ordering buffer size
	approved
	F
	5.9.0
	UTRAN Iub interface NBAP signalling
	HSDPA-IubIur
	R3

	RP-040178
	25.433
	993
	-
	6.1.0
	Rel-6
	Node B usage of the MAC-hs re-ordering buffer size
	approved
	A
	6.2.0
	UTRAN Iub interface NBAP signalling
	HSDPA-IubIur
	R3

	RP-040180
	25.433
	994
	1
	5.8.0
	Rel-5
	Unsuccessful Operation of RL Setup Procedure for HSDPA
	approved
	F
	5.9.0
	UTRAN Iub interface NBAP signalling
	HSDPA-IubIur
	R3

	RP-040180
	25.433
	995
	1
	6.1.0
	Rel-6
	Unsuccessful Operation of RL Setup Procedure for HSDPA
	approved
	A
	6.2.0
	UTRAN Iub interface NBAP signalling
	HSDPA-IubIur
	R3

	RP-040184
	25.433
	997
	1
	6.1.0
	Rel-6
	Measurement Recovery Behavior for Common and Dedicated Measurement Procedures
	approved
	C
	6.2.0
	UTRAN Iub interface NBAP signalling
	TEI6
	R3

	RP-040179
	25.433
	998
	-
	5.8.0
	Rel-5
	Clarification on number of and capacity reporting of Priority Queues
	approved
	F
	5.9.0
	UTRAN Iub interface NBAP signalling
	HSDPA-IubIur
	R3

	RP-040179
	25.433
	999
	-
	6.1.0
	Rel-6
	Clarification on number of and capacity reporting of Priority Queues
	approved
	A
	6.2.0
	UTRAN Iub interface NBAP signalling
	HSDPA-IubIur
	R3

	RP-040184
	25.453
	072
	1
	6.4.0
	Rel-6
	Correction to usage of INITIAL UE POSITION
	approved
	F
	6.5.0
	UTRAN Iupc interface Positioning Calculation Application Part (PCAP) signalling
	TEI6
	R3

	RP-040204
	25.921
	061
	-
	3.10.0
	R99
	Empty non-critical extensions
	approved
	F
	3.11.0
	Guidelines and principles for protocol description and error handling
	TEI
	R2

	RP-040204
	25.921
	062
	-
	4.7.0
	Rel-4
	Empty non-critical extensions
	approved
	A
	4.8.0
	Guidelines and principles for protocol description and error handling
	TEI
	R2

	RP-040204
	25.921
	063
	-
	5.4.0
	Rel-5
	Empty non-critical extensions
	approved
	A
	5.5.0
	Guidelines and principles for protocol description and error handling
	TEI
	R2

	RP-040227
	25.942
	015
	-
	5.2.0
	Rel-5
	Rational on test parameters for UE adjacent channel selectivity
	approved
	F
	5.3.0
	Radio Frequency (RF) system scenarios
	TEI5
	R4

	RP-040227
	25.942
	016
	-
	6.2.0
	Rel-6
	Rational on test parameters for UE adjacent channel selectivity
	approved
	A
	6.3.0
	Radio Frequency (RF) system scenarios
	TEI5
	R4

	RP-040198
	25.942
	017
	-
	6.2.0
	Rel-6
	Minimum Coupling Loss for co-siting of different BS classes
	approved
	F
	6.3.0
	Radio Frequency (RF) system scenarios
	RInImp-BSClass-FDD
	R4

	RP-040205
	25.993
	026
	-
	6.5.0
	Rel-6
	Corrections on required capabilities for 32kbps UE class and addition of the 12kbps class
	approved
	F
	6.6.0
	Typical examples of Radio Access Bearers (RABs) and Radio Bearers (RBs) supported by Universal Terrestrial Radio Access (UTRA)
	TEI
	R2

	RP-040205
	25.993
	027
	-
	6.5.0
	Rel-6
	Addition of RAB Parameters For RABs Removed From TS34.108 But Retained In TS25.993
	approved
	F
	6.6.0
	Typical examples of Radio Access Bearers (RABs) and Radio Bearers (RBs) supported by Universal Terrestrial Radio Access (UTRA)
	TEI
	R2

	SP-040355
	26.234
	068
	1
	5.6.0
	Rel-6
	Addition of Release 6 functionality
	withdrawn
	B
	
	Transparent end-to-end streaming service; Protocols and codecs
	PSSrel6-Stage3
	S4

	SP-040434
	26.234
	068
	1
	5.6.0
	Rel-6
	Addition of Release 6 functionality
	approved
	B
	6.0.0
	Transparent end-to-end streaming service; Protocols and codecs
	PSSrel6-Stage3
	S4

	SP-040355
	26.234
	069
	-
	5.6.0
	Rel-6
	Addition of PSS audio codecs
	withdrawn
	B
	
	Transparent end-to-end streaming service; Protocols and codecs
	PSSrel6-Stage3
	S4

	SP-040356
	26.235
	006
	4
	6.0.0
	rel-6
	Introduction of the DSR Codec
	approved
	B
	6.1.0
	Packet switched conversational multimedia applications; Default codecs
	SRSES-Codec
	S4

	SP-040356
	26.236
	010
	3
	5.4.0
	Rel-6
	Introduction of the DSR Codec
	approved
	B
	6.0.0
	Packet switched conversational multimedia applications; Transport protocols
	SRSES-Codec
	S4

	SP-040357
	26.236
	011
	1
	5.4.0
	Rel-5
	RTCP usage for IMS
	approved
	F
	5.5.0
	Packet switched conversational multimedia applications; Transport protocols
	IMS-CODEC
	S4

	SP-040357
	26.236
	012
	-
	5.4.0
	Rel-6
	RTCP usage for IMS
	approved
	A
	6.0.0
	Packet switched conversational multimedia applications; Transport protocols
	IMS-CODEC
	S4

	NP-040239
	27.001
	105
	1
	3.14.0
	R99
	Addition of network initiated in-call modification
	approved
	F
	3.15.0
	General on Terminal Adaptation Functions (TAF) for Mobile Stations (MS)
	TEI
	N3

	NP-040239
	27.001
	106
	1
	4.11.0
	Rel-4
	Addition of network initiated in-call modification
	approved
	A
	4.12.0
	General on Terminal Adaptation Functions (TAF) for Mobile Stations (MS)
	TEI
	N3

	NP-040239
	27.001
	107
	1
	5.7.0
	Rel-5
	Addition of network initiated in-call modification
	approved
	A
	5.8.0
	General on Terminal Adaptation Functions (TAF) for Mobile Stations (MS)
	TEI
	N3

	TP-040092
	27.007
	116
	-
	6.4.0
	Rel-6
	Updating error codes description to support UICC
	revised
	C
	
	AT command set for 3G User Equipment (UE)
	TEI6
	T2

	TP-040134
	27.007
	116
	1
	6.4.0
	Rel-6
	Updating error codes description to support UICC
	approved
	C
	6.5.0
	AT command set for 3G User Equipment (UE)
	TEI6
	T2

	NP-040247
	27.060
	089
	2
	5.6.0
	Rel-6
	Multiple IMS sessions using the same PDP context
	approved
	B
	6.0.0
	Packet domain; Mobile Station (MS) supporting Packet Switched services
	TEI
	N3

	NP-040213
	29.002
	712
	1
	3.19.0
	R99
	Introduction of North American Interim Location Based Routing of Emergency Call
	approved
	F
	3.20.0
	Mobile Application Part (MAP) specification
	LCS
	N4

	NP-040213
	29.002
	713
	1
	4.14.0
	Rel-4
	Introduction of North American Interim Location Based Routing of Emergency Call
	approved
	A
	4.15.0
	Mobile Application Part (MAP) specification
	LCS
	N4

	NP-040213
	29.002
	714
	1
	5.9.0
	Rel-5
	Introduction of North American Interim Location Based Routing of Emergency Call
	approved
	A
	5.10.0
	Mobile Application Part (MAP) specification
	LCS
	N4

	NP-040227
	29.002
	718
	5
	6.5.0
	Rel-6
	Addition of IMEISV to Update Location Procedure for ADD function
	approved
	B
	6.6.0
	Mobile Application Part (MAP) specification
	TEI6
	N4

	NP-040213
	29.002
	731
	-
	6.5.0
	Rel-6
	Introduction of North American Interim Location Based Routing of Emergency Call
	approved
	F
	6.6.0
	Mobile Application Part (MAP) specification
	LCS2
	N4

	NP-040278
	29.002
	733
	2
	6.5.0
	Rel-6
	Retrieval of Current Location during MT call handling
	withdrawn
	B
	
	Mobile Application Part (MAP) specification
	EDCAMEL
	N4

	NP-040222
	29.002
	733
	2
	6.5.0
	Rel-6
	Active Location Retrieval for MT call handling
	withdrawn
	B
	
	Mobile Application Part (MAP) specification
	TEI6
	N4

	NP-040284
	29.002
	733
	2
	6.5.0
	Rel-6
	Retrieval of Current Location during MT call handling
	rejected
	B
	
	Mobile Application Part (MAP) specification
	TEI6
	N4

	RP-040253
	29.002
	733
	2
	6.5.0
	Rel-6
	Retrieval of Current Location during MT call handling
	approved
	B
	6.6.0
	Mobile Application Part (MAP) specification
	EDCAMEL
	N4

	NP-040225
	29.002
	734
	2
	6.5.0
	Rel-6
	Add Additional V-GMLC parameter in MAP-SRI-INFO-FOR-LCS
	approved
	F
	6.6.0
	Mobile Application Part (MAP) specification
	LCS2
	N4

	NP-040229
	29.002
	735
	-
	6.5.0
	Rel-6
	Modify IMEI parameter usage definition in MAP-PSL and MAP-SLR
	approved
	F
	6.6.0
	Mobile Application Part (MAP) specification
	TEI6
	N4

	NP-040225
	29.002
	736
	-
	6.5.0
	Rel-6
	Addition of SAI-Present indication to the LCS procedures
	approved
	F
	6.6.0
	Mobile Application Part (MAP) specification
	LCS2
	N4

	NP-040229
	29.002
	737
	-
	6.5.0
	Rel-6
	Clarification on the use of MSISDN parameter for Follow Me functionality
	approved
	F
	6.6.0
	Mobile Application Part (MAP) specification
	TEI6
	N4

	NP-040239
	29.007
	097
	1
	3.14.0
	R99
	Addition of network initiated in-call modification
	approved
	F
	3.15.0
	General requirements on interworking between the Public Land Mobile Network (PLMN) and the Integrated Services Digital Network (ISDN) or Public Switched Telephone Network (PSTN)
	TEI
	N3

	NP-040239
	29.007
	098
	1
	4.10.0
	Rel-4
	Addition of network initiated in-call modification
	approved
	A
	4.11.0
	General requirements on interworking between the Public Land Mobile Network (PLMN) and the Integrated Services Digital Network (ISDN) or Public Switched Telephone Network (PSTN)
	TEI
	N3

	NP-040239
	29.007
	099
	1
	5.9.0
	Rel-5
	Addition of network initiated in-call modification
	approved
	A
	5.10.0
	General requirements on interworking between the Public Land Mobile Network (PLMN) and the Integrated Services Digital Network (ISDN) or Public Switched Telephone Network (PSTN)
	TEI
	N3

	NP-040226
	29.010
	106
	3
	6.2.0
	Rel-6
	Removing of non-existing error indications from Location update mappings
	approved
	F
	6.3.0
	Information Element Mapping between Mobile Station - Base Station System (MS - BSS) and Base Station System - Mobile-services Switching Centre (BSS - MCS) Signalling Procedures and the Mobile Application Part (MAP)
	TEI6
	N4

	NP-040226
	29.010
	107
	-
	6.2.0
	Rel-6
	Addition of cause code mapping for BSSAP Clear Request and RANAP Iu Release Request
	approved
	F
	6.3.0
	Information Element Mapping between Mobile Station - Base Station System (MS - BSS) and Base Station System - Mobile-services Switching Centre (BSS - MCS) Signalling Procedures and the Mobile Application Part (MAP)
	TEI6
	N4

	NP-040203
	29.018
	041
	2
	5.5.0
	Rel-6
	Addition of IMEISV to Update Location Procedure for ADD function
	approved
	B
	6.0.0
	General Packet Radio Service (GPRS); Serving GPRS Support Node (SGSN) - Visitors Location Register (VLR); Gs interface layer 3 specification
	TEI6
	N1

	NP-040230
	29.060
	478
	4
	6.4.0
	Rel-6
	Provision of S-CDR information to the GGSN
	approved
	C
	6.5.0
	General Packet Radio Service (GPRS); GPRS Tunnelling Protocol (GTP) across the Gn and Gp interface
	CH
	N4

	NP-040221
	29.060
	486
	2
	6.4.0
	Rel-6
	Support of Inter-SGSN RA update for MBMS
	withdrawn
	B
	
	General Packet Radio Service (GPRS); GPRS Tunnelling Protocol (GTP) across the Gn and Gp interface
	MBMS
	N4

	NP-040277
	29.060
	486
	2
	6.4.0
	Rel-6
	Support of Inter-SGSN RA update for MBMS
	approved
	B
	6.5.0
	General Packet Radio Service (GPRS); GPRS Tunnelling Protocol (GTP) across the Gn and Gp interface
	MBMS
	N4

	NP-040227
	29.060
	488
	2
	6.4.0
	Rel-6
	Automatic Device Detection (ADD) support in ISRAU
	approved
	F
	6.5.0
	General Packet Radio Service (GPRS); GPRS Tunnelling Protocol (GTP) across the Gn and Gp interface
	TEI6
	N4

	NP-040218
	29.060
	492
	-
	5.9.0
	Rel-5
	Change the attribution of Radio Priority LCS from TV to TLV
	approved
	F
	5.10.0
	General Packet Radio Service (GPRS); GPRS Tunnelling Protocol (GTP) across the Gn and Gp interface
	GTP enhancement
	N4

	NP-040218
	29.060
	493
	-
	6.4.0
	Rel-6
	Change the attribution of Radio Priority LCS from TV to TLV
	approved
	A
	6.5.0
	General Packet Radio Service (GPRS); GPRS Tunnelling Protocol (GTP) across the Gn and Gp interface
	GTP enhancement
	N4

	NP-040277
	29.060
	495
	1
	6.4.0
	Rel-6
	Addition of BM-SC initiated De-registration
	approved
	B
	6.5.0
	General Packet Radio Service (GPRS); GPRS Tunnelling Protocol (GTP) across the Gn and Gp interface
	MBMS
	N4

	NP-040221
	29.060
	495
	1
	6.4.0
	Rel-6
	Addition of BM-SC initiated De-registration
	withdrawn
	B
	
	General Packet Radio Service (GPRS); GPRS Tunnelling Protocol (GTP) across the Gn and Gp interface
	MBMS
	N4

	NP-040221
	29.060
	496
	1
	6.4.0
	Rel-6
	Addition of TMGI
	withdrawn
	B
	
	General Packet Radio Service (GPRS); GPRS Tunnelling Protocol (GTP) across the Gn and Gp interface
	MBMS
	N4

	NP-040277
	29.060
	496
	1
	6.4.0
	Rel-6
	Addition of TMGI
	approved
	B
	6.5.0
	General Packet Radio Service (GPRS); GPRS Tunnelling Protocol (GTP) across the Gn and Gp interface
	MBMS
	N4

	NP-040277
	29.060
	497
	-
	6.4.0
	Rel-6
	Another Cause for MBMS Notification Reject Request
	approved
	B
	6.5.0
	General Packet Radio Service (GPRS); GPRS Tunnelling Protocol (GTP) across the Gn and Gp interface
	MBMS
	N4

	NP-040221
	29.060
	497
	-
	6.4.0
	Rel-6
	Another Cause for MBMS Notification Reject Request
	withdrawn
	B
	
	General Packet Radio Service (GPRS); GPRS Tunnelling Protocol (GTP) across the Gn and Gp interface
	MBMS
	N4

	NP-040228
	29.060
	498
	1
	6.4.0
	Rel-6
	Clarification of the Target Identification IE
	approved
	F
	6.5.0
	General Packet Radio Service (GPRS); GPRS Tunnelling Protocol (GTP) across the Gn and Gp interface
	TEI6
	N4

	NP-040246
	29.061
	109
	3
	6.0.0
	Rel-6
	RADIUS Enhancements on the Gi interface to enable QoS correlation
	rejected
	B
	
	Interworking between the Public Land Mobile Network (PLMN) supporting packet based services and Packet Data Networks (PDN)
	TEI
	N3

	NP-040279
	29.061
	109
	5
	6.0.0

	Rel-6
	RADIUS Enhancements on the Gi interface to enable QoS correlation
	rejected
	B
	
	Interworking between the Public Land Mobile Network (PLMN) supporting packet based services and Packet Data Networks (PDN)
	TEI6
	N3

	NP-040244
	29.061
	111
	2
	6.0.0
	Rel-6
	Gmb Commands and AVPs (II)
	noted
	B
	
	Interworking between the Public Land Mobile Network (PLMN) supporting packet based services and Packet Data Networks (PDN)
	MBMS
	N3

	NP-040244
	29.061
	112
	2
	6.0.0
	Rel-6
	Gmb Message Flows.
	noted
	B
	
	Interworking between the Public Land Mobile Network (PLMN) supporting packet based services and Packet Data Networks (PDN)
	MBMS
	N3

	NP-040244
	29.061
	113
	1
	6.0.0
	Rel-6
	Command to indicate Session Start/Stop
	noted
	B
	
	Interworking between the Public Land Mobile Network (PLMN) supporting packet based services and Packet Data Networks (PDN)
	MBMS
	N3

	NP-040244
	29.061
	114
	1
	6.0.0
	Rel-6
	Gmb Introduction
	noted
	B
	
	Interworking between the Public Land Mobile Network (PLMN) supporting packet based services and Packet Data Networks (PDN)
	MBMS
	N3

	NP-040238
	29.061
	116
	-
	4.9.0
	Rel-4
	QoS profile length
	approved
	F
	4.10.0
	Interworking between the Public Land Mobile Network (PLMN) supporting packet based services and Packet Data Networks (PDN)
	TEI
	N3

	NP-040238
	29.061
	117
	-
	5.8.0
	Rel-5
	QoS profile length
	approved
	A
	5.9.0
	Interworking between the Public Land Mobile Network (PLMN) supporting packet based services and Packet Data Networks (PDN)
	TEI
	N3

	NP-040238
	29.061
	118
	-
	6.0.0
	Rel-6
	QoS profile length
	approved
	A
	6.1.0
	Interworking between the Public Land Mobile Network (PLMN) supporting packet based services and Packet Data Networks (PDN)
	TEI
	N3

	NP-040207
	29.078
	365
	-
	5.7.0
	Rel-5
	Correction to ERB pre-condition for gsmSSF FSM state
	approved
	F
	5.8.0
	customized Applications for Mobile network Enhanced Logic (CAMEL); CAMEL Application Part (CAP) specification
	CAMEL4
	N2

	NP-040249
	29.078
	366
	1
	6.1.0
	Rel-6
	Enhancement to Connect To Resource
	approved
	B
	6.2.0
	customized Applications for Mobile network Enhanced Logic (CAMEL); CAMEL Application Part (CAP) specification
	TEI6
	N2

	NP-040209
	29.078
	366
	1
	6.1.0
	Rel-6
	Enhancement to Connect To Resource
	withdrawn
	B
	
	customized Applications for Mobile network Enhanced Logic (CAMEL); CAMEL Application Part (CAP) specification
	TEI6
	N2

	NP-040209
	29.078
	367
	1
	6.1.0
	Rel-6
	Adding missing ROS Object Identifier
	withdrawn
	B
	
	customized Applications for Mobile network Enhanced Logic (CAMEL); CAMEL Application Part (CAP) specification
	TEI6
	N2

	NP-040249
	29.078
	367
	1
	6.1.0
	Rel-6
	Adding missing ROS Object Identifier
	approved
	B
	6.2.0
	customized Applications for Mobile network Enhanced Logic (CAMEL); CAMEL Application Part (CAP) specification
	TEI6
	N2

	NP-040207
	29.078
	368
	-
	5.7.0
	Rel-5
	Correction to Tssf timer
	approved
	F
	5.8.0
	customized Applications for Mobile network Enhanced Logic (CAMEL); CAMEL Application Part (CAP) specification
	CAMEL4
	N2

	NP-040207
	29.078
	369
	1
	5.7.0
	Rel-5
	Mapping between ICA and IAM
	approved
	F
	5.8.0
	customized Applications for Mobile network Enhanced Logic (CAMEL); CAMEL Application Part (CAP) specification
	CAMEL4
	N2

	NP-040207
	29.078
	370
	1
	6.1.0
	Rel-6
	Mapping between ICA and IAM
	approved
	A
	6.2.0
	customized Applications for Mobile network Enhanced Logic (CAMEL); CAMEL Application Part (CAP) specification
	CAMEL4
	N2

	NP-040207
	29.078
	371
	-
	6.1.0
	Rel-6
	Correction to Tssf timer
	approved
	A
	6.2.0
	customized Applications for Mobile network Enhanced Logic (CAMEL); CAMEL Application Part (CAP) specification
	CAMEL4
	N2

	NP-040207
	29.078
	372
	-
	6.1.0
	Rel-6
	Correction to ERB pre-condition for gsmSSF FSM state
	approved
	A
	6.2.0
	customized Applications for Mobile network Enhanced Logic (CAMEL); CAMEL Application Part (CAP) specification
	CAMEL4
	N2

	NP-040207
	29.078
	373
	2
	5.7.0
	Rel-5
	Correction to Move Leg pre-condition
	approved
	F
	5.8.0
	customized Applications for Mobile network Enhanced Logic (CAMEL); CAMEL Application Part (CAP) specification
	CAMEL4
	N2

	NP-040207
	29.078
	374
	-
	6.1.0
	Rel-6
	Correction to Move Leg pre-condition
	approved
	A
	6.2.0
	customized Applications for Mobile network Enhanced Logic (CAMEL); CAMEL Application Part (CAP) specification
	CAMEL4
	N2

	NP-040249
	29.078
	375
	-
	6.1.0
	Rel-6
	Correction to First Digit Timer for Prompt&Collect
	approved
	F
	6.2.0
	customized Applications for Mobile network Enhanced Logic (CAMEL); CAMEL Application Part (CAP) specification
	TEI6
	N2

	NP-040209
	29.078
	375
	-
	6.1.0
	Rel-6
	Correction to First Digit Timer for Prompt&Collect
	withdrawn
	F
	
	customized Applications for Mobile network Enhanced Logic (CAMEL); CAMEL Application Part (CAP) specification
	TEI6
	N2

	RP-040177
	29.108
	014
	-
	5.3.0
	Rel-5
	PUESBINE support over E-interface
	approved
	F
	5.4.0
	Application of the Radio Access Network Application Part (RANAP) on the E-interface
	RANimp-FSEarlyUE
	R3

	RP-040177
	29.108
	015
	-
	6.0.0
	Rel-6
	PUESBINE support over E-interface
	approved
	A
	6.1.0
	Application of the Radio Access Network Application Part (RANAP) on the E-interface
	RANimp-FSEarlyUE
	R3

	NP-040241
	29.163
	037
	1
	6.2.0
	Rel-6
	Message sequence correction
	approved
	F
	6.3.0
	Interworking between the IP Multimedia (IM) Core Network (CN) subsystem and Circuit Switched (CS) networks
	IMS-CCR-IWCS
	N3

	NP-040241
	29.163
	038
	1
	6.2.0
	Rel-6
	Originated/terminated correction
	approved
	F
	6.3.0
	Interworking between the IP Multimedia (IM) Core Network (CN) subsystem and Circuit Switched (CS) networks
	IMS-CCR-IWCS
	N3

	NP-040242
	29.163
	039
	2
	6.2.0
	Rel-6
	Interworking with Nb user plane procedures
	approved
	B
	6.3.0
	Interworking between the IP Multimedia (IM) Core Network (CN) subsystem and Circuit Switched (CS) networks
	IMS-CCR-IWCS
	N3

	NP-040242
	29.163
	040
	1
	6.2.0
	Rel-6
	Codec Negotiation between BICC CS networks and the IM CN subsystem
	approved
	B
	6.3.0
	Interworking between the IP Multimedia (IM) Core Network (CN) subsystem and Circuit Switched (CS) networks
	IMS-CCR-IWCS
	N3

	NP-040242
	29.163
	041
	1
	6.2.0
	Rel-6
	Codec negotiation incoming call interworking
	approved
	B
	6.3.0
	Interworking between the IP Multimedia (IM) Core Network (CN) subsystem and Circuit Switched (CS) networks
	IMS-CCR-IWCS
	N3

	NP-040242
	29.163
	042
	2
	6.2.0
	Rel-6
	Codec negotiation Mid call interworking
	approved
	B
	6.3.0
	Interworking between the IP Multimedia (IM) Core Network (CN) subsystem and Circuit Switched (CS) networks
	IMS-CCR-IWCS
	N3

	NP-040242
	29.163
	043
	1
	6.2.0
	Rel-6
	Codec parameter translation – IM CN subsystem to BICN
	approved
	B
	6.3.0
	Interworking between the IP Multimedia (IM) Core Network (CN) subsystem and Circuit Switched (CS) networks
	IMS-CCR-IWCS
	N3

	NP-040242
	29.163
	044
	2
	6.2.0
	Rel-6
	MGCF IM-MGW interactions
	approved
	B
	6.3.0
	Interworking between the IP Multimedia (IM) Core Network (CN) subsystem and Circuit Switched (CS) networks
	IMS-CCR-IWCS
	N3

	NP-040241
	29.163
	045
	-
	6.2.0
	Rel-6
	Notify IMS RTP Tel Event (same as ‘Report DTMF’) message sequence shows IEs that are not used with this procedure
	approved
	F
	6.3.0
	Interworking between the IP Multimedia (IM) Core Network (CN) subsystem and Circuit Switched (CS) networks
	IMS-CCR-IWCS
	N3

	NP-040241
	29.163
	046
	-
	6.2.0
	Rel-6
	Correction of sub-clause 7.2.3.2.5.1 Backward call indicators
	approved
	F
	6.3.0
	Interworking between the IP Multimedia (IM) Core Network (CN) subsystem and Circuit Switched (CS) networks
	IMS-CCR-IWCS
	N3

	NP-040260
	29.198-01
	029
	-
	5.5.0
	Rel-5
	Correct Java Rulebook to support API design pattern introduced by PAM SCS
	approved
	F
	5.6.0
	Open Service Access (OSA) Application Programming Interface (API); Part 1: Overview
	OSA2
	N5

	NP-040263
	29.198-01
	030
	-
	6.0.1
	Rel-6
	Correct Java Rulebook to introduce UI service naming rule
	approved
	F
	6.1.0
	Open Service Access (OSA) Application Programming Interface (API); Part 1: Overview
	OSA3
	N5

	NP-040260
	29.198-01
	031
	-
	6.0.1
	Rel-6
	Correct Java Rulebook to support API design pattern introduced by PAM SCS
	approved
	A
	6.1.0
	Open Service Access (OSA) Application Programming Interface (API); Part 1: Overview
	OSA2
	N5

	NP-040260
	29.198-01
	032
	-
	5.5.0
	Rel-5
	Correct Java Rulebook to conform to Java accepted standards
	approved
	F
	5.6.0
	Open Service Access (OSA) Application Programming Interface (API); Part 1: Overview
	OSA2
	N5

	NP-040260
	29.198-01
	033
	-
	6.0.1
	Rel-6
	Correct Java Rulebook to conform to Java accepted standards
	approved
	A
	6.1.0
	Open Service Access (OSA) Application Programming Interface (API); Part 1: Overview
	OSA2
	N5

	NP-040262
	29.198-01
	034
	1
	5.5.0
	Rel-5
	Correct Java Rulebook
	approved
	F
	5.6.0
	Open Service Access (OSA) Application Programming Interface (API); Part 1: Overview
	OSA2
	N5

	NP-040262
	29.198-01
	035
	1
	6.0.1
	Rel-6
	Correct Java Rulebook
	approved
	A
	6.1.0
	Open Service Access (OSA) Application Programming Interface (API); Part 1: Overview
	OSA2
	N5

	NP-040264
	29.198-02
	044
	-
	6.0.1
	Rel-6
	Remove P_FIXED, TpFixed
	approved
	F
	6.1.0
	Open Service Access (OSA) Application Programming Interface (API); Part 2: Common data
	OSA3
	N5

	NP-040262
	29.198-02
	045
	-
	5.6.0
	Rel-5
	Correct Java Rulebook
	approved
	F
	5.7.0
	Open Service Access (OSA) Application Programming Interface (API); Part 2: Common data
	OSA2
	N5

	NP-040261
	29.198-03
	102
	-
	5.6.0
	Rel-5
	Add ability to identify when a client app/service contract/service profile is being used - Align between ETSI/Parlay and 3GPP
	approved
	F
	5.7.0
	Open Service Access (OSA) Application Programming Interface (API); Part 3: Framework
	OSA2
	N5

	NP-040261
	29.198-03
	103
	-
	6.0.1
	Rel-6
	Add ability to identify when a client app/service contract/service profile is being used - Align between ETSI/Parlay and 3GPP
	approved
	A
	6.1.0
	Open Service Access (OSA) Application Programming Interface (API); Part 3: Framework
	OSA2
	N5

	NP-040265
	29.198-03
	104
	-
	6.0.1
	Rel-6
	Add events to allow an entop to identify when a client app/service contract/service profile is being used
	approved
	F
	6.1.0
	Open Service Access (OSA) Application Programming Interface (API); Part 3: Framework
	OSA3
	N5

	NP-040253
	29.198-03
	105
	-
	5.6.0
	Rel-5
	Correct alignment between ETSI/Parlay version of OSA and the 3GPP OSA, by clarifying erroneous field in TpServiceProfileDescription
	approved
	A
	5.7.0
	Open Service Access (OSA) Application Programming Interface (API); Part 3: Framework
	OSA1
	N5

	NP-040253
	29.198-03
	106
	-
	6.0.1
	Rel-6
	Correct alignment between ETSI/Parlay version of OSA and the 3GPP OSA, by clarifying erroneous field in TpServiceProfileDescription
	approved
	A
	6.1.0
	Open Service Access (OSA) Application Programming Interface (API); Part 3: Framework
	OSA1
	N5

	NP-040261
	29.198-03
	107
	-
	5.6.0
	Rel-5
	Introduce a ServiceID field to TpServiceProfileDescription
	approved
	F
	5.7.0
	Open Service Access (OSA) Application Programming Interface (API); Part 3: Framework
	OSA2
	N5

	NP-040261
	29.198-03
	108
	-
	6.0.1
	Rel-6
	Introduce a ServiceID field to TpServiceProfileDescription
	approved
	A
	6.1.0
	Open Service Access (OSA) Application Programming Interface (API); Part 3: Framework
	OSA2
	N5

	NP-040253
	29.198-03
	109
	-
	4.8.0
	Rel-4
	Correct alignment between ETSI/Parlay version of OSA and the 3GPP OSA, by clarifying erroneous field in TpServiceProfileDescription
	approved
	F
	4.9.0
	Open Service Access (OSA) Application Programming Interface (API); Part 3: Framework
	OSA1
	N5

	NP-040254
	29.198-03
	110
	-
	4.8.0
	Rel-4
	Correct the service property type used for address ranges
	approved
	F
	4.9.0
	Open Service Access (OSA) Application Programming Interface (API); Part 3: Framework
	OSA1
	N5

	NP-040254
	29.198-03
	111
	-
	5.6.0
	Rel-5
	Correct the service property type used for address ranges
	approved
	A
	5.7.0
	Open Service Access (OSA) Application Programming Interface (API); Part 3: Framework
	OSA1
	N5

	NP-040254
	29.198-03
	112
	-
	6.0.1
	Rel-6
	Correct the service property type used for address ranges
	approved
	A
	6.1.0
	Open Service Access (OSA) Application Programming Interface (API); Part 3: Framework
	OSA1
	N5

	NP-040273
	29.198-03
	113
	-
	6.0.1
	Rel-6
	Remove the <> stereotype from methods which are no longer new
	approved
	F
	6.1.0
	Open Service Access (OSA) Application Programming Interface (API); Part 3: Framework
	OSA3
	N5

	NP-040261
	29.198-03
	114
	-
	5.6.0
	Rel-5
	Correct description of availStatusReason codes
	approved
	F
	5.7.0
	Open Service Access (OSA) Application Programming Interface (API); Part 3: Framework
	OSA2
	N5

	NP-040261
	29.198-03
	115
	-
	6.0.1
	Rel-6
	Correct description of availStatusReason codes
	approved
	A
	6.1.0
	Open Service Access (OSA) Application Programming Interface (API); Part 3: Framework
	OSA2
	N5

	NP-040261
	29.198-03
	116
	-
	5.6.0
	Rel-5
	Correct description for the use of selectSigningAlgorithm
	approved
	F
	5.7.0
	Open Service Access (OSA) Application Programming Interface (API); Part 3: Framework
	OSA2
	N5

	NP-040261
	29.198-03
	117
	-
	6.0.1
	Rel-6
	Correct description for the use of selectSigningAlgorithm
	approved
	A
	6.1.0
	Open Service Access (OSA) Application Programming Interface (API); Part 3: Framework
	OSA2
	N5

	NP-040261
	29.198-03
	118
	-
	5.6.0
	Rel-5
	Correct the description of the usage of CHAP within authentication
	approved
	F
	5.7.0
	Open Service Access (OSA) Application Programming Interface (API); Part 3: Framework
	OSA2
	N5

	NP-040261
	29.198-03
	119
	-
	6.0.1
	Rel-6
	Correct the description of the usage of CHAP within authentication
	approved
	A
	6.1.0
	Open Service Access (OSA) Application Programming Interface (API); Part 3: Framework
	OSA2
	N5

	NP-040261
	29.198-03
	120
	-
	5.6.0
	Rel-5
	Correct TpSignatureAndServiceMgr to align with description in signServiceAgreement
	approved
	F
	5.7.0
	Open Service Access (OSA) Application Programming Interface (API); Part 3: Framework
	OSA2
	N5

	NP-040261
	29.198-03
	121
	-
	6.0.1
	Rel-6
	Correct TpSignatureAndServiceMgr to align with description in signServiceAgreement
	approved
	A
	6.1.0
	Open Service Access (OSA) Application Programming Interface (API); Part 3: Framework
	OSA2
	N5

	NP-040253
	29.198-03
	122
	-
	4.8.0
	Rel-4
	Correction of Digital Signature with NO signing algorithm
	approved
	F
	4.9.0
	Open Service Access (OSA) Application Programming Interface (API); Part 3: Framework
	OSA1
	N5

	NP-040255
	29.198-04
	067
	-
	4.8.0
	Rel-4
	Correction of continueProcessing method for Generic Call Control Service (GCCS)
	approved
	F
	4.9.0
	Open Service Access (OSA) Application Programming Interface (API); Part 4: Call control
	OSA1
	N5

	NP-040256
	29.198-04
	068
	-
	4.8.0
	Rel-4
	Correct the P_TRIGGERING_ADDRESSES service property
	approved
	F
	4.9.0
	Open Service Access (OSA) Application Programming Interface (API); Part 4: Call control
	OSA1
	N5

	NP-040257
	29.198-04
	069
	-
	4.8.0
	Rel-4
	Correction of callbacks sequence and timing conditions in GCCS and MPCCS
	approved
	F
	4.9.0
	Open Service Access (OSA) Application Programming Interface (API); Part 4: Call control
	OSA1
	N5

	NP-040266
	29.198-04-1
	010
	-
	6.1.0
	Rel-6
	Add missing Supervise Report value to support QoS parameter change reports
	approved
	F
	6.2.0
	Open Service Access (OSA) Application Programming Interface (API); Part 4: Call control; Subpart 1: Common call control data definitions
	OSA3
	N5

	NP-040262
	29.198-04-1
	011
	-
	5.5.0
	Rel-5
	Correct Java Rulebook
	approved
	F
	5.6.0
	Open Service Access (OSA) Application Programming Interface (API); Part 4: Call control; Subpart 1: Common call control data definitions
	OSA2
	N5

	NP-040255
	29.198-04-2
	012
	-
	5.6.0
	Rel-5
	Correction of continueProcessing method for Generic Call Control Service (GCCS)
	approved
	A
	5.7.0
	Open Service Access (OSA) Application Programming Interface (API); Part 4: Call control; Subpart 2: Generic call control data Service Capability Feature (SCF)
	OSA1
	N5

	NP-040255
	29.198-04-2
	013
	-
	6.0.1
	Rel-6
	Correction of continueProcessing method for Generic Call Control Service (GCCS)
	approved
	A
	6.1.0
	Open Service Access (OSA) Application Programming Interface (API); Part 4: Call control; Subpart 2: Generic call control data Service Capability Feature (SCF)
	OSA1
	N5

	NP-040256
	29.198-04-2
	014
	-
	5.6.0
	Rel-5
	Correct the P_TRIGGERING_ADDRESSES service property
	approved
	A
	5.7.0
	Open Service Access (OSA) Application Programming Interface (API); Part 4: Call control; Subpart 2: Generic call control data Service Capability Feature (SCF)
	OSA1
	N5

	NP-040256
	29.198-04-2
	015
	-
	6.0.1
	Rel-6
	Correct the P_TRIGGERING_ADDRESSES service property
	approved
	A
	6.1.0
	Open Service Access (OSA) Application Programming Interface (API); Part 4: Call control; Subpart 2: Generic call control data Service Capability Feature (SCF)
	OSA1
	N5

	NP-040257
	29.198-04-2
	016
	-
	5.6.0
	Rel-5
	Correction of callbacks sequence and timing conditions in GCCS
	approved
	A
	5.7.0
	Open Service Access (OSA) Application Programming Interface (API); Part 4: Call control; Subpart 2: Generic call control data Service Capability Feature (SCF)
	OSA1
	N5

	NP-040257
	29.198-04-2
	017
	-
	6.0.1
	Rel-6
	Correction of callbacks sequence and timing conditions in GCCS
	approved
	A
	6.1.0
	Open Service Access (OSA) Application Programming Interface (API); Part 4: Call control; Subpart 2: Generic call control data Service Capability Feature (SCF)
	OSA1
	N5

	NP-040267
	29.198-04-3
	021
	-
	6.1.0
	Rel-6
	Correction of description in superviseRes - Align with Rel-5
	approved
	F
	6.2.0
	Open Service Access (OSA) Application Programming Interface (API); Part 4: Call control; Subpart 3: Multi-party call control data Service Capability Feature (SCF)
	OSA3
	N5

	NP-040256
	29.198-04-3
	022
	-
	5.6.0
	Rel-5
	Correct the P_TRIGGERING_ADDRESSES service property
	approved
	A
	5.7.0
	Open Service Access (OSA) Application Programming Interface (API); Part 4: Call control; Subpart 3: Multi-party call control data Service Capability Feature (SCF)
	OSA1
	N5

	NP-040256
	29.198-04-3
	023
	-
	6.1.0
	Rel-6
	Correct the P_TRIGGERING_ADDRESSES service property
	approved
	A
	6.2.0
	Open Service Access (OSA) Application Programming Interface (API); Part 4: Call control; Subpart 3: Multi-party call control data Service Capability Feature (SCF)
	OSA1
	N5

	NP-040273
	29.198-04-3
	024
	-
	6.1.0
	Rel-6
	Remove the <> stereotype from methods which are no longer new
	approved
	F
	6.2.0
	Open Service Access (OSA) Application Programming Interface (API); Part 4: Call control; Subpart 3: Multi-party call control data Service Capability Feature (SCF)
	OSA3
	N5

	NP-040257
	29.198-04-3
	025
	-
	5.6.0
	Rel-5
	Correction of callbacks sequence and timing conditions in MPCCS
	approved
	A
	5.7.0
	Open Service Access (OSA) Application Programming Interface (API); Part 4: Call control; Subpart 3: Multi-party call control data Service Capability Feature (SCF)
	OSA1
	N5

	NP-040257
	29.198-04-3
	026
	-
	6.1.0
	Rel-6
	Correction of callbacks sequence and timing conditions in MPCCS
	approved
	A
	6.2.0
	Open Service Access (OSA) Application Programming Interface (API); Part 4: Call control; Subpart 3: Multi-party call control data Service Capability Feature (SCF)
	OSA1
	N5

	NP-040268
	29.198-04-4
	016
	-
	6.1.0
	Rel-6
	Correction of description in superviseVolumeRes - Align with Rel-5
	approved
	F
	6.2.0
	Open Service Access (OSA) Application Programming Interface (API); Part 4: Call control; Subpart 4: Multimedia call control Service Capability Feature (SCF)
	OSA3
	N5

	NP-040268
	29.198-04-4
	017
	-
	6.1.0
	Rel-6
	Correction of method references in MMCC - Align with Rel-5
	approved
	F
	6.2.0
	Open Service Access (OSA) Application Programming Interface (API); Part 4: Call control; Subpart 4: Multimedia call control Service Capability Feature (SCF)
	OSA3
	N5

	NP-040262
	29.198-04-4
	018
	-
	5.6.0
	Rel-5
	Correct Java Rulebook
	approved
	F
	5.7.0
	Open Service Access (OSA) Application Programming Interface (API); Part 4: Call control; Subpart 4: Multimedia call control Service Capability Feature (SCF)
	OSA2
	N5

	NP-040269
	29.198-05
	046
	-
	6.0.1
	Rel-6
	Correct List vs Set semantics in User Interaction
	approved
	F
	6.1.0
	Open Service Access (OSA) Application Programming Interface (API); Part 5: Generic user interaction
	OSA3
	N5

	NP-040256
	29.198-05
	047
	-
	4.8.0
	Rel-4
	Correct the P_TRIGGERING_ADDRESSES service property
	approved
	F
	4.9.0
	Open Service Access (OSA) Application Programming Interface (API); Part 5: Generic user interaction
	OSA1
	N5

	NP-040256
	29.198-05
	048
	-
	5.6.0
	Rel-5
	Correct the P_TRIGGERING_ADDRESSES service property
	approved
	A
	5.7.0
	Open Service Access (OSA) Application Programming Interface (API); Part 5: Generic user interaction
	OSA1
	N5

	NP-040256
	29.198-05
	049
	-
	6.0.1
	Rel-6
	Correct the P_TRIGGERING_ADDRESSES service property
	approved
	A
	6.1.0
	Open Service Access (OSA) Application Programming Interface (API); Part 5: Generic user interaction
	OSA1
	N5

	NP-040273
	29.198-05
	050
	-
	6.0.1
	Rel-6
	Remove the <> stereotype from methods which are no longer new
	approved
	F
	6.1.0
	Open Service Access (OSA) Application Programming Interface (API); Part 5: Generic user interaction
	OSA3
	N5

	NP-040270
	29.198-06
	026
	-
	6.1.0
	Rel-6
	Correct alignment between ETSI/Parlay OSA and the 3GPP OSA by adding user binding data types
	approved
	F
	6.2.0
	Open Service Access (OSA) Application Programming Interface (API); Part 6: Mobility
	OSA3
	N5

	NP-040262
	29.198-06
	027
	-
	5.4.0
	Rel-5
	Correct Java Rulebook
	approved
	F
	5.5.0
	Open Service Access (OSA) Application Programming Interface (API); Part 6: Mobility
	OSA2
	N5

	NP-040273
	29.198-07
	017
	-
	6.0.1
	Rel-6
	Remove the <> stereotype from methods which are no longer new
	approved
	F
	6.1.0
	Open Service Access (OSA) Application Programming Interface (API); Part 7: Terminal capabilities
	OSA3
	N5

	NP-040262
	29.198-07
	018
	-
	5.5.0
	Rel-5
	Correct Java Rulebook
	approved
	F
	5.6.0
	Open Service Access (OSA) Application Programming Interface (API); Part 7: Terminal capabilities
	OSA2
	N5

	NP-040262
	29.198-07
	019
	-
	6.0.1
	Rel-6
	Correct Java Rulebook
	approved
	A
	6.1.0
	Open Service Access (OSA) Application Programming Interface (API); Part 7: Terminal capabilities
	OSA2
	N5

	NP-040256
	29.198-08
	029
	-
	4.7.0
	Rel-4
	Correct the P_TRIGGERING_ADDRESSES service property
	approved
	F
	4.8.0
	Open Service Access (OSA) Application Programming Interface (API); Part 8: Data session control
	OSA1
	N5

	NP-040256
	29.198-08
	030
	-
	5.5.0
	Rel-5
	Correct the P_TRIGGERING_ADDRESSES service property
	approved
	A
	5.6.0
	Open Service Access (OSA) Application Programming Interface (API); Part 8: Data session control
	OSA1
	N5

	NP-040256
	29.198-08
	031
	-
	6.0.1
	Rel-6
	Correct the P_TRIGGERING_ADDRESSES service property
	approved
	A
	6.1.0
	Open Service Access (OSA) Application Programming Interface (API); Part 8: Data session control
	OSA1
	N5

	NP-040273
	29.198-08
	032
	-
	6.0.1
	Rel-6
	Remove the <> stereotype from methods which are no longer new
	approved
	F
	6.1.0
	Open Service Access (OSA) Application Programming Interface (API); Part 8: Data session control
	OSA3
	N5

	NP-040271
	29.198-11
	024
	-
	6.0.1
	Rel-6
	Account Management missing needed features
	approved
	B
	6.1.0
	Open Service Access (OSA) Application Programming Interface (API); Part 11: Account management
	OSA3
	N5

	NP-040256
	29.198-11
	025
	-
	4.4.0
	Rel-4
	Correct the P_TRIGGERING_ADDRESSES service property
	approved
	F
	4.5.0
	Open Service Access (OSA) Application Programming Interface (API); Part 11: Account management
	OSA1
	N5

	NP-040256
	29.198-11
	026
	-
	5.4.0
	Rel-5
	Correct the P_TRIGGERING_ADDRESSES service property
	approved
	A
	5.5.0
	Open Service Access (OSA) Application Programming Interface (API); Part 11: Account management
	OSA1
	N5

	NP-040256
	29.198-11
	027
	-
	6.0.1
	Rel-6
	Correct the P_TRIGGERING_ADDRESSES service property
	approved
	A
	6.1.0
	Open Service Access (OSA) Application Programming Interface (API); Part 11: Account management
	OSA1
	N5

	NP-040273
	29.198-11
	028
	-
	6.0.1
	Rel-6
	Remove the <> stereotype from methods which are no longer new
	approved
	F
	6.1.0
	Open Service Access (OSA) Application Programming Interface (API); Part 11: Account management
	OSA3
	N5

	NP-040273
	29.198-12
	027
	-
	6.0.1
	Rel-6
	Remove the <> stereotype from methods which are no longer new
	approved
	F
	6.1.0
	Open Service Access (OSA) Application Programming Interface (API); Part 12: Charging
	OSA3
	N5

	NP-040262
	29.198-12
	028
	-
	5.5.0
	Rel-5
	Correct Java Rulebook
	approved
	F
	5.6.0
	Open Service Access (OSA) Application Programming Interface (API); Part 12: Charging
	OSA2
	N5

	NP-040262
	29.198-12
	029
	-
	6.0.1
	Rel-6
	Correct Java Rulebook
	approved
	A
	6.1.0
	Open Service Access (OSA) Application Programming Interface (API); Part 12: Charging
	OSA2
	N5

	NP-040262
	29.198-13
	009
	-
	5.4.0
	Rel-5
	Correct Java Rulebook
	approved
	F
	5.5.0
	Open Service Access (OSA) Application Programming Interface (API); Part 13: Policy management SCF
	OSA2
	N5

	NP-040272
	29.198-14
	020
	-
	6.0.1
	Rel-6
	Correction of introduction of PAM Provisioning Interfaces
	approved
	F
	6.1.0
	Open Service Access (OSA) Application Programming Interface (API); Part 14: Presence and Availability Management (PAM)
	OSA3
	N5

	NP-040262
	29.198-14
	021
	-
	5.5.0
	Rel-5
	Correct Java Rulebook
	approved
	F
	5.6.0
	Open Service Access (OSA) Application Programming Interface (API); Part 14: Presence and Availability Management (PAM)
	OSA2
	N5

	NP-040240
	29.207
	126
	2
	5.7.0
	Rel-5
	DRQ Sub-code
	approved
	F
	5.8.0
	Policy control over Go interface
	E2EQoS
	N3

	NP-040247
	29.207
	129
	-
	5.7.0
	Rel-6
	Multiple IMS sessions using the same PDP context
	approved
	B
	6.0.0
	Policy control over Go interface
	TEI
	N3

	NP-040240
	29.207
	130
	2
	5.7.0
	Rel-5
	PDP context modification without binding information
	approved
	F
	5.8.0
	Policy control over Go interface
	E2EQoS
	N3

	NP-040247
	29.208
	069
	-
	5.7.0
	Rel-6
	Multiple IMS sessions using the same PDP context
	approved
	B
	6.0.0
	End to end Quality of Service (QoS) signalling flows
	TEI
	N3

	NP-040240
	29.208
	070
	3
	5.7.0
	Rel-5
	Media component removal flow
	approved
	F
	5.8.0
	End to end Quality of Service (QoS) signalling flows
	E2EQoS
	N3

	NP-040215
	29.228
	094
	1
	5.7.0
	Rel-5
	Content of the user profile
	approved
	F
	5.8.0
	IP Multimedia (IM) Subsystem Cx and Dx Interfaces; Signalling flows and message contents
	IMS-CCR
	N4

	NP-040215
	29.228
	095
	1
	6.2.0
	Rel-6
	Content of the user profile
	approved
	A
	6.3.0
	IP Multimedia (IM) Subsystem Cx and Dx Interfaces; Signalling flows and message contents
	IMS-CCR
	N4

	NP-040215
	29.228
	096
	1
	5.7.0
	Rel-5
	Update of the charging addresses from HSS
	approved
	F
	5.8.0
	IP Multimedia (IM) Subsystem Cx and Dx Interfaces; Signalling flows and message contents
	IMS-CCR
	N4

	NP-040215
	29.228
	097
	1
	6.2.0
	Rel-6
	Update of the charging addresses from HSS
	approved
	A
	6.3.0
	IP Multimedia (IM) Subsystem Cx and Dx Interfaces; Signalling flows and message contents
	IMS-CCR
	N4

	NP-040215
	29.228
	098
	-
	5.7.0
	Rel-5
	Correction of SessionCase attribute ambiguity
	approved
	F
	5.8.0
	IP Multimedia (IM) Subsystem Cx and Dx Interfaces; Signalling flows and message contents
	IMS-CCR
	N4

	NP-040215
	29.228
	099
	-
	6.2.0
	Rel-6
	Correction of SessionCase attribute ambiguity
	approved
	A
	6.3.0
	IP Multimedia (IM) Subsystem Cx and Dx Interfaces; Signalling flows and message contents
	IMS-CCR
	N4

	NP-040215
	29.229
	036
	1
	5.6.0
	Rel-5
	Update of the charging addresses from HSS
	approved
	F
	5.7.0
	Cx and Dx interfaces based on the Diameter protocol; Protocol details
	IMS-CCR
	N4

	NP-040215
	29.229
	037
	1
	6.0.0
	Rel-6
	Update of the charging addresses from HSS
	approved
	A
	6.1.0
	Cx and Dx interfaces based on the Diameter protocol; Protocol details
	IMS-CCR
	N4

	NP-040215
	29.229
	042
	-
	5.6.0
	Rel-5
	Multimedia-Auth-Request (MAR) Command Message Format Corrections
	approved
	F
	5.7.0
	Cx and Dx interfaces based on the Diameter protocol; Protocol details
	IMS-CCR
	N4

	NP-040215
	29.229
	043
	-
	6.0.0
	Rel-6
	Multimedia-Auth-Request (MAR) Command Message Format Corrections
	approved
	A
	6.1.0
	Cx and Dx interfaces based on the Diameter protocol; Protocol details
	IMS-CCR
	N4

	NP-040215
	29.229
	049
	2
	5.6.0
	Rel-5
	Use of the Vendor ID AVP by 3GPP in the Diameter Base Protocol
	approved
	F
	5.7.0
	Cx and Dx interfaces based on the Diameter protocol; Protocol details
	IMS-CCR
	N4

	NP-040215
	29.229
	050
	2
	6.0.0
	Rel-6
	Use of the Vendor ID AVP by 3GPP in the Diameter Base Protocol
	approved
	A
	6.1.0
	Cx and Dx interfaces based on the Diameter protocol; Protocol details
	IMS-CCR
	N4

	NP-040220
	29.328
	085
	2
	6.1.0
	Rel-6
	Mapping to Diameter AVP for Requested Identity Set
	approved
	F
	6.2.0
	IP Multimedia Subsystem (IMS) Sh interface signalling flows and message contents
	IMS2-CCR
	N4

	NP-040216
	29.329
	034
	1
	5.5.0
	Rel-5
	Correction of reference for definition of MSISDN
	approved
	F
	5.6.0
	Sh interface based on the Diameter protocol
	IMS-CCR
	N4

	NP-040216
	29.329
	035
	1
	6.0.0
	Rel-6
	Correction of reference for definition of MSISDN
	approved
	A
	6.1.0
	Sh interface based on the Diameter protocol
	IMS-CCR
	N4

	NP-040216
	29.329
	036
	-
	5.5.0
	Rel-5
	Correction to description of Data Reference AVP value 10
	approved
	F
	5.6.0
	Sh interface based on the Diameter protocol
	IMS-CCR
	N4

	NP-040216
	29.329
	037
	-
	6.0.0
	Rel-6
	Correction to description of Data Reference AVP value 10
	approved
	A
	6.1.0
	Sh interface based on the Diameter protocol
	IMS-CCR
	N4

	TP-040101
	31.102
	222
	-
	4.12.0
	Rel-4
	Correction of coding example for MMS Issuer/User Connectivity Parameters
	approved
	F
	4.13.0
	Characteristics of the USIM application
	TEI
	T3

	TP-040101
	31.102
	223
	-
	5.8.0
	Rel-5
	Correction of coding example for MMS Issuer/User Connectivity Parameters
	approved
	A
	5.9.0
	Characteristics of the USIM application
	TEI
	T3

	TP-040101
	31.102
	224
	-
	6.5.0
	Rel-6
	Correction of coding example for MMS Issuer/User Connectivity Parameters
	approved
	A
	6.6.0
	Characteristics of the USIM application
	TEI
	T3

	TP-040101
	31.102
	225
	-
	3.16.0
	R99
	Clarification on Emergency Call Numbers.Alignment with TS22.101
	approved
	F
	3.17.0
	Characteristics of the USIM application
	TEI
	T3

	TP-040101
	31.102
	226
	-
	6.5.0
	Rel-6
	VGCS security
	approved
	B
	6.6.0
	Characteristics of the USIM application
	TEI
	T3

	TP-040101
	31.102
	227
	-
	3.16.0
	R99
	Correction of presence indication for NIA, VGCS/VBS files
	approved
	F
	3.17.0
	Characteristics of the USIM application
	TEI
	T3

	TP-040101
	31.102
	228
	-
	4.12.0
	Rel-4
	Correction of presence indication for NIA, VGCS/VBS files
	approved
	A
	4.13.0
	Characteristics of the USIM application
	TEI
	T3

	TP-040101
	31.102
	229
	-
	5.8.0
	Rel-5
	Correction of presence indication for NIA, VGCS/VBS files
	approved
	A
	5.9.0
	Characteristics of the USIM application
	TEI
	T3

	TP-040101
	31.102
	230
	-
	6.5.0
	Rel-6
	Correction of presence indication for NIA, VGCS/VBS files
	approved
	A
	6.6.0
	Characteristics of the USIM application
	TEI
	T3

	TP-040101
	31.102
	231
	-
	6.5.0
	Rel-6
	Addition of WLAN files
	approved
	B
	6.6.0
	Characteristics of the USIM application
	WLAN
	T3

	TP-040101
	31.102
	232
	-
	6.5.0
	Rel-6
	Correction of Phonebook example
	approved
	A
	6.6.0
	Characteristics of the USIM application
	TEI
	T3

	TP-040102
	31.103
	015
	-
	6.3.0
	Rel-6
	Clarification that the P-CSCF address shall not be used by a 3GPP terminal accessing a Interworking WLAN
	approved
	F
	6.4.0
	Characteristics of the IP Multimedia Services Identity Module (ISIM) application
	TEI
	T3

	TP-040103
	31.111
	107
	-
	6.1.0
	Rel-6
	Suppression of redundant description of Icon Identifier
	approved
	F
	6.2.0
	Universal Subscriber Identity Module Application Toolkit (USAT)
	TEI
	T3

	TP-040103
	31.111
	108
	-
	6.1.0
	Rel-6
	Alignement with new features in SCP TS 102 223
	approved
	B
	6.2.0
	Universal Subscriber Identity Module Application Toolkit (USAT)
	TEI
	T3

	TP-040103
	31.111
	109
	-
	6.1.0
	Rel-6
	Correction of the value of UTRAN packet service in the bearer description
	approved
	F
	6.2.0
	Universal Subscriber Identity Module Application Toolkit (USAT)
	TEI
	T3

	TP-040104
	31.121
	030
	-
	3.8.0
	R99
	Removal of EF_RPLMNACT and related tests
	approved
	F
	3.9.0
	UICC-terminal interface; Universal Subscriber Identity Module (USIM) application test specification
	TEI
	T3

	TP-040104
	31.121
	031
	-
	4.7.0
	Rel-4
	Removal of EF_RPLMNACT and related tests
	approved
	A
	4.8.0
	UICC-terminal interface; Universal Subscriber Identity Module (USIM) application test specification
	TEI
	T3

	TP-040104
	31.121
	032
	-
	3.8.0
	R99
	Security related tests
	approved
	F
	3.9.0
	UICC-terminal interface; Universal Subscriber Identity Module (USIM) application test specification
	TEI
	T3

	TP-040104
	31.121
	033
	-
	4.7.0
	Rel-4
	Security related tests
	approved
	F
	4.8.0
	UICC-terminal interface; Universal Subscriber Identity Module (USIM) application test specification
	TEI
	T3

	SP-040239
	32.101
	024
	-
	5.5.0
	Rel-6
	Subscription Management Corrections - Align with S5's 32.140/1
	approved
	F
	6.0.0
	Telecommunication management; Principles and high level requirements
	OAM-AR
	S5

	SP-040239
	32.101
	025
	-
	5.5.0
	Rel-6
	Align with S5 SWGC WT01 Security terminology and architecture
	approved
	F
	6.0.0
	Telecommunication management; Principles and high level requirements
	OAM-AR
	S5

	SP-040240
	32.102
	036
	-
	6.2.0
	Rel-6
	Update of new entities for 3GPP system and WLAN interworking - Align with SA2's 24.244
	approved
	F
	6.3.0
	Telecommunication management; Architecture
	OAM-AR
	S5

	SP-040265
	32.104
	013
	-
	3.7.0
	R99
	Correction in requirement for granularity periods
	approved
	F
	3.8.0
	Telecommunication management; 3G Performance Management
	OAM-PM
	S5

	SP-040241
	32.111-2
	030
	-
	4.6.0
	Rel-4
	Incorrect alarm interface class diagram
	approved
	F
	4.7.0
	Telecommunication management; Fault Management; Part 2: Alarm Integration Reference Point (IRP): Information Service (IS)
	OAM-FM
	S5

	SP-040242
	32.152
	001
	-
	6.0.0
	Rel-6
	UML Repertoire Updates (Associations)
	approved
	C
	6.1.0
	Telecommunication management; Integration Reference Point (IRP) Information Service (IS) Unified Modelling Language (UML) repertoire
	OAM-NIM
	S5

	SP-040275
	32.200
	028
	-
	5.6.0
	Rel-5
	Add missing charging principles for CAMEL CPH – Align with CN2's 24.078
	approved
	F
	5.7.0
	Telecommunication management; Charging management; Charging principles
	OAM-CH
	S5

	SP-040275
	32.205
	026
	-
	5.6.0
	Rel-5
	Add Charging Data Description for CAMEL CPH - Align with CN2's 24.078
	approved
	F
	5.7.0
	Telecommunication management; Charging management; Charging data description for the Circuit Switched (CS) domain
	OAM-CH
	S5

	SP-040276
	32.215
	033
	-
	4.7.0
	Rel-4
	Correction of QoS information definition
	approved
	F
	4.8.0
	Telecommunication management; Charging management; Charging data description for the Packet Switched (PS) domain
	OAM-CH
	S5

	SP-040277
	32.215
	034
	-
	4.7.0
	Rel-4
	Correction to the selection and use of charging characteristics and profiles
	approved
	F
	4.8.0
	Telecommunication management; Charging management; Charging data description for the Packet Switched (PS) domain
	OAM-CH
	S5

	SP-040277
	32.215
	035
	-
	5.5.0
	Rel-5
	Correction to the selection and use of charging characteristics and profiles
	approved
	A
	5.6.0
	Telecommunication management; Charging management; Charging data description for the Packet Switched (PS) domain
	OAM-CH
	S5

	SP-040278
	32.225
	026
	-
	5.5.0
	Rel-5
	Correction of reference to security specification
	approved
	F
	5.6.0
	Telecommunication management; Charging management; Charging data description for the IP Multimedia Subsystem (IMS)
	OAM-CH
	S5

	SP-040278
	32.225
	027
	-
	5.5.0
	Rel-5
	Correction on CauseForRecordClosing
	approved
	F
	5.6.0
	Telecommunication management; Charging management; Charging data description for the IP Multimedia Subsystem (IMS)
	OAM-CH
	S5

	SP-040278
	32.225
	028
	-
	5.5.0
	Rel-5
	Correction of Diameter credit control protocol reference - Align with RFC 3588
	approved
	F
	5.6.0
	Telecommunication management; Charging management; Charging data description for the IP Multimedia Subsystem (IMS)
	OAM-CH
	S5

	SP-040243
	32.322
	001
	-
	5.0.1
	Rel-5
	Add missing parameter to the operation initiateTests
	approved
	F
	5.1.0
	Telecommunication management; Test management Integration Reference Point (IRP): Information Service (IS)
	OAM-NIM
	S5

	SP-040243
	32.323
	001
	-
	5.0.1
	Rel-5
	Add missing parameter to the operation initiateTests
	approved
	F
	5.1.0
	Telecommunication management; Test management Integration Reference Point (IRP): Common Object Request Broker Architecture (CORBA) Solution Set (SS)
	OAM-NIM
	S5

	SP-040243
	32.324
	001
	-
	5.0.1
	Rel-5
	Add missing parameter to the operation initiateTests
	approved
	F
	5.1.0
	Telecommunication management; Test management Integration Reference Point (IRP): Common Management Information Protocol (CMIP) Solution Set (SS)
	OAM-NIM
	S5

	SP-040247
	32.362
	002
	-
	6.1.0
	Rel-6
	Correct and clarify semantics of notification parameters and notification table
	approved
	F
	6.2.0
	Telecommunication management; Entry Point (EP) Integration Reference Point (IRP): Information Service (IS)
	OAM-NIM
	S5

	SP-040248
	32.363
	001
	-
	6.0.0
	Rel-6
	Clarification of return value of getIRPReference and Correction of Distinguished Name (DN) and IDL errors
	approved
	F
	6.1.0
	Telecommunication management; Entry Point (EP) Integration Reference Point (IRP): Common Object Request Broker Architecture (CORBA) Solution Set (SS)
	OAM-NIM
	S5

	SP-040265
	32.401
	013
	-
	4.3.0
	Rel-4
	Correction in requirement for granularity periods
	approved
	A
	4.4.0
	Telecommunication management; Performance Management (PM); Concept and requirements
	OAM-PM
	S5

	SP-040265
	32.401
	014
	-
	5.2.0
	Rel-5
	Correction in requirement for granularity periods
	approved
	A
	5.3.0
	Telecommunication management; Performance Management (PM); Concept and requirements
	OAM-PM
	S5

	SP-040265
	32.401
	015
	-
	6.1.0
	Rel-6
	Correction in requirement for granularity periods
	approved
	A
	6.2.0
	Telecommunication management; Performance Management (PM); Concept and requirements
	OAM-PM
	S5

	SP-040266
	32.403
	030
	-
	4.6.0
	Rel-4
	Correction of “Inter-RAT handover” measurements
	approved
	F
	4.7.0
	Telecommunication management; Performance Management (PM); Performance measurements - UMTS and combined UMTS/GSM
	OAM-PM
	S5

	SP-040266
	32.403
	031
	-
	5.6.0
	Rel-5
	Correction of “Inter-RAT handover” measurements
	approved
	A
	5.7.0
	Telecommunication management; Performance Management (PM); Performance measurements - UMTS and combined UMTS/GSM
	OAM-PM
	S5

	SP-040266
	32.403
	032
	-
	6.3.0
	Rel-6
	Correction of “Inter-RAT handover” measurements
	approved
	A
	6.4.0
	Telecommunication management; Performance Management (PM); Performance measurements - UMTS and combined UMTS/GSM
	OAM-PM
	S5

	SP-040267
	32.403
	033
	-
	4.6.0
	Rel-4
	Correction of “RAB assignment” measurements
	approved
	F
	4.7.0
	Telecommunication management; Performance Management (PM); Performance measurements - UMTS and combined UMTS/GSM
	OAM-PM
	S5

	SP-040267
	32.403
	034
	-
	5.6.0
	Rel-5
	Correction of “RAB assignment” measurements
	approved
	A
	5.7.0
	Telecommunication management; Performance Management (PM); Performance measurements - UMTS and combined UMTS/GSM
	OAM-PM
	S5

	SP-040267
	32.403
	035
	-
	6.3.0
	Rel-6
	Correction of “RAB assignment” measurements
	approved
	B
	6.4.0
	Telecommunication management; Performance Management (PM); Performance measurements - UMTS and combined UMTS/GSM
	OAM-PM
	S5

	SP-040269
	32.403
	036
	-
	4.6.0
	Rel-4
	Correction of “hard handover” measurement definitions
	approved
	F
	4.7.0
	Telecommunication management; Performance Management (PM); Performance measurements - UMTS and combined UMTS/GSM
	OAM-PM
	S5

	SP-040269
	32.403
	037
	-
	5.6.0
	Rel-5
	Correction of “hard handover” measurement definitions
	approved
	A
	5.7.0
	Telecommunication management; Performance Management (PM); Performance measurements - UMTS and combined UMTS/GSM
	OAM-PM
	S5

	SP-040269
	32.403
	038
	-
	6.3.0
	Rel-6
	Correction of “hard handover” measurement definitions
	approved
	A
	6.4.0
	Telecommunication management; Performance Management (PM); Performance measurements - UMTS and combined UMTS/GSM
	OAM-PM
	S5

	SP-040270
	32.403
	039
	-
	6.3.0
	Rel-6
	Addition of the measurements about RAB modification and RAB release by CN
	approved
	B
	6.4.0
	Telecommunication management; Performance Management (PM); Performance measurements - UMTS and combined UMTS/GSM
	OAM-PM
	S5

	SP-040271
	32.411
	003
	-
	6.2.0
	Rel-6
	Clarify threshold alarm trigger condition – Align with 32.401 and ITU-T Q.822
	approved
	F
	6.3.0
	Telecommunication management; Performance Management (PM) Integration Reference Point (IRP): Requirements
	OAM-PM
	S5

	SP-040272
	32.412
	001
	-
	6.0.0
	Rel-6
	Clarify and correct the specification of notifications of Monitor
	approved
	F
	6.1.0
	Telecommunication management; Performance Management (PM) Integration Reference Point (IRP): Information Service (IS)
	OAM-PM
	S5

	SP-040272
	32.412
	002
	-
	6.0.0
	Rel-6
	Add constraint that PM threshold hysteresis must be positive
	approved
	F
	6.1.0
	Telecommunication management; Performance Management (PM) Integration Reference Point (IRP): Information Service (IS)
	OAM PM
	S5

	SP-040273
	32.413
	001
	-
	6.0.0
	Rel-6
	Correction and enhancement of data type definitions in IDL files
	approved
	F
	6.1.0
	Telecommunication management; Performance Management (PM) Integration Reference Point (IRP): Common Object Request Broker Architecture (CORBA) Solution Set (SS)
	OAM-PM
	S5

	SP-040259
	32.615
	014
	-
	5.4.0
	Rel-5
	Removal of XML schema URI dependencies
	approved
	F
	5.5.0
	Telecommunication management; Configuration Management (CM); Bulk CM Integration Reference Point (IRP): eXtensible Markup Language (XML) file format definition
	OAM-NIM
	S5

	SP-040258
	32.615
	015
	-
	4.4.0
	Rel-4
	Correction of the annex related to XML schema electronic files publication
	approved
	F
	4.5.0
	Telecommunication management; Configuration Management (CM); Bulk CM Integration Reference Point (IRP): eXtensible Markup Language (XML) file format definition
	OAM-CM
	S5

	SP-040258
	32.615
	016
	-
	5.4.0
	Rel-5
	Correction of the annex related to XML schema electronic files publication
	approved
	A
	5.5.0
	Telecommunication management; Configuration Management (CM); Bulk CM Integration Reference Point (IRP): eXtensible Markup Language (XML) file format definition
	OAM-CM
	S5

	SP-040254
	32.615
	017
	-
	5.4.0
	Rel-5
	The specification does not support all UMTS frequency bands
	approved
	F
	5.5.0
	Telecommunication management; Configuration Management (CM); Bulk CM Integration Reference Point (IRP): eXtensible Markup Language (XML) file format definition
	OAM-NIM
	S5

	SP-040249
	32.622
	015
	-
	5.3.0
	Rel-5
	Add missing attribute constraints for dnPrefix
	approved
	F
	5.4.0
	Telecommunication management; Configuration Management (CM); Generic network resources Integration Reference Point (IRP): Network Resource Model (NRM)
	OAM-NIM
	S5

	SP-040249
	32.622
	016
	-
	6.1.0
	Rel-6
	Add missing attribute constraints for dnPrefix
	approved
	A
	6.2.0
	Telecommunication management; Configuration Management (CM); Generic network resources Integration Reference Point (IRP): Network Resource Model (NRM)
	OAM-NIM
	S5

	SP-040251
	32.622
	017
	-
	5.3.0
	Rel-5
	Correction of legal values for managedElementType attribute
	approved
	F
	5.4.0
	Telecommunication management; Configuration Management (CM); Generic network resources Integration Reference Point (IRP): Network Resource Model (NRM)
	OAM-NIM
	S5

	SP-040251
	32.622
	018
	-
	6.1.0
	Rel-6
	Correction of legal values for managedElementType attribute
	approved
	A
	6.2.0
	Telecommunication management; Configuration Management (CM); Generic network resources Integration Reference Point (IRP): Network Resource Model (NRM)
	OAM-NIM
	S5

	SP-040251
	32.623
	010
	-
	5.2.0
	Rel-5
	Correction of legal values for managedElementType attribute
	approved
	F
	5.3.0
	Telecommunication management; Configuration Management (CM); Generic network resources Integration Reference Point (IRP): Common Object Request Broker Architecture (CORBA) Solution Set (SS)
	OAM-NIM
	S5

	SP-040251
	32.623
	011
	-
	6.1.0
	Rel-6
	Correction of legal values for managedElementType attribute
	approved
	A
	6.2.0
	Telecommunication management; Configuration Management (CM); Generic network resources Integration Reference Point (IRP): Common Object Request Broker Architecture (CORBA) Solution Set (SS)
	OAM-NIM
	S5

	SP-040252
	32.624
	014
	-
	5.3.0
	Rel-5
	Add missing mappings for the attributes of the managementScope association – Align with the IS 32.622
	approved
	F
	5.4.0
	Telecommunication management; Configuration Management (CM); Generic network resources: Integration Reference Point (IRP): Common Management Information Protocol (CMIP) Solution Set (SS)
	OAM-NIM
	S5

	SP-040253
	32.624
	015
	-
	5.3.0
	Rel-6
	Add the attribute SetOfMcc to the MOC SubNetwork -Align with IS 32.622
	approved
	B
	6.0.0
	Telecommunication management; Configuration Management (CM); Generic network resources: Integration Reference Point (IRP): Common Management Information Protocol (CMIP) Solution Set (SS)
	OAM-NIM
	S5

	SP-040250
	32.624
	016
	-
	4.5.0
	Rel-4
	Add missing capability for instances of a subclassed MOC subNetwork to contain itself – Align with the IS 32.622
	approved
	F
	4.6.0
	Telecommunication management; Configuration Management (CM); Generic network resources: Integration Reference Point (IRP): Common Management Information Protocol (CMIP) Solution Set (SS)
	OAM-CM
	S5

	SP-040250
	32.624
	017
	-
	5.3.0
	Rel-5
	Add missing capability for instances of a subclassed MOC subNetwork to contain itself – Align with the IS 32.622
	approved
	A
	5.4.0
	Telecommunication management; Configuration Management (CM); Generic network resources: Integration Reference Point (IRP): Common Management Information Protocol (CMIP) Solution Set (SS)
	OAM-CM
	S5

	SP-040251
	32.624
	018
	-
	5.3.0
	Rel-5
	Correction of legal values for managedElementType attribute
	approved
	F
	5.4.0
	Telecommunication management; Configuration Management (CM); Generic network resources: Integration Reference Point (IRP): Common Management Information Protocol (CMIP) Solution Set (SS)
	OAM-NIM
	S5

	SP-040259
	32.625
	006
	-
	5.2.0
	Rel-5
	Removal of XML schema URI dependencies
	approved
	F
	5.3.0
	Telecommunication management; Configuration Management (CM); Generic network resources Integration Reference Point (IRP): Bulk CM eXtensible Markup Language (XML) file format definition
	OAM-NIM
	S5

	SP-040259
	32.625
	007
	-
	6.1.0
	Rel-6
	Removal of XML schema URI dependencies
	approved
	A
	6.2.0
	Telecommunication management; Configuration Management (CM); Generic network resources Integration Reference Point (IRP): Bulk CM eXtensible Markup Language (XML) file format definition
	OAM-NIM
	S5

	SP-040258
	32.625
	008
	-
	5.2.0
	Rel-5
	Correction of the annex related to XML schema electronic files publication
	approved
	F
	5.3.0
	Telecommunication management; Configuration Management (CM); Generic network resources Integration Reference Point (IRP): Bulk CM eXtensible Markup Language (XML) file format definition
	OAM-NIM
	S5

	SP-040258
	32.625
	009
	-
	6.1.0
	Rel-6
	Correction of the annex related to XML schema electronic files publication
	approved
	A
	6.2.0
	Telecommunication management; Configuration Management (CM); Generic network resources Integration Reference Point (IRP): Bulk CM eXtensible Markup Language (XML) file format definition
	OAM-NIM
	S5

	SP-040251
	32.625
	010
	-
	5.2.0
	Rel-5
	Correction of legal values for managedElementType attribute
	approved
	F
	5.3.0
	Telecommunication management; Configuration Management (CM); Generic network resources Integration Reference Point (IRP): Bulk CM eXtensible Markup Language (XML) file format definition
	OAM-NIM
	S5

	SP-040251
	32.625
	011
	-
	6.1.0
	Rel-6
	Correction of legal values for managedElementType attribute
	approved
	A
	6.2.0
	Telecommunication management; Configuration Management (CM); Generic network resources Integration Reference Point (IRP): Bulk CM eXtensible Markup Language (XML) file format definition
	OAM-NIM
	S5

	SP-040259
	32.635
	004
	-
	5.2.0
	Rel-5
	Removal of XML schema URI dependencies
	approved
	F
	5.3.0
	Telecommunication management; Configuration Management (CM); Core network resources Integration Reference Point (IRP): Bulk CM eXtensible Markup Language (XML) file format definition
	OAM-NIM
	S5

	SP-040258
	32.635
	005
	-
	5.2.0
	Rel-5
	Correction of the annex related to XML schema electronic files publication
	approved
	F
	5.3.0
	Telecommunication management; Configuration Management (CM); Core network resources Integration Reference Point (IRP): Bulk CM eXtensible Markup Language (XML) file format definition
	OAM-NIM
	S5

	SP-040254
	32.642
	020
	-
	5.3.0
	Rel-5
	Correction of the supported UMTS frequencies
	approved
	F
	5.4.0
	Telecommunication management; Configuration Management (CM); UTRAN network resources Integration Reference Point (IRP): Network Resource Model (NRM)
	OAM-NIM
	S5

	SP-040254
	32.642
	021
	-
	6.0.0
	Rel-6
	Correction of the supported UMTS frequencies
	approved
	A
	6.1.0
	Telecommunication management; Configuration Management (CM); UTRAN network resources Integration Reference Point (IRP): Network Resource Model (NRM)
	OAM-NIM
	S5

	SP-040254
	32.643
	008
	-
	5.2.0
	Rel-5
	The specification does not support all UMTS frequency bands
	approved
	F
	5.3.0
	Telecommunication management; Configuration Management (CM); UTRAN network resources Integration Reference Point (IRP): Common Object Request Broker Architecture (CORBA) Solution Set (SS)
	OAM-NIM
	S5

	SP-040254
	32.643
	009
	-
	6.0.0
	Rel-6
	The specification does not support all UMTS frequency bands
	approved
	A
	6.1.0
	Telecommunication management; Configuration Management (CM); UTRAN network resources Integration Reference Point (IRP): Common Object Request Broker Architecture (CORBA) Solution Set (SS)
	OAM-NIM
	S5

	SP-040255
	32.644
	012
	-
	5.4.0
	Rel-5
	Correction of type of the attributes cId, localCellId and rncId
	approved
	F
	5.5.0
	Telecommunication management; Configuration Management (CM); UTRAN network resources Integration Reference Point (IRP): Common Management Information Protocol (CMIP) Solution Set (SS)
	OAM-NIM
	S5

	SP-040254
	32.644
	013
	-
	5.4.0
	Rel-5
	The specification does not support all UMTS frequency bands
	approved
	F
	5.5.0
	Telecommunication management; Configuration Management (CM); UTRAN network resources Integration Reference Point (IRP): Common Management Information Protocol (CMIP) Solution Set (SS)
	OAM-NIM
	S5

	SP-040259
	32.645
	008
	-
	5.4.0
	Rel-5
	Removal of XML schema URI dependencies
	approved
	F
	5.5.0
	Telecommunication management; Configuration Management (CM); UTRAN network resources Integration Reference Point (IRP): Bulk CM eXtensible Markup Language (XML) file format definition
	OAM-NIM
	S5

	SP-040258
	32.645
	009
	-
	5.4.0
	Rel-5
	Correction of the annex related to XML schema electronic files publication
	approved
	F
	5.5.0
	Telecommunication management; Configuration Management (CM); UTRAN network resources Integration Reference Point (IRP): Bulk CM eXtensible Markup Language (XML) file format definition
	OAM-NIM
	S5

	SP-040254
	32.645
	010
	-
	5.4.0
	Rel-5
	The specification does not support all UMTS frequency bands
	approved
	F
	5.5.0
	Telecommunication management; Configuration Management (CM); UTRAN network resources Integration Reference Point (IRP): Bulk CM eXtensible Markup Language (XML) file format definition
	OAM-NIM
	S5

	SP-040256
	32.645
	011
	-
	5.4.0
	Rel-6
	Add XML definitions for support of TDD modes
	approved
	B
	6.0.0
	Telecommunication management; Configuration Management (CM); UTRAN network resources Integration Reference Point (IRP): Bulk CM eXtensible Markup Language (XML) file format definition
	OAM-NIM
	S5

	SP-040257
	32.654
	009
	-
	5.3.0
	Rel-5
	Correction of the type of the plmnPermittd attribute
	approved
	F
	5.4.0
	Telecommunication management; Configuration Management (CM); GERAN network resources Integration Reference Point (IRP): Common Management Information Protocol (CMIP) Solution Set (SS)
	OAM-NIM
	S5

	SP-040259
	32.655
	007
	-
	5.4.0
	Rel-5
	Removal of XML schema URI dependencies
	approved
	F
	5.5.0
	Telecommunication management; Configuration Management (CM); GERAN network resources Integration Reference Point (IRP): Bulk CM eXtensible Markup Language (XML) file format definition
	OAM-NIM
	S5

	SP-040258
	32.655
	008
	-
	5.4.0
	Rel-5
	Correction of the annex related to XML schema electronic files publication
	approved
	F
	5.5.0
	Telecommunication management; Configuration Management (CM); GERAN network resources Integration Reference Point (IRP): Bulk CM eXtensible Markup Language (XML) file format definition
	OAM-NIM
	S5

	SP-040254
	32.655
	009
	-
	5.4.0
	Rel-5
	The specification does not support all UMTS frequency bands
	approved
	F
	5.5.0
	Telecommunication management; Configuration Management (CM); GERAN network resources Integration Reference Point (IRP): Bulk CM eXtensible Markup Language (XML) file format definition
	OAM-NIM
	S5

	SP-040260
	32.661
	003
	-
	6.0.0
	Rel-6
	Add State Management Support to Kernel CM IRP Requirements
	approved
	B
	6.1.0
	Telecommunication management; Configuration Management (CM); Kernel CM; Requirements
	OAM-NIM
	S5

	SP-040260
	32.662
	006
	-
	6.2.0
	Rel-6
	Add State Management Support to Kernel CM IRP IS
	approved
	B
	6.3.0
	Telecommunication management; Configuration Management (CM); Kernel CM; Information service (IS)
	OAM-NIM
	S5

	SP-040261
	32.663
	003
	-
	5.1.0
	Rel-5
	Add Missing CorrelatedNotificationSetType definition
	approved
	F
	5.2.0
	Telecommunication management; Configuration Management (CM); Kernel CM Integration Reference Point (IRP): Common Object Request Broker Architecture (CORBA) Solution Set (SS)
	OAM-NIM
	S5

	SP-040261
	32.663
	004
	-
	6.0.0
	Rel-6
	Add Missing CorrelatedNotificationSetType definition
	approved
	A
	6.1.0
	Telecommunication management; Configuration Management (CM); Kernel CM Integration Reference Point (IRP): Common Object Request Broker Architecture (CORBA) Solution Set (SS)
	OAM-NIM
	S5

	SP-040370
	33.102
	184
	-
	5.3.0
	Rel-5
	Handling of key sets at inter-system change
	approved
	F
	5.4.0
	3G security; Security architecture
	SEC1-NDS
	S3

	SP-040370
	33.102
	185
	-
	6.0.0
	Rel-6
	Handling of key sets at inter-system change
	approved
	A
	6.1.0
	3G security; Security architecture
	SEC1-NDS
	S3

	SP-040369
	33.102
	186
	-
	6.0.0
	Rel-6
	Clarification on Authentication re-attempt parameter
	approved
	F
	6.1.0
	3G security; Security architecture
	SEC1
	S3

	SP-040371
	33.105
	021
	-
	4.1.0
	Rel-4
	Correction of inconsistencies in AK computation for re-synchronisation
	approved
	F
	4.2.0
	Cryptographic algorithm requirements
	SEC1
	S3

	SP-040396
	33.106
	007
	-
	6.0.0
	Rel-6
	Clarification on delivery of IRI and CC
	approved
	F
	6.1.0
	Lawful interception requirements
	SEC1-LI
	S3

	SP-040397
	33.107
	036
	-
	6.1.0
	Rel-6
	Correction on Network initiated Mobile Station Detach signalling flow
	approved
	F
	6.2.0
	3G security; Lawful interception architecture and functions
	SEC1-LI
	S3

	SP-040398
	33.107
	037
	-
	6.1.0
	Rel-6
	TEL-URL missing in activation of LI in the CSCFs
	approved
	F
	6.2.0
	3G security; Lawful interception architecture and functions
	SEC1-LI
	S3

	SP-040399
	33.107
	038
	-
	6.1.0
	Rel-6
	Correction on the use of session initiator parameter
	approved
	F
	6.2.0
	3G security; Lawful interception architecture and functions
	SEC1-LI
	S3

	SP-040400
	33.107
	039
	-
	6.1.0
	Rel-6
	Correction to HLR interception event name
	approved
	F
	6.2.0
	3G security; Lawful interception architecture and functions
	SEC1-LI
	S3

	SP-040401
	33.107
	040
	-
	6.1.0
	Rel-6
	Clarification for Push to talk over Cellular
	approved
	F
	6.2.0
	3G security; Lawful interception architecture and functions
	SEC1-LI
	S3

	SP-040402
	33.107
	041
	-
	6.1.0
	Rel-6
	Adding an encryption parameter to IRI across X2 interface
	approved
	F
	6.2.0
	3G security; Lawful interception architecture and functions
	SEC1-LI
	S3

	SP-040403
	33.107
	042
	-
	6.1.0
	Rel-6
	References
	approved
	F
	6.2.0
	3G security; Lawful interception architecture and functions
	SEC1-LI
	S3

	SP-040404
	33.107
	043
	-
	6.1.0
	Rel-6
	Enhancements for the Functional Architecture chapter
	approved
	F
	6.2.0
	3G security; Lawful interception architecture and functions
	SEC1-LI
	S3

	SP-040405
	33.108
	045
	-
	6.5.0
	Rel-6
	Correction on interception identities in multi-media domain
	approved
	F
	6.6.0
	3G security; Handover interface for Lawful Interception (LI)
	SEC1-LI
	S3

	SP-040406
	33.108
	046
	-
	5.7.0
	Rel-5
	WGS 84 coordinates length correction
	approved
	F
	5.8.0
	3G security; Handover interface for Lawful Interception (LI)
	SEC1-LI
	S3

	SP-040406
	33.108
	047
	-
	6.5.0
	Rel-6
	WGS 84 coordinates length correction
	approved
	A
	6.6.0
	3G security; Handover interface for Lawful Interception (LI)
	SEC1-LI
	S3

	SP-040407
	33.108
	048
	-
	6.5.0
	Rel-6
	CR offering alignment to ETSI TS 101 671
	approved
	F
	6.6.0
	3G security; Handover interface for Lawful Interception (LI)
	SEC1-LI
	S3

	SP-040408
	33.108
	049
	-
	6.5.0
	Rel-6
	Additional text for Definition and Acronym section
	approved
	F
	6.6.0
	3G security; Handover interface for Lawful Interception (LI)
	SEC1-LI
	S3

	SP-040372
	33.203
	066
	-
	6.2.0
	Rel-6
	Correction on IMS confidentiality protection
	approved
	F
	6.3.0
	3G security; Access security for IP-based services
	IMS-ASEC
	S3

	SP-040373
	33.203
	067
	-
	6.2.0
	Rel-6
	SIP Privacy mechanism when IMS interworking with non-IMS (foreign) network
	approved
	B
	6.3.0
	3G security; Access security for IP-based services
	IMS-ASEC
	S3

	SP-040374
	33.210
	016
	-
	6.4.0
	Rel-6
	Diffie-Hellman groups in NDS/IP
	approved
	F
	6.5.0
	3G security; Network Domain Security (NDS); IP network layer security
	SEC-NDS-IP
	S3

	SP-040375
	33.220
	001
	-
	6.0.0
	Rel-6
	Removal of Annex A
	approved
	D
	6.1.0
	Generic Authentication Architecture (GAA); Generic bootstrapping architecture
	SEC1-SC
	S3

	SP-040376
	33.220
	002
	-
	6.0.0
	Rel-6
	NAF remove the security associations
	approved
	F
	6.1.0
	Generic Authentication Architecture (GAA); Generic bootstrapping architecture
	SEC1-SC
	S3

	SP-040377
	33.220
	003
	-
	6.0.0
	Rel-6
	Removal of editors notes on Transaction Identifiers
	revised
	D
	
	Generic Authentication Architecture (GAA); Generic bootstrapping architecture
	SEC1-SC
	S3

	SP-040447
	33.220
	003
	1
	6.0.0
	Rel-6
	Removal of editors notes on Transaction Identifiers
	approved
	F
	6.1.0
	Generic Authentication Architecture (GAA); Generic bootstrapping architecture
	SEC1-SC
	S3

	SP-040378
	33.220
	004
	-
	6.0.0
	Rel-6
	Introduction of a UICC-based Generic Bootstrapping Architecture
	revised
	B
	
	Generic Authentication Architecture (GAA); Generic bootstrapping architecture
	SEC1-SC
	S3

	SP-040448
	33.220
	004
	1
	6.0.0
	Rel-6
	Introduction of a UICC-based Generic Bootstrapping Architecture
	approved
	B
	6.1.0
	Generic Authentication Architecture (GAA); Generic bootstrapping architecture
	SEC1-SC
	S3

	SP-040379
	33.220
	005
	-
	6.0.0
	Rel-6
	Editorial corrections to TS 33.220
	approved
	D
	6.1.0
	Generic Authentication Architecture (GAA); Generic bootstrapping architecture
	SEC1-SC
	S3

	SP-040380
	33.220
	006
	-
	6.0.0
	Rel-6
	Support for NAF in visited network
	approved
	B
	6.1.0
	Generic Authentication Architecture (GAA); Generic bootstrapping architecture
	SEC1-SC
	S3

	SP-040381
	33.220
	007
	-
	6.0.0
	Rel-6
	Editorial changes and clarifications to TS 33.220
	approved
	D
	6.1.0
	Generic Authentication Architecture (GAA); Generic bootstrapping architecture
	SEC1-SC
	S3

	SP-040382
	33.220
	008
	-
	6.0.0
	Rel-6
	Multiple key derivation mandatory
	approved
	C
	6.1.0
	Generic Authentication Architecture (GAA); Generic bootstrapping architecture
	SEC1-SC
	S3

	SP-040383
	33.220
	009
	-
	6.0.0
	Rel-6
	NAF’s public hostname verification
	approved
	C
	6.1.0
	Generic Authentication Architecture (GAA); Generic bootstrapping architecture
	SEC1-SC
	S3

	SP-040384
	33.234
	001
	-
	6.0.0
	Rel-6
	Profiling of IKEv2 and ESP for NAT traversal
	approved
	F
	6.1.0
	3G security; Wireless Local Area Network (WLAN) interworking security
	WLAN
	S3

	SP-040385
	33.234
	002
	-
	6.0.0
	Rel-6
	Sending of temporary identities from WLAN UE
	approved
	F
	6.1.0
	3G security; Wireless Local Area Network (WLAN) interworking security
	WLAN
	S3

	SP-040386
	33.234
	003
	-
	6.0.0
	Rel-6
	Extension of IKEv2 and IPsec profiles
	approved
	F
	6.1.0
	3G security; Wireless Local Area Network (WLAN) interworking security
	WLAN
	S3

	SP-040387
	33.234
	004
	-
	6.0.0
	Rel-6
	Support of EAP SIM and AKA in AAA server and WLAN UE
	revised
	F
	
	3G security; Wireless Local Area Network (WLAN) interworking security
	WLAN
	S3

	SP-040462
	33.234
	004
	1
	6.0.0
	Rel-6
	Support of EAP SIM and AKA in AAA server and WLAN UE
	withdrawn
	F
	
	3G security; Wireless Local Area Network (WLAN) interworking security
	WLAN
	S3

	SP-040463
	33.234
	004
	1
	6.0.0
	Rel-6
	Support of EAP SIM and AKA in AAA server and WLAN UE
	approved
	F
	6.1.0
	3G security; Wireless Local Area Network (WLAN) interworking security
	WLAN
	S3

	SP-040388
	33.234
	005
	-
	6.0.0
	Rel-6
	Introduction of UE split alternative 2 in TS 33.234
	approved
	F
	6.1.0
	3G security; Wireless Local Area Network (WLAN) interworking security
	WLAN
	S3

	SP-040389
	33.234
	006
	-
	6.0.0
	Rel-6
	Re-authentication failure notification to HSS
	approved
	F
	6.1.0
	3G security; Wireless Local Area Network (WLAN) interworking security
	WLAN
	S3

	SP-040390
	33.234
	007
	-
	6.0.0
	Rel-6
	Identity request procedure clarification
	approved
	F
	6.1.0
	3G security; Wireless Local Area Network (WLAN) interworking security
	WLAN
	S3

	SP-040391
	33.234
	008
	-
	6.0.0
	Rel-6
	WLAN mechanism to allow restrictions on simultaneous sessions
	approved
	C
	6.1.0
	3G security; Wireless Local Area Network (WLAN) interworking security
	WLAN
	S3

	SP-040392
	33.234
	009
	-
	6.0.0
	Rel-6
	Requirement on keeping WLAN access keys independent from 2G/3G access keys stored in USIM
	approved
	F
	6.1.0
	3G security; Wireless Local Area Network (WLAN) interworking security
	WLAN
	S3

	SP-040393
	33.310
	001
	-
	6.0.0
	Rel-6
	Removal of inconsistencies regarding SEG actions during IKE phase 1
	approved
	F
	6.1.0
	Network domain security; Authentication framework (NDS/AF)
	SEC1-NDS-AF
	S3

	SP-040394
	33.310
	002
	-
	6.0.0
	Rel-6
	Removal of unnecessary restriction on CA path length
	approved
	F
	6.1.0
	Network domain security; Authentication framework (NDS/AF)
	SEC1-NDS-AF
	S3

	SP-040395
	33.310
	003
	-
	6.0.0
	Rel-6
	Correction of ‘Extended key usage’ extension in SEG Certificate profile
	approved
	F
	6.1.0
	Network domain security; Authentication framework (NDS/AF)
	SEC1-NDS-AF
	S3

	TP-040112
	34.108
	306
	-
	3.15.0
	R99
	CR to TS 34.108 R99, Correction to IEs “START” and “ul_CounterSynchronisationInfo”.
	approved
	F
	3.16.0
	Common test environments for User Equipment (UE) conformance testing
	TEI
	T1

	TP-040112
	34.108
	307
	-
	4.10.0
	Rel-4
	CR to TS 34.108 Rel4, Correction to IEs “START” and “ul_CounterSynchronisationInfo”.
	approved
	F
	4.11.0
	Common test environments for User Equipment (UE) conformance testing
	TEI
	T1

	TP-040112
	34.108
	308
	-
	5.0.0
	Rel-5
	CR to TS 34.108 Rel5, Correction to IEs “START” and “ul_CounterSynchronisationInfo”.
	approved
	F
	5.1.0
	Common test environments for User Equipment (UE) conformance testing
	TEI
	T1

	TP-040112
	34.108
	309
	-
	5.0.0
	Rel-5
	Correction to HSDPA reference radio bearer configurations
	approved
	F
	5.1.0
	Common test environments for User Equipment (UE) conformance testing
	TEI
	T1

	TP-040112
	34.108
	310
	-
	5.0.0
	Rel-5
	Addition of test procedure for HSDPA RF testing
	approved
	F
	5.1.0
	Common test environments for User Equipment (UE) conformance testing
	TEI
	T1

	TP-040112
	34.108
	311
	-
	4.10.0
	Rel-4
	Physical channel parameters for AM RLC 7 bit Length Indicator TestCases (Rel-4)
	approved
	F
	4.11.0
	Common test environments for User Equipment (UE) conformance testing
	TEI
	T1

	TP-040112
	34.108
	312
	-
	4.10.0
	Rel-4
	Corrections to the default contents of Security Mode Command (Rel-4)
	approved
	F
	4.11.0
	Common test environments for User Equipment (UE) conformance testing
	TEI
	T1

	TP-040112
	34.108
	313
	-
	3.15.0
	R99
	Corrections to the default contents of Security Mode Command (R99)
	approved
	F
	3.16.0
	Common test environments for User Equipment (UE) conformance testing
	TEI
	T1

	TP-040112
	34.108
	314
	-
	3.15.0
	R99
	Physical channel parameters for AM RLC 7 bit Length Indicator TestCases (R99)
	approved
	F
	3.16.0
	Common test environments for User Equipment (UE) conformance testing
	TEI
	T1

	TP-040112
	34.108
	315
	-
	5.0.0
	Rel-5
	CR to 34.108 Rel-5, Corrections to default RRC messages
	approved
	F
	5.1.0
	Common test environments for User Equipment (UE) conformance testing
	TEI
	T1

	TP-040112
	34.108
	316
	-
	3.15.0
	R99
	CR to 34.108 R99: Change of default LAC/RAC for inter-RAT test cases
	approved
	F
	3.16.0
	Common test environments for User Equipment (UE) conformance testing
	TEI
	T1

	TP-040112
	34.108
	317
	-
	4.10.0
	Rel-4
	CR to 34.108 Rel-4: Change of default LAC/RAC for inter-RAT test cases
	approved
	A
	4.11.0
	Common test environments for User Equipment (UE) conformance testing
	TEI
	T1

	TP-040112
	34.108
	318
	-
	5.0.0
	Rel-5
	CR to 34.108 Rel-5: Change of default LAC/RAC for inter-RAT test cases
	approved
	A
	5.1.0
	Common test environments for User Equipment (UE) conformance testing
	TEI
	T1

	TP-040112
	34.108
	319
	-
	5.0.0
	Rel-5
	CR to 34.108 Rel-5: Contents of Physical Channel Reconfiguration message modified to incorporate transition to URA_PCH or CELL_PCH
	approved
	F
	5.1.0
	Common test environments for User Equipment (UE) conformance testing
	TEI
	T1

	TP-040112
	34.108
	320
	-
	5.0.0
	Rel-5
	Correction of reference test frequencies for UMTS800(band VI)
	approved
	F
	5.1.0
	Common test environments for User Equipment (UE) conformance testing
	TEI
	T1

	TP-040112
	34.108
	321
	-
	4.10.0
	Rel-4
	Correction of reference test frequencies for UMTS800(band VI)
	approved
	A
	4.11.0
	Common test environments for User Equipment (UE) conformance testing
	TEI
	T1

	TP-040112
	34.108
	322
	-
	3.15.0
	R99
	Correction of reference test frequencies for UMTS800(band VI)
	approved
	A
	3.16.0
	Common test environments for User Equipment (UE) conformance testing
	TEI
	T1

	TP-040112
	34.108
	323
	-
	3.15.0
	R99
	Update of generic setup procedures in sections 7.3.4 and 7.3.5.
	approved
	F
	3.16.0
	Common test environments for User Equipment (UE) conformance testing
	TEI
	T1

	TP-040112
	34.108
	324
	-
	4.10.0
	Rel-4
	Update of generic setup procedures in sections 7.3.4 and 7.3.5.
	approved
	A
	4.11.0
	Common test environments for User Equipment (UE) conformance testing
	TEI
	T1

	TP-040112
	34.108
	325
	-
	5.0.0
	Rel-5
	Update of generic setup procedures in sections 7.3.4 and 7.3.5.
	approved
	A
	5.1.0
	Common test environments for User Equipment (UE) conformance testing
	TEI
	T1

	TP-040112
	34.108
	326
	-
	5.0.0
	Rel-5
	Physical channel parameters for AM RLC 7 bit Length Indicator TestCases (Rel-5)
	approved
	F
	5.1.0
	Common test environments for User Equipment (UE) conformance testing
	TEI
	T1

	TP-040112
	34.108
	327
	-
	5.0.0
	Rel-5
	Corrections to the default contents of Security Mode Command (Rel-5)
	approved
	F
	5.1.0
	Common test environments for User Equipment (UE) conformance testing
	TEI
	T1

	TP-040112
	34.108
	328
	-
	3.15.0
	R99
	CR to 34.108 R99: Contents of Physical Channel Reconfiguration message modified to incorporate transition to URA_PCH or CELL_PCH
	approved
	F
	3.16.0
	Common test environments for User Equipment (UE) conformance testing
	TEI
	T1

	TP-040112
	34.108
	329
	-
	4.10.0
	Rel-4
	CR to 34.108 Rel-4: Contents of Physical Channel Reconfiguration message modified to incorporate transition to URA_PCH or CELL_PCH
	approved
	F
	4.11.0
	Common test environments for User Equipment (UE) conformance testing
	TEI
	T1

	TP-040112
	34.108
	330
	-
	5.0.0
	Rel-5
	Corrections to Contents of Scheduling Block 1 (FDD)
	approved
	F
	5.1.0
	Common test environments for User Equipment (UE) conformance testing
	TEI
	T1

	TP-040112
	34.108
	331
	-
	5.0.0
	Rel-5
	Corrections to Contents of PHYSICAL CHANNEL RECONFIGURATION message: AM or UM
	approved
	F
	5.1.0
	Common test environments for User Equipment (UE) conformance testing
	TEI
	T1

	TP-040112
	34.108
	332
	-
	5.0.0
	Rel-5
	Corrections to Contents of RRC CONNECTION SETUP message: UM
	approved
	F
	5.1.0
	Common test environments for User Equipment (UE) conformance testing
	TEI
	T1

	TP-040112
	34.108
	333
	-
	5.0.0
	Rel-5
	RADIO BEARER SETUP message (FDD) for Test Loop Mode2.
	approved
	F
	5.1.0
	Common test environments for User Equipment (UE) conformance testing
	TEI
	T1

	TP-040112
	34.108
	334
	-
	4.10.0
	Rel-4
	Corrections to LCR TDD RABs
	approved
	F
	4.11.0
	Common test environments for User Equipment (UE) conformance testing
	TEI
	T1

	TP-040112
	34.108
	335
	-
	5.0.0
	Rel-5
	Changes to establish one version of 34.108 covering all releases
	approved
	A
	5.1.0
	Common test environments for User Equipment (UE) conformance testing
	TEI
	T1

	TP-040112
	34.108
	336
	-
	3.15.0
	R99
	Replacement of the technical content of 34.108 Rel 99 by a pointer to the gathered releases document
	approved
	D
	3.16.0
	Common test environments for User Equipment (UE) conformance testing
	TEI
	T1

	TP-040112
	34.108
	337
	-
	4.10.0
	Rel-4
	Replacement of the technical content of 34.108 Rel 4 by a pointer to the gathered releases document
	approved
	D
	4.11.0
	Common test environments for User Equipment (UE) conformance testing
	TEI
	T1

	TP-040112
	34.108
	338
	-
	5.0.0
	Rel-5
	Addition of generic test procedure for AS test cases using the test loop
	approved
	A
	5.1.0
	Common test environments for User Equipment (UE) conformance testing
	TEI
	T1

	TP-040112
	34.108
	339
	-
	5.0.0
	Rel-5
	Corrections to LCR TDD RABs
	approved
	F
	5.1.0
	Common test environments for User Equipment (UE) conformance testing
	TEI
	T1

	TP-040113
	34.121
	355
	-
	5.3.1
	Rel-5
	Introduction of Test Tolerances to Event triggered reporting in AWGN propagation conditions, test 8.6.1.1
	approved
	F
	5.4.0
	Terminal Conformance Specification, Radio Transmission and Reception (FDD)
	TEI
	T1

	TP-040113
	34.121
	356
	-
	5.3.1
	Rel-5
	Corrections to CPICH RSCP test cases
	approved
	F
	5.4.0
	Terminal Conformance Specification, Radio Transmission and Reception (FDD)
	TEI
	T1

	TP-040113
	34.121
	357
	-
	5.3.1
	Rel-5
	Corrections to CPICH Ec/Io test cases
	approved
	F
	5.4.0
	Terminal Conformance Specification, Radio Transmission and Reception (FDD)
	TEI
	T1

	TP-040113
	34.121
	358
	-
	5.3.1
	Rel-5
	Correction to 8.4.1.1 RRC cnnection control test 1
	approved
	F
	5.4.0
	Terminal Conformance Specification, Radio Transmission and Reception (FDD)
	TEI
	T1

	TP-040113
	34.121
	359
	-
	5.3.1
	Rel-5
	Correction to MEASUREMENT CONTROL and MEASUREMENT REPORT messages
	approved
	F
	5.4.0
	Terminal Conformance Specification, Radio Transmission and Reception (FDD)
	TEI
	T1

	TP-040113
	34.121
	360
	-
	5.3.1
	Rel-5
	Addition of unit for OCNS_Ec/Ior in RRM tests
	approved
	F
	5.4.0
	Terminal Conformance Specification, Radio Transmission and Reception (FDD)
	TEI
	T1

	TP-040113
	34.121
	361
	-
	5.3.1
	Rel-5
	Correction to default messages in Annex I of 34.121
	approved
	F
	5.4.0
	Terminal Conformance Specification, Radio Transmission and Reception (FDD)
	TEI
	T1

	TP-040113
	34.121
	362
	-
	5.3.1
	Rel-5
	Update of F1.5
	approved
	F
	5.4.0
	Terminal Conformance Specification, Radio Transmission and Reception (FDD)
	TEI
	T1

	TP-040113
	34.121
	363
	-
	5.3.1
	Rel-5
	Correction of Spurious Emissions for UMTS800(band VI)
	approved
	F
	5.4.0
	Terminal Conformance Specification, Radio Transmission and Reception (FDD)
	TEI
	T1

	TP-040113
	34.121
	364
	-
	5.3.1
	Rel-5
	Removal of [] for UE transmit power test case 8.7.3C
	approved
	F
	5.4.0
	Terminal Conformance Specification, Radio Transmission and Reception (FDD)
	TEI
	T1

	TP-040113
	34.121
	365
	-
	5.3.1
	Rel-5
	Correction to 8.7.6 UE Rx-Tx time difference
	approved
	F
	5.4.0
	Terminal Conformance Specification, Radio Transmission and Reception (FDD)
	TEI
	T1

	TP-040113
	34.121
	366
	-
	5.3.1
	Rel-5
	Inter system handover
	approved
	F
	5.4.0
	Terminal Conformance Specification, Radio Transmission and Reception (FDD)
	TEI
	T1

	TP-040113
	34.121
	367
	-
	5.3.1
	Rel-5
	Correction to BTFD test case 7.10
	approved
	F
	5.4.0
	Terminal Conformance Specification, Radio Transmission and Reception (FDD)
	TEI
	T1

	TP-040113
	34.121
	368
	-
	5.3.1
	Rel-5
	Addition of details for RRM test case for GSM carrier RSSI
	approved
	F
	5.4.0
	Terminal Conformance Specification, Radio Transmission and Reception (FDD)
	TEI
	T1

	TP-040113
	34.121
	369
	-
	5.3.1
	Rel-5
	Correction of FDD intra frequency measurements , wrong IEs
	approved
	F
	5.4.0
	Terminal Conformance Specification, Radio Transmission and Reception (FDD)
	TEI
	T1

	TP-040113
	34.121
	370
	-
	5.3.1
	Rel-5
	Correction of FDD inter frequency measurements, wrong IEs
	approved
	F
	5.4.0
	Terminal Conformance Specification, Radio Transmission and Reception (FDD)
	TEI
	T1

	TP-040113
	34.121
	371
	-
	5.3.1
	Rel-5
	Correction to Transmit Off Power
	approved
	F
	5.4.0
	Terminal Conformance Specification, Radio Transmission and Reception (FDD)
	TEI
	T1

	TP-040113
	34.121
	372
	-
	5.3.1
	Rel-5
	Corrections to UTRA Carrier RSSI test cases
	approved
	F
	5.4.0
	Terminal Conformance Specification, Radio Transmission and Reception (FDD)
	TEI
	T1

	TP-040113
	34.121
	373
	-
	5.3.1
	Rel-5
	Corrections to FDD/FDD Soft Handover test cases
	approved
	F
	5.4.0
	Terminal Conformance Specification, Radio Transmission and Reception (FDD)
	TEI
	T1

	TP-040113
	34.121
	374
	-
	5.3.1
	Rel-5
	Correction to the pathloss indicator in measurement control messages
	approved
	F
	5.4.0
	Terminal Conformance Specification, Radio Transmission and Reception (FDD)
	TEI
	T1

	TP-040113
	34.121
	375
	-
	5.3.1
	Rel-5
	Corrections to SFN-CFN observed time difference test cases
	approved
	F
	5.4.0
	Terminal Conformance Specification, Radio Transmission and Reception (FDD)
	TEI
	T1

	TP-040113
	34.121
	376
	-
	5.3.1
	Rel-5
	Corrections to SFN-SFN type 1 measurement test cases
	approved
	F
	5.4.0
	Terminal Conformance Specification, Radio Transmission and Reception (FDD)
	TEI
	T1

	TP-040113
	34.121
	377
	-
	5.3.1
	Rel-5
	Correction to URA identity for reselection in Cell URA_PCH
	approved
	F
	5.4.0
	Terminal Conformance Specification, Radio Transmission and Reception (FDD)
	TEI
	T1

	TP-040113
	34.121
	378
	-
	5.3.1
	Rel-5
	Proposed addition of downlink code allocation table to 34.121 Annex
	approved
	F
	5.4.0
	Terminal Conformance Specification, Radio Transmission and Reception (FDD)
	TEI
	T1

	TP-040113
	34.121
	379
	-
	5.3.1
	Rel-5
	Correction of channel number for UMTS800(band VI)
	approved
	F
	5.4.0
	Terminal Conformance Specification, Radio Transmission and Reception (FDD)
	TEI
	T1

	TP-040113
	34.121
	380
	-
	5.3.1
	Rel-5
	Correction to the pathloss indicator in measurement control messages
	approved
	F
	5.4.0
	Terminal Conformance Specification, Radio Transmission and Reception (FDD)
	TEI
	T1

	TP-040113
	34.121
	381
	-
	5.3.1
	Rel-5
	HSDPA test 9.3.1
	approved
	F
	5.4.0
	Terminal Conformance Specification, Radio Transmission and Reception (FDD)
	TEI
	T1

	TP-040113
	34.121
	382
	-
	5.3.1
	Rel-5
	HSDPA test 9.3.2
	approved
	F
	5.4.0
	Terminal Conformance Specification, Radio Transmission and Reception (FDD)
	TEI
	T1

	TP-040113
	34.121
	383
	-
	5.3.1
	Rel-5
	New test case for 9.2.2 Open Loop Diversity Performance
	approved
	F
	5.4.0
	Terminal Conformance Specification, Radio Transmission and Reception (FDD)
	TEI
	T1

	TP-040113
	34.121
	384
	-
	5.3.1
	Rel-5
	New test case for 9.2.3 Closed Loop Diversity Performance
	withdrawn
	F
	
	Terminal Conformance Specification, Radio Transmission and Reception (FDD)
	TEI
	T1

	TP-040113
	34.121
	385
	-
	5.3.1
	Rel-5
	Statistical approach for HSDPA tests
	approved
	F
	5.4.0
	Terminal Conformance Specification, Radio Transmission and Reception (FDD)
	TEI
	T1

	TP-040113
	34.121
	386
	-
	5.3.1
	Rel-5
	Correction to GSM neighbour reporting in 8.6.4.1
	approved
	F
	5.4.0
	Terminal Conformance Specification, Radio Transmission and Reception (FDD)
	TEI
	T1

	TP-040113
	34.121
	387
	-
	5.3.1
	Rel-5
	Correction to measurement report in 8.3.2
	approved
	F
	5.4.0
	Terminal Conformance Specification, Radio Transmission and Reception (FDD)
	TEI
	T1

	TP-040113
	34.121
	388
	-
	5.3.1
	Rel-5
	Corrections to UE Rx-Tx time difference type 1 test cases
	approved
	F
	5.4.0
	Terminal Conformance Specification, Radio Transmission and Reception (FDD)
	TEI
	T1

	TP-040113
	34.121
	389
	-
	5.3.1
	Rel-5
	Addition of MEASUREMENT CONTROL message and ACTIVESET UPDATE meesage in 8.5.1
	approved
	F
	5.4.0
	Terminal Conformance Specification, Radio Transmission and Reception (FDD)
	TEI
	T1

	TP-040113
	34.121
	390
	-
	5.3.1
	Rel-5
	HSDPA test: 9.2.1
	withdrawn
	F
	
	Terminal Conformance Specification, Radio Transmission and Reception (FDD)
	TEI
	T1

	TP-040113
	34.121
	391
	-
	5.3.1
	Rel-5
	HSDPA test: 9.2.1
	approved
	F
	5.4.0
	Terminal Conformance Specification, Radio Transmission and Reception (FDD)
	TEI
	T1

	TP-040113
	34.121
	392
	-
	5.3.1
	Rel-5
	New test case for 9.4 HS-SCCH Detection Performance
	approved
	F
	5.4.0
	Terminal Conformance Specification, Radio Transmission and Reception (FDD)
	TEI
	T1

	TP-040113
	34.121
	393
	-
	5.3.1
	Rel-5
	New TPC combining in SHO
	approved
	F
	5.4.0
	Terminal Conformance Specification, Radio Transmission and Reception (FDD)
	TEI
	T1

	TP-040113
	34.121
	394
	-
	5.3.1
	Rel-5
	New test case for 9.2.3 Closed Loop Diversity Performance
	approved
	F
	5.4.0
	Terminal Conformance Specification, Radio Transmission and Reception (FDD)
	TEI
	T1

	TP-040113
	34.121
	395
	-
	5.3.1
	Rel-5
	Addition of CELL_UPDATE CONFIRM Message and URA_UPDATE CONFIRM Message.
	approved
	F
	5.4.0
	Terminal Conformance Specification, Radio Transmission and Reception (FDD)
	TEI
	T1

	TP-040113
	34.121
	395
	-
	5.3.1
	Rel-5
	Correction to 7.11 (Demodulation of paging channel (PCH))
	approved
	F
	5.4.0
	Terminal Conformance Specification, Radio Transmission and Reception (FDD)
	TEI
	T1

	TP-040120
	34.121
	395
	-
	5.3.1
	Rel-5
	Correction to 7.11 (Demodulation of paging channel (PCH))
	approved
	F
	5.4.0
	Terminal Conformance Specification, Radio Transmission and Reception (FDD)
	-
	T1

	TP-040115
	34.123-1
	753
	-
	5.7.1
	Rel-5
	CR to TS 34.123-1 R5, Correction to low priority RRC TCs 8.1.8.3 and 8.2.1.13.
	approved
	F
	5.8.0
	User Equipment (UE) conformance specification; Part 1: Protocol conformance specification
	TEI
	T1

	TP-040115
	34.123-1
	754
	-
	5.7.1
	Rel-5
	CR to TS 34.123-1 R5, Correction to low priority RRC TCs TC 8.1.6.4, 8.1.9a and 8.1.9b.
	approved
	F
	5.8.0
	User Equipment (UE) conformance specification; Part 1: Protocol conformance specification
	TEI
	T1

	TP-040115
	34.123-1
	755
	-
	5.7.1
	Rel-5
	Correction to HSDPA MAC-hs test cases
	approved
	F
	5.8.0
	User Equipment (UE) conformance specification; Part 1: Protocol conformance specification
	TEI
	T1

	TP-040115
	34.123-1
	756
	-
	5.7.1
	Rel-5
	New HSDPA MAC-hs reset test case
	approved
	F
	5.8.0
	User Equipment (UE) conformance specification; Part 1: Protocol conformance specification
	TEI
	T1

	TP-040115
	34.123-1
	757
	-
	5.7.1
	Rel-5
	Addition of new SRNS relocation (radio link failure) test cases
	approved
	F
	5.8.0
	User Equipment (UE) conformance specification; Part 1: Protocol conformance specification
	TEI
	T1

	TP-040115
	34.123-1
	758
	-
	5.7.1
	Rel-5
	Correction to HSDPA radio bearer test cases
	approved
	F
	5.8.0
	User Equipment (UE) conformance specification; Part 1: Protocol conformance specification
	TEI
	T1

	TP-040115
	34.123-1
	759
	-
	5.7.1
	Rel-5
	Correction to low priority GMM TC 12.4.1.5
	approved
	F
	5.8.0
	User Equipment (UE) conformance specification; Part 1: Protocol conformance specification
	TEI
	T1

	TP-040115
	34.123-1
	760
	-
	5.7.1
	Rel-5
	Correction to P4 GMM TCs 12.2.1.5d and 12.4.1.4d
	approved
	F
	5.8.0
	User Equipment (UE) conformance specification; Part 1: Protocol conformance specification
	TEI
	T1

	TP-040115
	34.123-1
	761
	-
	5.7.1
	Rel-5
	Correction to package 1 MAC testcase 7.1.2.3.1
	approved
	F
	5.8.0
	User Equipment (UE) conformance specification; Part 1: Protocol conformance specification
	TEI
	T1

	TP-040115
	34.123-1
	762
	-
	5.7.1
	Rel-5
	Correction to package 2 MM testcase 9.4.2.1 to align with TTCN implementation.
	approved
	F
	5.8.0
	User Equipment (UE) conformance specification; Part 1: Protocol conformance specification
	TEI
	T1

	TP-040115
	34.123-1
	763
	-
	5.7.1
	Rel-5
	Correction to package 2 MM testcase 9.4.4
	approved
	D
	5.8.0
	User Equipment (UE) conformance specification; Part 1: Protocol conformance specification
	TEI
	T1

	TP-040115
	34.123-1
	764
	-
	5.7.1
	Rel-5
	‘Emergency call establishment’ as one of the CM Service Type in 10.1.2.1.1
	approved
	F
	5.8.0
	User Equipment (UE) conformance specification; Part 1: Protocol conformance specification
	TEI
	T1

	TP-040115
	34.123-1
	765
	-
	5.7.1
	Rel-5
	Correction to package 1 test case 8.1.2.9 for BCCH Modification Time in Paging Type 1 message
	approved
	F
	5.8.0
	User Equipment (UE) conformance specification; Part 1: Protocol conformance specification
	TEI
	T1

	TP-040115
	34.123-1
	766
	-
	5.7.1
	Rel-5
	Correction for RRC Transaction Identifier in test cases 8.1.5.1 and 8.1.5.4
	approved
	F
	5.8.0
	User Equipment (UE) conformance specification; Part 1: Protocol conformance specification
	TEI
	T1

	TP-040115
	34.123-1
	767
	-
	5.7.1
	Rel-5
	Editorial corrections for 8.3.1.1
	approved
	D
	5.8.0
	User Equipment (UE) conformance specification; Part 1: Protocol conformance specification
	TEI
	T1

	TP-040115
	34.123-1
	768
	-
	5.7.1
	Rel-5
	Corrections to prose for test cases 8.1.1.4, 8.1.1.5 and 8.1.1.6
	approved
	F
	5.8.0
	User Equipment (UE) conformance specification; Part 1: Protocol conformance specification
	TEI
	T1

	TP-040115
	34.123-1
	769
	-
	5.7.1
	Rel-5
	Editorial correction for 14.2.11, 14.2.39.2
	approved
	D
	5.8.0
	User Equipment (UE) conformance specification; Part 1: Protocol conformance specification
	TEI
	T1

	TP-040115
	34.123-1
	770
	-
	5.7.1
	Rel-5
	Future compatibility of RRC critical extension testing
	approved
	F
	5.8.0
	User Equipment (UE) conformance specification; Part 1: Protocol conformance specification
	TEI
	T1

	TP-040115
	34.123-1
	771
	-
	5.7.1
	Rel-5
	Editorial correction for 8.3.1.31
	approved
	D
	5.8.0
	User Equipment (UE) conformance specification; Part 1: Protocol conformance specification
	TEI
	T1

	TP-040115
	34.123-1
	772
	-
	5.7.1
	Rel-5
	Corrections in Specific Message Contents for clause 8.3.1.5.4 and 8.3.1.6.4
	approved
	F
	5.8.0
	User Equipment (UE) conformance specification; Part 1: Protocol conformance specification
	TEI
	T1

	TP-040115
	34.123-1
	773
	-
	5.7.1
	Rel-5
	Addition of test case for Interactive or background / UL:64 DL:768 kbps / 10 ms TTI
	approved
	F
	5.8.0
	User Equipment (UE) conformance specification; Part 1: Protocol conformance specification
	TEI
	T1

	TP-040115
	34.123-1
	774
	-
	5.7.1
	Rel-5
	CR to 34.123-1 Rel-5, Correction to package 4 RRC test case 8.2.2.35
	approved
	F
	5.8.0
	User Equipment (UE) conformance specification; Part 1: Protocol conformance specification
	TEI
	T1

	TP-040115
	34.123-1
	775
	-
	5.7.1
	Rel-5
	CR to 34.123-1 Rel-5, Correction to package 4 RRC test case 8.2.3.29
	approved
	F
	5.8.0
	User Equipment (UE) conformance specification; Part 1: Protocol conformance specification
	TEI
	T1

	TP-040115
	34.123-1
	776
	-
	5.7.1
	Rel-5
	CR to 34.123-1 Rel-5, Correction to package 2 RRC test case 8.3.1.22
	approved
	F
	5.8.0
	User Equipment (UE) conformance specification; Part 1: Protocol conformance specification
	TEI
	T1

	TP-040115
	34.123-1
	777
	-
	5.7.1
	Rel-5
	Correction to package 1 RRC test case 8.2.4.1a
	approved
	F
	5.8.0
	User Equipment (UE) conformance specification; Part 1: Protocol conformance specification
	TEI
	T1

	TP-040115
	34.123-1
	778
	-
	5.7.1
	Rel-5
	Correction to initial conditions of Idle Mode test case 6.2.1.6
	approved
	F
	5.8.0
	User Equipment (UE) conformance specification; Part 1: Protocol conformance specification
	TEI
	T1

	TP-040115
	34.123-1
	779
	-
	5.7.1
	Rel-5
	Changes to test procedure of Cell Reselection Case 8.3.9.3
	approved
	F
	5.8.0
	User Equipment (UE) conformance specification; Part 1: Protocol conformance specification
	TEI
	T1

	TP-040115
	34.123-1
	780
	-
	5.7.1
	Rel-5
	Corrections to SRNS relocation PDCP test cases
	approved
	F
	5.8.0
	User Equipment (UE) conformance specification; Part 1: Protocol conformance specification
	TEI
	T1

	TP-040115
	34.123-1
	781
	-
	5.7.1
	Rel-5
	Correction to number of reported cells in RRC P2 test case 8.4.1.7
	approved
	F
	5.8.0
	User Equipment (UE) conformance specification; Part 1: Protocol conformance specification
	TEI
	T1

	TP-040115
	34.123-1
	782
	-
	5.7.1
	Rel-5
	Correction to Low Priority RRC Cell Change Order Test Cases
	approved
	F
	5.8.0
	User Equipment (UE) conformance specification; Part 1: Protocol conformance specification
	TEI
	T1

	TP-040115
	34.123-1
	783
	-
	5.7.1
	Rel-5
	Removal of 8.2.1.26 (P4)
	approved
	F
	5.8.0
	User Equipment (UE) conformance specification; Part 1: Protocol conformance specification
	TEI
	T1

	TP-040115
	34.123-1
	784
	-
	5.7.1
	Rel-5
	Correction to P4 RRC Cell Change Order Test Cases
	approved
	F
	5.8.0
	User Equipment (UE) conformance specification; Part 1: Protocol conformance specification
	TEI
	T1

	TP-040115
	34.123-1
	785
	-
	5.7.1
	Rel-5
	Correction to P3 HCS test case 8.3.2.13
	approved
	F
	5.8.0
	User Equipment (UE) conformance specification; Part 1: Protocol conformance specification
	TEI
	T1

	TP-040115
	34.123-1
	786
	-
	5.7.1
	Rel-5
	Correction to P2 RRC test case 8.2.4.4
	approved
	F
	5.8.0
	User Equipment (UE) conformance specification; Part 1: Protocol conformance specification
	TEI
	T1

	TP-040115
	34.123-1
	787
	-
	5.7.1
	Rel-5
	Corrections to P4 RRC UTRAN to GERAN Cell Reselection test cases
	approved
	F
	5.8.0
	User Equipment (UE) conformance specification; Part 1: Protocol conformance specification
	TEI
	T1

	TP-040115
	34.123-1
	788
	-
	5.7.1
	Rel-5
	Correction to Low Priority RRC Cell Reselection test cases
	approved
	F
	5.8.0
	User Equipment (UE) conformance specification; Part 1: Protocol conformance specification
	TEI
	T1

	TP-040115
	34.123-1
	789
	-
	5.7.1
	Rel-5
	Corrections to P2 RRC test case 8.3.2.4
	approved
	F
	5.8.0
	User Equipment (UE) conformance specification; Part 1: Protocol conformance specification
	TEI
	T1

	TP-040115
	34.123-1
	790
	-
	5.7.1
	Rel-5
	Corrections to P2 RRC test case 8.3.2.1
	approved
	F
	5.8.0
	User Equipment (UE) conformance specification; Part 1: Protocol conformance specification
	TEI
	T1

	TP-040115
	34.123-1
	791
	-
	5.7.1
	Rel-5
	Correction to P2 test case 8.4.1.18
	approved
	F
	5.8.0
	User Equipment (UE) conformance specification; Part 1: Protocol conformance specification
	TEI
	T1

	TP-040115
	34.123-1
	792
	-
	5.7.1
	Rel-5
	Correction to P3 Inter Rat Measurement test cases
	approved
	F
	5.8.0
	User Equipment (UE) conformance specification; Part 1: Protocol conformance specification
	TEI
	T1

	TP-040115
	34.123-1
	793
	-
	5.7.1
	Rel-5
	Errors correction in section 8.4.1.7A for TDD of TS34.123-1
	approved
	F
	5.8.0
	User Equipment (UE) conformance specification; Part 1: Protocol conformance specification
	TEI
	T1

	TP-040115
	34.123-1
	794
	-
	5.7.1
	Rel-5
	Errors correction in section 8.4.1.29 of TS34.123-1
	approved
	F
	5.8.0
	User Equipment (UE) conformance specification; Part 1: Protocol conformance specification
	TEI
	T1

	TP-040115
	34.123-1
	795
	-
	5.7.1
	Rel-5
	To add the description of "Primary CCPCH info" (for TDD) in 8.1.6.3.
	approved
	F
	5.8.0
	User Equipment (UE) conformance specification; Part 1: Protocol conformance specification
	TEI
	T1

	TP-040115
	34.123-1
	796
	-
	5.7.1
	Rel-5
	To add the description of "Primary CCPCH info" (for TDD) in 8.2.6.8.
	approved
	F
	5.8.0
	User Equipment (UE) conformance specification; Part 1: Protocol conformance specification
	TEI
	T1

	TP-040115
	34.123-1
	797
	-
	5.7.1
	Rel-5
	Errors correction in section 8.3.1.4.4of TS34.123-1
	approved
	F
	5.8.0
	User Equipment (UE) conformance specification; Part 1: Protocol conformance specification
	TEI
	T1

	TP-040115
	34.123-1
	798
	-
	5.7.1
	Rel-5
	Errors correction in section 8.4.1.2a of TS34.123-1
	approved
	F
	5.8.0
	User Equipment (UE) conformance specification; Part 1: Protocol conformance specification
	TEI
	T1

	TP-040115
	34.123-1
	799
	-
	5.7.1
	Rel-5
	Corrections to test case 8.2.1.27 (Low priority)
	approved
	F
	5.8.0
	User Equipment (UE) conformance specification; Part 1: Protocol conformance specification
	TEI
	T1

	TP-040115
	34.123-1
	800
	-
	5.7.1
	Rel-5
	General corrections to section 6 of 34.123-1 (idle mode)
	approved
	F
	5.8.0
	User Equipment (UE) conformance specification; Part 1: Protocol conformance specification
	TEI
	T1

	TP-040115
	34.123-1
	801
	-
	5.7.1
	Rel-5
	Corrections in Security Mode Command for 8.1.7.1 and 8.1.7.2 test cases.
	approved
	F
	5.8.0
	User Equipment (UE) conformance specification; Part 1: Protocol conformance specification
	TEI
	T1

	TP-040115
	34.123-1
	802
	-
	5.7.1
	Rel-5
	CR to TS 34.123-1 R5, Correction to P1 RRC TC 8.4.1.1.
	approved
	F
	5.8.0
	User Equipment (UE) conformance specification; Part 1: Protocol conformance specification
	TEI
	T1

	TP-040115
	34.123-1
	803
	-
	5.7.1
	Rel-5
	Add HCR TDD content of Inter-frequency measurement for event 2A
	approved
	F
	5.8.0
	User Equipment (UE) conformance specification; Part 1: Protocol conformance specification
	TEI
	T1

	TP-040115
	34.123-1
	804
	-
	5.7.1
	Rel-5
	Add HCR TDD content of Inter-frequency measurement for event 2B and 2E
	approved
	F
	5.8.0
	User Equipment (UE) conformance specification; Part 1: Protocol conformance specification
	TEI
	T1

	TP-040115
	34.123-1
	805
	-
	5.7.1
	Rel-5
	Add HCR TDD content for UE internal measurement, event 6c
	approved
	F
	5.8.0
	User Equipment (UE) conformance specification; Part 1: Protocol conformance specification
	TEI
	T1

	TP-040115
	34.123-1
	806
	-
	5.7.1
	Rel-5
	Add HCR TDD content for UE internal measurement, event 6d
	approved
	F
	5.8.0
	User Equipment (UE) conformance specification; Part 1: Protocol conformance specification
	TEI
	T1

	TP-040115
	34.123-1
	807
	-
	5.7.1
	Rel-5
	Add HCR TDD content for UE internal measurement, event 6e
	approved
	F
	5.8.0
	User Equipment (UE) conformance specification; Part 1: Protocol conformance specification
	TEI
	T1

	TP-040115
	34.123-1
	808
	-
	5.7.1
	Rel-5
	Adding of new test cases for events 1G for HCR TDD
	approved
	B
	5.8.0
	User Equipment (UE) conformance specification; Part 1: Protocol conformance specification
	TEI
	T1

	TP-040115
	34.123-1
	809
	-
	5.7.1
	Rel-5
	Tests for HCR TDD RAB combinations
	approved
	F
	5.8.0
	User Equipment (UE) conformance specification; Part 1: Protocol conformance specification
	TEI
	T1

	TP-040115
	34.123-1
	810
	-
	5.7.1
	Rel-5
	Correction to Conformance Requirement for P3 CC NAS TCs regarding support for “Prolonged Clearing Procedure”.
	approved
	F
	5.8.0
	User Equipment (UE) conformance specification; Part 1: Protocol conformance specification
	TEI
	T1

	TP-040115
	34.123-1
	811
	-
	5.7.1
	Rel-5
	Corrections to specific message contents of test case 8.1.2.9 to support CS Domain.
	approved
	F
	5.8.0
	User Equipment (UE) conformance specification; Part 1: Protocol conformance specification
	TEI
	T1

	TP-040115
	34.123-1
	812
	-
	5.7.1
	Rel-5
	Correction to RRC Package 2 TC 8.4.1.17 on Measurement Reporting Interval.
	approved
	F
	5.8.0
	User Equipment (UE) conformance specification; Part 1: Protocol conformance specification
	TEI
	T1

	TP-040115
	34.123-1
	813
	-
	5.7.1
	Rel-5
	Correction to 8.3.4.2 test case at Step 6 for Measurement Report Message
	approved
	F
	5.8.0
	User Equipment (UE) conformance specification; Part 1: Protocol conformance specification
	TEI
	T1

	TP-040115
	34.123-1
	814
	-
	5.7.1
	Rel-5
	Correction for RRC Transaction Identifier in test cases 8.1.6.1 and 8.1.6.2
	approved
	F
	5.8.0
	User Equipment (UE) conformance specification; Part 1: Protocol conformance specification
	TEI
	T1

	TP-040115
	34.123-1
	815
	-
	5.7.1
	Rel-5
	Correction to New C-RNTI value at Step5 in 8.3.1.11 testcase.
	approved
	F
	5.8.0
	User Equipment (UE) conformance specification; Part 1: Protocol conformance specification
	TEI
	T1

	TP-040115
	34.123-1
	816
	-
	5.7.1
	Rel-5
	Correction to prose for test case 7.1.1.1
	approved
	D
	5.8.0
	User Equipment (UE) conformance specification; Part 1: Protocol conformance specification
	TEI
	T1

	TP-040115
	34.123-1
	817
	-
	5.7.1
	Rel-5
	Editorial correction to 8.2.3.22 (Low Priority)
	approved
	F
	5.8.0
	User Equipment (UE) conformance specification; Part 1: Protocol conformance specification
	TEI
	T1

	TP-040115
	34.123-1
	818
	-
	5.7.1
	Rel-5
	CR 34.123-1 Rel-5: Corrections to MM test cases to emergency call support and authentication procedures.
	approved
	F
	5.8.0
	User Equipment (UE) conformance specification; Part 1: Protocol conformance specification
	TEI
	T1

	TP-040115
	34.123-1
	819
	-
	5.7.1
	Rel-5
	CR to 34.123-1 Rel-5: Correction to package 3 RRC test case 8.4.1.26
	approved
	F
	5.8.0
	User Equipment (UE) conformance specification; Part 1: Protocol conformance specification
	TEI
	T1

	TP-040115
	34.123-1
	820
	-
	5.7.1
	Rel-5
	CR to 34.123-1 Rel-5: Correction to package 3 RRC test case 8.2.4.1a
	approved
	F
	5.8.0
	User Equipment (UE) conformance specification; Part 1: Protocol conformance specification
	TEI
	T1

	TP-040115
	34.123-1
	821
	-
	5.7.1
	Rel-5
	Correction of Test Requirement in Package 2 test case 9.3.1
	approved
	F
	5.8.0
	User Equipment (UE) conformance specification; Part 1: Protocol conformance specification
	TEI
	T1

	TP-040115
	34.123-1
	822
	-
	5.7.1
	Rel-5
	Corrections to TC 8.3.1.30 (Low Priority)
	approved
	F
	5.8.0
	User Equipment (UE) conformance specification; Part 1: Protocol conformance specification
	TEI
	T1

	TP-040115
	34.123-1
	823
	-
	5.7.1
	Rel-5
	Changes to test procedure of Idle Mode Cell Reselection test case 6.2.2.3 (Revision of T1-040587)
	approved
	F
	5.8.0
	User Equipment (UE) conformance specification; Part 1: Protocol conformance specification
	TEI
	T1

	TP-040115
	34.123-1
	824
	-
	5.7.1
	Rel-5
	Re-instatement of Test Requirements to meet the Test Purpose in 7.2.3.24 and 7.2.3.27 (Merged with T1-040550 and revised from T1-040918)
	approved
	F
	5.8.0
	User Equipment (UE) conformance specification; Part 1: Protocol conformance specification
	TEI
	T1

	TP-040115
	34.123-1
	825
	-
	5.7.1
	Rel-5
	System Information Block type 1 modification for FACH to DCH:T312 set to 2 seconds in connected mode
	approved
	F
	5.8.0
	User Equipment (UE) conformance specification; Part 1: Protocol conformance specification
	TEI
	T1

	TP-040115
	34.123-1
	826
	-
	5.7.1
	Rel-5
	Corrections to Table 8.3.7-1 in relation to Package 2 test cases 8.3.7.x (Editorial Revision of T1-040669)
	approved
	F
	5.8.0
	User Equipment (UE) conformance specification; Part 1: Protocol conformance specification
	TEI
	T1

	TP-040115
	34.123-1
	827
	-
	5.7.1
	Rel-5
	Revisions to Package 3 measurement test cases 8.4.1.31 and 8.4.1.40 (Revision of T1-040665)
	approved
	F
	5.8.0
	User Equipment (UE) conformance specification; Part 1: Protocol conformance specification
	TEI
	T1

	TP-040115
	34.123-1
	828
	-
	5.7.1
	Rel-5
	Correction of test case description for test case 8.1.6.4
	approved
	F
	5.8.0
	User Equipment (UE) conformance specification; Part 1: Protocol conformance specification
	TEI
	T1

	TP-040115
	34.123-1
	829
	-
	5.7.1
	Rel-5
	CR to 34.123-1 Rel-5, Correction to package 4 RRC test cases 8.2.3.11, 8.2.6.11 and 8.2.6.12
	approved
	F
	5.8.0
	User Equipment (UE) conformance specification; Part 1: Protocol conformance specification
	TEI
	T1

	TP-040115
	34.123-1
	830
	-
	5.7.1
	Rel-5
	Correction to low priority radio bearer test cases (minimum set of TFCS)
	approved
	F
	5.8.0
	User Equipment (UE) conformance specification; Part 1: Protocol conformance specification
	TEI
	T1

	TP-040115
	34.123-1
	831
	-
	5.7.1
	Rel-5
	CR 34.123-1 Rel-5: Corrections to MM test cases to include GMM procedures
	approved
	F
	5.8.0
	User Equipment (UE) conformance specification; Part 1: Protocol conformance specification
	TEI
	T1

	TP-040115
	34.123-1
	832
	-
	5.7.1
	Rel-5
	Correction to package 3 GMM test case 12.4.2.5a
	approved
	F
	5.8.0
	User Equipment (UE) conformance specification; Part 1: Protocol conformance specification
	TEI
	T1

	TP-040115
	34.123-1
	833
	-
	5.7.1
	Rel-5
	Modification for GMM test cases (P4 and low priority test cases)
	approved
	F
	5.8.0
	User Equipment (UE) conformance specification; Part 1: Protocol conformance specification
	TEI
	T1

	TP-040115
	34.123-1
	834
	-
	5.7.1
	Rel-5
	CR 34.123-1 Rel-5: Correction to package 2 MM test case 9.4.8
	approved
	F
	5.8.0
	User Equipment (UE) conformance specification; Part 1: Protocol conformance specification
	TEI
	T1

	TP-040115
	34.123-1
	835
	-
	5.7.1
	Rel-5
	CR to 34.123-1 Rel-5, New A-GPS test cases
	approved
	F
	5.8.0
	User Equipment (UE) conformance specification; Part 1: Protocol conformance specification
	TEI
	T1

	TP-040115
	34.123-1
	836
	-
	5.7.1
	Rel-5
	Correction to package 2 MM testcase 9.1 to align with TTCN implementation.(Revision of T1-040551)
	approved
	F
	5.8.0
	User Equipment (UE) conformance specification; Part 1: Protocol conformance specification
	TEI
	T1

	TP-040115
	34.123-1
	837
	-
	5.7.1
	Rel-5
	CR 34.123-1 Rel-5: Correction to package 2 MAC test case 7.1.3.1
	approved
	F
	5.8.0
	User Equipment (UE) conformance specification; Part 1: Protocol conformance specification
	TEI
	T1

	TP-040115
	34.123-1
	838
	-
	5.7.1
	Rel-5
	Correction to Package 1 SM TC 11.3.1 RAB release location
	approved
	F
	5.8.0
	User Equipment (UE) conformance specification; Part 1: Protocol conformance specification
	TEI
	T1

	TP-040115
	34.123-1
	839
	-
	5.7.1
	Rel-5
	Correction to Package 1 SM TC 11.3.2 RAB release location
	approved
	F
	5.8.0
	User Equipment (UE) conformance specification; Part 1: Protocol conformance specification
	TEI
	T1

	TP-040115
	34.123-1
	840
	-
	5.7.1
	Rel-5
	Corrections to Package 2 test case 9.4.2.4 Procedure 2
	approved
	F
	5.8.0
	User Equipment (UE) conformance specification; Part 1: Protocol conformance specification
	TEI
	T1

	TP-040115
	34.123-1
	841
	-
	5.7.1
	Rel-5
	Correction to P4 GMM Test Case 12.4.1.1b
	approved
	F
	5.8.0
	User Equipment (UE) conformance specification; Part 1: Protocol conformance specification
	TEI
	T1

	TP-040115
	34.123-1
	842
	-
	5.7.1
	Rel-5
	CR to 34.123-1 Rel-5, Corrections to HSDPA RRC test cases
	approved
	F
	5.8.0
	User Equipment (UE) conformance specification; Part 1: Protocol conformance specification
	TEI
	T1

	TP-040115
	34.123-1
	843
	-
	5.7.1
	Rel-5
	Correction to Package III SMS Test Case 16.2.1 (Revision of T1-040548)
	approved
	F
	5.8.0
	User Equipment (UE) conformance specification; Part 1: Protocol conformance specification
	TEI
	T1

	TP-040115
	34.123-1
	844
	-
	5.7.1
	Rel-5
	CR 34.123-1 Rel-5: Correction to package 3 SMS test case 16.1.1
	approved
	F
	5.8.0
	User Equipment (UE) conformance specification; Part 1: Protocol conformance specification
	TEI
	T1

	TP-040115
	34.123-1
	845
	-
	5.7.1
	Rel-5
	Corrections to P2 PLMN and RAT selection test cases in Multi-mode environment (2G/3G case)
	approved
	F
	5.8.0
	User Equipment (UE) conformance specification; Part 1: Protocol conformance specification
	TEI
	T1

	TP-040115
	34.123-1
	846
	-
	5.7.1
	Rel-5
	CR to 34.123-1 Rel-5, New HSDPA RRC test cases
	approved
	F
	5.8.0
	User Equipment (UE) conformance specification; Part 1: Protocol conformance specification
	TEI
	T1

	TP-040115
	34.123-1
	847
	-
	5.7.1
	Rel-5
	Corrections to Seamless SRNS relocation RRC test cases (Revision to T1-040712)
	approved
	F
	5.8.0
	User Equipment (UE) conformance specification; Part 1: Protocol conformance specification
	TEI
	T1

	TP-040115
	34.123-1
	848
	-
	5.7.1
	Rel-5
	New SRNS relocation test cases (Revision of T1-040714)
	approved
	F
	5.8.0
	User Equipment (UE) conformance specification; Part 1: Protocol conformance specification
	TEI
	T1

	TP-040115
	34.123-1
	849
	-
	5.7.1
	Rel-5
	Add HCR TDD content of Inter-frequency measurement for event 2D and 2F
	approved
	F
	5.8.0
	User Equipment (UE) conformance specification; Part 1: Protocol conformance specification
	TEI
	T1

	TP-040115
	34.123-1
	850
	-
	5.7.1
	Rel-5
	Change to Test Requirement of Cell Reselection Case: 8.3.9.1(Revision of T1-040588)
	approved
	F
	5.8.0
	User Equipment (UE) conformance specification; Part 1: Protocol conformance specification
	TEI
	T1

	TP-040115
	34.123-1
	851
	-
	5.7.1
	Rel-5
	Correction to low priority TC 11.1.2
	approved
	F
	5.8.0
	User Equipment (UE) conformance specification; Part 1: Protocol conformance specification
	TEI
	T1

	TP-040115
	34.123-1
	852
	-
	5.7.1
	Rel-5
	Addition of 6 new Inter-RAT test cases.
	approved
	F
	5.8.0
	User Equipment (UE) conformance specification; Part 1: Protocol conformance specification
	TEI
	T1

	TP-040115
	34.123-1
	853
	-
	5.7.1
	Rel-5
	Correction to low priority TC 8.3.11.3
	approved
	F
	5.8.0
	User Equipment (UE) conformance specification; Part 1: Protocol conformance specification
	TEI
	T1

	TP-040115
	34.123-1
	854
	-
	5.7.1
	Rel-5
	CR to 34.123-1 Rel 5: Correction to package 2 RRC test case 8.4.1.2
	approved
	F
	5.8.0
	User Equipment (UE) conformance specification; Part 1: Protocol conformance specification
	TEI
	T1

	TP-040115
	34.123-1
	855
	-
	5.7.1
	Rel-5
	Correction to several GMM TCs to include equivalent PLMN IE
	approved
	F
	5.8.0
	User Equipment (UE) conformance specification; Part 1: Protocol conformance specification
	TEI
	T1

	TP-040120
	34.123-1
	856
	-
	5.7.1
	Rel-5
	Correction to Package 2 test case 9.4.2.3
	approved
	F
	5.8.0
	User Equipment (UE) conformance specification; Part 1: Protocol conformance specification
	TEI
	T1

	TP-040115
	34.123-1
	856
	-
	5.7.1
	Rel-5
	Correction to Package 2 test case 9.4.2.3
	approved
	F
	5.8.0
	User Equipment (UE) conformance specification; Part 1: Protocol conformance specification
	TEI
	T1

	TP-040116
	34.123-2
	148
	-
	5.7.0
	Rel-5
	New applicability statements
	approved
	F
	5.8.0
	User Equipment (UE) conformance specification; Part 2: Implementation conformance statement (ICS) specification
	TEI
	T1

	TP-040116
	34.123-2
	149
	-
	5.7.0
	Rel-5
	CR 34.123-2 Rel-5: Applicability of Package 2 RRC test cases 8.3.1.22
	approved
	F
	5.8.0
	User Equipment (UE) conformance specification; Part 2: Implementation conformance statement (ICS) specification
	TEI
	T1

	TP-040116
	34.123-2
	150
	-
	5.7.0
	Rel-5
	Correction on applicability definition of test cases in clause 8.3.7 and clause 8.4.1 of TS 34.123-1
	approved
	F
	5.8.0
	User Equipment (UE) conformance specification; Part 2: Implementation conformance statement (ICS) specification
	TEI
	T1

	TP-040116
	34.123-2
	151
	-
	5.7.0
	Rel-5
	CR to 34.123-2 Rel-5, New HSDPA RRC test cases
	approved
	F
	5.8.0
	User Equipment (UE) conformance specification; Part 2: Implementation conformance statement (ICS) specification
	TEI
	T1

	TP-040116
	34.123-2
	152
	-
	5.7.0
	Rel-5
	Change to the applicability table for 8.3.7.2 / 8.3.7.2a and 8.3.7.3 / 8.3.7.3a following splitting of these TCs according to supported data rates.
	approved
	F
	5.8.0
	User Equipment (UE) conformance specification; Part 2: Implementation conformance statement (ICS) specification
	TEI
	T1

	TP-040116
	34.123-2
	153
	-
	5.7.0
	Rel-5
	New PIXIT statement
	approved
	F
	5.8.0
	User Equipment (UE) conformance specification; Part 2: Implementation conformance statement (ICS) specification
	TEI
	T1

	TP-040116
	34.123-2
	154
	-
	5.7.0
	Rel-5
	Update applicability table for new SRNS relocation test cases (Revision to T1-040737)
	approved
	F
	5.8.0
	User Equipment (UE) conformance specification; Part 2: Implementation conformance statement (ICS) specification
	TEI
	T1

	TP-040116
	34.123-2
	155
	-
	5.7.0
	Rel-5
	CR to 34.123-2 Rel-5, New A-GPS test cases
	approved
	F
	5.8.0
	User Equipment (UE) conformance specification; Part 2: Implementation conformance statement (ICS) specification
	TEI
	T1

	TP-040116
	34.123-2
	156
	-
	5.7.0
	Rel-5
	CR 34.123-2 Rel-5: Applicability of Package 2 RRC test cases 8.2.6.12
	approved
	F
	5.8.0
	User Equipment (UE) conformance specification; Part 2: Implementation conformance statement (ICS) specification
	TEI
	T1

	TP-040116
	34.123-2
	157
	-
	5.7.0
	Rel-5
	Applicability update for test case 11.1.2
	approved
	F
	5.8.0
	User Equipment (UE) conformance specification; Part 2: Implementation conformance statement (ICS) specification
	TEI
	T1

	TP-040116
	34.123-2
	158
	-
	5.7.0
	Rel-5
	New HSDPA MAC-hs reset test case
	approved
	F
	5.8.0
	User Equipment (UE) conformance specification; Part 2: Implementation conformance statement (ICS) specification
	TEI
	T1

	TP-040116
	34.123-2
	160
	-
	5.7.0
	Rel-5
	Addition of 6 new Inter-RAT test cases
	approved
	F
	5.8.0
	User Equipment (UE) conformance specification; Part 2: Implementation conformance statement (ICS) specification
	TEI
	T1

	TP-040117
	34.123-3
	233
	-
	3.5.2
	R99
	Clarification of Section 8.5.1 Authentication: Explicitly stating that Authentication after IDT is an optional/dependent procedure.
	approved
	F
	3.6.0
	User Equipment (UE) conformance specification; Part 3: Abstract test suites (ATSs)
	TEI
	T1

	TP-040117
	34.123-3
	234
	-
	3.5.2
	R99
	GERAN generic procedures and TTCN encoding rules for CSN.1 specific encoding
	approved
	F
	3.6.0
	User Equipment (UE) conformance specification; Part 3: Abstract test suites (ATSs)
	TEI
	T1

	TP-040118
	34.123-3
	255
	-
	3.5.2
	R99
	Addition of MAC test case 7.1.3.1 to MAC ATS V3.5.1
	approved
	B
	3.6.0
	User Equipment (UE) conformance specification; Part 3: Abstract test suites (ATSs)
	TEI
	T1

	TP-040118
	34.123-3
	256
	-
	3.5.2
	R99
	Addition of RAB test case 14.2.49.1 to RAB ATS V3.5.1
	approved
	B
	3.6.0
	User Equipment (UE) conformance specification; Part 3: Abstract test suites (ATSs)
	TEI
	T1

	TP-040118
	34.123-3
	257
	-
	3.5.2
	R99
	Addition of GCF P1 test case 8.4.1.2 to RRC ATS V3.5.1
	approved
	B
	3.6.0
	User Equipment (UE) conformance specification; Part 3: Abstract test suites (ATSs)
	TEI
	T1

	TP-040118
	34.123-3
	258
	-
	3.5.2
	R99
	Revised CR for P3 NAS test case 13.2.2.1 to NAS ATS V3.5.1 (revision of T1-040239
	approved
	B
	3.6.0
	User Equipment (UE) conformance specification; Part 3: Abstract test suites (ATSs)
	TEI
	T1

	TP-040118
	34.123-3
	259
	-
	3.5.2
	R99
	Revised CR for P3 NAS test case 13.2.2.2 to NAS ATS V3.5.1 (revision of T1-040241)
	approved
	B
	3.6.0
	User Equipment (UE) conformance specification; Part 3: Abstract test suites (ATSs)
	TEI
	T1

	TP-040118
	34.123-3
	260
	-
	3.5.2
	R99
	Addition of GCF P3 test case 8.4.1.31 to RRC ATS v3.5.1
	approved
	B
	3.6.0
	User Equipment (UE) conformance specification; Part 3: Abstract test suites (ATSs)
	TEI
	T1

	TP-040118
	34.123-3
	261
	-
	3.5.2
	R99
	Revised CR for addition of GCF P2 test case 12.4.2.2 to NAS ATS V3.5.1
	approved
	B
	3.6.0
	User Equipment (UE) conformance specification; Part 3: Abstract test suites (ATSs)
	TEI
	T1

	TP-040118
	34.123-3
	262
	-
	3.5.2
	R99
	Addition of RRC test case 8.3.2.11 to RRC ATS V3.5.1
	approved
	B
	3.6.0
	User Equipment (UE) conformance specification; Part 3: Abstract test suites (ATSs)
	TEI
	T1

	TP-040118
	34.123-3
	263
	-
	3.5.2
	R99
	Addition of RRC test case 8.4.1.30 to RRC ATS V3.5.1
	approved
	B
	3.6.0
	User Equipment (UE) conformance specification; Part 3: Abstract test suites (ATSs)
	TEI
	T1

	TP-040118
	34.123-3
	264
	-
	3.5.2
	R99
	Addition of RRC test case 8.4.1.29 to RRC ATS V3.5.1
	approved
	B
	3.6.0
	User Equipment (UE) conformance specification; Part 3: Abstract test suites (ATSs)
	TEI
	T1

	TP-040118
	34.123-3
	265
	-
	3.5.2
	R99
	Addition of RAB test case 14.2.7a to RAB ATS V3.5.1
	approved
	B
	3.6.0
	User Equipment (UE) conformance specification; Part 3: Abstract test suites (ATSs)
	TEI
	T1

	TP-040118
	34.123-3
	266
	-
	3.5.2
	R99
	Addition of RAB test case 14.2.5a to RAB ATS V3.5.1
	approved
	B
	3.6.0
	User Equipment (UE) conformance specification; Part 3: Abstract test suites (ATSs)
	TEI
	T1

	TP-040118
	34.123-3
	267
	-
	3.5.2
	R99
	Addition of RAB test case 14.2.4a to RAB ATS V3.5.1
	approved
	B
	3.6.0
	User Equipment (UE) conformance specification; Part 3: Abstract test suites (ATSs)
	TEI
	T1

	TP-040118
	34.123-3
	268
	-
	3.5.2
	R99
	Addition of GCF P1 test case 12.4.1.1a to NAS ATS V3.5.1
	approved
	B
	3.6.0
	User Equipment (UE) conformance specification; Part 3: Abstract test suites (ATSs)
	TEI
	T1

	TP-040118
	34.123-3
	269
	-
	3.5.2
	R99
	Test Case 13.2.1.1
	approved
	B
	3.6.0
	User Equipment (UE) conformance specification; Part 3: Abstract test suites (ATSs)
	TEI
	T1

	TP-040118
	34.123-3
	270
	-
	3.5.2
	R99
	Addition of GCF P3 test case 10.1.2.6.6 to NAS ATS V3.4.0
	approved
	B
	3.6.0
	User Equipment (UE) conformance specification; Part 3: Abstract test suites (ATSs)
	TEI
	T1

	TP-040118
	34.123-3
	271
	-
	3.5.2
	R99
	Addition of GCF P3 test case 10.1.2.7.2 to NAS ATS V3.4.0
	approved
	B
	3.6.0
	User Equipment (UE) conformance specification; Part 3: Abstract test suites (ATSs)
	TEI
	T1

	TP-040118
	34.123-3
	272
	-
	3.5.2
	R99
	Addition of GCF P3 test case 10.1.2.5.5 to NAS ATS V3.4.0
	approved
	B
	3.6.0
	User Equipment (UE) conformance specification; Part 3: Abstract test suites (ATSs)
	TEI
	T1

	TP-040118
	34.123-3
	273
	-
	3.5.2
	R99
	Addition of GCF P3 test case 10.1.2.6.2 to NAS ATS V3.4.0
	approved
	B
	3.6.0
	User Equipment (UE) conformance specification; Part 3: Abstract test suites (ATSs)
	TEI
	T1

	TP-040118
	34.123-3
	274
	-
	3.5.2
	R99
	Addition of GCF P3 test case 10.1.2.4.10 to NAS ATS V3.4.0
	approved
	B
	3.6.0
	User Equipment (UE) conformance specification; Part 3: Abstract test suites (ATSs)
	TEI
	T1

	TP-040118
	34.123-3
	275
	-
	3.5.2
	R99
	Addition of GCF P3 test case 10.1.2.3.3 to NAS ATS V3.4.0
	approved
	B
	3.6.0
	User Equipment (UE) conformance specification; Part 3: Abstract test suites (ATSs)
	TEI
	T1

	TP-040118
	34.123-3
	276
	-
	3.5.2
	R99
	Addition of NAS test case 8.3.1.2 to RRC ATS V3.4.0 (revision of T1-031735)
	approved
	B
	3.6.0
	User Equipment (UE) conformance specification; Part 3: Abstract test suites (ATSs)
	TEI
	T1

	TP-040118
	34.123-3
	277
	-
	3.5.2
	R99
	Addition of NAS test case 8.3.1.5 to RRC ATS V3.4.0 (revision of T1-031807)
	approved
	B
	3.6.0
	User Equipment (UE) conformance specification; Part 3: Abstract test suites (ATSs)
	TEI
	T1

	TP-040118
	34.123-3
	278
	-
	3.5.2
	R99
	Addition of NAS test case 8.3.1.6 to RRC ATS V3.4.0 (revision of T1-031809)
	approved
	B
	3.6.0
	User Equipment (UE) conformance specification; Part 3: Abstract test suites (ATSs)
	TEI
	T1

	TP-040118
	34.123-3
	279
	-
	3.5.2
	R99
	Addition of GCF P3 test case 14.2.12 to RAB ATS V3.4.0
	approved
	B
	3.6.0
	User Equipment (UE) conformance specification; Part 3: Abstract test suites (ATSs)
	TEI
	T1

	TP-040118
	34.123-3
	280
	-
	3.5.2
	R99
	Addition of NAS test case 10.1.3.3.1 to NAS ATS V3.4.0 (Revision of T1s040170)
	approved
	B
	3.6.0
	User Equipment (UE) conformance specification; Part 3: Abstract test suites (ATSs)
	TEI
	T1

	TP-040118
	34.123-3
	281
	-
	3.5.2
	R99
	Addition of RRC test case 8.1.10.1 to RRC ATS V3.4.0
	approved
	B
	3.6.0
	User Equipment (UE) conformance specification; Part 3: Abstract test suites (ATSs)
	TEI
	T1

	TP-040118
	34.123-3
	282
	-
	3.5.2
	R99
	Addition of GCF P2 test case 8.4.1.18 to RRC ATS V3.4.0
	approved
	B
	3.6.0
	User Equipment (UE) conformance specification; Part 3: Abstract test suites (ATSs)
	TEI
	T1

	TP-040118
	34.123-3
	283
	-
	3.5.2
	R99
	Addition of GCF P2 test case 8.4.1.19 to RRC ATS V3.4.0
	approved
	B
	3.6.0
	User Equipment (UE) conformance specification; Part 3: Abstract test suites (ATSs)
	TEI
	T1

	TP-040118
	34.123-3
	284
	-
	3.5.2
	R99
	Addition of NAS test case 10.1.3.5.6 to NAS ATS V3.4.0
	approved
	B
	3.6.0
	User Equipment (UE) conformance specification; Part 3: Abstract test suites (ATSs)
	TEI
	T1

	TP-040118
	34.123-3
	285
	-
	3.5.2
	R99
	Addition of NAS test case 10.1.2.2.2 to NAS ATS V3.4.0
	approved
	B
	3.6.0
	User Equipment (UE) conformance specification; Part 3: Abstract test suites (ATSs)
	TEI
	T1

	TP-040118
	34.123-3
	286
	-
	3.5.2
	R99
	Addition of RRC test case 8.4.1.26 to RRC ATS V3.4.0
	approved
	B
	3.6.0
	User Equipment (UE) conformance specification; Part 3: Abstract test suites (ATSs)
	TEI
	T1

	TP-040118
	34.123-3
	287
	-
	3.5.2
	R99
	Addition of GCF P1 test case 8.4.1.3 to RRC ATS V3.4.0
	approved
	B
	3.6.0
	User Equipment (UE) conformance specification; Part 3: Abstract test suites (ATSs)
	TEI
	T1

	TP-040118
	34.123-3
	288
	-
	3.5.2
	R99
	Addition of RRC test case 8.3.7.3 to RRC ATS V3.4.0
	approved
	B
	3.6.0
	User Equipment (UE) conformance specification; Part 3: Abstract test suites (ATSs)
	TEI
	T1

	TP-040118
	34.123-3
	289
	-
	3.5.2
	R99
	Introducing package 2 test case 8.3.1.10 to RRCv340 (revision of T1-031739)
	approved
	B
	3.6.0
	User Equipment (UE) conformance specification; Part 3: Abstract test suites (ATSs)
	TEI
	T1

	TP-040118
	34.123-3
	290
	-
	3.5.2
	R99
	Introducing package 2 test case 8.3.1.9 to RRCv340 (revision of T1-031737)
	approved
	B
	3.6.0
	User Equipment (UE) conformance specification; Part 3: Abstract test suites (ATSs)
	TEI
	T1

	TP-040118
	34.123-3
	291
	-
	3.5.2
	R99
	Addition of NAS test case 10.1.2.1.1 to NAS ATS V3.4.0
	approved
	B
	3.6.0
	User Equipment (UE) conformance specification; Part 3: Abstract test suites (ATSs)
	TEI
	T1

	TP-040118
	34.123-3
	292
	-
	3.5.2
	R99
	Addition of NAS test case 10.1.3.3.2 to NAS ATS V3.4.0
	approved
	B
	3.6.0
	User Equipment (UE) conformance specification; Part 3: Abstract test suites (ATSs)
	TEI
	T1

	TP-040118
	34.123-3
	293
	-
	3.5.2
	R99
	Addition of NAS test case 10.1.3.3.4 to NAS ATS V3.4.0
	approved
	B
	3.6.0
	User Equipment (UE) conformance specification; Part 3: Abstract test suites (ATSs)
	TEI
	T1

	TP-040118
	34.123-3
	294
	-
	3.5.2
	R99
	Addition of NAS test case 10.1.2.7.3 to NAS ATS V3.4.0
	approved
	B
	3.6.0
	User Equipment (UE) conformance specification; Part 3: Abstract test suites (ATSs)
	TEI
	T1

	TP-040118
	34.123-3
	295
	-
	3.5.2
	R99
	Addition of NAS test case 10.1.2.5.2 to NAS ATS V3.4.0
	approved
	B
	3.6.0
	User Equipment (UE) conformance specification; Part 3: Abstract test suites (ATSs)
	TEI
	T1

	TP-040118
	34.123-3
	296
	-
	3.5.2
	R99
	Addition of RAB test case 14.2.23a.1 to RAB ATS V3.4.0
	approved
	B
	3.6.0
	User Equipment (UE) conformance specification; Part 3: Abstract test suites (ATSs)
	TEI
	T1

	TP-040118
	34.123-3
	297
	-
	3.5.2
	R99
	Addition of RAB test case 14.2.23b to RAB ATS V3.4.0
	approved
	B
	3.6.0
	User Equipment (UE) conformance specification; Part 3: Abstract test suites (ATSs)
	TEI
	T1

	TP-040118
	34.123-3
	298
	-
	3.5.2
	R99
	Addition of RAB test case 14.2.23c to RAB ATS V3.4.0
	approved
	B
	3.6.0
	User Equipment (UE) conformance specification; Part 3: Abstract test suites (ATSs)
	TEI
	T1

	TP-040118
	34.123-3
	299
	-
	3.5.2
	R99
	Addition of RAB test case 14.2.14.1 to RAB ATS V3.4.0
	approved
	B
	3.6.0
	User Equipment (UE) conformance specification; Part 3: Abstract test suites (ATSs)
	TEI
	T1

	TP-040118
	34.123-3
	300
	-
	3.5.2
	R99
	Addition of RAB test case 14.2.14.2 to RAB ATS V3.4.0
	approved
	B
	3.6.0
	User Equipment (UE) conformance specification; Part 3: Abstract test suites (ATSs)
	TEI
	T1

	TP-040118
	34.123-3
	301
	-
	3.5.2
	R99
	Addition of RAB test case 14.2.15 to RAB ATS V3.4.0
	approved
	B
	3.6.0
	User Equipment (UE) conformance specification; Part 3: Abstract test suites (ATSs)
	TEI
	T1

	TP-040118
	34.123-3
	302
	-
	3.5.2
	R99
	Addition of RAB test case 14.2.16 to RAB ATS V3.4.0
	approved
	B
	3.6.0
	User Equipment (UE) conformance specification; Part 3: Abstract test suites (ATSs)
	TEI
	T1

	TP-040118
	34.123-3
	303
	-
	3.5.2
	R99
	Addition of RAB test case 14.2.17 to RAB ATS V3.4.0
	approved
	B
	3.6.0
	User Equipment (UE) conformance specification; Part 3: Abstract test suites (ATSs)
	TEI
	T1

	TP-040118
	34.123-3
	304
	-
	3.5.2
	R99
	Addition of RAB test case 14.2.13.2 to RAB ATS V3.4.0
	approved
	B
	3.6.0
	User Equipment (UE) conformance specification; Part 3: Abstract test suites (ATSs)
	TEI
	T1

	TP-040118
	34.123-3
	305
	-
	3.5.2
	R99
	Addition of NAS test case 10.1.2.4.9 to NAS ATS V3.4.0
	approved
	B
	3.6.0
	User Equipment (UE) conformance specification; Part 3: Abstract test suites (ATSs)
	TEI
	T1

	TP-040118
	34.123-3
	306
	-
	3.5.2
	R99
	Addition of NAS test case 10.1.2.4.4 to NAS ATS V3.4.0
	approved
	B
	3.6.0
	User Equipment (UE) conformance specification; Part 3: Abstract test suites (ATSs)
	TEI
	T1

	TP-040118
	34.123-3
	307
	-
	3.5.2
	R99
	Addition of NAS test case 10.1.2.4.6 to NAS ATS V3.4.0
	approved
	B
	3.6.0
	User Equipment (UE) conformance specification; Part 3: Abstract test suites (ATSs)
	TEI
	T1

	TP-040118
	34.123-3
	308
	-
	3.5.2
	R99
	Addition of NAS test case 10.1.2.6.3 to NAS ATS V3.4.0
	approved
	B
	3.6.0
	User Equipment (UE) conformance specification; Part 3: Abstract test suites (ATSs)
	TEI
	T1

	TP-040118
	34.123-3
	309
	-
	3.5.2
	R99
	Addition of NAS test case 10.1.2.4.7 to NAS ATS V3.4.0
	approved
	B
	3.6.0
	User Equipment (UE) conformance specification; Part 3: Abstract test suites (ATSs)
	TEI
	T1

	TP-040118
	34.123-3
	310
	-
	3.5.2
	R99
	Addition of NAS test case 10.1.2.4.8 to NAS ATS V3.4.0
	approved
	B
	3.6.0
	User Equipment (UE) conformance specification; Part 3: Abstract test suites (ATSs)
	TEI
	T1

	TP-040118
	34.123-3
	311
	-
	3.5.2
	R99
	Addition of NAS test case 10.1.2.9.1 to NAS ATS V3.4.0
	approved
	B
	3.6.0
	User Equipment (UE) conformance specification; Part 3: Abstract test suites (ATSs)
	TEI
	T1

	TP-040118
	34.123-3
	312
	-
	3.5.2
	R99
	Addition of NAS test case 10.1.2.3.1 to NAS ATS V3.4.0
	approved
	B
	3.6.0
	User Equipment (UE) conformance specification; Part 3: Abstract test suites (ATSs)
	TEI
	T1

	TP-040118
	34.123-3
	313
	-
	3.5.2
	R99
	Addition of NAS test case 10.1.2.4.3 to NAS ATS V3.4.0
	approved
	B
	3.6.0
	User Equipment (UE) conformance specification; Part 3: Abstract test suites (ATSs)
	TEI
	T1

	TP-040118
	34.123-3
	314
	-
	3.5.2
	R99
	Addition of NAS test case 9.4.2.3 to NAS ATS V3.4.0
	approved
	B
	3.6.0
	User Equipment (UE) conformance specification; Part 3: Abstract test suites (ATSs)
	TEI
	T1

	TP-040118
	34.123-3
	315
	-
	3.5.2
	R99
	Addition of NAS test case 9.4.8 to NAS ATS V3.4.0
	approved
	B
	3.6.0
	User Equipment (UE) conformance specification; Part 3: Abstract test suites (ATSs)
	TEI
	T1

	TP-040118
	34.123-3
	316
	-
	3.5.2
	R99
	Addition of NAS test case 12.6.1.2 to NAS ATS V3.4.0
	approved
	B
	3.6.0
	User Equipment (UE) conformance specification; Part 3: Abstract test suites (ATSs)
	TEI
	T1

	TP-040119
	34.123-3
	317
	-
	3.5.2
	R99
	Quality of Service (QoS) initialisation when setting up a PS call
	approved
	F
	3.6.0
	User Equipment (UE) conformance specification; Part 3: Abstract test suites (ATSs)
	TEI
	T1

	TP-040119
	34.123-3
	318
	-
	3.5.2
	R99
	Correction to RRC Package 2 TC 8.3.1.4 to stop the timer t_WaitS after receiving expected UTRAN MOBILITY INFORMATION CONFIRM message from UE.
	approved
	F
	3.6.0
	User Equipment (UE) conformance specification; Part 3: Abstract test suites (ATSs)
	TEI
	T1

	TP-040119
	34.123-3
	319
	-
	3.5.2
	R99
	Corrections to RRC package 1 and 2 test cases from sections 8.1.x, 8.2.x and 8.3.x to add a delay before SS reconfigures MAC according to the new C-RNTI or U-RNTI assigned to UE.
	approved
	F
	3.6.0
	User Equipment (UE) conformance specification; Part 3: Abstract test suites (ATSs)
	TEI
	T1

	TP-040119
	34.123-3
	320
	-
	3.5.2
	R99
	Correction to RRC TC 8.3.1.3 on the contents of CELL UPDATE CONFIRM message
	approved
	F
	3.6.0
	User Equipment (UE) conformance specification; Part 3: Abstract test suites (ATSs)
	TEI
	T1

	TP-040119
	34.123-3
	321
	-
	3.5.2
	R99
	Correction to RRC Package 1 TC 8.1.1.2 and 8.1.1.3 to add delay before switching to CELL_PCH or URA_PCH
	approved
	F
	3.6.0
	User Equipment (UE) conformance specification; Part 3: Abstract test suites (ATSs)
	TEI
	T1

	TP-040119
	34.123-3
	322
	-
	3.5.2
	R99
	Correction to Package 2 GMM test case 12.2.1.3 for supporting USIM removal without power off
	approved
	F
	3.6.0
	User Equipment (UE) conformance specification; Part 3: Abstract test suites (ATSs)
	TEI
	T1

	TP-040119
	34.123-3
	323
	-
	3.5.2
	R99
	Correction to Package 3 NAS CC test cases 10_1_2_5_5, 10_1_2_6_2 and 10_1_2_7_2 to validate the current TI value.
	approved
	F
	3.6.0
	User Equipment (UE) conformance specification; Part 3: Abstract test suites (ATSs)
	TEI
	T1

	TP-040119
	34.123-3
	324
	-
	3.5.2
	R99
	Correction to Package 3 NAS CC test cases 10.1.2.6.6, introducing PIXIT parameter for UE Call waiting support.
	approved
	F
	3.6.0
	User Equipment (UE) conformance specification; Part 3: Abstract test suites (ATSs)
	TEI
	T1

	TP-040119
	34.123-3
	325
	-
	3.5.2
	R99
	Correction to Package 1 SM test case 11.1.1.1 in handling Modify PDP Context procedure.
	approved
	F
	3.6.0
	User Equipment (UE) conformance specification; Part 3: Abstract test suites (ATSs)
	TEI
	T1

	TP-040119
	34.123-3
	326
	-
	3.5.2
	R99
	Correction to Radio Bearer setup message for Package 1 RAB test case 14.2.13.1 and package 2 RAB test case 14.2.15.
	approved
	F
	3.6.0
	User Equipment (UE) conformance specification; Part 3: Abstract test suites (ATSs)
	TEI
	T1

	TP-040119
	34.123-3
	327
	-
	3.5.2
	R99
	Correction to Package 3 RAB test case 14.2.14.1 Radio Bearer setup in the SS.
	approved
	F
	3.6.0
	User Equipment (UE) conformance specification; Part 3: Abstract test suites (ATSs)
	TEI
	T1

	TP-040119
	34.123-3
	328
	-
	3.5.2
	R99
	Correction to RRC TC 8.2.2.18 and 8.2.2.17 on contents of radio bearer reconfiguration message and comments in test steps of TC 8.2.2.18.
	approved
	F
	3.6.0
	User Equipment (UE) conformance specification; Part 3: Abstract test suites (ATSs)
	TEI
	T1

	TP-040119
	34.123-3
	329
	-
	3.5.2
	R99
	Correction to RRC Package 2 TC 8.3.1.3 to delete the Radio Bearer BCCH mapped to FACH(RB_BCCH_FACH) in the old cell before configuring in the new cell.
	approved
	F
	3.6.0
	User Equipment (UE) conformance specification; Part 3: Abstract test suites (ATSs)
	TEI
	T1

	TP-040119
	34.123-3
	330
	-
	3.5.2
	R99
	Correction to Package 3 NAS MM test case 9.4.2.2.2 to disable cell C ATT flag
	approved
	F
	3.6.0
	User Equipment (UE) conformance specification; Part 3: Abstract test suites (ATSs)
	TEI
	T1

	TP-040119
	34.123-3
	331
	-
	3.5.2
	R99
	Correction to Package 2 NAS MM test case 9.4.9, introducing postamble to remove PLMN2 from USIM forbidden PLMN list.
	approved
	F
	3.6.0
	User Equipment (UE) conformance specification; Part 3: Abstract test suites (ATSs)
	TEI
	T1

	TP-040119
	34.123-3
	332
	-
	3.5.2
	R99
	Modification to RLC 7.2.3.33 TTCN to meet Test Procedure ‘f’ in Prose 34.123-1-571.
	approved
	F
	3.6.0
	User Equipment (UE) conformance specification; Part 3: Abstract test suites (ATSs)
	TEI
	T1

	TP-040119
	34.123-3
	333
	-
	3.5.2
	R99
	Correction to Package 3 NAS CC test case 10.1.2.7.3 for assigning FAIL verdict on receiving unexpected RELEASE message.
	approved
	F
	3.6.0
	User Equipment (UE) conformance specification; Part 3: Abstract test suites (ATSs)
	TEI
	T1

	TP-040119
	34.123-3
	334
	-
	3.5.2
	R99
	Correction to RRC TC 8.2.2.10 on contents of radio bearer reconfiguration message.
	approved
	F
	3.6.0
	User Equipment (UE) conformance specification; Part 3: Abstract test suites (ATSs)
	TEI
	T1

	TP-040119
	34.123-3
	335
	-
	3.5.2
	R99
	Correction to RRC Package 2 TC 8.4.1.16 and 8.4.1.17 for contents of SIB 11 and Measurement reporting Interval.
	approved
	F
	3.6.0
	User Equipment (UE) conformance specification; Part 3: Abstract test suites (ATSs)
	TEI
	T1

	TP-040119
	34.123-3
	336
	-
	3.5.2
	R99
	Correction to common test step “ts_SS_2_FACH_1_RACH_ModifyDCH_Cfg” of RRC ATS to release unused RLC entity, related to test cases 8.4.1.18 and 8.4.1.19
	approved
	F
	3.6.0
	User Equipment (UE) conformance specification; Part 3: Abstract test suites (ATSs)
	TEI
	T1

	TP-040119
	34.123-3
	337
	-
	3.5.2
	R99
	Correction to Package 1 SM TC 11.1.1.1, 11.3.1 and 11.3.2 to harmonize the timer handling and to account for T1-040514, T1s040243 and T1s040244 concerning RAB release and detaching.
	approved
	F
	3.6.0
	User Equipment (UE) conformance specification; Part 3: Abstract test suites (ATSs)
	TEI
	T1

	TP-040119
	34.123-3
	338
	-
	3.5.2
	R99
	Correction to Approved Package 1 TC 11.1.1.1
	approved
	F
	3.6.0
	User Equipment (UE) conformance specification; Part 3: Abstract test suites (ATSs)
	TEI
	T1

	TP-040119
	34.123-3
	339
	-
	3.5.2
	R99
	Correction to package 2 TC 9.1 to handle PS attach and detach.
	approved
	F
	3.6.0
	User Equipment (UE) conformance specification; Part 3: Abstract test suites (ATSs)
	TEI
	T1

	TP-040119
	34.123-3
	340
	-
	3.5.2
	R99
	Correction to Approved RRC Package 1 TC 8.4.1.1
	approved
	F
	3.6.0
	User Equipment (UE) conformance specification; Part 3: Abstract test suites (ATSs)
	TEI
	T1

	TP-040119
	34.123-3
	341
	-
	3.5.2
	R99
	Changes to the test step ts_CC_InitTCV_MO
	approved
	F
	3.6.0
	User Equipment (UE) conformance specification; Part 3: Abstract test suites (ATSs)
	TEI
	T1

	TP-040119
	34.123-3
	342
	-
	3.5.2
	R99
	Correction to Package 1 GMM test case 12.3.1.2 for P-TMSI signature check at Step 12.
	approved
	F
	3.6.0
	User Equipment (UE) conformance specification; Part 3: Abstract test suites (ATSs)
	TEI
	T1

	TP-040119
	34.123-3
	343
	-
	3.5.2
	R99
	Regression error corrections to wk12 and wk15.
	approved
	F
	3.6.0
	User Equipment (UE) conformance specification; Part 3: Abstract test suites (ATSs)
	TEI
	T1

	TP-040119
	34.123-3
	344
	-
	3.5.2
	R99
	Correction to Package 2 MM TC 9.4.9 to handle situation when pc_PS is TRUE also.
	approved
	F
	3.6.0
	User Equipment (UE) conformance specification; Part 3: Abstract test suites (ATSs)
	TEI
	T1

	TP-040119
	34.123-3
	345
	-
	3.5.2
	R99
	Correction to GFC P1 RAB test case 14.2.4
	approved
	F
	3.6.0
	User Equipment (UE) conformance specification; Part 3: Abstract test suites (ATSs)
	TEI
	T1

	TP-040119
	34.123-3
	346
	-
	3.5.2
	R99
	Correction to GFC P3 RAB test cases 14.2.26 and 14.2.27
	approved
	F
	3.6.0
	User Equipment (UE) conformance specification; Part 3: Abstract test suites (ATSs)
	TEI
	T1

	TP-040119
	34.123-3
	347
	-
	3.5.2
	R99
	Correction to Approved RRC Package 1 TC 8.3.4.2 and 8.3.4.3
	approved
	F
	3.6.0
	User Equipment (UE) conformance specification; Part 3: Abstract test suites (ATSs)
	TEI
	T1

	TP-040119
	34.123-3
	348
	-
	3.5.2
	R99
	Correction to Approved RRC Package 1 TC 8.3.4.1
	approved
	F
	3.6.0
	User Equipment (UE) conformance specification; Part 3: Abstract test suites (ATSs)
	TEI
	T1

	TP-040119
	34.123-3
	349
	-
	3.5.2
	R99
	Correction to RRC Package 2 TC 8.2.2.7 for radio bearer messages with specified IEs and correction of default PS RAB and SRBs RLC configurations in RRC ATS. (Revision of T1s040165).
	approved
	F
	3.6.0
	User Equipment (UE) conformance specification; Part 3: Abstract test suites (ATSs)
	TEI
	T1

	TP-040119
	34.123-3
	350
	-
	3.5.2
	R99
	Correction to NAS Package 1 TC 12.5 for selecting UE operation mode C only when mode A not supported and validating RRC connection establishment cause
	approved
	F
	3.6.0
	User Equipment (UE) conformance specification; Part 3: Abstract test suites (ATSs)
	TEI
	T1

	TP-040119
	34.123-3
	351
	-
	3.5.2
	R99
	Correction to RRC Package 1 TC 8.1.2.1 modification to UE system specific capabilities (Revision of T1s040078).
	approved
	F
	3.6.0
	User Equipment (UE) conformance specification; Part 3: Abstract test suites (ATSs)
	TEI
	T1

	TP-040119
	34.123-3
	352
	-
	3.5.2
	R99
	Error correction lists to iWD-wk04 and iWD-wk07
	approved
	F
	3.6.0
	User Equipment (UE) conformance specification; Part 3: Abstract test suites (ATSs)
	TEI
	T1

	TP-040119
	34.123-3
	353
	-
	3.5.2
	R99
	TTCN corrections to Generic Setup Procedures
	approved
	F
	3.6.0
	User Equipment (UE) conformance specification; Part 3: Abstract test suites (ATSs)
	TEI
	T1

	TP-040119
	34.123-3
	354
	-
	3.5.2
	R99
	General correction to approved GCF P1 (Cell FACH) MAC test cases
	approved
	F
	3.6.0
	User Equipment (UE) conformance specification; Part 3: Abstract test suites (ATSs)
	TEI
	T1

	TP-040119
	34.123-3
	355
	-
	3.5.2
	R99
	Correction to RRC Package 1 TC 8.2.1.8 and 8.2.1.9 for the mismatch between Radio Bearer setup and PDP context Activation Request message (Revision of T1s040071).
	approved
	F
	3.6.0
	User Equipment (UE) conformance specification; Part 3: Abstract test suites (ATSs)
	TEI
	T1

	TP-040119
	34.123-3
	356
	-
	3.5.2
	R99
	Modification to ATT flag usage in TC 12.3.1.5. (Re-submission of T1-031923 on v3.4.0)
	approved
	F
	3.6.0
	User Equipment (UE) conformance specification; Part 3: Abstract test suites (ATSs)
	TEI
	T1

	TP-040119
	34.123-3
	357
	-
	3.5.2
	R99
	Corrections to RRC Package 1 TC 8.1.2.9 to modify timers and RRC Setup Request Constraints
	approved
	F
	3.6.0
	User Equipment (UE) conformance specification; Part 3: Abstract test suites (ATSs)
	TEI
	T1

	TP-040119
	34.123-3
	358
	-
	3.5.2
	R99
	Not provided
	approved
	F
	3.6.0
	User Equipment (UE) conformance specification; Part 3: Abstract test suites (ATSs)
	TEI
	T1

	TP-040123
	34.123-3
	359
	-
	3.5.2
	R99
	Updating Annex A
	approved
	F
	3.6.0
	User Equipment (UE) conformance specification; Part 3: Abstract test suites (ATSs)
	TEI
	T1

	SP-040358
	41.101
	004
	-
	4.10.0
	Rel-4
	Corrections to list of specifications
	approved
	F
	4.11.0
	Technical Specifications and Technical Reports for a GERAN-based 3GPP system
	TEI4
	SP

	SP-040358
	41.101
	005
	-
	5.6.0
	Rel-5
	Corrections to list of specifications
	approved
	F
	5.7.0
	Technical Specifications and Technical Reports for a GERAN-based 3GPP system
	TEI5
	SP

	NP-040203
	43.068
	016
	1
	6.0.0
	Rel-6
	Correction of PCH re-organization notification
	approved
	F
	6.1.0
	Voice Group Call Service (VGCS); Stage 2
	TEI6
	N1

	TP-040105
	51.011
	032
	-
	4.11.0
	Rel-4
	Correction of coding example for MMS Issuer/User Connectivity Parameters
	approved
	F
	4.12.0
	Specification of the Subscriber Identity Module - Mobile Equipment (SIM-ME) interface
	TEI
	T3
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