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Annex E:
List of Change Requests and their status after TSG SA Meeting #25

E.1
CRs from SA WG1

	TSG SA Doc
	SPEC
	CR
	rev
	Current
version
	Phase
	SUBJECT
	TSG status
	Cat
	New
version
	WI

	SP-040510
	22.038
	023
	-
	7.0.0
	Rel-7
	Enhance the USAT MMS presentation
	revised
	B
	
	UEMMS

	SP-040679
	22.038
	023
	1
	7.0.0
	Rel-7
	Enhance the USAT MMS presentation
	approved
	A
	7.1.0
	UEMMS

	SP-040679
	22.038
	024
	-
	6.2.0
	Rel-6
	Enhance the USAT MMS presentation
	approved
	B
	6.3.0
	UEMMS

	SP-040503
	22.078
	175
	-
	6.5.0
	Rel-6
	Location Retrieval for MT call handling
	approved
	F
	6.6.0
	TEI6

	SP-040503
	22.078
	176
	-
	7.0.0
	Rel-7
	Location Retrieval for MT call handling
	approved
	A
	7.1.0
	TEI6

	SP-040689
	22.078
	177
	-
	6.5.0
	Rel-6
	Support of User-to-User Information (UUI) in CAMEL
	approved
	B
	6.6.0
	TEI6

	SP-040689
	22.078
	177
	-
	6.5.0
	Rel-6
	Support of User-to-User Information (UUI) in CAMEL
	withdrawn
	B
	
	TEI6

	SP-040689
	22.078
	178
	-
	7.0.0
	Rel-7
	Support of User-to-User Information (UUI) in CAMEL
	approved
	A
	7.1.0
	TEI6

	SP-040504
	22.146
	044
	-
	6.5.0
	Rel-6
	Rel-6 removal of notification requirement while receiveing PS or CS services
	approved
	F
	6.6.0
	MBMS

	SP-040504
	22.146
	045
	-
	6.5.0
	Rel-6
	Key management priority for MBMS services
	revised
	F
	
	MBMS

	SP-040680
	22.146
	045
	1
	6.5.0
	Rel-6
	Key management priority for MBMS services
	withdrawn
	F
	
	MBMS

	SP-040696
	22.146
	045
	1
	6.5.0
	Rel-6
	Key management priority for MBMS services
	approved
	F
	6.6.0
	MBMS

	SP-040511
	22.228
	025
	-
	6.6.0
	Rel-7
	Requirements for the handling of SIP URIs with Presence or IM prefixes
	approved
	B
	7.0.0
	IMIMS2

	SP-040506
	22.234
	005
	-
	6.1.0
	Rel-6
	Clarification to WLAN PLMN Selection
	approved
	F
	6.2.0
	WLAN

	SP-040506
	22.234
	006
	-
	6.1.0
	Rel-6
	Use of the SSID List at WLAN PLMN Selection
	approved
	F
	6.2.0
	WLAN

	SP-040506
	22.234
	007
	-
	6.1.0
	Rel-6
	Clarification of Interworking between PLMN and WLANs clause 5.1.7.1
	approved
	F
	6.2.0
	WLAN

	SP-040506
	22.234
	008
	-
	6.1.0
	Rel-6
	Clarification of the relationship between different levels of WLAN interworking
	approved
	F
	6.2.0
	WLAN

	SP-040506
	22.234
	009
	-
	6.1.0
	Rel-6
	Clarification on the WLAN identities lists for I-WLAN selection
	approved
	F
	6.2.0
	WLAN

	SP-040507
	22.240
	006
	-
	6.3.0
	Rel-6
	GUP, UE requirements corrections
	approved
	F
	6.4.0
	GUP

	SP-040505
	22.246
	005
	-
	6.1.0
	Rel-6
	Minor corrections to TS 22.246 (MBMS User Services)
	approved
	D
	6.2.0
	MBMS

	SP-040508
	42.068
	002
	-
	5.0.1
	Rel-6
	Addition of optional over-the-air ciphering for VGCS
	approved
	B
	6.0.0
	SECGKYV

	SP-040512
	42.068
	003
	-
	5.0.1
	Rel-7
	VGCS support of service provider specific end-to-end encryption
	approved
	B
	7.0.0
	EGCS

	SP-040512
	42.068
	004
	1
	5.0.1
	Rel-7
	Sending of SMS to an ongoing Voice Group Call
	approved
	B
	7.0.0
	EGCS

	SP-040512
	42.068
	005
	-
	5.0.1
	Rel-7
	Enhanced talker functionality for VGCS for the support of emergency situations
	approved
	B
	7.0.0
	EGCS

	SP-040508
	42.069
	002
	-
	5.0.1
	Rel-6
	Addition of optional over-the-air ciphering for VBS
	approved
	B
	6.0.0
	SECGKYV


E.2
CRs from SA WG2

	TSG SA Doc
	SPEC
	CR
	rev
	Current
version
	Phase
	SUBJECT
	TSG status
	Cat
	New
version
	WI

	SP-040517
	23.060
	504
	2
	6.5.0
	Rel-6
	Correction to the Network-Requested PDP Context Activation Procedure
	approved
	F
	6.6.0
	TEI

	SP-040517
	23.060
	506
	1
	6.5.0
	Rel-6
	Correction to the PCO defination
	approved
	D
	6.6.0
	TEI

	SP-040517
	23.060
	507
	-
	5.8.0
	Rel-5
	Correction for DTM
	approved
	F
	5.9.0
	TEI

	SP-040517
	23.060
	508
	-
	6.5.0
	Rel-6
	Correction for DTM
	approved
	A
	6.6.0
	TEI

	SP-040517
	23.060
	510
	1
	6.5.0
	Rel-6
	Introduction of Network Sharing
	approved
	B
	6.6.0
	NTShar

	SP-040518
	23.125
	048
	2
	6.1.0
	Rel-6
	Add CCF and/or OCS address to charging rule
	approved
	B
	6.2.0
	CH

	SP-040518
	23.125
	051
	1
	6.1.0
	Rel-6
	Add a definition of TPF/CRF instance
	approved
	B
	6.2.0
	CH

	SP-040518
	23.125
	055
	-
	6.1.0
	Rel-6
	Allowing specific charging rule selection for dedicated IMS signalling PDP contexts
	approved
	F
	6.2.0
	CH

	SP-040518
	23.125
	056
	2
	6.1.0
	Rel-6
	Application Function Tag
	approved
	B
	6.2.0
	CH

	SP-040518
	23.125
	059
	2
	6.1.0
	Rel-6
	Clarification on precedence of charging rules
	approved
	B
	6.2.0
	CH

	SP-040518
	23.125
	060
	2
	6.1.0
	Rel-6
	Rx/Gx functions and SBLP usage in IMS Charging
	approved
	B
	6.2.0
	CH

	SP-040518
	23.125
	061
	2
	6.1.0
	Rel-6
	Policy control functions provided by FBC
	approved
	B
	6.2.0
	CH

	SP-040518
	23.125
	063
	2
	6.1.0
	Rel-6
	Clarification of pre-defined charging rules
	approved
	F
	6.2.0
	CH

	SP-040518
	23.125
	064
	-
	6.1.0
	Rel-6
	Clarification on charging rules
	approved
	F
	6.2.0
	CH

	SP-040518
	23.125
	065
	2
	6.1.0
	Rel-6
	Traffic plane function behavior
	approved
	F
	6.2.0
	CH

	SP-040518
	23.125
	066
	2
	6.1.0
	Rel-6
	Termination action
	approved
	F
	6.2.0
	CH

	SP-040518
	23.125
	067
	-
	6.1.0
	Rel-6
	Re-authorization triggers
	approved
	F
	6.2.0
	CH

	SP-040518
	23.125
	068
	1
	6.1.0
	Rel-6
	Gx reference point functions
	approved
	F
	6.2.0
	CH

	SP-040518
	23.125
	069
	2
	6.1.0
	Rel-6
	Clarifications in message flows
	approved
	F
	6.2.0
	CH

	SP-040518
	23.125
	070
	2
	6.1.0
	Rel-6
	Bearer service modification in case of online charging
	approved
	F
	6.2.0
	CH

	SP-040518
	23.125
	071
	2
	6.1.0
	Rel-6
	Policy functions of FBC – update of Annex D
	approved
	F
	6.2.0
	CH

	SP-040518
	23.125
	072
	1
	6.1.0
	Rel-6
	Removal of superfluous FFS notes
	approved
	D
	6.2.0
	CH

	SP-040518
	23.125
	074
	2
	6.1.0
	Rel-6
	FBC Control
	approved
	C
	6.2.0
	CH

	SP-040518
	23.125
	075
	1
	6.1.0
	Rel-6
	TPF performing no charging
	approved
	F
	6.2.0
	CH

	SP-040519
	23.141
	070
	-
	6.6.0
	Rel-6
	Reference architecture update
	approved
	F
	6.7.0
	PRESNC

	SP-040520
	23.195
	011
	1
	5.3.0
	Rel-5
	IMEISV obtaining for UEs supporting only UMTS radio access
	approved
	F
	5.4.0
	LATE_UE

	SP-040521
	23.207
	084
	1
	6.3.0
	Rel-6
	SBLP and non-realtime PDP Contexts
	approved
	F
	6.4.0
	IMS2, QoS1

	SP-040521
	23.207
	085
	-
	6.3.0
	Rel-6
	Generation of multiple tokens
	approved
	F
	6.4.0
	QoS1

	SP-040522
	23.221
	050
	-
	5.10.0
	Rel-5
	Referencing TR 23.981
	approved
	F
	5.11.0
	IPv4IMS

	SP-040523
	23.228
	415
	1
	6.6.0
	Rel-6
	Session based messaging size negotiation
	approved
	F
	6.7.0
	IMS2

	SP-040523
	23.228
	437
	-
	6.6.0
	Rel-6
	Registration Requirement related to Application Server
	approved
	F
	6.7.0
	IMS2

	SP-040523
	23.228
	438
	1
	6.6.0
	Rel-6
	Clarification to the Re-Registration procedure
	approved
	F
	6.7.0
	IMS2

	SP-040523
	23.228
	439
	-
	6.6.0
	Rel-6
	IMS Emergency Services
	approved
	F
	6.7.0
	IMS2

	SP-040523
	23.228
	440
	1
	6.6.0
	Rel-6
	Treatment of SIP forking request
	approved
	F
	6.7.0
	IMS2

	SP-040523
	23.228
	441
	1
	6.6.0
	Rel-6
	Session based messaging release procedure
	approved
	F
	6.7.0
	IMS2

	SP-040523
	23.228
	442
	1
	6.6.0
	Rel-6
	Generic signaling flow without preconditions
	approved
	F
	6.7.0
	IMS2

	SP-040523
	23.228
	443
	1
	6.6.0
	Rel-6
	Session based messaging clean-up according latest version of IETF draft
	approved
	F
	6.7.0
	IMS2

	SP-040523
	23.228
	444
	-
	6.6.0
	Rel-6
	Correction on precondition usage
	approved
	F
	6.7.0
	IMS2

	SP-040523
	23.228
	445
	1
	6.6.0
	Rel-6
	Network control of PDP Context establishment for SBLP
	approved
	C
	6.7.0
	IMS2

	SP-040524
	23.234
	033
	3
	6.1.0
	Rel-6 
	WLAN Manual PLMN Network selection - CR
	approved
	F
	6.2.0
	WLAN

	SP-040524
	23.234
	055
	1
	6.1.0
	Rel-6
	Cleanup of figure 7.4 in TS 23.234
	approved
	D
	6.2.0
	WLAN

	SP-040524
	23.234
	058
	1
	6.1.0
	Rel-6
	Correction of mistakes and inaccurate descriptions in 23.234
	approved
	F
	6.2.0
	WLAN

	SP-040524
	23.234
	061
	1
	6.1.0
	Rel-6
	Clarification on usage of 3GPP AAA server
	approved
	F
	6.2.0
	WLAN

	SP-040524
	23.234
	063
	4
	6.1.0
	Rel-6
	Alignment of PLMN selection
	approved
	F
	6.2.0
	WLAN

	SP-040524
	23.234
	064
	1
	6.1.0
	Rel-6
	Correction of Wa reference point functionality
	approved
	F
	6.2.0
	WLAN

	SP-040524
	23.234
	065
	1
	6.1.0
	Rel-6
	Multiple WLAN connections
	approved
	F
	6.2.0
	WLAN

	SP-040524
	23.234
	066
	1
	6.1.0
	Rel-6
	Introduction of the WLAN registration within tunnel establishment procedure
	approved
	F
	6.2.0
	WLAN

	SP-040524
	23.234
	068
	-
	6.1.0
	Rel-6
	Editorial update of already agreed change in figure 6.2b
	approved
	F
	6.2.0
	WLAN

	SP-040524
	23.234
	069
	-
	6.1.0
	Rel-6
	Removal of issue chapter in Annex F.
	approved
	D
	6.2.0
	WLAN

	SP-040524
	23.234
	070
	1
	6.1.0
	Rel-6
	Clarification of NSAPI in Annex F.
	approved
	F
	6.2.0
	WLAN

	SP-040524
	23.234
	071
	1
	6.1.0
	Rel-6
	CR on IMS over WLAN
	approved
	F
	6.2.0
	WLAN

	SP-040524
	23.234
	072
	3
	6.1.0
	Rel-6
	Correction to temporary identity usage and reference
	approved
	F
	6.2.0
	WLAN

	SP-040524
	23.234
	073
	2
	6.1.0
	Rel-6
	Correction to PDG Selection Mechanism
	approved
	F
	6.2.0
	WLAN

	SP-040524
	23.234
	075
	3
	6.1.0
	Rel-6
	Correction to W-APN authorisation and PDG redirection Mechanism
	approved
	F
	6.2.0
	WLAN

	SP-040524
	23.234
	076
	3
	6.1.0
	Rel-6
	WLAN User Profile revision
	approved
	F
	6.2.0
	WLAN

	SP-040524
	23.234
	077
	3
	6.1.0
	Rel-6
	Charging related data for 3GPP PS based services (WLAN 3GPP IP Access)
	approved
	F
	6.2.0
	WLAN

	SP-040524
	23.234
	078
	3
	6.1.0
	Rel-6
	Static Remote IP address allocation
	approved
	F
	6.2.0
	WLAN

	SP-040524
	23.234
	081
	2
	6.1.0
	Rel-6
	Storage of the AAA server IP address in HSS/HLR
	approved
	F
	6.2.0
	WLAN

	SP-040525
	23.240
	024
	1
	6.4.0
	Rel-6
	Addition of missing security aspects
	approved
	F
	6.5.0
	GUP

	SP-040526
	23.246
	076
	2
	6.3.0
	Rel-6
	MBMS Service Area definition
	approved
	F
	6.4.0
	MBMS

	SP-040526
	23.246
	084
	1
	6.3.0
	Rel-6
	Use Correct SA4 MBMS User Service Specification
	approved
	D
	6.4.0
	MBMS

	SP-040526
	23.246
	085
	1
	6.3.0
	Rel-6
	Clarification of BM-SC create MBMS UE Context
	approved
	F
	6.4.0
	MBMS

	SP-040526
	23.246
	088
	2
	6.3.0
	Rel-6
	Separate Rendering of 2G and 3G Content for the Same Service
	approved
	F
	6.4.0
	MBMS

	SP-040526
	23.246
	089
	1
	6.3.0
	Rel-6
	Remove SDU FFS in section 6.3 Quality of Service
	approved
	F
	6.4.0
	MBMS

	SP-040526
	23.246
	092
	2
	6.3.0
	Rel-6
	Additional information needed in section 8.3 Session Start Message
	approved
	F
	6.4.0
	MBMS

	SP-040526
	23.246
	093
	2
	6.3.0
	Rel-6
	Application Level Charging Mechanisms
	approved
	F
	6.4.0
	MBMS

	SP-040526
	23.246
	094
	1
	6.3.0
	Rel-6
	MBMS Session Notification
	approved
	F
	6.4.0
	MBMS

	SP-040526
	23.246
	095
	-
	6.3.0
	Rel-6
	Removing FFS from TS 23.246
	approved
	F
	6.4.0
	MBMS

	SP-040526
	23.246
	097
	-
	6.3.0
	Rel-6
	Clarification of reference model
	approved
	F
	6.4.0
	MBMS

	SP-040526
	23.246
	099
	2
	6.3.0
	Rel-6
	Service Context creation in RNC
	approved
	F
	6.4.0
	MBMS

	SP-040526
	23.246
	101
	-
	6.3.0
	Rel-6
	Correction for error handling in MBMS multicast activation
	approved
	F
	6.4.0
	MBMS

	SP-040526
	23.246
	103
	1
	6.3.0
	Rel-6
	MBMS BSC UE context and bearer plane
	approved
	F
	6.4.0
	MBMS

	SP-040526
	23.246
	106
	2
	6.3.0
	Rel-6
	Allocation and retention priority for MBMS bearers
	approved
	F
	6.4.0
	MBMS

	SP-040526
	23.246
	107
	1
	6.3.0
	Rel-6
	Merged CR 88 Separate Rendering of 2G and 3G Content for the Same Service, CR 90 Definition of Session Identity and CR92 Additional information needed in section 8.3 Session Start Message
	approved
	F
	6.4.0
	MBMS

	SP-040527
	23.251
	002
	1
	6.0.0
	Rel-6
	Introduction of network sharing (non-)supporting UEs
	approved
	F
	6.1.0
	NTShar

	SP-040527
	23.251
	003
	1
	6.0.0
	Rel-6
	Handling of system information in connected mode
	approved
	B
	6.1.0
	NTShar

	SP-040527
	23.251
	004
	1
	6.0.0
	Rel-6
	Core network operator identity as part of LAI/RAI for supporting UEs
	approved
	B
	6.1.0
	NTShar

	SP-040527
	23.251
	005
	1
	6.0.0
	Rel-6
	Indication of selected core network operator to the CN for supporting UEs
	approved
	B
	6.1.0
	NTShar

	SP-040528
	23.271
	275
	2
	4.11.0
	Rel-4
	Corrections to NI-LR using Location Based Routing procedure
	approved
	F
	4.12.0
	LCS

	SP-040528
	23.271
	276
	2
	5.11.0
	Rel-5
	Corrections to NI-LR using Location Based Routing procedure
	approved
	F
	5.12.0
	LCS1

	SP-040528
	23.271
	277
	2
	6.8.0
	Rel-6
	Corrections to NI-LR using Location Based Routing procedure
	approved
	A
	6.9.0
	LCS2

	SP-040528
	23.271
	278
	1
	6.8.0
	Rel-6
	Removal of erroneous sentence to NI-LR using Location Based Routing procedure
	approved
	F
	6.9.0
	LCS2

	SP-040528
	23.271
	279
	1
	6.8.0
	Rel-6
	Usage of the expression country code in 23.271
	approved
	F
	6.9.0
	LCS

	SP-040529
	23.977
	001
	-
	6.0.0
	Rel-6
	Editorials TR 23.977
	approved
	D
	6.1.0
	BARS

	SP-040530
	23.981
	001
	-
	6.0.0
	Rel-6
	IPv4 access to multimedia services and Mb reference point
	approved
	F
	6.1.0
	IPv4IMS

	SP-040530
	23.981
	002
	1
	6.0.0
	Rel-5
	Creating a Rel-5 version of TR 23.981
	approved
	B
	5.0.0
	IPv4IMS

	SP-040530
	23.981
	003
	1
	6.0.0
	Rel-6
	Corrections to scenario – IPv4 visited and IPv6 home
	approved
	F
	6.1.0
	IPv4IMS


E.3
CRs from SA WG3

	TSG SA Doc
	SPEC
	CR
	rev
	Current
version
	Phase
	SUBJECT
	TSG status
	Cat
	New
version
	WI

	SP-040627
	33.102
	187
	-
	5.4.0
	Rel-5
	Correction to mis-implementation of CR175: Rel4- definition
	approved
	F
	5.5.0
	SEC1

	SP-040627
	33.102
	188
	-
	6.1.0
	Rel-6
	Correction to mis-implementation of CR175: Rel4- definition
	approved
	A
	6.2.0
	SEC1

	SP-040616
	33.107
	044
	-
	6.2.0
	Rel-6
	Correction on the use of session initiator parameter
	approved
	F
	6.3.0
	SEC1-LI

	SP-040616
	33.107
	045
	-
	6.2.0
	Rel-6
	ICE (Intercepting Control Elements), INE (Intercepting Network Elements) definition
	approved
	F
	6.3.0
	SEC1-LI

	SP-040616
	33.107
	046
	-
	6.2.0
	Rel-6
	Clarification to SMS interception
	approved
	F
	6.3.0
	SEC1-LI

	SP-040616
	33.107
	047
	-
	6.2.0
	Rel-6
	Replace SIP URL with SIP URI
	approved
	F
	6.3.0
	SEC1-LI

	SP-040616
	33.108
	050
	-
	6.6.0
	Rel-6
	Explanation concerning the Sequence Number
	approved
	F
	6.7.0
	SEC1-LI

	SP-040616
	33.108
	051
	-
	6.6.0
	Rel-6
	National ASN.1 parameter
	approved
	B
	6.7.0
	SEC1-LI

	SP-040616
	33.108
	052
	-
	6.6.0
	Rel-6
	Clarifying clause titles
	approved
	D
	6.7.0
	SEC1-LI

	SP-040616
	33.108
	053
	-
	6.6.0
	Rel-6
	Adding azimuth in location
	approved
	B
	6.7.0
	SEC1-LI

	SP-040616
	33.108
	054
	-
	6.6.0
	Rel-6
	Correction of the Subaddressing definitions
	approved
	C
	6.7.0
	SEC1-LI

	SP-040616
	33.108
	055
	-
	6.6.0
	Rel-6
	Correction to hi3DomainId definition
	revised
	F
	
	SEC1-LI

	SP-040685
	33.108
	055
	1
	6.6.0
	Rel-6
	Correction to hi3DomainId definition
	approved
	F
	6.7.0
	SEC1-LI

	SP-040616
	33.108
	056
	-
	6.6.0
	Rel-6
	Correction of wrong use of abbreviations
	approved
	D
	6.7.0
	SEC1-LI

	SP-040616
	33.108
	057
	-
	6.6.0
	Rel-6
	Differences between subaddress sections in 33.108 and ETSI TS 101 671
	approved
	C
	6.7.0
	SEC1-LI

	SP-040616
	33.108
	058
	-
	6.6.0
	Rel-6
	Replace SIP URL with SIP URI
	approved
	F
	6.7.0
	SEC1-LI

	SP-040616
	33.108
	059
	-
	6.6.0
	Rel-6
	Corrections to References
	approved
	F
	6.7.0
	SEC1-LI

	SP-040617
	33.141
	001
	-
	6.0.0
	Rel-6
	ISIM used in GBA
	approved
	C
	6.1.0
	PRESNC

	SP-040617
	33.141
	002
	-
	6.0.0
	Rel-6
	Further modifications to TLS profile related text in 33.141
	approved
	F
	6.1.0
	PRESNC

	SP-040617
	33.141
	003
	-
	6.0.0
	Rel-6
	Editorial cleanup of TS 33.141
	approved
	D
	6.1.0
	PRESNC

	SP-040617
	33.141
	004
	-
	6.0.0
	Rel-6
	Clarification on Ut interface
	approved
	F
	6.1.0
	PRESNC

	SP-040618
	33.203
	068
	-
	5.8.0
	Rel-5
	Deletion of old authentication vectors in S-CSCF after re-synchronization
	approved
	F
	5.9.0
	IMS-ASEC

	SP-040618
	33.203
	069
	-
	6.3.0
	Rel-6
	Deletion of old authentication vectors in S-CSCF after re-synchronization
	approved
	A
	6.4.0
	IMS-ASEC

	SP-040618
	33.203
	070
	-
	6.3.0
	Rel-6
	Forwards compatibility to TLS based access security
	postponed
	F
	
	IMS-ASEC

	SP-040618
	33.203
	071
	-
	6.3.0
	Rel-6
	SIP Privacy mechanism when IMS interworking with non-IMS (foreign) network
	approved
	F
	6.4.0
	IMS-ASEC

	SP-040618
	33.203
	072
	-
	6.3.0
	Rel-6
	IMS Service Profile is independent from Implicit Registration Set
	approved
	F
	6.4.0
	IMS-ASEC

	SP-040619
	33.220
	010
	-
	6.1.0
	Rel-6
	Detailing of key lifetime
	approved
	F
	6.2.0
	SEC1-SC

	SP-040619
	33.220
	011
	-
	6.1.0
	Rel-6
	Details of USIM/ISIM usage in GAA
	approved
	C
	6.2.0
	SEC1-SC

	SP-040619
	33.220
	012
	-
	6.1.0
	Rel-6
	Generic Ua interface requirements
	approved
	C
	6.2.0
	SEC1-SC

	SP-040619
	33.220
	013
	-
	6.1.0
	Rel-6
	B-TID generation
	approved
	C
	6.2.0
	SEC1-SC

	SP-040619
	33.220
	014
	-
	6.1.0
	Rel-6
	Securing Zn reference point
	approved
	C
	6.2.0
	SEC1-SC

	SP-040619
	33.220
	015
	-
	6.1.0
	Rel-6
	GBA User Security Settings
	approved
	F
	6.2.0
	SEC1-SC

	SP-040619
	33.220
	016
	-
	6.1.0
	Rel-6
	Creation of GBA_U AV in the BSF
	approved
	B
	6.2.0
	SEC1-SC

	SP-040619
	33.220
	017
	-
	6.1.0
	Rel-6
	Clarification of the definition of a default type of NAF-specific key
	approved
	D
	6.2.0
	SEC1-SC

	SP-040620
	33.221
	001
	-
	6.0.0
	Rel-6
	User security settings
	approved
	D
	6.1.0
	SEC1-SC

	SP-040620
	33.221
	002
	-
	6.0.0
	Rel-6
	Editorial cleanup
	approved
	D
	6.1.0
	SEC1-SC

	SP-040620
	33.221
	003
	-
	6.0.0
	Rel-6
	Cleanup of procedure descriptions
	approved
	F
	6.1.0
	SEC1-SC

	SP-040620
	33.221
	004
	-
	6.0.0
	Rel-6
	Removal of unnecessary editor's notes
	approved
	F
	6.1.0
	SEC1-SC

	SP-040621
	33.222
	001
	-
	6.0.0
	Rel-6
	GBA User Security Settings
	approved
	D
	6.1.0
	SEC1-SC

	SP-040621
	33.222
	002
	-
	6.0.0
	Rel-6
	GBA supported indication and NAF hostname transfer in HTTP and in PSK TLS
	approved
	C
	6.1.0
	SEC1-SC

	SP-040621
	33.222
	003
	-
	6.0.0
	Rel-6
	Editorial clean-up of TS 33.222
	approved
	D
	6.1.0
	SEC1-SC

	SP-040621
	33.222
	004
	-
	6.0.0
	Rel-6
	Further modifications to TLS profile related text in 33.222
	approved
	F
	6.1.0
	SEC1-SC

	SP-040622
	33.234
	010
	-
	6.1.0
	Rel-6
	Update referece to RFC3748 "Extensible Authentication Protocol (EAP)"
	approved
	F
	6.2.0
	WLAN

	SP-040622
	33.234
	011
	-
	6.1.0
	Rel-6
	References update
	approved
	F
	6.2.0
	WLAN

	SP-040622
	33.234
	012
	-
	6.1.0
	Rel-6
	Sending of temporary identities from WLAN UE
	approved
	F
	6.2.0
	WLAN

	SP-040622
	33.234
	013
	-
	6.1.0
	Rel-6
	Clarification on fast re-authentication procedure
	approved
	F
	6.2.0
	WLAN

	SP-040622
	33.234
	014
	-
	6.1.0
	Rel-6
	Correction of authentication procedure for WLAN UE split
	approved
	F
	6.2.0
	WLAN

	SP-040622
	33.234
	015
	-
	6.1.0
	Rel-6
	Modification of mechanism to restrict simultaneous WLAN sessions
	approved
	C
	6.2.0
	WLAN

	SP-040622
	33.234
	016
	-
	6.1.0
	Rel-6
	Wa interface security
	approved
	C
	6.2.0
	WLAN

	SP-040622
	33.234
	017
	-
	6.1.0
	Rel-6
	Introduction of protected result indications
	approved
	F
	6.2.0
	WLAN

	SP-040622
	33.234
	018
	-
	6.1.0
	Rel-6
	Tunnel authentication procedure in Wm interface
	approved
	F
	6.2.0
	WLAN

	SP-040623
	33.310
	004
	-
	6.1.0
	Rel-6
	Splitting the Roaming CA into a SEG CA and an Interconnection CA
	approved
	C
	6.2.0
	SEC1-NDS-AF

	SP-040615
	43.020
	001
	-
	5.0.0
	Rel-6
	Introducing VGCS/VBS ciphering
	approved
	B
	6.0.0
	SECGKYV


E.4
CRs from SA WG4

	TSG SA Doc
	SPEC
	CR
	rev
	Current
version
	Phase
	SUBJECT
	TSG status
	Cat
	New
version
	WI

	SP-040644
	26.101
	009
	2
	5.0.0
	Rel-6
	Generic Frame Structure for GSM-EFR SID
	approved
	F
	6.0.0
	TrFO

	SP-040644
	26.101
	010
	1
	5.0.0
	Rel-6
	Error Corrections
	approved
	F
	6.0.0
	TrFO

	SP-040645
	26.102
	016
	1
	5.2.0
	Rel-6
	Mapping of GSM_EFR SID on Nb Interface
	approved
	F
	6.0.0
	TrFO

	SP-040646
	26.103
	023
	2
	5.4.0
	Rel-6
	Harmonisation of AMR Configurations
	approved
	C
	6.0.0
	TEI6

	SP-040646
	26.103
	024
	2
	5.4.0
	Rel-5
	Codec Identifier (CoID) for the telephone-event
	rejected
	F
	
	IMS-CODEC

	SP-040646
	26.103
	025
	1
	5.4.0
	Rel-6
	Error Fixes
	approved
	F
	6.0.0
	TrFO

	SP-040646
	26.103
	028
	1
	5.4.0
	Rel-5
	Correction of Size and Reference of MuMe Codec
	approved
	F
	5.5.0
	SCUDIF

	SP-040646
	26.103
	029
	1
	5.4.0
	Rel-6
	Correction of Size and Reference of MuMe Codec
	approved
	A
	6.0.0
	SCUDIF

	SP-040659
	26.111
	010
	3
	5.1.0
	Rel-6
	3G-324M Improvements
	approved
	B
	6.0.0
	3G-324MI

	SP-040648
	26.111
	011
	1
	5.1.0
	Rel-6
	3G-324M Improvements: addition of optional AMR-WB support
	approved
	B
	6.0.0
	3G-324MI

	SP-040649
	26.131
	022
	-
	5.2.0
	Rel-6
	Change of sending distortion requirement
	approved
	C
	6.0.0
	TEI6

	SP-040649
	26.132
	028
	-
	5.4.0
	Rel-6
	Change of sending distortion test case
	approved
	C
	6.0.0
	TEI6

	SP-040641
	26.140
	004
	2
	5.2.0
	Rel-6
	Introduction of Extended AMR-WB into MMS service
	rejected
	C
	
	MMS6-Codec

	SP-040641
	26.140
	005
	2
	5.2.0
	Rel-6
	Introduction of Enhanced aacPlus into MMS service
	rejected
	C
	
	MMS6-Codec

	SP-040641
	26.140
	006
	2
	5.2.0
	Rel-6
	Introduction of Extended AMR-WB and Enhanced aacPlus into MMS service
	approved
	C
	6.0.0
	MMS6-Codec

	SP-040650
	26.140
	007
	1
	5.2.0
	Rel-6
	Update of MMS codecs and formats with Release 6 functionality
	approved
	B
	6.0.0
	MMS6-Codec

	SP-040655
	26.140
	008
	1
	5.2.0
	Rel-6
	Update of MMS codecs and formats with H.264
	approved
	B
	6.0.0
	MMS6-Codec

	SP-040651
	26.233
	005
	1
	5.0.0
	Rel-6
	Addition of Release 6 functionality
	approved
	B
	6.0.0
	PSSrel6-Stage3

	SP-040652
	26.234
	070
	1
	6.0.0
	Rel-6
	Additional Release-6 updates to PSS Protocols and codecs
	approved
	B
	6.1.0
	PSSrel6-Stage3

	SP-040642
	26.234
	072
	1
	6.0.0
	Rel-6
	Introduction of Enhanced aacPlus into PSS service
	rejected
	C
	
	PSSrel6-Stage3

	SP-040642
	26.234
	073
	1
	6.0.0
	Rel-6
	Introduction of Extended AMR-WB into PSS service
	rejected
	C
	
	PSSrel6-Stage3

	SP-040642
	26.234
	074
	1
	6.0.0
	Rel-6
	Introduction of Extended AMR-WB and Enhanced aacPlus into PSS service
	approved
	C
	6.1.0
	PSSrel6-Stage3

	SP-040656
	26.234
	075
	1
	6.0.0
	Rel-6
	Introduction of the H.264 (AVC) video codec into the PSS service
	approved
	B
	6.1.0
	PSSrel6-Stage3

	SP-040653
	26.235
	007
	1
	6.1.0
	Rel-6
	Language improvement and alignment
	approved
	D
	6.2.0
	TEI6

	SP-040658
	26.235
	008
	1
	6.1.0
	Rel-6
	Introduction of the H.264 video codec into packet-switched conversational services
	approved
	B
	6.2.0
	CEPSCM

	SP-040653
	26.235
	009
	-
	6.1.0
	Rel-6
	Support for 128 kbps video in the packet-switched conversational services
	approved
	B
	6.2.0
	CEPSCM

	SP-040643
	26.244
	002
	1
	6.0.0
	Rel-6
	Storage of AMR-WB+ audio in 3GP files
	approved
	B
	6.1.0
	PSSrel6-Stage3

	SP-040654
	26.244
	003
	-
	6.0.0
	Rel-6
	Additional Release 6 update to 3GP file format
	approved
	B
	6.1.0
	PSSrel6-Stage3

	SP-040657
	26.244
	004
	1
	6.0.0
	Rel-6
	Storage of H.264 (AVC) video in 3GP files
	approved
	B
	6.1.0
	PSSrel6-Stage3

	SP-040643
	26.244
	005
	1
	6.0.0
	Rel-6
	Storage of Enhanced aacPlus audio in 3GP files
	approved
	B
	6.1.0
	PSSrel6-Stage3

	SP-040660
	26.911
	014
	3
	5.1.0
	Rel-6
	3G-324M Improvements
	approved
	B
	6.0.0
	3G-324MI

	SP-040647
	28.062
	041
	2
	5.4.0
	Rel-6
	Harmonisation of AMR Configurations
	approved
	C
	6.0.0
	TEI6


E.5
CRs from SA WG5

	TSG SA Doc
	SPEC
	CR
	rev
	Current
version
	Phase
	SUBJECT
	TSG status
	Cat
	New
version
	WI

	SP-040572
	32.104
	014
	-
	3.8.0
	R99
	Correction of measObjInstId length limitations in the Measurement Report File Format
	approved
	F
	3.9.0
	OAM-PM

	SP-040560
	32.111-2
	031
	-
	6.1.0
	Rel-6
	Add more definition of MonitoredEntity IOC to clarify the scope of it and rule for alarm mapping
	approved
	B
	6.2.0
	OAM-NIM

	SP-040561
	32.111-4
	027
	-
	5.7.1
	Rel-5
	Align with the IS 32.111-2 the possibility to apply filters to notification parameters
	approved
	F
	5.8.0
	OAM-NIM

	SP-040561
	32.111-4
	028
	-
	6.1.0
	Rel-6
	Align with the IS 32.111-2 the possibility to apply filters to notification parameters
	approved
	A
	6.2.0
	OAM-NIM

	SP-040559
	32.150
	001
	-
	6.0.0
	Rel-6
	Add Style Guide for CORBA SS IDL
	approved
	B
	6.1.0
	OAM-NIM

	SP-040548
	32.205
	027
	-
	5.7.0
	Rel-5
	Inclusion of UTRAN positioning data parameter – Align with 29.002 CR 710
	approved
	F
	5.8.0
	OAM-CH

	SP-040548
	32.215
	036
	-
	5.6.0
	Rel-5
	Inclusion of UTRAN positioning data parameter – Align with 29.002 CR 710
	approved
	F
	5.7.0
	OAM-CH

	SP-040549
	32.250
	001
	-
	6.0.0
	Rel-6
	Add missing charging principles for CAMEL CPH – Align with CN2's 23.078
	approved
	F
	6.1.0
	CH-BC

	SP-040562
	32.303
	012
	-
	6.0.0
	Rel-6
	Update 32.303 using IDL Style Guide
	approved
	F
	6.1.0
	OAM-NIM

	SP-040572
	32.401
	016
	-
	4.4.0
	Rel-4
	Correction of measObjInstId and measType length limitations in the Measurement Report File Format
	approved
	F
	4.5.0
	OAM-PM

	SP-040572
	32.401
	017
	-
	5.3.0
	Rel-5
	Correction of measObjInstId and measType length limitations in the Measurement Report File Format
	approved
	A
	5.4.0
	OAM-PM

	SP-040572
	32.401
	018
	-
	6.2.0
	Rel-6
	Correction of measObjInstId and measType length limitations in the Measurement Report File Format
	approved
	A
	6.3.0
	OAM-PM

	SP-040573
	32.401
	019
	-
	6.2.0
	Rel-6
	Removal of XML DTD file format definitions
	approved
	C
	6.3.0
	OAM-PM

	SP-040573
	32.401
	020
	-
	6.2.0
	Rel-6
	Add jobId in PM file name
	approved
	B
	6.3.0
	OAM-PM

	SP-040574
	32.403
	040
	-
	6.4.0
	Rel-6
	Restructure clauses 5 and 6 to follow the style of other clauses related to UTRAN measurements for extensibility
	approved
	D
	6.5.0
	OAM-PM

	SP-040574
	32.403
	041
	-
	6.4.0
	Rel-6
	Add measurements about Mobility Management
	approved
	B
	6.5.0
	OAM-PM

	SP-040574
	32.403
	042
	-
	6.4.0
	Rel-6
	Add mesurements about “PDP context activation procedures initiated by Network”
	approved
	B
	6.5.0
	OAM-PM

	SP-040574
	32.403
	043
	-
	6.4.0
	Rel-6
	Add measurements about relocation
	approved
	B
	6.5.0
	OAM-PM

	SP-040574
	32.403
	044
	-
	6.4.0
	Rel-6
	Change of the mesurements about “SRNS Relocation”
	approved
	C
	6.5.0
	OAM-PM

	SP-040574
	32.403
	045
	-
	6.4.0
	Rel-6
	Split measurements about successful PDP context deactivation
	approved
	C
	6.5.0
	OAM-PM

	SP-040575
	32.403
	046
	-
	4.7.0
	Rel-4
	Correction of “Mobility Management” GPRS attach measurement definitions
	approved
	F
	4.8.0
	OAM-PM

	SP-040575
	32.403
	047
	-
	5.7.0
	Rel-5
	Correction of “Mobility Management” GPRS attach measurement definitions
	approved
	A
	5.8.0
	OAM-PM

	SP-040575
	32.403
	048
	-
	6.4.0
	Rel-6
	Correction of “Mobility Management” GPRS attach measurement definitions
	approved
	A
	6.5.0
	OAM-PM

	SP-040576
	32.403
	049
	-
	5.7.0
	Rel-5
	Correction of measurement about “Failed PDP context activation procedures initiated by Network”
	rejected
	F
	
	OAM-PM

	SP-040576
	32.403
	050
	-
	6.4.0
	Rel-6
	Correction of measurement about “Failed PDP context activation procedures initiated by Network”
	rejected
	A
	
	OAM-PM

	SP-040577
	32.403
	051
	-
	4.7.0
	Rel-4
	Add missing Measurement Name Length constraints
	rejected
	F
	
	OAM-PM

	SP-040577
	32.403
	052
	-
	5.7.0
	Rel-5
	Add missing Measurement Name Length constraints
	approved
	F
	5.8.0
	OAM-PM

	SP-040577
	32.403
	053
	-
	6.4.0
	Rel-6
	Add missing Measurement Name Length constraints
	approved
	A
	6.5.0
	OAM-PM

	SP-040558
	32.412
	003
	-
	6.1.0
	Rel-6
	Add Measurement Job Overload Management function
	approved
	B
	6.2.0
	OAM-PM

	SP-040557
	32.412
	004
	-
	6.1.0
	Rel-6
	Align threshold alarm trigger to the definition in 32.411
	approved
	F
	6.2.0
	OAM-PM

	SP-040556
	32.412
	005
	-
	6.1.0
	Rel-6
	Extend the scope of ManagedEntity IOC to support collecting and monitoring measurement types related to vendor specific IOCs
	approved
	B
	6.2.0
	OAM-PM

	SP-040556
	32.412
	006
	-
	6.1.0
	Rel-6
	Add definition of post condition for operation suspendMeasurementJob
	approved
	F
	6.2.0
	OAM-PM

	SP-040557
	32.413
	002
	-
	6.1.0
	Rel-6
	Align to latest PM IRP Information Service (IS) 32.412 version number
	approved
	F
	6.2.0
	OAM-PM

	SP-040558
	32.413
	003
	-
	6.1.0
	Rel-6
	Add Measurement Job Overload Management function – Align with 32.412
	approved
	B
	6.2.0
	OAM-PM

	SP-040542
	32.421
	004
	-
	6.3.0
	Rel-6
	Removal of GERAN from Rel-6 32.42x series of Trace specifications
	approved
	F
	6.4.0
	OAM-Trace

	SP-040567
	32.603
	011
	-
	5.2.0
	Rel-5
	Removal of Rules for NRM extensions - Align with 32.622 (Generic NRM IS)
	approved
	F
	5.3.0
	OAM-NIM

	SP-040567
	32.603
	012
	-
	6.0.0
	Rel-6
	Removal of Rules for NRM extensions - Align with 32.622 (Generic NRM IS)
	approved
	A
	6.1.0
	OAM-NIM

	SP-040566
	32.603
	013
	-
	5.2.0
	Rel-5
	Removal of unused/duplicate definition of types MOReference and MOReferenceSet
	approved
	F
	5.3.0
	OAM-NIM

	SP-040566
	32.603
	014
	-
	6.0.0
	Rel-6
	Removal of unused/duplicate definition of types MOReference and MOReferenceSet
	approved
	A
	6.1.0
	OAM-NIM

	SP-040571
	32.611
	003
	-
	6.0.0
	Rel-6
	Enhancements to Bulk CM IRP for Security
	approved
	B
	6.1.0
	OAM-NIM

	SP-040582
	32.622
	019
	-
	5.4.0
	Rel-5
	Correction of modelling of Media GateWay (MGW)
	approved
	F
	5.5.0
	OAM-NIM

	SP-040567
	32.623
	012
	-
	5.3.0
	Rel-5
	Correction in Rules for NRM extensions - Align with 32.622 (Generic NRM IS)
	approved
	F
	5.4.0
	OAM-NIM

	SP-040567
	32.623
	013
	-
	6.2.0
	Rel-6
	Correction in Rules for NRM extensions - Align with 32.622 (Generic NRM IS)
	approved
	A
	6.3.0
	OAM-NIM

	SP-040581
	32.623
	014
	-
	6.2.0
	Rel-6
	Add missing Inheritance in CORBA IDL
	approved
	F
	6.3.0
	OAM-NIM

	SP-040582
	32.632
	011
	-
	5.5.0
	Rel-5
	Correction of modelling of Media GateWay (MGW) and of Class diagrams with respect to MSC and MGW functions
	approved
	F
	5.6.0
	OAM-NIM

	SP-040567
	32.633
	004
	-
	5.1.0
	Rel-5
	Correction in Rules for NRM extensions - Align with 32.622 (Generic NRM IS)
	approved
	F
	5.2.0
	OAM-NIM

	SP-040582
	32.633
	005
	-
	5.1.0
	Rel-5
	Correction of modelling of Media GateWay (MGW)
	approved
	F
	5.2.0
	OAM-NIM

	SP-040581
	32.633
	006
	-
	5.1.0
	Rel-6
	Add Inheritance in CORBA IDL
	approved
	B
	6.0.0
	OAM-NIM

	SP-040582
	32.634
	005
	-
	5.2.0
	Rel-5
	Correction of modelling of Media GateWay (MGW)
	approved
	F
	5.3.0
	OAM-NIM

	SP-040591
	32.634
	006
	-
	5.2.0
	Rel-5
	Removal of the 3GPP Release# cross references in the GDMO section
	approved
	F
	5.3.0
	OAM-NIM

	SP-040583
	32.635
	006
	-
	5.3.0
	Rel-5
	Add missing elements in the Core Network XML file format definition
	approved
	F
	5.4.0
	OAM-NIM

	SP-040582
	32.635
	007
	-
	5.3.0
	Rel-5
	Correction of modelling of Media GateWay (MGW)
	approved
	F
	5.4.0
	OAM-NIM

	SP-040584
	32.642
	022
	-
	6.1.0
	Rel-6
	Add support for the state change notification in UTRAN network resources IRP NRM
	approved
	B
	6.2.0
	OAM-NIM

	SP-040595
	32.642
	023
	-
	6.1.0
	Rel-6
	Include ATM in CM UTRAN network resources IRP NRM
	approved
	B
	6.2.0
	OAM-NIM

	SP-040585
	32.642
	024
	-
	4.4.0
	Rel-4
	Align with the IRP IS template in 32.102 Telecommunication management; Architecture
	rejected
	F
	
	OAM-CM

	SP-040585
	32.642
	025
	-
	5.4.0
	Rel-5
	Align with the IRP IS template in 32.102 Telecommunication management; Architecture
	approved
	A
	5.5.0
	OAM-NIM

	SP-040585
	32.642
	026
	-
	6.1.0
	Rel-6
	Align with the IRP IS template (32.151) and IRP IS UML repertoire (32.152)
	approved
	F
	6.2.0
	OAM-NIM

	SP-040587
	32.642
	027
	-
	6.1.0
	Rel-6
	Add support for Remote control of Electrical Tilting (RET) antenna
	approved
	B
	6.2.0
	OAM-NIM

	SP-040589
	32.643
	010
	-
	5.3.0
	Rel-5
	Add the operationalState to the UtranCell – Align the CORBA SS with 32.642 CM; UTRAN network resources IRP NRM
	approved
	F
	5.4.0
	OAM-NIM

	SP-040589
	32.643
	011
	-
	6.1.0
	Rel-6
	Add the operationalState to the UtranCell – Align the CORBA SS with 32.642 CM; UTRAN network resources IRP NRM
	approved
	A
	6.2.0
	OAM-NIM

	SP-040595
	32.643
	012
	-
	6.1.0
	Rel-6
	Include ATM in CM UTRAN network resources IRP CORBA Solution Set
	approved
	B
	6.2.0
	OAM-NIM

	SP-040590
	32.643
	013
	-
	6.1.0
	Rel-6
	Correct the definintions in the “CellModeEnumType” and “TimeSlotStatusType”
	approved
	F
	6.2.0
	OAM-NIM

	SP-040586
	32.643
	014
	-
	5.3.0
	Rel-5
	Align the CORBA SS with 32.642 Configuration Management (CM); UTRAN network resources IRP NRM
	approved
	F
	5.4.0
	OAM-NIM

	SP-040586
	32.643
	015
	-
	6.1.0
	Rel-6
	Align the CORBA SS with 32.642 Configuration Management (CM); UTRAN network resources IRP NRM
	approved
	A
	6.2.0
	OAM-NIM

	SP-040587
	32.643
	016
	-
	6.1.0
	Rel-6
	Add support for Remote control of Electrical Tilting (RET) antenna to CORBA IDL and Add Inheritance
	approved
	B
	6.2.0
	OAM-NIM

	SP-040591
	32.644
	014
	-
	5.5.0
	Rel-5
	Correction of the types of the attributes cId, localCellId and rncId
	approved
	F
	5.6.0
	OAM-NIM

	SP-040592
	32.645
	012
	-
	5.5.0
	Rel-5
	Correction of the XML code – Reinsertion of “targetNamespace=”
	approved
	F
	5.6.0
	OAM-NIM

	SP-040592
	32.645
	013
	-
	6.0.0
	Rel-6
	Correction of the XML code – Reinsertion of the closing tag
	approved
	F
	6.1.0
	OAM-NIM

	SP-040595
	32.645
	014
	-
	6.0.0
	Rel-6
	Include ATM in CM UTRAN network resources IRP XML Schema definition
	approved
	B
	6.1.0
	OAM-NIM

	SP-040587
	32.645
	015
	-
	6.0.0
	Rel-6
	Add support for Remote control of Electrical Tilting (RET) antenna to the Bulk CM XSD file
	approved
	B
	6.1.0
	OAM-NIM

	SP-040584
	32.652
	018
	-
	5.3.0
	Rel-6
	Add support for the state change notification in GERAN network resources IRP NRM
	approved
	B
	6.0.0
	OAM-NIM

	SP-040593
	32.653
	007
	-
	5.2.0
	Rel-5
	Add the operationalState to the BtsSiteMgr – Align the CORBA SS with 32.652 CM; GERAN network resources IRP NRM
	approved
	F
	5.3.0
	OAM-NIM

	SP-040567
	32.653
	008
	-
	5.2.0
	Rel-5
	Correction in Rules for NRM extensions - Align with 32.622 (Generic NRM IS)
	approved
	F
	5.3.0
	OAM-NIM

	SP-040581
	32.653
	009
	-
	5.2.0
	Rel-6
	Add Inheritance in CORBA IDL
	approved
	B
	6.0.0
	OAM-NIM

	SP-040593
	32.654
	010
	-
	5.4.0
	Rel-6
	Add the state change notification to the MOC btsSiteMgr – Align the CMIP SS with 32.652 CM; GERAN network resourcesIRP NRM
	approved
	B
	6.0.0
	OAM-NIM

	SP-040594
	32.655
	010
	-
	5.5.0
	Rel-5
	Correction of the XML code – Reinsertion of “targetNamespace=”
	approved
	F
	5.6.0
	OAM-NIM

	SP-040567
	32.663
	005
	-
	5.2.0
	Rel-5
	Correction in Rules for NRM extensions - Align with 32.622 (Generic NRM IS)
	approved
	F
	5.3.0
	OAM-NIM

	SP-040568
	32.663
	006
	-
	5.2.0
	Rel-5
	Add missing DN definition
	approved
	F
	5.3.0
	OAM-NIM

	SP-040568
	32.663
	007
	-
	6.1.0
	Rel-6
	Add missing DN definition
	approved
	A
	6.2.0
	OAM-NIM

	SP-040568
	32.663
	008
	-
	5.2.0
	Rel-5
	Add missing IDL for get_kernel_CM_IRP_versions
	approved
	F
	5.3.0
	OAM-NIM

	SP-040568
	32.663
	009
	-
	6.1.0
	Rel-6
	Add missing IDL for get_kernel_CM_IRP_versions
	approved
	A
	6.2.0
	OAM-NIM

	SP-040569
	32.663
	010
	-
	6.1.0
	Rel-6
	Add State Management Support to Kernel CM IRP CORBA SS
	approved
	B
	6.2.0
	OAM-NIM

	SP-040570
	32.664
	003
	-
	6.1.0
	Rel-6
	Add State Management support to Kernel CM IRP CMIP SS
	approved
	B
	6.2.0
	OAM-NIM

	SP-040588
	32.673
	002
	-
	5.1.0
	Rel-5
	Correction of the alarmStatus mapping – Align with 32.672 CM; State Management IRP Information Service
	approved
	F
	5.2.0
	OAM-NIM

	SP-040588
	32.673
	003
	-
	6.0.0
	Rel-6
	Correction of the alarmStatus mapping – Align with 32.672 CM; State Management IRP Information Service
	approved
	A
	6.1.0
	OAM-NIM

	SP-040569
	32.673
	004
	-
	6.0.0
	Rel-6
	Provide constant definitions to support state change events
	approved
	B
	6.1.0
	OAM-NIM


E.6
CRs direct to TSG SA#25

	TSG SA Doc
	SPEC
	CR
	rev
	Current
version
	Phase
	SUBJECT
	TSG status
	Cat
	New
version
	WI

	SP-040604
	01.01
	022
	-
	8.13.0
	R99
	Corrections to list of specifications
	approved
	F
	8.14.0
	TEI

	SP-040499
	21.900
	021
	2
	6.2.0
	Rel-6
	Introduction of “Early Implementation” process
	revised
	B
	
	TEI6

	SP-040705
	21.900
	021
	3
	6.2.0
	Rel-6
	Introduction of “Early Implementation” process
	approved
	B
	6.3.0
	TEI6

	SP-040605
	21.900
	022
	1
	6.2.0
	Rel-6
	From draft to change control in one easy move
	rejected
	F
	
	TEI6

	SP-040605
	21.900
	023
	1
	6.2.0
	Rel-6
	WI code to be shown on CR sets changing similar functionality in several Releases
	rejected
	F
	
	TEI6

	SP-040706
	21.900
	024
	-
	6.2.0
	Rel-6
	Improved tracking of work item status
	approved
	B
	6.3.0
	TEI6

	SP-040604
	41.101
	006
	-
	4.11.0
	Rel-4
	Corrections to list of specifications
	approved
	F
	4.12.0
	TEI4

	SP-040604
	41.101
	007
	-
	5.7.0
	Rel-5
	Corrections to list of specifications
	approved
	F
	5.8.0
	TEI5
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