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3.1
General bearer service user data characteristics

The tables below describe the characteristics of the General Bearer Services. The indicated fixed network user rates are possible, but support of General Bearer Service does not imply support of all rates.

3.1.1
3,1 kHz Audio

Fixed Network User Rate 
Access Structure
Information Transfer Capability
QoS attributes
Note

0.3 kbit/s
Asynch
3,1 kHz
NT or T
note 2

1.2 kbit/s
Asynch, Synch
3,1 kHz
NT or T
notes 1 and 2

1.2/0.075 kbit/s
Asynch
3,1 kHz
NT or T
note 2

2.4 kbit/s
Asynch, Synch
3,1 kHz
NT or T
note 2

4.8 kbit/s
Asynch, Synch
3,1 kHz
NT or T
note 2

9.6 kbit/s
Asynch, Synch
3,1 kHz
NT or T
note 2

14.4 kbit/s
Asynch, Synch
3,1 kHz
NT or T


19.2 kbit/s
Asynch, Synch
3,1 kHz
NT or T


28.8 kbit/s
Asynch, Synch
3,1 kHz
NT or T


NOTE 1:
Not applicable to synchronous NT service.

NOTE 2:
These services are also supported by the GSM Phase 2 Specifications.

3.1.2
V.110 UDI

Fixed Network User Rate
Access Structure
User Information Layer 1 protocol
QoS Attribute
Notes

0.3 kbit/s
Asynch
V.110
NT or T
note 2

1.2 kbit/s
Asynch, Synch
V.110
NT or T
note 1

note 2

2.4 kbit/s
Asynch, Synch
V.110
NT or T
note 2

4.8 kbit/s
Asynch, Synch
V.110
NT or T
note 2

9.6 kbit/s
Asynch, Synch
V.110
NT or T
note 2

14.4 kbit/s
Asynch, Synch
V.110
NT or T


19.2 kbit/s
Asynch, Synch
V.110
NT or T


28.8 kbit/s
Asynch, Synch
V.110
NT or T


38.4 kbit/s
Asynch, Synch
V.110
NT or T


48 kbit/s
Synch
V.110
T


56 kbit/s
Synch
V.110
T (in a 64 kbit/s environment)


NOTE 1:
Not applicable to synchronous NT service.

NOTE 2:
These services are also supported by the GSM Phase 2 Specifications.

3.1.3
X.31 Flag Stuffing UDI

Fixed Network User Rate
Access Structure
User Information Layer 1 protocol
QoS Attribute
Notes

2.4 kbit/s
Synch
X.31 Flag Stuffing
NT
note 1

4.8 kbit/s
Synch
X.31 Flag Stuffing
NT
note 1

9.6 kbit/s
Synch
X.31 Flag Stuffing
NT
note 1

14.4 kbit/s
Synch
X.31 Flag Stuffing
NT


19.2 kbit/s
Synch
X.31 Flag Stuffing
NT


28.8 kbit/s
Synch
X.31 Flag Stuffing
NT


38.4 kbit/s
Synch
X.31 Flag Stuffing
NT


48 kbit/s
Synch
X.31 Flag Stuffing
NT


56 kbit/s
Synch
X.31 Flag Stuffing
NT


NOTE 1:
These services are also supported by the GSM Phase 2 Specifications.

3.1.4
V.120

Fixed Network User Rate
Access Structure
User Information Layer 1 protocol
QoS Attribute
Notes

1.2 kbit/s
Asynch
V.120
NT


2.4 kbit/s
Asynch, Synch
V.120
NT


4.8 kbit/s
Asynch, Synch
V.120
NT


9.6 kbit/s
Asynch, Synch
V.120
NT


14.4 kbit/s
Asynch, Synch
V.120
NT


19.2 kbit/s
Asynch, Synch
V.120
NT


28.8 kbit/s
Asynch, Synch
V.120
NT
note 1

38.4 kbit/s
Asynch, Synch
V.120
NT


48 kbit/s
Asynch, Synch
V.120
NT


56 kbit/s
Asynch, Synch
V.120
NT
note 2

NOTE 1:
Requires a new code point in V.120 specification to be defined.

NOTE 2:
Not applicable in a 56 kbit/s environment.

3.1.5
Bit Transparent Mode

Fixed Network User Rate
Access Structure
User Information Layer 1 protocol
QoS Attribute
Notes

56 kbit/s
Synch
Bit transparent
T (RDI) (in a 56 kbit/s environment)


64 kbit/s
Synch
Bit transparent
T (UDI) (in a 64 kbit/s environment)


3.1.6

PIAFS

Fixed Network User Rate
Access Structure
User Information Layer 1 protocol
QoS Attribute
Notes

32 kbit/s
Asynch
PIAFS
NT


64 kbit/s
Asynch
PIAFS
NT


ETSI


