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PS Paging Initiated by 3G‑SGSN With RRC Connection for CS
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Figure 1: PS Paging With RRC Connection for CS

1)
The 3G‑SGSN receives a PDP PDU or downlink signalling for an MS in PMM Idle state.

2)
The 3G‑SGSN sends a RANAP Paging (IMSI, P‑TMSI, Area, CN Domain Indicator) message to each RNS belonging to the routeing area in which the MS is located. IMSI is needed by the RNS in order to calculate the MS paging group. If 3G‑SGSN assigned the P‑TMSI to the MS, P‑TMSI is included, and it identifies the MS is paged. Area indicates the routeing area in which the MS is paged. CN Domain Indicator indicates to which domain (MSC or 3G‑SGSN) the paging was initiated, and it represents "3G‑SGSN" in this case.

3)
The RNS controls whether the MS has an established RRC connection or not. In this case, MS has an established RRC connection for CS service, so RNS sends a RRC Paging Type 2(CN domain ID) message to the MS on established RRC connection. CN Domain ID indicates to which domain (CS or PS) the paging shall be directed, so it represents "PS" in this case.

4)
The paging request triggers the Service Request procedures in the MS. The service request procedures are described in subclause "Service Request Procedure (UMTS Only)".
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