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The following Change Requests (CRs) have been approved by TSG SA WG2 and are requested to be approved by TSG SA plenary #8.

Note: the source of all these CRs is now S2, even if the name of the originating company(ies) is still reflected on the cover page of all the attached CRs.

CRs on 03.60

No CR on 03.60 has been presented since SA plenary #7.

CRs on 23.060 v.3.3.1

	spec
	release
	CR #
	cat
	Title
	S2 TDoc #

	23.060
	R99
	147r3
	F
	Change of GMM ready timer behaviour
	S2-001206

	23.060
	R99
	149
	F
	Paging is initiated even at reception of a PDP PDU
	S2-000821

	23.060
	R99
	150
	F
	Suspend at UMTS to GSM handover during CS call
	S2-000822

	23.060
	R99
	151
	F
	RABs failed information is missing in Forward Relocation Response
	S2-000823

	23.060
	R99
	152
	F
	Reliable transfer of GTP message "Forward SRNS Context" and "Forward Relocation Complete"
	S2-000824

	23.060
	R99
	153
	D
	SRNS Relocation Procedure, editorial corrections
	S2-000825

	23.060
	R99
	156
	F
	Conversion of QoS attributes to LLC attributes in the Aggregate BSS QoS Profile
	S2-000887

	23.060
	R99
	159
	D
	Clarification of radio bearer re-establishment
	S2-000904

	23.060
	R99
	161r2
	F
	SNRS Relocation and Inter System HO, when PDCP doesn't support lossless relocation
	S2-001058

	23.060
	R99
	162r1
	F
	Establishment of LLC link after inter-system HO
	S2-000960

	23.060
	R99
	163r1
	F
	Classmark handling
	S2-000961

	23.060
	R99
	164
	F
	Reset of RLC during SRNS relocation
	S2-000923

	23.060
	R99
	165r1
	F
	Move of Detection Point C2 for Inter SGSN Routeing Area Update
	S2-000962

	23.060
	R99
	166r1
	B
	Addition of charging characteristics per PDP context
	S2-001050

	23.060
	R99
	167r1
	F
	IPv6 stateless address autoconfiguration
	S2-001015

	23.060
	R99
	168
	F
	Addition of charging characteristics per PDP context
	S2-001049


