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	Reason for change:
	Solution #55 addresses key issue 18 of TR 23.700-98. The solution needs to be tranposed to TS 23.558.

If edge node sharing is used, the Partner EES may be able to support the UE location API to the EAS(Registered in the Partner EES). The EAS and Partner EES may be able to use the subscriber's 3GPP core network function for ACR.

	
	

	Summary of change:
	Solution #55 of TR 23.700-98 is transposed to the TS.
- UE location API may be used in edge node sharing scenario.
- Added description of serving MNO information

	
	

	Consequences if not approved:
	TS will not include support for Invoke non-roaming UE location. If edge node sharing is used, it is not clear how the Partner EES uses the UE location API. It is not clear how the Partner EES, EAS(Registered Partner EES  ) requests the UE location information of the subscriber to the leading OP's Core network.
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	* * * First Change * * * *	
[bookmark: _Toc42004070][bookmark: _Toc50584454][bookmark: _Toc50584798][bookmark: _Toc57673713][bookmark: _Toc131201043]8.10.3		Capabilities utilized by EES
When required, the EES may utilize:
-	AF traffic influence functionality, including the user plane path management event notifications of the UE, from the 3GPP core network as described in 3GPP TS 23.501 [2] and 3GPP TS 23.502 [3];
-	the location information from the API exposed by 3GPP core network, e.g. SCEF/NEF/SCEF+NEF or LCS (Location Service) as specified in 3GPP TS 23.682 [17], 3GPP TS 23.502 [3], 3GPP TS 23.271 [7], 3GPP TS 36.305 [8], 3GPP TS 23.273 [9] and 3GPP TS 38.305 [10] to obtain the UE's location from the 3GPP Core Network;
-	capabilities exposed by the 3GPP core network, e.g. NEF or PCF, to establish an AF session with QoS, and QoS related event notifications subscribed with the 3GPP core network as specified in 3GPP TS 23.501 [2], 3GPP TS 23.502 [3] and 3GPP TS 23.503 [12];
-	capabilities exposed by the 3GPP core network, e.g. NEF or NWDAF, to analyse UE expected behaviour as specified in 3GPP TS 23.288 [18]; and
-	the monitoring capability exposed by the 3GPP core network as specified in 3GPP TS 23.501 [2] and 3GPP TS 23.502 [3].
NOTE 1:	While obtaining UE 's location or analytics information using 3GPP core network capabilities for the request over EDGE-1 interface, if the EEC registration request from the UE indicates the UE mobility support requirement, the EES as per ECSP policy and EAS requirements may decide whether to subscribe to NEF or NWDAF for UE location information or its analytics.
NOTE 2:	If required, EES can determine UE’s serving PLMN information through procedures described in clause 8.18. Further, as required, EES can use this information to utilize 3GPP capabilities provided by UE’s serving PLMN.
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